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AS/NZS 3197:2005

This Joint Australian/New Zealand Standard was prepared by Joint Technical
Committee EL-004, Electrical Accessories. It was approved on behalf of the
Council of Standards Australia on 20 December 2004 and on behalf of the Council
of Standards New Zealand on 23 December 2004.

This Standard was published on 21 February 2005.

The following are represented on Committee EL-004:

Australian Chamber of Commerce and Industry
Australian Electrical and Electronic Manufacturer’s Association
Australian Information Industry Association
Australasian Railway Association

Canterbury Manufacturers Association NZ
Consumer Electronics Suppliers Association
Consumers’ Federation of Australia

Electrical Compliance Testing Association
Electrical Regulatory Authorities Council
Ministry of Consumer Affairs (New Zealand)
Plastics Industry Pipe Association of Australia
Telarc New Zealand

Testing Interests (Australia)

Keeping Standards up-to-date

Standards are living documents which reflect progress in science, technology and
systems. To maintain their currency, all Standards are periodically reviewed, and
new editions are published. Between editions, amendments may be issued.
Standards may also be withdrawn. It is important that readers assure themselves
they are using a current Standard, which should include any amendments which
may have been published since the Standard was purchased.

Detailed information about joint Australian/New Zealand Standards can be found by
visiting the Standards Web Shop at www.saiglobal.com.au or Standards New
Zealand web site at www.standards.co.nz and looking up the relevant Standard in
the on-line catalogue.

For more frequent listings or notification of revisions, amendments and
withdrawals, Standards Australia and Standards New Zealand offer a number of
update options. For information about these services, users should contact their
respective national Standards organization.

We also welcome suggestions for improvement in our Standards, and especially
encourage readers to notify us immediately of any apparent inaccuracies or
ambiguities. Please address your comments to the Chief Executive of either
Standards Australia or Standards New Zealand at the address shown on the back
cover.

This Standard was issued in draft form for comment as DR 04383.
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PREFACE

This Standard was prepared by the Joint Standards Australia/Standards New Zealand
Technical Committee EL-004, Electrical Accessories, to supersede AS/NZS 3197:1993 on
publication.

This Standard incorporates Amendments No. 1 (February 2007) and No. 2 (February 2012).
The changes required by the Amendment are indicated in the text by a marginal bar and
amendment number against the clause, note, table, figure or part thereof affected.

The objective of this Standard is to provide the Australian and New Zealand electrical
industry including manufacturers, test laboratories and regulators with requirements and
test methods for portable electrical or conditioning devices.

This Standard is one of a series of approval and test specifications to be read in conjunction
with AS/NZS 3100, General requirements for electrical equipment. The purpose of this
series is to outline conditions which must be met to secure approval for the sale and use of
electrical equipment. Only safety matters and related conditions are covered.

The essential safety requirements in AS/NZS 3820 that could be applicable to portable
electrical control or conditioning devices are covered by this Standard taken in conjunction
with any other relevant requirements affecting safety.

This Standard was revised to introduce the following technical and editorial changes:

(a) Amendment Nos. 1, 2 and 3 to AS/NZS 3197:1993 have been incorporated into the
text.

(b) Additional requirements for devices with integral pins for insertion into socket-
outlets.

(¢)  Changes to fire test requirements.
(d) Updating of cross-references to referred Standards and other minor editorial changes.

This Standard does not include all the necessary conditions of a contract.
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STANDARDS AUSTRALIA/STANDARDS NEW ZEALAND

Australian/New Zealand Standard

Approval and test specification—Portable electrical control or
conditioning devices

1 SCOPE

This Standard specifies essential safety requirements for portable electrical control or
conditioning devices as defined in Clause 4 below, which are designed for operation at low
voltage and which have a maximum operating current not exceeding 20 A.

Typical examples of devices having a control or conditioning function are those which
incorporate energy regulators, speed controllers, timing devices, photoelectric devices,
devices actuated by sound or radiofrequency, devices actuated by signals or impulses
generated remotely by manual or automatic means, movement detectors, lighting dimmers,
temperature-sensitive devices, overcurrent protection devices of either the manual or
automatically resetting type, voltage/frequency conditioning devices and filtering devices.

Al Plugs within the scope of AS/NZS 3112, cord extension sockets within the scope of
AS/NZS 3120, socket-outlet adaptors within the scope of AS/NZS3122 and cord extension
sets within the scope of AS/NZS 3199, which incorporate control or conditioning functions
are within the scope of this Standard.

A2

Electrical portable outlet devices that are within the scope of AS/NZS 3105 but having
condition and control device functions, remain within the scope of AS/NZS 3105 and are

tested to that standard with any additional requirements of the conditioning device of
AS/NZS 3197 being applied.

This Standard does not apply to the following:
(a) Control or conditioning devices which are incorporated in an appliance.
(b) Portable residual current (earth-leakage) devices within the scope of AS/NZS 3190.

(c) Portable devices incorporating voltage transformation within the scope of the
AS/NZS 61558 (all parts).

(d) Appliance connectors incorporating control facilities within the scope of
AS/NZS 60320.1.

A2 (e) Plugs within the scope of AS/NZS 3112, cord-extension sockets within the scope of
AS/NZS 3120 and socket-outlet adaptors within the scope of AS/NZS 3122 which
incorporate indicating devices, e.g. neons, light-emitting diodes.

(f)  Plugs within the scope of with AS/NZS 3112 incorporating fuses.

(g) Electrical portable outlet devices within the scope of AS/NZS 3105.
NOTE: Thermostats and energy regulators of the self-contained type but intended for independent

mounting are within the scope of AS/NZS 3161.
2 APPLICATION
2.1 General requirements of AS/NZS 3100

This Standard shall be read in conjunction with AS/NZS 3100, and the appropriate
provisions of AS/NZS 3100 shall apply to the construction of the control device and the
insulation and safeguarding of parts which normally carry current.
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5 AS/NZS 3197:2005

2.2 Specific requirements of this Specification

A control device shall be deemed to comply with this Standard only if it complies with all
the requirements of this Standard and passes the specified relevant tests.

2.3 Requirements of other Standards

Equipment and components incorporated in a control device which are depended upon for
safety shall comply with the appropriate Standard unless such requirements are varied by
this Standard.

3 REFERENCED DOCUMENTS

The following documents are referred to in this Standard:

STANDARDS
AS/NZS
A2 3820 Essential safety requirements for electrical equipment
60227 Polyvinyl chloride insulated cables of rated voltages up to and including
450/750 V

60227.5  Part5: Flexible cables (cords)

60245 Rubber insulated cables—Rated voltage up to and including 450/750 V
60245.4  Part4: Cords and flexible cables

60320 Appliance couplers for household and similar general purposes
60320.1 Part 1: General requirements

60335 Household and similar electrical appliances—Safety
60335.1 Part 1: General requirements

60898 Electrical accessories—Circuit-breakers for overcurrent protection for
household and similar installations
60898.1 Part 1: Circuit-breakers for a.c. operation
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61558 Safety of power transformers, power supply units and similar (all parts)
APPROVAL AND TEST SPECIFICATIONS
AS/NZS
3100 General requirements for electrical equipment
3105 Electrical portable outlet devices
3111 Miniature overcurrent circuit-breakers
3112 Plugs and socket-outlets
3117 Bayonet lampholders
3120 Cord extension sockets
3122 Socket-outlet adaptors
3127 Cord-line switches
3140 Edison-type screw lampholders
3161 Thermostats and energy regulators
3190 Residual current devices (current-operated earth-leakage devices)
3191 Electric flexible cords
3199 Cord extension sets
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4 DEFINITIONS

4.1 Portable electrical control or conditioning device (control device)

A2 A portable self-contained device having a single means of connection to a low voltage
supply primarily intended to automatically control or condition electrical outlet facility(s)
on the device.
4.2 Integrally moulded control device
A control device constructed so that its flexible cord is moulded to the device to form an
integral unit; it being impossible to detach the flexible cord without making the control
device permanently useless.
4.3 Reeling or coiling arrangement
An arrangement, which may be in the form of a frame or reel, intended for the storage of
whole or part of a flexible cord, and which is not detachable from the cord or control device
without the use of a tool.
5 DESIGN AND CONSTRUCTION
5.1 Current rating

A2

The current rating of any outlet facility shall be not greater than that of the plug or
appliance inlet, nor greater than the current-carrying capacity of the flexible cord.

5.2 Socket-outlet face projection

No part of the device, including any switch in any position, shall project more than 8.6 mm
from the surface of the socket-outlet face, within the shaded area of Figure 1. This
requirement applies to all socket-outlets except those with special design features such as
protection from dust, weather or mechanical damage. There shall be no projections in the
area defined by R21.6 in Figure 3.1.

NOTES:

1 This requirement allows for full insertion of plug or plug-in devices of the size indicated in
Figure 1 and also prevents inadvertent or partial operation of any switch during insertion.

2 This requirement will not necessarily permit manual operation of any switch with the plug or
plug-in device inserted.

e """ 1
| |
| | 30.0 30.0 | |
\ | \ !
| |
| |
Socket-outlet } }
centroid | 300 |
| |
| |
| |
| - — |
| |
Socket-outlet } 7216 }
face j\} 30.0 }
| |
| |
| |
| |
| |
- - - - _

DIMENSIONS IN MILLIMETRES
FIGURE 1 AREA OF LIMITED PROTECTION

For control devices incorporating more than one socket-outlet, the centre-to-centre distance
between adjacent socket-outlets shall be greater than 44 mm. Documents

Accessed by MONASH UNIVERSITY LIBRARY on 16 Jun 2015 [AVAILABLE SUPERSEDED] (Document currency not guaranteed when printed)

COPYRIGHT Document Sharing Hub

Full document details: AS NZS 3197-2005 (2012)


http://www.avadocuments.com/doc/as-nzs-3197-2005-2012
http://www.avadocuments.com/doc/as-nzs-3197-2005-2012

