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PREFACE

This Standard was prepared by the Joint Standards Australia/Standards New Zealand Committee
IT/1, Information Systems—Interconnection to supersede AS 3512—1987. This Standard is identical
with and has been reproduced from ISO/IEC 7776:1995, Information technology—Tele-
communications and information exchange between systems—High-level data link control
procedures—Description of the X.25 LAPB-compatible DTE data link procedures, and Amendment 1:
Modulo 32 768 and multi-sel ective reject option, which is bound at the back of this Standard.

The objective of this Standard is to give network designers a specification for the protocol between
data terminal equipment and data circuit-terminating equipment at the data link layer level using the
X.25 LAPB procedures.

The term ‘informative’ has been used in this Standard to define the application of the annex to which
it applies. An ‘informative’ annex is only for information and guidance.

As this Standard is reproduced from an International Standard, the following applies:

(@) Its number does not appear on each page of text and its identity is shown only on the cover and
title page.

(b) In the source text ‘this International Standard’ should read ‘this Australian/New Zealand
Standard'.

(c) A full point should be substituted for a comma when referring to a decimal marker.

References to International Standards should be replaced by references to equivalent Australian or
Australian/New Zealand Standards, as follows:
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Reference to International Standard Australian or Australian/New Zealand Standard

ISO AS

7478 Information processing systems—Data 3511 Information processing systems—Data
communication—M ultilink procedures communication—M ultilink procedures

ISO/IEC

646 I nformation technology—ISO 7-bit 1776 Information processing—7-bit coded
coded character set for information character set for information
interchange interchange

ASINZS

3309 I nformation technology— 2572 I nformation technology—
Telecommunications and information Telecommunications and information
exchange between systems— exchange between systems—
High-level data link control (HDLC) High-level data link control
procedures—Frame structure procedures—Frame structure

4335 I nformation technology— 2571 I nformation technology—
Telecommunications and information Telecommunications and information
exchange between systems— exchange between systems—
High-level data link control (HLDC) High-level data link control
procedures—Elements of procedures procedures—Elements of procedures

7809 I nformation technology— 2751 I nformation technology—
Telecommunications and information Telecommunications and information
exchange between systems— exchange between systems—
High-level data link control High-level data link control
procedures (HLDC) — Classes of procedures—Classes of procedures
procedures
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ISO/IEC ASINZS

9646 I nformation technology—Open 4103 I nformation technology—Open
Systems | nterconnection— Systems | nterconnection—
Conformance testing methodology and Conformance testing methodology and
framework framework

9646-1  Part 1. General concepts 4103.1 Part 1: General concepts

9646-2  Part 2: Abstract Test Suite 4103.2 Part 2: Abstract test suite
specification specification

ITU-T —

Rec. X.25 Interface between data terminal
equipment (DTE) and data
circuit-terminating equipment (DCE)
for terminals operating in the packet
mode and connected to public data
networks by dedicated circuit.
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AUSTRALIAN/NEW ZEALAND STANDARD

Information technology — Telecommunications and
information exchange between systems — High-level data
link control procedures — Description of the X.25 LAPB-
compatible DTE data link procedures

1 Scope

This International Standard defines an application of the following HDLC standards: ISO/IEC 3309, ISO/IEC 4335, ISO 7478, and ISO/IEC
7809. When there is difficulty in the interpretation of a reworded requirement from one of the other International Standards, the original
requirement of ISO/IEC 3309, ISO/IEC 4335, 1SO 7478 or ISO/IEC 7809 is definitive. It also defines the structure, elements and procedures
for the operation of a DTE using the X.25 LAPB protocol as specified in ITU-T Recommendation X.25.1) The procedures are applicable to
data interchange between a DTE and a DCE, or between two DTEs. The procedures are defined for use on duplex links, using synchronous
transmission or start/stop transmission.

Clause 3 describes two frame structures: one for basic (modulo 8) operation and one for extended (modulo 128) operation. Basic (modulo 8)
operation is the ISO/IEC balanced asynchronous class of procedure with optional functions 2 and 8 (BAC, 2, 8). Extended (modulo 128)
operation is the ISO/IEC balanced asynchronous class of procedure with optional functions 2, 8 and 10 (BAC, 2, 8, 10). For those DTE/DCE
connections that support both basic (modulo 8) operation and extended (modulo 128) operation, the choice is made at subscription-time only.
For those DTE/remote DTE connections that support both basic (modulo 8) operation and extended (modulo 128) operation, the choice is
made by bilateral agreement.

NOTE — The procedure herein described as basic (modulo 8) operation is the only one available in all public data networks.

Clause 3 also describes two methods for encoding the frames, as sequences of bits when synchronous transmission is used, and as sequences
of octets when start/stop transmission is used. The start/stop encoding specifies optional mechanisms, for use in environments that are
sensitive to transmission of octets with values that could be interpreted as ISO/IEC 646 control characters, and/or in environments that
support transfer of only seven data bits per start/stop character. The choice of encoding is made by bilateral agreement, or other suitable
means, to suit the data transmission characteristics of the environment.

Clause 4 describes the elements of procedures. Some aspects are only operable for the basic (modulo 8) operation and some for the extended
(modulo 128) operation.

Clauses 5 and 6 describe the single link procedure (SLP) which is derived from the frame structure and the elements of procedures, and an
optional multilink procedure (MLP), respectively. The SLP is used for data interchange over a single data link and the MLP is used for data
interchange over a multiple of parallel SLPs. An MLP is required if the effects of individual SLP failures are not to disrupt the higher layer
operation. An MLP can also be used over a single SLP by prior bilateral agreement. For DTE/DCE connections the choice of an MLP
operation or not is made at subscription-time only. For DTE/remote DTE connections, the choice is made by bilateral agreement.

Where choices among altemnative actions are indicated in the procedures, a recommended choice is usually indicated. Unless specifically
stated otherwise, the choice of action does not affect interoperability with other implementations of this International Standard although
efficiency of operation may be affected. Where such choices do affect interoperability. the procedures explicitly state that prior bilateral

1) Future revisions of this International Standard will be made in accordance with revisions of ITU-T Recommendation X.25. The present version is based
on the 1993 ITU-T Recommendation X.25
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agreement on the choice of procedure with the remote end is needed. An attempt has been made to minimize such choices consistent with the
need to satisfy a broad range of applications. A basic requirement for all implementations of this International Standard is that they be
capable of responding, as specified, to any actions taken at the remote end that are permitted by this Intemational Standard (except possibly
for those procedures whose use involves prior bilateral agreement.)

Clause 7 covers the Static Conformance requirements, the Dynamic Conformance requirements, and the Protocol Implementation
Conformance Statement (PICS).

2 Normative references.

The following standards contain provisions which, through reference in this text, constitute provisions of this International Standard. At the
time of publication, the editions indicated were valid. All standards are subject to revision, and parties to agreements based on this
International Standard are encouraged to investigate the possibility of applying the most recent editions of the standards listed below.
Members of IEC and ISO maintain registers of currently valid International Standards.

ISO/IEC 646: 1991, Information technology — 1SO 7-bit coded character set for information interchange.

ISO/IEC 3309: 1993, Information technology — Telecommunications and information exchange between systems — High-level data link
control (HDLC) procedures — Frame structure.

ISO/IEC 4335: 1993, Information technology — Telecommunications and information exchange berween systems — High-level data link
control (HDLC) procedures — Elements of procedure.

I1SO 7478: 1987, Information processing systems — Data communication — Mudtilink procedures.

ISO/IEC 7809: 1993, Information technology — Telecommunications and information exchange between systems — High-level data link
control procedures (HDLC)— Classes of procedures.

ISO/IEC 9646-1:1994, Information technology — Open Systems Interconnection — Conformance testing methodology and framework —
Part 1: General concepts.

ISO/IEC 9646-2:1994, Information technology — Open Systems Interconnection — Conformance testing methodology and framework —
Part 2: Abstract Test Suite specification.

ITU-T Recommendation X.25, Interface between data terminal equipment (DTE) and data circuit-terminating equipment (DCE) for
terminals operating in the packet mode and connected to public data networks by dedicated circuit.

3 Frame structure

All ransmissions on a SLP are in frames conforming to one of the formats of table 1 for basic (modulo 8) operation, or alternatively one of
the formats of table 2 for extended (modulo 128) operation. The flag preceding the address field is defined as the opening flag. The flag
following the FCS field is defined as the closing flag.

All ransmissions from the DCE/remote DTE are expected to use this frame structure.

Table 1 — Frame formats — Basic (modulo 8) operation
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Bit order of
transmission 12345678 12345678 12345678 1610 1 12345678
Flag Address Control FCS Flag
F A C FCS F
0iit1110 8-bits 8-bits 16-bits Ol111110
FCS = Frame Check Sequence
Bit order of
transmission 12345678 12345678 12345678 16101 12345678
Flag Address Control Information FCS Flag
F A o I FCS F
ol111110 8-bits 8-bits N-bits 16-bits 01111110
FCS = Frame Check Sequence
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Bit order of

Table 2 — Frame formats — Extended (modulo 128) operation

transmission 12345678 12345678 lwo* 16to 1 12345678
Flag Address Control FCS Flag
F A C FCS F
01111110 8-bits *-bits 16-bits 01111110
FCS = Frame Check Sequence
Bit order of
transmission 12345678 12345678 12345678 16101 12345678
Flag Address Control Information FCS Flag
F A C 1 FCS F
01111110 8-bits 8-bits N-bits 16-bits 01111110

FCS = Frame Check Sequence

* 16 for frame formats that contain sequence numbers; 8 for frame formats that do not contain sequence numbers.

3.1 Flag sequence

All frames shall start and end with the flag sequence consisting of one "0" bit followed by six contiguous "1" bits and one "0" bit. The DTE
hunts continuously for this sequence on a bit-by-bit basis, and thus uses the flag sequence for frame synchronization. The DTE/DCE/remote
DTE may send one or more complete flag sequences between frames. The DTE shall only send complete eight-bit flag sequences when
sending multiple flag sequences (see 3.10). A single flag may be used as both the closing flag for one frame and the opening flag for the next
frame.

3.2 Address field

The address field shall consist of one octet. The address field identifies the intended receiver of a command frame and the transmitter of a
response frame. The coding of the address field is described in 5.1.

3.3 Control field

For basic (modulo 8) operation, the control field shall consist of one octet. For extended (modulo 128) operation, the control field shall
consist of two octets for frame formats that contain sequence numbers, and one octet for frame formats that do not contain sequence
numbers. The content of this field is described in 4.1.

3.4 Information field

The information field of a frame, when present, follows the control field (see 3.3) and precedes the frame check sequence (see 3.6). (See
4.3.9 and 6.2 for the various codings and groupings of bits in the information field that are defined for use in this Intenational Standard.) The
coding and grouping of bits received from a higher layer are unrestricted, except for requirements that are imposed by the higher layer itself.

For start/stop transmission there shall be eight (8) information bits between the start element and the stop element: the information field is
therefore constrained to be octet-aligned.

See 4.3.9 and 5.7.3 with regard to the maximum information field length.

3.5 Transparency
3.5.1 Synchronous transmission

A DTE, when transmitting, shall examine the frame content between the two flag sequences including the address, control, information and
FCS fields and shall insert a "0" bit after all sequences of five contiguous "1" bits (including the last five bits of the FCS) to ensure that a flag
sequence is not simulated. A DTE, when receiving, shall examine the frame content and shall discard any "0" bit which directly follows five
contiguous "1" bits.

3.5.2 Start/stop transmission

Two principal levels of transparency processing are specified for use with start/stop transmission. These are seven-bit data path transparency
(SBDPT), specified in 3.5.2.1, and control-escape transparency, specified in 3.5.2.2. Control-escape transparency shall always be performed.
SBDPT is an option, use or non-use of which is selected for a given data link by means outside the scope of this Intemnational Standard (for
example, a priori knowledge, bilateral agreement, heuristic implementation techniques). The control-escape transparency processing may
optionally be extended in its application in one of the two ways specified in 3.5.2.3; use or non-use of either of (hestjor a given data link is
again selected by means outside the scope of this Intemational Standard. OC.EU ments
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3.5.2.1 Seven-bit data path transparency

When SBDPT is selected, the content of each frame — from Address field to FCS field inclusive — shall be transferred between sender and
receiver as a frame-image derived from the original frame as follows.

The sequence of octets making up the frame content is considered as divided into 2 sequence of contiguous seven-octet segments, with
possibly a final segment having length between one and six octets inclusive. These segments are referred to as original segments.

The frame-image consists of a sequence of image segments defined, in one-to-one correspondence with the original segments, as follows:
a) image segments occur in the same order as the corresponding original segments;
b) each image segment is one octet longer than its original segment;
c) the first part of each image segment is a copy of its original segment, but with the most significant bit (MSB) of each octet set to zero;
d) the remaining, final, octet of each image segment has its least significant bit set to the value of the MSB of the last octet of the
original segment, its next to least significant bit set to the value of the MSB of the next to last octet (if any) of the original segment,

and so on;

e) in the final octet of each image segment, all higher order bits for which no corresponding octet exists in the original segment are set to
zero.

NOTES

1 At the transmitter, the final octet of each image segment can be generated by shifting left the MSB of each octet in the original segment, in
sequence, into an initially zero octet: this achieves the correct bit-positioning both for complete seven-octet segments and for any short segment at the end of a
frame.

2 The MSB of each image-segment octet is defined as zero only for uniqueness of the mapping: because its value is known and plays no part in the
reconstruction of the original segment at the receiver, it need not actually be transmitted as a zero bit value. This allows image segments 1o be transferred
across data paths that, for example, force parity setting of the MSB of euch octet.

3.5.2.2 Control-escape transparency

The following transparency mechanism shall be applied to each frame-image: a frame-image is as defined in 3.5.2.1 when SBDPT is
selected, and otherwise is identical to the frame content from Address field to FCS field inclusive.

The control escape octet identifies an octet occurring within a frame-image to which the following transparency procedure is applied. The
encoding of the control escape octet is:

1 2 3 4 5 6 7 8 Bitpositionin octet

10111110

Low order bit, first bit transmitted / received

The transmitter shall examine each octet of the frame-image between the two flag octets and shall:
a) upon the occurrence of the flag sequence or a control escape octet, complement the sixth bit of the octet, and
b) insert a control escape octet immediately preceding the octet resulting from the above, prior to transmission.

The receiver shall examine the frame-image between the two flag octets and shall, upon receipt of a control escape octet and prior to FCS
calculation:

a) discard the control escape octet, and
b) restore the immediately following octet by complementing its sixth bit.
3.5.23 Extended transparency

The transmitter may apply the above control-escape transparency procedure (3.5.2.2) to octets in the groups defined below, in addition to the
flag and control escape octets.
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3.5.2.3.1 Flow-control transparency
The flow-control transparency option provide transparency processing for the DC1/XON and DC3/XOFF control characters defined in ISO/
IEC 646: that is, for the octet values 1000100x and 1100100x, respectively, where the 8th bit “x” represents either “0” or “1”. This has the
effect of assuring that the octet stream does not contain values that could be interpreted by intermediate equipment as flow control characters
(regardless of parity).
3.5.2.3.2 Control-character octet transparency
The control-character octet transparency option provides transparency processing for all octets in which both the 6th and 7th bit are “0” (i.e.,
xxxxx00x, where each “x” represents either “0” or “1), and for the DELETE character octet (i.e., 1111111x, where “x” represent “0” or
“1). This has the effect of assuring that the octet stream does not contain values that could be interpreted by intermediate equipment as the
control characters or DELETE character defined by ISO/IEC 646 (regardless of parity).
3.6 Frame check sequence (FCS) field
The FCS field shall be a 16-bit sequence. It shall be the ones complement of the sum {modulo 2) of
a) the remainder of
S+ x4 x4+ x4 0+ 0+ B+ X7+ 8+ 5+ + 3+ x2+x+1)
divided (modulo 2) by the generator polynomial
x16+x12+ x5+ 1,
where k is the number of bits in the frame existing between. but not including. the final bit of the opening flag and the first bit of the
FCS, excluding start and stop elements (start/stop transmission) and bits (synchronous transmission) or octets (start/stop transmission)
inserted for transparency, and
b) the remainder of the division (modulo 2) by the generator polynomial
X6+ xi24 x5+ ]
of the product of x/6 by the content of the frame existing between, but not including, the final bit of the opening flag and the first bit
of the FCS, excluding start and stop elements (start/stop transmission) and bits (synchronous transmission) or octets (start/stop
transmission) inserted for transparency.
As a typical implementation, at the transmitter, the initial content of the register of the device computing the remainder of the division is
preset to all ones and is then modified by division by the generator polynomial (as described above) of the address, control and information

fields; the ones complement of the resulting remainder is transmitted as the 16-bit FCS.

At the receiver, the initial content of the register of the device computing the remainder is preset to all ones. The final remainder after
multiplication by x/6 and then division (modulo 2) by the generator polynomial

X6 4xi2 4+ x5+ ]
of the senial incoming protected bits and the FCS will be
0001110100001111 (x!5 through x9, respectively)
in the absence of transmission errors.
3.7 Transmission considerations
3.7.1 Order of bit transmission

Addresses, commands, responses and sequence numbers shall be transmitted with the low-order bit first (for example, the first bit of the
sequence number that is transmitted shall have the weight 20).

The order of transmitting bits within the information field is specified for specific information field formats as defined elsewhere in this
International Standard.

The FCS shall be transmitted to the line commencing with the coefficient of the highest term, which is found in bit position 16 of the FCS
field (see tables 1 and 2).

NOTE — The low-order bit is defined as bit 1, as depicted in tables 1 to 8.
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3.7.2 Start/stop transmission

For start/stop transmission, each octet is delimited by a start element and a stop element. Mark-hold (continuous logical “1™ state) is used for
inter-octet time fill if required. Typical octet transmission is as shown in Figure 1.

octet n octetn + 1 octetn + 2

O|bjb|b|b|b[bibjb]|1 O|blb|b|b[bib|b|b|i1[O[b|b|bjb|bibjbib|l

} ] ' L—— Octet data bit (0 or 1)

Mark-hold (continuous mark condition) as required

Stop element (logical 1: marking condition)

Data bits (low order first transmitted)

Start element (logical 0: spacing condition)

Figure 1 — Start/stop transmission

3.8 Invalid frames
3.8.1 Synchronous transmission
An invalid frame is defined as one which

a) is not properly bounded by two flags;

b) contains fewer than 32 bits between flags;

¢) contains a Frame Check Sequence (FCS) error; or

d) contains an address field encoding other than that defined in 5.1.

NOTE — For those DTEs and DCEs that are octet-aligned, a detection of non-octet alignment may be made at the Data Link layer or in the higher layer.
Detection at the Data Link layer, while not required, is accomplished by adding a frame validity check that requires the number of bits between the opening
flag and the closing flag, excluding bits inserted for transparency, to be an integral number of octets in length, or the frame is considered invalid.

3.8.2 Start/stop transmission
An invalid frame is one:
a) containing fewer than four octets between flags, excluding octets inserted for transparency;
b) in which octet framing is violated (i.e., a “0” bit occurs where a stop element is expected); or
¢) ending with a control escape — closing flag sequence.
3.9 Frame abortion
3.9.1 Synchronous transmission
Aborting a frame is performed by transmitting at least seven contiguous “1" bits (with no inserted "0" bits).
3.9.2 Start/stop transmission
Aborting a frame is performed by transmitting the two-octet sequence “control escape - closing flag”.
3.10 Interframe time fill
3.10.1 Synchronous transmission
Interframe time fill is accomplished by transmitting contiguous flags between frames (i.e., multiple 8-bit flag sequences).
3.10.2 Start/stop transmission

Interframe time fill is accomplished by transmitting either successive flags (with mark-hold for inter-octet time fill if required) or a
continuous mark condition (logical “1” state} between frames.
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3.11 Data link channel states

3.11.1 Synchronous transmission

3.11.1.1 Active channel state

The DTE outgoing channel is in active condition when the DTE is actively transmitting a frame, an abortion sequence or interframe time fill.
The DTE incoming channel is defined to be in an active condition when the DTE is actively receiving a frame, an abortion sequence or
interframe time fill.

3.11.1.2 Idle channel state

The DTE outgoing channel is in an idle condition when the DTE causes a continuous "1" state that persists for at least 15 bit times. The DTE
incoming channel is defined to be in an idle condition when the DTE detects that a continuous "1" state has persisted for at least 15 bit times.

The action to be taken by a DCE upon detection of the idle channel state is not defined at this time. The DTE, upon detection of the idle
channel state, may interpret the idle condition as an indication that the DCE is not able to support set up of the data link.

NOTE — Upon detection of the idle channel state for at least T3, the DTE should consider the data link to be in the disconnected state. T3 is as defined in
5.7.1.3.

3.11.2 Start/stop transmission

3.11.2.1 Active channel state

The DTE outgoing channel is in active condition when the DTE is actively transmitting a frame, an abortion sequence, or interframe time fill
consisting of flag octets separated by inter-octet time fill not greater than the timeout value for idle channel state (see 3.11.2.2). The DTE
incoming channel is defined to be in an active condition when the DTE is actively receiving a frame, an abortion sequence, or interframe
time fill as just specified for the outgoing channel.

3.11.2.2 Idle channel state

The DTE outgoing channel is in an idle condition when the DTE causes a continuous "1" state that persists for a period of time determined
by the timeout value T5 at the DCE/remote DTE. The DTE incoming channel is defined to be in an idle condition when the DTE detects that

a continuous "1" state has persisted for a period of time exceeding the DTE timeout value TS. TS is as defined in 5.7.1.5.

The action to be taken by a DCE upon detection of the idle channel state is not defined at this time. The DTE, upon detection of the idle
channel state, may interpret the idle condition as an indication that the DCE is not able to support set up of the data link.

NOTE — Upon detection of the idle channel state for at least T3, the DTE should consider the data link to be in the disconnected state. T3 is as defined in
5.7.13.

4 Elements of procedures
The elements of procedures are defined in terms of actions that occur at the DTE on receipt of commands from the DCE/remote DTE.

The elements of procedures specified below contain a selection of commands and response relevant to the data link and system configuration
described in clause 1.

4.1 Control field formats and state variables

4.1.1 Control field formats

The control field indicates the type of commands or responses, and contains sequence numbers where applicable.

Three types of control field formats are used to perform numbered information transfer (I format), numbered supervisory functions (S

format) and unnumbered control functions (U format). The control field formats for basic (modulo 8) operation are depicted in table 3 and
the control field formats for extended (modulo 128) operation are depicted in table 4.
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Table 3 — Control field formats — Basic (modulo 8) operation

Control field Control field bits
format t {23 ] a]s]e] 1]

1 format 0 N(S) P N(R)

S format 1 0 S S P/F N(R)

U format L1 MM M][M]M
N(S) = transmitter send sequence number (bit 2 = low-order bit)
N(R) = transmitter receive sequence number (bit 6 = low-order bit)
S = supervisory function bit
M = modifier function bit
PF = poll bit when issued as a command; final bit when issued as a

response (1 = Poll/Final)
P = poll bit (I = Poll)

Table 4 — Control field formats — Extended (modulo 128) operation

Control field bits
C°;m'°l field Ist octet 2nd octet
ormat
1 2 [ 3] a]sJel 78| o o Ju ]l
I format 0 N(S) P N(R)
S format 1 0 S N X X X X P/F N(R)
U format 1 1 M M P/F M M M
N(S) = transmitter send sequence number (bit 2 = low-order bit)
N(R) = transmitter receive sequence number (bit 6 = low-order bit)
S = supervisory function bit
M = modifier function bit
X = reserved and set to “0”
P/F = poll bit when issued as a command; final bit when issued as a response (1 = Poll/Final)
P = poll bit (1 = Poll)

4.1.1.1 Information transfer format — |

The I format is used by the DTE to perform an information transfer. The functions of N(S), N(R) and P are independent: i.e., each I frame
shall have an N(S}, an N(R) which may or may not acknowledge additional I frames received by the DTE, and a P bit that may be set to "0"
or"1".

4.1.1.2 Supervisory format — S

The S format is used by the DTE to perform data link supervisory control functions such as acknowledging I frames, requesting
retransmission of I frames, and requesting a temporary suspension of transmission of I frames. The functions of N(R) and P/F are
independent; i.e., each supervisory frame shall have an N(R) which may or may not acknowledge additional I frames received by the DTE,
and a P/F bit that may be set to "0" or "1".

4.1.1.3 Unnumbered format — U

The U format is used by the DTE to provide additional data link control functions. This format shall contain no sequence numbers, but shall
include a P/F bit that may be set to "0" or "1". The unnumbered frames shall have the same control field length (one octet) in both basic
(modulo 8) and extended (modulo 128) operation.

4.1.2 Control field parameters

The various parameters associated with the control field formats are described below.

4.1.2.1 Modulus

Each I frame shall be sequentially numbered and may have the value 0 through modulus minus one (where "modulus” is the modulus of the
sequence numbers). The modulus equals 8 or 128 and the sequence numbers cycle through the entire range.
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4.1.2.2 Frame variables and sequence numbers

4.1.2.2.1 Send state variable V(S)

The DTE send state variable, V(S), denotes the sequence number of the next in-sequence I frame to be transmitted by the DTE. The send
state variable can take on the value O through modulus minus one. The value of the DTE send state variable shall be incremented by one with
each successive I frame transmission, but shall not exceed N(R) of the last received I or S frame by more than the maximum number of
outstanding I frames (k). The value of k is defined in 5.7.4.

4.1.2.2.2 Send sequence number N(S)

Only I frames contain N(S), the send sequence number of transmitted I frames. Prior to transmission of an in-sequence I frame by the DTE,
the value of N(S) shall be set equal to the value of the DTE send state variable.

4.1.2.2.3 Receive state variable V(R)

The DTE receive state variable denotes the sequence number of the next in-sequence I frame expected to be received by the DTE. The
receive state variable can take on the value 0 through modulus minus one. The value of the DTE receive state variable shall be incremented
by one on receipt of an error-free, in-sequence I frame whose send sequence number N(S) equals the DTE receive state variable.

4.1.2.2.4 Receive sequence number N(R)

All I frames and supervisory frames shall contain N(R), the expected sequence number of the next received I frame. Prior to ransmission of
a frame of the above types by the DTE, the value of N(R) shall be set equal to the current value of the DTE receive state variable. N(R)
indicates that the transmitter of the N(R) has correctly received all I frames numbered up to N(R) - 1 inclusive.

4.1.2.2.5 Poll/Final bit P/F

All frames contain P/F, the poll/final bit. In command frames the P/F bit is referred to as the P bit. In response frames the P/F bit is referred
to as the F bit.

4.2 Functions of the poll/final bit

The poll (P) bit set to 1" shall be used by the DTE to solicit (poll) a response from the DCE/remote DTE. The final (F) bit set to "1" shall be
used by the DTE to indicate the response frame transmitted by the DTE as a result of a soliciting (poll) command received from the DCE/
remote DTE.

The use of the P/F bit is described in 5.2.

4.3 Commands and responses

The commands and responses supported by the DTE are represented in table 5 for basic (modulo 8) operation and in table 6 for extended
(modulo 128) operation. For purposes of this International Standard, the supervisory function bit encoding "11" and those encodings of the
modifier function bits in tables 3 and 4 not identified in tables S and 6 are identified as "undefined or not implemented” command and
response control fields. The commands and responses in tables 5 and 6 are defined as follows:

Table 5 — Commands and responses — Basic (modulo 8) operation

Encoding
Format Commands Responses
1 2 3 4 5 6 7 8
Information transfer 1 (information) 0 N(S) P N(R)
Supervisory RR (receive ready) RR (receive ready) 1 0|0 O PF N(R)
RNR (receive not ready) RNR (receive not ready) 1 0 1 0| PF NR)
REJ (reject) REJ (reject) 1 0|0 1| PF N(R)
Unnumbered SABM (set asynchronous 1 1 1 1 P 1 0 O
balanced mode)
DISC (disconnect) 1 1 P 01 0
UA (unnumbered acknowledge) 11 F I 1 0
DM (disconnected mode) 11 1 1 F 0
FRMR (frame reject) I v |11 O] F 1
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Table 6 — Commands and responses — Extended (modulo 128) operation

Encoding
Format Commands Responses
1 2 3 4 5 6 7 8 9 10tl6
Information transfer I (information) 0 l N(S) P N(R)
Supervisory RR (receive ready) RR (receive ready) 1 010 O 0 0 0 0| PF| NR)
RNR (receive not ready) RNR (receive not ready) 1 01 0} 0 O O O} PF| NR)
REJ (reject) REJ (reject) 1 0] 0 1 0 0 0 0] PF| NR)
Unnumbered SABME (set asynchronous I 1]t 1|P]1 1 0
balanced mode)
DISC (disconnect) 1 1 o(PJjO 1 O
UA (unnumbered acknowledge) 1 1 0y Fi{l1 1 0O
DM (disconnected mode) 1 1 1 F|O 0
FRMR (frame reject) 1 1 1 O F|O 1

4.3.1 Information (I) command

The function of the Information (I) command shall be to transfer across a data link sequentially numbered frames containing an information
field.

4.3.2 Receive ready (RR) command and response
The receive ready (RR) supervisory frame shall be used by the DTE to

a) indicate that the DTE is ready to receive an I frame, and

b) acknowledge previously received I frames numbered up to N(R) - 1 inclusive.
An RR frame may be used to indicate the clearance of a busy condition that was reported by the earlier transmission of an RNR frame by that
same station (DTE or DCE/remote DTE). In addition to indicating the DTE status, the RR command with the P bit set to "1" may be used by
the DTE to ask for the status of the DCE/remote DTE.
4.3.3 Receive not ready (RNR) command and response
The receive not ready (RNR) supervisory frame shall be used by the DTE to indicate a busy condition; i.e., temporary inability to accept
additional incoming I frames. I frames numbered up to and including N(R) - I shall be acknowledged. I frame N(R) and subsequent I frames

received, if any, shall not be acknowledged; the acceptance status of these I frames will be indicated in subsequent exchanges.

In addition to indicating the DTE status, the RNR command with the P bit set to "1" may be used to ask for the status of the DCE/remote
DTE.

4.3.4 Reject (REJ) command and response

The reject (REJ) supervisory frame shall be used by the DTE to request retransmission of 1 frames starting with the frame numbered N(R). I
frames numbered N(R) - 1 and below shall be acknowledged. Additional I frames pending initial transmission may be transmitted following
the retransmitted I frames(s).

Only one REJ exception condition for a given direction of information transfer may be established at any time. The REJ exception condition
shall be cleared (reset) upon the receipt of an I frame with an N(S) equal to the N(R) of the REJ frame. (A REJ frame may be retransmitted,
however, if the REJ exception condition is not cleared within the acknowledgement time-limit T1, see 4.4.2.2.)

An REJ frame may be used (o indicate the clearance of a busy condition that was reported by the earlier transmission of an RNR frame by
that same station. In addition to indicating the DTE status, the REJ command with the P bit set to "1" may be used to ask for the status of the
DCE/remote DTE.

4.3.5 Set asynchronous balanced mode (SABM) command/Set asynchronous balanced mode extended (SABME) command

The SABM unnumbered command shall be used to place the addressed DCE or DTE in an asynchronous balanced mode (ABM) information
transfer phase where all command/response control fields shall be one octet in length.

The SABME unnumbered command shall be used to place the addressed DCE or DTE in an asynchronous balanced mode (ABM)
information transfer phase where numbered command/response control fields shall be two octets in length, and unnumbered command/

response control fields shall be one octet in length. Doc ume nts
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NOTE — For DTE/DCE connections, the mode of operation of the data link [basic (modulo 8) or extended (modulo 128)] shall be determined at subscription
time and shall only be changed by going through a new subscription process. For DTE/DTE connections, the mode of operation of the data link [basic (modulo
8) or extended (modulo 128)] shall be determined by bilateral agreement.

No information field shall be permitted with the SABM or SABME command. The transmission of a SABM/SABME command shall
indicate the clearance of a busy condition that was reported by the earlier transmission of an RNR frame by that same station. The DTE
confirms acceptance of SABM/SABME [basic (modulo 8) operation/extended (modulo 128) operation] command by the transmission at the
first opportunity of a UA response. Upon acceptance of this command, the DTE send state variable V(S) and receive state variable V(R) shall
be setto "0".

Previously transmitted I frames that are unacknowledged when this command is actioned shall remain unacknowledged (i.e., they are not
retransmitted following link set-up). It shall be the responsibility of a higher-layer protocol (for example, Network Layer or MLP) to recover
from the possible loss of the contents (data units) of such I frames.

4.3.6 Disconnect (DISC) command

The DISC unnumbered command shall be used by the DTE to terminate the mode previously set. It shall inform the DCE/remote DTE
receiving the DISC command that the DTE sending the DISC command is suspending operation. No information field shall be permitted
with the DISC command. Prior to actioning the command, the DCE/remote DTE receiving the DISC command shall confirm the acceptance
of the DISC command by the transmission of a UA response. The DTE sending the DISC command shall enter the disconnected phase when
it receives the acknowledging UA response.

Previously transmitted I frames that are unacknowledged when this command is actioned shall remain unacknowledged (i.e., they are not
retransmitted following link set-up). It shall be the responsibility of a higher-level protocol (for example, Network Layer or MLP) to recover
from the possible loss of the contents (data units) of such I frames.

4.3.7 Unnumbered acknowledgment (UA) response

The UA unnumbered response shall be used by the DTE to acknowledge the receipt and acceptance of the SABM/SABME and DISC
unnumbered commands. No information field shall be permitted with the UA response. The transmission of a UA response shall indicate the
clearance of a busy condition that was reported by the earlier transmission of an RNR frame by the same station.

4.3.8 Disconnected mode (DM) response

The DM response shall be used by the DTE to report a status where the DTE is logically disconnected from the link, and is in the
disconnected phase. The DM response may be sent in this phase to request a set mode command, or, if sent in response to the reception of a
set mode command, to inform the DCE/remote DTE that the DTE is still in the disconnected phase and cannot action the set mode command.
No information field shall be permitted with the DM response.

A DTE in the disconnected phase shall monitor received commands, react to a SABM/SABME command as outlined in 5.3 and respond with
a DM response with the F bit set to "1" to any other command received with the P bit setto "1".

4.3.9 Frame reject (FRMR) response

The FRMR response shall be used by a DTE to report an error condition not recoverable by retransmission of the identical frame by the
DCE/remote DTE; i.e., at least one of the following conditions, which results from the receipt of a valid frame:

a) the receipt of a command or response control field that is undefined or not implemented;
b) the receipt of an I frame with an information field which exceeds the maximum established length;
c) the receipt of an invalid N(R); or

d) the receipt of a frame with an information field which is not permitted or the receipt of a supervisory frame with incorrect length
(comprising between 32 and 39 bits inclusive).

An undefined or not implemented control field shall be any of the control field encodings that are not identified in tables 5 or 6.

An invalid N(R) is defined as one which points to an I frame which has previously been transmitted and acknowledged or to an I frame
which has not been transmitted and is not the next sequential | frame awaiting transmission. A valid N(R) shall be within the range from the
lowest send sequence number, N(8S), of the still unacknowledged frame(s) to the current DTE send state variable inclusive.

An information field which immediately follows the control field, and consists of 3 octets [basic (modulo 8) operation] or 5 octets [extended

(modulo 128) operation], shall be returned with this response to provide the reason for the FRMR response. These formats are given in table
7 and table 8.
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Table 7 — FRMR information field format — Basic (imodulo 8) operation

Information field bits

1to8 9 10t012 13 14016 17 18 19 20 21 22 23 24

Rejected

frame 0|N® [CR{NR) |w]|x|y|z]0]0o]o]o
control

field

In Table 7:

a)
b)

<)

d)
e)

f)

g)

h)

i)

Rejected frame control field shall be the control field of the received frame which caused the frame reject.
N(S) shall be the current send state variable value at the DTE or DCE reporting the rejection condition (bit 10 = low-order bit).

C/R set to "1" shall indicate that the frame which caused the rejection condition was a response frame. C/R set to "0" shall indicate
that the frame which caused the rejection condition was a command frame.

N(R) shall be the current receive state variable value at the DTE or DCE reporting the rejection condition (bit 14 = low-order bit).
w set to "1" shall indicate that the control field received and retumned in bits | to 8 was undefined or not implemented.

x set to 1" shall indicate that the control field received and returned in bits 1 to 8 was considered invalid because the frame contained
an information field which is not permitted. Bit w shall be set to "1" in conjunction with this bit.

Y set to "1" shall indicate that any information field received exceeded the maximum established capacity of the DTE or DCE
reporting the rejection condition.

z set to "1" shall indicate that the control field received and returned in bits 1 to 8 contained an invalid N(R).

Bits 9 and 21 to 24 shall be set to "0".

The w, x, y and z bits in the information field of the FRMR response may all be set to "0", indicating an unspecified rejection condition of the
frame for one or more of the conditions cited above.

Table 8 — FRMR information field format — Extended (modulo 128) operation

Information field bits

Lo 16 17 181024 25 261032 33 34 35 36 37 38 39 40

Rejected

frame o {N® |erRINR) |w x|y |:]0lo]o}o
control

field

In Table 8:

a)

b)
<)
d)
€)
f)

g

Rejected frame control field shall be the control field of the received frame which caused the frame reject. When the rejected frame is
an unnumbered frame, the control field of the rejected frame shall be positioned in bit positions 1 to 8, with bits 9 to 16 set to "0".

N(S) shall be the current send state variable value at the DCE or DTE reporting the rejection condition (bit 18 = low-order bit).

C/R set to "1" shall indicate the rejected frame was a response. C/R set to "0" shall indicate the rejected frame was a command.

N(R) shali be the current receive state variable value at the DCE or DTE reporting the rejection condition (bit 26 = low-order bit).
wset to "1" shall indicate that the control field received and returned in bits 1 to 16 was undefined or not implemented.

x set to "1" shall indicate that the control field received and returned in bits | to 16 was considered invalid because the frame
contained an information field which is not permitted or is a supervisory frame with incorrect length (comprising between 32 and 39

bits inclusive). Bit w shall be set to “1" in conjunction with this bit.

y set to "1" shall indicate that the information field received exceeded the maximum established capacity of the DTE or DCE
reporting the rejection condition. DOC ume nts
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h) zsetto "1” shall indicate that the control field received and returned in bits 1 to 16 contained an invalid N(R).
i) Bits 17 and 37 to 40 shall be set to "0".

The w, x, ¥ and z bits in the information field of the FRMR response may all be set to "0", indicating an unspecified rejection condition of the
frame for one or more of the conditions cited above.

4.4 Exception condition reporting and recovery

The error recovery procedures which are available to effect recovery following the detection/occurrence of an exception condition at the link
layer are described below. The exception conditions described are those situations which may occur as the result of transmission errors,
station malfunction or operational situations.

4.4.1 Busy condition

The busy condition shall result when the DTE is temporarily unable to continue to receive I frames due to intemnal constraints, for example,
receive buffering limitations. In this case, an RNR frame shall be transmitted by the DTE. I frames pending transmission may be transmitted
by the DTE prior to or following the RNR frame. An indication that the busy condition has cleared shall be communicated by the
transmission of a UA (only in response to a SABM/SABME command), RR, REJ or SABM/SABME frame.

Upon receipt of an RNR frame from the DCE/remote DTE, the DTE shall terminate any transmission of I frames in progress and wait for an
indication from the DCE/remote DTE that the busy condition has been cleared. If the DTE has I frames to send, it shall start a time-out
function (Timer T1) when it receives the RNR frame, or if I frames become available to send while in the busy condition, the DTE shall start
Timer T1 when the first I frame becomes available. If Timer T1 runs out before an indication of busy clearance is received, the DTE shall
send a supervisory command frame with the P bit set to "1" to solicit the status of the DCE/remote DTE. The response received with the F-
bit set to "1" shall report the busy/non-busy status of the DCE/remote DTE. The DTE shall repeatediy solicit status in this manner until either
a non-busy response is received or it is determined that the data link layer should return information regarding the status of the information
frames to the higher layer for subsequent disposition.

4.4.2 N(S) sequence error
The information field of all I frames received by the DTE whose N(S) does not equal the DTE receive state variable V(R) shall be discarded.

An N(S) sequence exception condition occurs in the DTE when an I frume received contains an N(S) that is not equal to the DTE receive
state variable. The DTE shall not acknowledge (i.e. increment its receive state variable) the I frame causing the sequence error, or any I
frames which may follow, until an I frame with the correct N(S) is received.

A DTE which receives one or more I frames having sequence errors or subsequent supervisory frames (RR,RNR or REJ) shall accept the
control information contained in the N(R) field and the P or F bit to perform link control functions; for example, to receive acknowledgment
for I frames previously transmitted by the DTE and to respond (P bit set to "1").

The means specified in 4.4.2.1 to 4.4.2.3 shall be available for initiating the retransmission of lost or errored I frames following the
occurrence of a N(S) sequence error condition.

4.4.2.1 Checkpoint recovery

Checkpoint recovery shall be based on a checkpoint cycle. For the DTE, a checkpoint cycle shall begin with the transmission of a command
frame with the P bit set to "1" and end either

a) with the receipt of a response frame with an F bit set to "1", or
b} when the reply time-out function (Timer T1) runs out.

When the DTE receives the supervisory response frame with the F bit set to 1", after having transmitted an I, RR, RNR or REJ command
frame with the P bit set to "1", it shall initiate retransmission of all unacknowledged I frames with sequence numbers less than the value of
the send state variable V(S) at the time the command frame with the P bit set to "1" was transmitted. (In the case where the supervisory frame
received is a RNR response, the DTE shall first wait for an indication of clearance of the busy condition at the DCE/remote DTE before
initiating possible retransmission.) Retransmission shall start with the lowest numbered unacknowledged I frame. I frames shall be
retransmitted sequentially. New I frames may be transmitted by the DTE if they become available. Such retransmission of I frames is known
as checkpoint retransmission.

When the DTE detects the necessity for checkpoint retransmission, the retransmission shall be started either before or concurrent with
transmission of the next command frame with the P bit set to "1".

NOTE — The DTE and the DCE/remote DTE may each initiate a checkpointing cycle independently of the other by the transmission of a command frame
with the P bit set to "1". Therefore, since two independent checkpointing cycles may be in process simultaneously, the DTE will not initiate checkpoint
retransmission upon the receipt of a command frame with the P bit set to "1", but only upon the receipt of a response frame with the F bit set to 1", that is the
response to a command frame sent by the DTE with the P bit setto "1". Doc ume nts
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To prevent duplicate retransmissions, checkpoint retransmission of a specific 1 frame [same N(R) in the same numbering cycle] shall be
inhibited for the current checkpoint cycle, if during the checkpoint cycle the DTE has previously received and actioned a REJ frame with the
P bit set to "0" or "1", or an F bit set to "0".

Checkpoint retransmission shall also be inhibited if, after sending a command frame with the P bit set to "1", the DTE receives an
acknowledgment for that frame before the next checkpoint occurs.

4.42.2 RE] recovery

The REJ frame shall be used by a receiving DTE to initiate recovery (retransmission) following the detection of an N(S) sequence error,
earlier than might be possible with checkpointing.

Only one "sent REJ" exception condition from the DTE shall be established at a time. A "sent REJ" exception condition shall be cleared
when the requested I frame is received. A REJ frame may be retransmitted (up to N2 transmissions) if the REJ exception condition is not
cleared within time-out T1 following transmission of a REJ frame.

The DTE receiving a REJ frame from the DCE/remote DTE shall initiate sequential (re-)transmission of I frames starting with the I frame
indicated by the N(R) contained in the REJ frame. The retransmitted frames may contain an N(R) and a P bit that are updated from, and
therefore different from, the ones contained in the originally transmitted I frames. The DTE shall start the retransmission before or
concurrent with transmission of the next command frame with the P bit set to "1".

If

a) DTE retransmission beginning with a particular frame occurs due to checkpointing (see 4.4.2.1), and

b) aREJ frame is received from the DCE before completion of the next checkpoint cycle which would also start retransmission with the
same particular frame {as identified by the N(R) in the REJ frame],

the retransmission resulting from the REJ frame shall be inhibited by the DTE.
4.4.2.3 Time-out recovery

If the DCE/remote DTE, due to a transmission error, does not receive (or receives and discards) a single T frame or the last I frame in a
sequence of I frames, it will not detect an N(S) sequence error condition and. therefore, will not transmit a REJ frame. The DTE which
transmitted the unacknowledged I frame(s) shall, following the completion of a system specified time-out period (see 5.7.1.1), take
appropriate recovery action to determine at which I frame retransmission shall begin. The retransmitted I frames may contain an N(R) and a
P bit that are updated from, and therefore different from, the ones contained in the originally transmitted I frames.

4.4.3 Invalid frame condition

Any frame received from the DCE/remote DTE which is invalid (see 3.8) shall be discarded by the DTE and no action shall be taken as a
result of that frame.

4.4.4 Frame rejection condition

A frame rejection condition shall be established at the DTE upon the receipt of an error-free frame with one of the conditions listed in 4.3.9.
This frame rejection exception condition shall be reported by the DTE by a FRMR response frame for appropriate action by the DCE/remote
DTE. Once the DTE has established such an exception condition, no additional I frames shall be accepted until the condition is reset by the
DCE/remote DTE. The FRMR response may be repeated by the DTE at each opportunity, as specified in 5.6.2, until recovery is effected by
the DCE/remote DTE and the data link is reset, or until the local DTE initiates its own recovery.

5 Description of the procedure

5.1 Procedure for addressing

The address field identifies a frame as either a command or a response. A command frame contains the address of the station to which the
command is being sent. A response frame contains the address of the station sending the frame.

In order to allow differentiation between single link operation and the optional multilink operation for diagnostic and/or maintenance
reasons, different address pair encodings shall be assigned to data links operating with multilink procedure compared to data links operating
with the single link procedure.

Frames containing commands transferred from the DCE to the DTE shall contain the address A for the single link operation and address C
for the multilink operation.

Frames containing responses transferred from the DCE to the DTE shall contain the address B for the single link operation and address D for
the multilink operation. ﬂ
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Frames containing commands transferred from the DTE to the DCE shall contain the address B for the single link operation and address D
for the multilink operation.

Frames containing responses transferred from the DTE to the DCE shall contain the address A for the single link operation and address C for
the multilink operation.

These addresses are coded as follows:

Address Bit
12345678
Single link operation A 11000000
B 10000000
Multilink operation C 11110000
D 100000

The DTE shall discard all frames received with an address other than A or B (single link operation), or C or D (multilink operation).

For DTE/DTE use (point-to-point non-switched applications), the assignment of A/B (single link operation) or C/D (multilink operation)
addresses shall be made prior to initialization and should be capable of being fixed at system generation time.

NOTE — The mechanism for ascertaining DTE address allocation in the case of point-to-point switched applications for both DTE/DCE cases and DTE/DTE
cases is not covered by this International Standard.

5.2 Procedure for the use of the P/F bit

The DTE receiving a SABM/SABME, DISC, supervisory command or I frame with the P bit set to "1" shall set the F bit to "1" in the next
response frame it transmits.

The response frame returned by the DTE to a SABM/SABME or DISC command with the P bit set to "1" shall be a UA or DM response
with the P bit set to "1". The response frame retumned by the DTE to an I frame with the P bit set to "1", received during the information
transfer phase, shall be an RR, REJ, RNR or FRMR response with the F bit set to "1". The response frame returned by the DTE to a
supervisory command frame with the P bit set to "1", received during the information transfer phase, shall be an RR, REJ, RNR or FRMR
response with the F bit set to "1". The response frame retumed by the DTE to a supervisory command or I command frame with the P bit set
to "1", received in the disconnected phase, shall be a DM response with the F bit set to "1".

The P bit shall be used in conjunction with the timer recovery condition (see 5.4.9). The P bit may also be used by the DTE to initiate a
checkpoint mechanism (see 4.4.2.1) at any time.

5.3 Procedures for link set-up and disconnection

5.3.1 Link set-up
A DCE shall indicate that it is able to set up the link by transmitting contiguous flags (active channel state) to the DTE.

Either the DTE or a DCE/remote DTE may initiate link set-up. Prior to initiation of link set-up, either the DTE or the DCE/remote DTE may
initiate link disconnection for the purpose of ensuring that the DTE and the DCE/remote DTE are in the same phase. The DTE may also
transmit an unsolicited DM response to request the DCE/remote DTE to initiate link set-up.

The DCE/remote DTE shall initialize the link by transmitting a SABM/SABME command to the DTE. If, on receiving correctly the SABM/
SABME command, the DTE can enter the information transfer phase, it shall return a UA response, set its send and receive state variables,
V(S) and V(R), to "0", and consider the link set up. If, on receiving correctly the SABM/SABME command, the DTE cannot enter the
information transfer phase, it shall return 2 DM response as a denial to the link set-up initialization and consider the link not set up.

The DTE shall initiate link set-up by transmitting a SABM/SABME command to the DCE/remote DTE and starting Timer T1 in order to
determine when too much time has elapsed waiting for a reply (see 5.7.1.1). If the DCE/remote DTE can enter the information transfer phase,
it shall return a UA response, reset its send and receive state variables, V(S) and V(R), to "0", and consider the link set up. The DTE, on
receiving correctly a UA response, shall stop Timer T1, have its send and receive state variables, V(S) and V(R), set to zero, and consider the
link set up. If the DCE/remote DTE cannot enter the information transfer phase, it shall rerurn a DM response as a denial to the link set-up
initialization. The DTE, on receiving correctly a DM response, shall stop Timer T1 and consider the link not set up. In order to avoid
misinterpretation of a DM response received during link set-up, the DTE shall always send its SABM/SABME command with the P bit set to
"1". It will then be possible to differentiate a DM response from the DCE/remote DTE intended as a denial to link set-up (F bit set to "1")
from a DM response from the DCE/remote DTE that was issued in an unsolicited sense (F bit set to "0") as a request for a mode-setting
command (as described in 5.5). The DTE may decide to re-initiate link set-up at any time.

The DTE, having sent a SABM/SABME command, shall ignore and discard any frames except a SABM/SABME. Ecu nwm
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received from the DCE/remote DTE. The receipt of a SABM/SABME or DISC frame from the DCE/remote DTE will result in a collision
situation that is resolved per 5.3.5. Frames from the DTE other than the UA frame and the DM frame sent in response to a received SABM/
SABME or DISC frame from the DCE/remote DTE shall be sent only after the link is set up and no outstanding SABM/SABME exists.

After the DTE sends the SABM/SABME command, if a UA or DM response is not received correctly, Timer T1 will run out in the DTE.
The DTE shall then resend the SABM/SABME command and restart Timer T1. After N2 attempts to set up the link, the DTE shall initiate
appropriate higher layer recovery action. The value of N2 is defined in 5.7.2.

5.3.2 Information transfer phase

After having transmitted the UA response to a SABM/SABME command or having received the UA response to a transmitted SABM/
SABME command, the DTE shall accept and transmit I frames and supervisory frames according to the procedures described in 5.4.

During the information transfer phase, whenever there has been no activity on the data link for a period of time T4, it is strongly
recommended that the DTE transmit an appropriate supervisory command frame with the P bit set to "1" to query the starus of the DCE/
remote DTE. Receipt of a response with the F bit set to "1" will indicate both the existence of a working physical link and the logical status
of the responding DCE/remote DTE.

When receiving a SABM/SABME command while in the information transfer phase, the DTE shall conform to the link resetting procedure
described in 5.6.

While in the information transfer phase, either the DTE or the DCE/remote DTE may initiate a disconnect of the data link according to the
procedures described in 5.3.3.

5.3.3 Link disconnection

The DCE/remote DTE shall initiate a disconnect of the data link by transmitting a DISC command to the DTE. The DTE, on receiving
correctly a DISC command in the information transfer phase, shall send a UA response and shall enter the disconnected phase. The DTE, on
receiving correctly a DISC command in the disconnected phase, shall send a DM response and remain in the disconnected phase.

The DTE shall initiate a disconnect of the data link by ransmitting a DISC command to the DCE/remote DTE and starting Timer T1. Upon
reception of a UA response from the DCE/remote DTE, the DTE shall stop Timer T1 and enter the disconnected phase. Upon reception of a
DM response from the DCE/remote DTE as an indication that the DCE/remote DTE was already in the disconnected phase, the DTE shall
stop Timer T1 and enter the disconnected phase. In order to avoid misinterpretation of a DM response received during link disconnect, the
DTE shall always send its DISC command with the P bit set to "1". It will then be possible to differentiate a DM response from the DCE/
remote DTE intended as an indication that the DCE/remote DTE was already in the disconnected phase (F bit set to "1") from a DM response
from the DCE/remote DTE that was issued in an unsolicited sense (F bit set to "0") as a request for a mode-setting command (as described in
5.5).

The DTE, having sent a DISC command, shall ignore and discard any frames except a SABM/SABME, DISC, UA or DM frame received
from the DCE/remote DTE. The receipt of a SABM/SABME or DISC command from the DCE/remote DTE will result in a collision
situation that is resolved per 5.3.5.

After the DTE sends a DISC command, if a UA or DM response is not received correctly, Timer T1 will run out in the DTE. The DTE shall
then resend the DISC command and restart Timer T1. After N2 attempts to disconnect the data link, the DTE shall initiate appropriate higher
layer recovery action.

5.3.4 Disconnected phase

After having received a DISC command and returned a UA response or having received the UA response to a transmitted DISC command,
the DTE shall enter the disconnected phase.

In the disconnected phase, either the DTE or the DCE/remote DTE may initiate link set-up.

In the disconnected phase, the DTE shall react to the receipt of a SABM/SABME command as described in 5.3.1, and shall transmit a DM
response in answer to a received DISC command. When receiving any other command frame with the P bit set to "1", the DTE shall transmit
a DM response with the F bit set to "1". In the disconnected phase, the DTE shall react to the receipt of an unsolicited DM response by
initiating a link set-up procedure in accordance with 5.3.1, provided that it is able to set up the link. Other frames received in the
disconnected phase shall be ignored.

When the DTE enters the disconnected phase after detecting error conditions as listed in 5.5, or after an internal malfunction, it may indicate
this by sending a DM response rather than a DISC command. In these cases, the DTE shall transmit the DM response and start Timer T1. If
Timer T1 runs out before the reception of a SABM/SABME or DISC command, the DTE may retransmit the DM response and restart Timer
T1. After ransmission of the DM response N2 times, the DTE may remain in the disconnected phase and appropriate recovery action shall
be initiated by a higher layer. Altematively, after an internal malfunction, the DTE may either initiate a link resetting procedure (see 5.6) or
disconnect the data link (see 5.3.3) prior to initiating a link set-up procedure (see 5.3.1).
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5.3.5 Collision of unnumbered commands
Collision situations shall be resolved in the following way.

If the sent and received unnumbered commands are the same, the DTE and the DCE/remote DTE shall each send the UA response at the
earliest possible opportunity. The DTE shall enter the indicated phase either

a) after receiving the UA response;
b) after sending the UA response; or
¢) after timing out waiting for the UA response having sent a UA response.

In the case of (b), the DTE shall accept a subsequent UA response to the unnumbered command it issued without considering it an
unsolicited UA response if received within the time-out interval.

If the sent and received unnumbered commands are different, the DTE and the DCE/remote DTE shall each enter the disconnected phase and
issue a DM response at the earliest possible opportunity.

5.3.6 Collision of DM response with SABM/SABME or DISC command

When a DM response is issued by the DCE/remote DTE as an unsolicited response to request the DTE to issue a mode-setting command as
described in 5.3.4, a collision between a SABM/SABME or DISC command transmitted by the DTE and the unsolicited DM response may
occur. In order to avoid misinterpretation of the DM response received, the DTE shall always send its SABM/SABME or DISC command
with the P bit set to "1".

5.3.7 Collision of DM responses

A contention situation may occur when both the DTE and the DCE/remote DTE issue a DM response to request a mode-setting command. In
this case, the DTE shall issue a SABM/SABME command to resolve the contention situation.

5.4 Procedures for information transfer
The procedures which apply to the transmission of 1 frames in each direction during the information transfer phase are described below.

In the following, "number one higher" is in reference to a continuously repeated sequence series, i.c., 7 is one higher than 6 and O is one
higher than 7 for modulo 8 series, and 127 is one higher than 126 and 0 is one higher than 127 for modulo 128 series.

5.4.1 Sending I frames

When the DTE has an I frame to transmit (i.e., an I frame not already transmitted, or an I frame that has to be retransmitted as described in
5.4.6), it shall transmit it with an N(S) equal to its current send state variable V(S), and an N(R) equal to its current receive state variable
V(R). At the end of the transmission of the I frame, it shall increment its send state variable V(S) by one.

The DTE Timer T1, if not running at the time of transmission of an I frame, shall be started.

If the DTE send state variable V(S) is equal to the last value of N(R) received plus k (where & is the maximum number of outstanding I
frames; see 5.7.4) the DTE shall not transmit any new I frame, but may retransmit an old I frame as described in 5.4.6 or 5.4.9.

In order to ensure security of information transfer, the DTE shall not transmit any I frame if its send state variable V(S) is equal to the last
value of N(R) it has received from the DCE/remote DTE plus 7 in basic (modulo 8) operation or 127 in extended (modulo 128) operation.

When the DTE is in the busy condition, it may still transmit I frames, provided that the DCE/remote DTE is not busy. When in the frame
rejection condition, it shall stop transmitting I frames.

5.4.2 Receiving an I frame
When the DTE is not in a busy condition and receives a valid I frame whose send sequence number is equal to the DTE receive state variable
V(R), the DTE shall accept the information field of this frame, increment by one its receive state variable V(R), and take one of the following
actions:
a) if the DTE is still not in a busy condition:
1) if an I frame is available for transmission, the DTE shall act as described in 5.4.1 and acknowledge the received I frame by setting
N(R) in the control field of the next transmitted [ frame to the value of the DTE receive state variable V(R), or the DTE shall
acknowledge the received I frame by transmitting an RR frame with the N(R) equal to the value of the DTE receive state variable

V(R);

2) if no I frame is available for transmission, the DTE shall transmit an RR frame with the N(R) equal D@Mmem
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