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Preface

This Standard was prepared by the Joint Standards Australia/Standards New Zealand Committee
ME-068, Freight Containers, to supersede AS 3711.1:2015, Freight containers Part 1: Classification,
dimensions and ratings (1SO 668:2013, MOD).

The objective of this document is to establish a classification of series 1 freight containers based on
external dimensions, and specifies the associated ratings and, where appropriate, the minimum
internal and door opening dimensions for certain types of containers.

These containers are intended for intercontinental traffic.

This document summarizes the external and some of the internal dimensions of series 1 containers.
The dimensions of each type of container are defined in AS/NZS 3711.5:2024, AS/NZS 3711.6:2024,
AS/NZS 3711.8:2024 and ISO 1496 (parts 1 and 4), which is the authoritative document for internal
container dimensions.

This document is identical with, and has been reproduced from, ISO 668:2020, Series 1 freight containers
— Classification, dimensions and ratings, and its Amendment No. 1 (2022) which has been added at the
end of the source text.

As this document has been reproduced from an International document, a full point substitutes for a
comma when referring to a decimal marker.

Australian or Australian/New Zealand Standards that are identical adoptions of international
normative references may be used interchangeably. Refer to the online catalogue for information on
specific Standards.

The terms “normative” and “informative” are used in Standards to define the application of the
appendices or annexes to which they apply. A “normative” appendix or annex is an integral part of a
Standard, whereas an “informative” appendix or annex is only for information and guidance.
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Foreword

ISO (the International Organization for Standardization) is a worldwide federation of national standards
bodies (ISO member bodies). The work of preparing International Standards is normally carried out
through ISO technical committees. Each member body interested in a subject for which a technical
committee has been established has the right to be represented on that committee. International
organizations, governmental and non-governmental, in liaison with ISO, also take part in the work.
ISO collaborates closely with the International Electrotechnical Commission (IEC) on all matters of
electrotechnical standardization.

The procedures used to develop this document and those intended for its further maintenance are
described in the ISO/IEC Directives, Part 1. In particular, the different approval criteria needed for the
different types of ISO documents should be noted. This document was drafted in accordance with the
editorial rules of the ISO/IEC Directives, Part 2 (see www.iso.org/directives).

Attention is drawn to the possibility that some of the elements of this document may be the subject of
patent rights. ISO shall not be held responsible for identifying any or all such patent rights. Details of
any patent rights identified during the development of the document will be in the Introduction and/or
on the ISO list of patent declarations received (see www.iso.org/patents).

Any trade name used in this document is information given for the convenience of users and does not
constitute an endorsement.

For an explanation of the voluntary nature of standards, the meaning of ISO specific terms and
expressions related to conformity assessment, as well as information about ISO's adherence to the
World Trade Organization (WTO) principles in the Technical Barriers to Trade (TBT) see www.iso
.org/iso/foreword.html.

This document was prepared by Technical Committee ISO/TC 104, Freight containers, Subcommittee
SC 1 General purpose containers.

Any feedback or questions on this document should be directed to the user’s national standards body. A
complete listing of these bodies can be found at www.iso.org/members.html.

This seventh edition cancels and replaces the sixth edition (ISO 668:2013), which has been technically
revised. It also incorporates the Amendments ISO 668:2013/Amd1:2016 and ISO 668:2013/Amd2:2016.

The main changes compared to the previous edition are the inclusion of the Amendments.
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1 AS/NZS 3711.1:2024
Australian/New Zealand Standard

Freight containers
Part 1: Classification, dimensions and ratings

1 Scope

This document establishes a classification of series 1 freight containers based on external dimensions,
and specifies the associated ratings and, where appropriate, the minimum internal and door opening
dimensions for certain types of containers.

These containers are intended for intercontinental traffic.

This document summarizes the external and some of the internal dimensions of series 1 containers.
The dimensions of each type of container are defined in the appropriate part of ISO 1496, which is the
authoritative document for internal container dimensions.

2 Normative references

The following documents are referred to in the text in such a way that some or all of their content
constitutes requirements of this document. For dated references, only the edition cited applies. For
undated references, the latest edition of the referenced document (including any amendments) applies.

ISO 830, Freight containers — Vocabulary

ISO 6346, Freight containers — Coding, identification and marking

3 Terms and definitions
For the purposes of this document, the terms and definitions given in ISO 830 and the following apply.
ISO and [EC maintain terminological databases for use in standardization at the following addresses:

— [SO Online browsing platform: available at https://www.iso.org/obp

— [EC Electropedia: available at http://www.electropedia.org/

3.1
freight container
article of transport equipment:

a) of a permanent character and accordingly strong enough to be suitable for repeated use;

b) specially designed to facilitate the carriage of goods by one or more modes of transport,
without intermediate reloading;

) fitted with devices permitting its ready handling, particularly its transfer from one mode of
transport to another;

d) designed so as to be easy to fill and empty;

e) having an internal volume of 1 m3 (35,3ft3) or more

Note 1 to entry: The term "freight container" does not include vehicles or conventional packing.

3.2
ISO container
freight container (3.1) complying with all relevant ISO container standards in existence at the time of
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3.3

rating

R

gross mass of a container which is both the maximum mass for operation and the minimum mass for
testing

Note 1 to entry: In some countries, in order to conform to current commercial practice, the term "weight" is used
(incorrectly) instead of "mass".

34

nominal

<dimensions> disregarding tolerances and rounded to the nearest convenient whole number, by which
a container may be identified

Note 1 to entry: Nominal dimensions are usually expressed in imperial units.

3.5

internal

<dimensions> relating to the largest unobstructed rectangular parallelepiped which can be inscribed
in the container if inward protrusions of the top corner fittings are disregarded

Note 1 to entry: Except where stated otherwise, the term "internal dimensions" is synonymous with the term
"unobstructed internal dimensions".

3.6

door opening

size of the (end) door aperture, i.e. width and height dimensions of the largest parallelepiped which
could possibly be passed into the container through the door aperture in question

4 C(lassification and designation

Series 1 freight containers have a uniform width of 2 438 mm (8 ft).

The nominal lengths are listed in Table 1.

Containers 2 896 mm (9 ft 6 in) in height are designated 1EEE, 1AAA and 1BBB.
Containers 2 591 mm (8 ft 6 in) in height are designated 1EE, 1AA, 1BB and 1 CC.
Containers 2 438 mm (8 ft) in height are designated 14, 1B, 1C and 1D.

Containers less than 2 438 mm (8 ft) in height are designated 1AX, 1BX, 1 CX and 1 DX.

NOTE The letter "X" used in the designation has no specific connotation other than to indicate that the height of
the container is between 0 mm and 2 438 mm (8 ft).
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Table 1 — Nominal lengths

Freight container Nominal length
designation m ft

1EEE
1EE
1AAA
1AA
1A
1AX
1BBB
1BB
1B
1BX
1CCC
1CC
1C
1CX
1D
1DX

a  Legal limitations to the overall length of vehicle
and load can exist in certain countries.

13,7a 452

12,2a 40a

91 30

6,1 20

3,00 10

5 Dimensions, tolerances and ratings

5.1 Reference temperature for measurements

The dimensions and tolerances apply when measured at the temperature of 20 °C (68 °F); measurements
taken at other temperatures shall be adjusted accordingly.

5.2 External dimensions, tolerances and ratings

5.2.1 External dimensions and tolerances

The external dimensions and permissible tolerances given in Table 2 are applicable to all types of
containers, except that a reduced height is permissible for tank, open top, bulk, platform and platform-
based type containers.

5.2.2 Ratings

The ratings given in Table 2 are applicable to all types of containers, except that for particular traffic,
higher values are permissible for containers of any type specified in Table 2. Such containers are
considered as ISO containers provided that their maximum gross mass, R, does not exceed 36 000 kg
and that they are tested and marked to their actual rating, R (see 3.3).

WARNING — Recognizing that there will always be a need for special containers for particular
traffic, attention is drawn to the fact that numerous containers exist which have length and width
dimensions similar to those of ISO series 1 containers but have ratings and/or heights in excess
of those defined by this document. This can include containers having maxi
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