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AS/NZS 3750.7:2009 

This Joint Australian/New Zealand Standard was prepared by Joint Technical 
Committee CH-003, Paints and Related Materials. It was approved on behalf of the 
Council of Standards Australia on 22 May 2009 and on behalf of the Council of 
Standards New Zealand on 12 June 2009.  
This Standard was published on 22 June 2009. 

 

The following are represented on Committee CH-003: 

 

AUSTROADS 

Australasian Corrosion Association 

Australian Paint Approval Scheme 

Australian Paint Manufacturers’ Federation 

Business New Zealand 

Institution of Professional Engineers New Zealand 

Master Painters New Zealand Association 

 

Keeping Standards up-to-date 

Standards are living documents which reflect progress in science, technology and 
systems. To maintain their currency, all Standards are periodically reviewed, and 
new editions are published. Between editions, amendments may be issued. 
Standards may also be withdrawn. It is important that readers assure themselves 
they are using a current Standard, which should include any amendments which 
may have been published since the Standard was purchased. 

Detailed information about joint Australian/New Zealand Standards can be found by 
visiting the Standards Web Shop at www.standards.com.au or Standards New 
Zealand web site at www.standards.co.nz and looking up the relevant Standard in 
the on-line catalogue. 

Alternatively, both organizations publish an annual printed Catalogue with full 
details of all current Standards. For more frequent listings or notification of 
revisions, amendments and withdrawals, Standards Australia and Standards New 
Zealand offer a number of update options. For information about these services, 
users should contact their respective national Standards organization. 

We also welcome suggestions for improvement in our Standards, and especially 
encourage readers to notify us immediately of any apparent inaccuracies or 
ambiguities. Please address your comments to the Chief Executive of either 
Standards Australia or Standards New Zealand at the address shown on the back 
cover. 

 

This Standard was issued in draft form for comment as DR 09030. 
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PREFACE 

This Standard was prepared by the Joint Standards Australia/Standards New Zealand 

Standards Committee CH-003, Paints and Related Materials to supersede 

AS/NZS 3750.7:1994. 

The objective of this Standard is to specify requirements for aluminium paint used on steel 

structures. It forms part of a series of product standards for paints referred to in 

AS/NZS 2312, Guide to the protection of structural steel against atmospheric corrosion by 

the use of protective coatings. 

The terms ‘normative’ and ‘informative’ have been used in this Standard to define the 

application of the appendix to which they apply. A ‘normative’ appendix is an integral part 

of a Standard, whereas an ‘informative’ appendix is only for information and guidance. 
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STANDARDS AUSTRALIA/STANDARDS NEW ZEALAND 
 

Australian/New Zealand Standard 

Paints for steel structures 
 

Part 7:  Aluminium paint 
 

S E C T I O N  1    S C O P E  A N D  G E N E R A L  

1.1   SCOPE 

This Standard specifies requirements for a single pack bright aluminium finish paint 

intended to protect iron and steel against corrosion. It may be suitable for application by 

brush, roller or spray. This paint will provide heat reflectance and medium-term protection 

from corrosion to suitably primed steelwork located in an industrial atmospheric 

environment. 

NOTES:  

1 Appendix A contains recommendations and advice on information that should be provided by 

the purchaser at the time of enquiry or order. 

2 Care should be taken that aluminium paint is not used in an acidic or caustic environment. 

Additional information on the use and application of aluminium paint is provided in 

Appendix B. 

3 Alternative methods for determining compliance with this Standard are contained in 

Appendix C. 

1.2   REFERENCED DOCUMENTS 

A list of the documents referred to in this Standard is contained in Appendix D. 

1.3   DEFINITIONS 

For the purpose of this Standard, the definition below and those given in AS/NZS 2310 

apply. 

1.3.1   Aluminium paint 

A finish coating designed to provide corrosion protection to suitably primed steel when 

applied to a dry film thickness of 25–35 µm per coat. 

1.4   SAFETY PRECAUTIONS 

As this paint is intended for industrial use, reference to the appropriate regulatory 

requirements is necessary, particularly for the packing and labelling of the product. 

NOTE: Appendix B provides additional information on safety precautions. 

A
cc

es
se

d 
by

 M
O

N
A

S
H

 U
N

IV
E

R
S

IT
Y

 L
IB

R
A

R
Y

 o
n 

14
 J

un
 2

01
5 

(D
oc

um
en

t c
ur

re
nc

y 
no

t g
ua

ra
nt

ee
d 

w
he

n 
pr

in
te

d)

Full document details: AS NZS 3750.7-2009

http://www.avadocuments.com/doc/as-nzs-3750-7-2009
http://www.avadocuments.com/doc/as-nzs-3750-7-2009


 5 AS/NZS 3750.7:2009 

 

COPYRIGHT 

S E C T I O N  2    M A T E R I A L  R E Q U I R E M E N T S  

2.1   GENERAL 

The paint shall comply with the requirements detailed in Clauses 2.2 to 2.6 inclusive. These 

properties and requirements are summarized in Table 1. 

2.2   COMPOSITION 

The paint shall principally consist of appropriate leafing grade aluminium pigment, resin 

binder and solvent. 

2.3   CONDITIONS OF TEST 

Unless otherwise specified in this Standard, the following test conditions shall apply: 

(a) The test panel material is steel complying with AS/NZS 1580.104.1. Where reference 

panels are required, they should be made from the same material and be prepared by 

identical methods as the test panels. 

(b) The size and type of test panels shall be as specified in Table 1. 

(c) The dry film thickness shall be 25 µm to 35 µm. 

(d) Conditions for testing shall be in accordance with AS/NZS 1580.101.5. 

(e) Conditions for air-drying shall be in accordance with AS/NZS 1580.101.1. 

2.4   LIQUID PAINT 

2.4.1   Condition in container 

When examined in accordance with AS/NZS 1580.103.1 at the time of delivery from the 

manufacturer or supplier, the paint shall be free from gel, coarse particles, skins and foreign 

matter. The product shall be readily re-incorporated when tested in accordance with 

AS/NZS 1580.211.2. 

2.4.2   Volume solids 

When determined in accordance with AS 1580.301.2, the volume solids shall be within 

5 percent of the product specification. 

2.4.3   Storage properties 

2.4.3.1   Degree of settling 

When stored at 23 ±3°C in sealed, unopened containers for 12 months from the date of 

manufacture, the rating for the settling when determined in accordance with 

AS/NZS 1580.211.1 shall be not less than 6. 

2.4.3.2   Re-incorporation after storage 

When stored at 23 ±3°C in sealed, unopened containers for 12 months from the date of 

manufacture, and tested in accordance with AS/NZS 1580.211.2, the paint shall be readily 

re-incorporated and be of uniform consistency free from lumps, gel and other defects. 
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