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PREFACE

This Standard was prepared by the Joint Standards Australia/Standards New Zealand Committee
SF-041, General Principles for the Guarding of Machinery, to supersede AS 4024.1201—2006, Safety
of machinery, Part1201: General principles—Basic terminology and methodology, and
AS 4024.1301—2006, Safety of machinery, Part 1301: Risk assessment—Principles of risk
assessment.

It is emphasized that this Standard is part of the AS(/NZS) 4024.1 series and it is imperative that it is
used in conjunction with other applicable parts of the series. A complete listing of all current parts of
the AS(/NZS) 4024.1 series can be found at the Standards Australia website <www.standards.org.au>
and in AS/NZS 4024.1100, Safety of machinery, Part 1100: Application Guide.

The objective of this Standard is to specify basic terminology, principles and methodology for
achieving safety in the design of machinery. It specifies principles of risk assessment as it relates to
safety of machinery, with procedures for identifying hazards and estimating, evaluating and
minimizing risks.

This Standard is identical with, and has been reproduced from ISO 12100:2010, Safety of machinery—
General principles for design—Risk assessment and risk reduction.

As this Standard is reproduced from an International Standard, the following applies:

(a) In the source text °this International Standard’ should read °this Australian/New Zealand
Standard’.

(b) A full point substitutes for a comma when referring to a decimal marker.

References to International Standards should be replaced by references to Australian or
Australian/New Zealand Standards, as follows:

Reference to International Standard Australian/New Zealand Standard

IEC AS

60204  Safety of machinery—Electrical 60204  Safety of machinery—Electrical
equipment of machines equipment of machines

60204-1 Part 1: General requirements 60204.1 General requirements (IEC 60204-1,

Ed. 5 (FDIS) MOD)

The term ‘informative’ has been used in this Standard to define the application of the annex to which
it applies. An ‘informative’ annex is only for information and guidance.

Accessed by MONASH UNIVERSITY LIBRARY on 12 Jun 2015 (Document currency not guaranteed when printed)

Documents

Document Sharing Hub

Full document details: AS NZS 4024.1201-2014


http://www.avadocuments.com/doc/as-nzs-4024-1201-2014
http://www.avadocuments.com/doc/as-nzs-4024-1201-2014

Accessed by MONASH UNIVERSITY LIBRARY on 12 Jun 2015 (Document currency not guaranteed when printed)

AS/NZS 4024.1201:2014 iii

CONTENTS

8T o - 1
NOIrMAtiVe FEfEIrENCES........cccieeeeiee e e r e rs s r e ee e e e s s e e e s sme e e e s me e e easmn e e ensnneneasannnnnnnn 1
Terms and defiNitioNS .........oo i e e e s n e e e e s 1
Strategy for risk assessment and risk reduction............cccccccerireecerircccerrrsssr e 9
RiSK @SSE@SSMENL ...ttt e s e sn e e e m e e e e mn e e e mn e e amn e e e s mne s 12
7= o = | 12
Information for risk asSeSSMENt..........ooo i ———— 12
Determination of limits of machinery.......c.cccoiincci e ——— 13
7= 4 1T - P 13
L0 LT T 11 13
£ T 0T Lo =0 1111 14
I8 L= 11 14
L0 1 1= o 11 4T = 14
Hazard identification ... e e e s 14
RiISK @StIMAtioN ... 16
7= o 1= | 16
Elements Of FiSK... ..ot e e 17
Aspects to be considered during risk estimation..........ccccccovecccciiieiicc s ——————————— 19
=T Q=Y =] T = 4 o o 21
7= 4 1T - P 21
Adequate risk redUCtioN ... s sm e s e s nmn e e e s mnnns 21
L oY 4T F= T L0 T 0T =P 21
L= (=T 1T o oY o T 22
7= T - 22
Inherently safe design MeEASUreS.........cccciiiiiii e ———— 23
=Y o = | 23
Consideration of geometrical factors and physical aspects ..........cccccerrreecerrrccserrrcsse s 23
Taking into account general technical knowledge of machine design .......ccccceeecemireccrerrscccennnns 24
Choice of appropriate teChNOIOGY .........cccciiiiiiiiiccirrrrr e e s s mmne s 25
Applying principle of positive mechanical action........ccccccove e 25
Provisions for stability.........ccccooiiiiiiciiirii e nn 25
Provisions for maintainability ........ccccccoiiimiini e —————— 26
Observing ergonomic PrinCipPles .........cccciiiriininniiirr s 26
] Lo o3 = T = 2 T o £ 27
Pneumatic and hydraulic hazards .........ccccccccminimminnn i ————— 27
Applying inherently safe design measures to control systems...........cccoooomiiiiiiicicissnee s 28
Minimizing probability of failure of safety functions ........ccccocvcmririicici 33
Limiting exposure to hazards through reliability of equipment..........c.cccoomririemrnrccce e 33
Limiting exposure to hazards through mechanization or automation of loading (feeding)/
unloading (removal) OPerations...........cccveeecierirrrrerrrs e e e s e e re s er e e e s smr e e e s s n e e e s s ssne e e e s me e e e s s mn e e smnees 34
Limiting exposure to hazards through location of setting and maintenance points outside

Lo B Ta Yo T=] g 4 1= S 34
Safeguarding and complementary protective Measures .........cccccceveeerrriissccssssseree s ssssssssssesseseenns 34
7= 4 1T - P 34
Selection and implementation of guards and protective devices..........cccoceceiccrrniiinicccccceeneenen, 35
Requirements for design of guards and protective devices........c.cccccmrriiiiicccisccirn e 40
Safeguarding to reduce emMiSSIONS.......cccvciiriinirr i ———————— 43

Documents

Document Sharing Hub

Full document details: AS NZS 4024.1201-2014


http://www.avadocuments.com/doc/as-nzs-4024-1201-2014
http://www.avadocuments.com/doc/as-nzs-4024-1201-2014

AS/NZS 4024.1201:2014 iv

Page

6.3.5 Complementary protective MEASUIES.........ccccceiiiiiicccinmerir s ssscer s s sssnr e s es s s s mnme e e s e e s s s s nnnnns 44

6.4 0T ] 44 0 F= Lo 0 I8 o gl U= - 46

6.4.1 General reqUIreMENtS...........coiiiiiiiiiir e 46

6.4.2 Location and nature of information fOr USe...........ccciiiiiiiiiccccscrrr e 46

6.4.3 Signals and warning deviCes. ..o ———————— 46

6.4.4 Markings, signs (pictograms) and written wWarnings...........ccccecceriniisnninninnn s 47

6.4.5 Accompanying documents (in particular — instruction handbook) ..........cccccceiicciiicciiniiiiccccinees 48

7 Documentation of risk assessment and risk reduction...........ccceceecerircccerrrccce e 51

Annex A (informative) Schematic representation of a machine..........ccccovroirrccecrn e 52

Annex B (informative) Examples of hazards, hazardous situations and hazardous events.................... 53

Annex C (informative) Trilingual lookup and index of specific terms and expressions used in

510 T e 1 63

[ =1 0 [T'e T T -1 ] 5 ) /2 75
g
£
=
e}
g
g
©
>
(o))
g
)
&
3
3
s
3
e
n
3
5
5
>_
a4
<
v
@
-
>_
=
0
2
L
>
=z
-]
I
(%))
<
=z
o
=
)
e}
b
@
g

Documents

Document Sharing Hub

Full document details: AS NZS 4024.1201-2014


http://www.avadocuments.com/doc/as-nzs-4024-1201-2014
http://www.avadocuments.com/doc/as-nzs-4024-1201-2014

AS/NZS 4024.1201:2014 v

INTRODUCTION

The primary purpose of this International Standard is to provide designers with an overall framework and
guidance for decisions during the development of machinery to enable them to design machines that are safe
for their intended use. It also provides a strategy for standards developers and will assist in the preparation of
consistent and appropriate type-B and type-C standards.

The concept of safety of machinery considers the ability of a machine to perform its intended function(s)
during its life cycle where risk has been adequately reduced.

This International Standard is the basis for a set of standards which has the following structure:

— type-A standards (basic safety standards) giving basic concepts, principles for design and general
aspects that can be applied to machinery;

— type-B standards (generic safety standards) dealing with one safety aspect or one type of safeguard that
can be used across a wide range of machinery:

— type-B1 standards on particular safety aspects (for example, safety distances, surface temperature,
noise);

— type-B2 standards on safeguards (for example, two-hand controls, interlocking devices, pressure-
sensitive devices, guards);

— type-C standards (machine safety standards) dealing with detailed safety requirements for a particular
machine or group of machines.

This International Standard is a type-A standard.

When a type-C standard deviates from one or more technical provisions dealt with by this International
Standard or by a type-B standard, the type-C standard takes precedence.

It is desirable that this International Standard be referred to in training courses and manuals to convey basic
terminology and general design methods to designers.

ISO/IEC Guide 51 has been taken into account as far as practicable at the time of drafting of this International
Standard.
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AS/NZS 4024.1201:2014 1
AUSTRALIAN/NEW ZEALAND STANDARD

Safety of machinery

Part 1201:
General principles for design—Risk assessment and risk reduction

1 Scope

This International Standard specifies basic terminology, principles and a methodology for achieving safety in
the design of machinery. It specifies principles of risk assessment and risk reduction to help designers in
achieving this objective. These principles are based on knowledge and experience of the design, use,
incidents, accidents and risks associated with machinery. Procedures are described for identifying hazards
and estimating and evaluating risks during relevant phases of the machine life cycle, and for the elimination of
hazards or the provision of sufficient risk reduction. Guidance is given on the documentation and verification of
the risk assessment and risk reduction process.

This International Standard is also intended to be used as a basis for the preparation of type-B or type-C
safety standards.

It does not deal with risk and/or damage to domestic animals, property or the environment.

NOTE 1  Annex B gives, in separate tables, examples of hazards, hazardous situations and hazardous events, in order
to clarify these concepts and assist the designer in the process of hazard identification.

NOTE 2  The practical use of a number of methods for each stage of risk assessment is described in ISO/TR 14121-2.

2 Normative references

The following referenced documents are indispensable for the application of this document. For dated
references, only the edition cited applies. For undated references, the latest edition of the referenced
document (including any amendments) applies.

IEC 60204-1:2005, Safety of machinery — Electrical equipment of machines — Part 1: General requirements

3 Terms and definitions
For the purposes of this document, the following terms and definitions apply.

31

machinery

machine

assembly, fitted with or intended to be fitted with a drive system consisting of linked parts or components, at
least one of which moves, and which are joined together for a specific application

NOTE 1 The term “machinery” also covers an assembly of machines which, in order to achieve the same end, are
arranged and controlled so that they function as an integral whole.

NOTE 2  Annex A provides a general schematic representation of a machine.
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3.2

reliability

ability of a machine or its components or equipment to perform a required function under specified conditions
and for a given period of time without failing

3.3

maintainability

ability of a machine to be maintained in a state which enables it to fulfil its function under conditions of
intended use, or to be restored to such a state, with the necessary actions (maintenance) being carried out
according to specified practices and using specified means

3.4

usability

ability of a machine to be easily used owing to, among others, properties or characteristics that enable its
function(s) to be easily understood

3.5
harm
physical injury or damage to health

3.6
hazard
potential source of harm

NOTE 1 The term “hazard” can be qualified in order to define its origin (for example, mechanical hazard, electrical
hazard) or the nature of the potential harm (for example, electric shock hazard, cutting hazard, toxic hazard, fire hazard).

NOTE 2  The hazard envisaged by this definition either

— is permanently present during the intended use of the machine (for example, motion of hazardous moving elements,
electric arc during a welding phase, unhealthy posture, noise emission, high temperature), or

— can appear unexpectedly (for example, explosion, crushing hazard as a consequence of an unintended/unexpected
start-up, ejection as a consequence of a breakage, fall as a consequence of acceleration/deceleration).

NOTE 3 The French term “phénoméne dangereux” should not be confused with the term “risque”, which was
sometimes used instead in the past.

3.7
relevant hazard
hazard which is identified as being present at, or associated with, the machine

NOTE 1 A relevant hazard is identified as the result of one step of the process described in Clause 5.
NOTE 2  This term is included as basic terminology for type-B and type-C standards.

3.8

significant hazard

hazard which has been identified as relevant and which requires specific action by the designer to eliminate or
to reduce the risk according to the risk assessment

NOTE This term is included as basic terminology for type-B and type-C standards.
3.9
hazardous event

event that can cause harm

NOTE A hazardous event can occur over a short period of time or over an extended period of time.

Documents

Document Sharing Hub
COPYRIGHT

Full document details: AS NZS 4024.1201-2014


http://www.avadocuments.com/doc/as-nzs-4024-1201-2014
http://www.avadocuments.com/doc/as-nzs-4024-1201-2014

Accessed by MONASH UNIVERSITY LIBRARY on 12 Jun 2015 (Document currency not guaranteed when printed)

AS/NZS 4024.1201:2014 3

3.10
hazardous situation
circumstance in which a person is exposed to at least one hazard

NOTE The exposure can result in harm immediately or over a period of time.

3.1

hazard zone

danger zone

any space within and/or around machinery in which a person can be exposed to a hazard

3.12
risk
combination of the probability of occurrence of harm and the severity of that harm

3.13
residual risk
risk remaining after protective measures have been implemented

NOTE 1  This International Standard distinguishes
— the residual risk after protective measures have been implemented by the designer,

— the residual risk remaining after all protective measures have been implemented.
NOTE 2  See also Figure 2.

3.14
risk estimation
defining likely severity of harm and probability of its occurrence

3.15
risk analysis
combination of the specification of the limits of the machine, hazard identification and risk estimation

3.16
risk evaluation
judgment, on the basis of risk analysis, of whether the risk reduction objectives have been achieved

3.17
risk assessment
overall process comprising a risk analysis and a risk evaluation

3.18

adequate risk reduction

risk reduction that is at least in accordance with legal requirements, taking into consideration the current state
of the art

NOTE Criteria for determining when adequate risk reduction is achieved are given in 5.6.2.

3.19
protective measure
measure intended to achieve risk reduction, implemented

— by the designer (inherently safe design, safeguarding and complementary protective measures,
information for use) and/or

— by the user (organization: safe working procedures, supervision, permit-to-work systems; provision and
use of additional safeguards; use of personal protective equipment; training)

NOTE See Figure 2.
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3.20

inherently safe design measure

protective measure which either eliminates hazards or reduces the risks associated with hazards by changing
the design or operating characteristics of the machine without the use of guards or protective devices

NOTE See 6.2.

3.21

safeguarding

protective measure using safeguards to protect persons from the hazards which cannot reasonably be
eliminated or risks which cannot be sufficiently reduced by inherently safe design measures

NOTE See 6.3.

3.22

information for use

protective measure consisting of communication links (for example, text, words, signs, signals, symbols,
diagrams) used separately or in combination, to convey information to the user

NOTE See 6.4.

3.23
intended use
use of a machine in accordance with the information for use provided in the instructions

3.24

reasonably foreseeable misuse

use of a machine in a way not intended by the designer, but which can result from readily predictable human
behaviour

3.25
task
specific activity performed by one or more persons on, or in the vicinity of, the machine during its life cycle

3.26
safeguard
guard or protective device

3.27
guard
physical barrier, designed as part of the machine to provide protection

NOTE 1 A guard may act either

— alone, in which case it is only effective when “closed” (for a movable guard) or “securely held in place” (for a fixed
guard), or

— in conjunction with an interlocking device with or without guard locking, in which case protection is ensured whatever
the position of the guard.

NOTE 2 Depending on its construction, a guard may be described as, for example, casing, shield, cover, screen, door,
enclosing guard.

NOTE 3  The terms for types of guards are defined in 3.27.1 to 3.27.6. See also 6.3.3.2 and I1SO 14120 for types of
guards and their requirements.

3.271

fixed guard

guard affixed in such a manner (for example, by screws, nuts, welding) that it can only be opened or removed
by the use of tools or by destruction of the affixing means
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3.27.2
movable guard
guard which can be opened without the use of tools

3.27.3
adjustable guard
fixed or movable guard which is adjustable as a whole or which incorporates adjustable part(s)

3.27.4

interlocking guard

guard associated with an interlocking device so that, together with the control system of the machine, the
following functions are performed:

— the hazardous machine functions “covered” by the guard cannot operate until the guard is closed,
— if the guard is opened while hazardous machine functions are operating, a stop command is given, and

— when the guard is closed, the hazardous machine functions “covered” by the guard can operate (the
closure of the guard does not by itself start the hazardous machine functions)

NOTE ISO 14119 gives detailed provisions.

3.275

interlocking guard with guard locking

guard associated with an interlocking device and a guard locking device so that, together with the control
system of the machine, the following functions are performed:

— the hazardous machine functions “covered” by the guard cannot operate until the guard is closed and
locked,

— the guard remains closed and locked until the risk due to the hazardous machine functions “covered” by
the guard has disappeared, and

— when the guard is closed and locked, the hazardous machine functions “covered” by the guard can
operate (the closure and locking of the guard do not by themselves start the hazardous machine

functions)
NOTE ISO 14119 gives detailed provisions.
3.27.6

interlocking guard with a start function

control guard

special form of interlocking guard which, once it has reached its closed position, gives a command to initiate
the hazardous machine function(s) without the use of a separate start control

NOTE See 6.3.3.2.5 for detailed provisions on the conditions of use.

3.28
protective device
safeguard other than a guard

NOTE Examples of types of protective devices are 3.28.1 to 3.28.9.

3.28.1

interlocking device

interlock

mechanical, electrical or other type of device, the purpose of which is to prevent the operation of hazardous
machine functions under specified conditions (generally as long as a guard is not closed)
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3.28.2

enabling device

additional manually operated device used in conjunction with a start control and which, when continuously
actuated, allows a machine to function

3.28.3

hold-to-run control device

control device which initiates and maintains machine functions only as long as the manual control (actuator) is
actuated

3.28.4

two-hand control device

control device which requires at least simultaneous actuation by both hands in order to initiate and to maintain
hazardous machine functions, thus providing a protective measure only for the person who actuates it

NOTE ISO 13851 gives detailed provisions.

3.28.5

sensitive protective equipment

SPE

equipment for detecting persons or parts of persons which generates an appropriate signal to the control
system to reduce risk to the persons detected

NOTE The signal can be generated when a person or part of a person goes beyond a predetermined limit — for
example, enters a hazard zone — (tripping) or when a person is detected in a predetermined zone (presence sensing), or
in both cases.

3.28.6

active optoelectronic protective device

AOPD

device whose sensing function is performed by optoelectronic emitting and receiving elements detecting the
interruption of optical radiation, generated within the device, by an opaque object present in the specified
detection zone

NOTE IEC 61496 gives detailed provisions.

3.28.7

mechanical restraint device

device which introduces into a mechanism a mechanical obstacle (for example, wedge, spindle, strut, scotch)
which, by virtue of its own strength, can prevent any hazardous movement

3.28.8

limiting device

device which prevents a machine or hazardous machine condition(s) from exceeding a designed limit (space
limit, pressure limit, load moment limit, etc.)

3.28.9

limited movement control device

control device, a single actuation of which, together with the control system of the machine, permits only a
limited amount of travel of a machine element

3.29

impeding device

any physical obstacle (low barrier, rail, etc.) which, without totally preventing access to a hazard zone,
reduces the probability of access to this zone by offering an obstruction to free access

3.30
safety function
function of a machine whose failure can result in an immediate increase of the risk(s)
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3.31

unexpected start-up

unintended start-up

any start-up which, because of its unexpected nature, generates a risk to persons

NOTE 1 This can be caused by, for example:

— a start command which is the result of a failure in, or an external influence on, the control system;

— a start command generated by inopportune action on a start control or other parts of the machine such as a sensor or
a power control element;

— restoration of the power supply after an interruption;
— external/internal influences (gravity, wind, self-ignition in internal combustion engines, etc.) on parts of the machine.
NOTE 2  Machine start-up during normal sequence of an automatic cycle is not unintended, but can be considered as

being unexpected from the point of view of the operator. Prevention of accidents in this case involves the use of
safeguarding measures (see 6.3).

NOTE 3 Adapted from ISO 14118:2000, definition 3.2.

3.32
failure to danger
any malfunction in the machinery, or in its power supply, that increases the risk

3.33

fault

state of an item characterized by inability to perform a required function, excluding the inability during
preventive maintenance or other planned actions, or due to lack of external resources

[IEV 191-05-01]

NOTE 1 A fault is often the result of a failure of the item itself, but can exist without prior failure.

NOTE 2 In the field of machinery, the English term “fault” is commonly used in accordance with the definition in
IEV 191-05-01, whereas the French term “défaut’ and the German term “Fehler’ are used rather than the terms “panne”
and “Fehlzustand” that appear in the IEV with this definition.

NOTE 3  In practice, the terms “fault” and “failure” are often used synonymously.

3.34

failure

termination of the ability of an item to perform a required function

NOTE 1 After failure, the item has a fault.

NOTE 2 “Failure” is an event, as distinguished from “fault”’, which is a state.

NOTE 3  The concept as defined does not apply to items consisting of software only.

[IEV 191-04-01]

3.35

common cause failures

failures of different items, resulting from a single event, where these failures are not consequences of each
other

NOTE Common cause failures should not be confused with common mode failures.

[IEV 191-04-23]
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3.36
common mode failures
failures of items characterized by the same fault mode

NOTE Common mode failures should not be confused with common cause failures, as the common mode failures
can result from different causes.

[IEV 191-04-24]

3.37
malfunction
failure of a machine to perform an intended function

NOTE See 5.4, item b) 2) for examples.

3.38
emergency situation
hazardous situation needing to be urgently ended or averted

NOTE An emergency situation can arise

— during normal operation of the machine (for example, due to human interaction, or as a result of external influences),
or

— as a consequence of a malfunction or failure of any part of the machine.
3.39

emergency operation
all actions and functions intended to end or avert an emergency situation

3.40

emergency stop
emergency stop function
function which is intended to

— avert arising or reduce existing hazards to persons, damage to machinery or to work in progress, and
— be initiated by a single human action
NOTE ISO 13850 gives detailed provisions.

3.41

emission value

numerical value quantifying an emission generated by a machine (for example, noise, vibration, hazardous
substances, radiation)

NOTE 1 Emission values are part of the information on the properties of a machine and are used as a basis for risk
assessment.

NOTE 2 The term “emission value” ought not to be confused with “exposure value”, which quantifies the exposure of
persons to emissions when the machine is in use. Exposure values can be estimated using the emission values.

NOTE 3 Emission values are preferably measured and their associated uncertainties determined by means of
standardized methods (for example, to allow comparison between similar machines).

3.42
comparative emission data
set of emission values of similar machines collected for the purpose of comparison

NOTE For noise comparison, see ISO 11689.
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4 Strategy for risk assessment and risk reduction

To implement risk assessment and risk reduction the designer shall take the following actions, in the order
given (see Figure 1):

a) determine the limits of the machinery, which include the intended use and any reasonably foreseeable
misuse thereof;

b) identify the hazards and associated hazardous situations;

c) estimate the risk for each identified hazard and hazardous situation;

d) evaluate the risk and take decisions about the need for risk reduction;

e) eliminate the hazard or reduce the risk associated with the hazard by means of protective measures.
Actions a) to d) are related to risk assessment and e) to risk reduction.

Risk assessment is a series of logical steps to enable, in a systematic way, the analysis and evaluation of the
risks associated with machinery.

Risk assessment is followed, whenever necessary, by risk reduction. lteration of this process can be
necessary to eliminate hazards as far as practicable and to adequately reduce risks by the implementation of
protective measures.

It is assumed that, when present on machinery, a hazard will sooner or later lead to harm if no protective
measure or measures have been implemented. Examples of hazards are given in Annex B.

Protective measures are the combination of the measures implemented by the designer and the user in
accordance with Figure 2. Measures which can be incorporated at the design stage are preferable to those
implemented by the user and usually prove more effective.

The objective to be met is the greatest practicable risk reduction, taking into account the four below factors.
The strategy defined in this clause is represented by the flowchart in Figure 1. The process itself is iterative
and several successive applications can be necessary to reduce the risk, making the best use of available
technology. In carrying out this process, it is necessary to take into account these four factors, in the following
order of preference:

— the safety of the machine during all the phases of its life cycle;

— the ability of the machine to perform its function;

— the usability of the machine;

— the manufacturing, operational and dismantling costs of the machine.

NOTE 1 The ideal application of these principles requires knowledge of the use of the machine, the accident history
and health records, available risk reduction techniques, and the legal framework in which the machine is to be used.

NOTE 2 A machine design which is acceptable at a particular time could be no longer justifiable when technological
development allows the design of an equivalent machine with lower risk.
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START

¥

Determination of the limits
of the machinery (see 5.3)

10

RISK ASSESSMENT according to Clause 5

1<

Hazard identification
(see 5.4 and Annex B)

v

Risk estimation (see 5.5)

.......................... l

Risk evaluation (see 5.6)

This iterative risk reduction process shall be carried

under each condition of use.

out separately for each hazard, hazardous situation,

NO

Has
the risk been
adequately reduced??
(adequate risk reduction:
see Clause 6)

YES

Can
the hazard
be removed?

Documentation

(see Clause 7) END

At each step of the iterative process: risk estimation, risk

evaluation and, if applicable, risk comparison.

Step 1

Can
the risk
be reduced
by inherently safe
design
measures?

YES

Risk reduction by
inherently safe
design measures

Is the
intended
risk reduction

i ?
(see 6.2) achieved?

Can
the risk
be reduced by guards,
protective
devices?

YES

Step 2

protective measures

Risk reduction by
safeguarding

Implementation of
complementary

Is the
intended
risk reduction
achieved?

(see 6.3)

Can
the limits
be specified
again?

Step 3

Is the
intended
risk reduction
achieved?

Risk reduction by
information for use

(see 6.4)

The first time the question is asked, it is answered by the result of the initial risk assessment.
Figure 1 — Schematic representation of risk reduction process including iterative three-step method
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Risk assessment

(based on defined limits and intended use of the machine)

Protective measures implemented by the
designer (see Figure 1)

Step 1 : Inherently safe design measures

Safeguarding and
complementary
protective measures

Residual risk
Information for use® after

¢ at the machine protective
— warning signs, signals measures

— warning devices implemented
e in the instruction handbook by_the
designer

User input® Designer input

Protective measures implemented by the
user’
including those based on the
information for use provided by the designer

A

+ Organization
— safe working procedures

— supervision Residual risk
— permit-to-work systems after all
* Provision and use of gg;icj:\éi
additional safeguards ¢ .
implemented

* Use of personal protective
equipment
+ Training, etc.

@  Providing proper information for use is part of the designer's contribution to risk reduction, but the protective measures
concerned are only effective when implemented by the user.

b The user input is that information received by the designer from either the user community, regarding the intended use
of the machine in general, or from a specific user.

¢ There is no hierarchy between the various protective measures implemented by the user. These protective measures
are outside the scope of this International Standard.

d  These are protective measures required due to a specific process or processes not envisaged in the intended use of
the machine or to specific conditions for installation that cannot be controlled by the designer.

Figure 2 — Risk reduction process from point of view of designer
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5 Risk assessment

5.1 General

Risk assessment comprises (see Figure 1)

— risk analysis, comprising
1) determination of the limits of the machinery (see 5.3),
2) hazard identification (5.4 and Annex B), and
3) risk estimation (see 5.5), and

— risk evaluation (see 5.6).

Risk analysis provides information required for the risk evaluation, which in turn allows judgments to be made
about whether or not risk reduction is required.

These judgments shall be supported by a qualitative or, where appropriate, quantitative estimate of the risk
associated with the hazards present on the machinery.

NOTE A quantitative approach can be appropriate when useful data is available. However, a quantitative approach is
restricted by the useful data that are available and/or the limited resources of those conducting the risk assessment.
Therefore, in many applications only qualitative risk estimation will be possible.

The risk assessment shall be documented according to Clause 7.

5.2 Information for risk assessment
The information for risk assessment should include the following.
a) Related to machinery description:
1) user specifications;
2) anticipated machinery specifications, including
i) adescription of the various phases of the whole life cycle of the machinery,
i) design drawings or other means of establishing the nature of the machinery, and
ii) required energy sources and how they are supplied;
3) documentation on previous designs of similar machinery, if relevant;
4) information for use of the machinery, as available.
b) Related to regulations, standards and other applicable documents:
1) applicable regulations;
2) relevant standards;
3) relevant technical specifications;

4) relevant safety data sheets.
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c) Related to experience of use:
1) any accident, incident or malfunction history of the actual or similar machinery;

2) the history of damage to health resulting, for example, from emissions (noise, vibration, dust, fumes,
etc.), chemicals used or materials processed by the machinery;

3) the experience of users of similar machines and, whenever practicable, an exchange of information
with the potential users.

NOTE An incident that has occurred and resulted in harm can be referred to as an “accident”, whereas an incident
that has occurred and that did not result in harm can be referred to as a “near miss” or “dangerous occurrence”.

d) Relevant ergonomic principles.

The information shall be updated as the design develops or when modifications to the machine are required.
Comparisons between similar hazardous situations associated with different types of machinery are often
possible, provided that sufficient information about hazards and accident circumstances in those situations is

available.

NOTE The absence of an accident history, a small number of accidents or low severity of accidents ought not to be
taken as a presumption of a low risk.

For quantitative analysis, data from databases, handbooks, laboratories or manufacturers' specifications may

be used, provided that there is confidence in the suitability of the data. Uncertainty associated with these data
shall be indicated in the documentation (see Clause 7).

5.3 Determination of limits of machinery

5.3.1 General
Risk assessment begins with the determination of the limits of the machinery, taking into account all the
phases of the machinery life. This means that the characteristics and performances of the machine or a series

of machines in an integrated process, and the related people, environment and products, should be identified
in terms of the limits of machinery as given in 5.3.2 to 5.3.5.

5.3.2 Use limits

Use limits include the intended use and the reasonably foreseeable misuse. Aspects to be taken into account
include the following:

a) the different machine operating modes and different intervention procedures for the users, including
interventions required by malfunctions of the machine;

b) the use of the machinery (for example, industrial, non-industrial and domestic) by persons identified by
sex, age, dominant hand usage, or limiting physical abilities (visual or hearing impairment, size, strength,
etc.);

c) the anticipated levels of training, experience or ability of users including
1) operators,

2) maintenance personnel or technicians,

3) trainees and apprentices, and

4) the general public;
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d) exposure of other persons to the hazards associated with the machinery where it can be reasonably
foreseen:

1) persons likely to have a good awareness of the specific hazards, such as operators of adjacent
machinery;

2) persons with little awareness of the specific hazards but likely to have a good awareness of site
safety procedures, authorized routes, etc., such as administration staff;

3) persons likely to have very little awareness of the machine hazards or the site safety procedures,
such as visitors or members of the general public, including children.

If specific information is not available in relation to b), above, the manufacturer should take into account
general information on the intended user population (for example, appropriate anthropometric data).

5.3.3 Space limits

Aspects of space limits to be taken into account include

a) the range of movement,

b) space requirements for persons interacting with the machine, such as during operation and maintenance,
c) human interaction such as the operator-machine interface, and

d) the machine—power supply interface.

5.3.4 Time limits

Aspects of time limits to be taken into account include

a) the life limit of the machinery and/or of some of its components (tooling, parts that can wear,
electromechanical components, etc.), taking into account its intended use and reasonably foreseeable
misuse, and

b) recommended service intervals.

5.3.5 Other limits

Examples of other limits include
a) properties of the material(s) to be processed,
b) housekeeping — the level of cleanliness required, and

c) environmental — the recommended minimum and maximum temperatures, whether the machine can be
operated indoors or outdoors, in dry or wet weather, in direct sunlight, tolerance to dust and wet, etc.

5.4 Hazard identification

After determination of the limits of the machinery, the essential step in any risk assessment of the machinery
is the systematic identification of reasonably foreseeable hazards (permanent hazards and those which can
appear unexpectedly), hazardous situations and/or hazardous events during all phases of the machine life
cycle, i.e.:

— transport, assembly and installation;
— commissioning;
— use;

— dismantling, disabling and scrapping.
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Only when hazards have been identified can steps be taken to eliminate them or to reduce risks. To
accomplish this hazard identification, it is necessary to identify the operations to be performed by the
machinery and the tasks to be performed by persons who interact with it, taking into account the different
parts, mechanisms or functions of the machine, the materials to be processed, if any, and the environment in
which the machine can be used.
The designer shall identify hazards taking into account the following.
a) Human interaction during the whole life cycle of the machine

Task identification should consider all tasks associated with every phase of the machine life cycle as

given above. Task identification should also take into account, but not be limited to, the following task

categories:

— setting;

— testing;

— teaching/programming;

— process/tool changeover;

— start-up;

— all modes of operation;

— feeding the machine;

— removal of product from machine;

— stopping the machine;

— stopping the machine in case of emergency;

— recovery of operation from jam or blockage;

— restart after unscheduled stop;

— fault-finding/trouble-shooting (operator intervention);

— cleaning and housekeeping;

— preventive maintenance;

— corrective maintenance.

All reasonably foreseeable hazards, hazardous situations or hazardous events associated with the

various tasks shall then be identified. Annex B gives examples of hazards, hazardous situations and

hazardous events to assist in this process. Several methods are available for the systematic identification

of hazards. See also ISO/TR 14121-2.

In addition, reasonably foreseeable hazards, hazardous situations or hazardous events not directly
related to tasks shall be identified.

EXAMPLE Seismic events, lightning, excessive snow loads, noise, break-up of machinery, hydraulic hose burst.
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b) Possible states of the machine

These are as follows:

1)
2)

the machine performs the intended function (the machine operates normally);

the machine does not perform the intended function (i.e. it malfunctions) due to a variety of reasons,
including

— variation of a property or of a dimension of the processed material or of the workpiece,
— failure of one or more of its component parts or services,

— external disturbances (for example, shocks, vibration, electromagnetic interference),
— design error or deficiency (for example, software errors),

— disturbance of its power supply, and

— surrounding conditions (for example, damaged floor surfaces).

c) Unintended behaviour of the operator or reasonably foreseeable misuse of the machine

Examples include

5.5.1

Accessed by MONASH UNIVERSITY LIBRARY on 12 Jun 2015 (Document currency not guaranteed when printed)

loss of control of the machine by the operator (especially for hand-held or mobile machines),

reflex behaviour of a person in case of malfunction, incident or failure during the use of the machine,
behaviour resulting from lack of concentration or carelessness,

behaviour resulting from taking the “line of least resistance” in carrying out a task,

behaviour resulting from pressures to keep the machine running in all circumstances, and

behaviour of certain persons (for example, children, disabled persons).

NOTE Examination of the available design documentation can be a useful means of identifying hazards related to
the machinery, particularly those associated with moving elements such as motors or hydraulic cylinders.

5.5 Risk estimation

General

After hazard identification, risk estimation shall be carried out for each hazardous situation by determining the
elements of risk given in 5.5.2. When determining these elements, it is necessary to take into account the
aspects given in 5.5.3.

If standardized (or other suitable) measurement methods exist for an emission, they should be used, in

conjunction with existing machinery or prototypes, to determine emission values and comparative emission
data. This makes it possible for the designer to

— estimate the risk associated with the emissions,

— evaluate the effectiveness of the protective measures implemented at the design stage,

— provide potential buyers with quantitative information on emissions in the technical documentation, and
— provide users with quantitative information on emissions in the information for use.

Hazards other than emissions that are described by measurable parameters can be dealt with in a similar
manner.
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5.5.2 Elements of risk

5.5.21 General
The risk associated with a particular hazardous situation depends on the following elements:
a) the severity of harm;
b) the probability of occurrence of that harm, which is a function of
1) the exposure of person(s) to the hazard,
2) the occurrence of a hazardous event, and
3) the technical and human possibilities to avoid or limit the harm.

The elements of risk are shown in Figure 3. Additional details are given in 5.5.2.2, 5.5.2.3 and 5.5.3.

PROBABILITY OF OCCURRENCE
of that harm

SEVERITY
RISK OF HARM Exposure of person(s)
is a to the hazard
related to . that can
th function It § and
'c? d of reSlf[h rom the occurrence of
considere . € a hazardous event
hazard considered
hazard - .
the possibility to avoid
or limit the harm

Figure 3 — Elements of risk

5.5.2.2 Severity of harm
The severity can be estimated by taking into account the following:
a) the severity of injuries or damage to health, for example,

— slight,

— serious,

— death.
b) the extent of harm, for example, to

— one person,

— several persons.
When carrying out a risk assessment, the risk from the most likely severity of the harm that is likely to occur

from each identified hazard shall be considered, but the highest foreseeable severity shall also be taken into
account, even if the probability of such an occurrence is not high.
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5.5.2.3 Probability of occurrence of harm

5.5.2.3.1 Exposure of persons to the hazard

The exposure of a person to the hazard influences the probability of the occurrence of harm. Factors to be
taken into account when estimating the exposure are, among others,

a) the need for access to the hazard zone (for normal operation, correction of malfunction, maintenance or
repair, etc.),

b) the nature of access (for example, manual feeding of materials),
c) the time spentin the hazard zone,
d) the number of persons requiring access, and

e) the frequency of access.

5.5.2.3.2 Occurrence of a hazardous event

The occurrence of a hazardous event influences the probability of occurrence of harm. Factors to be taken
into account when estimating the occurrence of a hazardous event are, among others,

a) reliability and other statistical data,
b) accident history,

c) history of damage to health, and
d) comparison of risks (see 5.6.3).

NOTE The occurrence of a hazardous event can be of a technical or human origin.
5.5.2.3.3 Possibility of avoiding or limiting harm
The possibility of avoiding or limiting harm influences the probability of occurrence of harm. Factors to be
taken into account when estimating the possibility of avoiding or limiting harm are, among others, the
following:
a) different persons who can be exposed to the hazard(s), for example,
— skilled,
— unskilled;
b) how quickly the hazardous situation could lead to harm, for example,
— suddenly,
— quickly,
— slowly;
c) any awareness of risk, for example,
— by general information, in particular, information for use,
— by direct observation,

— through warning signs and indicating devices, in particular, on the machinery;
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d) the human ability to avoid or limit harm (for example, reflex, agility, possibility of escape);
e) practical experience and knowledge, for example,

— of the machinery,

— of similar machinery,

— Nno experience.
5.5.3 Aspects to be considered during risk estimation

5.5.3.1 Persons exposed

Risk estimation shall take into account all persons (operators and others) for whom exposure to the hazard is
reasonably foreseeable.

5.5.3.2 Type, frequency and duration of exposure

The estimation of the exposure to the hazard under consideration (including long-term damage to health)
requires analysis of, and shall account for, all modes of operation of the machinery and methods of working. In
particular, the analysis shall account for the needs for access during loading/unloading, setting, teaching,
process changeover or correction, cleaning, fault-finding and maintenance.

The risk estimation shall also take into account tasks, for which it is necessary to suspend protective
measures.

5.5.3.3 Relationship between exposure and effects

The relationship between an exposure to a hazard and its effects shall be taken into account for each
hazardous situation considered. The effects of accumulated exposure and combinations of hazards shall also
be considered. When considering these effects, risk estimation shall, as far as practicable, be based on
appropriate recognized data.

NOTE 1 Accident data can assist in establishing the probability and severity of injury associated with the use of a
particular type of machinery with a particular type of protective measure.

NOTE 2  Zero accident data is, however, no guarantee of the low probability and severity of an injury.

5.5.3.4 Human factors

Human factors can affect risk and shall be taken into account in the risk estimation, including, for example,
a) the interaction of person(s) with the machinery, including correction of malfunction,

b) interaction between persons,

c) stress-related aspects,

d) ergonomic aspects,

e) the capacity of persons to be aware of risks in a given situation depending on their training, experience
and ability,

f) fatigue aspects, and

g) aspects of limited abilities (due to disability, age, etc.).
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