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may have been published since the Standard was purchased. 
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PREFACE 

This Standard was prepared by the Joint Standards Australia/Standards New Zealand Committee  

SF-041, General Principles for the Guarding of Machinery, to supersede AS 4024.1702—2006. 

It is emphasized that this Standard is part of the AS(/NZS) 4024.1 series and it is imperative that it is 

used in conjunction with other applicable parts of the series. A complete listing of all current parts of 

the AS(/NZS) 4024.1 series can be found at the Standards Australia website <www.standards.org.au> 

and in AS/NZS 4024.1100, Safety of machinery, Part 1100: Application Guide. 

The objective of this Standard is to specify the dimensions of openings for whole body access as 

applied to machinery as defined in AS/NZS 4024.1201. It applies primarily for non-mobile 

machinery; there may be additional specific requirements for mobile machinery. It shows how to 

combine the anthropometric data with suitable allowances to take into account body movements, 

clothing, equipment, machinery operating conditions or environmental conditions. 

This Standard is identical with, and has been reproduced from EN 547-1:1996, Safety of machinery—

Human body measurements, Part 1: Principles for determining the dimensions required for openings 

for whole body access into machinery, and its Amendment 1 (2008). The start and finish of text 

introduced or altered by amendment is indicated in the text by tags 

As this Standard is reproduced from an International Standard, the following applies: 

(a) In the source text ‘this European Standard’ should read this ‘Australian/New Zealand Standard’. 

(b) A full point substitutes for a comma when referring to a decimal marker. 

References to International Standards should be replaced by references to Australian or 

Australian/New Zealand Standards, as follows: 

Reference to International Standard  Australian/New Zealand Standard 

EN  AS/NZS 

292 Safety of machinery—Basic concepts, 

general principles for design 

 4024 Safety of machinery 

292-1 Part 1: Basic terminology, methodology  4024.1201 Part 1201: General principles for 

design—Risk assessment and risk 

reduction 

294 Safety of machinery—Safety distances 

to prevent danger zones being reached 

by the upper limbs 

 4024.1801 Part 1801: Safety distances to prevent 

danger zones being reached by upper 

and lower limbs 

547 Safety of machinery—Human body 

measurements 

   

547-3 Part 3: Anthropometric data  4024.1701 Part 1701: Human body 

measurements—Basic human body 

measurements for technological design

614 Safety of machinery—Ergonomic 

design principles 

   

614-1 Part 1: Terminology and general 

principles 

 4024.1401 Part 1401: Ergonomic principles—

Design principles—Terminology and 

general principles 

The terms ‘normative’ and ‘informative’ have been used in this Standard to define the application of 

the annex to which they apply. A ‘normative’ annex is an integral part of a Standard, whereas an 

‘informative’ annex is only for information and guidance. 

rinciples 

 4024.1401 Part 1401: Ergonomic principles—

Design principles—Terminology and 

general principles 

The terms ‘normative’ and ‘informative’ have been used in this Standard to define the application of 

the annex to which they apply. A ‘normative’ annex is an integral part of a Standard, whereas an 

‘informative’ annex is only for information and guidance. 

EN 547-1:1996+A1:2008 (E) 

3 

Foreword 

This document (EN 547-1:1996+A1:2008) has been prepared by Technical Committee CEN/TC 122 
“Ergonomics”, the secretariat of which is held by DIN. 

This European Standard shall be given the status of a national standard, either by publication of an identical 
text or by endorsement, at the latest by March 2009, and conflicting national standards shall be withdrawn at 
the latest by December 2009. 

This document includes Amendment 1, approved by CEN on 2008-08-14. 

This document supersedes EN 547-1:1996. 

The start and finish of text introduced or altered by amendment is indicated in the text by tags ! ". 

This European Standard has been prepared under a mandate given to CEN by the European Commission 
and the European Free Trade Association, and supports essential requirements of EU Directive(s). 

!For relationship with EU Directive(s), see informative Annexes ZA and ZB, which are integral parts of this 
document." 

According to the CEN/CENELEC Internal Regulations, the national standards organizations of the following 
countries are bound to implement this European Standard: Austria, Belgium, Bulgaria, Cyprus, Czech 
Republic, Denmark, Estonia, Finland, France, Germany, Greece, Hungary, Iceland, Ireland, Italy, Latvia, 
Lithuania, Luxembourg, Malta, Netherlands, Norway, Poland, Portugal, Romania, Slovakia, Slovenia, Spain, 
Sweden, Switzerland and United Kingdom. 
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Introduction 

This European Standard is one of several ergonomics standards for the safety of machinery. EN 614-1 
"Safety of machinery – Ergonomic design principles – Part 1: Terminology and general principles" describes 
the principles designers should adopt in order to take account of ergonomic factors. 

This European Standard describes how these principles should be applied to the design of openings which 
will allow whole body access. This standard has been prepared to be a harmonized standard in the sense of 
the Machinery Directive and associated EFTA regulations. 

1 Scope 

This European Standard specifies the dimensions of openings for whole body access as applied to machinery 
as defined in EN 292-1. It provides the dimensions to which the values given in EN 547-3 are applicable. 
Values for additional space requirements are given in annex A. This European Standard has been prepared 
primarily for non-mobile machinery, there may be additional specific requirements for mobile machinery. 

Dimensions for passages are based on the values for either the 95th or the 99th percentile of the expected user 
population. Values for the 99th percentile apply to emergency egress routes. 

The anthropometric data given in EN 547-3 originate from static measurements of nude persons and do not 
take into account body movements, clothing, equipment, machinery operating conditions or environmental 
conditions. 

This European Standard shows how to combine the anthropometric data with suitable allowances to take 
these factors into account. 

Situations where people are to be prevented from reaching a hazard are dealt with in EN 294. 

2 Normative references 

This European standard incorporates by dated or undated reference, provisions from other publications. 
These normative references are cited at the appropriate places in the text and the publications are listed 
hereafter. For dated references, subsequent amendments to or revisions of any of these publications apply to 
this European Standard only when incorporated in it by amendment or revision. For undated references the 
latest edition of the publication referred to applies. 

EN 292-1, Safety of Machinery - Basic concepts, general principles for design - Part 1: Basic terminology, 
methodology. 

EN 294, Safety of Machinery - Safety distances to prevent danger zones being reached by the upper limbs. 

EN 547-3, Safety of Machinery – Human body measurements – Part 3: Anthropometric data. 

EN 614-1, Safety of Machinery - Ergonomic design principles – Part 1: Terminology and general principles. 

3 General requirements 

This European Standard specifies the relevant dimensions of openings with respect to different body 
positions. 
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In arriving at values for these dimensions, in addition to the basic anthropometric data it is necessary to add 
allowances to permit unhindered and safe entry and working, taking into account aspects specific to the 
operator and to the operating conditions. 

In this respect the following criteria are of particular significance: 

a) Ease of passage of a person is influenced by: 

 The type of clothing, e.g. light or heavy clothing; 

 Whether tools are being carried, e.g. for maintenance or repair purposes; 

 Whether additional equipment such as personal protective equipment (including protective clothing), 
or portable lighting, is being carried or worn; 

 The demands of the task, e.g. posture, nature and speed of movement, lines of sight, application of 
force; 

 Frequency and duration of task; 

 Length of passage, e.g. through a relatively thin wall (wall of a vessel) where there is space for 
movement at the exit or through a channel type passage; 

 amount of space available to allow for the dynamic nature of movement to escape from danger; 

 the position and size of supports for the body, e.g. foot support, hand holds; 

b) environmental conditions (e.g. darkness, heat, noise, moisture); 

c) level of risk during the task 

The allowances to be made for these items will depend on the particular machinery concerned and its 
application. 

Annex A gives the application on how to apply this European standard in practice. 

Annex B gives information on the use of notations for dimensions and anthropometric measurements. 

4 Passage openings 

A passage opening is an opening which allows the movement or the entry of a person's entire body, to enable 
the person to carry out measures such as operating of control actuators, monitoring of work processes and 
inspection of work results. 

This European Standard specifies minimum, not optimum, dimensions for openings. Wherever possible from 
the safety point of view the dimensions should be increased. 

Furthermore, passage openings should be sufficiently large to allow rapid egress in the event of danger. 

The allowances x and y in sub-clauses 4.1 to 4.5 are given in annex A. The values for a1, h1 etc. are given in 
EN 547-3. 
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No  Notations Explanation of measurement 

4.1 Opening for horizontal forward 
movement in upright posture 

 

 

 

A 
B 

h1 
a1 
 
 
x 
y 

A = h1 (P951)  or P991))+ x 

B = a1 (P95 or P99) + y 

Opening height 
Opening width 

Body height 
Elbow-to-elbow breadth 

Height allowance 
Width allowance 

4.2 Opening for horizontal sideways 
movement over short distances in 
upright posture 

 

 

 
 

A 
B 

h1 
b1 
 
 
x 
y 

Not applicable for emergency egress 
routes 

A = h1 (P95) + x 

B = b1 (P95) + y 

Opening height 
Opening width 

Body height 
Body depth 

Height allowance 
Width allowance 

                                                      

1) P95: 95th percentile of the expected user population 
P99: 99th percentile of the expected user population 

AS/NZS 4024.1702:2014 6

COPYRIGHT

A
cc

es
se

d 
by

 M
O

N
A

S
H

 U
N

IV
E

R
S

IT
Y

 L
IB

R
A

R
Y

 o
n 

12
 J

un
 2

01
5 

(D
oc

um
en

t c
ur

re
nc

y 
no

t g
ua

ra
nt

ee
d 

w
he

n 
pr

in
te

d)

Full document details: AS NZS 4024.1702-2014

http://www.avadocuments.com/doc/as-nzs-4024-1702-2014
http://www.avadocuments.com/doc/as-nzs-4024-1702-2014

