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Keeping Standards up-to-date

Standards are living documents which reflect progress in science, technology and
systems. To maintain their currency, all Standards are periodically reviewed, and
new editions are published. Between editions, amendments may be issued.
Standards may also be withdrawn. It is important that readers assure themselves
they are using a current Standard, which should include any amendments which
may have been published since the Standard was purchased.

Detailed information about joint Australian/New Zealand Standards can be found by
visiting the Standards Web Shop at www.saiglobal.com.au or Standards New
Zealand web site at www.standards.co.nz and looking up the relevant Standard in
the on-line catalogue.

For more frequent listings or notification of revisions, amendments and
withdrawals, Standards Australia and Standards New Zealand offer a number of
update options. For information about these services, users should contact their
respective national Standards organization.

We also welcome suggestions for improvement in our Standards, and especially
encourage readers to notify us immediately of any apparent inaccuracies or
ambiguities. Please address your comments to the Chief Executive of either
Standards Australia or Standards New Zealand at the address shown on the back
cover.

This Standard was issued in draft form for comment as DR AS/NZS 4024.1904.
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PREFACE

This Standard was prepared by the Joint Standards Australia/Standards New Zealand Committee
SF-041, General Principles for the Guarding of Machinery, to supersede AS 4024.1904—2006.

It is emphasized that this Standard is part of the AS(/NZS) 4024.1 series and it is imperative that it is
used in conjunction with other applicable parts of the series. A complete listing of all current parts of
the AS(/NZS) 4024.1 series can be found at the Standards Australia website <www.standards.org.au>
and in AS/NZS 4024.1100, Safety of machinery, Part 1100: Application Guide.

The objective of this Standard is to specify the requirements for visual, acoustic and tactile methods
of indicating safety-related information, at the human-machine interface and to exposed persons.

It specifies a system of colours, safety signs, markings and other warnings intended for use in the
indication of hazardous situations and health hazards and for meeting certain emergencies. It also
specifies ways of coding visual, acoustic and tactile signals for indicators and actuators to facilitate
the safe use and monitoring of the machinery.

This Standard is identical with, and has been reproduced from IEC 61310-1, Ed. 2.0 (2007), Safety of
machinery—Indication, marking and actuation, Part 1. Requirements for visual, acoustic and tactile
signals.

As this Standard is reproduced from an International Standard, the following applies:
(a) In the source text ‘this part of IEC 61310’ should read ‘this Australian/New Zealand Standard’.
(b) A full point substitutes for a comma when referring to a decimal marker.

References to International Standards should be replaced by references to Australian or
Australian/New Zealand Standards, as follows:

Reference to International Standard Australian/New Zealand Standard
ISO AS/NZS
4024 Safety of machinery
13850  Safety of machinery—Emergency 4024.1604 Part 1604: Design of controls,
stop—Principles for design interlocks and guarding—Emergency

stop—Principles for design

IEC AS

60204  Safety of machinery—Electrical 60204 Safety of machinery—Electrical
equipment of machines equipment of machines

60204-1 Part 1: General requirements 60204.1  Part 1: General requirements

(IEC 60204-1, Ed. 5 (FDIS) MOD)

The term ‘informative’ has been used in this Standard to define the application of the annex to which
it applies. An ‘informative’ annex is only for information and guidance.
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INTRODUCTION

This standard should be used by suppliers of machines for which no product family or
dedicated product standard exists. The requirements of this standard should also be used, for
example, as a reference standard by ISO and IEC technical committees which prepare
product family or dedicated product standards for machines. Where a product family or
dedicated product standard exists, its requirements take precedence.

At human-machine interfaces, warning and danger signals need to convey safety-related
meanings for the safe use and monitoring of machinery for exposed persons and operators.

It is via the human-machine interface that the operator interacts with the machinery or
process in an open-loop system (see Figure 1). This interface consists of actuators, by
means of which the operator initiates actions, and indicating devices, through which the
operator receives information. In many applications, the information is represented by a
signal which is encoded by a distinct set of rules and the operator has then to interpret the
signal according to these rules. Different types of coding such as colour, shape or time are
used as appropriate to the demands of the task of the operator.

The reasons for using codes are:

— to permit the spatial separation of the machinery from centralized control stations;

— to increase the perceptible amount of information given by an indicating device, for
example, per display area unit, per unit of time;

— to decrease the mental work-load of an operator and/or exposed persons.

Operator
‘\
.
f’ - X “‘. hl
P h
_ -7 ~\A
Indicator Human-machine interface Actuator
)
Y
Infarmation Code Action
Machine

Figure 1 — Open-loop control, action and information systems
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AUSTRALIAN/NEW ZEALAND STANDARD

Safety of machinery

Part 1904
Displays, controls, actuators and signals—Indication, marking and
actuation—Requirements for visual, auditory and tactile signals

1 Scope

This part of IEC 61310 specifies requirements for visual, acoustic and tactile methods of
indicating safety-related information, at the human-machine interface and to exposed persons.

It specifies a system of colours, safety signs, markings and other warnings, intended for use
in the indication of hazardous situations and health hazards and for meeting certain
emergencies. It also specifies ways of coding visual, acoustic and tactile signals for indicators
and actuators to facilitate the safe use and monitoring of the machinery.

This standard is based on IEC 60073 with regard to coding by colour and alternative means,
but is not limited to electrotechnical aspects.

2 Normative references

The following referenced documents are indispensable for the application of this document.
For dated references, only the edition cited applies. For undated references, the latest edition
of the referenced document (including any amendments) applies.

IEC 60073:2002, Basic and safety principles for man-machine interface, marking and
identification — Coding principles for indicators and actuators

IEC 60204-1:2005, Safety of machinery — Electrical equipment of machines — Part 1: General
requirements

IEC 60417, Graphical symbols for use on equipment

ISO 3864-1:2002, Graphical symbols — Safety colours and safety signs — Part 1: Design
principles for safety signs in workplaces and public areas

ISO 7000:2004, Graphical symbols for use on equipment — Index and synopsis

ISO 7010:2003, Graphical symbols — Safety colours and safety signs — Safety signs used in
workplaces and public areas

ISO 7731:2003, Ergonomics — Danger signals for public and work areas — Auditory danger
signals

ISO 13850, Safety of machinery — Emergency stop — Principles for design
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3 Terms and definitions

For the purposes of this document, the following terms and definitions apply.
NOTE The terms are sorted in alphabetical order.

31
actuator
part of the actuating system which receives a human actuating action

[IEV 441-15-22, modified]

NOTE The actuator may take the form of a handle, knob, pedal, push-button, roller, plunger, mouse, light pen,
keyboard, touch sensitive screen, etc.

3.2
brightness
attribute of a visual sensation according to which an area appears to emit more or less light

[IEV 845-02-28]

3.3

coding

systematic representation of specific signals or values by another set of signals, which has to
conform to a definite set of rules

3.4

contrast

a) in the perceptual sense: difference in appearance of two or more parts of a field seen
simultaneously or successively

NOTE Examples of types of contrast are brightness contrast, colour contrast, simultaneous contrast, successive
contrast, etc.

b) in the physical sense: quantity intended to correlate with the perceived brightness contrast,
usually defined by one of a number of formulae which involve the luminances of the stimuli
considered

NOTE For example: contrast is given by AL/L near the luminance threshold, or by L,/L, for much higher
luminances.

[IEV 845-02-47, modified]

3.5
exposed person
any person wholly or partially in a danger zone

3.6

graphical symbol

visually perceptible figure with a particular meaning used to transmit information
independently of language

[1ISO 17724,31]

3.7
hazard
potential source of harm

NOTE 1 The term "hazard" can be qualified in order to define its origin (e.g. mechanical hazard, electrical hazard)
or the nature of the potential harm (e.g. electric shock hazard, cutting hazard, toxic hazard, fire hazard).
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NOTE 2 The hazard envisaged in this definition:

— either is permanently present during the intended use of the machine (e.g. motion of hazardous moving
elements, electric arc during a welding phase, unhealthy posture, noise emission, high temperature);

— or may appear unexpectedly (e.g. explosion, crushing hazard as a consequence of an unintended/unexpected
start-up, ejection as a consequence of a breakage, fall as a consequence of acceleration/deceleration).

[ISO 12100-1:2003, 3.6]

3.8

hazardous situation

circumstance in which a person is exposed to at least one hazard. The exposure can
immediately or over a period of time result in harm

[ISO 12100-1:2003, 3.9]

3.9

illuminated actuator

actuator with an integrated light source giving visual indication by illumination. The operation
of the light source may be related to or independent of the actuator action

[IEC 60073:2002, 3.8]

3.10

machinery

machine

assembly of linked parts or components, at least one of which moves, with the appropriate
machine actuators, control and power circuits, joined together for a specific application, in
particular for the processing, treatment, moving or packaging of a material.

The terms “machinery” and “machine” also covers an assembly of machines which, in order to
achieve the same end, are arranged and controlled so that they function as an integral whole

[ISO 12100-1:2003, 3.1]

3.11

message (in telegraphy and data communication)

group of characters and function control sequences which is transferred as an entity from a
transmitter to a receiver, where the arrangement of the characters is determined at the
transmitter

[IEV 721-09-01]

3.12

operator

person or persons given the task of installing, operating, adjusting, maintaining, cleaning,
repairing or transporting machinery

3.13
risk
combination of the probability of occurrence of harm and the severity of that harm

[ISO 12100-1:2003, 3.11]
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