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AS/NZS 4056.9: 1992 

This Standard was prepared under a joint arrangement by Standards Australia and the 
Standards Association of New Zealand. It was approved for publication on behalf of 
the Council of Standards Australia on 16 July 1992 and on behalf of the Standards 
Council of New Zealand on Il  September 1992. It was published on 14 September 1992. 

The following organizations are represented on the Committees responsible for this 
Standard: 

standards Australia Committee ME/10, Small Tools 
Austroads 
Confederation of Australian Industry 
CSIRO, Division of Manufacturing Technology 
Deakin University 
Department of Defence 
Fasteners Institute of Australia 
Metal Trades Industry Association of Australia 
N.S.W. TAFE Commission 
Railways of Australia Committee 
Society of Automotive Engineers, Australia 
Telecom Australia 
Workcover Authority, New South Wales 

Standards Association of New Zealand Committee SO/-, Mechanical and General Board 
Accident Compensation Corporation 
Consumers Institute 
Department of Labour 
Department of Scientific & Industrial Research 
Institution of Professional Engineers of New Zealand 
Medical Association 
Ministry of Commerce 
Ministry of Transport 
National Council of Women 
New Zealand Chemical Industry Council 
New Zealand Manufacturers Federation 

Review of Standards 
To keep abreast of progress in industry, Australian and New Zealand Standards are 
subject to periodic review and are kept up to date by the issue of amendments or new 
editions as necessary, It is important therefore that Standards users ensure that they 
are in possession of the latest edition, and any amendments thereto. 
Full details of all publications of the Standards Association of New Zealand and 
Standards Australia will be found in the Catalogue of Publications of the respective 
organization; this information is supplemented in their monthly magazines, which 
subscribing members receive, and which give details of new publications, new editions 
and amendments, and of withdrawn Standards. 
Suggestions for improvements to Australian and New Zealand Standards, addressed 
to the head office of the relevant organizations are welcomed. Notification of any 
inaccuracy or ambiguity found in either an Australian or New Zealand Standard should 
be made without delay in order that the matter may be investigated and appropriate 
action taken. 
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(Standards Association of Australia) 80 Arthur Street, North Sydney 
NSW, Australia 
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