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Pliable bui ld ing membranes and underlays—
Methods of test

Method 2: Resistance to wet delamination

METHOD

1 SCOPE This test determines the ability of a pliable building membrane material to

resist delamination in hot, humid conditions .

2 APPARATUS The following apparatus shall be required:

(a) Oven—controlled to 38 ±2.5°C and 90 ±2% RH.

(b) Frame—suitable to carry test pieces; non-metallic surfaces.

3 TEST SPECIMEN The test specimen shall be at least 1000 mm in length in

machine direction, and of full roll width.

4 PROCEDURE The following steps shall be taken:

(a) Cut 10 test pieces , each 100 mm square with edges parallel and perpendicular to

machine direction. The 10 test pieces shall be cut from the test specimen in a

diagonal pattern, so that—

(i) the full width of the test specimen is uniformly sampled by centring the test

pieces at equal distances;

(ii) the first and tenth test pieces are from the original edges of the test

specimen; and

(iii) the test pieces are centred at least 1 00 mm apart in the machine direction.

(b) Condition the test pieces for at least 6 h at 23 ±2°C, 50 ±5% RH.

(c) Place the test pieces into the frame in the oven, in a manner that will facilitate the

free movement of air around them. Maintain for a period between 18 h and 24 h at

38 ±2.5°C and 90 ±2% RH.

(d) Remove the test pieces from the oven, and visually examine them for evidence of

delamination. Ignore any delamination within 3 mm of the edge of a test piece. If

delamination is evident in any test piece, estimate the percentage of the area which

has delaminated.

5 REPORTING The following results shall be reported:

(a) Pass If all 1 0 test pieces are without delamination, then report the test result as

‘Pass ’ .

(b) Fail If any of the test pieces have delaminated, report the test result as ‘ Fail’ . In

addition, report the percentage area delaminated for each of the 1 0 test pieces.

COPYRIGHT

Full document details: AS NZS 4201.2-1994

http://www.avadocuments.com/doc/as-nzs-4201-2-1994
http://www.avadocuments.com/doc/as-nzs-4201-2-1994


AS/NZS 4201.2: 1994 2

This Joint Australi an/New Zealand Standard was prepared by the Joint Technical Committee BD/48, Pliable Buil ding
Membranes. It was approved on behalf of the Council of S tandards Australia on 27 Apri l 1 994 and on behalf of the
Council of S tandards New Zealand on 1 6 May 1 994 and published on 1 4 June 1994.

Review of Standards. To keep abreast of progress in industry, Joint Australi an/New Zealand Standards are subject to
peri odic review and are kept up to date by the issue of amendments or new edit ions as necessary. It is important therefore
that S tandards users ensure that they are in possession of the latest editi on, and any amendments thereto.
Full details of all Joint Standards and related publications wil l be found in the Standards Australi a and Standards New
Zealand Catalogue of Publi cati ons; this information is supplemented each month by the magazines ‘ The Australian
Standard’ and ‘ Standards New Zealand’ , which subscribing members receive, and which give details of new publications,
new edit ions and amendments , and of withdrawn Standards.
Suggesti ons for improvements to Joint S tandards, addressed to the head office of either Standards Australi a or Standards
New Zealand, are welcomed. Notification of any inaccuracy or ambiguity found in a Joint Australian/New Zealand
Standard should be made without delay in order that the matter may be investi gated and appropri ate action taken.

Firs t published as part of AS 1903 —1976.
Jointl y revised and redesignated as Joint Standard
AS/NZS 4201 .2:1 994.

This Standard was issued in draft form for comment as DR 93188.

ISBN 0 7262 8951 5 AUS A NZ OO Prin ted i n Austra l i a

© Copyright STANDARDS AUSTRALIA/ STANDARDS NEW ZEALAND

Users of Standards are reminded that copyright subsists in all Standards Australia and Standards New Zealand publications and software.
Except where the Copyright Act allows and except where provided for below no publications or software produced by
Standards Australia or Standards New Zealand may be reproduced, stored in a retrieval system in any form or transmitted by any means
without prior permission in writing from Standards Australia or Standards New Zealand. Permission may be conditional on an
appropriate royalty payment. Australian requests for permission and information on commercial software royalties should be directed to
the head office of Standards Australia. New Zealand requests should be directed to Standards New Zealand.

Up to 10 percent of the technical content pages of a Standard may be copied for use exclusively in-house by purchasers of the
Standard without payment of a royalty or advice to Standards Australia or Standards New Zealand.

Inclusion of copyright material in computer software programs is also permitted without royalty payment provided such programs
are used exclusively in-house by the creators of the programs.

Care should be taken to ensure that material used is from the current edition of the Standard and that it is updated whenever the Standard
is amended or revised. The number and date of the Standard should therefore be clearly identified.

The use of material in print form or in computer software programs to be used commercially, with or without payment, or in commercial
contracts is subject to the payment of a royalty. This policy may be varied by Standards Australia or Standards New Zealand at any time.

Full document details: AS NZS 4201.2-1994

http://www.avadocuments.com/doc/as-nzs-4201-2-1994
http://www.avadocuments.com/doc/as-nzs-4201-2-1994

