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i
PREFACE

This Standard was prepared by the Joint Standards Australia/Standards New Zealand Committee ME/1 on
Pressure Equipment. It is identical with and has been reproduced from ISO 7005-IM&8Ric flanges
Part 1:Steel flanges.

The objective of this Standard is to provide designers, manufacturers and users with an international Standard
for flanges for use in pressure applications.

This Joint Standard is one of the following series that applies to metallic flanges.

AS/NZS

4331 Metallic flanges

4331.1 Part1l: Steel flanges

4331.2 Part2: Castiron flanges

4331.3 Part 3: Copper alloy and composite flanges

Under arrangements made between Standards Australia, Standards New Zealand and ISO, users of this
Standard are advised that in Australia copyright is vested in Standards Australia and in New Zealand
copyright is vested in Standards New Zealand.

It is not intended this Standard be a mandatory replacement for any flange Standards already in use in
Australia or New Zealand. Before flanges to this Standard are used with flanges of other Standards,
compatibility for bolting, strength, gasket seating and the like should be checked.

Statements expressed in mandatory terms in notes to text, tables and figures are deemed to be requirements
of this Standard.

The terms ‘normative’ and ‘informative’ have been used in this Standard to define the application of the
annex to which they apply. A ‘normative’ annex is an integral part of a Standard, whereas an ‘informative’
annex is only for information and guidance.

As this Standard is reproduced from an international Standard, the following applies:

(a) Its number appears on the cover and title page while the International Standard number appears only on
the cover.

(b) In the source text, ‘this International Standard’ should read ‘this Australia/New Zealand Standard’.
(c) A full point substitutes for a comma when referring to a decimal marker.
References to international Standards should be replaced by equivalent Australian Standards, as follows:

Reference to International Standard Australian Standard
ISO AS
7 Pipe threads where pressure-tight 1722 Pipe threads of Whitworth form
joints are made on the threads
7-1:1982  Part 1: Designation, dimensions 1722.1 Part 1: Sealing pipe threads
and tolerances
7-2:1982  Part 2: Verification by means of 1722.1 Part 1: Sealing pipe threads
limit gauges
261:1973 ISO general purpose metric screw 1721 General purpose metric screw
threads—General plan threads
887* Plain washers for metric bolts, —

screws and nuts for general
purposes—General plan
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ISO AS
6708:1980  Pipe components— —

Definition of nominal size

7268:1983  Pipe components— —

Definition of nominal pressure

7483:1991 Dimensions of gaskets for use —

with flanges to ISO 7005

ANSI/ASME —
B1.20.1:1983 Pipe threads, general purpose

(inch)

Equivalent National Material Standards may be substituted for those specified in this Standard.

U Copyright— STANDARDS AUSTRALIA/STANDARDS NEW ZEALAND

Users of Standards are reminded that copyright subsists in all Standards Australia and Standards New Zealand publications and
Except where the Copyright Act allows and except where provided for below no publications or software produced by Standards A
or Standards New Zealand may be reproduced, stored in a retrieval system in any form or transmitted by any means without prior pe
in writing from Standards Australia or Standards New Zealand. Permission may be conditional on an appropriate royalty payment. A
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requests for permission and information on commercial software royalties should be directed to the head office of Standards Austrglia. New

Zealand requests should be directed to Standards New Zealand.
Up to 10 percent of the technical content pages of a Standard may be copied for use exclusively in-house by purchasers of
Standard without payment of a royalty or advice to Standards Australia or Standards New Zealand.
Inclusion of copyright material in computer software programs is also permitted without royalty payment provided such program
are used exclusively in-house by the creators of the programs.
Care should be taken to ensure that material used is from the current edition of the Standard and that it is updated whenever the §
amended or revised. The number and date of the Standard should therefore be clearly identified.
The use of material in print form or in computer software programs to be used commercially, with or without payment, or in comn
contracts is subject to the payment of a royalty. This policy may be varied by Standards Australia or Standards New Zealand at an
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AUSTRALIAN/NEW ZEALAND STANDARD

Metallic flanges —

Part 1:
Steel flanges

Section 1: General

1.1 Scope

This part of ISO 7005 for a single system of flanges
specifies requirements for circular steel flanges in the
following PN designations:

Series 1”7 Series 2"
PN 10 PN 2,5
PN 16 PN 6
PN 20 PN 25
PN 50 PN 40
PN 110

PN 150

PN 260

PN 420

It specifies the types of steel flanges and their facings,
dimensions, tolerances, threading, bolt sizes, flange
face surface finish, marking, testing and inspection.

It does not specify pressure/temperature ratings or
materials for steel flanges. However, annex D gives
guidance on selected materials and annex E gives
guidance on the pressure/temperature ratings for some
flanges made from the materials listed in annex D.

This part of ISO 7005 does not apply to flanges made
from bar stock by turning.

Nor does it apply to flanges of types 11, 12, 13, 14 and
15 made from plate material.

The various gasket types, dimensions, design charac-
teristics and materials used are not within the scope of
this part of ISO 7005.

NOTE — Dimensions of gaskets are given in ISO 7483.

1.2 Normative references

The following standards contain provisions which,
through reference in this text, constitute provisions of
this part of ISO 7005. At the time of publication, the
editions indicated were valid. All standards are subject
to revision, and parties to agreements based on this
part of ISO 7005 are encouraged to investigate the
possibility of applying the most recent editions of the
standards indicated below. Members of IEC and I1SO
maintain registers of currently valid International
Standards.

ISO 7-1:1982, Pipe threads where pressure-tight joints
are made on the threads — Part 1: Designation,
dimensions and tolerances.

ISO 7-2:1982, Pipe threads where pressure-tight joints
are made on the threads — Part 2: Verification by
means of limit gauges.

ISO 261 : 1973, ISO general purpose metric screw
threads — General plan.

ISO 887: — Y, Plain washers for metric bolts, screws
and nuts for general purposes — General plan.

ISO 6708 : 1980, Pipe components — Definition of
nominal size.

ISO 7268 : 1983, Pipe components — Definition of
nominal pressure.

ISO 7483 : 1991, Dimensions of gaskets for use with
flanges to ISO 7005.

ANSI/ASME B1.20.1 :
purpose (inch).

1983, Pipe threads, general

*) Series 1 flanges are the basic flanges; series 2 flanges may have a limited application in the future.

1) To be published. (Revision of ISO 887 : 1983.)
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1.3 Definitions

For the purposes of this part of ISO 7005, the defini-
tions of nominal size (DN) as given in ISO 6708, and
nominal pressure (PN) as given in ISO 7268 and the
following definition apply.

1.3.1 pipeline: Cross-country fluid transmission line,
e.g. for oil or gas.

1.4 Designation of types, components and
facings

Figures 1 to 4 illustrate flanges and flanged compo-
nents grouped according to type and figure 5 illustrates
facing types.

Figure 1: Flanges — Types 01 to 05 inclusive,
comprising flanges generally manufactured from
plate materials.

NOTE — Types 02 and 03 are identical; it is their
ancillary components which differ (see figure 4).

Figure 2: Flanges — Types 11 to 15 inclusive,
comprising flanges generally manufactured from
forgings or castings.

Figure 3: Flange — Type 21 integral flange, as
part of some other equipment or component.

Figure 4: Ancillary components for flanges —
Types 32 to 34 inclusive, comprising parts or
components for use with flange types 02, 03
and 04.

Figure 5: Facings — Types A to J inclusive,
comprising the various types of flange facings
which may be used where applicable in conjunc-
tion with the groups of flanges or flanged
components in figures 1 to 4.

NOTE — Type numbers are not consecutive to permit
possible future additions to any particular group.
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Section 2: General requirements

2.1 Pressure/temperature ratings

Guidance on pressure/temperature ratings of flanges
forming the subject of this part of ISO 7005 is given in
annex E for some flanges made from the materials listed
in annex D.

2.2 Materials and bolting

2.2.1 Range of materials

Guidance on selected materials is given in annex D.
2.2.2 Gaskets

See the note in 1.1.

2.2.3 Bolting

The material of the bolting should be chosen by the user
according to the pressure, temperature, flange material
and the selected gasket so that the flanged joint remains
tight under the expected operating conditions.

For PN 20, PN 50, PN 110, PN 150, PN 260 and PN 420
flanges up to and including bolt size M45, coarse series
bolts to ISO 261 shall be used; from bolt size M48
upwards, the fine series having a uniform 4 mm pitch shall
be used.

2.3 Repairs

2.3.1 Where not otherwise prohibited by the applicable
material standard, repairs by welding are permitted when
there is a proven method. All welding shall be in
accordance with a written procedure.

2.3.2 Any filler rod used for weld repairs shall be such as
to produce a weld having characteristics similar to those
of the parent metal. Flanges shall be heat treated after
repair welding when the material specification requires
such treatment.

2.4 Dimensions

2.4.1 Range of nominal sizes

The range of nominal sizes applicable to each flange type
and each nominal pressure shall be as specified in
table 3.

2.4.2 Tables giving dimensions

Dimensions of flanges shall be in accordance with the
following tables, as appropriate.

Tables 4, 5, 6 and 7: Dimensions of flange facings

Series 1 flanges

Table 10: Dimensions of PN 10 flanges
Table 11: Dimensions of PN 16 flanges
Table 12: Dimensions of PN 20 flanges
Table 15: Dimensions of PN 50 flanges
Table 16: Dimensions of PN 110 flanges
Table 17: Dimensions of PN 150 flanges
Table 18: Dimensions of PN 260 flanges
Table 19: Dimensions of PN 420 flanges

Series 2 flanges

Table 8: Dimensions of PN 2,5 flanges
Table 9: Dimensions of PN 6 flanges
Table 13: Dimensions of PN 25 flanges
Table 14: Dimensions of PN 40 flanges

2.4.3 Threads for threaded flanges

2.4.3.1 The threads shall be taper or parallel threads in
accordance with ISO 7-1 or taper threads in accordance
with ANSI/ASME B1.20.1 as appropriate.

NOTE — Unless otherwise specified, parallel threads in accor-
dance with 1ISO 7-1 will be supplied for flanges PN 2,5, PN 6,
PN 10, PN 16, PN 25 and PN 40 and taper threads in accor-
dance with ANSI/ASME B1.20.1 for flanges PN 20, PN 50,
PN 110, PN 150, PN 260 and PN 420.

2.4.3.2 The threads shall be concentric with the axes of
the flanges and variations in alignment shall not exceed
5 mm/m. Flanges up to and including PN 40 shall be
manufactured without a counterbore. The threads shall be
chamfered approximately to the major diameter of the
threads at the back of the flanges at an angle of approxi-
mately 45° with the axes of the threads. The chamfers
shall be concentric with the threads and permitted to be
included in the measurement of the thread lengths pro-
vided that the chamfers do not exceed one pitch in length.

Flanges PN 50 and above shall be provided with a coun-
terbore at the back. The threads shall be chamfered to the
diameters of the counterbores at an angle of approxi-
mately 45° with the axes of the threads. The counterbores
and chamfers shall be concentric with the threads.

2.4.3.3 Gauging shall be in accordance with ISO 7-2 or
ANSI/ASME B1.20.1 as appropriate.

2.4.4 Hubs — General applications

2.4.4.1 The hub of threaded (type 13), slip-on (type 12),
socket weld (type 14) and lapped (type 15) flanges shall
be cylindrical or alternatively shall have a draft of not more
than 7° on the outside surface for forging or casting
purposes. For the limiting profile of weld neck hubs, see
annex A.
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2.4.4.2 The hub dimensions of threaded (type 13) and
slip-on (type 12) flanges having a reduced bore shall be
at least as large as those of the standard flange of the
size to which the reduction is being made. For welding
neck (type 11) flanges having a reduced bore, the hub
dimensions shall be the same as those of the standard
flange of the size to which the reduction is being made.

2.4.5 Hubs — Pipeline applications

2.45.1 The hub diameter and wall thickness at the
welding end shall be determined as specified in 2.4.5.1.1
to 2.4.5.1.3 as appropriate.

2.45.1.1 When the minimum yield strength of the hub
portion of any flange or its representative test specimenis
the same as that of the mating pipe, the minimum
thickness at the welding end shall be the same as that of
the mating pipe.

2.45.1.2 When the minimum yield strength of the hub
portion of any flange or its representative test specimen is
less than that specified for the pipe to be matched, the
minimum thickness of the hub at the welding end shall be
such that the product of its thickness times its yield
strength (at the welding end) shall at least equal the
product of the specified wall thickness and the minimum
specified yield strength of the pipe to be matched.

2.4.5.1.3 When the hub thickness at the welding end is
greater than the wall thickness of the adjoining pipe, the
joint design shall be as shown in any of the three sketches
in figure B.1.

2.4.5.2 The minimum hub outside diameter at the point of
weld shall be determined by adding twice the minimum
wall thickness determined in 2.4.5.1.1 or 2.4.5.1.2 to the
bore specified by the customer.

2.4.5.3 For sizes DN 300 to DN 600, when the mechani-
cal (minimum yield strength) properties of all sections of
the flanges are equal to or higher than those of the pipe
to be matched, the hub dimensions are permitted to be
the same as those of the general flanges as indicated in
annex A.

2.4.6 Welding end preparation

For welding type 11 flanges to pipe, the typical end
preparation of the flange shall be as shown in annex A.
When PN 20, PN 50, PN 110 and PN 150 flanges are
used in pipeline applications the typical welding end
preparations are as shown in annex C.

NOTE — Other welding end preparations agreed between manu-
facturer and purchaser do notinvalidate compliance with this part
of ISO 7005.

2.5 Facings
2.5.1 Range of facings

The range of flange facings and flange face designations
shall be as given in figure 5. Dimensions of facings accor-
ding to the PN designation shall be in accordance with
figures 6 and 7 and tables 4, 5, 6 and 7, as appropriate.

NOTES

1 For types B (as shown in figure 6 only), D, F, G and J the
transition from the raised face diameter to the flange face is at
the option of the manufacturer.

2 For PN 20 and PN 50 to PN 420 there are large and small ver-
sions of C, D, E and F types of facing. In such cases two sets of
dimensions have been givenin the related tables. For small male
and female joints care should be taken to ensure that the inside
diameter of the pipe is small enough to permit sufficient bearing
surface.

3 The type B raised face on steel flanges may be removed when
bolted to cast iron or copper alloy flanges for designations up to
and including PN 50 in order to provide full-face gasketing if such
be required. On a flanged component or fitting this will reduce the
thickness and the overall length accordingly.

2.5.2 Facing height/depth

For PN 2,5, PN 6, PN 10, PN 16, PN 25 and PN 40
flanges all facing heights shall be included in the minimum
flange thickness and are measured from the face of the
flange. The same requirement applies for PN 20 and
PN 50 flanges when they have the (type B1) raised face.
For PN 20, PN 50, PN 110, PN 150, PN 260 and PN 420
flanges with other facings, e.g. type B2, spigotand recess,
tongue and groove, the height or depth shall be added to
the minimum flange thickness. For PN 110 to PN 420
flanges all facings shall be added to the minimum flange
thickness. Special requirements apply to ring-joint facings
(see 2.5.3).

2.5.3 Ring-joint facings

The bottom of the ring-joint groove shall not encroach
below the plane of the flange edge of the appropriate
minimum thickness flange. Where the depth of the ring-
type joint groove would violate this requirement, sufficient
metal shall be added to the flange thickness or raised face
height so that the bottom of the groove shall be in the
same plane as the flange edge of a minimum thickness
flange.

2.5.4 Lapped joints

For type 33 ancillary components for flanges, the finished
height of the facing shall be not less than the pipe
thickness used. If a tongue, groove or ring-joint face is
required, the thickness of the lap remaining after
machining the facing shall not be less than the specified
thickness of the pipe used.

2.5.5 Surface finish of flanges

2.5.5.1 All flange jointing faces shall be finished in
accordance with table 1 or table 2, as appropriate. The
surface finishes of the faces shall be compared by visual
or tactile means with reference specimens which conform
to the R, and R, values given in tables 1 and 2.
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Table 1 — Surface finish for facings types A, B and E/F (large)

Method of Approximate Approximate Approximate RY RY
machining depth of radius of pitch of pm pm
serration tool nose serration - -
min. | max. | min. | max.
mm mm mm
Turning? 0,05 1,6 0,8 12,5 50,0 3,2 12,5
Other than — — — 125 | 250 | 32 | 63
turning

1) R,and R, are defined in ISO 468.

serrated spiral grooves.

2) The term “turning” includes any method of machine operation producing either serrated concentric or

NOTE — For certain applications, e.g. for searching media such as low temperature gases, and for
flanges of PN 150 and above, it may be necessary to stipulate closer control on the surface finish.

NOTES

1 Itis not intended that instrument measurements are taken on
the flange faces, and the R, and R, values as defined in ISO 468
relate to the reference specimens.

2 Other finishes may be agreed between the manufacturer and
purchaser.

2.5.5.2 The dimensions given for facings (particularly
tongue and groove types] in this part of ISO 7005 apply to
flanges in the condition as delivered.

When special coatings or finishes are required this should
be stated in the order so that an appropriate allowance
may be incorporated in the machining of any relevant
mating dimensions.

2.5.5.3 Flat face, raised face and large spigot/recess
facings [i.e. types A, B and E/F (large)] shall be turned.
Turning shall be carried out with a round-nosed tool in
accordance with table 1.

2.5.5.4 For tongue/groove, small spigot/recess, “O”-ring
recess/groove and ring-joint facings [i.e. types C/D, E/F
(small), G/H and J] the gasket surfaces shall be machined
in accordance with the values shown in table 2.

Table 2 — Surface finish values for facings
types C/D, E/F (small), G/H and J

Rl) Ral)
Facing type pm pm
min.| max. | min. | max.

Tongue/groove (C/D) and small

spigot/recess (E/F) 32125108 32

Ring-joint (J) (including side walls)
and “O"-ring recess/groove (G/H)

1) R,and R, are defined in ISO 468.

161 63]04] 1,6

2.6 Spot-facing or back-facing

Any spot-facing or back-facing required shall not reduce
the flange thickness to less than the thickness specified.

When spot-facing is used, the diameter shall be large
enough to accommodate the outside diameter of the
equivalent normal series of 1ISO washers complying with
ISO 887 for the metric bolt size being fitted. When a
flange is back-faced, it is permissible for the fillet radius to
be reduced but it shall not be eliminated entirely. The
bearing surfaces for the bolting shall be parallel to the
flange face within the limits shown in table 20.

When a flange is back-faced a minimum fillet radius at the
hub, R, (see figure 8), shall be maintained as given in
table 21.

2.7 Tolerances

Flange dimensions shall comply with the tolerances
specified in table 20.

2.8 Marking
2.8.1 Flanges other than integral flanges

Flanges other than integral flanges shall be marked with
the following information:

a) the number of this part of ISO 7005 (i.e.
ISO 7005-1);
b) the nominal size (DN) and the PN designation;
c) the material designation (see 2.8.2);
d) the manufacturer's name or trade-mark;
e) the thread identification where appropriate
(see 2.8.3);
f) the heat (cast) nhumber or suitable quality control
number traceable to the heat number.
NOTES
1 Additionally, flange facing designations may be given (see
also 2.8.4).
2 Where a flange is subsequently used to form an integral part
of a component and the component has a lower pressure rating
than that of the flange, the lower rating should be clearly marked
on the component.

2.8.2 Material designation

The material designation shall be as specified in 2.8.2.1,
2.8.2.2 and 2.8.2.3, as appropriate.
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2.8.2.1 The material designation shall be the minimum
information required to identify the material, e.g. the grade
identification, preceded by the specification (standard)
number where necessary.

EXAMPLES (for materials in tables D.1 and D.2)
a) 16Mo3
b) C26-52H
c) X7 CrNiNb 18 10

2.8.2.2 For flanges of nominal size DN 300 and greater,
manufactured specifically for pipeline applications, the
material designation shall be the material group and grade
identification number in accordance with table D.3.

EXAMPLE
4.A.250

2.8.2.3 For flanges manufactured in accordance with
2.45.1.2, the material designation shall comprise the
material group and grade identification number for the
flange and the strength grade of the pipe for which the
flange has been made, presented as shown in the
following example.

EXAMPLE

4.A.290/XXX

where XXX is the strength grade of the pipe, taken from
the appropriate steel tube standard.

2.8.3 Identification of internally threaded flanges

Internally threaded flanges shall be marked to indicate the
type of thread used.

Threads to I1ISO 7-1 shall be designated by the letter
symbols Rc or Rp, as appropriate, in accordance with
ISO 7-1 followed by the nominal size, e.g. Rc 3/4.
Threads to ANSI/ASME B1.20.1 shall be designated by
the nominal size, number of threads per inch and the
letters NPT, e.g. 3/4-14NPT.

2.8.4 Groove number

Flanges grooved for standard ring-joints shall be marked
with the letter “R” and the corresponding ring number.

2.8.5 Stamping

Where steel stamps are used, the marking shall be
applied to the rim of the flange.

2.9 Inspection and test

NOTES

1 The PN 20, PN 50, PN 110, PN 150, PN 260 and PN 420
flanges specified are designed to be interchangeable with Class
rated flanges to ANSI/ASME B16.5 and MSS 5P44, but they are
not identical in all respects; for inspection purposes, it is
recommended that the dimensions of PN 20, PN 50, PN 110,
PN 150, PN 260 and PN 420 flanges are deemed to comply with
the dimensions specified in ANSI/ASME B16.5 or MSS 5P44 as
appropriate.

2 This part of ISO 7005 does not make provision for routine
inspection or pressure testing of separate flanges. However,
flanges may be required to be pressure tested after attachment
of a pipe or other equipment or when forming an integral part of
such equipment. The test pressure is then dependent on the
requirements of the appropriate standard or code of practice in
accordance with which the equipment has been manufactured.
Any test pressures should not exceed 1,5 times the maximum
allowable working pressure at 20°C rounded off tothe next higher
1 bar” increment.

2.10 Information to be supplied by the
purchaser

The following information should be supplied by the
purchaser in the enquiry and/or order:

a) the number of this part of ISO 7005 (i.e.
ISO 7005-1);

b) the nominal size — DN followed by the appropriate
number (see 1.3);

c) the PN designation — PN followed by the
appropriate number (see 1.3);

d) the flange type number (see 1.4), together with
reference to the ancillary component type number if
appropriate;

e) the facing type letter (see 1.4);

f) the material designation by reference to a national
standard or International Standard and grade of steel
(see 2.8.2), if appropriate;

g) the internal thread designation (see 2.4.3);

h) the external diameter and thickness of pipe;

i) material certification requirements;

j) details of special coatings (see 2.5.5.2);

k) the neck thickness S where appropriate;

i) the bore diameter B where appropriate;

m) the bore diameter for welding neck (type 11) or
socket weld (type 14) flanges, if different from those
specified in this part of ISO 7005;

n) for pipeline flanges, the mating pipe wall thickness
and yield strength (see 2.4.5.1.3) and weld preparation
(see annex B);

0) the bolting material when bolts are ordered with the
flange(s).

1) 1 bar = 10° Pa
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Figure 1 — Flanges — Types 01 to 05
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Figure 2 — Flanges — Types 11 to 15
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Figure 3 — Flange — Type 21
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NOTE — These sketches are diagrammatic only.
1) Type 32 corresponds to type 02 flange.
2) Type 33 corresponds to type 03 flange.

3) Type 34 corresponds to type 04 flange.

Figure 4 — Ancillary components for flanges — Types 32 to 34
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NOTE — These sketches are diagrammatic only.

Figure 5 — lllustration of flange facings (types A to J)
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Section 3: Dimensions

Table 3 — Synoptic table

DN i
=T N TN EA T e [ R L cloc|lolo|lota]|o =} e e ] =1
Typa No. Table = C|R[RI| RIS 18181812191218(¢(8(8|28|2 (882 8[2[8(8|2/8/8|8(2|8(8/8.8/8|8/83
| - BRI I G -+
PN ‘
8 2.5 — Use PN 6 —— XX X] X xDx % x ] x] x
5 9 5 x|x|x|x]x|x[x|x|x|x[x| x| x| x] x| o x| o x x x X x| ]
[ 10 10 e —— Use PN16 ——w x| x| x| x| x[ x| x| | x
[ 13 --—UsePN40m—vXXXXXXXX)_<XX){ X ~
12 20 U x| o oo o o o o o o ol ] |
o 13 2 » — UscPN40 ——— I x| x| x| x| x| x| x| | x ~
14 40 L xp s s o] o oo o ox o x| x| x| k] x B ~
9 8 xf oo g x| o) ol x| x| x| x| ) x| x| x| x X x|
0 10 4——UsePN40 — e Use PNIE e X | X X X1 X X]| X X
1 16 -..—UsePNam 4-|x‘x|x‘x| x| x| x| x]x| x| x| |x
o I )
S 13 25 e UsePN4D — | %] % x| x| % % | x
N - —
3 @2 o8 14 0 x[x|x|x|x|x|x]x’x[x|xfxxxxxxxx X
= 8 25 I ———— - Use PNG - - x| x| x| x ] x| e [x ] ~
- 9 iE R RERRRERE Lxxxxxxx x| x| x| x| x] x] % x| x
g 10 10 e UsePN40 — e UsePN16 > x| x| x| x| X x| x| x| X[ x| X[ x ] ) |
x 1 16 — UsePNaD - X| x| X x| x [ x| x| x| ] x| x| [ x| x| %k %[ |
o 2 | 2 [ x]xToeoe] x| x| oo o x| = ) Ox o] x[x x Tk x| % %[
~ - ” I — UsePN40 —— — I X | X[ X x| x| x| x| |x o -
= 14 40 ) x| xd x| x| [ x] =] ] o) x| 5| x| x| %] % x| %[ | %
o 15 50 ) x x x| x| x) x| x| ) x]x x| x| x| x| x| %] %] x| x| x x| x|x|x]x
> 05 15 110 X xfxp o] x| x| )] ] ] x| ) x| %] x| x| x| %l xix x x| %|x|x|x
Z 17 150 — Use PN 260 — o X P XXX X X T % %] [ %% x X[ x|x ]
e 13 280 REXIXDX] X] x| x| x| x] x| xpx| x| x| x| x| x| x X
)] i z -
= 19 420 XX x| x| x| x| x| ] x| x| x]x]x] % i
@) . T 1 T
=
)
- 1) Not applicable to type 04.
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Figure 6 — PN 2,5, PN 6, PN 10, PN 16, PN 25 and PN 40 flange facing dimensions
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Table 4 — Dimensions of flange facings for PN 2,5, PN 6, PN 10, PN 16, PN 25 and PN 40 (see figure 6)
Dimensions in millimetres

Accessed by MONASH UNIVERSITY LIBRARY on 11 Nov 2009

Nominal d,
N PN25 | PN6 | PN 10 ‘ PN 16 ‘ pnzs enao| | B ] Y X Y ‘ N
10 33 41 24 34 35 23
15 38 46 29 39 40 28
20 48 56 36 50 51 35
25 58 65 43 57 58 42
32 69 | |4 I3 |2 51 65 66 50 5
40 78 Use PN 40 84 61 75 76 60 |41°16'
50 88 99 73 87 88 72
65 108 118 95 | 109 | 110 94
80 124 132 106 | 120 | 121 | 105
100 144 156 129 | 149 | 150 | 128
125 174 184 |2 156 | 175 | 176 | 154
150 199 211 183 | 203| 204 | 182 .
200 254 | 266 | 266 | 274 | 284 45135(25] 239 | 250 | 260 | 238 |71%°
250 309 | 319 | 319 | 330 | 345 202 | 312 313| 291
300 |yse pn G| 363 | 370 | 370 | 389 | 409 343 | 363 | 364 | 342
350 413 | 429 | 429 | 448 | 465 395 | 421 | 422 | 304
400 463 | 480 | 480 | 503 | 535 447 | 473 | 474 | 446
450 518 | 530 | 548 | 548 | 560 497 | 523 | 524 | 496
500 568 | 582 | 609 | 609 | 615 549 | 575 | 576 | 548
600 667 | 682 | 720 | 720 | 735 S 1* 1P| eao| ers| 676 | eas [P
700 772 | 794 | 794 | 820 | — | | 751 | 777 | 778 | 750
800 878 | 901 | 901 | 928 | — 856 | 882 | 883 | 855
900 978 | 1001 | 1001 | 1028 | — 961 | 987 | 988 | 960
1 000 1078 | 1112 | 1112 | 1140 | — 1062 | 1092 | 1094 | 1060
1200 1295 | 1328 | 1328 | 1350 | — |5 1262 | 1292 | 1294 | 1260
1 400 1510 | 1530 | 1530 | 1560 | — 1462 | 1492 | 1494 | 1460 |
1 600 1710 | 1750 | 1750 | 1780 | — ® I° |* hoeosz2| 1692 1604|1660 P23
1 800 1918 | 1950 | 1950 | 1985 | — 1862 | 1892 | 1894 | 1860
2 000 2125 | 2150 | 2150 | 2210 | — 2062 | 2092 | 2094 | 2 060
2 200 2295 | 2335|2370 | — — —
2 400 2495 | 2545 | 2570 | — — —
2 600 2695 | 2750 | 2780 | — — —
2 800 2910 | 2960 | 3000 | — — —
3000 3110 [ 3160 | 3210 | — — —
3200 3310 [3370 | — — — —1° 1" - - - - N
3400 3510 [ 358 | — — — —
3600 3720 [ 3790 | — — — —
3800 3920 — — — — —
4000 4120 — — — — —
COPYRIGHT Documents

Document Sharing Hub

Full document details: AS NZS 4331.1-1995


http://www.avadocuments.com/doc/as-nzs-4331-1-1995
http://www.avadocuments.com/doc/as-nzs-4331-1-1995

Tyne A Flat face
{PN 20 and PN 50 only)

C

Type B1: Ralsed face
{PN 20 and PN 50 only)
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Type EZ: Smutl splgot

r
2

fa

Type C2: Smeil tongue
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Type B2: Rolsed foce
Type E% Large splgot
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N
\
T

Type D2: Small groove
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Type Ci: Lorge tongue

Type F%: Lorge recaess

s

Type D1 Large groove

1) f, applies to PN 20 and PN 50 and is included in flange thickness C.
2) f,applies to PN 110, PN 150, PN 260 and PN 420, and is additional to flange thickness C.
3) d,islarger than d, for DN 15, DN 20, DN 25 and DN 32; otherwise d, is equal to d,.

4) X, isequal to d, for DN 15 and DN 20.
5) Height of raised portion E is equal to groove depth E but is not subject to tolerance (see 2.5.3).

Type J: Ring-Joint

Figure 7 — PN 20, PN 50, PN 110, PN 150, PN 260 and PN 420 flange facing dimensions
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Table 5 — Dimensions of flange facings up to nominal size DN 900 for PN 20, PN 50, PN 110, PN 150,
PN 260 and PN 420
(see figure 7)

Dimensions in millimetres

Outside diameter Outside diameter Height
Raised Inside Inside Large .
face, diameter | Large diameter an% Dep;th Mmtmj;m
Nominal | Large |Small | Small | of large |recess ¥,| Small | Small | of large | Raised | small 0 outsice
; ¢ PN . groove | diameter
size spigot , [spigot |tongue and Large |recess |groove and face spigot or of raised
Large small |groove ¥ small and | ocoss ortion
tongue ¥ tongue groove tongue P
DN dl Xl XZ w yl y3 y2 z flz) f23) f2 f3 d2 d31)
15 35 18,5 35 25,5 36,5 20 36,5 24 2 7 7 5 44 46
20 43 24 43 33,5 445 25,5 445 32 2 7 7 5 52 54
25 51 30,5 48 38 52,5 32 49,5 36,5 2 7 7 5 57 62
32 63,5| 38 57 47,5 65 39,5 58,5 46 2 7 7 5 67 73
40 73 44,5 63,5 54 74,5 46 65 52,5 2 7 7 5 73 84
50 92 57,5 82,5 73 93,5 59 84 71,5 2 7 7 5 92 (103
65 105 68,5 95,5 85,5 106,5 70 97 84 2 7 7 5 105 |116
80 127 84 117,5 108 128,5 85,5 119 106,5 2 7 7 5 127 |138
100 157,5(109,5| 144,5 132 159 111 146 130,5 2 7 7 5 157,5 168
125 186 [136,5| 173 160,5 187,5 138 174,5 159 2 7 7 5 186 |197
150 216 |[162 203,5 190,5 217,5 163,5| 205 189 2 7 7 5 216 (227
200 270 213 254 238 271,5 214,5| 255,5 236,5 2 7 7 5 270 |281
250 324 | 267 305 286 325,5 268,5| 306,5 284,5 2 7 7 5 324 |335
300 381 |317,5| 362 343 382,5 319 363,5 341,5 2 7 7 5 381 [392
350 413 |349,5| 394 374,5 414,5 351 395,5 373 2 7 7 5 413 (424
400 470 400 447,5 425,5 471,5 401,5| 449 424 2 7 7 5 470 |481
450 533,5]451 511,5 489 535 452,5( 513 487,5 2 7 7 5 533,5 (544
500 584,5501,5 | 559 533,5 586 503 560,5 532 2 7 7 5 584,5 |595
550 641 2 7
600 692,5 [ 603 667 641,5 694 605 668,5 640 2 7 7 5 692,5 (703,5
650 749 2 7
700 800 2 7
750 857 2 7
800 914 2 7
850 965 2 7
900 1022 2 7
1) If_l._arge spigot and recess faces and large tongue and groove are not applicable to PN 20 because of potential dimensional
conflicts.
2) f,applies to PN 20 and PN 50, and is included in the minimum flange thickness.
3) f,applies to PN 110, PN 150, PN 260 and PN 420, and is additional to the minimum flange thickness.
NOTE — For small spigot and recess joints care should be taken in the use of these dimensions to ensure that the inside
diameter of the fitting or pipe is small enough to ensure sufficient bearing surfaces.

Table 6 — Dimensions of flange facings for nominal sizes DN 950 to DN 1 500
for PN 20, PN 50, PN 110 and PN 150

Dimensions in millimetres

Accessed by MONASH UNIVERSITY LIBRARY on 11 Nov 2009

Nominal size Outside diametecr| of raised face Height of raised face
1
DN PN 20 PN 50 PN 110 PN 150 £, £,
950 1073 1029 1 054 1 099 2 7
1 000 1124 1086 1111 1162 2 7
1 050 1194 1137 1168 1213 2 7
1100 1245 1194 1226 1270 2 7
1150 1295 1245 1276 1334 2 7
1200 1359 1 308 1334 1 384 2 7
1250 1410 1 359 1 384 2 7
1 300 1 460 1410 1435 2 7
1350 1511 1467 1492 2 7
1 400 1575 1518 1543 2 7
1 450 1626 1575 1 600 2 7
1500 1676 1625 1657 2 7
1) f, applies to PN 20 and PN 50.
2) f, applies to PN 110 and PN 150.
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