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This Joint Australian/New Zealand Standard was prepared by Joint Technical
Committee ME-048, Restraint Systems in Vehicles. It was approved on behalf of
the Council of Standards Australia on 21 September 2001 and on behalf of the
Council of Standards New Zealand on 19 October 2001. It was published on
21 November 2001.

The following interests are represented on Committee ME-048:
Australian Automobile Association
Australian Chamber of Commerce and Industry
Australian Industry Group
Commercial Vehicle Industry Association of Australia
Consumers Federation of Australia
Federation of Automotive Products Manufacturers, Australia
Land Transport Safety Authority, New Zealand
Roads and Traffic Authority of New South Wales

Additional interests participating in the preparation of this Standard:
Vehicle transport industries
Webbing manufacturers and suppliers

Keeping Standards up-to-date
Standards are living documents which reflect progress in science, technology and
systems. To maintain their currency, all Standards are periodically reviewed, and
new editions are published. Between editions, amendments may be issued.
Standards may also be withdrawn. It is important that readers assure themselves
they are using a current Standard, which should include any amendments which
may have been published since the Standard was purchased.
Detailed information about joint Australian/New Zealand Standards can be found by
visiting the Standards Australia web site at www.standards.com.au or Standards
New Zealand web site at www.standards.co.nz and looking up the relevant Standard
in the on-line catalogue.
Alternatively, both organizations publish an annual printed Catalogue with full
details of all current Standards. For more frequent listings or notification of
revisions, amendments and withdrawals, Standards Australia and Standards New
Zealand offer a number of update options. For information about these services,
users should contact their respective national Standards organization.
We also welcome suggestions for improvement in our Standards, and especially
encourage readers to notify us immediately of any apparent inaccuracies or
ambiguities. Please address your comments to the Chief Executive of either
Standards Australia International or Standards New Zealand at the address shown
on the back cover.

This Standard was issued in draft form for comment as DR 00345.
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PREFACE
This Standard was prepared by the Joint Standards Australia/Standards New Zealand
Committee ME-048, Restraint Systems in Vehicles to supersede AS/NZS 4380:1996, Cargo
restraint systems—Webbing load restraint systems.

The objective of the Standard is to provide requirements for webbing restraint systems used
in the transport industry for restraining cargo on vehicles, and manufactured from the
following fibres:

(a) Polyester (PES).

(b) Polyamide (PA).

(c) Polypropylene (PP).

These fibres are described in AS/NZS 2450, Textiles— Natural and man-made fibres—
Generic names.

This Standard does not preclude the introduction of new fibres in the future.

The terms ‘normative’ and ‘informative’ have been used in this Standard to define the
application of the appendix to which they apply. A ‘normative’ appendix is an integral part
of a Standard, whereas an ‘informative’ appendix is only for information and guidance.
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FOREWORD
In any webbing restraint system, the lashing capacity (LC) of each system must take
account of the conditions of use and be compatible with any loads inherent in and applied to
the system, and each component should readily connect with each adjacent component.
Therefore, it is important that restraint systems be quickly and positively identified in
service for size, capacity and if applicable, quality grade.

Where applicable, the quality grading system used in this Standard is based on the system
incorporated in other Australian/New Zealand Standards covering components in lifting,
tensioning and restraining systems. This is intended to promote positive identification and
easy selection because it relates to the mechanical properties of the finished product and not
simply to the strength of the material. In some countries lashing capacity (LC) may be
referred to as ‘rated assembly strength’ (RAS) and it is normally expressed in kilograms
(kg) for ease of understanding in use rather than kilograms force (kgf).
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STANDARDS AUSTRALIA/STANDARDS NEW ZEALAND

Australian/New Zealand Standard
Motor vehicles—Cargo restraint systems—Transport webbing and

components

S E C T I O N  1    S C O P E  A N D  G E N E R A L
R E Q U I R E M E N T S

1.1   SCOPE

This Standard specifies requirements for webbing restraint systems for use in the
transportation of cargo under normal operating conditions.

The Standard is not intended to apply to either load restraint nets or vehicle curtain
sidewalls or their tensioners. Vehicle curtain single walls and their tensioners are not
considered to be general cargo restraint systems.

NOTE: Guidelines on information to be supplied with enquiries and orders are given in
Appendix B and the means for demonstrating compliance with this Standard are given in
Appendix C. Appendix D gives advice on the selection and use of webbing restraint systems.
Appendix E sets out the requirements and recommendations on the care and maintenance of
webbing restraint systems.

1.2   REFERENCED DOCUMENTS

The following documents are referred to in this Standard:

AS
1199 Sampling procedures and tables for inspection by attributes

1399 Guide to AS 1199—Sampling procedures and tables for inspection by
attributes

2193 Methods for calibration and grading of force-measuring systems of testing
machines

AS/NZS
2450 Textiles—Natural and man-made fibres—Generic names

4344 Motor vehicles—Cargo restraint systems—Transport chain and components

AS/NZS ISO 
9000 Quality management systems—Fundamentals and vocabulary

9004 Quality management systems—Guidelines for performance improvements

HB 18 Guidelines for third-party certification and accreditation
HB 18.44 Guide 44—General rules for ISO or IEC international third-party certification

schemes for products (SANZ HB 18.44)
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1.3   DEFINITIONS

For the purpose of this Standard, the definitions below apply.

1.3.1   Acceptable quality level (AQL)

A quality level which corresponds to a relatively high probability of acceptance. It is the
maximum percent defective or the maximum number of defects per one hundred items that,
for purposes of sampling inspection, can be considered satisfactory as a process average.

1.3.2   Accreditation

Certification by a duly recognized body with the facilities, capability, objectivity,
competence and integrity of an agency, service or operational group or individual to
provide the specified service and/or required operation.

1.3.3   Batch

A quantity of some commodity produced under conditions which are considered uniform.
NOTE: Each batch is assumed, as far as practicable, to consist of materials or items of a single
type, grade, class, size and composition and to have been manufactured under essentially the
same conditions at essentially the same time.

1.3.4   Certification

The authoritative act of documenting compliance with requirements.
NOTE: The requirements can relate to personnel, processes, products, organizations and services.

1.3.5   Combined lashing

A device for securing a load, consisting of a tensioning device and textile webbing
combined with chains, steel wire ropes, or the like, with or without end fittings.

1.3.6   Component

Any fitting, tensioning, clamping or joining device for webbing restraint systems.

1.3.7   Competent person

A person having practical and theoretical knowledge and relevant experience, sufficient to
enable that person to detect and evaluate any defects and any weakness that may affect the
intended performance of the equipment.

1.3.8   Elongation

The percentage increase in the length of a restraint between two defined points.

1.3.9   End fitting

A component used to terminate any part of the webbing restraint system.

1.3.10   Flat woven textile webbing

Conventional or shuttleless narrow woven webbing, the prime function of which is load-
bearing.

1.3.11   Inspection

The activity of measuring, testing or otherwise examining components and assemblies for
determining conformity with the specified requirements.

1.3.12   Lashing capacity (LC)

One half of the minimum braking strength of the system which is designed to sustain in use
in straight pull normally expressed in kilograms (kg) rather than kilogram force (kgf).
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1.3.13   Length of a multiple-piece load restraint system

1.3.13.1   Fixed end length (Lgf)

The fixed end length is measured between tensioning device and load-bearing point of end
fitting to the outer turning radius of the connection of the webbing (refer to Figure 1).

1.3.13.2   Adjustable end length (Lgl)

The adjustable end length is measured between the end of the webbing to the load-bearing
point of the end fitting or formed eye in the case where no fitting is supplied (refer to
Figure 1).

FIGURE  1   MULTIPLE-PIECE LOAD RESTRAINT SYSTEM

1.3.14   Performance test

A test for assessing the behaviour of the product in use directly or through simulation of the
influencing factors, sometimes under more severe conditions.

1.3.15   Quality

Fitness for purpose.
NOTE: It includes quality of design, the degree of conformance to design, and may include such
factors as economic and perceived values.

1.3.16   Shall

Indicates that a statement is mandatory.

1.3.17   Should

Indicates a recommendation.

1.3.18   Tensile force indicator

A device which indicates the force applied by means of the tensioning device to the
webbing restraint system.

1.3.19   Type test

A test or series of tests directed towards approval of design, conducted to determine
whether a product is capable of meeting the requirements of the product specification.

1.3.20   Webbing restraint system

A system consisting of webbing and components with or without end fittings, used for
securing the load on vehicles (refer to Figure 2).
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