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This Joint Australian/New Zealand Standard was prepared by Joint Technical 
Committee ME/29, Fasteners. It was approved on behalf of the Council of 
Standards Australia on 9 April 1996 and on behalf of the Council of Standards 
New Zealand on 12 April 1996. It was published on 5 June 1996. 

The following interests are represented on Committee MW29: 

Australian Chamber of Commerce and Industry 
Bureau of Steel Manufacturers of Australia 
Electricity Supply Association of Australia 
Fasteners Institute of Australia 
Federal Chamber of Automotive Industries 
Metal Building Products Manufacturers Association 
Metal Trades Industry Association of Australia 
New Zealand Joinery Manufacturers Federation 
New Zealand Manufacturers Federation 
The Works Consulting Services 
Transpower New Zealand 

Review of standards. To keep abreast of progress in industry, Joint Austral idew 
Zealand Standards are subject to periodic review and are kept up to date by the issue of 
amendments or new editions as necessq. It is important therefore that Standards users 
ensure that they are in possession of the latest edition, and any amendments thereto. 
Full details of all Joint Standards and related publications will be found in the Standards 
Australia and Standards New Zealand Catalogue of Publications; this information is 
supplemented each month by the magazines ?The Australian Standard? and ?Standards 
New Zealand?, which subscribing members receive, and which give details of new 
publications, new editions and amendments, and of withdrawn Standards. 
Suggestions for improvements to Joint Standards, addressed to the head office of either 
Standards Australia or Standards New Zealand, are welcomed. Notification of any 
inaccuracy or ambiguity found in a Joint Australian/New Zealand Standard should be 
made without delay in order that the matter may be investigated and appropriate action 
taken. 
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PREFACE 

This Standard was prepared by the Joint Standards AustralidStanLdrds New Zealand Committee 
ME/29 on Fasteners. 

The objective of this Standard is to provide the dimensions and mechanical properties of a standard 
range of heat-treated steel cross recessed pan head tapping screws. 

This Standard is identical with and has been reproduced from I S 0  7049:1983, Cross recessed pun 
head tapping screws. 

Statements expressed in mandatory terms in notes to text, tables and figures are deemed to be 
requirements of this Standard. 

As this Standard is reproduced from an International Standard, the following applies: 

(a) Its number appears on the cover and the title page while the International Standard number 
appears only on the cover. 

(b) In the source text, ‘this International Standard’ should read ‘this AustraliadNew Zealand 
Standard’. 

(c) A full point substitutes for a comma when refemng to a decimal marker. 

References to International Standards should be replaced by equivalent Australian, New Zealand or 
Australian/New Zealand Standards, as follows: 

Reference to International Standard 

I S 0  
225 

1478 

2702 

3269 

4042 

4757 

4759 
4759- 1 

Fasteners-Bolts, screws, studs and 
nuts-Symbols and designations of 
dimensions 

Tapping screws thread 

Heat-treated steel tapping 
screws-Mechanical properties 

Fasteners- Acceptance inspection 

Threaded components-Electroplated 
coatings 

Cross recesses for screws 

Tolerances for fasteners 
Part 1: Bolts, screws and nuts with 
thread diameters 21.6 and 5150 mm 
and product grades A, B and C 

Australian, New Zealand or AustraliadNew 
Zealand Standard 

ASJNZS 
- 

4411 Tapping screws thread 

4412 Heat-treated steel tapping 
screws-Mechanical properties 

AS 
1897 Electroplated coatings on threaded 

components (metric coarse series) 
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