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AS/NZS 4456.9/Amdt 2/2009-09-09 

STANDARDS AUSTRALIA/STANDARDS NEW ZEALAND 
 

Amendment No. 2 

to 

AS/NZS 4456.9:2003 

Masonry units, segmental pavers and flags—Methods of test 

Part 9: Determining abrasion resistance 
 

CORRECTION 

The 2003 edition of AS/NZS 4456.9 is amended as follows; the amendment(s) should be inserted in the 

appropriate place(s). 

SUMMARY: This Amendment applies to Clause 6 and the Back Cover. 

Published on 9 September 2009. 

Approved for publication in New Zealand on behalf of the Standards Council of New Zealand on 26 August 

2009. 

 

Clause 6 

Add the following Note after Item (d)(vi): 

NOTE: Chrome steel balls with a diameter in imperial measurement of 5/8 inch (15.875 mm) 

have been found to be satisfactory. 
 

Back Cover 

Under Committee Representatives: 

1 Delete ‘Institute of Engineers Australia’ and replace with ‘Engineers Australia’. 

2 Delete ‘Institute of Municipal Engineering Australia NSW Division’ and replace with 

‘Institute of Public Works Australia (NSW Division)’. 
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Full document details: AS NZS 4456.9-2003 amd2-2009

http://www.avadocuments.com/doc/as-nzs-4456-9-2003-amd2-2009
http://www.avadocuments.com/doc/as-nzs-4456-9-2003-amd2-2009
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