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AS/NZS 4579:1999

This Joint Australian/New Zealand Standard was prepared by Joint Technical
Committee MS/4, Micrographics and Image Management. It was approved on
behalf of the Council of Standards Australia on 26 February 1999 and on behalf of
the Council of Standards New Zealand on 8 March 1999. It was published on
5 May 1999.

The following interests are represented on Committee MS/4:

Australian Bankers Association
Institute for Information Management
Land Titles Office, N.S .W.
Library and Information Service of Western Australia
National Archives of Australia
National Library of Australia
National Library of New Zealand
New Zealand Micrographics Industry Interests
Queensland State Archives
State Library of Queensland
University of Melbourne

Review of Standards. To keep abreast of progress in industry, Joint Australian/
New Zealand Standards are subject to periodic review and are kept up to date by the
issue of amendments or new editions as necessary. It is important therefore that
Standards users ensure that they are in possession of the latest edition, and any
amendments thereto.

Full details of all Joint Standards and related publications will be found in the Standards
Australia and Standards New Zealand Catalogue of Publications; this information is
supplemented each month by the magazines ‘The Australian Standard’ and ‘Standards
New Zealand’ , which subscribing members receive, and which give details of new
publications, new editions and amendments, and of withdrawn Standards.

Suggestions for improvements to Joint Standards, addressed to the head office of either
Standards Australia or Standards New Zealand, are welcomed. Notification of any
inaccuracy or ambiguity found in a Joint Australian/New Zealand Standard should be
made without delay in order that the matter may be investigated and appropriate action
taken.

This Standard was issued in draft form for comment as DR 98491.
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RECONFIRMATION  

OF 

AS/NZS 4579:1999 

Micrographics—Reader-printers for transparent microforms—Characteristics  

RECONFIRMATION NOTICE 

Technical Committee IT-021  has  reviewed the content of this  publication and in 

accordance with Standards  Australia procedures  for reconfirmation,  it has  been 

determined that the publication is  still  valid and does  not require change.  

Certain documents  referenced in the publication may have been amended since the 

original date of publication.  Users  are advised to  ensure that they are using the latest 

versions  of such documents  as  appropriate,  unless  advised otherwise in this  

Reconfirmation Notice.  

Approved for reconfirmation in accordance with Standards  Australia procedures  for 

reconfirmation on 7  December 201 5 .  

Approved for reconfirmation in New Zealand on behalf of the S tandards  Council  of 

New Zealand on 1 8  May 201 6.  
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PREFACE

This Standard was prepared by the Joint Standards Australia/Standards New Zealand Committee

MS/4, Micrographics and Image Management, to supersede in part AS 2653—1984, Microfiche

readers for prolonged use, AS 2654—1984, Microfiche readers for intermittent use, and

AS 2655—1984, Portable microform readers—Functional requirements .

The objective of this Standard is to specify the essential performance characteristics of reader-

printers designed for viewing and making hard copies from microfilm with a maximum width of

35 mm. It applies to reader-printers with a magnification less than or equal to 50: 1 .

This Standard is identical with and has been reproduced from ISO 101 97: 1 993, Micrographics—

Reader-printers for transparent microforms—Characteristics .

As this Standard is reproduced from an International Standard, the following applies:

(a) Its number appears on the cover and title page while the International Standard number

appears only on the cover.

(b) In the source text, ‘ this International Standard’ should read ‘ this Australian/New Zealand

Standard’ .

(c) A full point substitutes for a comma when referring to a decimal marker.

References to International Standards should be replaced by equivalent Australian or

Australian/New Zealand Standards, as follows:

Reference to International Standard Australian or Australian/New Zealand Standard

ISO

216 Writing paper and certain classes of

printed matter—Trimmed sizes—A

and B series

AS

161 2 Paper sizes

446 Micrographics—ISO character and

ISO test chart No. 1 —Description and

use

—

11 1 6 Microcopying—16 mm and 35 mm

microfilms, spools and reels

—

3272 Microfilming of technical drawings

and other drawing office documents—

3272-1 Part 1 : Operating procedures

1 203 Microfilming of engineering

documents

1 203 .1 Part 1 : Operating procedures

3334 Micrographics—ISO resolution test

chart No. 2—Description and use

—

6196 Micrographics—Vocabulary—

6196-1 Section 01 : General terms 2422 Glossary of micrographic terms

6196-2 Section 02: Image positions and

methods of recording

2422 Glossary of micrographic terms

6196-3 Part 03 : Film processing 2422 Glossary of micrographic terms

6196-4 Part 04: Materials and packaging 2422 Glossary of micrographic terms

6196-5 Part 05: Quality of images, legibility,

inspection

2422 Glossary of micrographic terms

6196-6 Part 06: Equipment 2422 Glossary of micrographic terms

6196-7 Part 07: Computer micrographics 2422 Glossary of micrographic terms
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