
 

 

AS/NZS 5070.2:2008 

Australian/New Zealand Standard™ 

Siting and operation of 
radiocommunications facilities 

Part 2:  Guidelines for siting of 
radiocommunications facilities: VHF, 
UHF and SHF 
 

 

 

 

 

 

 

 

 

 

 

 

 

A
S
/N
Z
S
 5
0
7
0
.2
:2
0
0
8
 

A
cc

es
se

d 
by

 M
O

N
A

S
H

 U
N

IV
E

R
S

IT
Y

 L
IB

R
A

R
Y

 o
n 

15
 J

un
 2

01
5 

(D
oc

um
en

t c
ur

re
nc

y 
no

t g
ua

ra
nt

ee
d 

w
he

n 
pr

in
te

d)

Full document details: AS NZS 5070.2-2008

http://www.avadocuments.com/doc/as-nzs-5070-2-2008
http://www.avadocuments.com/doc/as-nzs-5070-2-2008


 

 

AS/NZS 5070.2:2008 

This Joint Australian/New Zealand Standard was prepared by Joint Technical 
Committee RC-006, Radiocommunications Equipment—General. It was approved 
on behalf of the Council of Standards Australia on 26 February 2008 and on behalf 
of the Council of Standards New Zealand on 7 March 2008.  
This Standard was published on 19 May 2008. 

 

The following are represented on Committee RC-006: 
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Australian Information Industry Association  

Civil Aviation Safety Authority  

Electromagnetic Technical Evaluation Committee (New Zealand) 

Free TV Australia 

Ministry of Economic Development (New Zealand)  

SingTel Optus Pty Limited 

Wireless Institute Australia 

 

Keeping Standards up-to-date 

Standards are living documents which reflect progress in science, technology and 
systems. To maintain their currency, all Standards are periodically reviewed, and 
new editions are published. Between editions, amendments may be issued. 
Standards may also be withdrawn. It is important that readers assure themselves 
they are using a current Standard, which should include any amendments which 
may have been published since the Standard was purchased. 

Detailed information about joint Australian/New Zealand Standards can be found by 
visiting the Standards Web Shop at www.standards.com.au or Standards New 
Zealand web site at www.standards.co.nz and looking up the relevant Standard in 
the on-line catalogue. 

Alternatively, both organizations publish an annual printed Catalogue with full 
details of all current Standards. For more frequent listings or notification of 
revisions, amendments and withdrawals, Standards Australia and Standards New 
Zealand offer a number of update options. For information about these services, 
users should contact their respective national Standards organization. 

We also welcome suggestions for improvement in our Standards, and especially 
encourage readers to notify us immediately of any apparent inaccuracies or 
ambiguities. Please address your comments to the Chief Executive of either 
Standards Australia or Standards New Zealand at the address shown on the back 
cover. 

 

This Standard was issued in draft form for comment as DR 07171. 
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PREFACE 

This Standard was prepared by the Joint Standards Australia/Standards New Zealand 

Committee RC-006, Radiocommunications Equipment—General to supersede part of 

AS 3516.2—1998, Siting of radiocommunications facilities, Part 2: Guidelines for fixed, 

mobile and broadcasting services operating at frequencies above 30 MHz, which will 

remain available superseded. 

This Standard is the second part of a revised set of Standards on the subject of siting and 

operation of radiocommunications facilities. It deals with those issues unique to fixed, 

mobile and broadcasting services operating at frequencies above 30 MHz  

At this time the only other part of the set is: 

AS/NZS 5070.1, Part 1: General guidelines for fixed, mobile and broadcasting services 

independent of the operating frequency. 

Other Standards may be added to the set in future if the need arises. 

This Standard should be read and applied in conjunction with AS/NZS 5070.1. 

The Standard is intended to provide information to responsible authorities, site owners, 

facilities planners, site planners, site personnel, other organizations and members of the 

public, on the effects that existing or planned developments could be expected to have on 

the operation of radiocommunications facilities. It is intended to assist relevant authorities 

and concerned parties when considering the impact that radiocommunications facilities 

might have on the environment and the community. 

The term ‘informative’ has been used in this Standard to define the application of the 

appendix to which it applies. An ‘informative’ appendix is only for information and 

guidance. 
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STANDARDS AUSTRALIA/STANDARDS NEW ZEALAND  
 

Australian/New Zealand Standard 

Siting and operation of radiocommunications facilities 
 

Part 2:  Guidelines for siting of radiocommunications facilities: VHF, UHF and 
SHF 

 

S E C T I O N  1    S C O P E  A N D  G E N E R A L  

1.1   SCOPE 

This Standard provides guidance for the siting, installation and operation of 

radiocommunications facilities for fixed, mobile and broadcasting services operating at 

frequencies above 30 MHz, which are generically known as the VHF, UHF and SHF bands. 

It is intended to assist those responsible for the planning, construction, installation, 

operation, maintenance and decommissioning of radiocommunications and broadcasting 

services. Over and above that provided in AS/NZS 5070.1:2007 it provides additional 

information and guidance for organizations and the public, from the viewpoint of the impact 

on the general public and operational staff, of the siting of radiocommunications and 

broadcasting facilities operating at frequencies above 30 MHz. It also provides information 

on the effects that existing or planned developments in the vicinity of those facilities could 

be expected to have on the operations of such facilities. 

1.2   APPLICATION 

This Standard applies to facilities used for radiocommunications purposes above 30 MHz 

such as— 

(a) cellular telephone base stations; 

(b) two-way radio base stations; 

(c) broadcasting stations used for television, FM radio, AM radio and similar services; 

(d) point-to-point stations; 

(e) point-to-multipoint stations (excluding remote stations); and 

(f) radiolocation stations. 

This Standard is not however intended to apply to mobile, handheld, amateur, domestic 

radio equipment or equipment operated under Class Licences (Australia) or General User 

Radio Licences (New Zealand). 

1.3   REFERENCED AND RELATED DOCUMENTS 

1.3.1   Referenced documents 

The following documents are referred to in this Standard: 

AS/NZS  

1891 Industrial fall-arrest systems and devices—Safety belts and harnesses 

2210 Occupational protective footwear 
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AS/NZS  

5070 Siting and operation of radiocommunications facilities 

5070.1 Part 1:  General guidelines for fixed, mobile and broadcasting services 

independent of the operating frequency 

1.3.2   Related documents 

Attention is drawn to following related documents: 

AS/NZS  

1801 Occupational protective helmets 

ACIF Code C564:2004, Deployment of Mobile Phone Network Infrastructure 
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S E C T I O N  2    M A N A G E M E N T  

For general information regarding management of radiocommunications facilities for fixed, 

mobile and broadcasting services above 30 MHz refer to Section 2 of AS/NZS 5070.1:2007. 
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S E C T I O N  3    P L A N N I N G  A N D  D E S I G N  

3.1   GENERAL 

For general information regarding planning and design of radiocommunications facilities 

for fixed, mobile and broadcasting services above 30 MHz refer to Section 3 of 

AS/NZS 5070.1:2007. 

For information regarding mobile phone base station deployment requirements in Australia, 

refer to ACIF Code C564:2004, Deployment of Mobile Phone Network Infrastructure. ThE 

ACIF Code was introduced in response to calls for greater council and community 

involvement and more information when telecommunications facilities are installed 

3.2   PROPAGATION/COVERAGE 

Important considerations regarding the propagation of VHF, UHF and SHF signals 

applicable to selecting, planning and designing a site for fixed, mobile and broadcasting 

services, above 30 MHz are described in Appendix A 

Cellular mobile phone networks are primarily designed around two key factors. 

(a) Coverage—The geographical service area required.  

(b) Capacity—The number of telephone calls each base station/network can carry 

simultaneously. 

See Appendix D for detailed information about the requirements of base stations for cellular 

mobile phone systems.  

3.3   VHF, UHF AND SHF EQUIPMENT 

3.3.1   General 

Important considerations regarding VHF, UHF and SHF equipment applicable to designing 

a site for fixed, mobile, cellular and broadcasting services above 30 MHz are described in 

Appendices B and C 

3.3.2   Interference to Receivers 

To minimize receiver blocking, intermodulation and desensitisation problems on sites 

where there are transmitters present or nearby, consideration should be given to— 

(a) maximizing spatial isolation between transmitting and receiving antennas; 

(b) the use of bandpass filters for receivers; and 

(c) the use of a common receive antenna and a receiver multicoupler system. 

To minimize the transmission of noise in adjacent channels and the generation of 

extraneous signals, base stations should use purpose designed base station equipment rather 

than adapting a mobile transceiver to the task. However a modified mobile transceiver may 

be acceptable for use as a base station in circumstances where there are no other 

transmitters operating on the site or nearby.  

3.4   VHF, UHF AND SHF ANTENNA SYSTEMS 

3.4.1   General 

Important considerations regarding VHF, UHF and SHF antenna systems applicable to 

designing a site for fixed, mobile and broadcasting services, are described in Appendix C. 
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