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PREFACE 

This Standard was prepared by the Joint Standards AustralidStandards New Zealand Committee 
EV/8, Methods for Examination of Waters. This Standard is identical with and been reproduced 
from IS0 5667-6: 1990, Water quality-Sampling, Part 6: Guidance on sampling of rivers and 
streams. 

This is Part 6 in a series of Standards on the sampling of waters, waste waters, sediments and 
sludges. The objective of this series of Standards is to provide parties interested in monitoring and 
sampling with guidance, including guidance on the design of sampling programs, sampling 
techniques, preservation, handling and transport of samples for the purposes of process control, 
quality characterization, identification of sources of pollution, compliance with water quality 
guidelines or standards, and other activities. This Part of the series provides detailed principles to be 
applied to the sampling of rivers and streams. 
The term ‘informative’ has been used in this Standard to define the application of the annex to 
which it applies. An ‘informative’ annex is only for information and guidance. 
As this Standard is reproduced from an international Standard, the following applies: 
(a) Its number appears on the cover and title page while the International Standard number 

appears only on the cover. 
(b) In the source text, ‘this International Standard’ should read ‘this AustralianNew Zealand 

Standard’. 

(c) A full point substitutes for a comma when referring to a decimal marker. 
References to international Standards should be replaced by equivalent Australian, New Zealand or 
AustraiiadNew Zealand Standards, as follows: 
Reference to International Standard 

IS0 
555 

555-1 

555-2 
555-3 

748 

1070 

5667 
5667- 1 

5667-2 

5667-3 

Liquid flow measurement in open 
channels-Dilution methods for 
measurement of steady flow 
Part 1 : Constant-rate injection 
method 
Part 2: Integration method 
Part 3: Constant rate injection 
method and integration method using 
radioactive tracers 
Liquid flow measurement in open 
channels-Velocity-area methods 
Liquid flow measurement in open 
channels-Slope-area method 
Water quality - S ampling 
Part 1: Guidance on the design of 
sampling programmes 
Part 2: Guidance on sampling 
techniques 
Part 3: Guidance on the preservation 
and handling of samples 

Australian, New Zealand or AustraliadNew 
Zealand Standard 
ASINZS 
- 

5667 Water quality-Sampling 
5667.1 Pari 1: Guidance on the design of 

sampling programs, sampling 
techniques and the preservation and 
handling of samples 

Full document details: AS NZS 5667.6-1998 scan

http://www.avadocuments.com/doc/as-nzs-5667-6-1998-scan
http://www.avadocuments.com/doc/as-nzs-5667-6-1998-scan


iii 

I S 0  AS/NZS 
5667-4 Part 4: Guidance on sampling from 5667.4 Part 4: Guidance on sampling from 

6107-2 Water quality-Vocabulary-Part 2 - 
lakes, natural and man-made lakes, natural and man-made 

7828 Water quality-Methods of - 
biological sampling-Guidance on 
handnet sampling of aquatic benthic 
macro-invertebrates 

quantitative samplers for benthic 
macro-invertebrates on stony 
substrata in shallow freshwaters 

8265 Water quality-Design and use of - 

8363 Liquid flow measurement in open 
channels-General guidelines for the 
selection of methods 
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