
AS/NZS 60076.3:2017 
(Incorporating Amendment No. 1) 

Australian/New Zealand Standard™ 

Power transformers 

Part 3:  Insulation levels, dielectric tests 
and external clearances in air 
(IEC 60076-3:2013 (ED.3.0) MOD) 

A
S

/N
Z

S
 6

0
0

7
6

.3
:2

0
1

7
 

Full document details: AS NZS 60076.3-2017 (2020)

http://www.avadocuments.com/doc/as-nzs-60076-3-2017-2020
http://www.avadocuments.com/doc/as-nzs-60076-3-2017-2020


 

 

AS/NZS 60076.3:2017 
This Joint Australian/New Zealand Standard was prepared by Joint Technical 
Committee EL-008, Power Transformers. It was approved on behalf of the Council 
of Standards Australia on 9 August 2017 and by the New Zealand Standards 
Approval Board on 4 October 2017.  
This Standard was published on 31 October 2017. 

 

The following are represented on Committee EL-008: 
 

Australian Chamber of Commerce and Industry 
Australian Industry Group 
Australian Institute of Petroleum 
Electricity Engineers Association (New Zealand) 
Energy Networks Association 
Engineers Australia 
Rail Industry Safety and Standards Board 
 

 

Keeping Standards up-to-date 
Standards are living documents which reflect progress in science, technology and 
systems. To maintain their currency, all Standards are periodically reviewed, and 
new editions are published. Between editions, amendments may be issued. 
Standards may also be withdrawn. It is important that readers assure themselves 
they are using a current Standard, which should include any amendments which 
may have been published since the Standard was purchased. 
Detailed information about joint Australian/New Zealand Standards can be found by 
visiting the Standards Web Site at www.standards.org.au or Standards New Zealand 
web site at www.standards.govt.nz and looking up the relevant Standard in the on-
line catalogue. 
For more frequent listings or notification of revisions, amendments and 
withdrawals, Standards Australia and Standards New Zealand offer a number of 
update options. For information about these services, users should contact their 
respective national Standards organization. 
We also welcome suggestions for improvement in our Standards, and especially 
encourage readers to notify us immediately of any apparent inaccuracies or 
ambiguities. Please address your comments to the Chief Executive of Standards 
Australia or the New Zealand Standards Executive at the address shown on the back 
cover. 

 

This Standard was issued in draft form for comment as DR AS/NZS 60076.3:2017. 
 

Full document details: AS NZS 60076.3-2017 (2020)

http://www.avadocuments.com/doc/as-nzs-60076-3-2017-2020
http://www.avadocuments.com/doc/as-nzs-60076-3-2017-2020


AS/NZS 60076.3:2017 
(Incorporating Amendment No. 1) 

Australian/New Zealand Standard™ 

Power transformers 

Part 3:  Insulation levels, dielectric tests 
and external clearances in air 
(IEC 60076-3:2013 (ED.3.0) MOD) 

 

 

 COPYRIGHT 

© Standards Australia Limited 

© The Crown in right of New Zealand, administered by the New Zealand Standards Executive 

All rights are reserved. No part of this work may be reproduced or copied in any form or by
any means, electronic or mechanical, including photocopying, without the written
permission of the publisher, unless otherwise permitted under the Copyright Act 1968
(Australia) or the Copyright Act 1994 (New Zealand). 

ISBN 978 1 76035 929 4 

Originated in Australia as AS 2374.3.0—1982 and AS 2374.3.1—1992. 
Previous and first New Zealand edition AS/NZS 60076.3:2008. 
Second edition 2017. 
Reissued incorporating Amendment No. 1 (June 2020). 

Full document details: AS NZS 60076.3-2017 (2020)

http://www.avadocuments.com/doc/as-nzs-60076-3-2017-2020
http://www.avadocuments.com/doc/as-nzs-60076-3-2017-2020


PREFACE 

This Standard was prepared by the Joint Standards Australia/Standards New Zealand Committee 
EL-008, Power Transformers, to supersede AS/NZS 60076.3:2008, Power transformers, Part 3: 
Insulation levels, dielectric tests and external clearances in air (IEC 60076-3, Ed. 2 (2000) MOD). 

Amendment No. 1 to this Standard was prepared by the Joint Standards Australia/Standards New 
Zealand Committee EL-008, Power Transformers. 

This Standard incorporates Amendment No. 1 (June 2020). The changes required by the Amendment 
are indicated in the text by a marginal bar and amendment number against the clause, note, table, 
figure or part thereof affected. 

The objective of this Standard is to provide designers, suppliers, purchasers and users of oil-immersed 
power transformers with requirements for insulation levels, dielectric tests and minimum external 
clearances in air between live parts of bushings and to objects at earth potential. 

This Standard is an adoption with national modifications, and has been reproduced from, IEC 60076-
3:2013, Power transformers — Part 3: Insulation levels, dielectric tests and external clearances in air 
and its Amendment 1 (2018) which is added at the end of the source text. The modifications are 
additional requirements and are set out in Appendix ZZ, which has been added at the end of the 
source text. 

The variations described in Appendix ZZ form the Australian and New Zealand variations for the 
purpose of the IECEE CB Scheme for recognition of testing to standards for safety of electrical 
equipment. 

This Standard is structured as follows: 

(a) Preface.

(b) IEC 60076-3:2013 (ED.3.0) (unedited from the contents page to the final clause of the source
document).

(c) Appendix ZZ—Australian/New Zealand variations to the source document.

The variations listed in Appendix ZZ address issues including the following:

(i) Additional notes to clarify some requirements.

(ii) Clarification of the scope of testing for transformers of different voltage classes.

(iii) Addition of a final reduced voltage application during lightning impulse testing.

(iv) An additional reduced voltage test level for Um = 123 kV.

Major differences between the third edition of IEC 60076-3 compared with the previous edition are 
indicated in the IEC Foreword following the list of contents. 

As this Standard is reproduced from an International Standard, the following applies: 

(A) In the source text ‘this International Standard’ should read ‘this Australian/New Zealand
Standard’.

(B) A full point substitutes for a comma when referring to a decimal marker.

The terms ‘normative’ and ‘informative’ are used to define the application of the annex or appendix to 
which they apply. The ‘normative’ appendix is an integral part of this Standard, whereas the 
‘informative’ annexes are only for information and guidance. 

A1 

A1 
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INTERNATIONAL ELECTROTECHNICAL COMMISSION 
____________ 

 
POWER TRANSFORMERS –  

 
Part 3: Insulation levels, dielectric tests  

and external clearances in air 
 
 

FOREWORD 

1) The International Electrotechnical Commission (IEC) is a worldwide organization for standardization comprising 
all national electrotechnical committees (IEC National Committees). The object of IEC is to promote 
international co-operation on all questions concerning standardization in the electrical and electronic fields. To 
this end and in addition to other activities, IEC publishes International Standards, Technical Specifications, 
Technical Reports, Publicly Available Specifications (PAS) and Guides (hereafter referred to as “IEC 
Publication(s)”). Their preparation is entrusted to technical committees; any IEC National Committee interested 
in the subject dealt with may participate in this preparatory work. International, governmental and non-
governmental organizations liaising with the IEC also participate in this preparation. IEC collaborates closely 
with the International Organization for Standardization (ISO) in accordance with conditions determined by 
agreement between the two organizations. 

2) The formal decisions or agreements of IEC on technical matters express, as nearly as possible, an international 
consensus of opinion on the relevant subjects since each technical committee has representation from all 
interested IEC National Committees.  

3) IEC Publications have the form of recommendations for international use and are accepted by IEC National 
Committees in that sense. While all reasonable efforts are made to ensure that the technical content of IEC 
Publications is accurate, IEC cannot be held responsible for the way in which they are used or for any 
misinterpretation by any end user. 

4) In order to promote international uniformity, IEC National Committees undertake to apply IEC Publications 
transparently to the maximum extent possible in their national and regional publications. Any divergence 
between any IEC Publication and the corresponding national or regional publication shall be clearly indicated in 
the latter. 

5) IEC itself does not provide any attestation of conformity. Independent certification bodies provide conformity 
assessment services and, in some areas, access to IEC marks of conformity. IEC is not responsible for any 
services carried out by independent certification bodies. 

6) All users should ensure that they have the latest edition of this publication. 

7) No liability shall attach to IEC or its directors, employees, servants or agents including individual experts and 
members of its technical committees and IEC National Committees for any personal injury, property damage or 
other damage of any nature whatsoever, whether direct or indirect, or for costs (including legal fees) and 
expenses arising out of the publication, use of, or reliance upon, this IEC Publication or any other IEC 
Publications.  

8) Attention is drawn to the Normative references cited in this publication. Use of the referenced publications is 
indispensable for the correct application of this publication. 

9) Attention is drawn to the possibility that some of the elements of this IEC Publication may be the subject of 
patent rights. IEC shall not be held responsible for identifying any or all such patent rights. 

International Standard IEC 60076-3 has been prepared by IEC technical committee 14: Power 
transformers. 

This third edition of IEC 60076-3 cancels and replaces the second edition published in 2000, 
and constitutes a technical revision. The main changes from the previous edition are as follows: 

– Three categories of transformer are clearly identified together with the relevant test 
requirements, these are summarised in Table 1.  

– Switching impulse levels are defined for all Um > 72,5kV. 
– The procedure for Induced voltage tests with PD has been revised to ensure adequate 

phase to phase test voltages.  
– The AC withstand test has been redefined (LTAC instead of ACSD). 
– Induced voltage tests are now based on Ur rather than Um. 
– New requirements for impulse waveshape (k factor) have been introduced. 
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– Tables of test levels have been merged and aligned with IEC 60071-1:2010. 

– Additional test levels have been introduced for Um > 800kV.  
– A new Annex E has been introduced, which sets out the principles used in assigning the 

tests, test levels and clearances in air. 

The text of this standard is based on the following documents: 

FDIS Report on voting 

14/745/FDIS 14/749/RVD 

 
Full information on the voting for the approval of this standard can be found in the report on 
voting indicated in the above table. 

This publication has been drafted in accordance with the ISO/IEC Directives, Part 2. 

A list of all the parts in the IEC 60076 series, under the general title Power transformers, can 
be found on the IEC website. 

The committee has decided that the contents of this publication will remain unchanged until the 
stability date indicated on the IEC web site under "http://webstore.iec.ch" in the data related to 
the specific publication. At this date, the publication will be  

• reconfirmed, 
• withdrawn, 
• replaced by a revised edition, or 
• amended. 
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INTRODUCTION 

This part of IEC 60076 specifies the insulation requirements and the corresponding insulation 
tests with reference to specific windings and their terminals. It also recommends external 
clearances in air (Clause 16). 

The insulation levels and dielectric tests which are specified in this standard apply to the 
internal insulation only. Whilst it is reasonable that the rated withstand voltage values which are 
specified for the internal insulation of the transformer should also be taken as a reference for 
its external insulation, this may not be true in all cases. A failure of the non-self-restoring 
internal insulation is catastrophic and normally leads to the transformer being out of service for 
a long period, while an external flashover may involve only a short interruption of service 
without causing lasting damage. Therefore, it may be that, for increased safety, higher test 
voltages are specified by the purchaser for the internal insulation of the transformer than for 
the external insulation of other components in the system. When such a distinction is made, 
the external clearances should be adjusted to fully cover the internal insulation test 
requirements.  

Annex E sets out some of the principles used in assigning the tests, test levels and clearances 
in air to the transformer according to the highest voltage for equipment Um. 
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POWER TRANSFORMERS –  
 

Part 3: Insulation levels, dielectric tests  
and external clearances in air 

 
 
 

1 Scope 

This International Standard applies to power transformers as defined by and in the scope of 
IEC 60076-1. It gives details of the applicable dielectric tests and minimum dielectric test levels. 
Recommended minimum external clearances in air between live parts and between live parts 
and earth are given for use when these clearances are not specified by the purchaser. 

For categories of power transformers and reactors which have their own IEC standards, this 
standard is applicable only to the extent in which it is specifically called up by cross reference 
in the other standards. 

2 Normative references 

The following documents, in whole or in part, are normatively referenced in this document and 
are indispensable for its application. For dated references, only the edition cited applies. For 
undated references, the latest edition of the referenced document (including any amendments) 
applies. 

IEC 60050-421, International Electrotechnical Vocabulary (IEV) – Chapter 421: Power 
transformers and reactors 

IEC 60060-1, High-voltage test techniques – Part 1: General definitions and test requirements 

IEC 60060-2, High-voltage test techniques – Part 2: Measuring systems 

IEC 60071-1, Insulation co-ordination – Part 1: Definitions, principles and rules 

IEC 60076-1, Power transformers – Part 1: General 

IEC 60137, Insulated bushings for alternating voltages above 1 000 V 

IEC 60270, High-voltage test techniques – Partial discharge measurements 

3 Terms and definitions 

For the purposes of this document, the terms and definitions given in IEC 60076-1, IEC 60050-
421 and the following apply. 

3.1  
highest voltage for equipment applicable to a transformer winding 
Um  
highest r.m.s. phase-to-phase voltage in a three-phase system for which a transformer winding 
is designed in respect of its insulation 
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3.2  
rated voltage of a winding 
Ur 
voltage assigned to be applied, or developed at no-load, between the terminals of an untapped 
winding, or a tapped winding connected on the principal tapping, for a three-phase winding it is 
the voltage between line terminals 
Note 1 to entry: The rated voltages of all windings appear simultaneously at no-load when the voltage applied to 
one of them has its rated value. 

Note 2 to entry: For single-phase transformers intended to be connected in star to form a three-phase bank or to be 
connected between the line and the neutral of a three phase system, the rated voltage is indicated as the phase-to-

phase voltage, divided by 3 , for example 3/400  kV.  

Note 3 to entry: For single phase transformers intended to be connected between phases of a network, the rated 
voltage is indicated as the phase-to-phase voltage. 

Note 4 to entry: For the series winding of a three-phase series transformer, which is designed as an open winding, 
the rated voltage is indicated as if the windings were connected in star. 

[SOURCE: IEC 60076-1:2011, 3.4.3] 

3.3  
rated insulation level 
set of rated withstand voltages which characterise the dielectric strength of the insulation 

3.4  
rated withstand voltage 
value of the assigned test voltage applied in one of the standard dielectric tests that proves 
that the insulation complies with the assigned test voltage 

3.5  
uniform insulation of a transformer winding 
insulation of a transformer winding that has all its ends connected to terminals with the same 
rated insulation level 

3.6  
non-uniform insulation of a transformer winding 
insulation of a transformer winding when it has a neutral terminal end for direct or indirect 
connection to earth, and is designed with a lower insulation level than that assigned to the line 
terminal  

Note 1 to entry: Non-uniform insulation may also be termed graded insulation. 

4 General 

The insulation requirements for power transformers and the corresponding insulation tests are 
given with reference to specific windings and their terminals.  

For liquid-immersed or gas-filled transformers, the requirements apply to the internal insulation 
only. Any additional requirements or tests regarding external insulation which are deemed 
necessary shall be subject to agreement between manufacturer and purchaser. If the 
purchaser does not specify any particular requirements for external clearances then the 
provisions of Clause 16 shall apply. If the purchaser intends to make the connections to the 
transformer in a way which may reduce the clearances provided by the transformer alone, this 
should be indicated in the enquiry.  

Bushings shall be subject to separate type and routine tests according to IEC 60137 (including 
appropriate bushing test levels for the particular transformer test level), which verify their 
phase-to-earth insulation, external as well as internal. 
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When a transformer is specified for operation at an altitude higher than 1 000 m, clearances 
shall be designed accordingly. It may then be necessary to select bushings designed for higher 
insulation levels than otherwise required for operation at lower altitudes, see Clause 16 of this 
standard and IEC 60137. 

The manufacturer may shield the bushing terminals if necessary during the dielectric tests but 
any shielding of the earthed parts closest to the terminals shall form part of the transformer 
structure in-service except for shielding required only during partial discharge measurement. 

Bushings and tap-changers are specified, designed and tested in accordance with the relevant 
IEC standards. The dielectric tests on the complete transformer constitute a check on the 
correct application and installation of these components. In the case of tap-changers which 
according to IEC 60214-1 are not subjected to dielectric routine tests at the tap-changer 
manufacturer’s works then the tests performed according to this standard also serve as the 
only dielectric tests routinely performed on this component. 

The temperature of the insulation system shall not be less than 10 °C during the tests, but 
temperatures higher than those given in IEC 60076-1 may be used.  

The transformer shall be completely assembled as in service in respect of all elements that 
might influence the dielectric strength of the transformer. It is normally assumed that the 
insulating liquid or gas is not circulated during the tests and coolers do not need to be 
assembled. Any equipment designed to collect or detect free gas produced by faults in the 
insulation shall be installed and monitored during the tests. If free gas is detected during any 
test, the nature and cause of the gas shall be investigated and any further actions shall be 
agreed between purchaser and manufacturer.  

NOTE 1 External overvoltage protection devices such as surge arresters do not need to be assembled and 
bushing spark gaps can be removed or their spacing increased to avoid operation during the tests. 

NOTE 2 It is common practice for larger transformers for oil samples to be taken for dissolved gas analysis before 
and after dielectric tests. 

Liquid immersed transformers shall be tested with the same type (mineral, ester, silicone, etc.) 
and specification (with respect to the properties that might affect the test performance) of liquid 
that it will contain in service. 

NOTE 3 Some purchasers can require that the insulating liquid be circulated on OD cooled transformers during an 
IVPD test to detect the possibility of static electrification, but this is a very specific requirement and is not covered 
by this standard. 

Transformers for cable box connection or direct connection to metal-enclosed SF6 installations 
should be designed so that temporary connections can be made for dielectric tests, using 
temporary bushings, if necessary. By agreement between manufacturer and purchaser, the 
service liquid to SF6 bushings may be replaced by appropriate liquid to air bushings for test, in 
this case the design of the end of the bushing inside the transformer including the positions of 
the live parts and the clearances of the substitute bushings inside the transformer shall be the 
same (within the normal variation of dimensions of the bushing associated with manufacturing 
tolerances) as those of the in-service bushings. 

When the manufacturer intends to use non-linear elements (for example surge arresters or 
spark gaps), built into the transformer or tap-changer or externally fitted, for the limitation of  
overvoltage transients, this shall be brought to the purchaser's attention by the manufacturer at 
the tender and order stage and shall be indicated on the transformer rating plate circuit 
diagram.  

If any terminals of the transformer are to be left open when the transformer is energised in 
service then consideration needs to be given to the possibility of a transferred voltage 
occurring on the open terminals, see Annex B. During the lightning impulse tests all non-tested 
line and neutral terminals are normally connected to earth, see Clause 13. 
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5 Highest voltage for equipment and rated insulation level 

A value of highest voltage for equipment Um (see Clause 3) is assigned to both the line and 
neutral end of each winding, see IEC 60076-1.  

The rules for dielectric testing depend on the value of Um. When rules about tests for different 
windings in a transformer are in conflict, the rule for the winding with the highest Um value shall 
apply for the whole transformer. 

Series windings (for example found in autotransformers and phase shifting transformers) 
where the rated voltage of the winding is less than the rated voltage of the system, shall be 
assigned a value of Um corresponding to the rated voltage of the highest voltage system to 
which the winding is connected.  

Standardized values of Um are listed in Table 2. Unless otherwise specified, the value to be 
used for a transformer winding is the one equal to, or nearest above, the value of the rated 
voltage of the winding. 

NOTE 1 Single-phase transformers intended for connection in star to form a three-phase bank are designated by 

phase-to-phase rated voltage divided by 3 , for example 3/400  kV. The phase-to-phase value determines the 
choice of Um in this case, consequently, Um = 420 kV (see also IEC 60076-1). The same principle applies to single-
phase transformers intended for use in a single phase system in that the maximum phase to earth voltage is 

multiplied by 3  to obtain the equivalent Um in order to define the test voltages. 

NOTE 2 For transformer windings intended to be used for example in railway supply applications where two 
opposite phase to earth voltages are supplied, Um relates to the phase to phase voltage unless otherwise specified. 

NOTE 3 It might happen that certain tapping voltages are chosen slightly higher than a standardized value of Um, 
but the system to which the winding will be connected has a system highest voltage which stays within the standard 
value. The insulation requirements are to be coordinated with actual conditions, and therefore this standard value 
can be accepted as Um for the transformer, and not the nearest higher value. 

NOTE 4 In certain applications with very special conditions the specification of other combinations of withstand 
voltages can be justified. In such cases, general guidance should be obtained from IEC 60071-1. 

NOTE 5 In certain applications, delta-connected windings are earthed through one of the external terminals. In 
those applications, a higher withstand voltage with respect to the highest voltage for equipment Um can be required 
for this winding and would need to be agreed between manufacturer and purchaser. 

The highest voltage for equipment Um and the rated insulation level (the set of assigned rated 
withstand voltages) determine the dielectric characteristics of a transformer. These 
characteristics are verified by a set of dielectric tests, see Clause 7. 

The value of Um and the rated insulation level which are assigned to each winding of a 
transformer are part of the information to be supplied with an enquiry and with an order. If there 
is a winding with non-uniform insulation, the assigned Um and the rated insulation level of the 
neutral terminal may also be specified by the purchaser, see 7.4.  

The rated insulation level shall be characterised as follows: 

Um / SI / LI / LIC / AC with the associated values (see examples below) for the line terminals of 
each winding 

If the winding does not have an assigned SI or LIC withstand level then the abbreviation is 
omitted from the rating so for terminals without an assigned switching impulse withstand level 
or chopped wave lightning impulse withstand level and for neutral terminals the abbreviation 
would be: 

Um / LI / AC together with the associated values 
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If the neutral terminal of a winding has the same rated insulation level as the line terminal then 
the rated insulation level of the neutral does not need to be shown separately.  

The abbreviations here and in the examples below have the following meaning: 

SI  is the rated switching impulse withstand voltage level for the line terminals of the winding 
with the highest Um; 

LI  is the rated lightning impulse withstand voltage level for the terminal of each individual 
winding; 

LIC  is the rated lightning impulse withstand voltage level for the line terminals of each 
individual winding if a chopped wave lightning impulse test was performed; 

AC  is the highest rated AC withstand voltage level to earth designed for the terminals of each 
winding. 

NOTE 6 The AC is the value for which the transformer is designed, this is generally the highest AC voltage 
required to be achieved on test. 

HV high voltage; 
LV low voltage; 
MV medium voltage (intermediate voltage IEC 60076-1); 
N neutral. 

The rated withstand voltages for all windings shall appear on the rating plate. 

The principles of the standard abbreviated notation are shown in some examples below. 

EXAMPLE 1 

Transformer with a nominal rated voltage of 66 / 11 kV Um (HV) = 72,5 kV and Um (LV) = 12 kV, both uniformly 
insulated, Y connected, the rating plate would read: 

 HV Um  72,5 / LI 325 / AC 140 kV 

 LV Um 12 / LI  75 / AC 28 kV 

EXAMPLE 2 

Um (HV) line = 245 kV, Y connected (220 kV rated voltage); 

Um (HV) neutral = 52 kV; 

Um (MV) line = 72,5 kV, uniform insulation, Y connected (LIC not specified); 

Um (LV) line = 24 kV, D connected LIC not required. 

The rating plate would read: 

 HV Um 245 / SI 750 / LI 950 / LIC 1045 / AC 395 kV 

 HVN Um 52 / LI 250 / AC 95 kV 

 MV Um 72,5 / LI 325 / AC 140 kV 

 LV Um 24 / LI 125 / AC 50 kV 

6 Transformers with re-connectable windings 

Unless otherwise specified, windings which are specified to be capable of being connected in 
more than one configuration for service shall be tested in each configuration. 
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7 Dielectric tests 

7.1 Overview 

The dielectric capability of the transformer insulation is verified by dielectric tests. The 
following is a general explanation of the different tests. 

– Full wave lightning impulse test for the line terminals (LI), see 13.2 
 The test is intended to verify the capability of the transformer to withstand fast rise time 

transients in service typically associated with lightning strikes. The test verifies the 
withstand strength of the transformer under test, when the impulse is applied to its line 
terminals. The test contains high frequency voltage components and produces non-uniform 
stresses in the winding under test different to those for an alternating voltage test.  

– Chopped wave lightning impulse test for the line terminals (LIC), see 13.3 
As well as covering the intention of the LI test, this test is intended to verify the capability of 
the transformer to withstand some high frequency phenomena that may occur in service. 
For this test the lightning impulse test includes both full wave impulses and impulses 
chopped on the tail to produce a very high rate of change of voltage. The chopped wave 
test voltage impulse has a higher peak value and contains higher frequency components 
than the full wave impulse. 

NOTE 1 According to this standard the LIC test is specified for each winding separately. For example, if a 
routine LIC test is required by this standard on the highest voltage winding this would not lead automatically to 
LIC tests being required on other winding(s) with Um ≤ 170 kV unless LIC tests are specified specifically for 
these windings by the purchaser.   

– Lightning impulse test for the neutral terminal (LIN), see 13.4 
 The test is intended to verify the impulse withstand voltage of the neutral terminal and it’s 

connected winding(s) to earth and other windings, and along the winding(s) under test. 

– Switching impulse test for the line terminal (SI), see Clause 14 
 The test is intended to verify the capability of the transformer to withstand slow rise time 

transient voltages typically associated with switching operations in service. The test verifies 
the switching impulse withstand strength of the line terminals and the connected winding(s) 
to earth and other windings. The test also verifies the withstand strength between phases 
and along the winding(s) under test. This is a single-phase test. The voltage is inductively 
distributed through all windings of the transformer, line terminals are open circuit for the 
test and the line terminals of the tested phase experience a voltage during the test 
approximately determined by the transformer turns ratio.  

 The voltage distribution in the tested phase is similar to that experienced during an induced 
voltage withstand test. 

– Applied voltage test (AV), see Clause 10 
 The test is intended to verify the alternating voltage withstand strength of the line and 

neutral terminals and their connected windings to earth and other windings. The voltage is 
applied to all the terminals of a winding, including the neutral, simultaneously so there is no 
turn-to-turn voltage. 

– Line terminal AC withstand voltage test (LTAC), see Clause 12 
 The test is intended to verify the alternating voltage (AC) withstand strength of each line 

terminal to earth. During the test, voltage appears at one or more of the line terminals. The 
test allows the line terminals of a transformer with non-uniform insulation to be tested at the 
applied voltage test level applicable to the line terminals. 

– Induced voltage withstand test (IVW), see 11.2 
 The test is intended to verify the alternating voltage withstand strength of each line terminal 

and its connected winding(s) to earth and other windings, along the winding(s) under test 
and the withstand strength between phases. The test is performed with the transformer 
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connected as for service. During the test, symmetrical voltages appear at all the line 
terminals and between turns, with no voltage at the neutral. The test is performed with a 
three phase voltage on three phase transformers.   

– Induced voltage test with PD measurement (IVPD), see 11.3 
 This test is intended to verify that the transformer will be free of harmful partial discharges 

under normal operating conditions. The test voltage is applied in the same way as the 
voltage that the transformer will experience in service. During the test, symmetrical 
voltages appear at all the line terminals and between turns, with no voltage at the neutral. 
The test is performed with a three phase voltage on three phase transformers.  

– Auxiliary wiring insulation test (AuxW), see Clause 9 
 This test verifies the insulation of the auxiliary wiring of the transformer that is not 

connected to the windings. 

– Lightning impulses applied to two or more terminals simultaneously (LIMT), 
see 13.1.4.3 
This test verifies that the transformer can withstand the internal voltage rises that may occur 
if two or more terminals are subjected to a lightning impulse simultaneously. The test is only 
applicable to some special types of transformer with either a series winding that may be 
shorted in service (for example some phase shifting transformers with an on-load bypass) or 
where impulses on two or more terminals may occur simultaneously in service.  
NOTE 2 This test is also referred to as a ‘double-ended lightning impulse test’.  

7.2 Test requirements 

7.2.1 General 

The requirements for dielectric tests, both the required tests and the test voltage levels, 
depend on the highest voltage for equipment Um for the highest voltage winding of the 
particular transformer. The required tests are summarised in Table 1 and specific requirements 
are given in 7.3. 

NOTE Lightning impulses applied to two or more line terminals simultaneously is a special test for only a few 
special types of transformer irrespective of Um and is not included in the table for clarity. 

Any additional tests above the requirements of this standard and the test voltage levels shall be 
specified by the purchaser at the time of enquiry and order since they may affect the 
transformer design (see Annex C). 

Reference shall be made to IEC 60060-1 for details of the tests. Where tolerances on test 
parameters and values are not specifically given in this standard then the values given in 
IEC 60060-1 shall be used. 
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Table 1 – Requirements and tests for different categories of windings 

 Um ≤ 72,5 kV 72,5 kV < Um ≤ 170 kV Um > 170 kV 

Insulation Uniform Uniform Non-uniform Uniform and 
non-uniform 

Full wave lightning impulse test 
for the line terminals (LI)  Type Routine Routine Not applicable 

(included in LIC) 

Chopped wave lightning impulse 
test for the line terminals (LIC) Special Special Special Routine 

Lightning impulse test for the 
neutral terminals (LIN) Special Special Special Special 

Switching impulse test for the 
line terminal (SI) Not applicable  Special Special  Routine 

Applied voltage test (AV) Routine Routine  Routine  Routine 

Induced voltage withstand test 
(IVW) Routine Routine Routine Not applicable 

Induced voltage test with PD 
measurement (IVPD)  Speciala Routinea Routinea Routine 

Line terminal AC withstand 
voltage test (LTAC) Not applicable Special Routineb Special 

Auxiliary wiring insulation test 
(AuxW) Routine Routine Routine Routine 

a The requirements of the IVW test can be incorporated in the IVPD test so that only one test is required.  

b The LTAC test for this category of transformers can be replaced by a switching impulse test by agreement 
between manufacturer and purchaser. 

 

7.2.2 Test voltage levels 

Levels of standard test voltages, identified by the highest voltage for equipment Um of a 
winding are given in Table 2. The choice between the different levels of test voltages in these 
tables depends on the severity of overvoltage conditions to be expected in the system and on 
the importance of the particular installation. Guidance may be obtained from IEC 60071-1.  

All test voltages are phase to earth. 

The lowest values given in Table 2 for a particular value of Um represent the minimum test 
voltage levels and shall be used if nothing else is specified. In general the values given in each 
row in Table 2 are co-ordinated. If only a lightning impulse voltage level is specified then the 
other values on the same row shall be used. The purchaser may specify any value higher than 
the minimum for the particular Um for each test, preferably standard values for coordination, 
but not necessarily the values from a single row in Table 2. If higher levels are specified this 
shall be stated in the enquiry and order. 

If, under special circumstances, the minimum levels given in Table 2 are considered too high 
by the purchaser then the values in Table 3 may be used. The values in Table 3 may only be 
used if special precautions have been taken to avoid overvoltage conditions beyond the 
capability of the transformer and either extensive studies have been completed or the values 
used represent proven existing practice applicable to the installation. 

NOTE Certain installation conditions, particularly where energisation of the transformer is from the remote end of 
a cable or a long overhead line, can lead to severe exposure to overvoltages which might be frequent and repetitive. 
In such cases, higher test voltages, lightning impulse, switching impulse and other tests on individual units could be 
agreed between manufacturer and purchaser. For example a winding with a Um < 1,1 kV might be tested at the 
values appropriate to a winding with a Um of 3,6 kV. The specific voltage-time characteristic of the overvoltage is an 
important consideration when deciding the type and level of the test required to assure satisfactory operation. 

In particular, failures have been reported at Um = 36 kV and below where the transformer is energised/de-energised 
by a vacuum type circuit breaker from the remote end of a cable because a resonant condition might exist causing 

AS/NZS 60076.3:2017 14

COPYRIGHT

Full document details: AS NZS 60076.3-2017 (2020)

http://www.avadocuments.com/doc/as-nzs-60076-3-2017-2020
http://www.avadocuments.com/doc/as-nzs-60076-3-2017-2020


60076-3 © IEC:2013 – 15 – 

 

re-ignitions and repetitive transients. In certain cases increasing the insulation level might not be sufficient and 
other methods such as the installation of a snubber circuit could be considered. Further information is contained in 
IEEE C57.142:2010 and CIGRE report 12-14. 

Table 2 – Test voltage levels (1 of 2) 

Highest 
Voltage for 
equipment 

winding 

Um  

kV 

Full Wave  
Lightning Impulse 

 

 
(LI) 

kV 

Chopped Wave 
Lightning Impulse 

 

 
(LIC) 

kV 

Switching impulse 
 
 

 
(SI) 

kV 

Applied voltage or 
line terminal AC 

withstand 
 

(AV) (LTAC) 

kV 

<1,1 – – – 3 

3,6 
20 22 – 10 

40 44 – 10 

7,2 
60 66 – 20 

75a 83a – 20 

12 

75 83 – 28 

95 105 – 28 

110a 121a – 34a 

17,5 
95 105 – 38 

125a 138a – 38 

24 

125 138 – 50 

145 160 – 50 

150a 165a – 50 

36 
170 187 – 70 

200a 220a – 70 

52 250 275 – 95 

72,5 
325 358 – 140 

350a 385a – 140 

100 450 495 375a 185 

123 550 605 460a 230 

145 
550 605 460a 230 

650 715 540a 275 

170 
650 715 540a 275 

750 825 620a 325 

245 

850 935 700a 360 

950 1 045 750a 395 

1 050 1 155 850a 460 

300 
950 1 045 750 395 

1 050 1 155 850 460 

362 
1 050 1 155 850 460 

1 175 1 290 950 510 

420 

1 175 1 290 950 510 

1 300 1 430 1 050 570 

1 425 1 570 1 175a 630 

 

Table 2 (2 of 2) 
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Highest 
Voltage for 
equipment 

winding 

Um  

kV 

Full Wave  
Lightning Impulse 

 

 
(LI) 

kV 

Chopped Wave 
Lightning Impulse 

 

 
(LIC) 

kV 

Switching impulse 
 
 

 
(SI) 

kV 

Applied voltage or 
line terminal AC 

withstand 
 

(AV) (LTAC) 

kV 

550 

1 300 1 430 1 050 570 

1 425 1 570 1 175 630 

1 550 1 705 1 300a 680 

1 675a 1 845a 1 390a – 

800 

1 800 1 980 1 425 – 

1 950 2 145 1 550 – 

2 050a 2 255a 1 700a – 

2 100 2 310 1 675a – 

1 100 
1 950 2 145 1 425 – 

2 250 2 475 1 800 – 

1 200 2 250 2 475 1 800 – 
a  These values are not given in IEC 60071-1:2011 for the particular value of Um but are included either 

because they represent common practice in some parts of the world or for some switching impulse levels, 
because they represent a co-ordinated value for a particular value of lightning impulse level. 

Table 3 – Test voltage levels used in special cases 

Highest 
Voltage for 
equipment 

winding 

Um  

kV 

Full Wave Lightning 
Impulse 

 

 
(LI) 

kV 

Chopped Wave 
Lightning Impulse 

 

 
(LIC) 

kV 

Switching impulse 
 
 

 
(SI) 

kV 

Applied voltage or 
line terminal AC 

withstand 

 
(AV) (LTAC) 

kV 

7,2 40 44 - 20 

12 60 66 - 28 

17,5 75 83 - 38 

24 95 105 - 50 

36 145 160 - 70 

60a 280a 308a 230a 115a 

123b 450b 495b 375a 185b 

170 b 550b 605b 460a  230b 

245 
650b  715b 550a 275b 

750b 825b 620a 325b 

300 850 935 750 395 

362 950 1 045 850 395 

420 1 050 1 155 850 460 

550 1 175 1 290 950 510 
a  These values are not given in IEC 60071-1:2011 for the particular value of Um but are included because they 

represent existing practice in some parts of the world. 
b  these values require special consideration, refer to IEC 60071-1:2011 

 

AS/NZS 60076.3:2017 16

COPYRIGHT

Full document details: AS NZS 60076.3-2017 (2020)

http://www.avadocuments.com/doc/as-nzs-60076-3-2017-2020
http://www.avadocuments.com/doc/as-nzs-60076-3-2017-2020


60076-3 © IEC:2013 – 17 – 

 

7.2.3 Test sequence 

The tests shall be performed in the sequence given below: 

a) lightning impulse tests (LI, LIC, LIN, LIMT); 
b) switching impulse (SI); 
c) applied voltage test (AV); 
d) line terminal AC withstand test (LTAC); 
e) induced voltage withstand test (IVW); 
f) induced voltage test with partial discharge measurement (IVPD). 

NOTE This is a comprehensive list, not all these tests will be applicable to a particular transformer. 

By agreement between the manufacturer and purchaser, the switching impulse test may be 
performed before the lightning impulse test. 

If an IVPD test is to be performed then by agreement between the manufacturer and purchaser, 
the test sequence may be varied except that the IVPD test shall be the last dielectric test.  

7.3 Test requirements for specific transformers 

7.3.1 Tests for transformers with Um ≤ 72,5 kV 

7.3.1.1 Routine tests 
a) Applied voltage test (AV) 

An applied voltage test shall be performed according to the method given in Clause 10 on 
each separate winding of the transformer. Test voltages are given in Table 2. 

NOTE Transformers with Um ≤ 72,5 kV are expected to have uniform winding insulation to satisfy this test. 

b) Induced voltage withstand test (IVW) 
An induced voltage withstand test shall be performed according to the method given in 11.2 
with a (phase to earth) test voltage of 3)r(2 U× . If agreed by the purchaser this test may 

be substituted by an IVPD test with an enhancement voltage of 3)r(2 U× see 7.3.1.3 a). 

7.3.1.2 Type tests 
Full wave lightning impulse test (LI) 
A full wave lightning impulse test shall be carried out on the line terminals using the method 
given in 13.1 and 13.2. Test voltages are given in Table 2. 

7.3.1.3 Special tests 
a) Induced voltage test with partial discharge measurement (IVPD) 

If specified by the purchaser, a test shall be carried out according to the method given in 
11.3, with an enhancement (phase to earth) voltage level of 3)r(1,8 U×  and a PD 

measurement voltage of 3)r(1,58 U× . Alternative higher voltage levels may be used if 

specified by the purchaser. In particular an enhancement voltage of 3)m3( U×  and a PD 

measurement voltage of 3)m(1,5 U×  may be used if higher. 

If an enhancement voltage level of 3)r(2 U×  is used this test can substitute for the routine 
induced voltage withstand test.  
A shorter duration at the PD measurement voltage may be agreed between manufacturer 
and purchaser, a duration of 5 min is recommended.  

b) Chopped wave lightning impulse test (LIC) 
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