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STANDARDS AUSTRALIA/STANDARDS NEW ZEALAND 

Amendment No. 1 
to 

AS/NZS 60076.3:2017 
Power transformers, Part 3: Insulation levels, dielectric tests and external clearances 

in air (IEC 60076-3:2013 (ED.3.0) MOD) 

CORRECTION 

The 2017 edition of AS/NZS 60076.3 is amended as follows; the amendments should be inserted in the 
appropriate places. 

SUMMARY: This Amendment applies to the Preface and IEC 60076-3:2013/AMD 1:2018. 

Published on 5 June 2020. 

Approved for publication in New Zealand by the New Zealand Standards Approval Board on 6 May 2020. 

Preface 

1 After first paragraph, add the following: 

Amendment No. 1 to this Standard was prepared by the Joint Standards 
Australia/Standards New Zealand Committee EL-008, Power Transformers. 

2 Delete third paragraph, and replace with the following: 

This Standard is an adoption with national modifications, and has been reproduced 
from, IEC 60076-3:2013, Power transformers — Part 3: Insulation levels, dielectric 
tests and external clearances in air and its Amendment 1 (2018) which is added at the 
end of the source text. The modifications are additional requirements and are set out in 
Appendix ZZ, which has been added at the end of the source text. 

IEC 60076-3:2013/AMD 1:2018 

After Bibliography, add the following Amendment 1 (2018): 
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Table 1 – Requirements and tests for different categories of transformers based 
on the Um of the highest voltage winding 

7.3.3.1 Routine tests 

Replace the existing item a) and its text by the following new item a) and new text: 

a) Chopped wave lightning impulse test (LIC)
A chopped wave lightning impulse test shall be carried out on all line terminals with a
Um > 170 kV using the method given in Clause 13. A lightning impulse test (LI) shall be
carried out on all line terminals with Um ≤ 170 kV using the method given in Clause 13.
Test voltages are given in Table 2. If required by the purchaser in the contract, LIC tests
shall additionally be carried out on line terminals with Um ≤ 170 kV.

12 Line terminal AC withstand test (LTAC) 

This correction applies to the French language only. 

C.1 General

Replace the first sentence of the second paragraph by the following new sentence: 

It is recommended that test connections and procedures should be discussed at the time of 
placing the order or at the design review stage, particularly with regard to the connection for 
induced withstand voltage tests on complicated transformers with non-uniformly insulated 
high-voltage windings and the method to be used for impulse tests on high-power low-voltage 
windings and neutral terminals (see 13.1.4). 

E.4 Clearances

Replace in the first paragraph of this clause "≤ 750 kV" by "< 850 kV". 

___________ 

 AMENDMENT 1 

7.1 Overview 

Delete the existing Note 1 and delete the "2" of Note 2. 

Table 1 – Requirements and tests for different categories of windings 

Replace the existing title of this table by the following new title: 
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