AS/NZS 60079.11/Amdt 1/2013-04-24

STANDARDS AUSTRALIA/STANDARDS NEW ZEALAND

Amendment No. 1
to
AS/NZS 60079.11:2011
Explosive atmospheres
Part 11: Equipment protection by intrinsic safety ‘i’

CORRECTION

The 2011 edition of AS/NZS 60079.11 is amended as follows; the amendments should be inserted in the
appropriate places.

SUMMARY: This Amendment applies to the cover, the Preface and Corrigendum 1. Corrigendum 1 is identical
with and reproduced from Corrigendum 1 (2012) to IEC 60079-1, Ed.6.0 (2011).

Published on 24 April 2013.
Approved for publication in New Zealand on behalf of the Standards Council of New Zealand on 4 April 2013.

AMDT Cover
No. 1

;\é’llg Add the following under the designation ‘IEC 60079-1, Ed.6.0 (2011)’:

IEC 60079-1, Ed.6.0 (2011)/Cor.1 (2012)

AMDT Preface
No. 1

?()Pllg Add the following at the end of the third paragraph:

, and its Corrigendum 1 (2012), which is added at the end of the source text.

AMDT Corrigendum 1
No. 1

%’1[; Add the following Corrigendum at the end of the source text:
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CORRIGENDUM 1

Table 1 — Applicability of specific clauses of IEC 60079-0

Replace existing row 26.4.4 by the following new row:

26.4.4

26.4.4 Acceptance criteria Applies Applies

Excluded except
when 6.1.2.3a)
is applied

Accessed by MONASH UNIVERSITY LIBRARY on 13 Jun 2015 (Document currency not guaranteed when printed)

Replace the eighth footnote by the following new footnote:

Figure 1 — Separation of intrinsically safe and non-intrinsically safe terminals

Replace the drawing in Figure 1b by the following drawing:
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8.2.3 Transformer construction

Replace the existing fourth paragraph by the following new paragraph:
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Table 3 — Temperature classification of tracks on printed circuit boards (in a maximum
ambient temperature of 40 °C)

At terminations of components dissipating 0,25 W or more either normally or under fault conditions, and for
1,00 mm along the conductor, either multiply the track width by 3 or divide the maximum current specified by 2.
Additionally, if the track goes under the component, apply the factor specified for tracks passing under components
dissipating 0,25W or more.
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