2102:1°02°6.009 SZN/SV

Full document details: AS NZS 60079.20.1-2012

AS/NZS 60079.20.1:2012
IEC 60079-20-1, Ed. 1.0 (2010)

Australian/New Zealand Standard™

Explosive atmospheres

Part 20.1: Material characteristics for
gas and vapour classification—Test
methods and data

NEW ZEALAND

AAAAAAAAAAAAAAA

,,/“\\\;
STAN I,Z)/ARD&V Y, STANDARDS

k
\
AN
Documents

Document Sharing Hub


http://www.avadocuments.com/doc/as-nzs-60079-20-1-2012
http://www.avadocuments.com/doc/as-nzs-60079-20-1-2012

AS/NZS 60079.20.1:2012

This Joint Australian/New Zealand Standard was prepared by Joint Technical
Committee MS-011, Classification of Hazardous Areas. It was approved on behalf
of the Council of Standards Australia on 14 February 2012 and on behalf of the
Council of Standards New Zealand on 31 January 2012.

This Standard was published on 29 February 2012.

The following are represented on Committee MS-011:

Auckland Regional Chamber of Commerce

Australian Chamber of Commerce and Industry

Australian Industry Group

Australian Institute of Petroleum

Australian Paint Manufacturers Federation

Australian Petroleum Production and Exploration Association
Bureau of Steel Manufacturers of Australia

Department of Employment, Economic Development and Innovation, QId
Department of Labour New Zealand

Electrical Contractors Association of New Zealand

Energy Networks Association

Engineers Australia

Environmental Protection Authority New Zealand

Gas Association of New Zealand

Institute of Electrical Inspectors

Institute of Instrumentation, Control and Automation, Australia
LPG Australia

Ministry of Economic Development, New Zealand

National Electrical and Communications Association

New Zealand Oil Refining Companies

Responsible Care New Zealand

Royal Australian Chemical Institute

The Aviation and Marine Engineers Association

WorkCover New South Wales

WorkSafe Victoria

Keeping Standards up-to-date

Standards are living documents which reflect progress in science, technology and
systems. To maintain their currency, all Standards are periodically reviewed, and
new editions are published. Between editions, amendments may be issued.
Standards may also be withdrawn. It is important that readers assure themselves
they are using a current Standard, which should include any amendments which
may have been published since the Standard was purchased.

Detailed information about joint Australian/New Zealand Standards can be found by
visiting the Standards Web Shop at www.saiglobal.com.au or Standards New
Zealand web site at www.standards.co.nz and looking up the relevant Standard in
the on-line catalogue.

For more frequent listings or notification of revisions, amendments and
withdrawals, Standards Australia and Standards New Zealand offer a number of
update options. For information about these services, users should contact their
respective national Standards organization.

We also welcome suggestions for improvement in our Standards, and especially
encourage readers to notify us immediately of any apparent inaccuracies or
ambiguities. Please address your comments to the Chief Executive of either
Standards Australia or Standards New Zealand at the address shown on the back
cover.

This Standard was issued in draft form for comment as DR AS/NZS 60079.20.1.
Documents

Document Sharing Hub

Full document details: AS NZS 60079.20.1-2012


http://www.avadocuments.com/doc/as-nzs-60079-20-1-2012
http://www.avadocuments.com/doc/as-nzs-60079-20-1-2012

AS/NZS 60079.20.1:2012

Australian/New Zealand Standard™

Explosive atmospheres

Part 20.1: Material characteristics for
gas and vapour classification—Test
methods and data

Originated in part as AS/NZS 60079.1.1:2002, AS/NZS 60079.4:2000,
AS/NZS 60079.12:2000 and AS/NZS 60079.20:2000.
Revised, amalgamated and redesignated AS/NZS 60079.20.1:2012.

COPYRIGHT

© Standards Australia Limited/Standards New Zealand

All rights are reserved. No part of this work may be reproduced or copied in any form or by
any means, electronic or mechanical, including photocopying, without the written

permission of the publisher, unless otherwise permitted under the Copyright Act 1968
(Australia) or the Copyright Act 1994 (New Zealand).

Jointly published by SAl Global Limited under licence from Standards Australia Limited,
GPO Box 476, Sydney, NSW 2001 and by Standards New ZealarB Private Bag 2439,

Wellington 6140 ocuments

Document Sharing Hub
ISBN 978 1 74342 045 ¢,

Full document details: AS NZS 60079.20.1-2012


http://www.avadocuments.com/doc/as-nzs-60079-20-1-2012
http://www.avadocuments.com/doc/as-nzs-60079-20-1-2012

PREFACE

This Standard was prepared by the Joint Standards Australia/Standards New Zealand Committee
MS-011, Classification of Hazardous Areas.

This Standard forms the first edition of AS/NZS 60079.20.1 and it is intended to replace
AS/NZS 60079.1.1:2002, Electrical apparatus for explosive gas atmospheres—Flameproof enclosures
‘d’—Method of test for ascertainment of maximum experimental safe gap, AS/NZS 60079.4:2000
Electrical apparatus for explosive gas atmospheres—Method of test for ignition temperature,
AS/NZS 60079.12:2000, Electrical apparatus for explosive gas atmospheres—Classification of
mixtures of gases or vapours with air according to their maximum experimental safe gaps and
minimum igniting currents, AS/NZS 60079.20:2000, Electrical apparatus for explosive gas
atmospheres—Data for flammable gases and vapours, relating to the use of electrical apparatus, and
its Amendment 1.

The objective of this Standard is to provide guidance on classification of gases and vapours. It
describes a test method intended for the measurement of the maximum experimental safe gaps
(MESG) for gas or vapour-air mixtures under normal conditions of temperature and pressure so as to
permit the selection of an appropriate group of equipment. It describes also a test method intended for
use in the determination of the auto-ignition temperature of a chemically pure vapour or gas in air at
atmospheric pressure.

The tabulated values of chemical and engineering properties of substances are provided to assist
engineers in their selection of equipment to be used in hazardous areas.

This Standard is identical with, and has been reproduced from IEC 60079-20-1, Ed.1.0 (2010),

Explosive atmospheres—Part 20-1: Material characteristics for gas and vapour classification—Test
methods and data.

As this Standard is reproduced from an International Standard, the following applies:

(a) Its number appears on the cover and title page while the International Standard number appears
only on the cover.

(b) In the source text ‘this part of IEC 60079’ should read ‘this Australian/New Zealand Standard’.
(c) A full point substitutes for a comma when referring to a decimal marker.

References to International Standards should be replaced by references to Australian or
Australian/New Zealand Standards, as follows:

Reference to International Standard Australian/New Zealand Standard

IEC AS/NZS

60079 Explosive atmospheres 60079 Explosive atmospheres

60079-11 Part 11: Equipment protection by 60079.11 Part 11: Equipment protection by

nen
1

intrinsic safety intrinsic safety ‘i’
60079-14 Part 14: Electrical installations design, 60079.14 Part 14: Electrical installations design,
selection and erection selection and erection

The terms ‘normative’ and ‘informative’ have been used in this Standard to define the application of
the annex to which they apply. A ‘normative’ annex is an integral part of a Standard, whereas an
‘informative’ annex is only for information and guidance.
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6

AUSTRALIAN/NEW ZEALAND STANDARD

Explosive atmospheres

Part 20.1:
Material characteristics for gas and vapour classification—Test methods
and data

1 Scope

This part of IEC 60079 provides guidance on classification of gases and vapours. It describes
a test method intended for the measurement of the maximum experimental safe gaps (MESG)
for gas- or vapour-air mixtures under normal conditions of temperature?! and pressure so as to
permit the selection of an appropriate group of equipment. The method does not take into
account the possible effects of obstacles on the safe gaps2. This standard describes also a
test method intended for use in the determination of the auto-ignition temperature of a
chemically pure vapour or gas in air at atmospheric pressure.

The tabulated values of chemical and engineering properties of substances are provided to
assist engineers in their selection of equipment to be used in hazardous areas. It is hoped to
publish further data from time to time, as the results of tests made in several countries
become available.

The scope of these data has been selected with particular reference to the use of equipment
in hazardous areas, and notice has been taken of standard measurement methods.

NOTE 1 The data in this standard have been taken from a number of references which are given in the
bibliography.

NOTE 2 Some variations in the data may appear when references are compared, but usually the discrepancy is
sufficiently small to be of no importance in the selection of equipment.

2 Normative references

The following referenced documents are indispensable for the application of this document.
For dated references, only the edition cited applies. For undated references, the latest edition
of the referenced document (including any amendments) applies.

IEC 60079-11, Explosive atmospheres — Part 11: Equipment protection by intrinsic safety "i"

IEC 60079-14, Explosive atmospheres — Part 14: Electrical installations design, selection and
erection

3 Terms and definitions

For the purposes of this document, the following terms and definitions apply.

1 An exception is made for substances with vapour pressures which are too low to permit mixtures of the required
concentrations to be prepared at normal ambient temperatures. For these substances, a temperature 5 K above that
needed to give the necessary vapour pressure or 50 K above the flash point is used.

2 The design of the test apparatus for safe gap determination, other than that used for selecting the appropriate group of
enclosure for a particular gas, may need to be different to the one described in this standard. For example, the volume of
the enclosure, flange width, gas concentrations and the distance between the flanges and any external wall or obstruction
may have to be varied. As the design depends on the particular investigation which is to be undertaken, it is impracticable to
recommend specific design requirements, but for most applications the general principles and precautions indi i
clauses of this standard will still apply. %Erjments
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NOTE For the definitions of any other terms, particularly those of a more general nature, reference should be
made to IEC 60050(426) or other appropriate parts of the IEV (International Electrotechnical Vocabulary).

3.1

ignition by hot surface (auto-ignition)

a reaction in the test flask described in 7.2.2 which is evidenced by a clearly perceptible flame
and/or explosion, and for which the ignition delay time does not exceed 5 min

3.2
ignition delay time
the period of time between the introduction of the ignition source and the actual ignition

3.3

auto-ignition temperature

AIT

lowest temperature (of a hot surface) at which under specified test conditions an ignition of a
flammable gas or vapour in mixture with air or air/inert gas occurs

3.4

maximum experimental safe gap

MESG

maximum gap between the two parts of the interior chamber which, under the test conditions
specified below, prevents ignition of the external gas mixture through a 25 mm long flame
path when the internal mixture is ignited, for all concentrations of the tested gas or vapour in
air

3.5

minimum igniting current

MIC

minimum current in resistive or inductive circuits that causes the ignition of the explosive test
mixture in the spark-test apparatus according to IEC 60079-11

4 Classification of gases and vapours

4.1 General

Gases and vapours can be classified according to the group or sub-group of equipment
required for use in the particular gas or vapour atmosphere.

The general principles used to establish the lists of gases and vapours in the table of Annex B
are given below.

4.2 Classification according to the maximum experimental safe gaps (MESG)

Gases and vapours may be classified according to their maximum experimental safe gaps
(MESQG) into the groups I, IIA, IIB and IIC.

NOTE The standard method for determining MESG should be the vessel described in 6.2, but where
determinations have been undertaken only in an 8 | spherical vessel with ignition close to the flange gap these can
be accepted provisionally.

The groups for equipment for explosive gas atmospheres are:

Group I: equipment for mines susceptible to firedamp.

Group II: equipment for places with an explosive gas atmosphere other than mines
susceptible to firedamp.

Group Il equipment is subdivided and, for the purpose of classification of gases and vapours,

the MESG limits are: Documents
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Group llA: MESG = 0,9 mm.
Group IIB: 0,5 mm < MESG < 0,9 mm.

Group IIC: MESG < 0,5 mm.
NOTE 1 For gases and highly volatile liquids the MESG is determined at 20 °C.
NOTE 2 If it was necessary to do the MESG determination at temperatures higher than ambient temperature a

temperature 5 K above that needed to give the necessary vapour pressure or 50 K above the flash point is used
and this value of MESG is given in the table and the classification of the equipment group is based on this result.

4.3 Classification according to the minimum igniting currents (MIC)

Gases and vapours may be classified according to the ratio of their minimum igniting currents
(MIC) with the ignition current of laboratory methane. The standard method of determining
MIC ratios shall be with the apparatus described in IEC 60079-11, but where determinations
have been undertaken in other apparatus these can be accepted provisionally.

Group Il equipment is subdivided and, for the purpose of classification of gases and vapours,
the MIC ratios are:

Group lIA: MIC > 0,8.
Group IIB: 0,45 <MIC £0,8.
Group IIC: MIC < 0,45.

4.4 Classification according to MESG and MIC

For most gases and vapours, it is sufficient to make only one determination of either MESG or
MIC ratio to classify the gas or vapour.

One determination is adequate when:

Group llA: MESG > 0,9 mm, or MIC > 0,9.
Group IIB: 0,55 mm < MESG <£0,9 mm, or 0,5 <MIC <£0,8.
Group IIC: MESG < 0,55 mm, or MIC < 0,5.

Determination of both the MESG and MIC ratio is required when:

for I1A: 0,8 < MIC £ 0,9 need to confirm by MESG,
for I1B: 0,45 < MIC £ 0,5 need to confirm by MESG,
for IIC: 0,5 < MESG < 0,55 need to confirm by MIC.

4.5 Classification according to a similarity of chemical structure

When a gas or vapour is a member of an homologous series of compounds, the classification
of the gas or vapour can provisionally be inferred from the data of the other members of the
series with lower molecular weights. However, it is best to run the test if it is possible.

4.6 Classification of mixtures of gases

Mixtures of gases should generally be allocated to a group only after a special determination
of MESG or MIC ratio. One method to estimate the group is to determine the MESG of the
mixture by applying a form of Le Chéatelier relationship:
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MESGmix =

This method should not be applied to mixtures and/or streams that have:

a) acetylene or its equivalent hazard;
b) oxygen or other strong oxidizer as one of the components;

c) large concentrations (over 5 %) of carbon monoxide. Because unrealistically high MESG
values may result, caution should be exercised with two component mixtures where one of
the components is an inert, such as nitrogen.

For mixtures containing an inert such as nitrogen in concentrations less than 5 % by volume,
use an MESG of infinity. For mixtures containing an inert such as nitrogen in concentrations
5 % and greater by volume, use an MESG of 2.

An alternate method that includes stoichiometric ratios is presented in the paper by Brandes
and Redeker.

5 Data for flammable gases and vapours, relating to the use of equipment

51 Determination of the properties
51.1 General

The compounds listed in this standard are in accordance with Clause 4, or have physical
properties similar to those of other compounds in that list.

5.1.2 Equipment group

The groups are the result of MESG or MIC ratio determination except where there is no value
listed for MESG or MIC ratio. For these, the group is based on chemical similarity (see
Clause 4).

NOTE |If it was necessary to do the MESG determination at temperatures higher than ambient temperature a
temperature 5 K above that needed to give the necessary vapour pressure or 50 K above the Flash Point is used
and this value of MESG is given in the table of Annex B and the classification of the equipment group is based on
this result.

513 Flammable limits

Determinations have been made by a number of different methods, but the preferred method
is with a low energy ignition at the bottom of a vertical tube. The values (in percentage by
volume and mass per volume) are listed in the table of Annex B.

If the flash point is high, the compound does not form a flammable vapour air/mixture at
normal ambient temperature. Where flammability data are presented for such compounds the
determinations have been made at a temperature sufficiently elevated to allow the vapour to
form a flammable mixture with air.

5.1.4 Flash point FP

The value given in the table of Annex B is the “closed cup” measurement. When this data was
not available the “open cup” value is quoted. The symbol < (less than), indicates that the flash
point is below the value (in degree Celsius) stated, this probably being the limit of the
apparatus used.
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5.1.5 Temperature class

The temperature class of a gas or vapour is given according IEC 60079-14 in the following
table:

Table 1 — Classification of temperature class and range of auto-ignition temperatures

Range of auto-ignition temperature
Temperature class (AIT)
°C
T1 > 450
T2 300 < AIT < 450
T3 200 < AIT < 300
T4 135 < AIT < 200
TS 100 < AIT < 135
6 85 < AIT < 100

5.1.6 Minimum igniting current (MIC)

The apparatus for the determination of minimum igniting current is defined in IEC 60079-11.
The test apparatus shall be operated in a 24 V d.c. circuit containing a (95 = 5) mH air-cored
coil. The current in this circuit is varied until ignition of the most easily ignited concentration of
the specific gas or vapour in air is obtained.

5.1.7  Auto-ignition temperature

The value of auto-ignition temperature depends on the method of testing. The preferred
method and data obtained is given in Clause 7 and in Annex B.

If the compound is not included in these data, the data obtained in similar apparatus, such as
the apparatus described by ASTM International standard (ASTM E659), is listed 3.

5.2 Properties of particular gases and vapours
5.2.1 Coke oven gas

Coke oven gas is a mixture of hydrogen, carbon monoxide and methane. If the sum of the
concentrations (vol %) of hydrogen and carbon monoxide is less than 75 % of the total,
flameproof equipment of Group IIB is recommended, otherwise equipment of Group IIC is
recommended.

5.2.2 Ethyl nitrite

The auto-ignition temperature of ethyl nitrite is 95 °C, above which the gas suffers explosive
decomposition.

NOTE Ethyl nitrite should not be confused with its isomer, nitroethane.
5.2.3 MESG of carbon monoxide

The MESG for carbon monoxide relates to a mixture with air saturated with moisture at normal
ambient temperature. This determination indicates the use of Group |IB equipment in the
presence of carbon monoxide. A larger MESG may be observed with less moisture. The
lowest MESG (0,65 mm) is observed for a mixture of CO/H,O near 7: molar ratio. Small

3 Results from using the apparatus described in ASTM D2155 (now replaced by ASTM E659) were reported by C.J. Hilado
and S.W. Clark. The apparatus is similar to the one used by Zabetakis. If there is no determination by either the IEC
apparatus, nor similar apparatus, the lowest value obtained in other apparatus is listed. A more comprehengie_list of
for auto ignition temperature, with the reference to sources, is given by Hilado and Clark. ﬂﬁ&uments
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quantities of hydrocarbon in the carbon monoxide/air mixture have a similar effect in reducing
the MESG so that Group IIB equipment is required.

5.24 Methane, Group IIA

Industrial methane, such as natural gas, is classified as Group IlIA, provided it does not
contain more than 25 % (V/V) of hydrogen. A mixture of methane with other compounds from
Group IlA, in any proportion is classified as Group IlA.

6 Method of test for the maximum experimental safe gap

6.1 Outline of method

The interior and exterior chambers of the test apparatus are filled with a known mixture of the
gas or vapour in air, under normal conditions of temperature4 and pressure (20 °C, 100 kPa)
and with the circumferential gap between the two chambers accurately adjusted to the
desired value. The internal mixture is ignited and the flame propagation, if any, is observed
through the windows in the external chamber. The maximum experimental safe gap for the
gas or vapour is determined by adjusting the gap in small steps to find the maximum value
of gap which prevents ignition of the external mixture, for any concentration of the gas or
vapour in air.

6.2 Test apparatus
6.2.1 General

The apparatus is described in the following subclauses and is shown schematically in
Figure 1 It is also possible to use an automatic set-up when it is proven that the same results
are obtained as with a manual apparatus.

s

+

€ IEC 001/10

Key

interior spherical chamber inlet of mixture

exterior cylindrical enclosure observation windows

e
f

adjustable part g spark electrode
h
i

o O T o

outlet of mixture lower gap plate, fixed
upper gap plate, adjustable

Figure 1 — Test apparatus

4 An exception is made for substances with vapour pressures which are too low to permit mixtures of the required
concentrations to be prepared at normal ambient temperatures. For these substances, a temperature t
needed to give the necessary vapour pressure or 50 K above the flash point is used. ﬁd%\ﬁ ments

Document Sharing Hub
COPYRIGHT

Full document details: AS NZS 60079.20.1-2012


http://www.avadocuments.com/doc/as-nzs-60079-20-1-2012
http://www.avadocuments.com/doc/as-nzs-60079-20-1-2012

12

6.2.2 Mechanical strength

The whole apparatus is constructed to withstand a maximum pressure of 1 500 kPa without
significant expansion of the gap, so that no such expansion of the gap will occur during an
explosion.

6.2.3 Interior chamber

The interior chamber "a" is a sphere with a volume measuring 20 cm3.

6.2.4 Exterior chamber

The exterior cylindrical enclosure "b" has a diameter of 200 mm and a height of 75 mm.

6.2.5 Gap adjustment

The two parts "i" and "h" of the internal chamber are so arranged that an adjustable 25 mm
gap can be set up between the plane parallel faces of the opposing rims. The exact width of
the gap can be adjusted by means of the micrometer (part "c").

6.2.6 Injection of mixture

The internal chamber is filled with the gas-air or vapour-air mixture through an inlet ("e"). The
exterior chamber is filled with the mixture via the gap. The inlet and outlet should be protected
by flame arresters.

6.2.7 Source of ignition

The electrodes "g" shall be mounted in such a way that the spark path is perpendicular to the
plane of the joint and should be symmetrically placed on both sides of the plane.

6.2.8 Materials of test apparatus

The main parts of the test apparatus, and in particular the walls and flanges of the inner
chamber and the electrodes of the spark-gap, are normally of stainless steel. Other materials
may have to be used with some gases or vapours, however, in order to avoid corrosion or
other chemical affects. Light alloys should not be used for the spark-gap electrodes.

6.3 Procedure
6.3.1 Preparation of gas mixtures

As the consistency of the mixture concentration, for a particular test series, has a pronounced
effect on the dispersion of the test results, it has to be carefully controlled. The flow of the
mixture through the chamber is therefore maintained until the inlet and outlet concentrations
are the same, or a method of equivalent reliability must be used.

The moisture content of the air used for the preparation of the mixture should not exceed
0,2 % by volume (10 % relative humidity).

6.3.2 Temperature and pressure

The tests are made at an ambient temperature of (20 = 5) °C, except where otherwise
permitteds. The pressure within the test apparatus is adjusted to (1 + 0,01) kPa.

5 An exception is made for substances with vapour pressures which are too low to permit mixtures of the required
concentrations to be prepared at normal ambient temperatures. For these substances, a temperature 5
needed to give the necessary vapour pressure or 50 K above the flash point is used. Dﬁetﬁqﬁents
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6.3.3 Gap adjustment

The gap is first reduced to a very small value and examined to ensure that the flanges are
parallel. The zero setting of the gap is checked but the value of torque applied should be low
(e.g. a force of about 102 N applied at the circumference of the micrometer head).

6.3.4 Ignition

The internal mixture is ignited by an electrical spark with a voltage of approximately 15 kV.

6.3.5 Observation of the ignition process

Ignition of the internal mixture is confirmed by observation through the gap when the test is
made. If no internal ignition occurs, the test is invalid. Ignition of the mixture in the external
chamber is taken to occur when the whole volume of the chamber is seen to be filled by the
flame of the explosion.

6.4 Determination of maximum experimental safe gap (MESG)
6.4.1 Preliminary tests

With a defined mixture of the combustible vapour or gas with air, two ignition tests are carried
out on a number of gaps, at 0,02 mm intervals, covering the range from a safe gap to an
unsafe gap. From the results, the highest gap, gg, at which there is 0 % probability of ignition,
and the lowest gap, g4q9, giving 100 % probability of ignition, are determined.

The test series is repeated with a range of mixture concentrations, and the variation of the
gap gg and g4gg are obtained. The most dangerous mixture is that for which these values are
a minimum.

6.4.2 Confirmatory tests

The results are confirmed by repeating the tests, with 10 explosion tests for each step of gap
adjustment, at a number of concentrations in the neighbourhood of the most dangerous
mixture found in the preliminary series. The minimum values of g, and g9, are then
determined.

6.4.3 Reproducibility of maximum experimental safe gaps

The highest acceptable difference between the values of (gg) obtained from different test

series is 0,04 mm.

min

If all values are within this range, the tabulated value of MESG will be equal to (gg)min, Where
(9100)min — (90)min is the smallest. For most substances, this difference will lie within one step
of gap adjustment, i.e. within 0,02 mm.

If the difference between the values of (gg)nin taken from different test series exceeds
0,04 mm, the laboratories concerned should repeat their tests after confirming that the test
apparatus is able to reproduce the tabulated value for hydrogen.

6.4.4 Tabulated values

The values of the MESG, the difference (g100)min — (90)min @nd the most igniting concentration
determined in 6.4.1 are tabulated below in Annex B.

The value of the MESG is used to determine the group. The value (9190)min — (90)min iNdicates
the accuracy of the tabulated value of the MESG.

Documents

Document Sharing Hub
COPYRIGHT

Full document details: AS NZS 60079.20.1-2012


http://www.avadocuments.com/doc/as-nzs-60079-20-1-2012
http://www.avadocuments.com/doc/as-nzs-60079-20-1-2012

14

6.5 Verification of the MESG determination method

This verification procedure shall be used for a new apparatus as well as for checking the
performance of existing apparatus. Existing apparatuses shall be checked at least every
12 months or whenever parts of the apparatus have been changed or renewed. For a new
apparatus carry out experiments according to the instructions given in 6.3 with all the
substances listed in Table 2. When renewing the test vessel it is in general sufficient to carry
out the check test with methane and hydrogen.

Verification will be confirmed if the values obtained do not deviate more than = 0,02 mm from
the values given in Table 2. The values are valid for an ambient temperature of (20 + 2) °C
and an ambient pressure of (1,013 £ 0,02) kPa.

If the results obtained by the test apparatus meet the required verification performance,
record this fact in a permanent report.

Table 2 — Values for verification of the apparatus

Flammable concentration range MESG Purity of

substance vol% mm substances
Methane 8,0 - 10,0 1,16 5.5
Propane 3,5-4,5 0,90 2.5
Hydrogen 29,0 - 31,0 0,30 5.0

If the results obtained by the test apparatus do not meet the required verification
performance, check the apparatus, especially the plane parallelism of the faces of the inner
volume. The parallel offset of the faces has to be less than 0,01 mm for distances between
0,3 mm and 1,5 mm. If appropriate verify again.

7 Method of test for auto-ignition temperature

7.1 Outline of method

A known volume of the product to be tested is injected into a heated open 200 ml Erlenmeyer
flask containing air. The contents of the flask are observed in a darkened room until ignition
occurs. The test is repeated with different flask temperatures and different sample volumes.
The lowest flask temperature at which ignition occurs is taken to be the auto-ignition
temperature of the product in air at atmospheric pressure.

7.2 Apparatus
7.21 General

Historically there haven been used two apparatus, the IEC apparatus described in A.1 and the
DIN apparatus described in A.2. The difference is that the IEC apparatus has an additional
heater at the neck of the flask. Normally there is no impact on the test results. The principle of
the test apparatus is described in the following subclauses. It is also possible to use an
automatic set-up.

7.2.2 Test flask

The test flask shall be a 200 ml Erlenmeyer flask of borosilicate glass. A chemically clean
flask shall be used for tests on each product and for the final series of tests.
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Where the auto-ignition temperature of the test sample exceeds the softening point of a
borosilicate glass flask, or where the sample would cause deterioration of such a flask, i.e. by
chemical attack, a quartz or metal flask may be used, provided this is declared in the test
report.

7.2.3 Furnace

The test flask shall be heated in an adequately uniform manner by a hot-air furnace.
Examples of furnaces suitable for this purpose are described in Annex A to this standard.

The test flask shall be deemed to be adequately uniformly heated and the position or
positions selected for temperature measurement shall be deemed to be satisfactory if the
measured auto-ignition temperatures of n-heptane, ethylene and acetone agree with the
specified values within the tolerances given in 7.5, when the test procedure of this standard is
followed. The samples used for these checks shall have a purity of not less than 99,9 %.

7.24 Thermocouples

One or more calibrated thermocouples of 0,8 mm maximum diameter shall be used to
determine the flask temperature. The thermocouple(s) shall be positioned at selected points
on the flask (see 7.2.3) and in intimate contact with its external surface.

7.2.5 Sampling syringes or pipettes
Liquid samples shall be introduced into the flask by means of either :

a) a 0,25 ml or 1 ml hypodermic syringe equipped with a stainless steel needle of 0,15 mm
maximum bore diameter, and calibrated in units not greater than 0,01 ml;

b) a calibrated 1 ml pipette allowing 1 ml of distilled water at room temperature to be
discharged in 35 to 40 droplets.

Gaseous samples shall be introduced by means of a 200 ml gas-tight calibrated glass syringe
fitted with a three-way stopcock and connecting tubes.

NOTE Precaution against flash-back should be taken. One method which has been used is illustrated
diagrammatically in Figure 10.

7.2.6 Timer

A timer subdivided in one-second intervals shall be used to determine the auto ignition delay
time.

7.2.7 Mirror

It is recommended that a mirror should be suitably positioned approximately 250 mm above
the flask to permit convenient observation of the interior of the flask.

7.3 Procedure

The temperature of the furnace shall first be adjusted to give the flask the desired uniform
temperature.

7.3.1 Sample injection

When testing samples with boiling points at or near room temperature care shall be taken to
maintain the temperature of the sample injection system at a value which will ensure that no
change of state occurs before the sample is injected into the test flask.
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7.311 Liquid samples

The required volume of the sample to be tested shall be injected into the test flask with the
hypodermic syringe or pipette as appropriate. The sample shall be injected as droplets into
the centre of the flask, as quickly as possible, so that the operation is completed in 2 s. The
syringe or pipette shall then be quickly withdrawn. Care shall be taken to avoid wetting the
walls of the flask during injection.

7.3.1.2 Gaseous samples

Gaseous samples shall be injected by first filling the gas-tight syringe and its associated
tubes, making certain by repeated flushing that the system is completely filled with the gas to
be tested. The required volume shall then be injected into the test flask at a rate of about
25 ml per second, keeping the rate of injection as constant as possible. The filling tube shall
then be quickly withdrawn from the flask.

7.3.1.3 Initial sample volume

Suitable sample volumes for the initial tests are 0,07 ml for liquid samples and 20 ml for
gaseous samples.

7.3.2 Observations

The timer shall be started as soon as the sample has been completely injected into the test
flask and stopped immediately when a flame is observed. The temperature and auto-ignition
delay time shall be recorded. If no flame is observed, the timer shall be stopped after 5 min
and the test discontinued.

7.3.3 Subsequent tests

The tests shall be repeated at different temperatures and with different sample volumes until
the minimum value of the auto-ignition temperature is obtained. Between each test the flask
shall be flushed completely with clean dry air. After flushing, a sufficient time interval shall be
allowed to ensure that the flask temperature is stabilized at the desired test temperature
before the next sample is injected. The final tests shall be made in temperature steps of 2 K
until the lowest temperature at which auto-ignition occurs has been obtained.

7.34 Confirmatory tests

The final tests shall be repeated five times.

7.4 Auto-ignition temperature

The lowest temperature at which auto-ignition occurs in the tests described in 7.3 shall be
recorded as the auto-ignition temperature, provided that the results satisfy the validity
requirements of 7.5. The corresponding auto ignition delay time and the barometric pressure
shall be recorded.

7.5 Validity of results
7.51 Repeatability

Results of repeated tests obtained by the same operator and fixture shall be considered
suspect if they differ by more than 2 %.

7.5.2 Reproducibility

The averages of results obtained in different laboratories shall be considered suspect if they
differ by more than 5 %.
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NOTE The tolerances stated above for repeatability and reproducibility are tentative values pending the
accumulation of more information.

7.6 Data

A record shall be kept of the name, source and physical properties of the product, test
number, date of test, ambient temperature, pressure, quantity of sample used, auto-ignition
temperature and auto-ignition delay time.

7.7 Verification of the auto-ignition temperature determination method

This verification procedure shall be used for a new apparatus as well as for checking the
performance of existing apparatus. Existing apparatus have to be checked at least every
12 months or whenever parts of the apparatus have been changed or renewed. For a new
apparatus carry out experiments according to the instructions given in 7.3 of this standard
with all the substances listed in Table 3, starting the tests at the given starting temperature.
When renewing the test vessel it is in general sufficient to carry out the check test with only
one of the substances chosen according to the temperature range expected. The purity of the
substances ethylene and acetone expressed by mol fraction shall be 99,8 % or better, that
one of n-heptane shall be 99,3 % or better.

The values given in Table 3 are the respective mean values of the lowest temperatures
reached by interlaboratoy tests.

Verification will be confirmed if the values obtained for the lowest temperature for ignition do
not deviate more than £1,5 % from the values given in Table 3. The values are valid for an
ambient temperature of (20 £ 2) °C and an ambient pressure of (1,013 + 0,02) kPa.

Table 3 — Values for verification of the apparatus

I;Ijlg;lt‘r;ankg: Starting temperature temlr::ast:?;dfclf:viv::ittion
°c °c
Acetone 534 539
Ethylene 455 436
n-Heptane 240 221

If the results obtained by the test apparatus meet the required verification performance,
record this fact in a permanent report.

If the results obtained by the test apparatus do not meet the required verification
performance, check the test vessel and the hot-air oven. If appropriate change the test vessel
and verify again.
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Annex A
(normative)

Furnaces of test apparatus for the tests
of auto-ignition temperature

Furnaces constructed in accordance with Clauses A.1 and A.2 below are suitable for the tests
described in Clause 7.

A.1 The furnace is shown schematically in Figure A.1 to Figure A.5.

It consists of a refractory cylinder, 127 mm in internal diameter and 127 mm long,
circumferentially wound with a 1 200 W electric heater uniformly spaced along its length; a
suitable refractory insulating material and retaining shell; a cover ring and flask guide ring
made from a board of refractory material; a 300 W neck heater and a 300 W base heater.

Three thermocouples are used, positioned 25 mm and 50 mm below the bottom of the neck
heater, and under the base of the flask near its centre.

The temperature measured by each of the thermocouples can be adjusted to within =1 °C of
the desired test temperature by the use of independently variable controls for each of the
three heaters.

A.2 The furnace is shown schematically in Figure A.6 to Figure A.8. It consists of a
resistance-heated furnace of approximately 1300 W, maximum heating current 6 A.

The heating wire, diameter 1,2 mm, length 35,8 m, of (Cr/Al 30/5) alloy is circumferentially
wound round the full length of a ceramic cylinder, with a turn spacing of 1,2 mm. The heater is
fixed in position with high temperature mastic and enclosed by a thermally insulating layer of
aluminium oxide powder 20 mm thick. A stainless steel cylinder is inserted in the ceramic
body with the smallest possible clearance. The lid, covering the whole furnace, is also of
stainless steel and holds the flask within the furnace. For this purpose, the lid consists of a
top disk, a split insulating gasket and a split lower disk. The neck of the flask is fitted into the
lid with heat insulating packing and is held by the segments of the split gasket and the lower
disk, which are squeezed against it and fixed to the top disk by means of two ring nuts.

The heater may be operated on a.c. or d.c. with appropriate means of voltage control. The
maximum heating current of about 6 A should be used to attain the temperature required for
the preliminary tests. If an automatic temperature control system is used, the heating and
cooling periods should be of equal length and if possible only a part of the heater current
should be so controlled.

Measurement thermocouples are positioned on the outer-surface of the wall of the flask,
25 mm = 2 mm from its base, and at the centre of the under-surface of the base.
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Dimensions in millimetres
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Dimensions in millimetres
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Figure A.2 — Section A-A (flask omitted)
Dimensions in millimetres

Dotted line indicates
~"method of wiring

Grooves cut approx.

1,5 mm wide, 1,5 mm deep

on outside diameter of disk.
Nickel-chrome wire,

length approx. 2,5 m, diameter 0,4 mm

124 '
— st~ |

12,7T
:

IEC 004/10

Figure A.3 — Base heater (board made of refractory material)
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Dimensions in millimetres
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Figure A.4 — Flask guide ring (board made of refractory material)

Documents

Document Sharing Hub
COPYRIGHT

Full document details: AS NZS 60079.20.1-2012


http://www.avadocuments.com/doc/as-nzs-60079-20-1-2012
http://www.avadocuments.com/doc/as-nzs-60079-20-1-2012

22

Dimensions in millimetres
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Figure A.5 — Neck heater (board made of refractory material)
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Dimensions in millimetres
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Dimensions in millimetres
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Figure A.7 — Lid of steel cylinder
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