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Keeping Standards up-to-date

Standards are living documents which reflect progress in science, technology and
systems. To maintain their currency, all Standards are periodically reviewed, and
new editions are published. Between editions, amendments may be issued.
Standards may also be withdrawn. It is important that readers assure themselves
they are using a current Standard, which should include any amendments which
may have been published since the Standard was purchased.

Detailed information about joint Australian/New Zealand Standards can be found by
visiting the Standards Web Shop at www.saiglobal.com.au or Standards New
Zealand web site at www.standards.co.nz and looking up the relevant Standard in
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For more frequent listings or notification of revisions, amendments and
withdrawals, Standards Australia and Standards New Zealand offer a number of
update options. For information about these services, users should contact their
respective national Standards organization.

We also welcome suggestions for improvement in our Standards, and especially
encourage readers to notify us immediately of any apparent inaccuracies or
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PREFACE

This Standard was prepared by the Joint Standards Australia/Standards New Zealand Committee EL-
014, Explosive Atmospheres.

The objective of this Standard is to establish the specific requirements for design, construction and
performance testing of electrical equipment for open path detection of flammable gases and vapours.
It is complementary to AS/NZS 60079.29.1, which applies to the other detection techniques available
for this purpose. It is intended to be read in conjunction with AS/NZS 60079.0 for its electrical
protection.

This Standard is identical with, and has been reproduced from, IEC 60079-29-4 Ed.1.0 (2009),
Explosive atmospheres, Part 29-4: Gas detectors—Performance requirements of open path detectors
for flammable gases.

As this Standard is reproduced from an international standard, the following applies:

(a) Its number appears on the cover and title page while the international standard number appears
only on the cover.

(b) In the source text ‘this part of IEC 60079-29° should read ‘this part of AS/NZS 60079.29°.
(c) A full point substitutes for a comma when referring to a decimal marker.

References to International Standards should be replaced by references to Australian or
Australian/New Zealand Standards, as follows:

Reference to International Standard Australian/New Zealand Standard

IEC AS/NZS

60079 Explosive atmospheres 60079 Explosive atmospheres

60079-0 Part 0: Equipment—General 60079.0 Part 0: Equipment—General
requirements requirements

60079-29-1 Part 29-1: Gas detectors— 60079.29.1 Part 29.1: Gas detectors—Performance
Performance requirements of requirements of detectors for flammable
detectors for flammable gases gases

Only normative references that have been adopted as Australian or Australian/New Zealand Standards
have been listed.

It should be noted that many other parts of IEC 60079 are now published as identically-numbered
parts of AS/NZS 60079. The latter should be referenced when necessary.

The term ‘informative’ has been used in this Standard to define the application of the annex to which
it applies. An ‘informative’ annex is only for information and guidance.
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AUSTRALIAN/NEW ZEALAND STANDARD

Explosive atmospheres

Part 29.4:
Gas detectors—Performance requirements of open path detectors for
flammable gases

1 Scope

This part of IEC 60079-29 specifies performance requirements of equipment for the detection
and measuring of flammable gases or vapours in ambient air by measuring the spectral
absorption by the gases or vapours over extended optical paths, ranging typically from one
metre to a few kilometres.

Such equipment measures the integral concentration of the absorbing gas over the optical
path in units such as LFL metre for flammable gases.

NOTE 1 Actual values of concentration can be deduced only where it can be established that the concentration is
uniform over the optical path, for example in very short optical paths (<100 mm). In such cases, the equipment is
within the scope of IEC 60079-29-1.

NOTE 2 This standard is based upon present absorption techniques using infrared radiation. Other techniques
and applications may require additional test considerations (e.g. pressure test).

Equipment falling within the scope of this standard is classified by the following types:
Type 1: an optical transmitter and receiver, located at either end of a path through the

atmosphere to be monitored.

Type 2: an optical transceiver (i.e. combined transmitter and receiver) and a suitable
reflector, which may be a topographic feature or a retroreflector, located at either end of a
path through the atmosphere to be monitored.

This standard is also applicable when an equipment manufacturer makes any claims
regarding any special features of construction or superior performance that exceed the
minimum requirements of this standard. All such claims shall be verified and the test
procedures should be extended or supplemented, where necessary, to verify the claimed
performance. The additional tests shall be agreed between the manufacturer and the test
laboratory and identified and described in the test report.

This standard does not apply to any of following:

a) equipment intended to provide range resolution of gas concentration (e.g. Light direction
and ranging (LIDARY));

b) equipment consisting of a passive optical receiver without a dedicated optical source;

c) equipment intended to measure the local volumetric concentration of gas (point sensors);

d) equipment intended for the detection of dusts or mists in air;

e) equipment for cross stack monitoring;

f) equipment intended for the detection of explosives; and

g) equipment intended only for the identification of individual gas or vapour components,
(e.g. Fourier transform infrared spectroscopy (FTIR)).

This standard is applicable to equipment which is intended for use in hazardous or non-
hazardous areas, or both. Equipment for use in hazardous areas is also required to have

explosion protection (see 4.1.1). Documents
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This standard applies to portable, transportable and fixed equipment intended for commercial
and industrial applications.

NOTE 3 This standard is intended to provide for the supply of equipment giving a level of performance suitable for
general purpose applications. However, for specific applications a prospective purchaser or an appropriate
authority may additionally require equipment to be submitted for particular tests or approval. Such tests or approval
are regarded as additional to and separate from the provisions of the standards referred to above.

2 Normative references

The following referenced documents are indispensable for the application of this document.
For undated references, the latest edition of the referenced document (including any
amendments) applies.

IEC 60079 (all parts), Explosive atmospheres
IEC 60079-0, Explosive atmospheres — Part 0: Equipment — General requirements

IEC 60079-29-1, Explosive atmospheres — Part 29-1: Gas detectors — Performance
requirements of detectors for flammable gases

IEC 60825-1, Safety of laser products — Part 1: Equipment classification and requirements

IEC 61000-4-1, Electromagnetic compatibility (EMC) — Part 4-1: Testing and measurement
techniques — Overview of IEC 61000-4 series

IEC 61000-4-3, Electromagnetic compatibility (EMC) — Part 4-3: Testing and measurement
techniques — Radiated, radio-frequency, electromagnetic field immunity test

3 Terms and definitions

For the purposes of this document, the terms and definitions given in IEC 60079-0 as well as
IEC 60079-29-1 and the following apply.

NOTE Additional definitions applicable to explosive atmospheres can be found in IEC 60050-426.
31 Equipment

3.11

alarm only equipment

equipment which generates an alarm signal but does not have a meter or output giving a
measure of the integral concentration

3.1.2
fixed equipment
equipment fastened to a support, or otherwise secured in a specific location

313
transportable equipment
equipment not intended to be carried by a person nor intended for fixed installation

3.1.4
portable equipment
equipment intended to be carried by a person

NOTE Typically portable equipment will be used as a spot-reading equipment.
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3.2 Alarms

3.21

alarm set point

fixed or adjustable setting of the equipment that is intended to pre-set the value of integral
concentration at which the equipment will automatically initiate an indication, alarm, or other
output function

3.2.2

alarm signal

audible, visual, electronic or other signal generated by the equipment when an integral
concentration of gas in excess of a preset value is detected

3.2.3
latching alarm
alarm which, once activated, requires a deliberate action to deactivate it

3.3 Signals and indications

3.3.1

fault signal

audible, visual, or other type of output which provides, directly or indirectly, a warning or
indication that the equipment is defective

3.3.2

beam blocked signal

audible, visual or other type of output which provides, directly or indirectly, a warning or
indication that the optical path is obscured or that the signal detected is too weak to enable
the equipment to function normally

3.3.3

inhibition signal

audible, visual, or other type of output which provides, directly or indirectly, a warning or
indication that normal operation has been suspended

3.34
indicating devices
means for displaying values or states in analogue or digital form

3.3.5
special state
state of the equipment other than those in which monitoring of gas concentration takes place

NOTE For example warm-up, calibration mode or fault condition
3.4 Gaseous atmospheres

3.41
ambient air
atmosphere in the area being monitored by the equipment

3.4.2

clean air

air which is free from gases or vapours (flammable, toxic or environmentally harmful gases) to
which the equipment is sensitive or which influence the performance of the equipment
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3.4.3

flammable atmosphere

mixture with air, under normal atmospheric conditions, of flammable materials in the form of
gas, vapour or mist, in which, after ignition, combustion spreads throughout the unconsumed
mixture

NOTE 1 This definition specifically excludes dusts and fibres in suspension in air. Mists, though included in the
definition, are not covered by this standard.

NOTE 2 Although a mixture which has a concentration above the upper explosive limit is not a flammable
atmosphere, there is a risk of creating a flammable atmosphere by dilution.

NOTE 3 Normal atmospheric conditions include variations above and below reference levels of 101,3 kPa (1013
mbar) and 20 °C provided the variations have negligible effect on the explosion properties of the flammable
materials.

NOTE 4 For the purposes of this standard, the terms "explosive", "combustible" and "flammable" are regarded as
synonymous.

3.44
flammable gas
gas which, when mixed with air in certain volumetric ratios, forms a flammable atmosphere

3.4.5
integral concentration
mathematical integral of the gas concentration along the optical path.

NOTE 1 It is expressed in units of concentration multiplied by distance, e.g. LFL.metre for flammable gases or
ppm.metre for toxic gases

NOTE 2 100 % LFL x 1 metre = 1 LFL.metre;

10 % LFL x 10 metre = 1 LFL.metre.

3.4.6

lower flammable limit

LFL

volume ratio of flammable gas or vapour in air below which a flammable gas atmosphere will
not be formed

3.4.7

upper flammable limit

UFL

volume ratio of flammable gas or vapour in air above which an explosive gas atmosphere will
not be formed

3.4.8

explosion protection

measures applied in the construction of electrical equipment to prevent ignition of a
surrounding explosive gas atmosphere by the equipment

349

toxic gas

gas that may be harmful to human health and/or the performance of persons due to its
physical or physico-chemical properties

3.5 Optical equipment

3.5.1
open path
distance in space which traverses the area (or part of the area) in which the atmosphere is
being monitored and through which gases in the atmosphere are free to move
Documents
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3.5.2
optical axis
median line of the optical path

3.5.3
optical path
path traversed by optical radiation from an optical transmitter to an optical receiver.

NOTE The radiation may traverse the open path once, twice or many times depending on the form taken by the
instrument

3.54
optical radiation
ultra-violet, visible or infra-red regions of the electromagnetic spectrum

3.5.5
albedo
proportion of incident light scattered back from a surface

3.5.6

transmitter

assembly in which the optical transmitting element(s) are housed and which may contain
associated optical and electrical components

3.5.7

transceiver

assembly in which the optical detecting element(s) and optical transmitting element(s) are
housed and which may contain associated optical and electrical components

3.5.8

receiver

assembly in which the optical detecting element(s) are housed and which may contain
associated optical and electrical components

3.5.9

retroreflector

individual or multiple arrangement of reflecting corners of cubes arrayed so that light is
reflected back parallel to its incident path

3.5.10
gas cell
sealed enclosure (capable of being filled with test gases) and having transparent ends

3.6 Performance characteristics

3.6.1

drift

variation with time of the indication produced by the equipment under normal conditions when
monitoring a fixed distribution of gas concentration in the optical path

3.6.2

time of response

tX

time interval, with the equipment stabilised, between the time when an instantaneous variation
in the integral concentration is produced in the optical path and the time when the indication
reaches a stated percentage (x) of its final value
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4 General requirements

4.1 Detection equipment
411 Components

All parts of the open path gas detection equipment intended for use in explosive gas
atmospheres shall comply with the appropriate requirements for explosion protection.

The operation and storage temperature limits of this standard could exceed the required
temperature limits of these other parts of IEC 60079 series for certain types of equipment. In
this case, the examination and testing of the protection technique(s) used for the equipment
shall be extended to cover the temperature range. If this extension is not possible due to
requirements of the protection techniques used, then the temperature range of this standard
shall be reduced to the range specified for the protection technique(s).

4.1.2 Electrical assemblies and components

Electrical assemblies and components shall comply with the appropriate construction and test
requirements of 4.2 and of Clause 5 respectively.

4.1.3 Optical radiation

Optical radiation produced by the equipment shall conform to the requirements given in
IEC 60825-1.

4.2 Construction
4.2.1 General

The gas detection equipment shall be so designed and manufactured as to avoid physical
injury or other harm which might be caused by direct or indirect contact.

All parts of the equipment shall be suitable for its intended use. It shall be capable of
withstanding, without damage or impairment of performance, the effects of vibration, dust,
corrosive media and climatic conditions to be expected during operational use in
environments in which the equipment is intended to be used.

Fine adjustment of the optical beam direction shall be possible and an indication shall be
provided to confirm that satisfactory alignment of the optical beam has been achieved. Such
equipment need not form a permanent part of the equipment.

All equipment shall be constructed to facilitate, where applicable, regular functional, service,
and calibration checks.

4.2.2 Indicating devices
4.2.21 Indications and output signals

An indication or output signal shall be provided to show that the equipment is switched on.

The indication or output signal shall be a measure of the actual integral concentration over
the open path.

NOTE The open path is independent of the number of times the optical radiation traverses it.

If the equipment enters a special state (eg. inhibition, beam blockage or a fault), a signal shall
be provided. For fixed equipment, this shall include a contact or other transmittable output
signal. If these conditions are separately indicated, they shall be clearly identified. Documents
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