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AS/NZS 60335.2.91:2008 

This Joint Australian/New Zealand Standard was prepared by Joint Technical 
Committee EL-002, Safety of Household and Similar Electrical Appliances and 
Small Power Transformers. It was approved on behalf of the Council of Standards 
Australia on 2 September 2008 and on behalf of the Council of Standards New 
Zealand on 3 September 2008.  
This Standard was published on 31 October 2008. 
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Keeping Standards up-to-date 

Standards are living documents which reflect progress in science, technology and 
systems. To maintain their currency, all Standards are periodically reviewed, and 
new editions are published. Between editions, amendments may be issued. 
Standards may also be withdrawn. It is important that readers assure themselves 
they are using a current Standard, which should include any amendments which 
may have been published since the Standard was purchased. 

Detailed information about joint Australian/New Zealand Standards can be found by 
visiting the Standards Web Shop at www.saiglobal.com.au or Standards New 
Zealand web site at www.standards.co.nz and looking up the relevant Standard in 
the on-line catalogue. 

For more frequent listings or notification of revisions, amendments and 
withdrawals, Standards Australia and Standards New Zealand offer a number of 
update options. For information about these services, users should contact their 
respective national Standards organization. 

We also welcome suggestions for improvement in our Standards, and especially 
encourage readers to notify us immediately of any apparent inaccuracies or 
ambiguities. Please address your comments to the Chief Executive of either 
Standards Australia or Standards New Zealand at the address shown on the back 
cover. 

 

This Standard was issued in draft form for comment as DR 02925. 
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 4 

AUSTRALIA/NEW ZEALAND STANDARD 

___________ 
 

HOUSEHOLD AND SIMILAR ELECTRICAL APPLIANCES – 
SAFETY – 

 
Part 2.91: Particular requirements for walk-behind and hand-held lawn 

trimmers and lawn edge trimmers 
 
 

FOREWORD 

This standard was prepared by the Joint Standards Australia/Standards New Zealand 
Committee EL-002- Safety of Household and Similar Electrical Appliances and Small Power 
Transformers. to supersede AS/NZS 60335.2.91:2002 including its amendments 1 and 2, two 
years from the date of publication. During this period it is anticipated that regulatory 
authorities will approve walk-behind and hand-held lawn trimmers and lawn edge trimmers to 
either standard.  

Main changes in this edition include the revised endurance test in Clause 18; Annex B, which 
allows for battery-powered trimmers; and addition of informative Annexes BB, CC and EE on 
vibration, noise and safety instructions. 

A1 This Standard incorporates Amendment No. 1 (October 2009). The changes introduced by 
Amendments are indicated in the text by a marginal bar and amendment number against the 
clause, note, figure or part thereof affected amendment number against the clause, note, 
table, figure or part thereof affected. Where an application date other than immediate is 
applicable to an amendment the date of application (DOA) is indicated by the marginal bar 
against the part affected. 

The objective of this Standard is to provide manufacturers, designers, regulatory authorities, 
testing laboratories and similar organizations with safety requirements designed to give the 
user protection against hazards that might occur during normal operation and abnormal 
operation of the appliance and which may be used as the basis for approval for sale or for 
connection to the electricity supply mains in Australia and New Zealand 

This Standard is an adoption with national modifications and contains the full text of the third 
edition of IEC 60335-2-91, Household and similar electrical appliances – Safety - Part 2-91: 
Particular requirements for walk-behind and hand-held lawn trimmers and lawn edge trimmers 
and has been varied as indicated to take account of Australian and New Zealand conditions. It 
is to be used in conjunction with the latest edition of AS/NZS 60335.1, Household and similar 
electrical appliances – Safety - Part 1: General requirements and its Amendments. It was 
established on the basis of AS/NZS 60335.1:2002. 

This part 2 supplements or modifies the corresponding clauses of AS/NZS 60335.1 (referred 
to as part 1 in this part 2) so as to convert it into the Australian/New Zealand Standard: Safety 
of walk-behind and hand-held lawn trimmers and lawn edge trimmers. 

NOTE 1 When “Part 1” is mentioned in this standard, it refers to AS/NZS 60335.1. 

When a particular subclause of Part 1 is not mentioned in this Part 2, that subclause applies 
as far as is reasonable. When this standard states "addition", "modification", or "replacement", 
the relevant text in Part 1 is to be adapted accordingly. 

NOTE 2 The following numbering system is used: 

 COPYRIGHT 
– subclauses, tables and figures that are numbered starting from 101 are additional to those in Part 1; 
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– unless notes are in a new subclause or involve notes in Part 1, they are numbered starting from 101, including 
those in a replaced clause or subclause;   

– additional annexes are lettered AA, BB, etc. 

NOTE 3 The following print types are used: 

– requirements: in roman type; 
– test specifications: in italic type; 
– notes: in small roman type. 

Words in bold in the text are defined in clause 3.  When a definition concerns an adjective, the adjective and the 
associated noun are also in bold. 

The numbering of clauses, subclauses, notes, tables, figures and annexes follows that of 
IEC 60335-2-91 Ed 3. To allow for the introduction of additional material by the IEC, the 
numbers 101 to 200 have been reserved. To allow for additional material to be introduced by 
Australia and New Zealand, the numbers 201 to 300 are used to number further clauses, 
subclauses, notes, tables and figures in part 1. The numbers 301 to 400 are used to number 
further clauses, subclauses, notes, tables and figures in this part 2. Additional annexes are 
lettered ZA, ZB and so on. 

This scheme has been introduced to reduce the likelihood of the IEC and Australia and New 
Zealand using the same identifier for different purposes.  

The use of the word VOID indicates that the IEC text is not used in Australia or New Zealand. 
The use of this word also avoids the need to renumber, clauses, notes, tables and figure if an 
earlier clause, note, table or figure is not used. 

Where relevant the normative references and the bibliography are reformatted to indicate the 
Australia/New Zealand standard that is equivalent to the IEC standard or ISO standard to 
which reference is made. 

As this Standard is reproduced from an International Standard, the following applies: 

(a) Its number does not appear on each page of text and its identity is shown on the cover 
and title page only. 

(b) In the source text "this International Standard" should read "this Australian/New Zealand 
Standard". 

A full point substitutes for a comma when referring to a decimal marker. 

Variations to IEC 60335-2-91 Ed 3 are indicated at the appropriate places throughout this 
standard. Strikethrough (example) identifies IEC tables, figures and passages of text which, 
for the purposes of this Australian/New Zealand standard are deleted. Where Australian/New 
Zealand tables, figures or passages of text are added, each is set in its proper place and 
identified by shading (example). Added figures are not themselves shaded, but are identified 
by a shaded border. 

Variations made to IEC 60335-2-91 Ed 3 form the Australian and New Zealand variations for 
the purposes of the IECEE scheme for recognition of testing to standards for safety of 
electrical equipment (the CB scheme). These variations have been incorporated in the body of 
the standard. They are listed in Annex ZZ for easy reference. 
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INTRODUCTION 

It has been assumed in the drafting of this international standard that the execution of its 
provisions is entrusted to appropriately qualified and experienced persons.  

This standard recognizes the internationally accepted level of protection against hazards such 
as electrical, mechanical, thermal, fire and radiation of appliances when operated as in 
normal use taking into account the manufacturer's instructions. It also covers abnormal 
situations that can be expected in practice and takes into account the way in which 
electromagnetic phenomena can affect the safe operation of appliances. 

This standard takes into account the requirements of AS/NZS 3000 as far as possible so that 
there is compatibility with the wiring rules when the appliance is connected to the supply 
mains.  However, national wiring rules may differ. 

If an appliance within the scope of this standard also incorporates functions that are covered 
by another part 2 of AS/NZS 60335, the relevant part 2 is applied to each function separately, 
as far as is reasonable. If applicable, the influence of one function on the other is taken into 
account.  

This standard is a product family standard dealing with the safety of appliances and takes 
precedence over horizontal and generic standards covering the same subject.  

An appliance that complies with the text of this standard will not necessarily be considered to 
comply with the safety principles of the standard if, when examined and tested, it is found to 
have other features that impair the level of safety covered by these requirements. 

An appliance employing materials or having forms of construction differing from those detailed 
in the requirements of this standard may be examined and tested according to the intent of 
the requirements and, if found to be substantially equivalent, may be considered to comply 
with the standard. 

The essential safety requirements in AS/NZS 3820 that could be applicable to walk-behind 
and hand-held lawn trimmers and lawn edge trimmers are covered by this Standard. 
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HOUSEHOLD AND SIMILAR ELECTRICAL APPLIANCES – 
SAFETY – 

 
Part 2.91: Particular requirements for walk-behind  

and hand-held lawn trimmers and lawn edge trimmers 
 
 
 

1 Scope 

This clause of Part 1 is replaced by the following. 

This International Standard deals with the safety of electric powered walk-behind and hand-
held lawn trimmers and lawn edge trimmers, with cutting element(s) of non-metallic 
filament line or freely pivoting non-metallic cutter(s), with a kinetic energy of not more than 
10 J each, used by a standing operator for cutting grass, their rated voltage being not more 
than 250 V for a.c. or 50 V d.c.. 

In this standard, hand-held and walk-behind lawn trimmers and lawn edge trimmers are 
referred to collectively as trimmer(s). 

This standard also deals with the safety of lawn edge trimmers with rigid cutting means. 
Additional requirements for these appliances are given in Annex YY.  

So far as is practicable, this standard deals with the common hazards presented by trimmers 
which are encountered by all persons in the normal use and reasonably foreseeable misuse of 
the trimmers. 

NOTE 101 Attention is drawn to the fact that in many countries additional requirements are specified by the 
national health authorities, the national authorities responsible for the protection of labour, the national water 
supply authorities and similar authorities. 

This standard does not apply to 

– scissor type or lawn trimmers and lawn edge trimmers with cutting means other than 
those described above; 

– self-propelled lawn trimmers or lawn edge trimmers;  
– lawn trimmers or lawn edge trimmers which do not have a distance of at least 600 mm 

between the cutting means control and the cutting head;  
– battery-powered trimmers fitted with batteries that have to be removed for charging. 

NOTE 102 Requirements for tools with this type of battery can be found in Annexes K and L of IEC 60745-1.  

EMC and environmental aspects, except noise, have not been considered in this standard.  

NOTE 103 The method of calculating the kinetic energy for the purposes of this standard is given in 22.103. 

2 Normative references 

This clause of Part 1 is applicable except as follows. 

Addition: 
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ISO 354 2003 Acoustics – Measurement of 
sound absorption in a 
reverberation room 

  

ISO 3744 1994 Acoustics – Determination of 
sound power levels of noise 
sources using sound pressure – 
Engineering method in an 
essentially free field over a 
reflecting plane 

  

ISO 3767-1 1995 Tractors, machinery for 
agriculture and forestry, 
powered lawn and garden 
equipment – Symbols for 
operator controls and other 
displays – Part 1: Common 
symbols 

  

ISO 3767-3 1998 Tractors, machinery for 
agriculture and forestry, 
powered lawn and garden 
equipment – Symbols for 
operator controls and other 
displays – Part 3: Symbols for 
powered lawn and garden 
equipment 

  

ISO 8662-1 1988 Hand-held portable power tools 
– Measurement of vibrations at 
the handle – Part 1: General  

  

ISO 11201 1995 Acoustics – Noise emitted by 
machinery and equipment – 
Measurement of emission sound 
pressure levels at a work station 
and at other specified positions 
– Engineering method in an 
essentially free field over a 
reflecting plane 

  

ISO 11684 1995 Tractors, machinery for 
agriculture and forestry, 
powered lawn and garden 
equipment – Safety signs and 
hazard pictorials – General 
principles 

  

ISO/TR 11688-1 1995 Acoustics – Recommended 
practice for the design of low-
noise machinery and equipment 
– Part 1: Planning  
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ISO 12100-1 2003 Safety of machinery – Basic 

concepts, general principles for 
design – Part 1: Basic 
terminology, methodology 

  

3 Definitions 

This clause of Part 1 is applicable except as follows. 

3.1.9  
Replacement: 
normal operation 
operation of the appliance at rated voltage with the load necessary to attain rated power input  
 
NOTE  The trimmer is operated at no-load. Automatic line extenders must be disabled. A1 

3.5.2  
Replacement: 
hand-held appliance 
appliance which is supported by hand, possibly assisted by wheel(s), skids or harness etc. 
and constructed such that it cannot maintain its operating position without being held by an 
operator 

3.101 
walk-behind appliance 
appliance which is ground supported, controlled by an operator walking behind and 
constructed such that it maintains its operating position without being held by an operator 

3.102 
lawn trimmer 
grass trimming machine where the cutting means operates in a plane approximately parallel 
to the ground 

3.103 
lawn edge trimmer 
grass trimming machine where the cutting means operates in a plane approximately 
perpendicular to the ground 

3.104 
cutting means 
mechanism used to provide the cutting action in which one or more cutting elements, cutting 
by impact, rotate about an axis normal to the cutting plane 

3.105 
cutting element 
single non-metallic filament line or freely pivoting non-metallic cutter 

3.106 
cutting head 
support system for the cutting element 

3.107 
cutting means control 
device activated by the operator’s hand or finger, for controlling the cutting mean’s movement 

 COPYRIGHT 
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3.108 
power switch 
switch that controls the primary operating means of the trimmer 

3.109 
no-load  
operation of the appliance at rated voltage with new cutting means, extendable monofilament 
line being trimmed to the maximum cutting length less 5 mm 

4 General requirement 

This clause of Part 1 is applicable. 

5 General conditions for the tests 

This clause of Part 1 is applicable. 

6 Classification 

This clause of Part 1 is applicable except as follows. 

6.1 Replacement: 

Appliances shall be of class ll or class lll.  

Compliance is checked by inspection and by the relevant tests. 

6.2 Addition: 

Walk-behind trimmers of class II or with class II parts shall be classified at least as IPX4. 

7 Marking and instructions 

This clause of Part 1 is applicable except as follows. 

7.1 Addition: 

Add the following new indents: 

− manufacturer’s address or country of origin; 

− year of manufacture, in 4 digits. 

− country of origin (for Australia only) 

Add the following new paragraphs: 

The following warnings shall be located in easily visible positions, indicating: 

 WARNING: 
– Read instruction manual. 
– Keep bystanders away.  

Except for walk-behind lawn trimmers with 360 degree guarding, the machine shall also be 
marked with the following: A
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– Wear eye protection.  

Mains-operated appliances shall also be marked with the substance of the following: 

– Disconnect the mains plug if the cord is damaged or entangled. 

Additionally, hand-held lawn trimmers and hand-held lawn edge trimmers shall be marked 
with the following: 

– Do not expose to moisture. 

Marking giving cautionary information shall be located as close as practicable to the relevant 
hazard. Such marking shall either be in one of the official languages of the country in which 
the appliance is to be sold or the safety signs and symbols according to Annex AA shall be 
used. Colours shall be in accordance with ISO 3767-1 and ISO 3767-3 and/or ISO 11684 as 
appropriate unless the symbols are cast, embossed or stamped when colours are not 
required. If symbols and/or safety signs are used, their significance shall be described in the 
instruction manual. 

7.12 Addition: 

An operator’s manual shall be supplied with the machine. This shall include 

a) a repeat of those warnings required to be marked on the appliance together with further 
explanation, where appropriate. Where symbols or safety signs are used in the marking on 
the appliance, their function shall be explained; 

b) instructions for the proper assembly of the appliance for use, if the appliance is not 
supplied in a completely assembled form; 

c) instructions for proper adjustment and maintenance of the appliance; 
d) where parts are consumable, the part number of the replacement shall be specified; 
e) instructions on the operation of all controls;  
f) advice on the use and type of extension cords to be used (not lighter than required by 

25.7);  
g) instructions for the safe operation, preparation, maintenance and storage of the appliance 

such as those given as an example in Annex EE. 

8 Protection against access to live parts 

This clause of Part 1 is applicable. 

9 Starting of motor-operated appliances 

This clause of Part 1 is not applicable. 

10 Power input and current 

This clause of Part 1 is not applicable. 

11 Heating 

This clause of Part 1 is applicable except as follows. 

11.4 Not applicable. 
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11.5 Replacement: 

A1 The trimmer is operated in still air under normal operation until a steady state is reached, 
the torque being applied is measured. While the torque is maintained, the voltage is then 
adjusted to 0,94 times the rated voltage or 1,06 times the rated voltage, whichever is the most 
unfavourable.   

11.6 Not applicable. 

11.7 Replacement: 

Appliances are operated until steady conditions are established. 

12 Void 

13 Leakage current and electric strength at operating temperature 

This clause of Part 1 is applicable. 

14 Transient overvoltages 

This clause of Part 1 is applicable. 

15 Moisture resistance 

This clause of Part 1 is applicable. 

16 Leakage current and electric strength 

This clause of Part 1 is applicable. 

17 Overload protection of transformers and associated circuits 

This clause of Part 1 is applicable. 

18 Endurance 

This clause of Part 1 is replaced as follows. 

18.101 Trimmers shall be so constructed that, in normal use, there will be no electrical or 
mechanical failure that might impair compliance with this standard. The insulation shall not be 
damaged and contacts and connections shall not work loose as a result of heating, vibrations, 
etc. 

Moreover, overload protection devices shall not operate under normal running conditions. 

Compliance is checked by the test of 18.102.  

Immediately after the test, the tool shall withstand an electric strength test as specified 
in Clause 16. Connections shall not have worked loose, and there shall be no deterioration 
impairing safety in normal use. 
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18.102 The tool is operated at no-load for 15 h of operation at a voltage equal to 1,1 times 
rated voltage, and then for 15 h at a supply voltage equal to 0,9 times rated voltage. The 
trimmer may be operated for a number of periods, each period being not less than 7 h. 

During this test, the trimmer is maintained according to the instruction manual and replace-
ment of the carbon brushes is allowed.  

During these tests, overload protection devices shall not operate. 

19 Abnormal operation 

This clause of Part 1 is applicable except as follows. 

19.7 Not applicable. 

20 Stability and mechanical hazards 

This clause of Part 1 is applicable except as follows. 

20.2 Replacement: 

All power driven transmission parts (other than the cutting means) shall be guarded to 
prevent the operator's contact with these parts. 

The principles set out in ISO 12100-1 shall be followed when developing a guarding system. 

All guards shall be either permanently attached, or secured to prevent removal without the 
use of tools h that it cannot be used without the guard in its guarding position in accordance 
with 3.25.4in accordance with 3.25.1 of ISO 12100-1, or the construction of the appliance 
shall be suc of ISO 12100-1. 

Compliance is checked by inspection. 

20.101 Guarding of cutting means  

20.101.1 Lawn trimmers  

Lawn trimmers shall be guarded on the operator’s side, as a minimum, to the extent shown 
in Figure 101. 

The radius X of the guard shall not be smaller than the major swept radius of the cutting 
head and the guard shall extend beyond the plane of the cutting element by at least 3 mm 
for walk-behind lawn trimmers and 10 mm for hand-held lawn trimmers. The guard shall 
extend at least 45° from the axis of the handle on the side where the cutting element is 
moving away from the operator and at least 90° from the axis of the handle on the side where 
the cutting element is moving towards the operator. The vertices of these angles lie on the 
axis of the cutting head spindle. 

If the guarding is less than a total of 360°, the direction of rotation of the cutting element(s) 
shall be marked on the lawn trimmer. 

Compliance is checked by inspection and measurement. 

20.101.2 Lawn edge trimmers  A
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Lawn edge trimmers shall be guarded, as a minimum, to the extent shown in Figure 102. 
The radius X of the guard shall not be smaller than the major swept radius of the cutting 
head. The guard shall extend beyond the plane of the cutting element by at least 10 mm. 
With the lawn edge trimmer in its normal position of use, the guard shall extend a minimum 
of 90° from the vertical towards the ground on the side where the cutting element is moving 
upwards and a minimum of 45° from the vertical towards the ground on the side where the 
cutting element is moving downwards. The vertices of these angles lie on the axis of the 
cutting head spindle. 

If the guarding is less than a total of 360°, the direction of rotation of the cutting elements 
shall be marked on the lawn edge trimmer.  

Compliance is checked by inspection and measurement. 

20.101.3 Guarding of cutting means 

All guards shall be imperforate and shall be either permanently attached or secured to prevent 
removal without the use of tools in accordance with 3.25.1 of ISO 12100-1, or the construction 
of the appliance shall be such that it cannot be used without the guard in its guarding position 
in accordance with 3.25.4 of ISO 12100-1. 

Compliance is checked by inspection. 

20.102 Controls 

Controls, where the purpose is not obvious to the user, shall have the function, direction and 
method of operation clearly identified by a durable marking. 

Detailed instructions on the operation of all controls shall be provided in the instruction 
handbook.  

21 Mechanical strength 

This clause of Part 1 is applicable except as follows. 

21.1 Replace the second paragraph by the following: 

The compliance of cutting means guards is checked by the tests of 21.101 and the 
compliance of cutting heads is checked by the tests of 21.102. Other parts of the appliance 
are checked by applying blows to the appliance by means of the spring-operated impact test 
apparatus described in IEC 60068-2-75. 

Replace value of impact in the third paragraph with 1,0 J ± 0,05 J.  

21.101 Strength and rigidity of cutting means guard  

The mechanical strength and rigidity of the cutting means guard shall be adequate for 
normal use.  

Before the test, the temperature of the parts to be tested are stabilized to an ambient 
temperature of 20 °C ± 3 °C. 

Compliance shall be checked by the tests given in 21.101.1, 21.101.2 and 21.101.3. 

A
cc

es
se

d 
by

 M
O

N
A

S
H

 U
N

IV
E

R
S

IT
Y

 L
IB

R
A

R
Y

 o
n 

15
 J

un
 2

01
5 

(D
oc

um
en

t c
ur

re
nc

y 
no

t g
ua

ra
nt

ee
d 

w
he

n 
pr

in
te

d)

Full document details: AS NZS 60335.2.91-2008 (2009)

http://www.avadocuments.com/doc/as-nzs-60335-2-91-2008-2009
http://www.avadocuments.com/doc/as-nzs-60335-2-91-2008-2009


 15 

21.101.1 The rigidity of the cutting means guard is checked by applying a force, at any point, 
equivalent to the weight of the lawn trimmer in the most unfavourable direction for 30 s.  

During and after the test, the guard shall not distort or have become detached, nor shall it 
show any visible cracks. The screws and retaining clips shall still be secure and the 
requirements of 21.101.1 and 21.101.2 shall still be met. 

21.101.2 The strength of cutting means guards of walk-behind lawn trimmers and walk-
behind lawn edge trimmers is tested by means of a ball impact test.  

Each of three samples of the complete appliance is subjected to an impact of 6,5 J ± 0,2 J on 
a part of the guard likely to be the weakest, with the trimmer resting on a smooth, rigid, level 
surface. 

The tests are conducted so that, in each test, the sample receives an impact in a location 
different from the other two tests. 

The impact is produced with a smooth steel sphere (as used for ball bearings) having a 
diameter of 50 mm ± 0,8 mm. If the part to be tested is at an angle of up to 45° to the 
horizontal, the sphere is allowed to fall vertically from rest to strike the part. Otherwise, the 
sphere is suspended by a cord and is allowed to fall from rest as a pendulum to strike the 
part. In either case, the vertical travel of the sphere is to be 1 300 mm ± 3 mm. 

After the tests, the guard shall not have become detached nor shall it show any visible cracks. 
The screws and retaining clips shall still be secure and the requirements of 0 and 0 shall still 
be met. 

21.101.3 The strength of the cutting means guards of hand-held lawn trimmers and hand-
held lawn edge trimmers is tested by means of the following drop test. 

One sample of the complete appliance without the supply cord is dropped three times so that 
the guard falls through a vertical distance of 900 mm ± 2 mm onto a smooth horizontal 
concrete surface in such a manner as to test the guard most severely. A string shall be used 
to suspend the appliance so that the desired orientation of the appliance is achieved. Cutting 
the string will allow the appliance to fall in the correct orientation to test the guard of the 
cutting head (see Figure 103). 

After the tests, the guard shall not have become detached nor shall it show any visible cracks. 
The screws and retaining clips shall still be secure and the requirements of 0 and 0 shall still 
be met. 

A1 21.102 Strength of the cutting head 

The mechanical strength of the cutting head shall be adequate for normal use. Before the 
test, the temperature of the parts to be tested shall be stabilized to an ambient temperature of 
20 °C ± 3 °C. 

Compliance shall be checked by the test given below. 

One sample of the complete appliance is dropped so that the cutting head, in a horizontal 
plane, falls through a vertical distance to make contact with a rigidly supported horizontal 
steel block. The drop height is 900 mm ± 2 mm for hand-held lawn trimmers and hand-held 
lawn edge trimmers, and 250 mm ± 2 mm for walk-behind lawn trimmers and walk-behind 
lawn edge trimmers. A string shall be used to suspend the appliance so that the desired 
orientation of the appliance is achieved. Cutting the string will allow the appliance to fall in the 
correct orientation to test the cutting head (see Figure 104). 
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Damage to other parts during this test shall be ignored. 

It is not necessary for the appliance to be operable after the test. 

If the appliance is operable, then, immediately following the test, the appliance shall be run at 
its maximum speed for 30 s both with and without cutting elements. 

If the appliance is not operable and the cutting head is not visibly damaged, all parts of the 
cutting head that are replaceable by the user and which can be transferred are fitted to a 
new appliance. This new appliance is then run at its maximum speed for 30 s both with and 
without cutting elements. 

No parts shall become detached and no visible cracks shall have developed. 

22 Construction 

This clause of Part 1 is applicable except as follows. 

22.36 Addition: 

Hand-held lawn trimmers and hand-held lawn edge trimmers shall have at least one 
handle. 

All hand-held lawn trimmers and hand-held lawn edge trimmers with a mass of more than 
3,5 kg shall have two handles and the distance between the centres of the two handles shall 
be at least 250 mm.  

This measurement of 250 mm does not apply to two handled lawn trimmers or lawn edge 
trimmers with a mass of 3,5 kg or less. 

Additionally, all hand-held lawn trimmers and hand-held lawn edge trimmers with a mass 
of more than 6 kg shall also have at least a single shoulder harness and those with a mass of 
more than 7,5 kg shall have a double shoulder harness. 

The mass of the appliance shall be determined in its heaviest condition of normal use as 
specified in the instruction manual and without cable or harness. 

The gripping surface of any handle required by this standard shall be at least 100 mm long. 

If the part containing the motor complies with the 100 mm dimension, it may be considered as 
a handle. 

The gripping length of a bail or closed loop handle shall comprise any length that is straight or 
curved at a radius greater than 100 mm together with any bend radius but not more than 
10 mm at either or both ends of the gripping surface. 

If a straight handle is supported centrally (i.e. "T" type), the gripping length shall be calculated 
as follows: 

− for handles with a periphery (not including the support) of less than 80 mm, the gripping 
length shall be the sum of the two parts either side of the support; 

− for handles with a periphery (not including the support) of 80 mm or more, the gripping 
length shall be the complete length from end to end. 
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