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PREFACE

This Standard was prepared by the Joint Standards Australia/Standards New Zealand Committee
EL-004, Electrical Accessories, and Sub-Committee EL-004-14, Switches and Thermostats. This
Standard is a specific standard for electronic switches which were formerly covered under the general
requirements of AS/NZS 3100, Approval and test specification—General requirements for electrical
equipment.

The objective of this Standard is to provide Australian and New Zealand electrical industries with
requirements for electronic switches, intended for household and similar fixed installations, either
indoors and outdoors.

This Standard is an adoption with national modifications and has been reproduced from
IEC 60669-2-1, Ed.4.1 (2009), Switches for household and similar fixed electrical installations—
Part 2-1: Particular requirements—Electronic switches and has been varied as indicated to take
account of Australian/New Zealand conditions. The modifications are specified in Appendix ZZ.

This Standard is to be used in conjunction with AS/NZS 60669.1:2013, Switches for household and
similar fixed-electrical installations, Part 1. General requirements, which provides general
requirements on this subject. Where the source document refers to ‘part 1°, AS/NZS 60669.1 should
be consulted.

The source document, [EC 60669-2-1, comprises the fourth edition (2002) and its amendment 1
(2009) which has been incorporated into the text and the changes indicated by lines in the margin.

This Standard is structured in the following layout:

(a) Preface.

(b) IEC 60669-2-1 (unedited from the contents page to the final clause of the source document).
(c) Appendix ZZ—Australian/New Zealand variations to the source document.

The variations listed in Appendix ZZ address issues including the following:

(1) M rating test for all switches marked as suitable for controlling motors.

(i1) Requirements for the fitting of field-installed insulation when required to comply with the
requirements for IP protection, insulation resistance and high voltage.

As this Standard is reproduced from an International Standard, a full point substitutes for a comma
when referring to a decimal marker. Test specifications are indicated with italic type.

References to International Standards should be replaced by references to Australian or
Australian/New Zealand Standards, as follows:
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IEC

60998 Connecting devices for low-voltage
circuits for household and similar
purposes

60998-2-1 Part 2-1: Particular requirements for
connecting devices as separate
entities with screw-type clamping

units

IEC

61000 Electromagnetic compatibility
(EMC)

61000-2-2 Part 2-2: Environment—

(2002) Compatibility levels for
low-frequency conducted
disturbances and signalling in public
low-voltage power supply systems

61000-3-2 Part 3-2: Limits—Limits for

(2000) harmonic current emissions
(equipment input current <16 A per
phase)

61000-3-3 Part 3-3: Limits—Section 3:

(1994) Limitation of voltage fluctuations

and flicker in low-voltage supply
systems for equipment with rated
current <16 A

61000-4-2 Part 4-2: Testing and measurement
(1995) techniques—Section 2: Electrostatic
discharge immunity test
61000-4-3 Part 4-3: Testing and measurement

(2002) techniques—Radiated, radio-
frequency, electromagnetic field
immunity test

61000-4-4 Part 4-4: Testing and measurement

(1995) techniques—Electrical fast
transient/burst immunity test

61000-4-5 Part 4-5: Testing and measurement

(1995) techniques—Section 5: Surge
immunity test

61000-4-6 Part 4-6: Testing and measurement

(1996) techniques—Section 6: Immunity to
conducted disturbances, induced by
radio-frequency fields

61000-4-8 Part 4-8: Testing and measurement

(1993) techniques—Section 8: Power
frequency magnetic field immunity
test

61000-4-11 Part 4-11: Testing and measuring

(1994) techniques—Section 11: Voltage
dips, short interruptions and voltage
variations immunity tests

Accessed by MONASH UNIVERSITY LIBRARY on 13 Jun 2015 (Document currency not guaranteed when printed)

Full document details: AS NZS 60669.2.1-2013

AS/NZS IEC
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60998.2.1 Part 2.1: Particular requirements for
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entities with screw-type clamping
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AS/NZS
61000 Electromagnetic compatibility (EMC)

61000.2.2 Part 2.2: Environment—Compatibility

(2003) levels for low-frequency conducted
disturbances and signalling in public
low-voltage power supply systems

61000.3.2 Part 3.2: Limits—Limits for harmonic
(2007) current emissions (equipment input
current <16 A per phase)
(IEC 61000-3-2, Ed. 3.0 (2005) MOD)
61000.3.3 Part 3.3: Limits—Limitation of voltage
(2012) changes, voltage fluctuations and
flicker in public low-voltage supply
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(20006) techniques—Radiated, radio-
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61000.4.6 Part 4.6: Testing and measurement

(2006) techniques—Immunity to conducted
disturbances, induced by radio-
frequency fields

61000.4.8 Part 4.8: Testing and measurement

(2012) techniques—Power frequency
magnetic field immunity test

61000.4.11Part 4.11: Testing and measurement

(2005) techniques—Voltage dips, short
interruptions and voltage variations
immunity tests (IEC 61000-4-11, Ed.
2.0 (2004) MOD)
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IEC AS/NZS
61558 Safety of power transformers, power 61558 Safety of power transformers, power
supply units and similar supply units and similar products for
supply voltages up to 1 100 V
61558-2-6 Part 2-6: Particular requirements for  61558.2.6 Part 2.6: Particular requirements for
safety isolating transformers for safety isolating transformers and
general use power supply units incorporating
safety isolating transformers
(IEC 61558-2 Ed.2, MOD)

CISPR AS/NZS CISPR

14 Electromagnetic compatibility— 14 Electromagnetic Compatibility—
Requirements for household Requirements for household
appliances, electric tools and similar appliances, electrical tools and similar
apparatus apparatus

14-1 Part 1: Emission 14.1 Part 1: Emission

14-2 Part 2: Immunity—Product family 14.2 Part 2: Immunity—Product family
standard standard

15 Limits and methods of measurement 15 Limits and methods of measurement of

(2000) of radio disturbance characteristics (2011) radio disturbance characteristics of
of electrical lighting and similar electrical lighting and similar
equipment equipment

(CISPR 15, Ed.7.2 (2009) MOD)

ISO AS

306 Plastics—Thermoplastic materials— 1368 Plastics—Thermoplastic materials—

(1994) Determination of Vicat Softening (2000) Determination of Vicat softening
Temperature (VST) temperature (VST)

Only international references that have been adopted as Australian or Australian/New Zealand
Standards have been listed.

The terms ‘normative’ and ‘informative’ have been used in this Standard to define the application of
the annex or appendix to which they apply. A ‘normative’ annex or appendix is an integral part of a
Standard, whereas an ‘informative’ annex or appendix is only for information and guidance.

Accessed by MONASH UNIVERSITY LIBRARY on 13 Jun 2015 (Document currency not guaranteed when printed)

Documents

Document Sharing Hub

Full document details: AS NZS 60669.2.1-2013


http://www.avadocuments.com/doc/as-nzs-60669-2-1-2013
http://www.avadocuments.com/doc/as-nzs-60669-2-1-2013

AS/NZS 60669.2.1:2013 5

Accessed by MONASH UNIVERSITY LIBRARY on 13 Jun 2015 (Document currency not guaranteed when printed)

CONTENTS

RS Yo oY o - P 7
2 NOIrMaAtiVe FefErENCES. . . e 8
K I I 1= T 1o o < 9
4 General reQUITEMENES ..o e 12
5 General NOES ON L8STS .o i 12
B RAEING . e e 13
A @1 £ T 111 o= 1o o 1P 13
< T |V = o 41 o PP 14
9 Checking Of diMENSIONS .....iui e 17
10 Protection against electric ShOCK ... ... 17
11 Provision for @arthing .......o. oo e 19
2 I Y o 2 T 0 = 19
13 Constructional reqQUIrEMENTES ......ouiiniiiii e 20
1V =Y o1 o = 1= o o P 21
15 Resistance to ageing, protection provided by enclosures of switches,

and resistance to humMIdity ... 21
16 Insulation resistance and electric strength ... 21
S =Y 0T o 1= =Y 0 = o 1T PP 22
18 Making and breaking CapacCity .....cc.ouiniiii e 25
ST (o g =1 o o 1= = ] o P 27
20 Mechanical strength. . ... 30
21 Resistance t0 heat .. ..o e 30
22 Screws, current-carrying parts and coOnNections ............ccoiiiiiiiiii i 30
23 Creepage distances, clearances and distances through sealing compound...................... 30
24 Resistance of insulating material to abnormal heat, to fire and to tracking ....................... 32
25 ReSIStanCe t0 FUSHING ... i 32
26 EMC reQUITEMENTS .. ot 32
SO R IV2Y o g Vo . =1 oo s T L1 40 o - 38
(K0 07e] gaY o o] aT=T 0 | PP 40
Annex A (normative) Survey of specimens needed for tests............cooeeiiiiiiiiiiiiiincin e, 45
Annex B (normative) Additional requirements for switches having facilities for the
outlet and retention of flexible Cables. ... 46
Annex AA (informative) Examples of types of electronic switches and their functions ........... 47
1T o] Lo o =1 o 1 V2P PP 48

Documents

Document Sharing Hub

Full document details: AS NZS 60669.2.1-2013


http://www.avadocuments.com/doc/as-nzs-60669-2-1-2013
http://www.avadocuments.com/doc/as-nzs-60669-2-1-2013

AS/NZS 60669.2.1:2013 6

Page

Figure 101 — Test pin for checking the protection against electric shock ......................cooonni. 44

Figure 102 — Circuit diagram for testing electronic switches according to 101.3...................... 44

| Table 101 — Number of SPECIMENS ... e 12

Table 102 — Permissible temperature rise values (This table is based on table 3

Lo =L @2 01011 ) 24

Table 103 — Relationship between rated current and capacitance ................cocoociiviiiiinnn, 29

Table 104 — IMMUNItY tESTS ..o e 33

Table 105 — Voltage dip and short-interruption test values ..o, 33

Table 106 — Fast transient test values ... ... e 34

LI o] ST N O A O -1 o = L1} (o] = PP 42

| Table B.1 — Maximum current and minimum cross-sectional area............c.cccoeeviiiiiiiniinnn... 46
g
g
=
e}
g
g
©
>
(o))
g
)
&
3
3
s
3
e
n
3
o
5
>_
a4
<
v
@
-
>_
=
0
2
Ll
>
=z
-]
I
(%))
<
=z
o
=
)
e}
?
@
g

Documents

Document Sharing Hub

Full document details: AS NZS 60669.2.1-2013


http://www.avadocuments.com/doc/as-nzs-60669-2-1-2013
http://www.avadocuments.com/doc/as-nzs-60669-2-1-2013

AS/NZS 60669.2.1:2013 7

AUSTRALIAN/NEW ZEALAND STANDARD

Switches for household and similar fixed electrical installations

Part 2.1:
Particular requirements—Electronic switches (IEC 60669-2-1, Ed.4.1
(2009) MOD)

1 Scope
This clause of part 1 applies except as follows.

Replacement:

This standard applies to electronic switches and to associated electronic extension units for
household and similar fixed electrical installations either indoors or outdoors.

It applies to electronic switches for a.c. only, for the operation of lamp circuits and the control
of the brightness of lamps (dimmers) as well as the control of the speed of motors (for
example, those used in ventilating fans) and for other purposes (for example, heating controls),
with a rated voltage not exceeding 250 V and a rated current not exceeding 16 A.

| The operation and/or control as mentioned above are performed by a person via an actuating
member, a sensing surface or a sensing unit, by means of touch, proximity, turn, optical,
acoustic, thermal or any other influence.

This standard also applies to general purpose electronic switches with included automatic
functions where the operation and/or the control is initiated by a change of a physical quantity,
for example light, temperature, humidity, time, wind velocity, presence of persons, etc.

This standard also applies to boxes for electronic switches, with the exception of mounting
boxes for flush-type electronic switches.

This standard also applies to electronic RCS and electronic TDS with a rated voltage not
exceeding 440 V and a rated current not exceeding 25 A, intended for household and similar
fixed electrical installations, either indoors or outdoors.

NOTE 1 Switches including only passive components such as resistors, capacitors, inductors, PTC and NTC
components, varistors, printed wiring boards and connectors are not considered as electronic switches.

NOTE 2 Electronic switches may have control circuits with a.c. or d.c. rated control voltages.

Electronic switches complying with this standard are suitable for use at ambient temperature
not normally exceeding 25 °C but occasionally reaching 35 °C.

In locations where special conditions prevail, such as in ships, vehicles and the like and in
hazardous locations, for example, where explosions are liable to occur, special constructions
may be required.

| NOTE 3 This standard is not intended to cover devices which are designed to be incorporated in appliances or are
intended to be delivered together with a specific appliance and which are within the scope of IEC 60730 or
IEC 61058-1.

Examples of designs of electronic switches and functions are shown in annex AA.

| NOTE 4 Electronic switches without a mechanical switch in the main circuit do not provide a “full off-state”.
Therefore, the circuit on the load side should be considered to be live. Documents
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2 Normative references
This clause of part 1 applies except as follows.
Addition:

IEC 60065:2001, Audio, video and similar electronic apparatus — Safety requirements
IEC 60085:1984, Thermal evaluation and classification of electrical insulation
IEC 60127 (all parts), Miniature fuses

IEC 60227-5:1997, Polyvinyl chloride insulated cables of rated voltages up to and including
450/750 V — Part 5: Flexible cables (cords)1)

IEC 60317 (all parts), Specifications for particular types of winding wires

IEC 60317-0-1:1997, Specifications for particular types of winding wires — Part 0: General
requirements — Section 1: Enamelled round copper wire"

IEC 60384-14:1993, Fixed capacitors for use in electronic equipment — Part 14: Sectional
specification: Fixed capacitors for electromagnetic interference suppression and connection to
the supply mains

IEC 60664-1:2007, Insulation coordination for equipment within low-voltage systems -
Part 1: Principles, requirements and tests

IEC 60664-3, Insulation coordination for equipment within low-voltage systems — Part 3: Use of
coating, potting or moulding for protection against pollution

IEC 60669-2-2:2006, Switches for household and similar fixed electrical installations -
Part 2-2: Particular requirements - Electromagnetic remote-control switches (RCS)

IEC 60669-2-3:2006, Switches for household and similar fixed electrical installations -
Part 2-3: Particular requirements - Time-delay switches (TDS)

IEC 60730 (all parts), Automatic electrical controls for household and similar use

IEC 60998-2-1, Connecting devices for low-voltage circuits for household and similar purposes —
Part 2-1: Particular requirements for connecting devices as separate entities with screw-type
clamping units

IEC 61000-2-2:2002, Electromagnetic compatibility (EMC) - Part 2-2: Environment -
Compatibility levels for low-frequency conducted disturbances and signalling in public low-
voltage power supply systems

IEC 61000-3-2:2000, Electromagnetic compatibility (EMC) — Part 3-2: Limits — Limits for
harmonic current emissions (equipment input current < 16A per phase)”

IEC 61000-3-3:1994, Electromagnetic compatibility (EMC) — Part 3: Limits — Section 3:
Limitation of voltage fluctuations and flicker in low-voltage supply systems for equipment with
rated current <16 A"

IEC 61000-4-2:1995, Electromagnetic compatibility (EMC) — Part 4: Testing and measurement
techniques — Section 2: Electrostatic discharge immunity test”

IEC 61000-4-3:2002, Electromagnetic compatibility (EMC) — Part 4-3: Testing and measure-
ment techniques — Radiated, radio-frequency, electromagnetic field immunity test
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IEC 61000-4-4:1995, Electromagnetic compatibility (EMC) — Part 4: Testing and measurement
techniques — Section 4: Electrical fast transient/burst immunity test

IEC 61000-4-5:1995, Electromagnetic compatibility (EMC) — Part 4: Testing and measurement
techniques — Section 5: Surge immunity test"

IEC 61000-4-6:1996, Electromagnetic compatibility (EMC) — Part 4: Testing and measurement
techniques — Section 6: Immunity to conducted disturbances, induced by radio-frequency )

IEC 61000-4-8:1993, Electromagnetic compatibility (EMC) — Part 4: Testing and measurement
techniques — Section 8: Power frequency magnetic field immunity test"

IEC 61000-4-11:1994, Electromagnetic compatibility (EMC) — Part 4: Testing and measurement
techql;ques — Section 11: Voltage dips, short interruptions and voltage variations immunity
tests

IEC 61032, Protection of persons and equipment by enclosures — Probes for verification

IEC 61558-2-6, Safety of power transformers, power supply units and similar -
Part 2: Particular requirements for safety isolating transformers for general use

CISPR 14 (all parts), Electromagnetic compatibility — Requirements for household appliances,
electric tools and similar apparatus

CISPR 15:2000, Limits and methods of measurement of radio disturbance characteristics of
electrical lighting and similar equipment

ISO 306:1994, Plastics — Thermoplastic materials — Determination of Vicat softening
temperature (VST)

3 Definitions

This clause of part 1 applies with the following additions.

Addition, after the first paragraph:

The term “electronic switch” is used as a general term to cover both electronic switching and
control devices.

3.101
rated load
load assigned to the electronic switch by the manufacturer

3.102
minimum load
lowest load at which the electronic switch still operates correctly

3.103
minimum current
lowest current at which the electronic switch still operates correctly

3.104
electromechanically operated contact mechanism
component which operates the parts used to open and close the circuit electromechanically
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3.105

semiconductor switching device

switching device designed to make or break the current in an electric circuit by means of the
controlled conductivity of a semiconductor in that circuit

NOTE 1 In a circuit where the current passes through zero (periodically or otherwise) the effect of “not making” the
current following such a zero value is equivalent to breaking the current.

NOTE 2 Typical examples of semiconductor switching devices are:

— electronic switching devices using the phase-cut-on principle to control the load by electronic switching on the
current at any phase angle at or after zero crossing in each half-wave, for example, by a thyristor;

— electronic switches using the phase-cut-off principle to control the load by switching off the current at any phase
angle after zero crossing in each half-wave, for example, by a transistor in a diode bridge.

3.106

electronic momentary contact switch

electronic switch with an electromechanical switching mechanism or a semiconductor switching
device which returns automatically to the initial state after operation

3.107

mechanical control unit

unit directly adjustable by mechanical means (for example, potentiometer) which controls the
output via electronic components

3.108

electronic output control unit

unit adjustable by other than mechanical means (for example, sensing unit), containing
electronic components and controlling the output via electronic components

3.109
electronic extension unit
unit permitting the control of an electronic switch from a distance

3.110

protective impedance

impedance connected between live parts and accessible conductive parts, of such value that
the current, in normal use and under likely fault conditions in the electronic switch, is limited to
a safe value, and which is so constructed that the reliability is maintained throughout the life of
the electronic switch.

3.111
external flexible cable
cable, a part of which is external to the electronic output control unit.

NOTE Such cable may either be a supply cable or a connecting cable between separate parts of an accessory.

3.112

RCS

remote controlled switch

switch intended to be operated from a distance

3.1121

electromagnetic RCS

RCS provided with a coil which is operated by means of impulses or which may be permanently
energized by means of a control circuit

NOTE These devices are covered by IEC 60669-2-2.
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3.112.2

electronic RCS

electronic switch providing the function, markings and connection configuration of an RCS
according to IEC 60669-2-2, but containing electronic components and/or a combination of
electronic components and a coil or coils, which is operated by means of an electronic
extension unit or units

NOTE This electronic RCS may for example be used as a look alike replacement for RCS according to
IEC 60669-2-2.

3.113
rated control voltage
the voltage assigned to the external control circuit by the manufacturer

3.114

switching circuit

the circuit which contains the parts which allow the rated current to flow through the RCS or
TDS

3.115
control circuit
the circuit which includes electrical parts to actuate the switching mechanism

3.116
control mechanism
mechanism which includes all the parts which are intended for the operation of the RCS or TDS

3.117

incorporated hand-operated device

device incorporated in the switch which allows the switching circuit to be operated, directly or
indirectly. This device is not intended for the normal operation of the RCS or TDS

3.118

rated control current

current required for the initiation of the electronic RCS assigned to the control circuit by the
manufacturer

3.119

bistable electronic RCS

electronic RCS containing a control mechanism which, when not initiated electrically or
actuated mechanically, remains stable in its operating position and will change its operating
position on initiation or actuation

3.120

monostable electronic RCS

electronic RCS containing a control mechanism which, on electrical initiation or mechanical
actuation, changes the operating position of the switch which remains in this condition while the
electronic RCS is initiated or actuated, and returns to the position prior to initiation or actuation
of the electronic RCS after initiation or actuation is discontinued

3.121

priority electronic RCS

electronic RCS used to operate directly or indirectly a first load circuit or group of load circuits
the use of which at times can be dispensed with, and where the control circuit of the electronic
RCS is influenced by or connected to a second circuit or group of circuits (priority or circuits)
which when energized will thus initiate the control circuit of the electronic RCS to de-energize
the first load circuit or circuits for the time during which the second circuit or group of circuits is
energized
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NOTE The electronic RCS may have a means for adjusting the sensitivity of the electronic RCS control circuit to
initiate the electronic RCS depending on the total load or current delivered to any part of the circuits (priority switch
with current coil) or be sensitive to the voltage (priority switch with voltage coil) applied to the second load or group
of loads.

3.122

TDS

time delayed switch

switch provided with a time-delay device which operates for a certain time (the delay time). It
may be either manually actuated and/or remotely electrically initiated

3.123

electronic TDS

electronic switch providing the function, markings and connection configuration of a TDS
according to IEC 60669-2-3, but containing electronic components

NOTE This electronic TDS may for example be used as a look alike replacement for TDS according to IEC 60669-
2-3.

3.124

delay time

period during which the switching circuit(s) is (are) kept closed. Any time taken for the
decreasing of the voltage (e.g. to reduce the light) at the end of the delay period is included
within the delay time

3.125
delay device

all components which have an influence on the delay time. The delay time may be adjustable

4 General requirements

This clause of part 1 applies.

5 General notes on tests
This clause of part 1 applies except as follows.

5.4 Addition

The number of test specimens is shown in table 101.

Table 101 — Number of specimens

Number for Additional specimens for clause or subclause
Type of electronic switch general
18.2 19.101 19.102 24 26 101 and 102
tests
Marked with one rated
current and
- one rated voltage 3 3a 3a 3a 3 3 3¢
- two rated voltages 6 62 62 62 6 6 6bc

a Only for electronic switches with mechanical and electromechanical switching devices; only the complete
contact mechanism may be submitted.

b It may be necessary to provide three additional specimens for the test of 101.3.

¢ When the tests of Clause 26 have been passed successfully, the specimens can be used for these tests.
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5.101 All measurements shall be carried out by methods which are suitable for the purpose,
which do not appreciably affect the values to be measured and which are not affected by
factors such as waveform.

NOTE Care should be taken to use instruments giving true r.m.s. indications.

5.102 If the electronic circuitry is so enclosed that the short-circuiting or disconnecting of
components is impossible or difficult, the manufacturer shall provide one additional test
specimen with leads connected for measurements, short-circuiting, etc.

It is not necessary to connect leads to the interior of hybrid and monolith integrated circuits.
5.103 /It may be necessary to disconnect electronic components for tests.

5.104 For electronic switches equipped with cut-outs, it may be necessary to provide three
additional specimens for the test of 102.4.1.

5.105 If an electronic RCS or electronic TDS is provided with an incorporated hand-operated
device, it shall be tested as specified in Clause 19.

NOTE 1 During the making and breaking capacity tests and the normal operation tests, switching at the same
phase angle should be avoided, as this may give misleading results.

NOTE 2 Precautions should be taken when using combinations equipped with synchronous motors and similar
operating devices.

5.106 In the case of an electronic TDS for which the control and the switching circuits have no
common point, the test is made with the circuits supplied with the rated voltages which are
declared by the manufacturer.

6 Rating

This clause of part 1 applies except as follows.

Replacement:

6.1 Preferred rated voltages are 110 V, 120 V, 130 V, 220 V, 230 V and 240 V.
6.2 This subclause of part 1 does not apply.

6.3 The preferred rated supply frequencies are 50 Hz and/or 60 Hz.

Addition:

For electronic RCS, Clause 6 of IEC 60669-2-2 is applicable.

For electronic TDS, Clause 6 of IEC 60669-2-3 is applicable.

7 Classification

7.1 This subclause of part 1 applies except as follows.
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7.1.1 Add the following new Addition:

Addition:

For electronic TDS, Subclause 7.1.1 of IEC 60669-2-3 applies.

7.1.5 Addition:

— touch;

— proximity;
— optical;

— acoustic;

— other external influences.

NOTE Actuating the electronic switch includes on/off operation, and/or regulating the brightness of lamps or speed
of motors.

Addition:

For electronic RCS, Subclause 7.1.5 of IEC 60669-2-2 is applicable.
For electronic TDS, Subclause 7.1.5 of IEC 60669-2-3 is applicable.

7.1.6 Addition:

electronic switches only intended to be mounted at a height greater than 1,7 m.

7.1.101 according to the kind of load intended to be controlled by the electronic switch:

incandescent lamps;

fluorescent lamps;

- motors;
- declared load.

7.2 This subclause of part 1 does not apply.
7.101 For electronic RCS, Subclause 7.101 of IEC 60669-2-2 is applicable.
7.102 For electronic RCS, Subclause 7.102 of IEC 60669-2-2 is applicable.

7.103 Electronic RCS or electronic TDS having a SELV- or PELV-circuit.

8 Marking
This clause of part 1 applies except as follows.
8.1 Replacement:

Electronic switches shall be marked with

rated voltage in volts;

rated current in amperes or rated load in volt-amperes or watts:

symbol for nature of supply; Documents
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- manufacturer’s or responsible vendor’s name, trade mark or identification mark;
- type reference, which may be a catalogue number;

- symbol for mini-gap construction, if applicable;

- symbol for micro-gap construction, if applicable;

- symbol for semiconductor switching device, if applicable;

- first characteristic numeral for the degree of protection against access to hazardous parts
and against harmful effects due to ingress of solid objects, if declared higher than 2, in
which case the second characteristic numeral shall also be marked;

second characteristic numeral for the degree of protection against harmful effects due to
ingress of water, if declared higher than 0, in which case the first characteristic numeral
shall also be marked.

NOTE 1 Marking of the pattern number given in 7.1.1 is recommended if the connections are not clear from an
inspection of the electronic switch; this pattern number may be part of the type reference.

NOTE 2 |If a base carries two or more electronic switches with separate operating devices, marking with the
pattern numbers is recommended, for example 1+6 or 1+1+1.

NOTE 3 For electronic switches suitable for more than one type of rated load, see 8.3.

In addition, electronic switches shall be marked with

rated frequency in hertz, unless the electronic switch is designed for both 50 Hz and 60 Hz;
- rating and type of any fuse incorporated in the electronic switch;
- symbols for the kind of load (see 8.2);

- the term “extension unit”, if applicable, or the relevant translation in the official language(s)
of the country in which the product is to be sold, followed by the identifying reference;

- the minimum height for mounting the electronic switch shall be indicated in the installation
instruction of the manufacturer if there is a restriction (see 10.1).

In addition, electronic switches with screwless terminals shall be marked with an indication of
the suitability to accept rigid conductors only, for those electronic switches having this
restriction. This information may be put on the electronic switch and/or on the packaging unit.

For general purpose electronic switches with included automatic function the number of
operations shall be stated in the accompanying instruction sheet when the manufacturer
declares the number of operations is higher than indicated in Subclauses 19.101, 19.102 and
19.104.

In addition,

— for electronic RCS, Subclause 8.1 of IEC 60669-2-2 applies;
— for electronic TDS, Subclause 8.1 of IEC 60669-2-3 applies.

8.2 Addition:
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1Y To] o] =TT @

Electronic step-down converter for extra low-voltage incandescent lamps (for example, @
L F=1 oo =Y o 1 PPN —

Iron core transformer for extra low-voltage incandescent lamps ‘@
(for example, halogeN) . ... e

NOTE The rating and type of any fuse may be marked with symbols (see IEC 60127).

If other particular symbols are used, they shall be explained in the installation instructions.

In addition,

— for electronic RCS, Subclause 8.2 of IEC 60669-2-2 applies;
— for electronic TDS, Subclause 8.2 of IEC 60669-2-3 applies.

8.3 Replacement of the first paragraph:

The following marking shall be placed on the main part of the electronic switch:

- the rated current or rated load, rated voltage, symbol for nature of supply, rated frequency
(if required by 8.1), at least one type of load, the rating and type of any incorporated fuse
(this shall be marked on the fuse-holder or in the proximity of the fuse),

- either the name, trade mark or identification mark of the manufacturer or of the responsible
vendor,

- length of insulation to be removed before the insertion of the conductor into the screwless
terminal, if any,

- symbol for mini-gap construction, micro-gap construction or semiconductor device, if
applicable,

- the type reference.
NOTE 1 The type reference may be the series reference only.

Where an electronic switch is suitable for more than one type of load if not already marked on
the electronic switch, the information concerning these shall be stated in the accompanying
instruction sheet. In addition, the minimum and the maximum current or the minimum and the
maximum load in volt-ampere or watt shall be stated for each type of load.

Addition:

If an electronic switch is intended to be used together with an iron core transformer,
information shall be given in the instruction sheet that only a transformer intended to be used
with an electronic switch shall be used.

8.4 Addition:

If there are more than two terminals, the load terminal shall be marked with an arrow pointing
away from the terminal or with one of the symbols mentioned in 8.2 and any other terminals
shall be marked corresponding to the installation instructions.

Unless the installation of the electronic switch is made clear by the markings of the terminals, a
wiring diagram shall be provided with each electronic switch.
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