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Keeping Standards up-to-date 

Standards are living documents which reflect progress in science, technology and 
systems. To maintain their currency, all Standards are periodically reviewed, and 
new editions are published. Between editions, amendments may be issued. 
Standards may also be withdrawn. It is important that readers assure themselves 
they are using a current Standard, which should include any amendments which 
may have been published since the Standard was purchased. 

Detailed information about joint Australian/New Zealand Standards can be found by 
visiting the Standards Web Shop at www.standards.com.au or Standards New 
Zealand web site at www.standards.co.nz and looking up the relevant Standard in 
the on-line catalogue. 

Alternatively, both organizations publish an annual printed Catalogue with full 
details of all current Standards. For more frequent listings or notification of 
revisions, amendments and withdrawals, Standards Australia and Standards New 
Zealand offer a number of update options. For information about these services, 
users should contact their respective national Standards organization. 

We also welcome suggestions for improvement in our Standards, and especially 
encourage readers to notify us immediately of any apparent inaccuracies or 
ambiguities. Please address your comments to the Chief Executive of either 
Standards Australia or Standards New Zealand at the address shown on the back 
cover. 

 

This Standard was issued in draft form for comment as DR 05005. 
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PREFACE 

This Standard was prepared by the Joint Standards Australia/Standards New Zealand Committee 

EL-041, Lamps and Related Equipment.  

The objective of this Standard is to provide the lighting industry performance requirements for 

starting devices (other than glow starters). 

This Standard is an adoption with national modifications and has been reproduced from IEC 

60927, Ed.2.2 (2004), Auxiliaries for lamps—Starting devices (other than glow starters)—

Performance requirements, and has been varied as indicated to take account of Australian/New 

Zealand conditions. 

Variations to IEC 60927, Ed.2.2 (2004) are indicated at the appropriate places throughout this 

standard. Strikethrough (example) identifies IEC text, tables and figures which, for the purposes 

of this Australian/New Zealand Standard, are deleted. Where text, tables or figures are added, 

each is set in its proper place and identified by shading (example). Added figures are not 

themselves shaded, but are identified by a shaded border. 

The important variation for Australian/New Zealand conditions is that ‘all ballasts specified in 

the Standard shall comply with the requirements of relevant Parts of AS/NZS 61347’ instead of 

the requirements of IEC 60926. 

Each Standard in Part 2 of 61347 is intended to be used in conjunction with Part 1 in order to 

provide a complete Standard for that specific type of control gear. Where a particular clause of 

Part 1 is not mentioned in Part 2, that clause applies as far as is reasonable. Where Part 2 states 

‘addition’, ‘modification’ or ‘replacement’, the relevant requirements in Part 1 are adapted 

accordingly. It is to be noted that some parts of the AS/NZS 61347 series differ from parts of 

IEC 61347 and hence equipment that conforms to the IEC standard may not comply with its 

AS/NZS counterpart. 

As this Standard is reproduced from an International Standard, the following applies: 

(a) Its number does not appear on each page of text and its identity is shown only on the 

cover and title page. 

(b) In the source text ‘IEC 60927’ should read ‘AS/NZS 60927’ as applicable. 

(c) A full point should be substituted for a comma when referring to a decimal marker. 

In this Standard, the following print types are used: 

– requirements proper: in arial type; 

– test specifications: in italic type; 

– explanatory matter: in smaller arial type. 

The terms ‘normative’ and ‘informative’ have been used in this Standard to define the 

application of the annex to which they apply. A ‘normative’ annex is an integral part of a 

Standard, whereas an ‘informative’ annex is only for information and guidance. 
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1

STANDARDS AUSTRALIA/STANDARDS NEW ZEALAND 

 

Australian/New Zealand Standard 

Auxiliaries for lamps—Starting devices (other than glow starters)—
Performance requirements (IEC 60927, Ed.2.2 (2004) MOD) 

 

Section 1: General requirements 

1 Scope 

This standard specifies performance requirements for starting devices (starters and ignitors) 
for tubular fluorescent and other discharge lamps for use on a.c. supplies up to 1000 V at 
50 Hz or 60 Hz, which produce starting pulses not greater than 5 kV. It should be read in 
conjunction with AS/NZS 61347.1IEC 60926 and AS/NZS 61347.2.1. 

NOTE 1 – All glow starters for fluorescent and other discharge lamps including thermal relay/cut-outs will be 
included in IEC 60155. 

NOTE 2 – There are regional standards regarding the regulation of EMC requirements for end-products like 
luminaires and independent control gear. In a luminaire, the control gear is dominant in this respect. Control gear, 
together with other components, should comply with these standards. 

1.1 Normative references 

The following normative documents contain provisions which, through reference in this text, 
constitute provisions of this International Standard. At the time of publication, the editions 
indicated were valid. All normative documents are subject to revision, and parties to 
agreements based on this International Standard are encouraged to investigate the possibility 
of applying the most recent editions of the normative documents indicated below. Members of 
IEC and ISO maintain registers of currently valid International Standards. 

References to international standards that are struck through in this clause are replaced by 
references to Australian or Australian/New Zealand Standards that are listed immediately 
thereafter and identified by shading. Any Australian or Australian/New Zealand Standard that 
is identical to the International Standard it replaces is identified as such. 

IEC 60081, Tubular fluorescent lamps for general lighting service 

AS/NZS 4782.1, Double-capped fluorescent lamps—Performance specifications—General  

IEC 60155, Starters for tubular fluorescent lamps 

AS/NZS 60155, Glow-starters for fluorescent lamps 

IEC 60192, Low pressure sodium vapour lamps 

IEC 60598-1:1996, Luminaires – Part 1: General requirements and tests   
Amendment 1 (1993) 

AS/NZS 60598.1, Luminaires—General requirements and tests 

IEC 60662, High pressure sodium vapour lamps 
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2

IEC 60901, Single-capped fluorescent lamps—Performance specifications 

AS/NZS 60901, Single-capped fluorescent lamps—Performance specifications (identical to 
IEC 60901) 

IEC 60921, Ballast for tubular lamps: Performance requirements 

AS/NZS 60921, Ballasts for tubular fluorescent lamps—Performance requirements  

IEC 60922, Ballasts for discharge lamps (excluding tubular fluorescent lamps):General and 
safety requirements 

AS/NZS 61347.2.9, Lamp controlgear—Particular requirement for ballasts for discharge lamps 
(excluding fluorescent lamps)  

IEC 60923, Ballasts for discharge lamps (excluding tubular fluorescent lamps):Performance 
requirements 

AS/NZS 60923, Auxiliaries for lamps—Ballasts for discharge lamps (excluding tubular 
fluorescent lamps)—Performance requirements 

IEC 60926:1988, Starting devices (other than glow starters):General and safety requirements 

AS/NZS 61347.1, Lamp controlgear—General and safety requirements  

AS/NZS 61347.2.1, Lamp controlgear—Particular requirements for starting devices (other 
than glow starters) 

IEC 61167:1992, Metal halide lamps 

2 Definitions 

The definitions of AS/NZS 61347.1IEC 60926 apply, together with the following: 

2.1 
starter with mechanical switching element: 
A starter which provides cathode pre-heating current and lamp starting pulse(s) by 
mechanical means (e.g. thermal or magnetic). 

2.2  
starter with electronic switching element:  
A starter which provides cathode pre-heating current and lamp starting voltage(s) or pulse(s) 
by electronic means and contains no moving parts. 

2.3  
deactivated lamp:  
A lamp in which one or both cathodes are deprived of emitting material but neither of which is 
broken. 

2.4  
non-re-operating level:  
A reduced level of voltage and/or current at which a starting device must not re-operate after 
the completion of the starting cycle, and the lamp is operating normally. 
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2.5  
maximum abnormal current:  
The value of continuous r.m.s. current through the ballast which shall not be exceeded at the 
end of the starting cycle when the circuit is in an abnormal condition (e.g. deactivated lamp, 
or lamp that has been removed). 

2.6  
starting aid:  
A starting aid can be either a conductive strip affixed to the outer surface of a lamp, or a 
conductive plate which is placed within an appropriate distance from a lamp. 

A starting aid can only be effective when it has an adequate potential difference from one end 
of the lamp. 

2.7  
maximum case temperature (tc + X) under abnormal conditions:  

maximum allowable case temperature of the ignitor under abnormal conditions with metal 
halide lamps. The value of (tc + X) is declared by the manufacturer. 

3 General requirements for tests 

3.1 Only requirements for type tests are included. 

Unless otherwise specified, the tests shall be made at an ambient temperature between 10 °C 
and 30 °C. 

The tests shall be carried out in the order of the clauses of this standard. 

The following numbers of samples shall be submitted: 

– six samples of starters as defined in 2.1 and 2.2; 

– four samples of ignitors (where appropriate, together with those circuit components 
which are necessary to carry out the tests). 

3.2 Supply voltage 

The total harmonic content of the supply voltage shall not exceed 3 %, the harmonic content 
being defined as the root-mean-square (r.m.s.) summation of the individual harmonic 
components, using the fundamental as 100 %. 

Care shall be taken that this applies under all conditions that occur during the measurement. 

NOTE – This implies that the source of supply will have sufficient power and that the supply circuit has 
sufficiently low impedance at supply frequency and impulse frequency compared with the ballast impedance. 

The correct impedance at impulse frequency can be obtained by connecting a 2 µF (approximately) capacitor in 
parallel with the source. 

3.3   All starting devices specified in this standard shall meet the requirements of the relevant 
Parts of AS/NZS 61347IEC 60926. 

3.4   All starting devices specified in this standard shall meet the requirements of IEC 61547. 

NOTE – The requirements for starting devices are under consideration in IEC 61547. 

4 Marking 

The marking requirements of AS/NZS 61347.1IEC 60926 shall apply, together with the 
following, to be either clearly marked on the starting device or made available in the 
manufacturer’s catalogue, or the like. 
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a) The manufacturer shall declare the type of switching element as defined in 2.1 and 2.2. 

b) The manufacturer shall declare the maximum load capacitance for satisfactory operation 
of the ignitor. 

c) The manufacturer shall declare the allowable maximum case temperature under 
abnormal conditions (tc + X) of the ignitor. 

Section 2: Performance requirements for starters 
(other than glow starters) for fluorescent lamps 

5 Scope 

This section specifies performance requirements for starters other than glow starters, used 
with tubular fluorescent lamps with pre-heated cathodes, and their associated ballasts. (See 
IEC 60081 and IEC 60921, where appropriate.) 

6 Starting test 

6.1 Starting test quantity 

The starting test quantity consists of six new starters which have not been subjected to the 
tests specified in the relevant Parts of AS/NZS 61347IEC 60926. 

6.2 Conditions of acceptance 

The type is considered as satisfying the requirements of this subclause if all six starters 
comply with the appropriate tests specified in 6.4 to 6.8. If one failure occurs, a further six 
starters shall be selected and tested and all these shall comply. If more than one failure 
occurs the starter is deemed not to satisfy the requirements of this clause. 

6.3 Conditions of test 

6.3.1 Circuit 

The starter is tested in the circuit declared by the manufacturer. 

A starting aid complying with the requirements of table 1 shall be used unless otherwise 
indicated on the starter or in the manufacturer’s literature. 

In case of doubt a choice shall be made by mutual agreement between the testing authority 
and the manufacturer. 

Table 1 – Starting aid requirements 

Lamp diameter 

mm 

Starting aid width 

mm 

Spacing from lamp" 

mm 

Length 

 15 

 25 

 38 

 15/25/38 

 25 

 40 

 40 

 1,5* 

 7 

 12 

 20 

 0* 

 

Not less than 
lamp length 

*  Strip affixed to lamp surface. 

NOTE – A starting aid spaced from the lamp can only be effective if the outer surface of the lamp is treated to be 
non-wetting. 
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6.3.2 Ballast 

The ballast used shall meet the requirements of IEC 60921, where appropriate. It shall have a 
rated voltage equal to the supply voltage, or equal to the lowest value of the supply voltage 
range for which the starter is designed. 

The rated wattage of the ballast shall be chosen to give the most onerous starting conditions 
of the range of lamp types for which the starter is designed. In case of doubt the rated 
wattage of the ballast shall correspond to the main lamp type for which the starter is 
designed. 

Where a starter is designed to operate with different ballast types (e.g. capacitive or 
inductive), the tests are made with both types of ballast. 

6.3.3 Lamps 

The lamp shall be of the pre-heated cathode type and, where appropriate, meet the 
requirements of IEC 60081. The rated wattage of the lamp shall be equal to the rated wattage 
of the ballast used. 

For starters of the mechanical type defined in 2.1 the lamp shall normally be of the “with 
starter” type. For starters of the electronic type defined in 2.2 the lamp shall normally be of 
the "starterless type". Where a choice of lamp of "with starter" or "starterless" type is declared 
by the manufacturer, the "with starter" type shall be used. 

6.4 Starters having a mechanical switching element 

6.4.1 Speed of operation 

a) Current operated starters 

A current equal to the minimum pre-heating current prescribed on the relevant lamp data 
sheet in IEC 60081 shall be passed through the circuit. 

For starters which incorporate a cut-out, the starter shall operate at least once during the 
test period of 30 s. For continuously operating starters, the starter shall operate at least 
twice during the test period of 30 s. 

The test is made with a deactivated lamp or with an equivalent resistance of both cathodes 
in series as prescribed on the relevant lamp data sheet in IEC 60081. 

b) Voltage operated starters 

A voltage of 0,92 times the rated voltage of the ballast shall be applied to the circuit.  

For starters which incorporate a cut-out, the starter shall operate at least once during the 
test period of 30 s. 

For continuously operating starters, the starter shall operate at least twice during the test 
period of 30 s. 

The test is made with a deactivated lamp or with an equivalent resistance of both cathodes 
in series as prescribed on the relevant lamp data sheet in IEC 60081. 

6.4.2 Cathode pre-heating 

A voltage of 0,92 times the rated voltage of the ballast shall be applied to the circuit. 

Starters shall provide sufficient lamp cathode heating. The pre-heating current shall be either 
as specified on the relevant lamp data sheet in IEC 60081 or shall be in line with the lamp 
manufacturer's requirements relating to current and time. 

6.4.3 Pulse voltage 

The circuit for measuring pulse voltage shall be as shown in figure 1. 
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A voltage of 0,92 times the rated voltage of the ballast shall be applied to the circuit for 30 s. 
On at least one occasion during this period, the highest pulse voltage (indicated by either of 
the two voltmeters) shall be not less than the value mentioned in the column "information for 
starter design" of the relevant lamp data sheet of IEC 60081. If the starter is designed for a 
range of lamps, care should be taken that the highest voltage value quoted in the sheets for 
the lamps within that range should be used. 

NOTE – As an alternative to the electrostatic voltmeter prescribed in figure 1, a memory oscilloscope may be 
used in the circuit together with a high-voltage probe having the following properties: 

Input resistance: ≥100 MΩ 

Input capacitance ≤15 pF 

Cut-off frequency ≥1 MHz. 

In case of doubt, the measurement with the electrostatic voltmeter is the reference method. 

6.5 Starters having an electronic switching element 

For explanatory notes and guidance to testing see annex B. 

It may be expected that starters complying with this subclause, when associated with lamps 
which comply with IEC 60081 or IEC 60901, will provide satisfactory starting of the lamp at an 
air temperature immediately around the lamp between 10 °C and 35 °C and at voltages within 
92 % and 106 % of the rated voltage. 

For 6.5.1, 6.5.2 and 6.5.3 compliance is checked with: 

a) each lamp cathode replaced by a resistance corresponding to the substitution resistor 
value prescribed on the relevant lamp data sheet IEC 60081 or IEC 60901; 

b) supply voltages of 0,92 and 1,06 times the rated voltage of the ballast. 

6.5.1 Speed of operation 

For starters which incorporate a cut-out, the starter shall operate at least once during the test 
period of 30 s. 

For continuously operating starters, the starter shall operate at least twice during the test 
period of 30 s. 

6.5.2 Cathode pre-heating 

The starter shall operate so that the minimum total effective heating current shall comply with 
the time/current limits specified on the relevant lamp data sheets (see annex B, figure B.2). 

The absolute minimum pre-heating time shall be at least 0,4 s unless otherwise specified on 
the relevant lamp data sheet. 

The maximum effective heating current shall not exceed the limits specified on the relevant 
lamp data sheet at any time t. 

6.5.3 Open-circuit voltage 

The open-circuit voltage between any pairs of substitution resistors representing a lamp shall 
not exceed the maximum values specified on the lamp data sheet, during the pre-heating 
period. 

After the pre-heating period the voltage shall attain a value, not less than the minimum value 
for lamp starting, as specified on the lamp data sheet. 
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