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PREFACE

This Standard was prepared by the Joint Standards Australia/Standards New Zealand Committee TE/3,
Electromagnetic Interference, as one of a series of Standards intended to facilitate control of
electromagnetic interference and the compatibility of electrical and electronic equipment.

This Standard is identical with and has been reproduced from IEC 61000-2-5:1995, Electromagnetic
compatibility (EMC), Part 2: Environment—Section 5: Classification of electromagnetic environments.
Basic EMC publication.

The objective of this Standard is to provide designers, manufacturers, suppliers and EMC testers with
a classification of electromagnetic environments to assist with the understanding of immunity design,
specification and test criteria.

Since January 1997, IEC has applied 60000 numbering system to its publications and has modified its
database accordingly. References in IEC publications issued since January 1997 are given in terms of
the 60000 series numbering, e.g. IEC 1147 is referenced as IEC 61147.

The term ‘informative’ has been used in this Standard to define the application of the annex to which
it applies. An ‘informative’ annex is only for information and guidance.

As this Standard is reproduced from an IEC publication the following applies:
(a)  Its number appears on the cover and title page while the IEC number appears only on the cover.

(b) In the source text ‘this section of IEC 1000-2’ should read °‘this Australian/New Zealand
Standard’.

(c) A full point should be substituted for a comma when referring to a decimal marker.

(d) In the source text ‘radio’ should read ‘radiocommunication’.

© Copyright — STANDARDS AUSTRALIA/STANDARDS NEW ZEALAND

Users of Standards are reminded that copyright subsists in all Standards Australia and Standards New Zealand publications and software.
Except where the Copyright Act allows and except where provided for below no publications or software produced by Standards Australia
or Standards New Zealand may be reproduced, stored in a retrieval system in any form or transmitted by any means without prior permission
in writing from Standards Australia or Standards New Zealand. Permission may be conditional on an appropriate royalty payment. Australian
requests for permission and information on commercial software royalties should be directed to the head office of Standards Australia.
New Zealand requests should be directed to Standards New Zealand.

Up to 10 percent of the technical content pages of a Standard may be copied for use exclusively in-house by purchasers of the
Standard without payment of a royalty or advice to Standards Australia or Standards New Zealand.

Inclusion of copyright material in computer software programs is also permitted without royalty payment provided such programs are
used exclusively in-house by the creators of the programs.

Care should be taken to ensure that material used is from the current edition of the Standard and that it is updated whenever the Standard
is amended or revised. The number and date of the Standard should therefore be clearly identified.

The use of material in print form or in computer software programs to be used commercially, with or without payment, or in commercial
contracts is subject to the payment of a royalty. This policy may be varied by Standards Australia or Standards New Zealand at any time.
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AUSTRALIAN/NEW ZEALAND STANDARD

Electromagnetic compatibility (EMC)

Part 2.5:
Environment—Classification of electromagnetic environments

1 General

1.1 Scope and object

This section of IEC 1000-2 is a technical report intended for guidance, not as a specification,
for those who are in charge of writing immunity standards for an equipment or system. lts
purpose is to classify electromagnetic environments and help improve the specification of the
immunity requirements of an item containing electrical or electronic parts, and consequently
obtain electromagnetic compatibility. It also gives basic guidance for the selection of immunity
levels. The data are applicable to any equipment, subsystem or system making use of
electromagnetic energy and operating in a specific location as defined by this report. The
environment inside transportation equipment (vehicles, traction, ships, aircraft) is not described
in this report, but their effect on the surrounding environment is included.

it should be noted that the immunity fevel requirements chosen for the items are not only
inevitably bound to their environment, but also to the requirements of the applications (e.g. for
reliability or safety purposes). That could lead to more stringent requirements than usual.
These levels may also be established for more general purposes such as generic and product
standards, taking into account statistical and economical aspects as well as cormmon
experiences in certain application fields.

1.2 Normative reference

The following normative document contains provisions which, through reference in this text,
constitute provisions of this section of IEC 1000-2. At the time of publication, the edition
indicated was valid. All normative documents are subject to revision and parties to agreements
based on this section of IEC 1000-2 are encouraged to investigate the possibility of applying
the most recent edition of the normative document indicated below. Members of IEC and I1SO
maintain registers of currently valid International Standards.

IEC 50(161): 1990, International Electrotechnical Vocabulary (IEV) - Chapter 161: Electro-
magnetic compatibility

1.3 Approach

Classification of the electromagnetic environment is based on the classification or a description
of the electromagnetic phenomena prevailing at typica! locations, not on existing test
specifications. However, given a choice among equal possibilities, harmonization with existing
test specifications (if appropriate) will simplify the situation and promote easier acceptance of
the recommendations. The definition of electromagnetic environment in IEC 50(161) makes
reference to “electromagnetic phenomena”. The term disturbance degree is used in this report
for quantifying the phenomena contributing to the electromagnetic environment, independently
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of any consideration of test levels. The term “severity level” will not be used in this report to
describe the environment, as it is reserved for specifying immunity test /evels in other IEC
publications.

Thus, the concept and term of electromagnetic phenomenon is the starting point for defining
the environment and selecting disturbance degrees in a classification document. Clauses 4, 5
and 6 of this report are the first step of the process. Three basic categories of phenomena
have been identified: low-frequency phenomena, high-frequency phenomena and electrostatic
discharge. In the first stage, attributes of the phenomena (amplitudes, waveforms, source
impedance, frequency of occurrence, etc.) will be defined generically, and the expected range
of disturbance degrees established. Then, in the second stage, ONE SINGLE value from that
range has been identified as most representative for each phenomenon at a specific class of
location and set forth as the compatibility level for that location class.

The process is illustrated in figure 1, showing how two sets of tables are used: a set of input
tables that are phenomena-oriented and establish a range of disturbance degrees for a given
phenomenon, and a set of output tables that are location-oriented and propose a table for each
class, with one value of compatibility level for each of the phenomena identified in the set of
input tables.

The final classification of environments into location classes and corresponding compatibility
levels is discussed in clause 7, with specific examples of location classes given in the tables of
annex A. The attributes of these location classes are based on the significant electromagnetic
characteristics of a location, rather than geographical or structural aspects. For instance, the
term “factory” is insufficient to categorize the location: in a factory, different localized
conditions such as a computer room, general office space, as well as the manufacturing floor,
proper, will be found.

The locations labels of the final classification imply specific definition of significant
electromagnetic attributes. Classes of locations other than those listed in annex A may be
identified and added to the set as the need arises.

It should be noted that this classification is based on environment data encountered circa 1990
with an acceptable probability factor. The disturbance degrees shown in annex A are offered as
examples of compatibility levels for the guidance of product committees, not as normative
permitted levels or immunity requirements. Those values are affected by uncertainties, and
might not describe extreme environments.
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/
INPUT TABLES———— —>  OUTPUT TABLES
Phenomenon oriented Location oriented
LF <— conducted Specification of one value
>< per phenomenon and
HF » radiated interface port, with one
S . table for each location
Classification according to class
the disturbance degrees, )
with one table for each
phenomenon:
A = controlied environment
= natural
3= environments
X = harsh environment
Phenomenon abc Location Class xyz
ttribute Port
Degree Phenom.

Figure 1 — Schematic of the two-step approach used for classification
with phenomenon-criented input tables and location-oriented
output tables

2 Definitions

For definitions related to the general subject of electromagnetic compatibility, see IEC 50(161).
For the purpose of this section of IEC 1000-2, the following definitions apply.

Notes shown in normal characters are part of the IEC 50(161) definition. For the purpose of

this report, notes shown in italic characters have been added to the definition given in
IEC 50(161).
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2.1 Annotated definitions on electromagnetic compatibility

2.1.1 (electromagnetic) compatibility levei: Specified maximum eilectromagnetic
disturbance level expected to be impressed on a device, equipment or system operated in
particular conditions. [161-03-10]

NOTE - In practice the electromagnetic disturbance level is not an absofute maximum level but may be
exceeded by a small probability.

2.1.2 disturbance degree: Specified, quantified intensity within a range of disturbance levels

corresponding to a particular electromagnetic phenomenon encountered in the environment of
interest.

2.1.3 disturbance level: Level of a given electromagnetic disturbance, measured in a
specified way.

2.1.4 electromagnetic compatibility (EMC): Ability of a device, equipment or system to
function satisfactorily in its electromagnetic environment without introducing intolerable
electromagnetic disturbances to anything in that environment. (161-01-07, modified)

NOTE — For brevity, instead of repeating the wording *device, equipment or system”, the term “item" is used
in this report.

2.1.5 (electromagnetic) environment: Totality of electromagnetic phenomena existing at a
given location. [161-01-01]

NOTES

1 In general, this totality is time-dependent and its description might need a statistical approach.

2 ltis very important not to confuse the electromagnetic environment and the location itself.

2.1.6 (electromagnetic) disturbance: Any electromagnetic phenomenon which might degrade
the performance of a device, equipment or system, or adversely affect living or inert matter.
[161-01-05]

NOTE - An electromagnetic disturbance might be electromagnetic noise, an unwanted signal or a change in
the propagation medium itself.

2.1.7 (electromagnetic) susceptibility: Inability of a device, equipment or system to perform
without degradation in the presence of an electromagnetic disturbance. [161-01-21]

NOTE — Susceptibility is a lack of immunity.

2.1.8 immunity (to a disturbance): Ability of a device, equipment or system-to perform
without degradation in the presence of an electromagnetic disturbance. [1 61-01-20]

2.1.9 immunity level: Maximum leve! of a given electromagnetic disturbance incident on a
particular device, equipment or system, for which it remains capable of operating at a required
degree of performance. [161-03-14)

2.1.10 location (EMC): Position or site marked by distinguishing electromagnetic features.

2.1.11 location class: Set of locations having a common property related to the }ypes and
density of electrical and electronic equipment in use, including installation conditions and
external influences (see annex A).
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2.2 Acronyms

ASD adjustable speed drive (also variable speed drive)
cw continuous wave

ESD electrostatic discharge

EUT equipment under test

ISM industrial, scientific and medical equipment
IFE information technology equipment
MRI magnetic resonance imaging (also nuclear magnetic resonance).

3 User's guide for this report

3.1 Rationale for classification system

The purpose of a classification system is to identify a limited set of parameters and associated
values which may be chosen when identifying performance requirements. The purpose of such
a system is primarily economic, in that it limits the number of variations in the number of types
of equipment which a manufacturer may produce. It also identifies the need (if any) for
appropriate interfaces.

The classification system proposed is rather exhaustive, and shows numerous electromagnetic
phenomena. It does not necessarily mean that the immunity of a given device shall be tested
against all these phenomena, but that a limited set of them may be chosen according to the
environment of concern and inherent characteristics of the device.

3.2 Environmental phenomena

The electromagnetic environment in which electronic systems are expected to operate without
interference is very complex. For the purpose of this classification, three categories of
environmental phenomena have been defined to describe all disturbances:

~ low-frequency phenomena (conducted and radiated, from any source except ESD);
- high-frequency phenomena (conducted and radiated, from any source except ESD);
- electrostatic discharge (ESD) phenomena (conducted and radiated).

This distinction is necessary in order to recognize that electromagnetic disturbances occur in a
particular medium. Formally, when dealing with the electromagnetic environment, the
wavelength A of the considered disturbance is the gauge for “long or large” and for “short or
small". A system is small or a line is short if the wavelength is much greater than its
dimensions. Consequently, in that situation the frequency is low, as the frequency is inversely
proportional to wavelength. Large, long and high apply when the dimensions are, say, greater
than 1. However, in the context of the present report, low means that the dominant part of the
frequency spectrum of the disturbance is below 9 kHz and high if it is at frequencies (much)
higher than 9 kHz.
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Radiated disturbances occur in the medium surrounding the equipment, while conducted
disturbances occur in various metallic media. The concept of ports, through which disturbances
have an impact on the equipment, allows a distinction among these various media: 1)
enclosure; 2) a.c. power mains: 3) d.c. power mains; 4) control/signal lines; 5) interface
between systems and earth or reference. The source, the coupling and the propagation
characteristics depend on the type of medium. The final tables of annex A show the
compatibility levels for various location classes, and are structured along this concept of
corresponding ports.

3.3 Simplification of the environmental database

It is neither possible nor absoiutely necessary to describe completely an electromagnetic
environment. Consequently, any description is limited to certain properties of this environment.
The first step of a description shouid be the selection of appropriate electromagnetic properties
corresponding to the various phenomena that can create electromagnetic disturbances. Table 1
lists the types of phenomena. In this report, the boundary between low frequency and high
frequency is generally understood as being 9 kHz; however, when addressing a type of
disturbance prevailing in one frequency range with a small overlap into the other range, the
boundary might be slightly shifted to keep the phenomenon within one descriptive range.

An appropriate selection is only valid if its purpose is also specified. Considering the many
possible coupling mechanisms between an item and its electromagnetic environment, it
becomes apparent that, in order to accurately assess the necessary level of immunity for any
item, more information than is available about the environment would be needed. Accuracy of
electromagnetic environment descriptions are necessarily limited, as follows:

~ some aspects of the environment are disregarded because the information is not
available;

— some aspects of the environment are disregarded because a classification system taking
them into account would become too complex;

- a statistical approach may be necessary, in order to consider only those events for which
the occurrence is likely.

The first two limitations are embedded in the selection of the disturbance types, while the
statistical aspect appears in the definition of environment classes and the selection of a single
vaiue for compatibility levels, rather than a range of values.

Available databases at the time of elaboration of this report indicate the wide variety of
conducted and radiated disturbances that can be expected to occur in the diverse
environments encountered in the use of equipment. Evaluation by laboratory tests of the ability
of equipment to withstand these environments, or of the effectiveness of mitigation methods,
can be facilitated by a synthesis of the database. This synthesis leads to selecting a few
representative disturbance phenomena that will make tests uniform, meaningful and replicable.
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Table 1 - Principal phenomena causing electromagnetic disturbances

Conducted low-frequency phenomena
-~ harmonics, interharmonics

— signalling voltages

— wvoltage fluctuations

— voltage dips and interruptions

— voltage unbalance

— power-frequency variations

— induced low-frequency voltages

- d.c. in a.c. networks

Radlated low-frequency phenomena
- magnatic fields

- electric fields

Conducted high-frequency phenomena
- induced CW voltages or currents
— unidirectional transients

- oscillatory transients

Radiated high-frequency phenomena
— magnetic fislds
— ealectric fields
- electromagnetic fields
. continuous waves

. transients

Electrostatic discharge phenomena (ESD)

Nuclear electromagnetic pulse (NEMP) *

* Not considered in this report.

To assist equipment designers and users in making appropriate choices in defining immunity
test levels, the classification shows, for each phenomenon, only one compatibility level per
class of location. The characterization of each phenomenon is presented in tabular form, from
which a selection can be made. This approach gives a common base of reference for
specifying performance requirements for an equipment expected to be installed at various
types of locations, and yet provides the appropriate degree of compromise between a
conservative overdesign and a cost-conscious reduction of margins. The specification of these
requirements for specific equipment remains the field of product standards and, therefore,
cannot be addressed in the present report.

For a given equipment, the surrounding environment in which it is required to operate results
from the presence and nature of disturbance sources, as well as from the installation
conditions adopted. Typical installation practices take into consideration the mitigation which
can be obtained by separation, shielding and suppression. Therefore, it is important to take into
consideration the effect of these practices when suggesting disturbance degrees in specific
locations where various instaliation practices are generally applied. This report assigns a
representative degree for the various types of installations likely to be found at those locations.
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The listing of disturbance degrees includes an "A* degree, for an environment where some
mitigation or control might be necessary to satisfy specific requirements, and an *X* degree
recognizing that in some situations exceptional conditions could prevail that need specific
recognition. The “A* degree corresponds to a situation where the environment is somewhat
controlled by the nature of the building, or installation practices inherent to a particular type of
location. The *X* degree corresponds to a degree of disturbance higher than is generally
encountered.

As with any classification scheme, its value lies in its generality. This classification recognizes
that there could be exceptional requirements associated with any specified iocation. The
consequences of such an occurrence must be taken into account in designing equipment for
operation in a particular classification category. For example, a particular type of switching
transient can occur infrequently in some type of location. Whether the equipment should be
designed to be “immune” to this particular disturbance depends upon whether its effects are
temporary (for instance, a reduction of reception quality that might be acceptable although
undesirable), or permanent and unacceptable (equipment damage or misoperation with
unacceptable consequences).

If no special performance requirement is expected at a given location, which is the general
case, the procedure is reduced to:

a) selecting the appropriate location class from those defined in clause 7 and annex A;
b) selecting the required immunity in accordance with the principles stated in ciause 8.

The purpose of this technical report is not to specify immunity, but to allow product committees
to make a selection on a rational and informed basis, without specifying equipment immunity.
Data shown in the following tables are referred to well-known environmental conditions, such
as low-frequency phenomena or, in other cases, only proposed as representative levels for
classification.

4 Low-frequency electromagnetic phenomena

4.1 Conducted low-frequency phenomena
4.1.1 Harmonics (s3 kHz)

Harmonic voltages are the result of harmonic currents from non-linear loads, flowing through
the network impedances at the harmonic frequencies, and causing a corresponding voltage
drop. The current and voltage contributions from various sources, such as several phase-
controlled rectifiers, add vectorially so that the resulting voltage is less than or equal to the
arithmetic sum of all contributions. A distinction can be made between two categories of
sources:

- small sources in great number in the low-voltage networks, from a variety of electronic
loads with rectifier input (household appliances, TV sets, personal computers, etc.);

- large individual sources on the LV, MV or HV networks, from industrial loads (such as
adjustable speed drives), traction rectifiers, etc.
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The numerous small sources are the primary cause of harmonics in public distribution
networks. Large sources are significant in industrial areas where they add to the contribution
coming from residential areas. Table 2 shows the range of disturbance degrees to be expected
for the individual harmonics and for the total harmonic distortion factor (THD) = [ £ 42 ]"?,
where up = Up/U, recognizing the fact that not all harmonics will reach the corresponding
value simuitaneously. Data concerning interharmonics are under consideration.

Table 2 ~ Range of disturbance degrees for harmonics in low-voltage power systems
(in per cent of fundamental voltage)

Disturbance | THD Odd (not multiple of 3) Muiltiples of 3 Even
degrees
5 7,11 13 | 17 | 19 {23-25 | »25 3 g 15 | 21 | »21 2 4 6-10 | >10
A Case-by-case according to the equipment requirements
(controlled)
1 8 6|5[35] 3 2. 1151 1.5 > S [15|03|02]021] 2 1 0,5 | 0,2
2 10 |87 5 |45( 4 a 3,5 we 6 125] 2 {12 1 3115 1 1
X (harsh) Case-by-case according to the situation

= 0,2 + 12,5/n (where n is the order of the harmonic)

= 3,5 to 1,0 (decreasing with increasing frequency)

NOTES

1 Degree A applies to protected supplies for equipment that may be sensitive to harmmonics (possibly some
computer types, measurement instruments, medical apparatus, etc.).

2 Degree 1 corresponds to the compatibllity leve! defined for tow-voltage public distribution networks (see
IEC 1000-2-2). It may apply also for slightly disturbed industrial networks (smali- and medium-size industrial
plants, commercial buildings).

3 Degree 2 applies to industrial networks and large commercial buildings.
4 Degree X applies to strongly disturbed industrial networks (steel plants, etc.).

Above values represent the levals which, according to a statistical distribution over time, are not exceeded in
95 % of the time in the most exposed points of a network. They correspond to the compatibility leveis given in
IEC 1000-2-2 and IEC 1000-2-4.

4.1.2 Signalling voltages in power systems

Power networks are designed for the transmission of energy, but they can also be used for the
transmission of information by ®"mains signalling systems". The relevant standardization
documents consider three types of systems:

- rippie control systems used by electric utilities in public distribution networks, in the
range of 100 Hz to 3 kHz, generally below 500 Hz, with signais up to 9 % U,,m. These
systems are used in some countries in Europe and elsewhere:

- power-line carrier systems used by electric utilities in public distribution networks, in the
range 3 kHz to 95 kHz, with allowed signal levels up to 2,5% Uyom- These signals, however,
are strongly attenuated in the network (>40 dB). These systems are used mainly in the USA
and are developing elsewhere;
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- signalling systems for enc - er pr< = ses (residential or industrial), in the range of 95 kHz
to 148,5 kHz in Europe (ITU tegion 1), or 500 kHz in the USA and Japan, with allowed signal
levels up t0 0,6 % U,;m Or 5 % Usicens

Table 3 - Range of disturbance degrees for signalling voltages in power systems
(in per cent of nominal voltage)

Disturbance degrees Frequency range
kHz
0,1-3 3-85 85-148,5 148,5-500
A - Network without signalling Case-by-case according to the equipment requirements
1 - Emission level, near to the 0,1-0,5 kMz: 5 % 3-8 kHz: * Genaral: 0,6 % 2-0,6
t itte
il 05-3kHz: 5% 0| 9-95kHz:5% | Industrial areas: | (MV+ MO! %)
1.3% 5%
X - Special cases (resonances) Case-by-case according to the situation

“ Under consideration.

NOTES

1 Degree A: residual signals might exist, coupled from adjacent systems where intentional signals might be
present. For this degree, in contrast with other tables, degree A is not a controlled environment. Furthermore,
some types of installations might offer some degree of protection against this disturbance phenomenon. In

case of disturbing over-spill from adjacent networks, it might be necessarily to install biocking or absorbing
circuits.

2 Degree 1: for the range 0,1 kHz to 3 kHz, the values comespond to normal injection levels in actual
installations. For the other ranges, the values indicate the maximum allowed injection level measured on a
reference impedance. These values are only applied in ITU region 1, and other values might be used in ITU
region 2 or 3.

3 Degree X: normally the signals are more or less attenuated in the network. However, in certain cases of
resonance the signals may be enhanced. In the range 0,1 kHz to 3 kHz, a maximum of 8 % Up, is allowed.

4.1.3 Power system voltage and frequency variations

4.1.3.1 Amplitude

The 50/60 Hz power supply voltage amplitude can be the subject of various disturbances.

a) Continuous or randomly repeated and relatively rapid fluctuations within the normal
operating range, at a rate of occurrence ranging from 25 per second to one per minute. The
most disturbing effect of such fluctuations is a flickering of lighting levels (mainly low-power
incandescent lamps), causing physiological discomfort. Sources are generally industrial
loads such as arc furnaces (HV network), welding machines (LV network), switching of large
loads and capacitor banks. These rapid fluctuations should be differentiated from normal,
slow variations that cannot be considered as an EMC issue.

b) Voltage dips (AU ranging from 10 % to 99 % of Unom) @and short interruptions (AU = 100 %
Unom) with durations ranging from one half-cycle to several seconds. Interruptions lasting
more than 1 min are no longer considered a low-frequency EMC issue, but power supply
interruptions. These voltage dips and short interruptions have various origins:
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