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Keeping Standards up-to-date

Standards are living documents which reflect progress in science, technology and
systems. To maintain their currency, all Standards are periodically reviewed, and
new editions are published. Between editions, amendments may be issued.
Standards may also be withdrawn. It is important that readers assure themselves
they are using a current Standard, which should include any amendments which
may have been published since the Standard was purchased.

Detailed information about joint Australian/New Zealand Standards can be found by
visiting the Standards Web Shop at www.standards.com.au or Standards New
Zealand web site at www.standards.co.nz and looking up the relevant Standard in
the on-line catalogue.
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Zealand offer a number of update options. For information about these services,
users should contact their respective national Standards organization.

We also welcome suggestions for improvement in our Standards, and especially
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PREFACE

This Standard was prepared by the Joint Standards Australia/Standards New Zealand Committee
EL-014, Electrical Equipment in Hazardous Areas to supersede, in part,
AS/NZS 61241.1.1:1999.

This Standard is identical with, and has been reproduced from IEC 61241-1, Ed. 1(2004),
Electrical apparatus for use in the presence of combustible dust — Part 1: Protection by
enclosures “tD”.

The objective of this Standard is to specify construction and testing of electrical apparatus
protected by enclosures and surface temperature limitations, for use in the presence of
combustible dusts.

This first edition of AS/NZS 61241.1, together with AS/NZS 61241.0, cancels and replaces
AS/NZS 61241.1.1 (1999).

This Standard supplements the general requirements in AS/NZS 61241.0.

This Standard (and other parts within this Series) was developed to align protection methods
associated with electrical apparatus for use in the presence of combustible dust and those
similar protection methods associated with the AS/NZS 60079 series of Standards, where
possible.

AS/NZS 61241 consists of the following parts under the general title: Electrical apparatus for
use in the presence of combustible dust:

Part 0: General requirements

Part 1: Protection by enclosures ‘tD’

Part 2: Type of protection ‘pD’*

Part 10: Classification of areas where combustible dusts are or may be present

Part 11: Protection by intrinsic safety ‘iD’t

Part 14: Selection and installation

Part 17: Inspection and maintenance of electrical installations in hazardous areas (other
than mines)t

Part 18: Protection by encapsulation ‘mD’

Part 20: Test methodst

Part 20.1: Methods for determining the minimum ignition temperatures of dust

Part 20.2: Method for determining the electrical resistivity of dust in layers

Part 20.3: Method for determining minimum ignition energy of dust/air mixtures

As this Standard is reproduced from an International Standard, the following applies:

(a) Its number does not appear on each page of text and its identity is shown only on the
cover and title page.

(b) In the source text ‘this international standard’ should read ‘this Australian/New Zealand
Standard’.

(c¢) A full point should be substituted for a comma when referring to a decimal marker.

* To be published (to supersede current AS/NZS 612141.4).
¥ To be published.

Accessed by MONASH UNIVERSITY LIBRARY on 16 Jun 2015 (Document currency not guaranteed when printed)

I Under consideration (to supersede current Parts 2.1, 2.2 and 2.3). Documents

Document Sharing Hub

Full document details: AS NZS 61241.1-2005


http://www.avadocuments.com/doc/as-nzs-61241-1-2005
http://www.avadocuments.com/doc/as-nzs-61241-1-2005

CONTENTS

Page

L 1ol o] o 1= TP 1

2 NOMMaAtIVE T O N CES .. e 1

3 Terms and definitioNS . ... 2

4 CONSITUCTION Lo e 2

5 Practice A and practiCe B.... ... 2

6 Supplementary requirements for electrical apparatus protected by enclosures for
practice A for use in zones 20, 21 and 22..... ... 2
7 Supplementary requirements for electrical apparatus protected by enclosures for

practice B for use in Zzone 20 Or 21 ... 3

T OIS 3

T Plain JOINES o 3

7.1.2  Spigotted JOINtS ... 3

7.1.3  Gasketed JOINtS ... 4

7.2 Operating rods, spindles or shafts.................oo 4

721 GENETAL. .. 4

7.2.2 Running contact SEalS.........cooiiiiii 4

i 7.2.3 Powershafts ... 4

£ 7.2.4  OPEratiNg MOUS ......iueoeiiii ittt 5

5 7.3  Clearance of DOIS ... .. .o 5

z 8 Verification aNd teSES ... ..o 6
(0]

% B GENEIAL. ... i 6

8 8.2 TP P St it 6
(o))

5 8.2.1 Tests for dust exclusion by enclosures ...............oooiiiiiiii 6
c

2 8.2.2 Thermal testS .o 7

2 O MATKING 8

2 BIDIOGIAPNY ... oo, 9
:
3
e
n
3
E
5
>_
a4
<
v
@
-
>_
=
0
2
Ll
>
=z
-]
I
(%))
<
=z
o
=
)
e}
?
@
g

Documents

Document Sharing Hub

Full document details: AS NZS 61241.1-2005


http://www.avadocuments.com/doc/as-nzs-61241-1-2005
http://www.avadocuments.com/doc/as-nzs-61241-1-2005

INTRODUCTION

Many dusts which are generated, processed, handled and stored, are combustible. When
ignited they can burn rapidly and with considerable explosive force if mixed with air in the
appropriate proportions. It is often necessary to use electrical apparatus in locations where
such combustible materials are present, and suitable precautions must therefore be taken to
ensure that all such apparatus is adequately protected so as to reduce the likelihood of
ignition of the external explosive atmosphere. In electrical apparatus, potential ignition
sources include electrical arcs and sparks, hot surfaces, and frictional sparks.

Areas where dusts, flyings and fibres in air occur in dangerous quantities are classified as
hazardous and are divided into three zones according to the level of risk.

Generally, electrical safety is ensured by the implementation of one of two considerations, i.e.
that electrical apparatus be located where reasonably practicable outside hazardous areas
and that electrical apparatus be designed, installed and maintained in accordance with
measures recommended for the area in which the apparatus is located.

Combustible dust can be ignited by electrical apparatus in several ways:

- by surfaces of the apparatus that are above the minimum ignition temperature of the
dust concerned. The temperature at which a type of dust ignites is a function of the
properties of the dust, whether the dust is in a cloud or layer, the thickness of the layer
and the geometry of the heat source;

- by arcing or sparking of electrical parts such as switches, contacts, commutators,
brushes or the like;

- by discharge of an accumulated electrostatic charge;
- by radiated energy (e.g. electromagnetic radiation);
- by mechanical sparking or frictional sparking or heating associated with the apparatus.

In order to avoid ignition hazards it is necessary that:

- the temperature of surfaces on which dust can be deposited, or which would be in
contact with a dust cloud, is kept below the temperature limitation specified in this
standard;

- any electrical sparking parts, or parts having a temperature above the temperature limit
specified in IEC 61241-14:

- are contained in an enclosure which adequately prevents the ingress of dust, or

- the energy of electrical circuits is limited so as to avoid arcs, sparks or
temperatures capable of igniting combustible dust;

- any other ignition sources are avoided.

Compliance with this part of IEC 61241 will only provide the required level of safety if the
electrical apparatus is operated within its rating and is installed and maintained according to
the relevant codes of practice or requirements, for example in respect of protection against
over-currents, internal short-circuits, and other electrical faults. In particular, it is essential
that the severity and duration of an internal or external fault be limited to values that can be
sustained by the electrical apparatus without damage.

Several techniques are available for the explosion protection of electrical apparatus in
hazardous areas. This standard describes the safety features of these types of explosion
protection techniques and specifies the installation procedures to be adopted. It is most
important that the correct selection and installation procedures be followed to ensure the safe
use of electrical apparatus in hazardous areas.
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Two different types of practice, A and B, are specified in this standard and are intended to
provide an equivalent level of protection.

Both of these practices are in common use and the requirements of each should be followed
without mixing either the apparatus requirements and selection/installation requirements of
the two practices. They adopt different methodology with the primary differences being:

Practice A Practice B
Written principally as performance-based requirements Written principally as prescriptive-based requirements
Maximum surface temperature is determined with 5 mm Maximum surface temperature is determined with
layer of dust and installation rules require 75 K margin 12,5 mm layer of dust and installation rules require
between the surface temperature and ignition temperature | 25 K margin between the surface temperature and
of the particular dust ignition temperature of the particular dust
Method of determining dust ingress is according to Method of determining dust ingress is in accordance
IEC 60529 — IP Code with the heat cycling test
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