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PREFACE

This Standard was prepared by the Joint Standards Australia/Standards New Zealand Committee
EL-006, Industrial Switchgear and Controlgear.
The objective of this Standard is to specify requirements for interfaces between control devices
and switching elements, normal service conditions for devices, constructional and performance
requirements and tests to verify conformance to requirements.
This Standard is Part 5 of a series which, when complete, will consist of the following:
AS/NZS
62026 Low-voltage switchgear and controlgear—Controller-device interfaces (CDIs)
62026.1 Part 1: General rules
62026.2 Part 2: Actuator sensor interface (AS-i)
62026.3 Part 3: DeviceNet
62026.5 Part 5: Smart distributed system (SDS) (This Standard)
62026.6 Part 6: Seriplex (Serial multiplexed control Bus)
This Standard is identical with and has been reproduced from IEC 62026-5:2000, Low-voltage
switchgear and controlgear—Controller-device interfaces (CDIs)—Part 5:  Smart distributed
system (SDS).
This Standard covers controller-device interfaces for control systems, factory automation and
material handling including devices such as limit switches, proximity sensors, electro-
pneumatic valves, relays, motor-starters, operator interface panels, analogue inputs, analogue
outputs and controllers.
The provisions of the general rules in AS/NZS 62026.1 are applicable to this Joint
Australian/New Zealand Standard, where specifically called for. General rules clauses and
subclauses thus applicable, as well as tables, figures and annexes, are identified by reference to
Part 1 of the IEC Standard from which this Standard is reproduced, for example
subclause 7.2.4.1 of IEC 62026-1.
The smart distributed system (SDS) is intended for use in, but is not limited to, controller-
device interfaces for control systems, factory automation and material handling. These
applications may include devices such as limit switches, proximity sensors, electro-pneumatic
valves, relays, motor-starters, operator interface panels, analogue inputs, analogue outputs and
controllers.
SDS provides for the connection of intelligent devices such as sensors, actuators and other
components to one or more controllers. SDS functionality may be integrated directly into the
devices or be in modules allowing the connection of conventional components to the network.
SDS consists of one or more controllers connected to up to 126 logical devices. In addition to
the process data, SDS allows for the transmission of parameters and diagnostic data. The data
exchange may be either event-driven or cyclical.
Topology is typically a single trunk with short branches using a cable comprising two shielded,
twisted pairs with a common earth wire within a single jacket.
Data can be transmitted at rates of 125 kbit/s, 250 kbit/s, 500 kbit/s and 1 Mbit/s with maximum
system trunk lengths of 457 m, 182 m, 91 m and 22 m respectively.
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Figure 1 shows an example of an SDS controller-device interface.

Trunk

Sensor Solenoid

Controller

Tee

Physical
component

Motor
controller

Branch

Termination
resistor included
in the controller

Termination
resistor

IEC   1570/2000

Figure 1 − Example of an SDS controller-device interface scope

A reference to an International Standard identified in the Normative References Clause by
strikethrough (example) is replaced by a reference to the Australian or Australian/New Zealand
Standard(s) listed immediately thereafter and identified by shading (example). Where the
struck-through referenced document and the referenced Australian or Australian/New Zealand
Standard are identical, this is indicated in parenthesis after the title of the latter.
As this Standard is reproduced from an International Standard, the following applies:
(a) Its number does not appear on each page of text and its identity is shown only on the

cover and title page.
(b) In the source text ‘this standard’ should read ‘this Australian/New Zealand Standard’.
(c) A full point should be substituted for a comma when referring to a decimal marker.
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STANDARDS AUSTRALIA/STANDARDS NEW ZEALAND

Australian/New Zealand Standard

Low-voltage switchgear and controlgear—Controller-device interfaces
(CDIs)

Part 5:  Smart distributed system (SDS)

Any IEC table, figure or passage of text that is struck-through is not part of this Standard. Any
Australian/New Zealand table, figure or passage of text that is added (and identified by
shading) is part of this Standard.

1 Scope

This International Standard specifies an interface system between a single or multiple controlling
device and control circuit devices or switching elements as defined in IEC 60947-5-2, connected
by a shielded, twisted four-wire cable carrying data and power, and establishes a system for the
interchangeability of components with such interfaces.

The object of this standard is to define, for smart distributed systems (SDS) interfaces:

− requirements for interfaces between control devices and switching elements;

− normal service conditions for devices;

− constructional and performance requirements;

− tests to verify conformance to requirements.

2 Normative references

The following normative documents contain provisions which, through reference in this text,
constitute provisions of this International Standard. For dated references, subsequent
amendments to, or revisions of, any of these publications do not apply. However, parties to
agreements based on this International Standard are encouraged to investigate the possibility
of applying the most recent editions of the normative documents indicated below. For undated
references, the latest edition of the normative document referred to applies. Members of IEC
and ISO maintain registers of currently valid International Standards.

References to International Standards that are struck through in this Clause are replaced by
references to equivalent Australian or Australian/New Zealand Standards that are listed
immediately thereafter and identified by shading. Any Australian or Australian/New Zealand
Standard that is identical to the International Standard it replaces is appropriately identified.

CISPR 11:1997, Industrial, scientific and medical (ISM) radio-frequency equipment –
Electromagnetic disturbance characteristics – Limits and methods of measurement

IEC 60947-1:1999, Low-voltage switchgear and controlgear – Part 1: General rules

AS/NZS 3947.1, Low-voltage switchgear and controlgear, Part 1:  General rules
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IEC 60947-5-2:1997, Low-voltage switchgear and controlgear – Part 5-2: Control circuit
devices and switching elements – Proximity switches

AS/NZS 3947.5.2, Low-voltage switchgear and controlgear, Part 5.2:  Control circuit devices
and switching elements–Proximity switches (identical to IEC 60947-5-2:1997 including
Amd.1:1999)

IEC 61000-4-2:1995, Electromagnetic compatibility (EMC) – Part 4: Testing and measurement
techniques – Section 2: Electrostatic discharge immunity test. Basic EMC publication

IEC 61000-4-3:1995, Electromagnetic compatibility (EMC) – Part 4: Testing and measurement
techniques – Section 3: Radiated, radio-frequency, electromagnetic field immunity test

AS/NZS 61000.4.3, Electromagnetic compatibility (EMC), Part 4.3:  Testing and measurement
techniques — Radiated radio-frequency electromagnetic field immunity test (identical to
IEC 61000-4-3:1995 including Amd.1:1998)

IEC 61000-4-4:1995, Electromagnetic compatibility (EMC) – Part 4: Testing and measurement
techniques – Section 4: Electrical fast transient/burst immunity test. Basic EMC publication

IEC 61000-4-5:1995,  Electromagnetic compatibility (EMC) – Part 4: Testing and
measurement techniques – Section 5: Surge immunity test

AS/NZS 61000.4.5, Electromagnetic compatibility (EMC), Part 4.5:  Testing and measurement
techniques — Surge immunity test (identical to IEC 61000-4-5:1995 including Corrig.1:1995)

IEC 61000-4-6:1996, Electromagnetic compatibility (EMC) – Part 4: Testing and measurement
techniques – Section 6: Immunity to conducted disturbances, induced by radio-frequency
fields

AS/NZS 61000.4.6, Electromagnetic compatibility (EMC), Part 4.6:  Testing and measurement
techniques — Immunity to conducted disturbances, induced by radio-frequency fields (identical
to IEC 61000-4-6:1996)

IEC 61131-3:1993, Programmable controllers – Part 3: Programming languages

IEC 62026-1:2000, Low-voltage switchgear and controlgear – Controller-device interfaces
(CDIs) – Part 1: General rules

AS/NZS 62026.1, Low-voltage switchgear and controlgear—Controller-device interfaces
(CDIs), Part 1:  General rules (identical to IEC 62026-1:2000)

ISO/IEC 7498-1:1994, Information technology – Open Systems Interconnection – Basic
Reference Model: The Basic Model

AS/NZS 2777.1, Information processing systems—Open systems interconnection—Basic
reference model, Part 1:  The basic model (identical to ISO/IEC 7498-1:1994)

ISO/IEC 10731:1994, Information technology – Open Systems interconnection – Basic
Reference Model – Conventions for the definition of OSI services

ISO 11898:1993, Road vehicles – Interchange of digital information – Controller area network
(CAN) for high-speed communication

A
cc

es
se

d 
by

 M
O

N
A

S
H

 U
N

IV
E

R
S

IT
Y

 L
IB

R
A

R
Y

 o
n 

22
 J

un
 2

01
5 

(D
oc

um
en

t c
ur

re
nc

y 
no

t g
ua

ra
nt

ee
d 

w
he

n 
pr

in
te

d)

Full document details: AS NZS 62026.5-2001

http://www.avadocuments.com/doc/as-nzs-62026-5-2001
http://www.avadocuments.com/doc/as-nzs-62026-5-2001


COPYRIGHT

3

3 Definitions, abbreviations and symbols

3.1 Definitions

For the purpose of this International Standard, the terms and definitions given in IEC 62026-1
and the following terms and definitions apply.

3.1.1
application layer
seventh layer of the ISO/OSI reference model (see ISO/IEC 7498-1)

3.1.2
application layer protocol (ALP)
rules governing the structure and timing of the application layer protocol data units that are
used to achieve the services provided by the application layer

3.1.3
application layer protocol data unit (APDU)
unit of data transfer exchanged between application layers. This unit is encapsulated within a
data link layer protocol data unit (DLPDU) when transmitted from one component to another

3.1.4
application layer service
service provided to the service user of the application layer. The service may be provided by
means of a specified function call

3.1.5
autobaud
network process for determining the network communication baud rate

3.1.6
change of value (COV)
report that a device input value has changed by a predetermined amount

3.1.7
confirm
representation of an interaction in which a service provider indicates, at a particular service
access point, the completion of some procedure previously invoked, at that service access point,
by an interaction represented by a request primitive. The confirm is an application layer primitive
service. A confirm notifies the service user of the presence of the response (ISO/IEC 10731)

3.1.8
data link layer protocol data unit (DLPDU)
protocol data unit at the data link layer

3.1.9
embedded object
network-addressable entity within a logical device. The embedded object may be, for
example, an embedded interface, an embedded device, an embedded function or an
embedded function block

3.1.10
embedded object identifier (EOID)
a 5-bit application protocol data unit field that holds a number used to differentiate up to
32 embedded objects in a logical device
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3.1.11
indication
representation of an interaction in which an application layer protocol service provider
indicates that a procedure has been invoked by the application layer protocol service user at
the peer service access point. The indication is an application layer primitive service. The
indication notifies the service user of the presence of a request from another device or
controller (ISO/IEC 10731)

3.1.12
logical device
separate addressable entity within a physical component. A logical device is connected to the
communications channel via its logical address

3.1.13
network
all the physical media, connectors, associated communication elements and a given set of
communicating devices interconnected for the purpose of communication

3.1.14
object model
description of behaviour and structure that comprises a set of attributes, a set of actions and
a set of events

3.1.15
physical component
single or modular physical package, including hardware and software, containing one or more
logical devices, that is connected to the network

3.1.16
physical layer interface (PLI)
interface between the physical component and the communications media

3.1.17
primitive
implementation-independent representation of an interaction between a service user and a
service provider. Primitive services exist at the application layer level. The primitives are:
request, response, indication and confirm (ISO/IEC 10731)

3.2 Abbreviations
ALP Application layer protocol

APDU Application layer protocol data unit

CAN Controller area network

COS Change of state

COV Change of value

DIR/PRI Direction/Priority

DLC Data length code

DLPDU Data link layer protocol data unit

EOID Embedded object identifier

FI Fragmentation indicator

I/O Input/Output

PLI Physical layer interface

R/R Request/Response

RTR Remote transmission request
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3.3 Symbols

3.3.1
(+)
qualifying suffix used with result parameter service descriptions. As a result qualifier, this
suffix refers to a successful result in service convention diagrams

3.3.2
(−−−−)
qualifying suffix used with result parameter service descriptions. As a result qualifier, this
suffix refers to an unsuccessful result in service convention diagrams

3.3.3
(=)
qualifying prefix used with indication and confirm primitive service descriptions in service
convention diagrams. This prefix means that the primitive is the same as one occurring at a
previous level

4 Classification

The SDS protocol shall be based on a three-layer architecture.

NOTE 1  These layers constitute a collapsed form of the OSI (open systems interconnection) seven layer architecture,
mapping onto the physical, data link and application layers of the OSI reference model (ISO/IEC 7498-1).

The application layer shall use the services provided by the CAN data link layer of ISO 11898.
Figure 2 compares the architecture of the SDS protocol model with the OSI reference model.

SDS protocol model Corresponding ISO layers

APPLICATION LAYER APPLICATION LAYER

| PRESENTATION LAYER

| SESSION LAYER

| TRANSPORT LAYER

| NETWORK LAYER

CAN DATA LINK LAYER DATA LINK LAYER

SDS PHYSICAL LAYER PHYSICAL LAYER

Figure 2 −−−− SDS protocol architecture compared with the OSI reference model

NOTE 2  SDS uses the 11-bit CAN identifier field ("Standard Frame Format") as described in ISO 11898.

5 Characteristics

5.1 SDS overview

5.1.1 SDS

SDS consists of physical components which include input devices, output devices, PLC
interfaces, PC interfaces, interfaces to other networks, etc. The physical components shall be
modelled as collections of logical devices that communicate over a physical medium.

One or more controllers can be connected to up to 64 field devices or up to 126 logical
devices with a maximum of 32 embedded objects in each logical device.

Figure 3 shows a logical representation of SDS.

IEC   1571/2000
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Physical component

CAN

Physical component

CAN

SDS address SDS address

Physical component

CAN

SDS trunk cable

Embedded
device

Embedded
function

Embedded
device

Embedded
device

Embedded
device

Embedded
function
block

SDS address

Logical deviceLogical device Logical deviceLogical device

Embedded
interface

SDS address

IEC   1572/2000

Figure 3 −−−− Logical representation of SDS

5.1.2 SDS modelling

5.1.2.1 Component model

Component models represent the SDS’s visible structure and the behaviour of a node. The
primary purpose of modelling is to improve the interoperability and interchangeability of
SDS components.

The basic SDS component model structure is shown in graphical form in figure 4. An SDS
physical component contains at least one logical device and provides the connection to the
network. A logical device contains at least one and up to 32 SDS embedded objects
(see 3.1.9). A physical component may have several logical devices with different SDS logical
addresses on the network.

Actual component

Addressable device

SDS trunk

Physical component

Embedded object 31

Embedded object 30

CAN interface

A logical device contains
1 to 32 embedded objects
of the following types:

! I/O devices
! Functions IEC 61131-3
! Function blocks
! Interfaces

 Each SDS object model includes:
Events:
Diagnostic event
End of timer
Change Of state
Change Of Value
...............Actions:

Noop
Change address
Clear ALL errors
Self Test
........Device type

Catalog listing
Vendor number
Software release number
Date code
Device name
Tag name
Serial number
..............

ATTRIBUTES:

A physical component contains
1 to 126 logical devices.

ATTRIBUTES:
ACTIONS:

EVENTS:Embedded object 1

Sub-addressable objects

Attributes:
Actions:

Events:

Embedded object 0

IEC   1573/2000

Figure 4 −−−− Graphical representation of component model
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An SDS component model includes three types of elements: attributes, actions and events.
These elements describe the behaviour of an SDS embedded object.

5.1.2.2 Attributes

Attributes are containers for the network visible data. Therefore, a device includes the
collection of attributes defined by each of its embedded objects (figure 4). Each attribute has
a primitive tag which identifies an associated data type (see 5.3.4) along with data size and/or
length specifications. Attributes may be read-only, read-write or read-write with password
protection.

5.1.2.3 Actions

Actions are SDS embedded object services which are invoked via an action request message
which may include data. A device services an action in a manner similar to a subroutine call in
a software program. The action response message may also include data.

5.1.2.4 Events

Events are SDS embedded object reports. A device issues an event as soon as the trigger
condition described in the SDS object model is true. An event message may include data.

5.1.3 SDS hierarchy

NOTE  SDS defines a mechanism to organize and manage models. These models are separated into major
categories and arranged hierarchically.

Figure 5 shows the overview of the standard SDS hierarchy. The SDS minimum model
specifies a minimum set of features that every device supports. These features shall be
inherited by other models such as I/O devices, interface devices, etc., each of which also
specifies its own set of attributes, actions and events. These may in turn be inherited by other
models which add another set of features. A particular model shall support the features of all
the models it inherits.

SDS

Minimum
model

1.0

I/O
device

4.0
SDS

interface

3.0
SDS

function
block

2.0

IEC 61131-3
function

IEC   1574/2000

Figure 5 −−−− SDS example of models in hierarchical form

The topmost level of the hierarchy defines the structure and minimum behaviour of the
physical component and logical device in the SDS model. Every SDS product shall include
this top level. Each lower level of the hierarchy defines additional SDS attributes, actions and
events for SDS embedded objects at that level. SDS embedded objects at each level of the
hierarchy shall inherit all of the features from all previous levels. A logical device may contain
up to 32 embedded objects in any combination.
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5.2 SDS application layer services
5.2.1 Service conventions
The application layer shall provide the services listed in table 1.

Table 1−−−− SDS application layer services

Service Function

Read Allows the ALP service user to read the value of a device attribute

Write Allows the ALP service user to modify the value of a device attribute

Event Allows an ALP service user to report an event

Action Allows an ALP service user to command a device to execute an action

Change of state–ON Specialized event service that reports a change of state to the ON condition of a binary
device model

Change of state–OFF Specialized event service that reports a change of state to the OFF condition of a binary
device model

Write state–ON Specialized write service that writes an ON state to a binary output device

Write state–OFF Specialized write service that writes an OFF state to a binary output device

The SDS service model uses four primitive functions to provide the application layer services
at the CAN data link layer level: request, response, indication and confirm. The primitives are
shown in figure 6 for the standard service and in figure 7 for a fragmented service.

Confirm

CAN data link layer

Physical layer

Response
Indication

Application layer

1

24

Confirm 3

Request APDU

Response APDU

Service user
request

Initiating device Responding device

IEC   1575/2000

Figure 6 −−−− Representation of the service primitives without fragmentation

The following description corresponds to the service sequence shown in figure 6. For
example, when a sender invokes an application layer read service, the following sequence of
events occurs.

a) A request primitive presented to the application layer causes the generation of an
application layer protocol data unit by the initiating device.

b) The receipt of the application layer protocol data unit by the responding device causes
an indication of the received message for the service user at the responding device.

c) The service user at the responding device presents a response primitive to the
application layer that causes the generation of an application layer protocol data unit.

d) The receipt of this APDU response by the initiating device causes a confirm primitive to
be delivered to the service user at the initiating device.A
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Confirm

CAN data link layer

Physical layer

Indication

Application layer

1

24

Confirm
Response

Request APDU (1st fragment)

Request APDU (2nd fragment)

Request APDU (nth fragment)

Response APDU

3

Service User
request

Initiating Device Responding Device

IEC   1576/2000

Figure 7 −−−− Representation of the service primitives with fragmentation

The fragmented service is used for information that exceeds the maximum data length of a
single application layer protocol data unit (see figure 7). The following sequence of events
occurs.

a) A request primitive presented to the application layer causes the generation of the
individual fragmented APDUs by the initiating device.

b) The receipt of the last APDU fragment by the responding device causes an indication of
the received message for the service user at the responding device.

c) Following receipt of the indication primitive, the service user at the responding device
invokes the response primitive on the application layer, which causes the generation of
a response ADPU.

d) The receipt of this response APDU by the initiating device causes a confirm primitive to
be delivered to the service user at the initiating device.

5.2.2 Read service

The read service shall be used to read an attribute value of an embedded object. For
example, this service could be used to read the present value of a sensor. Table 2 describes
the parameters defined for this service.

Table 2 −−−− Parameters defined for read service

Parameter Request Indication Response Confirm

Logical address – EOID Mandatory (=) Request received Mandatory

Attribute ID Mandatory (=) Request received Mandatory

Result (+)
Attribute ID
Attribute value

Conditional
Mandatory
Mandatory

(=) Response received
(=) Response received

Result (–)
Attribute ID
Error code

Conditional
Mandatory
Mandatory

(=) Response received
(=) Response received
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The functions of the parameters are as follows:

a) logical address: identifies the device from which the attribute data is to be read. This is
mandatory in both the request and the response;

b) EOID (embedded object ID): specifies which of the embedded objects is to be read.
This is mandatory in both the request and the response;

c) attribute ID: specifies the attribute to be read. The value of the attribute ID is defined in
the object model of the embedded object. This is mandatory in both request and
response;

d) result (+): the result (+) parameter is returned if the read was successful. It returns the
attribute ID and the value that was read;

e) result (–): the result (–) parameter is returned if the read fails. It returns the attribute ID
and provides an error code specifying why the read request failed.

5.2.3 Write service

The write service shall be used to modify an attribute of an embedded object. For example,
this service could be used to set an actuator output to ON or OFF. Table 3 describes the
parameters defined for this service.

Table 3 −−−− Parameters defined for write service

Parameter Request Indication Response Confirm

Logical address – EOID Mandatory (=) Request received Mandatory (=) Response received

Attribute ID Mandatory (=) Request received Mandatory (=) Response received

Attribute value Mandatory (=) Request received

Result (+)
Attribute ID

Conditional
Mandatory (=) Response received

Result (–)
Attribute ID
Error code

Conditional
Mandatory
Mandatory

(=) Response received
(=) Response received

The functions of the parameters are as follows:

a) logical address: identifies the device to which the attribute data is to be written. This is
mandatory in both the request and the response;

b) EOID (embedded object ID): specifies which of the embedded objects is to be written;

c) attribute ID: specifies the attribute to be written. The value of the ID is defined in the
object model of the embedded object;

d) attribute value: it is the value to which the attribute is to be set;

e) result (+): the result (+) parameter is returned with the attribute ID if the write was
successful;

f) result (–): the result (–) parameter is returned if the write failed. It returns the attribute
ID and provides an error code specifying why the write request failed.

5.2.4 Event service

The event service shall be used to report the occurrence of events specified for an embedded
object. A logical device might, for example, report a self-test failure. Table 4 describes the
parameters defined for this service.
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