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Keeping Standards up-to-date

Standards are living documents which reflect progress in science, technology and
systems. To maintain their currency, all Standards are periodically reviewed, and
new editions are published. Between editions, amendments may be issued.
Standards may also be withdrawn. It is important that readers assure themselves
they are using a current Standard, which should include any amendments which
may have been published since the Standard was purchased.

Detailed information about joint Australian/New Zealand Standards can be found by
visiting the Standards Web Shop at www.saiglobal.com.au or Standards New
Zealand web site at www.standards.co.nz and looking up the relevant Standard in
the on-line catalogue.

For more frequent listings or notification of revisions, amendments and
withdrawals, Standards Australia and Standards New Zealand offer a number of
update options. For information about these services, users should contact their
respective national Standards organization.

We also welcome suggestions for improvement in our Standards, and especially
encourage readers to notify us immediately of any apparent inaccuracies or
ambiguities. Please address your comments to the Chief Executive of either
Standards Australia or Standards New Zealand at the address shown on the back
cover.

Accessed by MONASH UNIVERSITY LIBRARY on 14 Jun 2015 (Document currency not guaranteed when printed)

Documents

Document Sharing Hub

Full document details: AS NZS 62087.1-2010


http://www.avadocuments.com/doc/as-nzs-62087-1-2010
http://www.avadocuments.com/doc/as-nzs-62087-1-2010

AS/NZS 62087.1:2010

Australian/New Zealand Standard™

Power consumption of audio, video and
related equipment

Part 1: Methods of measurement

Originated as AS/NZS 62087:2004.
Second edition (Int.) 2009.
Third edition 2010.

COPYRIGHT
© Standards Australia/Standards New Zealand

All rights are reserved. No part of this work may be reproduced or copied in any form or by

any means, electronic or mechanical, including photocopying, without the written

permission of the publisher.

Jointly published by Standards Australia, GPO Box 476, Sydney, NS 001 and Standards

New Zealand, Private Bag 2439, Wellington 6140 ocuments

Document Sharing Hub

Accessed by MONASH UNIVERSITY LIBRARY on 14 Jun 2015 (Document currency not guaranteed when printed)

ISBN 0 7337 9366 5

Full document details: AS NZS 62087.1-2010


http://www.avadocuments.com/doc/as-nzs-62087-1-2010
http://www.avadocuments.com/doc/as-nzs-62087-1-2010

PREFACE

This Interim Standard was prepared by the Joint Standards Australia/Standards New Zealand
Technical Committee TE-001, Safety of Electronic Equipment. This Standard will supersede
AS/NZS 62087.1(Int.):2009.

The objective of this part of the Standard is to specify methods of measurement for the power
consumption of television sets, video recording equipment, set-top boxes, audio equipment and
multi-function equipment for consumer use. Part 2 of this Standard is intended to specify
compliance values or limits relating to minimum energy performance standards requirements.

This Standard is identical with, and has been reproduced from IEC 62087, Ed.2.0 (2008) Final
draft, Methods of measurement for the power consumption of audio, video and related
equipment.

This Standard is structured to be suitable for reference in minimum performance standards
legislation.

This series, when complete will consist of the following parts:

AS/NZS
62087 Power consumption of audio, video and related equipment
62087.1 Part 1: Methods of measurement (this Interim Standard)

62087.2.1 Part 2.1: Minimum energy performance standards (MEPS) requirements for
digital television set-top boxes

62087.2.2 Part 2.2: Minimum energy performance standards (MEPS) and energy rating
label requirements for television sets

This series of Standards is published with the approval of the combined state and territory
energy regulatory authorities in Australia and the New Zealand energy efficiency regulatory
authority.

Statements expressed in mandatory terms in notes to figures are deemed to be requirements of
this Interim Standard. ‘Shall’ indicates that a requirement is mandatory, while ‘should’ indicates
a recommendation and good practice.

The terms ‘normative’ and ‘informative’ are used in this Standard to define the application of
the appendix to which they apply. A normative appendix is an integral part of a Standard,
whereas an informative appendix is only for information and guidance.
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Foreword

This Standard differs from the previous edition in the following ways:

- Clause 2 is expanded to include references to video content to be used for On
(average) mode measurements.

- Clause 3 is expanded to include additional definitions and abbreviations.

- Clause 4 is expanded to include On (average) mode for measuring average television
power consumption.

- Clause 5 is modified to require reporting of the power supply voltage and frequency,
and the ambient temperature. Clause 5 also includes updated requirements regarding
the power measurement instrument.

- Sub-clause 6.7 is updated to indicate that is it maintained for backward compatibility.

- Clause 11 is new which describes the methods for measuring On (average) mode
television power.

- Annex B is new which describes considerations for measuring On (average) mode
television power.

- Annex C is new which describes the video signals to be used for measuring On
(average) mode television power.

- References are made to the IEC drafts—

IEC 62087:200x video content_DVD_50, Video content for IEC 62087:200x on DVD™,
50 Hz vertical scan frequency

IEC 62087:200x video content_DVD_60, Video content for IEC 62087:200x on DVD™,
60 Hz vertical scan frequency

IEC 62087:200x video content_BD, Video content for IEC 62087:200x on Blu-ray™ Disc
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Introduction

This standard specifies methods of measurement for the power consumption of television
sets, video recording equipment, Set Top Boxes, audio equipment and multi-function
equipment for consumer use.

This edition adds methods for measuring On (average) mode power consumption of television
sets as defined in clause 11. The power consumption of many televisions varies depending
upon the video signal being displayed. Clause 11 includes three different video signals: static,
dynamic broadcast-content, and Internet-content. For information about the three video
signals and guidance on which signal(s) to use, see Annex C.

For additional considerations regarding average television power consumption, see Annex B.
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STANDARDS AUSTRALIA/STANDARDS NEW ZEALAND

Australian/New Zealand Standard

Power consumption of audio, video and related equipment
Part 1: Methods of measurement

Any table, figure or text of the international standard that is struck through is not part of this
standard. Any Australian/New Zealand table, figure or text that is added is part of this
standard and is identified by shading.

1 Scope

This lnternational Standard specifies methods of measurement for the power consumption of
television sets, video recording equipment, Set Top Boxes (STBs), audio equipment and
multi-function equipment for consumer use. Television sets include, but are not limited to,
those with CRT, LCD, PDP or projection technologies.

Moreover the different modes of operation which are relevant for measuring power
consumption are defined.

The methods of measurement are only applicable for equipment which can be connected to
the mains.

The measuring conditions in this Standard represent the normal use of the equipment and
may differ from specific conditions, for example as specified in safety Standards.

2 Normative references

The following referenced documents are indispensable for the application of this document.
For dated references, only the edition cited applies. For undated references, the latest edition
of the referenced document (including any amendments) applies.

AS 4542 .2, Consumer television interfaces, Part 2: Analogue baseband

EN 50049-1, Domestic and Similar Electronic Equipment Interconnection Requirements:
Peritelevision Connector

IEC 61938:1996, Audio, video and audiovisual systems — Interconnections and matching
values — Preferred matching values of analogue signals

IEC 60107-1:1997, Methods of measurement on receivers for television broadcast trans-
missions — Part 1: General conditions — Measurements at radio and video frequencies

IEC 62087:200x video content_DVD_50, Video content for IEC 62087:200x on DVD™, 50 Hz
vertical scan frequency

IEC 62087:200x video content_DVD_60, Video content for IEC 62087:200x on DVD™, 60 Hz
vertical scan frequency

IEC 62087:200x video content_BD, Video content for IEC 62087:200x on Blu-ray™ Disc
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3 Terms, definitions and abbreviations

3.1 Definitions

For the purposes of this trternational Standard, the following terms and definitions apply.

3.1.1
additional functions
functions that are not required for the basic operation of the device.

NOTE In the case of a television set, examples of additional functions include, but are not limited to, a VCR™ unit,
a DVD™ unit, a HDD unit, an FM-radio unit, a memory card-reader unit, or an ambient lighting unit.

3.1.2

audio equipment

stand-alone equipment or a system of separable or non-separable components for one or
more audio functions.

3.1.3
conditional access module
a plug-in module that enables reception of program material or a service that is protected.

3.1.4

gamma-corrected average picture level (APL’)

the average luma (Y') level of the external video input signal applied to the television set.
APL' is measured during the active scanning time integrated over a frame period; defined as a
percentage of the range between reference black and reference white level.

NOTE This is not a measure of the inverse gamma-corrected signal that might be available inside a television set
and delivered to the display device. The external and internal video signals are shown in Figure 1.

Television set

. A
[ ] L]
" Internal .
Ex?ernal = [ Inverse video Display C
video | 9amma 4 M device H
signal Y' = | circuit T i i :
__E__ '---------:-------.-l%_--_-nllllallllllil;r
- e e T~
-/Used to measure ™. i N

{ gamma-corrected \ ! Not used for
\ average picture level; | Mmeasuring APL

N, (APLY \. v

Figure 1 — Gamma-corrected average picture level (APL’)

3.1.5
luma (Y’)
a gamma-corrected video signal that represents brightness.

NOTE The external video signals that interface with a television are typically gamma-corrected.

3.1.6
multi-function equipment
combination of equipment with two or more functions in one unit.

3.1.7
plug-in module
A device that plugs into the television set and provides additional functionality.
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3.1.8
point of deployment module
a conditional access module for digital cable signal reception.

3.1.9

radio receiver

appliance for the reception of sound broadcast and similar services for terrestrial, cable and
satellite transmissions of analogue or digital signals.

3.1.10

set top box (STB)

appliance which performs a function which is not included in the main receiver such as the
reception of digital signals or of satellite signals.

3.1.11
special functions
functions that are related to, but not required for, the basic operation of the device.

NOTE In the case of a television set, examples of special functions include, but are not limited to, special sound
processing, power saving functions (e.g. automatic brightness control).

3.1.12

television set (TV)

appliance for the display and possible reception of television broadcast and similar services
for terrestrial, cable, satellite and broadband network transmission of analogue and/or digital
signals.

NOTE A television set may include additional functions that are not required for its basic operation.

3.1.13

video recording equipment

appliance for the recording and reproduction of video and audio signals on a recording
medium, for example a Video Cassette Recorder (VCR™) or a Digital Versatile Disc™
(DVD™) player or recorder.

NOTE Appliances with only playback function are included as well.
3.2 Abbreviations

For the purposes of this trternational Standard, the following abbreviations apply
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' Prime

AC/DC Alternating Current/Direct Current

APL' Gamma-Corrected Average Picture Level
BD™ Blu-ray™ Disc

CRT Cathode Ray Tube

DvD™ Digital Versatile Disc™

FM Frequency Modulation

IF Intermediate Frequency

HDD Hard Disk Drive

LCD Liquid Crystal Display

LNB Low Noise Broadband unit

MPEG-2™ Moving Picture Experts Group™ 2

PDP Plasma Display Panel

PS Power Supply unit

RF Radio Frequency

rms Root Mean Square

STB Set Top Box Documents
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SW Switch unit
TV Television set
VCR™ Video Cassette Recorder
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4 Specification of operating modes

Table 1 — Operating mode

Mode

TV

Video recording
equipment
(e.g. VCR™)

STB

Audio equipment

Disconnected

The appliance is
disconnected from all
external power

The appliance is
disconnected from all
external power

The appliance is
disconnected from all
external power

The appliance is
disconnected from all
external power

On (average)

connected to a power
source and produces
sound and picture.
This mode is
maintained for
backward
compatibility.

The appliance is
connected to a power
source and produces
sound and picture

connected to a power
source and plays the
tape or disc inside the
appliance

connected to a power
source and fulfils its
main function

sources sources sources sources
Off The appliance is The appliance is The appliance is The appliance is
connected to a power |connected to a power |connected to a power [connected to a power
source, produces source, does not source, fulfils no source, does neither
neither sound nor perform any function and cannot be |produce sound nor
picture and cannot be |mechanical function switched into any performs any
switched into any (e.g. playing, other mode with the mechanical function
other mode with the recording) and cannot |remote control unit, an |(e.g. playing,
remote control unit, an |be switched into any external or internal recording) and cannot
external or internal other mode with the signal be switched into any
signal remote control unit, an other mode with the
external or internal remote control unit, an
signal external or internal
signal
Standby- The appliance is The appliance is The appliance is The appliance is
passive connected to a power |connected to a power |connected to a power |connected to a power
source, produces source, does not source, does not fulfil |source, produces
neither sound nor perform any the main function but [neither sound nor
picture but can be mechanical function can be switched into performs any
switched into another |(e.g. playing, another mode with the |mechanical function
mode with the remote |recording), does not remote control unit or |[(e.g. playing,
control unit or an produce video or an internal signal recording) but can be
internal signal audio output signals switched into another
but can be switched mode with the remote
into another mode with control unit or an
the remote control unit internal signal
or an internal signal
Standby- and can additionally and can additionally and can additionally and can additionally
active, low be switched into be switched into be switched into be switched into
another mode with an |another mode with an |another mode with an |another mode with an
external signal external signal external signal external signal
Standby- and is exchanging/ and is exchanging/ and is exchanging/ and is exchanging/
active, high receiving data receiving data receiving data receiving data
with/from an external |[with/from an external |with/from an external [with/from an external
source source source source
On (play) The appliance is The appliance is The appliance is The appliance is

connected to a power
source and is
performing one or
more of the following
modes: produce
sound, wake-up signal,
or play a tape or disc

On (record)

The appliance is
connected to a power
source and records a
signal from an external
or internal source

The appliance is
connected to a power
source and records a
signal from an external
or internal source

NOTE

Accessed by MONASH UNIVERSITY LIBRARY on 14 Jun 2015 (Document currency not guaranteed when printed)

Not all equipment can be switched in each mode.

The definitions give essential but not exhaustive descriptions of each mode.

Video Cassette Recorders and STBs normally provide RF feed-through in standby and active modes; sometimes
this feed-through is maintained in the off-mode.

The terms "internal" and "external" as used in this table refer to the appliance as it is delivered towgnts
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5 General method of measurement

5.1 General measuring conditions
5.1.1 Power supply

Measurements shall be carried out using a power supply providing the nominal voltage and
frequency of the region. The voltage and frequency used during the power measurement shall
be described in the report.

The fluctuation of the voltage supplied during the tests shall not exceed +2 %. The frequency
fluctuation and the harmonic components of the supplied power shall not exceed +2 % and 5
% respectively.

5.1.2 Environmental conditions

Ambient temperature 15 °C to 35 °C, preferably 20 °C, unless otherwise specified in this
standard. The ambient temperature shall be described in the report.

5.1.3 Adjustment of controls

The controls not specifically mentioned in this standard shall be in the position adjusted by
the manufacturer for shipment to the end user. These controls shall remain in this state for
the duration of the test.

5.1.4 Input signals

For equipment for which the input signals are not explicitly described in this standard, the
nominal signals as specified by the manufacturer shall be applied during the test. The input
signals used shall be described in the report.

5.1.5 Power Measurement Instrument

The measurement shall be carried out directly by means of a wattmeter, a wattmeter with
averaging function, or a watthour meter by dividing the reading by the measuring time. For
television sets, in the case that the input video signal varies over time, a wattmeter without an
averaging function shall not be used to carry out the measurement.

The sampling rate of the watthour meter or wattmeter with averaging function should be high
enough to achieve an accurate measurement.

The power measurement instrument used shall measure the real power consumed regardless
of the power factor of the device under test.

Measurements of power of 0,5 W or greater shall be made with an uncertainty of less than or
equal to 2 % at the 95 % confidence level. Measurements of power of less than 0,5 W shall be
made with an uncertainty of less than or equal to 0,01 W at the 95 % confidence level. The
power measurement instrument shall have a resolution of:

— 0,01 W or better for power measurements of 10 W or less;
— 0,1 W or better for power measurements of greater than 10 W up to 100 W,
— 1 W or better for power measurements of greater than 100 W.

For equipment connected to more than one phase, the power measurement instrument shall
be equipped to measure total power of all phases connected.
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