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Preface

This Standard was prepared by the Joint Standards Australia/Standards New Zealand Committee TE-
007, Human Exposure to Electromagnetic Fields.

The objective of this document is to define methods for evaluating the electric field strength and
magnetic flux density around household and similar electrical appliances, including the conditions
during testing as well as measuring distances and positions. This document deals with electromagnetic
fields up to 300 GHz.

Appliances may incorporate motors, heating elements or their combination, may contain electric
or electronic circuitry, and may be powered by the mains, by batteries, or by any other electrical
power source.

Appliances include such equipment as household electrical appliances, electric tools and electric toys.
Appliances not intended for normal household use but which nevertheless may be approached by the
public, or may be used by laymen, are within the scope of this standard.

This document does not apply to—

(@) apparatus designed exclusively for heavy industrial purposes;

(b) apparatus intended to be part of the fixed electrical installation of buildings (such as fuses,
(c) circuit breakers, cables and switches);

(d) radio and television receivers, audio and video equipment, and electronic music instruments;
(e) medical electrical appliances;

(f) personal computers and similar equipment;

(g) radio-transmitters; and

(h) apparatus designed to be used exclusively in vehicles.

This document includes specific elements to assess human exposure as follows:

(i) Definition of sensor.

(ii) Definition of measuring methods.

(iii) Definition of operating mode for appliance under test.

(iv) Definition of measuring distance and position.

This document is an adoption with national modifications, and has been reproduced from,
IEC 62233:2005, Measurement methods for electromagnetic fields of household appliances and similar
apparatus with regard to human exposure.

The modifications are additional requirements and are set out in Appendix ZZ, which has been added at
the end of the source text.

Appendix Z7 lists the variations to IEC 62233:2005 for the application of this document in Australia and
New Zealand.

As this document has been reproduced from an International Standard the following applies:
(A) In the source text “this International Standard” should read “this document”.

(B) A full point substitutes for a comma when referring to a decimal marker.
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Australian or Australian/New Zealand Standards that are identical adoptions of international

normative references may be used interchangeably. Refer to the online catalogue for information on
specific Standards.

The terms “normative” and “informative” are used in Standards to define the application of the
appendices or annexes to which they apply. A “normative” appendix or annex is an integral part of a
Standard, whereas an “informative” appendix or annex is only for information and guidance.
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INTERNATIONAL ELECTROTECHNICAL COMMISSION

MEASUREMENT METHODS FOR ELECTROMAGNETIC FIELDS
OF HOUSEHOLD APPLIANCES AND SIMILAR APPARATUS
WITH REGARD TO HUMAN EXPOSURE

FOREWORD

1) The International Electrotechnical Commission (IEC) is a worldwide organization for standardization comprising
all national electrotechnical committees (IEC National Committees). The object of IEC is to promote
international co-operation on all questions concerning standardization in the electrical and electronic fields. To
this end and in addition to other activities, IEC publishes International Standards, Technical Specifications,
Technical Reports, Publicly Available Specifications (PAS) and Guides (hereafter referred to as “IEC
Publication(s)”). Their preparation is entrusted to technical committees; any IEC National Committee interested
in the subject dealt with may participate in this preparatory work. International, governmental and non-
governmental organizations liaising with the IEC also participate in this preparation. IEC collaborates closely
with the International Organization for Standardization (ISO) in accordance with conditions determined by
agreement between the two organizations.

2) The formal decisions or agreements of IEC on technical matters express, as nearly as possible, an international
consensus of opinion on the relevant subjects since each technical committee has representation from all
interested IEC National Committees.

3) IEC Publications have the form of recommendations for international use and are accepted by IEC National
Committees in that sense. While all reasonable efforts are made to ensure that the technical content of IEC
Publications is accurate, IEC cannot be held responsible for the way in which they are used or for any
misinterpretation by any end user.

4) In order to promote international uniformity, IEC National Committees undertake to apply IEC Publications
transparently to the maximum extent possible in their national and regional publications. Any divergence
between any IEC Publication and the corresponding national or regional publication shall be clearly indicated in
the latter.

5) IEC provides no marking procedure to indicate its approval and cannot be rendered responsible for any
equipment declared to be in conformity with an IEC Publication.

6) All users should ensure that they have the latest edition of this publication.

7) No liability shall attach to IEC or its directors, employees, servants or agents including individual experts and
members of its technical committees and IEC National Committees for any personal injury, property damage or
other damage of any nature whatsoever, whether direct or indirect, or for costs (including legal fees) and
expenses arising out of the publication, use of, or reliance upon, this IEC Publication or any other IEC
Publications.

8) Attention is drawn to the Normative references cited in this publication. Use of the referenced publications is
indispensable for the correct application of this publication.

9) Attention is drawn to the possibility that some of the elements of this IEC Publication may be the subject of
patent rights. IEC shall not be held responsible for identifying any or all such patent rights.

International Standard IEC 62233 has been prepared by IEC technical committee 106:
Methods for the assessment of electric, magnetic and electromagnetic fields associated with
human exposure.

The text of this standard is based on the following documents:

FDIS Report on voting
106/99/FDIS 106/103/RVD

Full information on the voting for the approval of this standard can be found in the report on
voting indicated in the above table.

This publication has been drafted in accordance with the ISO/IEC Directives, Part 2.
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The committee has decided that the contents of this publication will remain unchanged until
the maintenance result date indicated on the IEC web site under "http://webstore.iec.ch” in
the data related to the specific publication. At this date, the publication will be

* reconfirmed;

* withdrawn;

» replaced by a revised edition, or
*+ amended.
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INTRODUCTION

This standard establishes a suitable evaluation method for determining the electromagnetic
fields in the space around the equipment mentioned in the scope, and defines standardized
operating conditions and measuring distances.

This document is designed as one method for measurement and assessment of
electromagnetic (EM) fields and their potential effect on the human body by reference to
exposure standards. Existing exposure standards, e.g. ICNIRP'98 [11]1), IEEE C95.1-1999
[22] and IEEE C95.6-2002 [12], present rules for the exposure of humans to EM fields. The
simplest and more practical levels [limits] with which to comply are limits (suitably time-
averaged in some cases) on the electric (E) and magnetic (B) fields, measured in the absence
of the human to be exposed to these fields. These limits are called maximum permissible
exposure levels, IEEE-based levels, or reference levels (ICNIRP). Suitable definitions and
specified measurement techniques are applied in any exposure compliance measurement or
assessment. Compliance with maximum permissible exposure or reference levels is sufficient
for positive assessment of meeting these levels as specified in the appropriate exposure
standard.

This document addresses the additional measurement and calculation techniques which
permit determination of compliance under one set of specified circumstance, without
reference to time of exposure or actual exposure conditions. This document is not meant to
supplant definitions and procedures specified in exposure standards but is aimed at
supplementing the procedure already specified for compliance with exposure.

1 Figures in square brackets refer to the Bibliography. Documents
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MEASUREMENT METHODS FOR ELECTROMAGNETIC FIELDS
OF HOUSEHOLD APPLIANCES AND SIMILAR APPARATUS
WITH REGARD TO HUMAN EXPOSURE

1 Scope

This International Standard deals with electromagnetic fields up to 300 GHz and defines
methods for evaluating the electric field strength and magnetic flux density around household
and similar electrical appliances, including the conditions during testing as well as measuring
distances and positions.

Appliances may incorporate motors, heating elements or their combination, may contain
electric or electronic circuitry, and may be powered by the mains, by batteries, or by any other
electrical power source.

Appliances include such equipment as household electrical appliances, electric tools and
electric toys.

Appliances not intended for normal household use but which nevertheless may be
approached by the public, or may be used by laymen, are within the scope of this standard.

This standard does not apply to:

— apparatus designed exclusively for heavy industrial purposes;

— apparatus intended to be part of the fixed electrical installation of buildings (such as fuses,
circuit breakers, cables and switches);

— radio and television receivers, audio and video equipment, and electronic music
instruments;

— medical electrical appliances;

— personal computers and similar equipment;

— radio transmitters;

— apparatus designed to be used exclusively in vehicles;

The fields of multifunction equipment which is subjected simultaneously to different clauses of

this standard and/or other standards shall be assessed using the provisions of each
clause/standard for the relevant functions in operation.

Abnormal operation of the appliances is not taken into consideration.

This standard includes specific elements to assess human exposure:

— definition of sensor;

— definition of measuring methods;

— definition of operating mode for appliance under test;

— definition of measuring distance and position.

The measurement methods specified are valid from 10 Hz to 400 kHz. In the frequency range

above 400 kHz and below 10 Hz appliances in the scope of this standard are deemed to
comply without testing unless otherwise specified in IEC 60335 series.
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2 Normative references

The following referenced documents are indispensable for the application of this document.
For dated references, only the edition cited applies. For undated references, the latest edition
of the referenced document (including any amendments) applies.

IEC 60335 (all parts), Safety of household and similar electrical appliances

IEC 61786, Measurement of low-frequency magnetic and electric fields with regard to
exposure of human beings — Special requirements for instruments and guidance for
measurements

IEC 62311, Assessment of electronic and electrical equipment related to human exposure
restrictions for electromagnetic fields (0 Hz — 300 GHz)?)

CISPR 14-1, Electromagnetic compatibility — Requirements for household appliances, electric
tools and similar apparatus — Part 1: Emission

3 Terms and definitions

For the purpose of this standard the following terms and definitions apply. Internationally
accepted Sl-units are used throughout the standard.

3.1 Physical quantities and units

Quantity Symbol Unit Dimension

Conductivity o Siemens per metre S/m

Current density J Ampere per square metre Alm?2

Electric field strength E Volt per metre V/im

Frequency f Hertz Hz

Magnetic field strength H Ampere per metre A/m

Magnetic flux density B Tesla T (Wb/m2 or
Vs/m?2)

3.2 Terms and definitions

3.21

basic restriction (basic limitations)

restrictions on exposure to time-varying electric, magnetic and electromagnetic fields that are
based on established biological effects and include a safety factor. The basic restriction for
the current density is Jgg, the basic restriction for the internal electric field strength is Egg

2) To be published. Documents
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3.2.2

coupling factor

ac(r1)

factor taking into account the irregularities of the fields around the appliances, the measuring
area of the sensor and the dimension of the trunk or head of the operator at measuring
distance ry (refer to 3.2.6)

3.2.3

Fourier transformation

mathematical procedure that derives a frequency function from a time function (see IEV 101-
13-09)

3.24

fast Fourier transformation

FFT

speed optimised Fourier transform

3.2.5
hot spot
a localized area with a maximum field strength due to inhomogeneity of the field distribution

3.2.6

measuring distance

ry

shortest distance from the surface of the appliance to the closest point of the sensor surface
(see Annex A)

3.2.7
measuring positions

3.2.71
around

the sensor is moved all around the appliance at a constant distance of its surface and where
persons are expected

NOTE See Figure A.2.

3.2.7.2

top

the sensor is moved along a surface at the specified constant distance from the top surface of
the appliance

NOTE See Figure A.1.

3.2.7.3
front
the sensor is moved along a surface at the specified distance from the front of the appliance

NOTE See Figure A.1.

3.2.8

reference level

maximum permissible exposure level
BgrL

field level derived from the basic restrictions under worst case assumptions (e.g. exposure to
homogeneous field)

NOTE The reference levels may be exceeded providing that the basic restrictions are met.
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3.2.9
response time

time required for a field-measuring instrument to reach some specified percentage of the final
value after being placed in the field to be measured

3.2.10

Weighted result

w

final result of the measurement, taking the frequency dependent reference level into account

4 Choice of test method and limit sets
An appropriate limit set has to be chosen.

For all appliances, independent of the spectrum of the produced fields, the procedure in 5.5.2
is applicable. This is the reference method, which has to be used in case of dispute.

In case where maximum permissible exposure levels or reference levels are exceeded, in any
particular situation of fields, human body position or measurement configuration, the
determination of compliance with basic restrictions has to be taken into account.

The procedure in 5.5.3 may be applied for appliances producing a line spectrum composed of
only one fundamental line and their harmonics lines.

For appliances producing significant fields only on the mains frequency and its harmonics, if
any, one of the alternative test methods in 5.5.4 may be used.

Equipment where the full working cycle is less than 1 s shall be measured according to
IEC 62311 for pulsed fields; however operating conditions, measuring distances and coupling
factor are given in this standard.

A step by step procedure can be applied, from the easiest methods to the more complicated
ones, see the flow diagram in Figure 1.

5 Measuring methods

5.1 Electric fields

The measurement method is under consideration.

If appliances, with their internal transformer or electronic circuit, are working at voltage lower
than 1 000 V, they are deemed to comply without testing.

5.2 Frequency range

The frequency range considered is from 10 Hz to 400 kHz. See Scope (Clause 1).

If it is not feasible to cover the frequency range in one measurement, the weighted results of
each measured frequency range shall be added.
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5.3 Measuring distances, positions and operating mode

The measuring distances, sensor locations and operating conditions are specified in
Annex A.

The configuration and mode of operation during measurement shall be noted in the test
report.

5.4 Magnetic field sensor

Measurement values of flux density are averaged over an area of 100 cm?2 in each direction.
The reference sensor consist of three mutually perpendicular concentric coils with a
measuring area of 100 cm2 + 5 cm?2 to provide isotropic sensitivity. The outside diameter of
the reference sensor shall not exceed 13 cm.

For the determination of coupling factors, as specified in Annex C, an isotropic sensor
having a measuring area of 3 cm2 + 0,3 cm? is used.

NOTE 1 It is permissible to use a single direction sensor (not isotropic) in combination with an appropriate
summation method.

NOTE 2 The final value of the magnetic flux density is the vector addition of the values measured in each
direction. This ensures that the measured value is independent of the direction of the magnetic field vector.

5.5 Measuring procedures for magnetic fields
5.5.1 General

The measuring signal shall be evaluated dependent on the frequency. Taking independent
field sources into account, the highest measured value shall be taken.

Transient magnetic fields with a duration of less than 200 ms, e.g. during switching events,
are disregarded.

If a switching action occurs during the measurements, the measurement has to be repeated.

The measuring equipment is to have a maximum noise level of 5 % of the limit value. Any
measured value below the maximum noise level is disregarded.

The background level is to be less than 5 % of the limit value.

The response time for the measuring equipment to reach 90 % of the final value is not to
exceed 1 s.

The magnetic flux density is determined by using an averaging time of 1 s.

Shorter sampling times may be used if the source is shown to be constant over a period
greater than 1 s for 10 Hz — 400 kHz signals.

During the final measurement the sensor should remain stationary.

5.5.2 Time domain evaluation

Independent of the type of the signal, a time domain measurement of the value of the
magnetic flux density can be carried out. For fields with several frequency components, the
dependency on the frequency of the reference levels is taken into account by implementing a
transfer function A which is inverse of the reference level expressed as a function of the

frequency.
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Figure 2 shows an example of the frequency dependency of the reference levels.

The transfer function A is the inverse of the reference level Bg, and normalized on Bj. The
normalization shall be done at the frequency 7.

NOTE 1 It is recommended to use the mains frequency for the normalisation (e.g. f;g = 50 Hz or 60 Hz)

The transfer function A is to be established using a first order filter. The Figure 3 shows an
example of the characteristics of a transfer function.

The general formula of the transfer function is:

Bri(fco)

A= Bry ()

(1)

The starting point of the transfer function shall be f; = 10 Hz. The ending point of the transfer
function shall be f, = 400 kHz.

NOTE 2 Examples for numerical values of transfer functions see Tables D.1 and D.2

The following sequence is used for the measurements:

« perform a separate measurement of each coil signal;

- apply a weighting to each signal using the transfer function;
e square the weighted signals;

¢ add the squared signals;

e average the sum;

e obtain the square root of the average.

The result is the weighted r.m.s. value of the magnetic flux density.

This procedure is shown schematically in Figure 4.

NOTE 3 The transfer function A (dashed line in Figure 4) contains the coils with their differentiating
characteristics and a low-pass filter with “lag-lead element” to provide the necessary integration. The result is a
signal which is directly proportional to B(t) and is rated by the transfer function A shown in Figure 3. The corner
frequencies of the "lag-lead element" are the same as in the transfer function in Figure 3.

NOTE 4 Different ways that the transfer function can be applied to a time domain signal include: analog filter in
an electronic circuit, pre-programmed DSP chip, a signal analyser, or a digital computer calculation with a
spreadsheet package or a custom-written program.

NOTE 5 For many appliances in the power frequency range of 50/60 Hz and their harmonics and limit sets that
have field intensity limits effectively independent of frequency over the range of interest, this method can be
applied without transfer function. This is for example possible for the IEEE C95.6-2002 Safety Standard that has a
constant maximum permissible exposure (MPE) for magnetic flux density in the frequency range from 20 Hz to
759 Hz. In this case a pure RMS measurement can be performed in the frequency range of interest and the
measurement result can be directly compared with the limits (e.g. MPE).

The actual measured value shall be compared directly with the reference level Bz, of the flux
density at 50 Hz. With appliances with highly localised fields, this has to be performed after
taking the coupling factor aj(ry) given in Annex C into account. Bg| at foy must be used. The
final weighted result, W, can be derived as follows:

B
W, = —me (2)
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