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Preface

This Standard was prepared by the Joint Standards Australia/Standards New Zealand Committee TE-
007, Human Exposure to Electromagnetic Fields.

The objective of this document is to specify a methodology for determining the exposure to multiple 
magnetic field sources for passenger cars and light commercial vehicles including standardized 
operating conditions and measurement volumes and/or surfaces. This document applies to the 
assessment of human exposure to low-frequency magnetic fields generated by automotive vehicles. 
For plug-in vehicles, this includes the electric vehicle supply equipment (EVSE) and associated cables 
provided by the car manufacturer. This excludes the charging station.

This document specifies the measurement procedure for the evaluation of magnetic field exposures 
generated by electronic and electrical equipment (excluding intentionally transmitting radio frequency 
antennas) in selected automotive environments, for passenger cars and commercial vehicles of 
categories M1 and N1 as defined in ECE/TRANS/WP.29/78/Rev.3, with respect to human exposure. 
It provides standardized operating conditions and defines recommended measurements to assess 
conformance to the applicable exposure requirements.

This document covers the frequency range 1 Hz to 100 kHz and is applicable to any type of engine 
and/or internal energy source.

This document is an adoption with national modifications, and has been reproduced from, 
IEC 62764‑1:2022, , Measurement procedures of magnetic field levels generated by electronic and electrical 
equipment in the automotive environment with respect to human exposure – Part 1: Low-frequency 
magnetic fields.

The modifications are additional requirements and are set out in Appendix ZZ, which has been added at 
the end of the source text.

Appendix ZZ lists the modifications to IEC  62764‑1:2022, for the application of this document in 
Australia and New Zealand.

As this document has been reproduced from an International document, the following apply:

(a)	 In the source text “this part of IEC 62764” should read “this document”.

(b)	 A full point substitutes for a comma when referring to a decimal marker.

Australian or Australian/New Zealand Standards that are identical adoptions of international 
normative references may be used interchangeably. Refer to the online catalogue for information on 
specific Standards.

The terms “normative” and “informative” are used in Standards to define the application of the 
appendices or annexes to which they apply. A “normative” appendix or annex is an integral part of a 
Standard, whereas an “informative” appendix or annex is only for information and guidance.
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Foreword

1)	 The International Electrotechnical Commission (IEC) is a worldwide organization for 
standardization comprising all national electrotechnical committees (IEC National 
Committees). The object of IEC is to promote international co-operation on all questions 
concerning standardization in the electrical and electronic fields. To this end and in addition 
to other activities, IEC publishes International Standards, Technical Specifications, Technical 
Reports, Publicly Available Specifications (PAS) and Guides (hereafter referred to as "IEC 
Publication(s)"). Their preparation is entrusted to technical committees; any IEC National 
Committee interested in the subject dealt with may participate in this preparatory work. 
International, governmental and non-governmental organizations liaising with the IEC also 
participate in this preparation. IEC collaborates closely with the International Organization 
for Standardization (ISO) in accordance with conditions determined by agreement between 
the two organizations.

2)	 The formal decisions or agreements of IEC on technical matters express, as nearly as possible, 
an international consensus of opinion on the relevant subjects since each technical committee 
has representation from all interested IEC National Committees.

3)	 IEC Publications have the form of recommendations for international use and are accepted by 
IEC National Committees in that sense. While all reasonable efforts are made to ensure that 
the technical content of IEC Publications is accurate, IEC cannot be held responsible for the 
way in which they are used or for any misinterpretation by any end user.

4)	 In order to promote international uniformity, IEC National Committees undertake to apply 
IEC Publications transparently to the maximum extent possible in their national and regional 
publications. Any divergence between any IEC Publication and the corresponding national or 
regional publication shall be clearly indicated in the latter.

5)	 IEC itself does not provide any attestation of conformity. Independent certification bodies 
provide conformity assessment services and, in some areas, access to IEC marks of conformity. 
IEC is not responsible for any services carried out by independent certification bodies.

6)	 All users should ensure that they have the latest edition of this publication.

7)	 No liability shall attach to IEC or its directors, employees, servants or agents including 
individual experts and members of its technical committees and IEC National Committees for 
any personal injury, property damage or other damage of any nature whatsoever, whether 
direct or indirect, or for costs (including legal fees) and expenses arising out of the publication, 
use of, or reliance upon, this IEC Publication or any other IEC Publications.

8)	 Attention is drawn to the Normative references cited in this publication. Use of the referenced 
publications is indispensable for the correct application of this publication.

9)	 Attention is drawn to the possibility that some of the elements of this IEC Publication may be 
the subject of patent rights. IEC shall not be held responsible for identifying any or all such 
patent rights.

IEC 62764–1 has been prepared by IEC technical committee 106: Methods for the assessment of electric, 
magnetic and electromagnetic fields associated with human exposure. It is an International Standard.

This edition 1.0 of IEC 62764–1 cancels and replaces IEC TS 62764–1:2019.

The text of this International Standard is based on the following documents:

Draft Report on voting
106/575/FDIS 106/579/RVD
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Full information on the voting for its approval can be found in the report on voting indicated in the 
above table.

The language used for the development of this International Standard is English.

This document was drafted in accordance with ISO/IEC Directives, Part 2, and developed in accordance 
with ISO/IEC Directives, Part  1 and ISO/IEC Directives, IEC Supplement, available at www​.iec​
.ch/​members​_experts/​refdocs. The main document types developed by IEC are described in greater 
detail at www​.iec​.ch/​standardsdev/​publications.

A list of all parts in the IEC 62764 series, published under the general title Measurement procedures of 
magnetic field levels generated by electronic and electrical equipment in the automotive environment with 
respect to human exposure, can be found on the IEC website.

The committee has decided that the contents of this document will remain unchanged until the stability 
date indicated on the IEC website under webstore.iec.ch in the data related to the specific document. At 
this date, the document will be

•	 reconfirmed,

•	 withdrawn,

•	 replaced by a revised edition, or

•	 amended.

IMPORTANT — The "colour inside" logo on the cover page of this document indicates that it 
contains colours which are considered to be useful for the correct understanding of its contents. 
Users should therefore print this document using a colour printer.
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Introduction

This document specifies a methodology for determining the exposure to multiple magnetic field 
sources for passenger cars and light commercial vehicles including standardized operating conditions 
and measurement volumes and/or surfaces.
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Australian/New Zealand Standard

Measurement procedures of magnetic field levels generated by electronic 
and electrical equipment in the automotive environment with respect to 
human exposure
Part 1: Low-frequency magnetic fields (IEC 62764-1:2022, MOD)

1 Scope

This part of IEC  62764 applies to the assessment of human exposure to low-frequency magnetic 
fields generated by automotive vehicles. For plug-in vehicles, this includes the electric vehicle supply 
equipment (EVSE) and associated cables provided by the car manufacturer. This excludes the 
charging station.

This document specifies the measurement procedure for the evaluation of magnetic field exposures 
generated by electronic and electrical equipment (excluding intentionally transmitting radio frequency 
antennas) in selected automotive environments, for passenger cars and commercial vehicles of 
categories M1 and N1 as defined in ECE/TRANS/WP.29/78/Rev.3 [1]1), with respect to human exposure. 
It provides standardized operating conditions and defines recommended measurements to assess 
compliance with the applicable exposure requirements.

This document covers the frequency range 1 Hz to 100  kHz and is applicable to any type of engine 
and/or internal energy source.

This document does not include procedures for assessment of human exposure to electromagnetic 
fields generated by wireless power transfer (WPT) equipment operating in automotive environments. 
Exposure assessment procedures for WPT equipment are covered by IEC PAS 63184 [2]. Magnetic field 
transients shorter than 200 ms occurring when electrical functions are activated are not considered in 
this document.

Abnormal operation of the vehicle or its equipment is not taken into consideration.

2 Normative references

The following documents are referred to in the text in such a way that some or all of their content 
constitutes requirements of this document. For dated references, only the edition cited applies. For 
undated references, the latest edition of the referenced document (including any amendments) applies.

IEC 61786–1, Measurement of DC magnetic, AC magnetic and AC electric fields from 1 Hz to 100 kHz with 
regard to exposure of human beings – Part 1: Requirements for measuring instruments

IEC 62311:2019, Assessment of electronic and electrical equipment related to human exposure restrictions 
for electromagnetic fields (0 Hz to 300 GHz)

3 Terms, definitions and abbreviated terms

3.1 Terms and definitions

For the purposes of this document, the following terms and definitions apply.

ISO and IEC maintain terminological databases for use in standardization at the following addresses:

•	 IEC Electropedia: available at http://​www​.electropedia​.org/​

1)	 Numbers in square brackets refer to the Bibliography.
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http://www.electropedia.org/
http://www.avadocuments.com/doc/as-nzs-62764-1-2024
http://www.avadocuments.com/doc/as-nzs-62764-1-2024


2AS/NZS 62764.1:2024

•	 ISO Online browsing platform: available at http://​www​.iso​.org/​obp

3.1.1
applicable requirement
particular requirement regarding human exposure to low-frequency magnetic fields against which the 
vehicle is to be assessed using the methods outlined in this document

Note 1 to entry: Examples of such requirements can be found in [3] to [9].

3.1.2
dynamometer
device allowing a vehicle to rotate all its wheels with a given torque while stationary

3.1.3
magnetic field exposure
specific metric that is used to quantify human exposure to low-frequency magnetic fields in the 
applicable requirement

Note 1 to entry: Examples of such metrics can be found in [3] to [9].

3.1.4
powertrain
main system that generates power and delivers it to the road surface

3.2 Abbreviated terms

EV	� electric vehicle
EVSE	� electric vehicle supply equipment
HEV	� hybrid electric vehicle
ICEV	� internal combustion engine vehicle
SOC	� state of charge (indicated to the driver)
WPT	� wireless power transfer

4 Measurement procedure

4.1 Measurement phases

The measurement procedure is divided into four parts regarding the operational vehicle use:

1)	 vehicle in stationary mode;

2)	 vehicle in driving mode;

3)	 vehicle in dynamic mode;

4)	 vehicle in plug-in charging mode.

These four parts are described in detail in Clause 6.

4.2 Measuring conditions

The measurements cover only sources of persistent magnetic field exposure. Continuous occurring 
sources, or repetitive transient sources such as fan and wipers, are included. Magnetic field transients 

© Standards Australia Limited/Standards New Zealand 2024
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shorter than 200  ms occurring when electrical functions are activated are not considered in this 
document due the difficulty of performing reliable and repeatable measurements.

NOTE The rotation of the tyres can produce low-frequency magnetic fields (typically below 50 Hz, depending 
on the speed of the vehicle) in and surrounding the vehicle, due to the static magnetization of the tyres [10], [11]. 
This can only contribute to measurements inside the vehicle (since no measurements are performed around the 
vehicle in dynamic mode).

The measurements shall be performed in the vehicle's standard modes of operation, generating 
reasonably foreseeable levels of magnetic field exposure in measuring volumes that are representative 
of the occupant (Annex B) and bystander locations.

4.3 Test site

Measurements shall be performed in an area having ambient magnetic field exposure values of less 
than 10 % of the values given in the requirements in the measurement volumes.

The ambient magnetic field exposure shall be measured without the vehicle, but in conditions that are 
representative of the vehicle test. This measurement can be performed before each test or periodically 
in accordance with the laboratory's quality management processes.

A dynamometer (or roller bench) may be used if it rotates all the wheels of the vehicle. It shall be set to 
simulate the outdoor dynamics of the vehicle including at least its steady-state torque in driving mode 
and its inertial mass during dynamic mode.

If an outdoor track is used, the slope gradient of the section of the track used for the tests shall be in 
the range ±2 %.

NOTE In the case of a dynamometer, the ambient magnetic field exposure can depend on the torque and/or 
speed of the dynamometer.

4.4 Vehicle set-up

The following configuration is recommended within the passenger compartment, where practicable:

–	 all seats except the rearmost seats, if adjustable, centre-positioned horizontally and at the 
lowest position vertically;

–	 the rearmost seats, if horizontally adjustable, in their rearmost position;

–	 the headrests fully retracted;

–	 all seat backs except for the rearmost seats, if adjustable, approximately 15° back from the 
vertical;

–	 all seat backs of the rearmost seats, if adjustable, fully tilted backwards;

–	 the steering wheel centre-positioned vertically and horizontally.

4.5 Measurement locations

4.5.1 General

Measurements are performed in all regions of the vehicle that are accessible by the driver and 
passengers, and in the immediate vicinity of the vehicle for bystanders. These include the driver and 
passenger area (cabin), the cargo storage area, the engine and/or the electric powertrain areas, and the 
areas around the outside of the vehicle.

The measurement distance between the surface of any part of the vehicle and the centre of the probe 
shall be 20 cm (see Annex A), except for the surfaces of the seats where the distance of 6,5 cm shall 
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