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STANDARDS AUSTRALIA/STANDARDS NEW ZEALAND 

AS/NZS 62841.4.6:2023 

ELECTRIC MOTOR-OPERATED HAND-HELD TOOLS, TRANSPORTABLE 
TOOLS  

AND LAWN AND GARDEN MACHINERY –  

SAFETY – 

Part 4.6: Particular requirements for garden blowers, garden vacuums and garden 
blower/vacuums 

Foreword 

This Standard was prepared by the Joint Standards Australia/Standards New Zealand 
Committee EL-002 - Safety of Household and Similar Electrical Appliances and Small Power 
Transformers to supersede AS/NZS 60335.2.100:2003 three years from the date of publication 
of this Standard. During this period AS/NZS 60335.2.100:2003 will also remain current. 
Regulatory authorities that reference this Standard in regulation may apply these requirements at a 
different time. Users of this Standard should consult with these authorities to confirm their requirements. 

The objective of this Standard is to provide manufacturers, designers, regulatory authorities, 
testing laboratories and similar organizations with safety requirements designed to give the 
user protection against hazards that might occur during normal operation and abnormal 
operation of the appliance and which may be used as the basis for approval for sale or for 
connection to the electricity supply mains in Australia and New Zealand. 

The text of IEC 62841-4-6 Ed 1, prepared by IEC Technical Committee TC 116, was submitted 
to the Standards Australia/Standards New Zealand Combined Procedure (dual public comment 
and committee vote) for adoption of the IEC standard as a Standards Australia/Standards New 
Zealand joint standard. 

This Standard is an adoption with national modifications of the first edition of IEC 62841-4-6 
Electric motor-operated hand-held tools, transportable tools and lawn and garden machinery – 
Safety – Part 4-6 Particular requirements for garden blowers, garden vacuums and garden 
blower/vacuums. It has been varied as indicated to take account of Australian and New Zealand 
conditions. 

This part of AS/NZS 62841 has to be used in conjunction with the latest edition of AS/NZS 
62841.1 Electric motor-operated hand-held tools, transportable tools and lawn and garden machinery 
– Safety – Part 1: General requirements and its Amendments. It was established on the basis of
AS/NZS 62841.1:2015.

This part of AS/NZS 62841 supplements or modifies the corresponding clauses of AS/NZS 
62841.1 so as to convert it into the Australian/New Zealand Standard: Safety requirements for 
garden blowers, garden vacuums and garden blower/vacuums. 

When a particular subclause of AS/NZS 62841.1 is not mentioned in this part of AS/NZS 62841, 
that subclause applies as far as is reasonable. When this standard states "addition", 
"modification" or "replacement", the relevant text of AS/NZS 62841.1 is to be adapted 
accordingly. 

NOTE 1 The following numbering system is used: 

– subclauses, tables and figures that are numbered starting from 101 are additional to those in AS/NZS 62841.1;

– unless notes are in a new subclause or involve notes in AS/NZS 62841.1, they are numbered starting from 101,
including those in a replaced clause or subclause;

– additional annexes are lettered AA, BB, etc.;
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3 AS/NZS 62841.4.6 

– subclauses, notes and annexes that are additional to those in the IEC standard are prefixed with the letters AZ.

NOTE 2 The following print types are used:

– requirements: in roman type;

– test specifications: in italic type;

– notes: in small roman type.

Words in bold in the text are defined in Clause 3.

p NOTE 3 In this document, p is used in the margin to indicate instructions for preparing a consolidated version. 

The essential safety requirements in AS/NZS 38201 that could be applicable to requirements 
for garden blowers, garden vacuums and garden blower/vacuums are covered by this standard. 

The national variations to IEC 62841-4-6 Ed 1 form the Australian and New Zealand national 
variations for purposes of the IECEE scheme for recognition of results of testing to standards 
for safety of electrical equipment (the CB scheme). 

————————— 
1 AS/NZS 3820 Essential safety requirements for electrical equipment
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The text of the International Standard IEC 62841-4-6 Ed 1 was approved as a joint 
Australia/New Zealand Standard with the agreed national variations as given below. 

AUSTRALIAN NATIONAL VARIATIONS 

There are no national variations to this part of AS/NZS 62841 other than those listed in the 
national variations in AS/NZS 62841.1:2015. 

NEW ZEALAND NATIONAL VARIATIONS 

There are no national variations to this part of AS/NZS 62841 other than those listed in the 
national variations in AS/NZS 62841.1:2015. 
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Annex ANZ 
(normative) 

Normative references to international publications with their 
corresponding joint Australia/New Zealand publications 

The following referenced documents are indispensable for the application of this document. For 
dated references, only the edition cited applies. For undated references, the latest edition of 
the referenced document (including any amendments) applies.  

NOTE When an international publication has been modified by national variations the relevant joint Australia/New 
Zealand publications applies if the national variations are needed to ensure the safety of the appliance for 
Australia/New Zealand conditions. These international publications are indicated by (mod). If an international 
publication is not so indicated, then either it or the listed Australia/New Zealand publication may be used. 

Publication Year Title AS/NZS Year 

IEC 60664-3 2016 Insulation coordination for equipment 
within low-voltage systems – Part 3: 
Use of coating, potting or moulding for 
protection against pollution 

IEC 60664-4 2005 Insulation coordination for equipment 
within low-voltage systems – Part 4: 
Consideration of high-frequency 
voltage stress 

IEC 61058-1 
(mod) 

2016 Switches for appliances – Part 1: 
General requirements 

61058.1 2020 

IEC 61058-2-6 2018 Switches for appliances – Part 2-6: 
Particular requirements for switches 
used in electric motor-operated hand-
held tools, transportable tools and lawn 
and garden machinery 

IEC 62841-1 
(mod) 

2014 Electric motor-operated hand-held 
tools, transportable tools and lawn and 
garden machinery – Safety – Part 1: 
General requirements 

62841.1 2015 

ISO 354 2003 Acoustics – Measurement of sound 
absorption in a reverberation room 

ISO 3744 2010 Acoustics – Determination of sound 
power levels and sound energy levels 
of noise sources using sound pressure 
– Engineering methods for an
essentially free field over a reflecting
plane
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ISO 11201 2010 Acoustics – Noise emitted by 
machinery and equipment – 
Determination of emission sound 
pressure levels at a work station and at 
other specified positions in an 
essentially free field over a reflecting 
plane with negligible environmental 
corrections 

ISO 22868 2021 Forestry and gardening machinery – 
Noise test code for portable hand-held 
machines with internal combustion 
engine – Engineering method (Grade 2 
accuracy) 
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INTERNATIONAL ELECTROTECHNICAL COMMISSION 

____________ 

 
ELECTRIC MOTOR-OPERATED HAND-HELD TOOLS, TRANSPORTABLE 

TOOLS AND LAWN AND GARDEN MACHINERY – SAFETY –  
 

Part 4-6: Particular requirements for garden blowers,  
garden vacuums and garden blower/vacuums 

 
FOREWORD 

1) The International Electrotechnical Commission (IEC) is a worldwide organization for standardization comprising 
all national electrotechnical committees (IEC National Committees). The object of IEC is to promote international 
co-operation on all questions concerning standardization in the electrical and electronic fields. To this end and 
in addition to other activities, IEC publishes International Standards, Technical Specifications, Technical Reports, 
Publicly Available Specifications (PAS) and Guides (hereafter referred to as “IEC Publication(s)”). Their 
preparation is entrusted to technical committees; any IEC National Committee interested in the subject dealt with 
may participate in this preparatory work. International, governmental and non-governmental organizations liaising 
with the IEC also participate in this preparation. IEC collaborates closely with the International Organization for 
Standardization (ISO) in accordance with conditions determined by agreement between the two organizations. 

2) The formal decisions or agreements of IEC on technical matters express, as nearly as possible, an international 
consensus of opinion on the relevant subjects since each technical committee has representation from all 
interested IEC National Committees.  

3) IEC Publications have the form of recommendations for international use and are accepted by IEC National 
Committees in that sense. While all reasonable efforts are made to ensure that the technical content of IEC 
Publications is accurate, IEC cannot be held responsible for the way in which they are used or for any 
misinterpretation by any end user. 

4) In order to promote international uniformity, IEC National Committees undertake to apply IEC Publications 
transparently to the maximum extent possible in their national and regional publications. Any divergence between 
any IEC Publication and the corresponding national or regional publication shall be clearly indicated in the latter. 

5) IEC itself does not provide any attestation of conformity. Independent certification bodies provide conformity 
assessment services and, in some areas, access to IEC marks of conformity. IEC is not responsible for any 
services carried out by independent certification bodies. 

6) All users should ensure that they have the latest edition of this publication. 

7) No liability shall attach to IEC or its directors, employees, servants or agents including individual experts and 
members of its technical committees and IEC National Committees for any personal injury, property damage or 
other damage of any nature whatsoever, whether direct or indirect, or for costs (including legal fees) and 
expenses arising out of the publication, use of, or reliance upon, this IEC Publication or any other IEC 
Publications.  

8) Attention is drawn to the Normative references cited in this publication. Use of the referenced publications is 
indispensable for the correct application of this publication. 

9) Attention is drawn to the possibility that some of the elements of this IEC Publication may be the subject of patent 
rights. IEC shall not be held responsible for identifying any or all such patent rights. 

IEC 62841-4-6 has been prepared by IEC technical committee 116: Safety of motor-operated 
electric tools. It is an International Standard. 

The text of this International Standard is based on the following documents: 

Draft Report on voting 

116/622/FDIS 116/637/RVD 

 
Full information on the voting for its approval can be found in the report on voting indicated in 
the above table. 

The language used for the development of this International Standard is English. 

This document was drafted in accordance with ISO/IEC Directives, Part 2, and developed in 
accordance with ISO/IEC Directives, Part 1 and ISO/IEC Directives, IEC Supplement, available 
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at www.iec.ch/members_experts/refdocs. The main document types developed by IEC are 
described in greater detail at www.iec.ch/standardsdev/publications. 

This Part 4-6 is to be used in conjunction with the first edition of IEC 62841-1:2014. 

This Part 4-6 supplements or modifies the corresponding clauses in IEC 62841-1, so as to 
convert it into the IEC Standard: Particular requirements for garden blowers, garden vacuums 
and garden blower/vacuums. 

Where a particular subclause of Part 1 is not mentioned in this Part 4-6, that subclause applies 
as far as reasonable. Where this standard states "addition", "modification" or "replacement", 
the relevant text in Part 1 is to be adapted accordingly. 

The following print types are used: 

– requirements: in roman type; 
– test specifications: in italic type; 
– notes: in small roman type. 
The terms defined in Clause 3 are printed in bold typeface. 

Subclauses, notes, tables and figures which are additional to those in Part 1 are numbered 
starting from 101. 

Subclauses, notes, tables and figures in Annex K and Annex L which are additional to those in 
the main body of this Part 4-6 are numbered starting from 301. 

A list of all parts of the IEC 62841 series, under the general title: Electric motor-operated hand-
held tools, transportable tools and lawn and garden machinery – Safety, can be found on the 
IEC website. 

The committee has decided that the contents of this document will remain unchanged until the 
stability date indicated on the IEC website under webstore.iec.ch in the data related to the 
specific document. At this date, the document will be  

• reconfirmed, 

• withdrawn, 

• replaced by a revised edition, or 

• amended. 
NOTE The attention of National Committees is drawn to the fact that equipment manufacturers and testing 
organizations may need a transitional period following publication of a new, amended or revised IEC publication in 
which to make products in accordance with the new requirements and to equip themselves for conducting new or 
revised tests. 

It is the recommendation of the committee that the content of this publication be adopted for implementation nationally 
not earlier than 36 months from the date of publication. 
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ELECTRIC MOTOR-OPERATED HAND-HELD TOOLS, TRANSPORTABLE 
TOOLS AND LAWN AND GARDEN MACHINERY – SAFETY –  

 
Part 4-6: Particular requirements for garden blowers,  

garden vacuums and garden blower/vacuums 
 
 
 

1 Scope 

IEC 62841-1:2014, Clause 1 is applicable, except as follows: 

Addition: 

This document applies to hand-held and backpack 

– garden blowers; 
– garden vacuums; and 
– garden blower/vacuums. 
This document does not apply to  

– walk-behind garden blowers, walk-behind garden vacuums and walk-behind garden 
blower/vacuums; 

– robotic garden blowers, robotic garden vacuums and robotic garden blower/vacuums; 
– vacuum cleaners intended primarily for use indoors, for water suction cleaning or animal 

grooming; and 
– blowers intended primarily for use indoors, or animal grooming. 
NOTE 101 Vacuum cleaners and water-suction cleaning appliances, including vacuum cleaners for animal grooming 
are covered by IEC 60335-2-2. 

NOTE 102 Vacuum cleaners for commercial use are covered by IEC 60335-2-69. 

2 Normative references 

IEC 62841-1:2014, Clause 2 is applicable, except as follows. 

Addition: 

IEC 60664-3:2016, Insulation coordination for equipment within low-voltage systems – Part 3: 
Use of coating, potting or moulding for protection against pollution  

IEC 60664-4:2005, Insulation coordination for equipment within low-voltage systems – Part 4: 
Consideration of high-frequency voltage stress 

IEC 61058-2-6:2018, Switches for appliances – Part 2-6: Particular requirements for switches 
used in electric motor-operated hand-held tools, transportable tools and lawn and garden 
machinery 

IEC 62841-1:2014, Electric motor-operated hand-held tools, transportable tools and lawn and 
garden machinery – Safety – Part 1: General requirements 

ISO 354:2003, Acoustics – Measurement of sound absorption in a reverberation room 
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ISO 22868:2021, Forestry and gardening machinery – Noise test code for portable hand-held 
machines with internal combustion engine – Engineering method (Grade 2 accuracy) 

Replacement: 

IEC 61058-1:2016, Switches for appliances – Part 1: General requirements 

ISO 3744:2010, Acoustics – Determination of sound power levels and sound energy levels of 
noise sources using sound pressure – Engineering methods for an essentially free field over a 
reflecting plane 

ISO 11201:2010, Acoustics – Noise emitted by machinery and equipment – Determination of 
emission sound pressure levels at a work station and at other specified positions in an 
essentially free field over a reflecting plane with negligible environmental corrections 

3 Terms and definitions 

IEC 62841-1:2014, Clause 3 is applicable, except as follows: 

Addition: 

3.101 
debris 
organic material of vegetable origin such as leaves and grass clippings 

3.102 
debris collector 
part or combination of parts that provides a means for collecting debris 

3.103 
direct opening action 
achievement of contact separation as a direct result of a specified movement of the switch 
actuator through non-resilient members (e.g. non-dependent upon springs) 

3.104 
dirty fan construction 
construction where the debris being vacuumed up comes into contact with the air-moving fan  

3.105 
functional earth 
earthing of a point in equipment or in a system, which is necessary for a purpose other than 
safety 

Note 101 to entry: Examples of the purpose of a functional earth include the reduction of the build-up of static 
electricity and the reduction of electromagnetic emissions. 

3.106 
garden blower 
machine intended to blow debris 

Note 101 to entry: Garden blowers are also known as leaf blowers. 
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3.106.1 
hand-held garden blower 
garden blower which is supported by hand, possibly assisted by wheel(s), skids or a harness, 
etc. and constructed such that it cannot maintain its operating position without being held by an 
operator 

Note 101 to entry: See Figure 101. 

Note 102 to entry:  Designs where the operator's hand can be optionally relieved of the machine weight by attaching 
the machine to a harness (e.g. a belt harness) are also considered to be hand-held. 

3.106.2  
backpack garden blower 
garden blower designed in such a way that a portion of the machine weight is carried on the 
operator's back by means of a harness 

Note 101 to entry: A machine where only the separable battery pack is carried on the operator’s back by means of 
a harness is considered not to be a hand-held garden blower. 

Note 102 to entry: See Figure 102. 

3.107 
garden blower/vacuum 
machine which can be configured to operate either as a garden blower or as a garden vacuum 

3.107.1 
hand-held garden blower/vacuum 
garden blower/vacuum which is supported by hand, possibly assisted by wheel(s), skids or a 
harness, etc. and constructed such that it cannot maintain its operating position without being 
held by an operator 

Note 101 to entry:  Designs where the operator's hand can be optionally relieved of the machine weight by attaching 
the machine to a harness (e.g. a belt harness) are also considered to be hand-held. 

3.107.2 
backpack garden blower/vacuum 
garden blower/vacuum designed in such a way that a portion of the machine weight, but not 
solely the debris collector, is carried on the operator's back by means of a harness 

Note 101 to entry: A machine where only the separable battery pack is carried on the operator’s back by means 
of a harness is considered not to be a hand-held garden blower/vacuum. 

3.108 
garden vacuum 
machine intended to collect debris by suction into a debris collector which can also have a 
facility for shredding debris 

Note 101 to entry: Garden vacuums are also known as leaf collectors. 

3.108.1 
hand-held garden vacuum 
garden vacuum which is supported by hand, possibly assisted by wheel(s), skids or a harness, 
etc. and constructed such that it cannot maintain its operating position without being held by an 
operator 

Note 101 to entry: See Figure 103. 

Note 102 to entry:  Designs where the operator's hand can be optionally relieved of the machine weight by attaching 
the machine to a harness (e.g. a belt harness) are also considered to be hand-held. 
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3.108.2 
backpack garden vacuum 
garden vacuum designed in such a way that a portion of the machine weight, but not solely 
the debris collector, is carried on the operator's back by means of a harness 

Note 101 to entry: A machine where only the separable battery pack is carried on the operator’s back by means 
of a harness is considered not to be a hand-held garden vacuum. 

3.109 
handle 
part intended to be held by the hand for guiding the machine or nozzle in normal use 

3.110 
shredding means 
device designed to cut debris into smaller pieces 

 

Key 
1 blower tube 
2 power switch 
3 handle 
4 auxiliary handle 

Figure 101 – Example of a hand-held garden blower 
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Key 
1 blower tube 
2 power switch 
3 backpack harness 
4 auxiliary handle 

Figure 102 – Example of a backpack garden blower 

 
Key 
1 vacuum tube 
2 handle 
3 power switch 
4 debris collector 
5 auxiliary handle 

Figure 103 – Example of a hand-held garden vacuum 
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4 General requirements 

IEC 62841-1:2014, Clause 4 is applicable. 

5 General conditions for the tests 

IEC 62841-1:2014, Clause 5 is applicable, except as follows: 

5.4 Replacement: 

The tests are carried out with the machine, and/or any movable part of it, placed in the most 
unfavourable position or configuration in accordance with 8.14.2 that can occur in normal use. 

5.7.2 Replacement: 

Machines are tested at rated voltage. Machines having more than one rated voltage or having 
a rated voltage range are tested at the highest voltage. 

5.8 Addition: 

If different debris collectors can be mounted on the machine in accordance with 8.14.2 a) and 
8.14.2 b), the debris collectors are regarded as attachments. 

5.17 Addition: 

The mass of a hand-held garden blower, hand-held garden vacuum or hand-held garden 
blower/vacuum includes the heaviest configuration in accordance with 8.14.2 a) 101), with an 
empty debris collector, if applicable, and excludes any shoulder harness. 

The mass of a backpack garden blower, backpack garden vacuum or backpack garden 
blower/vacuum includes the heaviest configuration in accordance with 8.14.2 a) 101), with an 
empty debris collector, if applicable, and includes the shoulder harness. 

5.101 The tests are carried out on the machine as supplied. However, a machine constructed 
as a single machine but supplied in a number of units is tested after assembly in accordance 
with 8.14.2. 

5.102 Machines are tested in each operating configuration as described in 8.14.2. 

5.103 Tests specified to be performed at no-load are conducted with the machine fully 
assembled for use in accordance with 8.14.2 a), but not blowing or vacuuming debris and with 
the garden blower outlet or the garden vacuum inlet unobstructed. 

6 Radiation, toxicity and similar hazards 

IEC 62841-1:2014, Clause 6 is applicable. 
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7 Classification 

IEC 62841-1:2014, Clause 7 is applicable, except as follows: 

7.1 Replacement: 

Machines shall be of one of the following classes with respect to protection against electric 
shock: 

class II or class III. 

Compliance is checked by inspection and by the relevant tests. 

8 Marking and instructions 

IEC 62841-1:2014, Clause 8 is applicable, except as follows: 

8.1 Addition: 

– the symbol IEC 60417-5018 (2011-07), for machines incorporating a functional earth only. 
Class II tools (machines) incorporating a functional earth may alternatively be marked 
with the symbol IEC 60417-6092 (2013-03). 

NOTE 101 In the United States of America, the addition above is not applicable. 

8.2 Addition: 

Machines shall be marked with safety information which shall be written in one of the official 
languages of the country in which the machine is to be sold or marked with the appropriate 
symbol: 

For all machines: 

– "  WARNING – Keep bystanders away" or the product safety label specified in 
Figure AA.1; 

– "  WARNING – Wear eye protection", a relevant safety sign of ISO 7010 or one of the 
product safety labels specified in Figure AA.2.  

– "  WARNING – Wear ear protection", a relevant safety sign of ISO 7010 or the product 
safety label specified in Figure AA.3. This marking may be omitted if the measured emission 
sound pressure level at the operator’s ear in accordance with Annex I does not exceed 
85 db(A). 

For all machines with a degree of protection of less than IPX4: 

– "Do not expose to rain"; or 
– the product safety label specified in Figure AA.4. 
For mains supplied machines: 

– "Remove plug from the mains immediately if the cable is damaged or cut"; or  
– the product safety label specified in Figure AA.5. 
A combination of ISO safety signs, such as eye and ear protection, is allowed. In addition, a 
combination of product safety labels as specified in Figure AA.6 is allowed. 
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8.8 Addition: 

– Terminals for functional earth shall be indicated by symbol IEC 60417-5018 (2011-07). 
8.12 Replacement of the first paragraph: 

Markings required by this document shall be legible and durable. Signs or product safety labels 
shall be in contrast such as colour, texture or relief to their background, such that the 
information or instructions provided by the signs or product safety labels are clearly legible 
when viewed with normal vision from a distance of (500 ± 50) mm. Signs or product safety 
labels need not be in accordance with the colour requirements of ISO 3864-2. If markings are 
embossed, stamped, etched, engraved or moulded, contrasting colours are not required. 

8.14.1 Addition: 

The additional safety instructions as specified in 8.14.1.101 shall be given. This part may be 
printed separately from the "General Machine Safety Warnings". 

NOTE 101 "General Machine Safety Warnings" are referred to as "General Power Tool Safety Warnings" in 
IEC 62841-1:2014. 

8.14.1.1 Replacement of item 1) a): 

a) Keep work area clean and well lit. Cluttered or dark areas invite accidents. 
NOTE 101 The warning in item a) above can be optionally omitted. 

8.14.1.101 Garden blower, garden vacuum and garden blower/vacuum safety warnings 

In the safety warnings below, the term "machine" may be replaced by alternate wording (e.g. 
"garden blower", "garden vacuum", "garden blower/vacuum", "leaf blower" or "leaf 
collector"). 

a) Do not use the machine in bad weather conditions, especially when there is a risk of 
lightning. This decreases the risk of being struck by lightning. 

b) Before use, check the supply cord and any extension cord for signs of damage or 
aging. Do not touch the cord before disconnecting the supply. Do not use the machine 
if the cord is damaged or worn. A damaged supply cord may result in electric shock, fire 
and/or serious injury. 

c) Check the debris collector frequently for wear or deterioration. A worn or damaged 
debris collector may increase the risk of personal injury. 
NOTE 101 The warning in item c) above is omitted if the machine only operates as a garden blower. 

d) Wear eye protection and ear protection. Adequate protective equipment will reduce the 
risk of personal injury. 
NOTE 102 The ear protection portion of the warning in item d) above can be optionally omitted if the measured 
emission sound pressure level at the operator’s ear in accordance with Annex I does not exceed 85 dB(A). 

e) While operating the machine, always wear non-slip and protective footwear. Do not 
operate the machine when barefoot or wearing open sandals. This reduces the risk of 
injury to the feet. 

f) Do not wear loose fitting clothing or articles such as scarves, strings, chains, ties, 
etc., that could get drawn into the air inlets. Tie back or cover long hair to make sure 
it does not get drawn into the air inlets. If any of these items are drawn into the air inlets, 
it can increase the risk of personal injury. 

g) Keep bystanders away while operating the machine. Thrown debris can increase the risk 
of personal injury. 

h) Do not use in vacuum mode without the debris collector in place. Thrown objects can 
increase the risk of personal injury.  
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NOTE 103 The warning in item h) above is omitted if the machine only operates as a garden blower. 

i) Never point the blower nozzle in the direction of people or pets or in the direction of 
windows. Use extra caution when blowing debris near solid objects, such as trees, 
automobiles and walls that can cause debris to ricochet. Thrown objects can damage 
property and increase the risk of personal injury. 
NOTE 104 The warning in item i) above is omitted for machines that can only be operated as a garden vacuum. 

j) Do not use the machine to pick up or blow anything that is burning or smoking, such 
as cigarettes, matches or hot ashes. These ignition sources may increase the risk of fire. 
NOTE 105 The words "pick up or" in item j) above are omitted for machines that can only operate as a garden 
blower. The words "or blow" in item j) above are omitted for machines that can only operate as a garden 
vacuum. 

k) Do not vacuum water or other liquids or immerse any part of the machine in liquid. 
Water entering the machine may increase the risk of electric shock. 
NOTE 106 The warning in item k) above is omitted if the machine only operates as a garden blower. 

l) Do not vacuum stones, gravel, metal or broken glass. The fan wheel can get damaged 
and may increase the risk of personal injury. 
NOTE 107 The warning in item l) above is omitted if the machine only operates as a garden blower. 

m) Do not touch the fan while still in motion. Turn off the machine, wait until the fan stops 
and unplug the machine, before removing any part that may give access to the fan. 
This reduces the risk of injury from moving parts. 

n) When clearing jammed material or servicing the machine, make sure the power switch 
is off and the power cord is disconnected. Unexpected actuation of the machine while 
clearing jammed material or servicing may increase the risk of personal injury. 

8.14.2 a) Addition: 

101) Instructions on how to configure the machine, including any blower tube, vacuum tube, 
debris collector and shredding means and instruction to do this with the motor stopped 
and the machine disconnected from the mains supply; 

102) Instructions for the proper operating position of the machine; 
103) Instruction for selection and use of protective equipment for eyes, ears and breathing, 

as applicable. 
8.14.2 b) Addition: 

101) Recommendation for the use of a residual current device with a tripping current of  
30 mA or less; 

102) Advice that the machine is intended to be used by the operator at ground level and not 
on ladders or any unstable support; 

103) Instructions for the use, adjustment, release or removal of any shoulder harness, if 
provided; 

104) Instructions not to simultaneously wear multiple belt harnesses or multiple shoulder 
harnesses; 

105) Instructions that when wearing a harness, no other wearable interferes with the release 
and removal of the harness; 

106) Advice to inspect machine for damage if there appears to be excessive vibration; 
107) For machines that incorporate a functional earth, information that the machine 

incorporates an earth connection for functional purposes only; 
108) Instructions on how to clear blockages or jammed material in the machine; 
109) Identification of gripping surfaces of handle(s) required by 19.102. 
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8.14.2 c) Addition: 

101) Advice to keep any ventilation openings clear of debris; 
102) Recommendations for cleaning and maintenance before storage. 
Replacement of the NOTE: 

NOTE In Europe (EN IEC 62841-4-6), the following additional requirements apply: 

Emissions 

1) The noise emission, measured in accordance with Clause I.2, as follows: 

– A-weighted emission sound pressure level LpA and its uncertainty KpA, where LpA exceeds 70 dB(A). 
Where LpA does not exceed 70 dB(A), this fact shall be indicated; 

– the A-weighted guaranteed sound power levels LWA; 

2) Recommendation for the operator to wear hearing protection. 

3) The vibration total value and its uncertainty measured in accordance with Clause I.3. When the vibration 
total value does not exceed 2,5 m/s2, this shall be stated. When the vibration total value exceeds 2,5 m/s2, 
its value shall be given in the instructions. 

4) The following information: 

– that the declared vibration total value(s) and the declared noise emission value(s) has been measured 
in accordance with a standard test method and may be used for comparing one machine with another; 

– that the declared vibration total value(s) and the declared noise emission value(s) may also be used in 
a preliminary assessment of exposure. 

5) A warning: 

– that the vibration and noise emissions during actual use of the machine can differ from the declared 
total value depending on the ways in which the machine is used; and 

– of the need to identify safety measures to protect the operator that are based on an estimation of 
exposure in the actual conditions of use (taking account of all parts of the operating cycle such as the 
times when the machine is switched off and when it is running idle in addition to the trigger time). 

8.14.3 Replacement: 

If information about the mass or weight of the machine is provided, it shall be the mass of the 
machine in its heaviest configuration in accordance with 8.14.2 a) 101), including the shoulder 
harness for backpack garden blowers, backpack garden vacuums or backpack garden 
blower/vacuums and the empty debris collector, if any, but excluding optional attachments 
(e.g. wheels or skids for garden vacuums or nozzles for garden blowers). 

Compliance is checked by inspection. 

9 Protection against access to live parts 

IEC 62841-1:2014, Clause 9 is applicable. 

10 Starting 

IEC 62841-1:2014, Clause 10 is applicable. 

11 Input and current 

Replacement: 

The power input shall not exceed the rated input by more than 15 % or 60 W, whichever is 
greater.  

  

AS/NZS 62841.4.6:2023

© Standards Australia Limited/Standards New Zealand 2023

Full document details: AS NZS 62841.4.6-2023

http://www.avadocuments.com/doc/as-nzs-62841-4-6-2023
http://www.avadocuments.com/doc/as-nzs-62841-4-6-2023


IEC 62841-4-6:2022 © IEC 2022 – 16 –  

 

 

If the rated current is marked instead of the rated input, the current shall not exceed the rated 
current by more than 15 % or 0,3 A, whichever is greater. 

Compliance is checked by measurement, when the machine is operated at rated voltage or the 
upper limit of the rated voltage range, and under the load conditions specified in 12.2.1. 

12 Heating 

IEC 62841-1:2014, Clause 12 is applicable, except as follows: 

12.1 Replacement: 

Machines shall not attain excessive temperatures. 

Compliance is checked by determining the temperature rise of the various parts under the 
conditions specified in 12.2 to 12.5. Then the test of Clause C.3 at 1,06 times the rated voltage 
is made under heated conditions. 

12.2 Replacement: 

For machines with one or more rated voltages: The machine is operated at each rated voltage, 
under the load conditions specified in 12.2.1. The voltage is then adjusted to 0,94 times the 
rated voltage and 1,06 times the rated voltage. 

The temperatures are measured at the most unfavourable of the two voltage settings. The 
temperatures that are measured by means of thermocouples are taken while the machine is 
operating. 

For machines with a rated voltage range: The machine is operated 

– at the lower limit of the rated voltage range, under the load conditions specified in 12.2.1. 
The voltage is then adjusted to 0,94 times the lower limit of the rated voltage range; 

and 

– at the upper limit of the rated voltage range, under the load conditions specified in 12.2.1. 
The voltage is then adjusted to 1,06 times the upper limit of the rated voltage range. 

The temperatures are measured at the most unfavourable of the two voltage settings. The 
temperatures that are measured by means of thermocouples are taken while the machine is 
operating. 

12.2.1 Replacement: 

The load conditions for the heating test of 12.2 are as follows. 

The machine is operated at no-load continuously until thermal equilibrium is reached. 

13 Resistance to heat and fire 

IEC 62841-1:2014, Clause 13 is applicable. 

14 Moisture resistance 

IEC 62841-1:2014, Clause 14 is applicable, except as follows. 

  

AS/NZS 62841.4.6:2023

© Standards Australia Limited/Standards New Zealand 2023

Full document details: AS NZS 62841.4.6-2023

http://www.avadocuments.com/doc/as-nzs-62841-4-6-2023
http://www.avadocuments.com/doc/as-nzs-62841-4-6-2023

