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Keeping Standards up-to-date

Standards are living documents which reflect progress in science, technology and
systems. To maintain their currency, all Standards are periodically reviewed, and
new editions are published. Between editions, amendments may be issued.
Standards may also be withdrawn. It is important that readers assure themselves
they are using a current Standard, which should include any amendments which
may have been published since the Standard was purchased.

Detailed information about joint Australian/New Zealand Standards can be found by
visiting the Standards Web Shop at www.saiglobal.com.au or Standards New
Zealand web site at www.standards.co.nz and looking up the relevant Standard in
the on-line catalogue.

For more frequent listings or notification of revisions, amendments and
withdrawals, Standards Australia and Standards New Zealand offer a number of
update options. For information about these services, users should contact their
respective national Standards organization.

We also welcome suggestions for improvement in our Standards, and especially
encourage readers to notify us immediately of any apparent inaccuracies or
ambiguities. Please address your comments to the Chief Executive of either
Standards Australia or Standards New Zealand at the address shown on the back
cover.

This Standard was issued in draft form for comment as DR AS/NZS IEC 60098.2.4.
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PREFACE

This Standard was prepared by the Joint Standards Australia/Standards New Zealand Committee
EL-004, Electrical Accessories to supersede AS/NZS 60998.2.4:1998 Connecting devices for low-
voltage circuits for household and similar purposes—Part 2-4: Particular requirements for twist-on
connecting devices.

The objective of this Standard is to provide requirements for Australian and New Zealand electrical
industries with general requirements for twist-on connecting devices.

The essential safety requirements in AS/NZS 3820, Essential safety requirements for electrical
equipment that could be applicable to connecting devices for low voltage circuits for households are
covered by this Standard.

This Standard is identical with, and has been reproduced from IEC 60998-2-4, Ed. 2.0 (2004),
Connecting devices for low-voltage circuits for household and similar purposes—Part 2-4: Particular
requirements for twist-on connecting devices. See the Foreword for guidance on how to use this
Standard. Note that IEC 60998-1 has been adopted as AS/NZS IEC 60998.1.

As this Standard is reproduced from an International Standard, the following applies:

(a) Its number appears on the cover and title page while the International Standard number appears
only on the cover.

(b) A full point substitutes for a comma when referring to a decimal marker.

The term ‘informative’ is used to define the application of the annex to which they apply. An
‘informative’ annex is for information and guidance.
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FOREWORD

This Part 2-4 is intended to be used in conjunction with IEC 60998-1. It was established on
the basis of the second edition (2002) of that standard.

It supplements or modifies the corresponding clauses in IEC 60998-1 so as to convert that
publication into the IEC standard: Particular requirements for twist-on connecting devices.

Where a particular subclause of Part 1 is not mentioned in this Part 2-4, that subclause
applies as far as is reasonable. Where this standard states "addition", "modification" or
"replacement”, the relevant requirements, test specification or explanatory matter in Part 1
should be adapted accordingly.

In this standard:

a) the following print types are used:
— requirements proper: in roman type;
— test specifications: in italic type;

— explanatory matter: in smaller roman type.

b) subclauses and figures which are additional to those in Part 1 are numbered starting from
101; additional annexes are lettered AA, BB, etc.
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AUSTRALIAN/NEW ZEALAND STANDARD

Connecting devices for low-voltage circuits for household and
similar purposes

Part 2.4:
Particular requirements for twist-on connecting devices

1 Scope
Replacement:

This International Standard applies to twist-on connecting devices for connecting two or more
unprepared rigid and/or flexible copper conductors having a cross-sectional area of 0,5 mm?2
up to and including 16 mmZ2 and complying with IEC 60228, the total cross-sectional area of
the connected conductors not exceeding 35 mm?Z.

It covers low voltage circuits up to 1 000 V a.c. and 1 500 V d.c. where electrical energy is
utilized for household and similar purposes.

This standard covers TOCDs primarily designed for application by hand. However, certain
TOCDs, for example for large cross-sections, may require the use of a tool designed for that
particular TOCD.

NOTE In the UK, TOCDs must also be suitable for connecting 2 or more unprepared flexible cables, including a
flexible cable having a cross sectional area of 1,25 mm? complying with BS 6500. Wires and cables in the USA do
not presently comply to IEC 60228.

2 Normative references

This clause of Part 1 is applicable.

3 Terms and definitions
This clause of Part 1 is applicable, except as follows:
Additional definitions:

3.101

twist-on connecting device

TOCD

terminal which is twisted on the ends of two or more conductors

3.102

range of TOCD's connecting capacity

the smallest and the largest individual conductors (expressed in mm2 or AWG) used in pairs
of equal size capable of being safely connected as specified by the manufacturer. This does
not exclude the use of more than two conductors in the TOCD or the use of conductors of
sizes outside the specified range of connecting capacity.
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3.103

gripping dimension
diameter

maximum dimension of the TOCD perpendicular to the aperture for the conductors (see
Figure 101).

4 General

This clause of Part 1 is applicable.

5 General notes on tests

This clause of Part 1 is applicable, except as follows:

5.4 Replacement:

The necessary number of new samples to be submitted to the tests is divided into sets as
detailed in Table 101.

The tests are carried out in the sequence listed for each set.

Table 101 — Number of new samples and sequence applicable to the tests
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If insufficient samples are available according to Table 101, sets B and C may be combined
but, in this case, the tests of Clause 13 have to be made first.
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6 Main characteristics
This clause of Part 1 is applicable except as follows:
Addition:

6.101 The preferred additional values of rated insulation voltage are 300 V and 600 V.

7 Classification
This clause of Part 1 is not applicable, except for subclause 7.5.
Addition:

7.101 Classification according to type and combinations of conductors

TOCD for rigid (solid or stranded) conductors;
TOCD for flexible conductors;
TOCD for the combination of rigid (solid or stranded) and flexible conductors.

8 Marking
This clause of Part 1 is applicable, except as follows:

8.1 Replacement:
For a TOCD, the following markings apply.

e The following shall be marked on the TOCD:
a) manufacturer's or responsible vendor's name, trade mark or identification mark;
b) type reference, catalogue number or part number;
c) range of TOCD's connecting capacity;

d) rated insulation voltage.
NOTE In the USA it is not mandatory to mark the insulation voltage on the TOCD.

Example:

A TOCD designed for the connection of a minimum of two conductors of 2,5 mm2 up to
and including two conductors of 6 mm?2 shall be marked: 2,5-6 mm2.

For very small devices, with a surface insufficient for complete marking, only a) and b)
need to be marked on the TOCD.

« In addition, the following shall be marked on the smallest package unit or on an instruction
or information sheet packed within the smallest package unit:

a) manufacturer's or responsible vendor's name, trade mark or identification mark;
b) type reference, catalogue number or part number;

c) allowable conductor combinations and the range of TOCD's connecting capacity as
stated in mmZ2 or AWG;
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