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Keeping Standards up-to-date

Standards are living documents which reflect progress in science, technology and
systems. To maintain their currency, all Standards are periodically reviewed, and
new editions are published. Between editions, amendments may be issued.
Standards may also be withdrawn. It is important that readers assure themselves
they are using a current Standard, which should include any amendments which
may have been published since the Standard was purchased.

Detailed information about joint Australian/New Zealand Standards can be found by
visiting the Standards Web Shop at www.saiglobal.com.au or Standards New
Zealand web site at www.standards.co.nz and looking up the relevant Standard in
the on-line catalogue.

For more frequent listings or notification of revisions, amendments and
withdrawals, Standards Australia and Standards New Zealand offer a number of
update options. For information about these services, users should contact their
respective national Standards organization.

We also welcome suggestions for improvement in our Standards, and especially
encourage readers to notify us immediately of any apparent inaccuracies or
ambiguities. Please address your comments to the Chief Executive of either
Standards Australia or Standards New Zealand at the address shown on the back
cover.

This Standard was issued in draft form for comment as DR AS/NZS 12029:2014.

Accessed by MONASH UNIVERSITY LIBRARY on 12 Jun 2015 (Document currency not guaranteed when printed)

Documents

Document Sharing Hub

Full document details: AS NZS ISO 12029-2014


http://www.avadocuments.com/doc/as-nzs-iso-12029-2014
http://www.avadocuments.com/doc/as-nzs-iso-12029-2014

Accessed by MONASH UNIVERSITY LIBRARY on 12 Jun 2015 (Document currency not guaranteed when printed)

Full document details: AS NZS ISO 12029-2014

AS/NZS ISO 12029:2014

Australian/New Zealand Standard™

Document management—Machine-
readable paper forms—Optimal design
for user friendliness and electronic
document management systems (EDMS)

Originated in Australia as ATS 5084—2003.
Previous edition AS/NZS 1SO 12029:2007.
Second edition 2014.

COPYRIGHT
© Standards Australia Limited/Standards New Zealand

All rights are reserved. No part of this work may be reproduced or copied in any form or by
any means, electronic or mechanical, including photocopying, without the written
permission of the publisher, unless otherwise permitted under the Copyright Act 1968
(Australia) or the Copyright Act 1994 (New Zealand).

Jointly published by SAl Global Limited under licence from Standards Australia Limited,
GPO Box 476, Sydney, NSW 2001 and by Standards New ZealarB Private Bag 2439,

Wellington 6140. ocuments

Document Sharing Hub
ISBN 978 1 74342 877 1


http://www.avadocuments.com/doc/as-nzs-iso-12029-2014
http://www.avadocuments.com/doc/as-nzs-iso-12029-2014

AS/NZS ISO 12029:2014 i

PREFACE

This Standard was prepared by the Joint Standards Australia/Standards New Zealand Committee
IT-021, Records and Document Management Systems, to supersede AS/NZS ISO 12029:2007,
Electronic imaging—Forms design optimization for electronic image management.

The objective of this Standard is to specify requirements concerning the design of forms for user
friendliness, with optimal machine readability for processing by electronic document management
systems (EDMS). These requirements are limited to forms using roman characters.

This Standard is identical with, and has been reproduced from ISO 12029:2010, Document
management—Machine-readable paper forms—Optimal design for user friendliness and electronic
document management systems (EDMS).

As this Standard is reproduced from an International Standard, the following applies:

(a) In the source text ‘this International Standard’ should read ‘this Australian/New Zealand
Standard’.

(b) A full point substitutes for a comma when referring to a decimal marker.

None of the normative references in the source document have been adopted as Australian or
Australian/New Zealand Standards.
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INTRODUCTION

This International Standard discusses issues and provides guidance for the design of forms that are used for
electronic capture of handwriting information. Features include colour dropouts, type fonts, printing screen
tints, line width, data storage and other interrelated issues. It is necessary to balance conflicting requirements
of user-friendliness and electronic capture. Making a form appealing by use of colour or graphics could assist
users when they complete the form but could also decrease the form's scannability or other automated,
related functions. This conflict might require compromise in the design of a form.

While this International Standard focuses on the design and structure of paper-based forms, it is worth noting
that the design and structure of electronic based forms can have different characteristics, ensuring usability
and readability. The user is advised that use of these specifications when developing paper-based forms while
keeping in mind that electronic forms can be easily replicated in an electronic format (with the same content
as in the paper-based form), but with differing fonts and spacing.
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AUSTRALIAN/NEW ZEALAND STANDARD

Document management—Machine-readable paper forms—Optimal
design for user friendliness and electronic document management
systems (EDMS)

1 Scope

This International Standard specifies requirements concerning the design of forms for user friendliness, with
optimal machine readability for processing by electronic document management systems (EDMS). These
requirements are limited to forms using roman characters.

2 Normative references

The following referenced documents are indispensable for the application of this document. For dated
references, only the edition cited applies. For undated references, the latest edition of the referenced
document (including any amendments) applies.

ISO 1073-1, Alphanumeric character sets for optical recognition — Part 1: Character set OCR-A — Shapes
and dimensions of the printed image

ISO 1073-2, Alphanumeric character sets for optical recognition — Part 2: Character set OCR-B — Shapes
and dimensions of the printed image

ISO 12651-1, Electronic document management — Vocabulary — Part 1: Electronic document imaging

3 Terms and definitions
For the purposes of this document, the terms and definitions given in ISO 12651-1 and the following apply.

3.1

alphanumeric

pertaining to a character set that contains letters, numbers and other characters, such as punctuation marks
and symbols

NOTE Adapted from ISO/IEC 2382-4.

3.2
character pitch
number of characters per unit length of a line of print

3.3
dropout ink
ink of a colour that cannot be detected by a scanner
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34

font

complete set of characters of a given size, weight and style of type, including capitals, small capitals and
lower-case characters, together with figures, punctuation marks, ligatures, etc.

NOTE Adapted from ISO/IEC 2382-23.

3.5

ICR

intelligent character recognition

advanced optical character recognition (OCR), or rather more specifically, hand-printed recognition system
that allows fonts and different styles of handwriting to be learned by a computer during processing to improve
accuracy and recognition levels

3.6

MICR

magnetic ink character recognition

machine recognition of digits printed with magnetizable ink

3.7

OMR

optical mark recognition

machine recognition of a mark such as a tick, cross or spot based on minimum area rather than shape of the
mark

[1SO 2033]

3.8
recognition zone
area around a recognition data field that is free of other data

4 Layout and design

4.1 General

The design of a form easiest for a person to complete can be in conflict with the most machine-readable form.
For example, in a user-friendly layout, the following items, all interspersed with printed instructions next to
specific areas, might be desirable:

— large print,
— colour-coded areas, and
— areas to be completed with both alphabetic and numeric information.

However, in a form designed for an electronic image management system (EIM), strict segregation of spaces
for numeric and alphabetic information and instructional text within dropout colour areas can all be essential
features. Optimum design can require a compromise between ideal user and scanner requirements. All
logically connected information should be placed on the same page.

4.2 Data storage requirement

The designer should be aware of the impact on data storage requirements of line borders, screened tints and
logos or other design elements with large areas of reversed print. Reversed print will make heavy demands on
data storage. For all designs, particularly those having large areas of reversed print, the amount of data
storage required should be determined and compared to the amount of data storage available within the
system.
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4.3 Page format

On each page of a form, the margin all around should not be less than 10 mm. If the document is bound,
padded or has punched holes or die cuts, the margin at that edge should be not less than 25 mm, and holes
and die cuts should be restricted to that margin.

Text and entry fields should not be within 6,5 mm of any crease or perforation.
4.4 Typeface and font

441 Typeface

There are two styles of typeface commonly used on forms, serif and sanserif, as illustrated in Figure 1.

E E

a) Serif b) Sanserif

Figure 1 — Comparison of serif and sanserif typefaces

Serif style is designed for ease of legibility, has variable line width within a character and a cross-line finishing
a stroke of a letter. Sanserif has uniform line width within a character and no cross-lines. It is the style used in
ISO standards.

Serif type will inherently take more data storage capacity in a compressed image than sanserif type because
more information has to be recorded for each character. With the most commonly used compression
techniques, approximately 10 % more storage is required for a page printed in serif, as compared with one
printed in sanserif type.

Sanserif generally requires less horizontal line space and more vertical height than the same point size serif
type. Because of its uniform line width, it is preferred for photocopying, microfiiming and scanning.

For forms which might be used in optical character recognition (OCR) applications, sanserif typefaces should
be used.

For information on a form that is not required to be captured by scanning, the style of typeface used is not
important.

44.2 Symbols

An OCR program can use a particular symbol to prompt an action. The form designer should be aware of any
such symbols and avoid their use other than as a prompt.

443 Spacing

In typesetting, character spacing can be either fixed or proportional. In fixed typesetting, each character takes
up equal horizontal space. Proportional typesetting allows for characters of different width, such as that of “i”

compared with “w” and automatically adjusts space between the individual characters to give a more natural
appearance.

There should be a clear gap between characters. The recommended minimum gap is not less than the width
of the vertical stroke of characters of the font.
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