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Preface

This Standard was prepared by the Joint Standards Australia/Standards New Zealand Committee EL-
056, Air Conditioners and Heat Pumps, to supersede, AS/NZS 3823.1.3:2005, Performance of electrical
appliances—Airconditioners and heat pumps, Part 1.3: Water-source heat pumps—Water-to-air and brine-
to-air heat pumps— Testing and rating of performance (1SO 13256-1:1998, MOD).

The objective of this document is to establish performance testing and rating criteria for factory-made
residential, commercial and industrial, electrically-driven, mechanical- compression type, water-to-air
and brine-to-air heat pumps. The requirements for testing and rating contained in this document are
based on the use of matched assemblies.

Equipment designed for rating at one liquid temperature range under this document may not be suitable
at all liquid temperature ranges covered in this document.

This document does not apply to the testing and rating of individual assemblies for separate use,
nor to the testing and rating of heat pumps covered in AS/NZS ISO 5151:2023, ISO 13253 or AS/NZS
[SO 13256.2:2023.

This document is identical with, and has been reproduced from, ISO 13256-1:2021, Water-source heat
pumps — Testing and rating for performance — Part 1: Water-to-air and brine-to-air heat pumps.

As this document has been reproduced from an International document, a full point substitutes for a
comma when referring to a decimal marker.

Australian or Australian/New Zealand Standards that are identical adoptions of international
normative references may be used interchangeably. Refer to the online catalogue for information on
specific Standards.

The terms “normative” and “informative” are used in Standards to define the application of the
appendices or annexes to which they apply. A “normative” appendix or annex is an integral part of a
Standard, whereas an “informative” appendix or annex is only for information and guidance.

Documents

Document Sharing Hub
© Standards Australia Limited/Standards New Zealand 2023

Full document details: AS NZS ISO 13256.1-2023


http://www.avadocuments.com/doc/as-nzs-iso-13256-1-2023
http://www.avadocuments.com/doc/as-nzs-iso-13256-1-2023

ii AS/NZS 1S0 13256.1:2023

Contents
PIEEACE ........ooccoee st ii
FFOT@WOTM ..........oooooooeee ekt v
IIMETOAUICEION. ..o vii
L S COP@ ..t 1
2 Normative references
3 Terms and definitions
4 Symbols
5 Rating and St COMMITIONS ...ttt
5.1 Rating conditions for the determination of net capacities ...
5.1 RAEINES oot
5.1.2 Power input of fans for heat pumps without duct connection
5.1.3 Power input of fans for heat pumps with duct connection.....
5.1.4 Power input of liquid PUMPS ..o
5.1.5 Airflow rates
5.1.6  LIQUIA flOW TQLES......oooooiiooiiiceicoeiisseieesessssess s
5.1.7  T@SE LIQUIAS o
5.2 Rating test conditions for cooling and heating capacities ...
6  Performance REQUITEIMIEIIES ... 10
6.1 General
6.2 Maximum operating CONAITIONS TS ...t 10
6.2. 1 TESE COMAITIONS ..ottt

6.2.2 Test procedures

6.2.3  TESE TEQUITEIMIEIIES ...oooooo ok
6.3 Minimum operating CONAItIONS TS ... e
6.3.1 Test conditions......ccccirscsnn

6.3.2 Test procedures....
6.3.3 Test requirements
6.4 Enclosure sweat and condensate test

6.4.1  General.... e
6.4.2  TESE CONMAITIONS ...oooooveeecesie st
6.4.3  TESE PIOCEAUTES. ...ttt
6.4.4  TESE TEQUITEITIEIITS .....oooiiiiiiiieiieicciiee s
T T@STIMEEIOMS. ... ..o
7.1 General
7.2 General teSt FEQUITEITIEIIETS .. ..o
7.3 EqQUIpMeNnt INSTAIIAtION .....ooooiiooiecieicccesessss st
7.4 Cooling and heating capacity tests procedure
T L GOIIETAL ..o
7.4.2 ReCONAItiONING PETTOM. ..ot
7.4.3 Data collection period ...
7.4.4 Net total cooling capacity
7.4.5 Netheating capacity.........enn
7.5 Uncertainties of measurement...
7.6 DAta £0 DO TECOTAEOM ....ooooooee e
7.7 Uncertainties of measurements and permissible deviations for steady-state cooling
AN heatiNg CAPACIEY LESTS ..ottt 17
708 TESE TESULES ..ot 19
8 MATKING PIOVISIOIIS . ...

8.1 Nameplate requirements...
8.2 Nameplate information

8.3 Designation of standard ratings Capacity ... Documents

Document Sharing Hub

Full document details: AS NZS ISO 13256.1-2023


http://www.avadocuments.com/doc/as-nzs-iso-13256-1-2023
http://www.avadocuments.com/doc/as-nzs-iso-13256-1-2023

AS/NZS 1S0O 13256.1:2023 iv

8.4 Refrigerant designation ...

O Publication Of TATIIIES ...t
0.1 PUDBIISREA TAUINES -t
0.2 A AITIONA] TAUINIES oot
Annex A (normative) TeSt FEQUET@IMIEIITS ...........ccco..oioioiriiieeeeeeee e 21
Annex B (informative) AIrflow MeasuUremMENT ... 28
Annex C (normative) Indoor air enthalpy test method ... 35
Annex D (informative) Refrigerant enthalpy test method ... 38
Annex E (normative) Liquid enthalpy test method
Annex F (informative) Correction of fan or pump power input for external static
Pressures Other thamn ZET0 ... 42
Annex G (informative) Additional ratings based upon previous standard version
ISO 132565111998 ... 43
Annex H (informative) Cooling condensate MeasuUremMents ... 44
BIDIHOGTAPIY ...t 45

Documents

Document Sharing Hub

Full document details: AS NZS ISO 13256.1-2023


http://www.avadocuments.com/doc/as-nzs-iso-13256-1-2023
http://www.avadocuments.com/doc/as-nzs-iso-13256-1-2023

v AS/NZS 1S0 13256.1:2023

Foreword

ISO (the International Organization for Standardization) is a worldwide federation of national standards
bodies (ISO member bodies). The work of preparing International Standards is normally carried out
through ISO technical committees. Each member body interested in a subject for which a technical
committee has been established has the right to be represented on that committee. International
organizations, governmental and non-governmental, in liaison with ISO, also take part in the work.
ISO collaborates closely with the International Electrotechnical Commission (IEC) on all matters of
electrotechnical standardization.

The procedures used to develop this document and those intended for its further maintenance are
described in the ISO/IEC Directives, Part 1. In particular, the different approval criteria needed for the
different types of ISO documents should be noted. This document was drafted in accordance with the
editorial rules of the ISO/IEC Directives, Part 2 (see www.iso.org/directives).

Attention is drawn to the possibility that some of the elements of this document may be the subject of
patent rights. ISO shall not be held responsible for identifying any or all such patent rights. Details of
any patent rights identified during the development of the document will be in the Introduction and/or
on the ISO list of patent declarations received (see www.iso.org/patents).

Any trade name used in this document is information given for the convenience of users and does not
constitute an endorsement.

For an explanation of the voluntary nature of standards, the meaning of ISO specific terms and
expressions related to conformity assessment, as well as information about ISO's adherence to the
World Trade Organization (WTO) principles in the Technical Barriers to Trade (TBT), see www.iso
.org/iso/foreword.html.

This document was prepared by Technical Committee ISO/TC 86, Refrigeration and air-conditioning,
Subcommittee SC 6, Testing and rating of air-conditioners and heat pumps.

This second edition cancels and replaces the first edition (ISO 13256-1:1998), which has been
technically revised.

The main changes compared to the previous edition are as follows:

— Significant updates to the formatting, symbols, and terms and definitions, have been included to
more closely align with other pertinent ISO standards and the latest ISO requirements.

— The original water loop heat pump (WLHP), ground water heat pump (GWHP) and ground loop
heat pump (GLHP) application rating designations, specifying entering liquid source rating test
conditions, have been replaced with High, Medium, and Low source temperature range conditions to
representa wider operating map atboth standard and partially loaded application rating conditions.
It is now possible, when all three (High, Medium and Low) temperature ranges are specified by the
manufacturer for energy modelling programs to interpolate performance at other entering water
temperatures than those used in the standard.

— Specific antifreeze solution composition requirements have been removed to eliminate prescriptive
language and promote industry innovation of novel and improved antifreeze solutions.

— Airflow testing requirements have been updated to align with the complexities of testing more
sophisticated constant airflow electronically commutated fan motors.

— Testing tolerances and uncertainties have been harmonized with other pertinent ISO standards.

— Annexes have been added and/or significantly updated that harmonize with other pertinent
[SO standards.

Alist of all parts in the ISO 13256 series can be found on the ISO website.
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Any feedback or questions on this document should be directed to the user’s national standards body. A
complete listing of these bodies can be found at www.iso.org/members.html.
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Introduction

This document covers heating and cooling systems which are generally referred to as “water-source
heat pumps.” These systems generally include an indoor coil with air-moving means, a compressor, and
a refrigerant-to-water or refrigerant-to-brine heat exchanger. A system may provide both heating and
cooling, cooling-only, or heating-only functions.
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Australian/New Zealand Standard

Water-source heat pumps — Testing and rating for performance
Part 1: Water-to-air and brine-to-air heat pumps

1 Scope

1.1 This document establishes performance testing and rating criteria for factory-made residential,
commercial and industrial, electrically-driven, mechanical- compression type, water-to-air and brine-to-
air heat pumps. The requirements for testing and rating contained in this document are based on the use
of matched assemblies.

1.2 Equipment designed for rating at one liquid temperature range under this document may not be
suitable at all liquid temperature ranges covered in this document.

1.3 This document does not apply to the testing and rating of individual assemblies for separate use,
nor to the testing and rating of heat pumps covered in ISO 5151, ISO 13253 or ISO 13256-2.

2 Normative references

The following documents are referred to in the text in such a way that some or all of their content
constitutes requirements of this document. For dated references, only the edition cited applies. For
undated references, the latest edition of the referenced document (including any amendments) applies.

ISO 817, Refrigerants — Designation and safety classification

3 Terms and definitions
For the purposes of this document, the following terms and definitions apply.
ISO and IEC maintain terminological databases for use in standardization at the following addresses:

— ISO Online browsing platform: available at https://www.iso.org/obp

— IEC Electropedia: available at http://www.electropedia.org/

3.1

water-to-air heat pump

brine-to-air heat pump

heat pump which consists of one or more factory-made assemblies which normally include an indoor
conditioning coil with air-moving means, compressor(s), and refrigerant-to-water or refrigerant-to-
brine heat exchanger(s), including means to provide both cooling and heating, cooling-only, or heating-
only functions

Note 1 to entry: When such equipment is provided in more than one assembly, the separated assemblies should
be designed to be used together.

Note 2 to entry: Such equipment may also provide functions of sanitary water heating, air cleaning, dehumidifying,
and humidifying.

3.2

water-loop heat pump

water-to-air heat pump using liquid circulating in a common piping loop functioning as a heat source in
“heating mode and/or heat sink in cooling mode

Note 1 to entry: The temperature of the liquid loop is usually within a range of 10 °C to 30 °C.
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3.3

ground-water heat pump

water-to-air heat pump using water pumped from a well, lake, or stream functioning as a heat source in
heating mode and/or heat sink in cooling mode

Note 1 to entry: The temperature of the water is related to the climatic conditions and is generally constant
within the range from 5 °C to 25 °C for deep wells.

3.4

ground-loop heat pump

brine-to-air heat pump using a brine solution circulating through a subsurface piping loop functioning
as a heat source in heating mode and/or heat sink in cooling mode

Note 1 to entry: The heat exchange loop may be placed in horizontal trenches or vertical bores, or be submerged
in a body of surface water.

Note 2 to entry: The temperature of the brine is related to the heat exchange load and climatic conditions and is
generally within a range from -5 °C to 40 °C.

3.5

total cooling capacity

amount of sensible and latent heat that the equipment can remove from the conditioned space in a
defined interval of time

Note 1 to entry: Expressed in units of watts.

3.6
net total cooling capacity
total cooling capacity with fan power adjustment

Note 1 to entry: Expressed in units of watts.

3.7
heating capacity
amount of heat that the equipment can add to the conditioned space in a defined interval of time

Note 1 to entry: Expressed in units of watts.

3.8
net heating capacity
heating capacity with fan power adjustment

Note 1 to entry: Expressed in units of watts.

3.9
rated voltage
voltage shown on the nameplate of the equipment

Note 1 to entry: Expressed in units of volts.

3.10
rated frequency
frequency shown on the nameplate of the equipment

Note 1 to entry: Expressed in units of Hz.

3.11

energy efficiency ratio

EER

ratio of the net total cooling capacity to the effective power input at any given set of rating conditions

Note 1 to entry: Expressed in units of watt per watt.
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3.12

coefficient of performance

cop

ratio of the net heating capacity to the effective power input of the equipment at any given set of rating
conditions

Note 1 to entry: Expressed in units of watt per watt.

3.13

standard air

dry air at 20,0 °C and at a standard barometric pressure of 101,325 kPa, having a mass density of
1,204 kg/m3

3.14
effective power input
average electrical power input to the equipment within a defined interval of time; i.e. the sum of:

— the power input for operation of the compressor excluding additional electrical heating devices,
— the power input of all control and safety devices of the equipment, and

— the proportional power input of the conveying devices for the transport of the heat transfer media
through the heat pump only (e.g. fans, pumps, whether internal or external, whether provided with
the equipment or not)

Note 1 to entry: Expressed in units of watts.

3.15

latent cooling capacity

amount of latent heat that the equipment can remove from the conditioned space in a defined interval
of time

Note 1 to entry: Expressed in units of watts.

3.16

sensible cooling capacity

amount of sensible heat that the equipment can remove from the conditioned space in a defined interval
of time

Note 1 to entry: Expressed in units of watts.

3.17
brine
heat transfer liquid that has a freezing point lower than the freezing point of water

3.18

external static pressure difference

Ape

pressure difference measured between the air (or water/brine) outlet section and the air (or
water/brine) inlet section of the unit, which is available for overcoming the pressure drop of any
additional ducted air (or water/brine) circuit

Note 1 to entry: Expressed in units of pascals.

3.19

internal static pressure difference

pressure difference measured between the air (or water/brine) outlet section and the air (or
water/brine) inlet section of the unit, which corresponds to the total pressure drop of all components
on the air (or water/brine) side of the unit.

Note 1 to entry: Expressed in units of pascals. Docu ments

© Standards Australia Limited/ Standal?&ézﬁgumtagqyﬁ"agﬁ ub

Full document details: AS NZS ISO 13256.1-2023


http://www.avadocuments.com/doc/as-nzs-iso-13256-1-2023
http://www.avadocuments.com/doc/as-nzs-iso-13256-1-2023

AS/NZS 1S0O 13256.1:2023 4

3.20
fixed capacity heat pump
equipment which does not have possibility to change its capacity

Note 1 to entry: This definition applies to each cooling and heating operation individually.

3.21
two-stage capacity heat pump
equipment where the capacity is varied by two steps

Note 1 to entry: This definition applies to each cooling and heating operation individually.

3.22
multi-stage capacity heat pump
equipment where the capacity is varied by three or four steps

Note 1 to entry: This definition applies to each cooling and heating operation individually.

3.23

variable capacity heat pump

equipment where the capacity is varied by five or more steps to represent continuously variable
capacity

Note 1 to entry: This definition applies to each cooling and heating operation individually.

3.24
standard rating conditions
operating conditions while establishing the standard rating net cooling and/or heating capacities

Note 1 to entry: These conditions correspond to an operation of the heat pump at full capacity, in relation to the
source side.

3.25
application rating conditions
operating conditions while establishing additional cooling and/or heating capacities

Note 1 to entry: These conditions correspond to an operation of the heat pump at reduced capacity, in relation to
the source side.

3.26
standard rating capacity
net cooling and/or heating capacity measured at standard rating conditions

4 Symbols
Symbol Description and Units
An nozzle area, m2
a pressure ratio
Cq nozzle discharge coefficient
Cpal specific heat of dry air entering indoor side, J/kg-K
Cpa2 specific heat of dry air leaving indoor side, J/kg-K
Cpf specific heat of liquid, J/kg-K
Dy nozzle throat diameter, mm
Api measured internal static pressure difference, Pa
Ape measured external static pressure difference, Pa
ha1 specific enthalpy of air entering indoor air-side, J/kg of dry air
ha2 specific enthalpy of air leaving indoor air-side, J/kg of dry air
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Symbol Description and Units

hr1 specific enthalpy of refrigerant entering indoor side, J/kg

) specific enthalpy of refrigerant leaving indoor side, J/kg

Kq latent heat of vaporization of water, J/kg (2,47 x 106, J/kg at 15 °C)
n representative efficiency

P; power input to indoor-side compartment, W

Pn pressure, at nozzle throat, kPa absolute

Dv velocity pressure at nozzle throat or static pressure difference across nozzle, Pa
¢bc total power input

bfa fan power adjustment, W

Pici latent cooling capacity, (indoor air-side data), W

¢nc net cooling capacity, W

$nh net heating capacity, W

Psci sensible cooling capacity, (air-side data), W

Prci total cooling capacity, (airside data), W

Prco total cooling capacity, (liquid side data), W

Dthi total heating capacity, (air-side data), W

dtho total heating capacity, (liquid side data), W

q measured volumetric flow rate, 1/s
qa measured airflow rate at standard air conditions, m3/s
qm air mass flow rate, kg/s
dro refrigerant and oil mixture flow rate, m3/s
qs air volume flow rate, standard air, m3/s
qv air-volume flow rate, calculated, m3/s
qvi air volume flow rate, measured, m3/s
Qwc flow rate, liquid condensate (steam), kg/s
Re Reynolds number
ta1 temperature, air entering indoor side, dry bulb, °C
ta2 temperature, air leaving indoor side, dry bulb, °C
tr3 temperature, liquid entering equipment, °C
tea temperature, liquid leaving equipment, °C
1% kinematic viscosity of air
Vn specific volume of dry air at conditions existing at nozzle at standard barometric pressure, m3/kg
v, specific volume of air at nozzle, m3/kg of air-water vapour mixture
741 mass of cylinder and bleeder assembly, empty, g
W3 mass of cylinder and bleeder assembly, with sample, g
Ws mass of cylinder and bleeder assembly, with oil from sample, g
we Liquid mass flow rate, kg/s
Wit specific humidity, air entering indoor side, kg/kg of dry air
Wiz specific humidity, air leaving indoor side, kg/kg of dry air
Wh specific humidity at nozzle inlet, kg/kg of dry air
Xo concentration of oil to refrigerant-oil mixture
Xr mass ratio, refrigerant to refrigerant-oil mixture
Y expansion factor

Documents
© Standards Australia Limited/ Standzl?&fﬁmgaﬁ\qari'agﬁ ub

Full document details: AS NZS ISO 13256.1-2023


http://www.avadocuments.com/doc/as-nzs-iso-13256-1-2023
http://www.avadocuments.com/doc/as-nzs-iso-13256-1-2023

AS/NZS 1S0O 13256.1:2023 6

5 Rating and test conditions
5.1 Rating conditions for the determination of net capacities

5.1.1 Ratings

Ratings shall be established at the test conditions specified in 5.2, using the test procedures described
in Clause 7. Ratings relating to cooling and heating capacities shall be net values (see 7.4.4 and 7.4.5),
including the effects of circulating-fan heat (see 7.4.4 and 7.4.5), but excluding any supplementary heat.
Energy efficiency ratios shall be based on the effective power input as defined in 3.11.

5.1.2 Power input of fans for heat pumps without duct connection

In the case of heat pumps which are not designed for duct connection and which are equipped with an
integral fan, all power consumed by the fans shall be included in the effective power input to the heat

pump.
5.1.3 Power input of fans for heat pumps with duct connection

5.1.3.1 If no fan is provided with the heat pump, a fan power adjustment is to be included in the
effective power input to the heat pump, using Formula (1):

_ x(4,) M

¢fa is the fan power adjustment, in W;

n = 0,3 by convention;

Api  is the absolute value of the measured internal static pressure difference, in Pa;
qa  istheairflow rate at standard air conditions, in m3/s.

This value shall be added to the heating capacity and subtracted from the cooling capacity.

5.1.3.2 Ifafanisanintegral part of a heat pump, only the portion of the fan power required to overcome
the internal resistance shall be included in the effective power input to the heat pump. The fraction which
is to be excluded from the total power consumed by the fan shall be calculated using Formula (2):

_9a*%pe @

-

where

¢fa is the fan power adjustment, in W;

n  =0,3 by convention;

Ape is the measured external static pressure difference, in Pa;
qa isthe airflow rate at standard air conditions, in m3/s.

This value shall be subtracted from the heating capacity and added to the cooling capacity.
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5.1.4 Power input of liquid pumps

5.1.4.1 Ifno liquid pump is provided with the heat pump, a pump power adjustment is to be included
in the effective power consumed by the heat pump, using Formula (3):

$pa ) 3)
n

where
¢pa is the pump power adjustment, in W;
n  =0,3 by convention;
Ap; is the absolute value of the measured internal static pressure difference, in Pa;

q isthe measured volumetric fluid flow rate, in m3/s.

5.1.4.2 If a liquid pump is an integral part of the heat pump, only the portion of the pump power
required to overcome the internal resistance shall be included in the effective power input to the
heat pump. The fraction which is to be excluded from the total power consumed by the pump shall be

calculated using Formula (4):

qxay,
Ppa= ;\"’ @

where:

¢pa is the pump power adjustment, in W;
n =0,3 by convention;
Ape is the measured external static pressure difference, in Pa;

q isthe measured volumetric fluid flow rate, in m3/s.
5.1.5 Airflow rates

5.1.5.1 All standard ratings shall be determined at airflow rates as described below. All airflow rates
shall be expressed as cubic meters per second of standard air as defined in 3.10.

5.1.5.2 The manufacturer shall specify a single airflow rate for all tests required in this document
unless automatic adjustment of airflow rate is provided by the equipment. A separate control signal
output for each step of airflow rate shall be considered as an automatic adjustment.

5.1.5.3 For ducted heat pumps which have integral, non-constant airflow, single or multi-speed fans
the airflow rate shall be set as specified by the manufacturer. The external static pressure shall not be less
than the value defined by Table 1. If the unit is unable to attain specified airflow and has an adjustable
speed, it shall be adjusted to the lowest speed that provides at least the external static defined in Table 1
at the specified airflow rate. If the external static at the rated airflow rate is less than the value defined by
Table 1, then the test shall be run at the airflow achieved at the minimum external static pressure.

5.1.5.4 Ducted heat pumps which have integral constant airflow fan shall be tested at the manufacturers'
specified airflow and external static pressure. Specified external static shall not be less than specified in
Table 1. If the external static at the rated airflow rate is less than the value defined by Table 1, then the
test shall be run at the airflow achieved at the minimum external static pressure.
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Table 1 — External static pressure requirement

Standard capacity Minimum external static
ratings pressure @
kW Pa
0<Q<8 25
8<Q<12 37
12<Q<20 50
20<Q<30 62
30< Q<45 75
45<Q<82 100
82<Q<117 125
117 <Q < 147 150
Q> 147 175
a  For equipment tested without an air filter installed, the minimum external
static pressure shall be increased by 10 Pa.

5.1.5.5 Ducted heat pumps which do not have integral fans but which are rated for general use with
a variety of air moving devices, shall be tested at the airflow rates specified by the manufacturer in the
published ratings. However, the pressure drop across the indoor coil assembly and the recommended
enclosures and attachment means shall not exceed 75 Pa.

5.1.5.6 If the air enthalpy method is used, non-ducted heat pumps shall be tested at the airflow rates
obtained at zero external static pressure difference.

5.1.6 Liquid flow rates

5.1.6.1 General

All standard ratings shall be determined at a liquid flow rate described below, expressed as cubic
meters per second.

5.1.6.2 Source side flowrate

The manufacturer shall specify a flow rate for all of the tests performed unless automatic adjustment
of the liquid flow rate is provided by the equipment. A separate control signal output for each step of
liquid flow rate will be considered as an automatic adjustment.

5.1.6.3 Heat pumps with integral liquid pumps shall be tested at the liquid flow rate specified by
the manufacturer or that is obtained at zero external static pressure difference (within the tolerance
specified in Table 11), whichever provides the lower liquid flow rate.

5.1.6.4 Heat pumps without integral liquid pumps shall be tested at the flow rate specified by the
manufacturer.

5.1.7 Testliquids

5.1.7.1 The test liquid for all tests except low temperature heating tests shall be water or brine of a
composition and concentration specified by the manufacturer.

5.1.7.2 The test liquid for low temperature heating tests (H1) shall be brine of a composition and
concentration specified by the manufacturer.
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