
AS/NZS ISO 14644.4:2002
ISO 14644-4:2001

Australian/New Zealand Standard™

Cleanrooms and associated controlled
environments

Part 4:  Design, construction and
start-up

A
S

/N
Z

S
 IS

O
 14644.4

A
cc

es
se

d 
by

 M
O

N
A

S
H

 U
N

IV
E

R
S

IT
Y

 L
IB

R
A

R
Y

 o
n 

16
 J

un
 2

01
5 

(D
oc

um
en

t c
ur

re
nc

y 
no

t g
ua

ra
nt

ee
d 

w
he

n 
pr

in
te

d)

Full document details: AS NZS ISO 14644.4-2002

http://www.avadocuments.com/doc/as-nzs-iso-14644-4-2002
http://www.avadocuments.com/doc/as-nzs-iso-14644-4-2002


AS/NZS ISO 14644.4:2002
This Joint Australian/New Zealand Standard was prepared by Joint Technical
Committee ME-060, Controlled Environment. It was approved on behalf of the
Council of Standards Australia on 31 May 2002 and on behalf of the Council of
Standards New Zealand on 23 May 2002. It was published on 10 July 2002.

The following are represented on Committee ME-060:

Auckland Regional Chamber of Commerce
Australian Chamber of Commerce and Industry
Australian Contamination Control Society
Australian Industry Group
Australian Institute of Refrigeration Air Conditioning and Heating
Australian Pharmaceutical Manufacturers Association
Australian Society of Microbiology
CSIRO Australian Animal Health Laboratory
Commonwealth Department of Health and Aged Care
Medical Industry Association of Australia
N.S.W. Health Department
National Association of Testing Authorities
Society of Hospital Pharmacists of Australia

Keeping Standards up-to-date
Standards are living documents which reflect progress in science, technology and
systems. To maintain their currency, all Standards are periodically reviewed, and
new editions are published. Between editions, amendments may be issued.
Standards may also be withdrawn. It is important that readers assure themselves
they are using a current Standard, which should include any amendments which
may have been published since the Standard was purchased.
Detailed information about joint Australian/New Zealand Standards can be found by
visiting the Standards Australia web site at www.standards.com.au or Standards
New Zealand web site at www.standards.co.nz and looking up the relevant Standard
in the on-line catalogue.
Alternatively, both organizations publish an annual printed Catalogue with full
details of all current Standards. For more frequent listings or notification of
revisions, amendments and withdrawals, Standards Australia and Standards New
Zealand offer a number of update options. For information about these services,
users should contact their respective national Standards organization.
We also welcome suggestions for improvement in our Standards, and especially
encourage readers to notify us immediately of any apparent inaccuracies or
ambiguities. Please address your comments to the Chief Executive of either
Standards Australia International or Standards New Zealand at the address shown
on the back cover.

This Standard was issued in draft form for comment as DR 02031.

A
cc

es
se

d 
by

 M
O

N
A

S
H

 U
N

IV
E

R
S

IT
Y

 L
IB

R
A

R
Y

 o
n 

16
 J

un
 2

01
5 

(D
oc

um
en

t c
ur

re
nc

y 
no

t g
ua

ra
nt

ee
d 

w
he

n 
pr

in
te

d)

Full document details: AS NZS ISO 14644.4-2002

http://www.avadocuments.com/doc/as-nzs-iso-14644-4-2002
http://www.avadocuments.com/doc/as-nzs-iso-14644-4-2002


AS/NZS ISO 14644.4:2002

Australian/New Zealand Standard™

Cleanrooms and associated controlled
environments

Part 4:  Design, construction and
start-up

Originated as part of AS 1386—1976 and AS 1387—1976.
Previous editions AS 1386.1—1989, AS 1386.2—1989,
AS 1386.3—1989 and AS 1386.4—1989.
AS 1386.1—1989, AS 1386.2—1989, AS 1386.3—1989 and
AS 1386.4—1989 jointly revised, amalgamated and
redesignated as AS/NZS ISO 14644.4:2002.

COPYRIGHT
© Standards Australia/Standards New Zealand

All rights are reserved. No part of this work may be reproduced or copied in any form or by any
means, electronic or mechanical, including photocopying, without the written permission of the
publisher.

Jointly published by Standards Australia International Ltd, GPO Box 5420, Sydney, NSW 2001
and Standards New Zealand, Private Bag 2439, Wellington 6020

ISBN 0 7337 4611 X

A
cc

es
se

d 
by

 M
O

N
A

S
H

 U
N

IV
E

R
S

IT
Y

 L
IB

R
A

R
Y

 o
n 

16
 J

un
 2

01
5 

(D
oc

um
en

t c
ur

re
nc

y 
no

t g
ua

ra
nt

ee
d 

w
he

n 
pr

in
te

d)

Full document details: AS NZS ISO 14644.4-2002

http://www.avadocuments.com/doc/as-nzs-iso-14644-4-2002
http://www.avadocuments.com/doc/as-nzs-iso-14644-4-2002


ii

PREFACE

This Standard was prepared by the Joint Australia/New Zealand Committee ME-060,
Controlled Environment.

This Standard is identical with and has been reproduced from ISO 14644-4:2001,
Cleanrooms and associated controlled environments, Part 4: Design, construction and
start-up. It is part of a series of Joint Australian/New Zealand Standards that will supersede
in part the AS 1386 series titled Cleanrooms and clean workstations.

It is expected that a guide will be published to include informative material from the
AS 1386 series that is not covered in the adopted ISO series.

The objective of this Standard is to specify the requirements for the design and construction
of cleanroom facilities.

As this Standard is reproduced from an International Standard, the following applies:

(a) Its number appears on the cover and title page while the International Standard
number appears only on the cover.

(b) In the text, ‘this part of ISO 14644’ should be read ‘this Australian/New Zealand
Standard’.

(c) A full point substitutes for a comma when referring to a decimal marker.

References to international Standards should be replaced by references to the following
Australian/New Zealand Standards.*

Reference to International Standards Australian/New Zealand Standard

ISO AS/NZS ISO

14644 Cleanrooms and associated
controlled environments

14644 Cleanrooms and associated
controlled environments

14644-1 Part 1:  Classification of air
cleanliness

14644.1 Part 1:  Classification of air
cleanliness

                                                                                                                                                       
*   Any international Standards not listed do not have an equivalent Australian/New Zealand Standard.

A
cc

es
se

d 
by

 M
O

N
A

S
H

 U
N

IV
E

R
S

IT
Y

 L
IB

R
A

R
Y

 o
n 

16
 J

un
 2

01
5 

(D
oc

um
en

t c
ur

re
nc

y 
no

t g
ua

ra
nt

ee
d 

w
he

n 
pr

in
te

d)

Full document details: AS NZS ISO 14644.4-2002

http://www.avadocuments.com/doc/as-nzs-iso-14644-4-2002
http://www.avadocuments.com/doc/as-nzs-iso-14644-4-2002


iii

CONTENTS

1 Scope ..............................................................................................................................................................1

2 Normative references ....................................................................................................................................1

3 Terms and definitions ...................................................................................................................................2

4 Requirements.................................................................................................................................................3

5 Planning and design......................................................................................................................................4
5.1 Planning procedure .......................................................................................................................................4
5.2 Design .............................................................................................................................................................5

6 Construction and start-up.............................................................................................................................5

7 Testing and approval.....................................................................................................................................6
7.1 General............................................................................................................................................................6
7.2 Construction approval ..................................................................................................................................6
7.3 Functional approval.......................................................................................................................................6
7.4 Operational approval.....................................................................................................................................6

8 Documentation...............................................................................................................................................6
8.1 General............................................................................................................................................................6
8.2 Record of an installation...............................................................................................................................6
8.3 Operational instructions ...............................................................................................................................6
8.4 Instructions for performance monitoring....................................................................................................7
8.5 Maintenance instructions .............................................................................................................................7
8.6 Maintenance record.......................................................................................................................................7
8.7 Record of operation and maintenance training..........................................................................................8

Annex A (informative) Control and segregation concepts......................................................................................9

Annex B (informative) Classification examples .....................................................................................................16

Annex C (informative) Approval of an installation.................................................................................................19

Annex D (informative) Layout of an installation.....................................................................................................23

Annex E (informative) Construction and materials................................................................................................27

Annex F (informative) Environmental control of cleanrooms ..............................................................................32

Annex G (informative) Control of air cleanliness...................................................................................................35

Annex H (informative) Additional specification of requirements to be agreed upon between
purchaser/user and designer/supplier ......................................................................................................37

Bibliography ..............................................................................................................................................................50

A
cc

es
se

d 
by

 M
O

N
A

S
H

 U
N

IV
E

R
S

IT
Y

 L
IB

R
A

R
Y

 o
n 

16
 J

un
 2

01
5 

(D
oc

um
en

t c
ur

re
nc

y 
no

t g
ua

ra
nt

ee
d 

w
he

n 
pr

in
te

d)

Full document details: AS NZS ISO 14644.4-2002

http://www.avadocuments.com/doc/as-nzs-iso-14644-4-2002
http://www.avadocuments.com/doc/as-nzs-iso-14644-4-2002


iv

NOTES

A
cc

es
se

d 
by

 M
O

N
A

S
H

 U
N

IV
E

R
S

IT
Y

 L
IB

R
A

R
Y

 o
n 

16
 J

un
 2

01
5 

(D
oc

um
en

t c
ur

re
nc

y 
no

t g
ua

ra
nt

ee
d 

w
he

n 
pr

in
te

d)

Full document details: AS NZS ISO 14644.4-2002

http://www.avadocuments.com/doc/as-nzs-iso-14644-4-2002
http://www.avadocuments.com/doc/as-nzs-iso-14644-4-2002


AUSTRALIAN/NEW ZEALAND STANDARD

Cleanrooms and associated controlled environments

Part 4:
Design, construction and start-up

1 Scope

This part of ISO 14644 specifies requirements for the design and construction of cleanroom installations but does
not prescribe specific technological or contractual means to meet these requirements. It is intended for use by
purchasers, suppliers and designers of cleanroom installations and provides a checklist of important parameters of
performance. Construction guidance is provided, including requirements for start-up and qualification. Basic
elements of design and construction needed to ensure continued satisfactory operation are identified through the
consideration of relevant aspects of operation and maintenance.

NOTE Further guidance in respect of the above requirements is given in annexes A to H. Other parts of ISO 14644 may
provide complementary information.

Application of this part of ISO 14644 is restricted in the following:

� user requirements are represented by purchaser or specifier;

� specific processes to be accommodated in the cleanroom installation are not specified;

� fire and safety regulations are not considered specifically; the appropriate national and local requirements
should be respected;

� process media and utility services are only considered with respect to their routing between and in the different
zones of cleanliness;

� regarding initial operation and maintenance, only cleanroom construction-specific requirements are
considered.

2 Normative references

The following normative documents contain provisions which, through reference in this text, constitute provisions of
this part of ISO 14644. For dated references, subsequent amendments to, or revisions of, any of these publications
do not apply. However, parties to agreements based on this part of ISO 14644 are encouraged to investigate the
possibility of applying the most recent editions of the normative documents indicated below. For undated
references, the latest edition of the normative document referred to applies. Members of ISO and IEC maintain
registers of currently valid International Standards.

ISO 14644-1:1999, Cleanrooms and associated controlled environments — Part 1: Classification of air cleanliness.

ISO 14644-2:2000, Cleanrooms and associated controlled environments — Part 2: Specifications for testing and
monitoring to prove continued compliance with ISO 14644-1.

1
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ISO 14644-3:— 1�, Cleanrooms and associated controlled environments — Part 3: Metrology and test methods.

ISO 14698-1:— 1), Cleanrooms and associated controlled environments — Biocontamination control —
Part 1: General principles

ISO 14698-2:— 1), Cleanrooms and associated controlled environments — Biocontamination control —
Part 2: Evaluation and interpretation of biocontamination data.

ISO 14698-3:— 1), Cleanrooms and associated controlled environements — Biocontamination control —
Part 3: Measurement of the efficiency of processes of cleaning and/or disinfection of inert surfaces bearing
biocontaminated wet soiling or biofilms.

3 Terms and definitions

For the purposes of this part of ISO 14644, the terms and definitions given in ISO 14644-1 and the following apply.

3.1
changing room
room where people using a cleanroom may change into, or out of, cleanroom apparel

3.2
clean air device
stand-alone equipment for treating and distributing clean air to achieve defined environmental conditions

3.3
cleanliness
condition of a product, surface, device, gas, fluid, etc. with a defined level of contamination

NOTE Contamination can be particulate, non-particulate, biological, molecular or of other consistency.

3.4
commissioning
planned and documented series of inspections, adjustments and tests carried out systematically to set the
installation into correct technical operation as specified

3.5
contaminant
any particulate, molecular, non-particulate and biological entity that can adversely affect the product or process

3.6
non-unidirectional airflow
air distribution where the supply air entering the clean zone mixes with the internal air by means of induction

3.7
particle
minute piece of matter with defined physical boundaries

NOTE For classification purposes refer to ISO 14644-1.

3.8
pre-filter
air filter fitted upstream of another filter to reduce the challenge on that filter

1� To be published.
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3.9
process core
location at which the process and the interaction between the environment and the process occurs

3.10
start-up
act of preparing and bringing an installation into active service, including all systems

EXAMPLE Systems may include procedures, training requirements, infrastructure, support services, statutory under-
takings requirements.

3.11
unidirectional airflow
controlled airflow through the entire cross-section of a clean zone with a steady velocity and approximately parallel
streamlines

NOTE This type of airflow results in a directed transport of particles from the clean zone.

4 Requirements

4.1 The parameters listed in 4.2 to 4.18 shall be defined and agreed between purchaser and supplier:

NOTE In the requirements stated below, references are made to annexes A to H which are for information only.

4.2 The number, edition and date of publication of this part of ISO 14644 shall be given.

4.3 The role of other relevant parties to the project (e.g. consultants, designers, regulatory authorities, service
organizations) shall be established (see examples in annex C).

4.4 The general purpose for which the cleanroom is to be used, the operations to be carried out therein and any
constraint imposed by the operating requirements (see examples in annexes A, B and D).

4.5 The required airborne particulate cleanliness class or demands for cleanliness in accordance with the
relevant International Standard (ISO 14644-1, ISO 14698-1, ISO 14698-2 and ISO 14698-3) (see examples in
annex B).

4.6 The critical environmental parameters, including their specified set points, alert and action levels to be
measured to ensure compliance, together with the measurement methods to be used, including calibration
(ISO 14644-2 and ISO 14644-3) (see examples in annex F).

4.7 The contamination control concept, including installation, operating and performance criteria, to be used to
achieve the required cleanliness level (see examples in annex A).

4.8 The methods of measurement, control, monitoring and documentation required to meet the parameters
agreed (see examples in annexes C and F).

4.9 The entry or exit of equipment, apparatus, supplies and personnel required to support the installation (see
examples in annex D).

4.10 The specified occupancy states selected from "as-built", "at-rest" and "operational" under which the required
parameters shall be achieved and maintained including variations with time, and the methods of control (see
examples in annex C).

4.11 The layout and configuration of the installation (see examples in annex D).

4.12 Critical dimensions and mass restrictions, including those related to available space (see examples in
annex D).
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4.13 The process and product requirements that affect the installation (see examples in annexes B and G).

4.14 The process equipment list with utility requirements (see examples in annexes D, E and H).

4.15 The maintenance requirements of the installation (see examples in annexes D and E).

4.16 The assignment of tasks for the preparation, approval, execution, supervision, documentation, statement of
criteria, basis of design, detailed design, construction, testing, commissioning and qualification (including the
performance and witnessing) of tests (see examples in annexes E and G).

4.17 The identification and evaluation of external environmental influences (see examples in annex H).

4.18 Additional information required by the particular application (see examples in annex H).

5 Planning and design

5.1 Planning procedure

5.1.1 A project plan shall be developed, in consultation with the user and all other involved parties, to define the
requirements of the products, the processes and the scope of the installation.

5.1.2 In order to determine the needs of an installation, a process equipment list shall be compiled, and shall
include the critical requirements for each piece of process equipment.

5.1.3 Diversity factors shall be defined, considering peak and average demand for each utility and environmental
control system.

NOTE A system may include multiple subsystems which require individual diversity-factor determination.

5.1.4 A contamination control concept shall be developed for each zone of an installation (see examples in
annex A).

5.1.5 The specifications as defined in clause 4 shall be reviewed and refined based on financial and timescale
requirements.

5.1.6 The project plan shall include the following elements:

a) design documentation with support calculations;

b) cost evaluation;

c) timescale evaluation;

d) an outline of anticipated project complications;

e) design options with records of advantages and disadvantages and any recommendations;

f) a review of maintenance requirements of the installation;

g) a review of the degree of flexibility to be included in the installation;

h) a review of the stand-by capacities to be included in the installation;

i) a review of the constructability of the design of the installation;

j) a quality plan.
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The use of a quality system, such as the ISO 9000 family of international standards (e.g. ISO 9000 and
ISO 9001), should be considered, in conjunction with industry-specific quality assurance strategies.

5.1.7 The completed project plan shall be reviewed and agreed upon between purchaser and supplier.

5.2 Design

5.2.1 The design shall accommodate all of the relevant product and process requirements in conjunction with the
selected contamination control concept (see examples in annex A).

5.2.2 The purchaser and supplier shall formally accept the design in accordance with predetermined acceptance
criteria.

5.2.3 The design shall conform to an agreed list of requirements, such as building, environmental and safety
regulations, good manufacturing practice guidelines (e.g. ISO 14001 and ISO 14004).

The design should be reviewed at periodic stages of development, including final completion, to ensure compliance
with the specifications and the acceptance criteria.

6 Construction and start-up

6.1 Construction of an installation shall comply with the drawings and specifications.

6.2 Any changes required during the course of construction shall be checked for acceptance, approved and
documented prior to implementation of the change in accordance with a change control procedure.

6.3 Construction work, whether performed at a manufacturing location or in situ, shall observe the specific
contamination control requirements of the quality plan.

6.4 A clean construction protocol and cleaning procedures shall be developed as part of the quality plan and
enforced to achieve the specified contamination control requirements. Security and access control is essential to
maintain the clean construction protocol.

6.5 The cleaning methods and methods to determine and approve the achieved cleanliness shall be defined and
documented in the quality plan.

6.6 The cleaning of the air systems shall be specified and shall be carried out at assembly, before initial
operation and whenever rebuilding work, repair work and maintenance work are performed.

6.7 In the case of start-up of new installations or re-starting existing installations after repair or modification, final
cleaning of the cleanroom is necessary and provisions shall be made for the removal of adherent, imported or
released contamination.

6.8 Before commencing any operational activities, the complete and satisfactory function of the installation shall
be determined by tests carried out in accordance with clause 7.

NOTE In the case of packaged units, such as clean air devices, a manufacturer's certificate of compliance with the
requirements of this part of ISO 14644 may be sufficient, provided that the supplier is qualified (i.e. knowledgeable of or
competent in cleanroom requirements) and the risk of damage during transport, storage and installation can be controlled
adequately.

6.9 During acceptance testing, commissioning and initial operation, the personnel in charge of the installation
shall be trained. Testing, approval of the installation and training shall include all relevant practices for proper
cleanroom operation, maintenance and in-process control. The responsibility for providing training shall be defined.

When training is carried out, all relevant persons such as operators, maintenance and service personnel should be
included.
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7 Testing and approval

7.1 General

During and upon completion of the construction of an installation, an agreed series of documented tests shall be
specified and undertaken prior to operational use of the installation. Annex C gives examples of the design, testing
and approval processes.

7.2 Construction approval

A systematic range of inspections, adjustments, measurements and tests shall be carried out to ensure that each
part of the installation complies with the design requirements.

7.3 Functional approval

A series of tests and measurements shall be carried out to determine that all parts of the installation operate
together to achieve the required conditions in the "as-built" or "at-rest" states.

7.4 Operational approval

A series of tests and measurements shall be carried out to determine that the complete installation achieves the
required "operational" performance with the specified process or activity functioning, and with the specified number
of personnel present working in the agreed manner.

8 Documentation

8.1 General

Details of a completed installation (including instrumentation calibration) and all operation and maintenance
procedures shall be documented. Documents shall be made readily available to all personnel responsible for start-
up, operation and maintenance of the installation.

Such personnel should fully understand the documentation.

8.2 Record of an installation

Details of the completed installation shall be provided and shall contain:

a) a description of the installation and its function;

b) a set of final and approved performance test data, derived from the tests carried out in accordance with
clause 7 of this part of ISO 14644, recording the values of all conditions defined in the specification for the
installation and achieved during the commissioning, testing and start-up procedures;

c) a set of drawings, diagrams (e.g. layout of wiring, piping and instrumentation) and specifications describing the
completed and approved "as-built" installation and its components;

d) a list of parts and equipment and any recommendation for stocking spare parts.

8.3 Operational instructions

Each installation or system shall be provided with a clear set of operating instructions. Such operating instructions
shall contain:

a) schedules of checks and inspections to be completed prior to the start-up of an installation;

6
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b) schedules of the acceptance range of the critical performance parameters specified;

c) procedures to start and stop the installation under normal and failure mode situations;

d) procedures to be adopted in the event of alert or action levels being reached.

8.4 Instructions for performance monitoring

Performance-monitoring of an installation is essential to demonstrate satisfactory operation. Documentation shall
include:

a) test and measurement frequency;

b) description of test and measurement methods, (or reference to standards and guidelines);

c) action plan in the event of non-compliance;

d) frequency required for assembly, analysis and retention of performance data to enable trends to be analysed.

8.5 Maintenance instructions

Maintenance shall be implemented in accordance with a specified method and programme.

Maintenance and repairs shall be carried out during the construction, commissioning, testing, start-up and normal
operation of an installation. The following items shall be considered:

a) definition of safety procedures prior to carrying out maintenance or repairs;

b) specification of maintenance actions to be taken when the acceptance range of any critical performance
parameter is exceeded;

c) agreed definition of permitted adjustments;

d) methods of making permitted adjustments;

e) methods of checking and calibrating control, safety and monitoring devices;

f) requirements for checking and replacing all wearing parts (e.g. driving belts, bearings, filters);

g) specification for cleaning of the installation or components prior to, during and after maintenance work;

h) definition of actions, procedures and tests required after maintenance is completed;

i) inclusion of any user-specific or relevant regulatory authority requirements.

8.6 Maintenance record

A documented record of any maintenance carried out upon the installation during construction, commissioning and
start-up shall be maintained. The following items shall form part of the record:

a) definition of the maintenance tasks;

b) identification and approval of personnel undertaking the maintenance;

c) date of carrying out the maintenance;

d) a condition report prior to undertaking the maintenance;

7
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e) a list of spare parts used;

f) a report upon completion of the maintenance.

8.7 Record of operation and maintenance training

A documented record of training shall be maintained. The following items shall form part of the record:

a) definition of the training content;

b) identification of personnel providing and receiving the training;

c) training date and duration;

d) a report upon each period of training as it is completed.
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Annex A
(informative)

Control and segregation concepts

A.1 Contamination control zones

For economic, technical and operational reasons, clean zones are often enclosed or surrounded by further zones
of lower cleanliness classification. This can allow the zones with the highest cleanliness demands to be reduced to
the minimum size. Movement of material and personnel between adjacent clean zones gives rise to the risk of
contamination transfer, therefore special attention should be paid to the detailed layout and management of
material and personnel flow.

Figure A.1 illustrates an example of a contamination control concept. In this configuration, the clean zone would be
regarded as a more stringently controlled portion of the cleanroom.

Figure A.1 — Shell-like contamination control concept

9

COPYRIGHT

A
cc

es
se

d 
by

 M
O

N
A

S
H

 U
N

IV
E

R
S

IT
Y

 L
IB

R
A

R
Y

 o
n 

16
 J

un
 2

01
5 

(D
oc

um
en

t c
ur

re
nc

y 
no

t g
ua

ra
nt

ee
d 

w
he

n 
pr

in
te

d)

Full document details: AS NZS ISO 14644.4-2002

http://www.avadocuments.com/doc/as-nzs-iso-14644-4-2002
http://www.avadocuments.com/doc/as-nzs-iso-14644-4-2002


A.2 Airflow patterns

A.2.1 Cleanroom airflow patterns can be categorized as either unidirectional or non-unidirectional. When a
combination of the two is used it is frequently called mixed airflow. Airflow patterns for cleanrooms of ISO Class 5
and cleaner in operation are often unidirectional, while non-unidirectional and mixed flow is typical for cleanrooms
of ISO Class 6 and less clean in operation.

A.2.2 Unidirectional airflow may be either vertical or horizontal (see Figure A.2). Both types of unidirectional
airflow rely upon a final filtered air supply and air return inlets which are nearly opposite one another in order to
maintain the airstream in as straight a flow pattern as possible. In both designs, the important design feature is the
ability to ensure that the airflow pattern is disrupted as little as possible at the process core.

In a working plane perpendicular to the clean airflow, all positions offer the same cleanliness level. Hence,
horizontally integrated or distributed processes require vertical airflow and vertically integrated processes require
horizontal airflow. Working positions immediately adjacent to the clean air supply offer optimal contamination
control conditions, because working positions downstream of these positions may be subject to particles generated
upstream. Personnel placement should be therefore downstream of clean processing.

A.2.3 In non-unidirectional airflow cleanrooms, air flows from filter outlets located in multiple positions distributed
across the inlet plane and is returned through remote locations. Filter outlets may be distributed at equal intervals
throughout the cleanroom or clean zone or grouped over the process cores. The location of filter outlets is
important for the cleanroom performance. The final filter location may be remote, but special precautions should be
taken to avoid contamination ingress between these filters and the cleanroom (e.g. monitoring of the surface
cleanliness and airtightness of ventilation ducts and supply air inlets to avoid induction of contamination as well as
the deployment of decontamination procedures). While return air locations in non-unidirectional airflow systems are
not as critical as those in unidirectional applications, care should be taken to distribute the returns, as is done with
the supplies, to minimize dead zones within the cleanroom.

A.2.4 Mixed-airflow cleanrooms combine both unidirectional and non-unidirectional airflow in the same room.

NOTE Some special designs are available that provide protection to specific working zones by other managed airflow
techniques.

Figure A.2 gives examples that illustrate the different airflow patterns in cleanrooms. (Thermal effects are not
considered.)
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a) Unidirectional airflow

b) Non-unidirectional airflow

c) Mixed airflow

Key

1 Supply air

2 Return air

Figure A.2 — Airflow patterns in cleanrooms
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A.3 Disturbance of unidirectional airflow

In unidirectional airflow cleanrooms, the design of physical obstacles such as the process equipment, and the
operating procedures, personnel movements and product handling, should consider basic aerodynamic
requirements to prevent serious turbulence in the vicinity of the contamination-sensitive activity. Appropriate
measures should be taken to avoid flow disturbances and cross-contamination between different work stations.

Figure A.3 shows the influence of physical obstacles (on the left) and appropriate measures for minimizing the
impact of these (on the right).

Flow obstacles causing
a flow disturbance

Adjustments to equipment and behaviour
to improve airflow

a) Improvement by arrangement

b) Improvement by structure

c) Improvement by personnel behaviour

d) Improvement by airflow concept

Key

1 Heat source
a Local increase in air velocity.

Figure A.3 — Influence of personnel and objects on unidirectional airflow
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A.4 Contamination control concepts

To select the proper technique for a given contamination control problem, Figures A.4 and A.5 show some different
contamination control concepts that may be considered.

The transfer of contaminants into a zone protecting a process and/or personnel can be prevented by using
aerodynamic measures, i.e. by arrangement and flow direction (Figure A.4), or by physical barriers, i.e. by both
active and passive isolation (Figure A.5), if any contact between product and operator/environment is to be
prevented.

If necessary, process exhaust should be treated to prevent contamination of outdoor environment.

Horizontal flow Vertical flow

a) Product protection

b) Personnel/environmental protection

c) Personnel/product/environmental protection
Key

1 Flow direction perpendicular to graphic plane

NOTE In particular cases (e.g. dry atmosphere, shielding and protecting gas or extreme temperatures), the gas flow routing
chosen should be adapted to the process.

Figure A.4 — Contamination control concepts using aerodynamic measures

13

COPYRIGHT

A
cc

es
se

d 
by

 M
O

N
A

S
H

 U
N

IV
E

R
S

IT
Y

 L
IB

R
A

R
Y

 o
n 

16
 J

un
 2

01
5 

(D
oc

um
en

t c
ur

re
nc

y 
no

t g
ua

ra
nt

ee
d 

w
he

n 
pr

in
te

d)

Full document details: AS NZS ISO 14644.4-2002

http://www.avadocuments.com/doc/as-nzs-iso-14644-4-2002
http://www.avadocuments.com/doc/as-nzs-iso-14644-4-2002

