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Preface

This Standard was prepared by the Joint Standards Australia/Standards New Zealand Committee PL-
006, Polyolefin Pipe Systems.

The objective of this document is to specify requirements and test methods for pipes and fittings which
are part of plastics piping systems for the trenchless replacement of various underground pipeline
networks, underground non-pressure and pressure drainage and sewerage networks and underground
water and gas supply networks, by means of horizontal directional drilling and impact moling.

This document is applicable to polyethylene (PE) pipes and fittings, as manufactured, as well as to the
installed replacement system.

This document is intended to be used in conjunction with standards applicable for the construction of
PE pipeline systems where available.

Regarding manufactured pipes, it is applicable to the following three PE pipe types:

(@ PE solid wall single layered pipes (nominal outside diameter, dn), including any
identification stripes.

(b) PE pipes with co-extruded layers on either or both the outside and inside of the pipe (total
outside diameter, dn), as specified in Annex A, where all layers have the same minimum
required strength (MRS) rating.

(0 PE pipes (outside diameter, dn) having a peelable, contiguous, thermoplastics additional layer
on the outside of the pipe (“coated pipe”), see Annex A.

In addition, this document is applicable to —

(1) jointing of pipe lengths by means of butt fusion joint to form continuous strings prior to
installation; and

(i) fabricated and injection-moulded fittings made of PE.
Pipes made from other plastics, e.g. polypropylene (PP), are outside the scope of this document.

This document is not applicable to push-fit jointed discrete pipes assembled as part of the trenchless
installation process.

This document is identical with, and has been reproduced from, ISO 21225-2:2018, Plastics piping
systems for the trenchless replacement of underground pipeline networks — Part 2: Replacement off the
line by horizontal directional drilling and impact moling.

As this document has been reproduced from an International document, a full point substitutes for a
comma when referring to a decimal marker.

Australian or Australian/New Zealand Standards that are identical adoptions of international
normative references may be used interchangeably. Refer to the online catalogue for information on
specific Standards.

The terms “normative” and “informative” are used in Standards to define the application of the
appendices or annexes to which they apply. A “normative” appendix or annex is an integral part of a
Standard, whereas an “informative” appendix or annex is only for information and guidance.
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National Foreword

For application within Australia and New Zealand, where the following ISO standards are referenced,
see table below for AS or AS/NZS Standards that may be used in place of the ISO Standards:

ISO Standard

Replace with

ISO 4427-1:2019, Plastics piping systems for water
supply and for drainage and sewerage under pressure —
Polyethylene (PE) — Part 1: General

AS/NZS 4131:2010, Polyethylene (PE) compounds for
pressure pipes and fittings

1SO 4427-2:2019, Plastics piping systems for water
supply, and for drainage and sewerage under pressure —
Polyethylene (PE) — Part 2: Pipes

AS/NZS 4130:2018, Polyethylene (PE) pipes for
pressure applications

1SO 4427-3:2019, Plastics piping systems for water
supply, and for drainage and sewerage under pressure —
Polyethylene (PE) — Part 3: Fittings

AS/NZS 4129:2020, Fittings for polyethylene (PE) pipes
for pressure applications

ISO 4435:2003, Plastics piping systems for non-pressure
underground drainage and sewerage — Unplasticized
poly (vinyl chloride) (PVC-U)

AS/NZS 1260:2017, PVC-U pipes and fittings for drain,
waste and vent applications

1SO 4437-1:2014, Plastics piping systems for the supply of
gaseous fuels - Polyethylene (PE) — Part 1: General

AS/NZS 4131:2010, Polyethylene (PE) compounds for
pressure pipes and fittings

1SO 4437-2:2014, Plastics piping systems for the supply of
gaseous fuels - Polyethylene (PE) — Part 2: Pipes

AS/NZS 4130:2018, Polyethylene (PE) pipes for
pressure applications

ISO 4437-3:2014, Plastics piping systems for the supply of
gaseous fuels - Polyethylene (PE) — Part 3: Fittings

AS/NZS 4129:2020, Fittings for polyethylene (PE) pipes
for pressure applications

IS0 8772:2006, Plastics piping systems for non-pressure
underground drainage and sewerage — Polyethylene
(PE)

AS/NZS 5065:2005, Polyethylene and polypropylene
pipes and fittings for drainage and sewerage
applications
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Foreword

ISO (the International Organization for Standardization) is a worldwide federation of national standards
bodies (ISO member bodies). The work of preparing International Standards is normally carried out
through ISO technical committees. Each member body interested in a subject for which a technical
committee has been established has the right to be represented on that committee. International
organizations, governmental and non-governmental, in liaison with ISO, also take part in the work.
ISO collaborates closely with the International Electrotechnical Commission (IEC) on all matters of
electrotechnical standardization.

The procedures used to develop this document and those intended for its further maintenance are
described in the ISO/IEC Directives, Part 1. In particular the different approval criteria needed for the
different types of ISO documents should be noted. This document was drafted in accordance with the
editorial rules of the ISO/IEC Directives, Part 2 (see www.iso.org/directives).

Attention is drawn to the possibility that some of the elements of this document may be the subject of
patent rights. ISO shall not be held responsible for identifying any or all such patent rights. Details of
any patent rights identified during the development of the document will be in the Introduction and/or
on the ISO list of patent declarations received (see www.iso.org/patents).

Any trade name used in this document is information given for the convenience of users and does not
constitute an endorsement.

For an explanation on the voluntary nature of standards, the meaning of ISO specific terms and
expressions related to conformity assessment, as well as information about ISO's adherence to the
World Trade Organization (WTO) principles in the Technical Barriers to Trade (TBT) see the following
URL: www.iso.org/iso/foreword.html.

This document was prepared by Technical Committee ISO/TC 138, Plastics pipes, fittings and valves for
the transport of fluids, Subcommittee SC 8, Rehabilitation of pipeline systems.

Alist of all the parts in the ISO 21225 series can be found on the ISO website.
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Introduction
System standards dealing with following applications are either available or in preparation for pipeline
renovation:

— The ISO 11296 series: Plastics piping systems for renovation of underground non-pressure
drainage and sewerage networks;

— The ISO 11297 series: Plastics piping systems for renovation of underground drainage and
sewerage networks under pressure;

— The ISO 11298 series: Plastics piping systems for renovation of underground water supply
networks;

— The ISO 11299 series: Plastics piping systems for renovation of underground gas supply networks.

System standards dealing with all application areas are either available or in preparation for trenchless
pipeline replacement:

— The ISO 21225 series: Plastics piping systems for the trenchless replacement of underground
pipeline networks.

The system standard ISO 21225 comprises:
— Part 1: Replacement on the line by pipe bursting and pipe extraction;

— Part 2: Replacement off the line by horizontal directional drilling and impact moling (this
document).

The requirements for technique families are given in ISO 21225-1 and ISO 21225-2 (this document)
respectively. For complimentary information, see ISO 11295[1].

A consistent structure of clause headings has been adopted for all parts to facilitate direct comparisons
across replacement standards.

Figure 1 shows the common part and clause structure and the relationship between ISO 21255 and the
system standards for the renovation application areas.
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Plastics piping systems

Renovation Replacement
I I
Applications All applications
| Gas supply networks 1SO 21225

| Water supply networks

| Drainage and sewerage networks

under pressure Part 1: Replacement on the line by pipe bursting and pipe
Non-pressure drainage and extraction
sewerage networks —Part 2: Replacement off the line by horizontal directional drilling
and impact moling

IS0 11298
1SO 11296

Part 1: General Clause 1: Scope

Part 2: Lining with continuous pipes Clause 2: Normative references

Part 3: Lining with close-fit pipes Clause 3: Terms and definitions

Part 4: Lining with cured in-place pipes Clause 4: Symbols and abbreviated terms
Part 5: Lining with discrete pipe Clause 5: Design aspects

Part 6: Lining with adhesive-backed hoses Clause 6: Material selection

Part 7: Lining with spirally wound pipes Clause 7: Installation practice

Part 8: Lining with pipe segments Clause 8: Fitness for purpose

Part 9: Lining with rigidly anchored plastics inner layer
Part 10: Lining with sprayed polymeric materials
Part 11: Lining with inserted hoses

Figure 1 — Technique families and clause structure
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