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Preface

This Standard was prepared by the Joint Standards Australia/Standards New Zealand Committee ME-
067, Assistive Technology, to supersede AS 3696.5:1989, Wheelchairs, Part 5: Determination of overall
dimensions, mass and turning space.

The objective of this document is to specify methods for the determination of wheelchair
dimensions and mass.

This includes specific methods for the determination of outside dimensions when the wheelchair
is occupied by a reference occupant and the required manoeuvring space needed for wheelchair
manoeuvres commonly carried out in daily life.

This document is identical with, and has been reproduced from, [SO 7176-5:2008, Wheelchairs — Part 5:
Determination of dimensions, mass and manoeuvring space.

As this document has been reproduced from an international document, a full point substitutes for a
comma when referring to a decimal marker.

Australian or Australian/New Zealand Standards that are identical adoptions of international
normative references may be used interchangeably. Refer to the online catalogue for information on
specific Standards.

The terms “normative” and “informative” are used in Standards to define the application of the
appendices or annexes to which they apply. A “normative” appendix or annex is an integral part of a
Standard, whereas an “informative” appendix or annex is only for information and guidance.
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Foreword

ISO (the International Organization for Standardization) is a worldwide federation of national standards
bodies (ISO member bodies). The work of preparing International Standards is normally carried out
through ISO technical committees. Each member body interested in a subject for which a technical
committee has been established has the right to be represented on that committee. International
organizations, governmental and non-governmental, in liaison with ISO, also take part in the work.
ISO collaborates closely with the International Electrotechnical Commission (IEC) on all matters of
electrotechnical standardization.

International Standards are drafted in accordance with the rules given in the ISO/IEC Directives, Part 2.

The main task of technical committees is to prepare International Standards. Draft International
Standards adopted by the technical committees are circulated to the member bodies for voting.
Publication as an International Standard requires approval by at least 75 % of the member bodies
casting a vote.

Attention is drawn to the possibility that some of the elements of this document may be the subject of
patent rights. ISO shall not be held responsible for identifying any or all such patent rights.

ISO 7176-5 was prepared by Technical Committee ISO/TC 173, Assistive products for persons with
disability, Subcommittee SC 1, Wheelchairs.

This second edition cancels and replaces the first edition (ISO 7176-5:1986) which has been
technically revised.

ISO 7176 consists of the following parts, under the general title Wheelchairs:
— Part 1: Determination of static stability

— Part 2: Determination of dynamic stability of electric wheelchairs

— Part 3: Determination of effectiveness of brakes

— Part 4: Energy consumption of electric wheelchairs and scooters for determination of theoretical
distance range

— Part 5: Determination of dimensions, mass and manoeuvring space

— Part 6: Determination of maximum speed, acceleration and deceleration of electric wheelchairs
— Part 7: Measurement of seating and wheel dimensions

— Part 8: Requirements and test methods for static, impact and fatigue strengths

— Part 9: Climatic tests for electric wheelchairs

— Part 10: Determination of obstacle-climbing ability of electrically powered wheelchairs

— Part 11: Test dummies

— Part 13: Determination of coefficient of friction of test surfaces

— Part 14: Power and control systems for electrically powered wheelchairs and scooters -
Requirements and test methods

— Part 15: Requirements for information disclosure, documentation and labelling
— Part 16: Resistance to ignition of upholstered parts - Requirements and test methods

— Part 19: Wheeled mobility devices for use as seats in motor vehicles
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— Part 21: Requirements and test methods for electromagnetic compatibility of electrically powered
wheelchairs and motorized scooters, and battery chargers

— Part 22: Set-up procedures
— Part 23: Requirements and test methods for attendant-operated stair-climbing devices
— Part 24: Requirements and test methods for user-operated stair-climbing devices

— Part 26: Vocabulary
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Introduction

The purpose of this part of ISO 7176 is to provide technical definitions together with appropriate
measurement procedures for measuring important dimensions and masses of manual wheelchairs and
electrically powered wheelchairs including scooters, which can be used to estimate the appropriateness
for a given environment.

A new approach is used for the pre-selection of the reference size from a wheelchair model with a
range of various dimensions by introducing reference dimensions of the intended occupant. This new
approach ensures repeatable and comparable test results.

The information in this part of ISO 7176 is intended for three main reader groups:
— prescribers and occupants of wheelchairs;

— architects and public authorities;

— manufacturers, wheelchair providers, clinicians and test laboratories.

Features that are important to wheelchair occupants, architects and public authorities, such as overall
dimensions and the estimation of the space needed and general manoeuvrability, are contained in
Clause 8. Values for the different features are disclosed in the wheelchair's specification sheet. The
values can be used to determine, before purchase, the wheelchair's suitability in relation to specific
requirements and needs.

The technical features of a wheelchair which are of importance to manufacturers, wheelchair
providers, clinicians and test laboratories, such as items to be considered when manufacturing, setting
up, adjusting, repairing or testing wheelchairs, are included in Annex A.

Technical Report ISO/TR 13570-111] is also available, giving a simplified explanation of the different
parts of ISO 7176.

Technical Report, ISO/TR 13570-2[2], is under consideration.

Documents
© Standards Australia Limited/ Standal?&ézﬁgumtaEQﬂrﬁ‘Bgl}HUb

Full document details: AS NZS ISO 7176.5-2024


http://www.avadocuments.com/doc/as-nzs-iso-7176-5-2024
http://www.avadocuments.com/doc/as-nzs-iso-7176-5-2024

NOTES

Documents

Document Sharing Hub

Full document details: AS NZS ISO 7176.5-2024


http://www.avadocuments.com/doc/as-nzs-iso-7176-5-2024
http://www.avadocuments.com/doc/as-nzs-iso-7176-5-2024

1 AS/NZS1S0 7176.5:2024

Australian/New Zealand Standard

Wheelchairs

Part 5: Determination of dimensions, mass and manoeuvring space

1 Scope
This part of [SO 7176 specifies methods for the determination of wheelchair dimensions and mass.

This includes specific methods for the determination of outside dimensions when the wheelchair
is occupied by a reference occupant and the required manoeuvring space needed for wheelchair
manoeuvres commonly carried out in daily life.

This part of ISO 7176 specifies requirements for the disclosure of the dimensions and masses and
contains five informative annexes.

Annex A specifies methods for the determination of technical dimensions that can be important to the
performance of the wheelchair.

Annex B provides detailed information about pivot width and reversing width.
Annex C provides detailed information about the turning diameter.
Annex D provides details on determining the wheelchair longitudinal axis and wheelchair centre-point.

Annex E provides technical guidelines and recommendations for many of the measurements specified
to facilitate improved understanding, design and construction of wheelchairs.

This part of ISO 7176 is applicable to manual wheelchairs and electrically powered wheelchairs
(including scooters).

2 Normative references

The following referenced documents are indispensable for the application of this document. For dated
references, only the edition cited applies. For undated references, the latest edition of the referenced
document (including any amendments) applies.

ISO 7176-7, Wheelchairs — Part 7: Measurement of seating and wheel dimensions

ISO 7176-11, Wheelchairs — Part 11: Test dummies

[SO 7176-13, Wheelchairs — Part 13: Determination of coefficient of friction of test surfaces

ISO 7176-15, Wheelchairs — Part 15: Requirements for information disclosure, documentation and labelling
[SO 7176-22:2000, Wheelchairs — Part 22: Set-up procedures

[SO 7176-26, Wheelchairs — Part 26: Vocabulary

3 Terms and definitions

For the purposes of this document, the terms and definitions given in ISO 7176-26 and the following apply.

31

castor wheel misalignment

lateral distance between the ground contact point of the castor wheel and that point where the castor
stem axis intersects with the ground

Note 1 to entry: Measurement is in accordance with A.22.
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Note 2 to entry: A non-zero value usually indicates a misalignment. The value is positive if the ground contact
point of the castor wheel is medial to the point of intersection of the castor stem axis with the ground, zero if in
the desired neutral position and negative if the ground contact point of the castor wheel is lateral to the point of
intersection of the castor stem axis with the ground.

Note 3 to entry: Sketches a), b) and c) in front view; d) in top view.

W

y

| |
A

Key
1 castor wheel misalignment

Figure 1 — Castor wheel misalignment (exaggerated)
3.2

fixed wheel
wheel that cannot change its axial orientation relative to the wheelchair during motion

EXAMPLE Drive wheel, manoeuvring wheel or guide wheel.

3.3
front wheel track
distance between the ground contact points of the front wheels

Note 1 to entry: Measurement is in accordance with A.15.

Note 2 to entry: Sketch in front view.
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1
Key
1 front wheel track
Figure 2 — Front wheel track (example)
3.4
full occupied length

distance between the most forward and most rearward point of the wheelchair including lower leg
support assemblies and a reference occupant

Note 1 to entry: Measurement is in accordance with A.8.

Note 2 to entry: This measurement applies where the wheelchair has fixed leg supports and/or foot supports or
where the leg supports and/or foot supports are removable but not removed.
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1 full occupied length
2 reduced occupied length
3 occupied width
4 occupied height

Figure 3 — Dimensions of the wheelchair when occupied
3.5

full overall length
distance between the most forward and most rearward point of the wheelchair when assembled and
ready for use with any leg supports, foot supports and any anti-tipping devices fitted

Note 1 to entry: Measurement is in accordance with 8.2.

Note 2 to entry: This measurement applies where the wheelchair has fixed leg supports and/or foot supports or
where the leg supports and/or foot supports are removable but not removed.
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Key
1 full overall length
2 reduced overall length
3 overall width
4 overall height
Figure 4 — Overall wheelchair dimensions
3.6

ground clearance
minimum clearance between the occupied wheelchair and the ground

Note 1 to entry: Measurement is in accordance with 8.14.
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Key
1 typical critical points
2 ground clearance
Figure 5 — Ground clearance (example)
3.7

ground contact point
midpoint of the area where the wheel contacts the ground

Note 1 to entry: One means of identifying the ground contact point is to place four feeler gauges of equal thickness,
and with at least one straight edge, on the test plane (an example of a feeler gauge is a piece of tin or other rigid
material, 0,5 mm * 0,2 mm thick). Push two of them from the front and rear under the wheels with their straight
edges horizontal and perpendicular to the wheelchair longitudinal axis and push the other two of them, from
both sides, under the wheels with their straight edges parallel to the wheelchair longitudinal axis. Push all feeler
gauges until they contact the wheel. The ground contact point is located in the middle of the rectangle created by
the straight edges of the four feeler gauges.

Note 2 to entry: Sketch a) in side view; b) in front view; c) in 3/4 view with wheelchair removed.
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1 area of contact between wheel and ground
2 front feeler gauge
3 rear feeler gauge
4 right feeler gauge
5 left feeler gauge
6 ground contact point

Figure 6 — Identification of ground contact point
3.8
handgrip height

vertical distance from the ground to the handgrip reference points of the wheelchair

Note 1 to entry: Measurement is in accordance with 8.4.
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3.9
handgrip reference point
outermost lateral point at half length of the handgrip

1
Key
1 handgrip reference point
Figure 7 — Handgrip reference point
3.10

lateral handrim deviation
deviation of the handrim from a flat plane that is perpendicular to the axle

Note 1 to entry: Measurement is in accordance with A.7.

Note 2 to entry: Lateral handrim deviation is expressed as the difference between the position of the innermost
and outermost points of the outermost continuous surface of the handrim, measured in the direction of the axis
of the wheel. A non-zero value usually indicates a misalignment.

3.11
lateral wheel deviation
deviation of the rim of the wheel from a flat plane that is perpendicular to the wheel axle

Note 1 to entry: Measurement is in accordance with A.5.

Note 2 to entry: Lateral wheel deviation is expressed as the difference between the position of the innermost and
outermost points of the outermost continuous surface of the rim of the wheel, measured in the direction of the
axis of the wheel. A non-zero value usually indicates a misalignment.

3.12

mass of heaviest part

mass of the heaviest part (or assembly of parts) of the wheelchair when dismantled for transport or
stowing purposes

Note 1 to entry: Measurement is in accordance with 8.10.

3.13
movable wheel
wheel that can change its axial orientation relative to the wheelchair during motion

EXAMPLE Pivot wheel, pivot drive wheel or castor wheel.
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Figure 8 — Some wheels with lateral wheel deviation

3.14
occupied height
vertical distance from the test plane to the uppermost point of the head of a reference occupant

Note 1 to entry: Measurement is in accordance with A.11.

Note 2 to entry: The occupied height measurement takes the presence of a seat cushion into account.

3.15
occupied width
horizontal distance across the wheelchair including a reference occupant

Note 1 to entry: Measurement is in accordance with A.10.

Note 2 to entry: Occupied width includes the hands of the occupant if the wheelchair has handrims.

3.16

pivot width

minimum distance between two vertical and parallel walls between which a wheelchair with full
differential steering can turn through 180° with one single and continuous turning manoeuvre

Note 1 to entry: Measurement is in accordance with 8.11.

Documents
© Standards Australia Limited/ Standggfﬁmm%gqgrﬁ"agl}'—i ub

Full document details: AS NZS ISO 7176.5-2024


http://www.avadocuments.com/doc/as-nzs-iso-7176-5-2024
http://www.avadocuments.com/doc/as-nzs-iso-7176-5-2024

AS/NZS1S0 7176.5:2024 10

< 1 >
Key
1 pivot width
Figure 9 — Pivot width
3.17

radial handrim deviation
deviation of the handrim from a true circle that is concentric to the axle

Note 1 to entry: Measurement is in accordance with A.6.

Note 2 to entry: Radial handrim deviation is expressed as the difference between the longest and the shortest
outer radius of each handrim. A non-zero value usually indicates a misalignment.

3.18
radial wheel deviation
deviation of the outer circumference of the wheel from a true circle that is concentric to the axle

Note 1 to entry: Measurement is in accordance with A.4.

Note 2 to entry: Radial wheel deviation is expressed as the difference between the longest and the shortest radius
of the wheel. A non-zero value usually indicates a misalignment.
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Figure 10 — Some wheels with radial wheel deviation

3.19

ramp transition angle

angle between ramp and horizontal on which the transition to level ground can be negotiated without
contacting the ramp or the ground with any part other than the wheels

Note 1 to entry: Measurement is in accordance with A.12.

Note 2 to entry: Ramp transition angle concerns the smallest of the three angles achieved when driving over a
transition between level ground and a ramp:

The ramp transition angle is expressed in degrees.

Note 3 to entry: Since architects express the angles of ramps in percent, the ramp transition angle may also be
expressed as a percentage. The ramp transition angle can be converted from degrees to percent as follows:

P="D
4

where P is the angle in percent and D is the angle in degrees (for angles below 10° the error is less than 1 %, and
below 20° the error is less than 4 %).

OJ@ o

Figure 11 — Ramp transition angle

3.20
rear wheel track
distance between the ground contact points of the rear wheel

Note 1 to entry: Measurement is in accordance with A.14.

Note 2 to entry: Sketch is a rear view.
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Key
1 rear wheel track
Figure 12 — Rear wheel track (example)
3.21

reduced occupied length
distance between the most forward and most rearward point of the wheelchair without lower leg
support assemblies but including a reference occupant

Note 1 to entry: Measurement is in accordance with A.9.

Note 2 to entry: This measurement applies where the wheelchair is delivered without leg supports and/or foot
supports or where the leg supports and/or foot supports are removable and removed.

3.22

reduced overall length

distance between the most forward and the most rearward point of the wheelchair when assembled
and ready for use without lower leg support assemblies

Note 1 to entry: Measurement is in accordance with A.2.

Note 2 to entry: This measurement applies where the wheelchair is delivered without leg supports and/or foot
supports or where the leg supports and/or foot supports are removable and removed.

3.23

required corridor width for side opening

minimum width of a corridor necessary to permit the wheelchair to move forwards into or out of the
corridor through an open doorway of defined width in one wall

Note 1 to entry: Measurement is in accordance with 8.17.
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Y

a) exiting

b) entering

Key
800 mm wide side opening
required corridor width for side opening when exiting
required corridor width for side opening when entering
Figure 13 — Required corridor width for side opening
3.24

required doorway entry depth
minimum distance between the wall containing the door and the most remote point of the wheelchair
when opening an 800 mm wide door that is located 600 mm from the side wall

Note 1 to entry: Measurement is in accordance with 8.16.
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Key
1 800 mm wide door opening
2 600 mm side distance
3 required doorway entry depth
Figure 14 — Required doorway entry depth
3.25

required width of angled corridor
minimum width of a corridor with a right angled turn in which the wheelchair can be driven in both
forward and rearward directions

Note 1 to entry: Measurement is in accordance with 8.15.
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1 required width of angled corridor
Figure 15 — Required width of angled corridor
3.26
reversing width

minimum distance between two vertical and parallel walls between which the wheelchair with direct
steering or limited differential steering can turn through 180° with one initial forward drive, one
rearward drive and one final forward drive (i.e. a three-point turn)

Note 1 to entry: Measurement is in accordance with 8.12.
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1 reversing width
Figure 16 — Reversing width (example with scooter)
3.27
rising

distance between the ground and the lowermost point of the front wheels when the anti-tip devices are
in contact with the ground

Note 1 to entry: Measurement is in accordance with 8.8.
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Key
1 anti-tip device contacting the ground
2 rising
Figure 17 — Rising
3.28
skew

relative position of a pair of fixed wheels, where one wheel is ahead of the other
Note 1 to entry: Measurement is in accordance with A.18.
Note 2 to entry: A non-zero value usually indicates a misalignment. The value is positive if the left wheel is

located in front of the right wheel, zero is the desired neutral position, and is negative if the right wheel is located
in front of the left wheel.
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Key
1 Skew

Figure 18 — Skew (exaggerated)

3.29

wheel median line

imaginary circle, having the same diameter as a wheel, which passes through the ground contact point
of the wheel as the wheel is rotated

Note 1 to entry: If the wheel is a torus, the wheel median line runs around the wheel at its greatest diameter. If
the wheel is a cylinder, the wheel median line is at the half width of the surface. In case of a twin wheel, the wheel
median line is in the middle of the two wheels (on the same hub).

Figure 19 — Wheel median line

3.30

wheelbase

longitudinal distance between the ground contact points of the front and rear wheels with any castor
wheels in the forward trailing position

Note 1 to entry: Measurement is in accordance with A.13.

Note 2 to entry: Sketch is a side view.
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Figure 20 — Wheelbase

Key
1 wheelbase

3.31
wheelchair centre-point
midpoint of the line between the centres of the fixed wheels

Note 1 to entry: If there is only one fixed wheel, the wheelchair centre-point is at the midpoint of that wheel; if
there is more than one axis with fixed wheels, the wheelchair centre-point is on the axis with the larger wheel
diameters; if all fixed wheels have the same diameter, the wheelchair centre-point is on the axis that bears the
higher proportion of load of the occupied wheelchair.
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