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ASABE is a professional and technical organization, of members worldwide, who are dedicated
to advancement of engineering applicable to agricultural, food, and biological systems. ASABE
Standards are consensus documents developed and adopted by the American Society of
Agricultural and Biological Engineers to meet standardization needs within the scope of the
Society; principally agricultural field equipment, farmstead equipment, structures, soil and water
resource management, turf and landscape equipment, forest engineering, food and process
engineering, electric power applications, plant and animal environment, and waste management.

NOTE: ASABE Standards, Engineering Practices, and Data are informational and advisory only.
Their use by anyone engaged in industry or trade is entirely voluntary. The ASABE assumes no
responsibility for results attributable to the application of ASABE Standards, Engineering
Practices, and Data. Conformity does not ensure compliance with applicable ordinances, laws
and regulations. Prospective users are responsible for protecting themselves against liability for
infringement of patents.

ASABE Standards, Engineering Practices, and Data initially approved prior to the society name
change in July of 2005 are designated as “ASAE”, regardless of the revision approval date. Newly
developed Standards, Engineering Practices and Data approved after July of 2005 are designated
as “ASABE”.

Standards designated as “ANSI” are American National Standards as are all ISO adoptions
published by ASABE. Adoption as an American National Standard requires verification by ANSI
that the requirements for due process, consensus, and other criteria for approval have been met
by ASABE.

Consensus is established when, in the judgment of the ANSI Board of Standards Review,
substantial agreement has been reached by directly and materially affected interests. Substantial
agreement means much more than a simple majority, but not necessarily unanimity. Consensus
requires that all views and objections be considered, and that a concerted effort be made toward
their resolution.

CAUTION NOTICE: ASABE and ANSI standards may be revised or withdrawn at any time.
Additionally, procedures of ASABE require that action be taken periodically to reaffirm, revise, or
withdraw each standard.
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Approved March 2021 as an American National Standard

Animal Mortality Composting

Developed by the Agricultural Byproduct and Animal Mortality Management System subcommittee using NRCS
CPS Animal Mortality Facility Code 316. Approved by ASABE as an ASABE standard and approved as an
American National Standard December 2015; revised and approved by ASABE and ANSI March 2021.

Keywords: Biosecurity, Carcass, Compost, Disposal, Mortality

1 Purpose and Scope
1.1 Purpose

This Engineering Practice provides guidelines for biosecure, environmentally acceptable, and economically
sustainable disposal of livestock and poultry carcasses and carcass parts via composting.

1.2 Scope
This Engineering Practice covers planning, construction, operation, and maintenance of mortality composting
operations using naturally ventilated, static pile bin or windrow systems of the type typically used for routine or

emergency mortality management on farms or ranches. Guidelines for in-vessel or mechanically ventilated
composting systems are not covered.

2 Normative References

The following referenced documents are indispensable for the application of this document. For dated references,
only the edition cited applies unless noted. For undated references, the latest approved edition of the referenced
document (including any amendments) applies.

NRCS Conservation Practice Standard 316 — Animal Mortality Facility

NRCS Conservation Practice Standard 317 — Composting Facility

NRCS National Engineering Handbook Part 637, Chapter 2 — Environmental Engineering, Composting

U.S. EPA, 1992. Environmental Regulations and Technology Manual for Control of Pathogens and Vector
Attraction in Sewage Sludge. EPA/625/R-92/013.

USDA-APHIS. 2017. Livestock Mortality Composting Protocol.

https://gcc02.safelinks.protection.outlook.com/?url=https %3A%2F %2Fwww.aphis.usda.gov%2Fanimal_health
%2Femergency_management%2Fdownloads%2Fnahems_guidelines%2Flivestock-mortality-compost-sop.pdf

3 Definitions

3.1 aerobic: pertaining to an organism or process that requires oxygen
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3.2 ammonia (NHs): a gaseous compound that has a pungent odor and is commonly formed from organic
nitrogen compounds during composting

3.3 ammonium (NH4*): an ion of nitrogen and hydrogen that is readily converted to and from ammonia
depending on pH and moisture content of the compost pile

3.4 anaerobic: pertaining to an organism or process that does not require air or free oxygen

3.5 bacteria: a group of single-celled microorganisms responsible for decay and nitrogen fixation in composting
systems
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3.6 base: dry carbon material forming an absorbent layer on which carcasses are placed in the initial step of
compost pile construction; depth of base layer may be 30.5 to 46 cm (12 to 18 in.) thick, depending on the size
of carcasses being composted

3.7 biosecurity: preventative measures designed to reduce infectious disease transmission; with regard to
mortality composting, control of scavenging animals, birds, or insects to prevent their contact with carcasses and
potential for serving as vectors for transferring disease outside the compost site or farm boundaries.
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3.8 bin composting system: a composting technique that uses structures comprised of three supported sides
to contain compost material

3.9 bucket loader: a tractor with a bucket or scoop mounted on the front, used for digging and loading

3.10 bulk density: a property of granular or particulate solids representing the mass of the many particles of the
material divided by the total volume the material occupies, including particle volume, void volume, and pore
volume
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3.11 bulking agent: particles of material used in composting to maintain air spaces and facilitate airflow within
the compost pile

3.12 cap material: dry carbon material (not noticeably damp) free of manure or other sources of objectionable
odor, providing insulation against heat loss and biofiltration of potential odors from the pile
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3.13 carbon material: organic material, such as wood shavings, straw, corn stalks, and other crop residues
having a high amount of carbon

3.14 carcass: a deceased animal; also called a “mortality”

3.15 carcass composting: a disposal process that conceals animal carcasses under a blanket of organic
material to promote microbial decomposition at elevated temperatures

3.16 C:N: carbon-to-nitrogen ratio, representing the weight of organic carbon (C) to that of total nitrogen (N) in
an organic material

3.17 core material: carbon material alone or mixed with manure, active compost, or other nitrogen-containing
material that has been wetted to optimal moisture content for composting to occur (see “moisture squeeze test”)

3.18 cubic meter (yard): a volumetric measurement unit represented by a box that is 1 m (1 yd) high, 1 m (1
yd) wide and 1 m (1 yd) long 1 m (yd); also equal to 1 x 108 cubic cm (27 cubic ft)

3.19 leachate: any liquid that drains from stockpiled material (i.e. compost pile) and contains elevated
concentrations of nutrients and other undesirable components derived from the material

3.20 manure: the fecal and urinary excretion of animals; may also contain bedding material, spilled feed, water,
soil, and animal by-products such as feathers, hair, contaminated milk, etc.

3.21 moisture content: the fraction of a substance that is made up of water; equal to the weight of water divided
by the total weight of water plus dry matter DOCU ments

ANSI/ASABE EP585.1 MAR2021 Copyright American Society of Agricultural and Biological Encinegrscument Sh2ring Hub

Full document details: ASABE EP585.12021


http://www.avadocuments.com/doc/asabe-ep585-1-2021
http://www.avadocuments.com/doc/asabe-ep585-1-2021

