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Tractors and self-propelled machines for agriculture and
forestry — Operator enclosure environment — Part 5:
Pressurization system test method

These materials are subject to copyright claims of ISO and ASABE. No part of this publication may be
reproduced in any form, including an electronic retrieval system, without the prior written permission of ASABE.
All requests pertaining to ASABE/ISO 14269-5:1997 (SEP2006) standard should be submitted to ASABE.

This standard was reviewed for adoption by the ASABE Power and Machinery Agricultural Machinery —
Common Tests Technical subcommittee, and has been formally approved by the Technical Committee. The
adoption of this standard was made possible by the signing of 2004 SAE-ASABE copyright agreements, which
gave ASABE a royalty-free license to publish in whole or in part SAE standard document J1503. Adopted and
approved as an American National Standard October 2006; reaffirmed January 2012, January 2017, March
2021.
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0 Foreword

0.1 ASABE/ISO 14269-5:1997, Tractors and self-propelled machines for agriculture and forestry — Operator
enclosure environment—Part 5: Pressurization system test method, is an adoption without modification of the
identically titled ISO standard 1SO 14269-5:1997, Tractors and self-propelled machines for agriculture and
forestry — Operator enclosure environment—Part 5: Pressurization system test method.

This ISO standard is a derivative of SAE J1503, Performance Test for Air-Conditioned, Heated, and Ventilated
Off-Road Self-Propelled Work Machines.

0.2 ASABE/ISO 14269-5 specifies a test procedure which will provide for uniform measurement of the
pressurization inside an operator enclosure of tractors and self-propelled machines for agriculture and forestry
when equipped with a ventilation system.

0.3 One normative reference is listed in ISO 14269-5:1997. This reference has been reviewed and accepted
as part of the adoption of ASABE/ISO 14269-5:1997.

0.4 This standard has been approved as an American National Standard by ANSI (American National
Standards Institute).

Text of ISO 14269-5:1997, Tractors and self-propelled machines for agriculture and forestry — Operator
enclosure environment—Part 5: Pressurization system test method, follows.

1 Scope

This part of ISO 14269 specifies a test procedure which will provide for uniform measurement of the
pressurization inside an operator enclosure of tractors and self-propelled machines for agriculture and forestry
when equipped with a ventilation system.
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