ASAE S268.7 JUL2021
Terrace Systems

American Society of
Agricultural and Biological Engineers

ASABE is a professional and technical organization, of members worldwide, who are dedicated
to advancement of engineering applicable to agricultural, food, and biological systems. ASABE
Standards are consensus documents developed and adopted by the American Society of
Agricultural and Biological Engineers to meet standardization needs within the scope of the
Society; principally agricultural field equipment, farmstead equipment, structures, soil and water
resource management, turf and landscape equipment, forest engineering, food and process
engineering, electric power applications, plant and animal environment, and waste management.

NOTE: ASABE Standards, Engineering Practices, and Data are informational and advisory only.
Their use by anyone engaged in industry or trade is entirely voluntary. The ASABE assumes no
responsibility for results attributable to the application of ASABE Standards, Engineering
Practices, and Data. Conformity does not ensure compliance with applicable ordinances, laws
and regulations. Prospective users are responsible for protecting themselves against liability for
infringement of patents.

ASABE Standards, Engineering Practices, and Data initially approved prior to the society name
change in July of 2005 are designated as “ASAE”, regardless of the revision approval date. Newly
developed Standards, Engineering Practices and Data approved after July of 2005 are designated
as “ASABE”.

Standards designated as “ANSI” are American National Standards as are all ISO adoptions
published by ASABE. Adoption as an American National Standard requires verification by ANSI
that the requirements for due process, consensus, and other criteria for approval have been met
by ASABE.

Consensus is established when, in the judgment of the ANSI Board of Standards Review,
substantial agreement has been reached by directly and materially affected interests. Substantial
agreement means much more than a simple majority, but not necessarily unanimity. Consensus
requires that all views and objections be considered, and that a concerted effort be made toward
their resolution.

CAUTION NOTICE: ASABE and ANSI standards may be revised or withdrawn at any time.
Additionally, procedures of ASABE require that action be taken periodically to reaffirm, revise, or
withdraw each standard.

Copyright American Society of Agricultural and Biological Engineers. All rights reserved.

ASABE, 2950 Niles Road, St. Joseph, Ml 49085-9659, USA, phone 269-429-0300, fax 269-429-
3852, hg@asabe.org

‘paifwaad ST UDTINOTJISTP JO UOT3aNpoJdad Jayidng on

“HHLHMY QHOW RO 0000+ 95:0T:pT TT-60-T202 UD PapeoTumop ‘Wod°383J4354J33 Su0TdTdasgns ‘377 38adisydal fg WOJ3W 03 pasusdT] TeTJaiew payyitdhdog

Documents

Document Sharing Hub

Full document details: ASABE S268.7 2021


http://www.avadocuments.com/doc/asabe-s268-7-2021
http://www.avadocuments.com/doc/asabe-s268-7-2021

ASAE S268.7JUL2021

Terrace Systems

Developed by the ASAE Terrace and Related Slope Modification Systems Committee; approved by the ASAE
Soil and Water Division Steering Committee; adopted by ASAE as a Tentative Recommendation December
1962; revised and reclassified as a full Recommendation December 1963; reconfirmed December 1968,
December 1969, December 1970; revised February 1972; reconfirmed December 1976, December 1977;
revised and reclassified as a Standard December 1978; revised December 1983; reconfirmed December 1988,
December 1989; revised April 1992; reaffirmed December 1996, December 1997, February 2003, February
2008; revised January 2012; revised March 2017; revised July 2021.
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1 Purpose and Scope

1.1 This Standard is intended as a guide to engineers and technicians for the design, layout, construction and
maintenance of terrace systems on cropland. Terraces are earth embankments and channels constructed across
the crop field slope at suitable spacing and with acceptable grades to reduce soil erosion and trap sediment,
and/or to retain moisture for crop use.This Standard applies where sheet and rill or gully erosion is a problem, or
there is a need to manage runoff leaving a site. The soils and site conditions must be suitable to build an earth
embankment. The site must provide an adequate outlet.

1.2 Terraces alone may not provide adequate control of erosion and runoff on sloping lands. Used in
combination with water and sediment control basins, diversions, grassed waterways, contouring, conservation

cropping systems, conservation tillage, crop residue management, and/or permanent vegetation, they can be
part of a resource management system to protect the soil and water resource base.

2 Normative references

2.1 The following referenced documents are indispensable for the application of this document. For dated
references, only the edition cited applies unless noted. For undated references, the latest approved edition of
the referenced document (including any amendments) applies.

ASAE S442, Water and Sediment Control Basins

ASABE EP425, Underground Outlets for Conservation Practices

ASABE EP464, Grassed Waterway for Runoff Control

ASABE EP492, Diversions

RUSLEZ2, Official NRCS RUSLE2 Program and Official NRCS Database. This site contains the official NRCS
version of RUSLEZ2: https://www.nrcs.usda.gov/wps/portal/nrcs/main/national/technical/tools/rusle2

3 Terminology

3.1 Terrace types. Terraces can be identified by the way in which they handle runoff. There are three types of
terraces:
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3.1.1 storage terrace: Runoff is intercepted by the terrace, and flood routed in the terrace basin, while slowly
being released through an underground outlet (UGO) (see ASABE EP425, Underground Outlets for Conservation
Practices). The embankment of a storage terrace can include sections that store runoff as well as sections that
intercept runoff and convey it to the storage (e.g. diversions).

3.1.2 gradient terrace: Runoff is intercepted by the terrace and conveyed directly (without any storage) to a
stable surface outlet at non-erosive velocities.

3.1.3 level terrace: Runoff is intercepted for the purpose of moisture conservation. The embankment of the
terrace is designed level and the channel behind the embankment is level or nearly level. The intercepted runoff
is stored behind the terrace embankment and allowed to infiltrate into the soil.

3.2 Terrace cross-sections. Each of these terrace types can be further broken down by the characteristics of
the terrace cross-section (refer to Figure 1 for terrace cross-section nomenclature).

h:v = horizontal distance : vertical height (e.g. 5h:1v = 5 units horizontal for every 1 unit vertical)
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3.21 broad base: The terrace embankment and excavated slopes are 5h:1v or flatter. The entire terrace
cross-section is farmed. Selected slope widths fit machinery widths.

3.2.2 steep backed: The back slope (the downstream slope of the embankment) is steep, usually 2h:1v, and
planted to permanent vegetation. All of the other embankment and excavated slopes are 5h:1v or flatter and are
farmed. A variation of this cross-section is to make the front slope (upstream slope of the embankment) steep
and planted to permanent vegetation instead of the back slope.

3.2.3 narrow base: Both embankment slopes are steep, usually 2h:1v, and planted to permanent vegetation.
All of the other excavated slopes are 5h:1v or flatter and are farmed.

3.2.4 channel block: An embankment constructed perpendicular to the terrace ridge blocking the terrace
channel. Channel blocks are used to contain water in the terrace pool area or to allow for discontinuity in the
terrace channel grade. Channel blocks are constructed with a trapezoidal shape with a wide top width and flat
side slopes to allow the blocks to be cultivated without degradation of their height.

3.3 Terrace alignment. Any of the terrace types and cross-sections can be further defined by how they are
aligned in the field (refer to Figures 2 and 3 for terrace alignment nomenclature).
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Figure 2 — Parallel alignment terraces
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