ASME/ANS RA-S-1.3-2017

Standard for
Radiological Accident
Offsite Consequence
Analysis (Level 3 PRA)
to Support Nuclear
Installation Applications

TRIAL USE AND PILOT APPLICATION

Publication of this Standard for trial use has been approved by The American Society of Mechanical
Engineers and the American Nuclear Society. Distribution of this Standard for trial use and comment shall
not continue beyond 24 months from the date of publication, unless this period is extended by action of
the Joint Committee on Nuclear Risk Management. It is expected that following this 24-month period,
this draft Standard, revised as necessary, will be submitted to the American National Standards Institute
(ANSI) for approval as an American National Standard. A public review in accordance with established
ANSI procedures is required at the end of the trial-use period and before a Standard for trial use may be
submitted to ANSI for approval as an American National Standard. This trial-use Standard is not an
American National Standard.

Comments and suggestions for revision should be submitted to:

Secretary, Joint Committee on Nuclear Risk Management
The American Society of Mechanical Engineers

Two Park Avenue

New York, NY 10016-5990

@?b@ The American Society of

® Mechanical Engineers

ISBN 978-0-7918-7200-0

A2 89 1 Q D(w
D&clitréeht SHEE e

Full document details: ASME ANS RA-S-1.3-2017


http://www.avadocuments.com/doc/asme-ans-ra-s-1-3-2017
http://www.avadocuments.com/doc/asme-ans-ra-s-1-3-2017

Date of Issuance: July 13, 2017

ASME is the registered trademark of The American Society of Mechanical Engineers.

This code or standard was developed under procedures accredited as meeting the criteria for American National
Standards. The standards committee that approved the code or standard was balanced to assure that individuals from
competent and concerned interests have had an opportunity to participate. The proposed code or standard was made
available for public review and comment that provides an opportunity for additional public input from industry,
academia, regulatory agencies, and the public at large.

ASME does not “approve,” “rate,” or “endorse” any item, construction, proprietary device, or activity.

ASME does not take any position with respect to the validity of any patent rights asserted in connection with any items
mentioned in this document and does not undertake to insure anyone utilizing a standard against liability for
infringement of any applicable letters patent nor assumes any such liability. Users of a code or standard are expressly
advised that determination of the validity of any such patent rights, and the risk of infringement of such rights, is
entirely their own responsibility.

Participation by federal agency representative(s) or person(s) affiliated with industry is not to be interpreted as
government or industry endorsement of this code or standard.

ASME accepts responsibility for only those interpretations of this document issued in accordance with the established
ASME procedures and policies, which precludes the issuance of interpretations by individuals.

The American Society of Mechanical Engineers
Two Park Avenue, New York, NY 10016-5990

Published by

American Nuclear Society
555 North Kensington Avenue
La Grange Park, Illinois 60526 USA

& This document is copyright protected.

Copyright © 2017 by American Nuclear Society. All rights reserved.

Any part of this Standard may be quoted. Credit lines should read “Extracted from ASME/ANS RA-S-1.3-2017 with
permission of the publisher, the American Nuclear Society.” Reproduction prohibited under copyright convention
unless written permission is granted by the American Nuclear Society.

Printed in the United States of America

Documents

Document Sharing Hub

Full document details: ASME ANS RA-S-1.3-2017


http://www.avadocuments.com/doc/asme-ans-ra-s-1-3-2017
http://www.avadocuments.com/doc/asme-ans-ra-s-1-3-2017

CONTENTS

L0 (=1 o] o PSS iii
Preparation of Technical Inquiries to the Joint Committee on Nuclear Risk Management.............cccccevvevuaee. vi
COMIMITIEE ROSLEIS ... vttt b bbb bbbt b bbbt b et e bt e bttt et b e viii
SECTION 1 INTRODUCGTION ..ottt sttt ettt sbe b sbe s besae s et eneeneas 1
Section 1.1 (@] o101 L OSSP 1
Section 1.2 Coordination With Other Probabilistic Risk Assessment Standards ............ccocvveveeevveeenene 1
Section 1.3 U o Lo LTI oo B ol o] oSSR 1
Section 1.4 Structure for Level 3 REQUIFEMENTS ......ooveiiiiiie ettt st st 3
Section 1.5 The Nature of the REQUITEIMENTS .........oiiiiee et 4
Section 1.6 Risk Assessment Application Process: SECHION 3 .......ccoiiviiiiiiieiereee e 5
Section 1.7 Level 3 Consequence Analysis Technical Requirements: Section 4 ...........cccccvevevevvicnerinnne. 5
Section 1.8 Risk Estimation (RI): SECHION 5 ..o e 5
Section 1.9 Configuration Control: SECTION B.......ccueiieiiiie e e 5
Section 1.10  Peer REVIEBW: SECLION 7 .......civiiieii ettt sttt ste e e re e naenns 5
Section 1.11  Documentation REGUITEIMENTS.........couiiiiiiiiiiiie sttt 5
Section 1.12  Use OF EXPEIT JUAGMENT.........oiiiiiececce ettt ettt st ettt et be e besbe e e nas 5
SECtioN 1.13  PrOCESS CRECK ....cviiieieiieiieieccce sttt ettt et n ettt ne e e eneenis 7
Section 1.14  Computer Codes: APPENUIX A ... ..ottt b e 7
SECTION 2 ACRONYMS AND DEFINITIONS.........cooiiiiiriiieieieteeee ettt st 9
Section 2.1 ACTonymMS and ADFEVIALIONS .........cviuiiiiiiiiiitisie ettt 9
Section 2.2 DEfiNItION OF TEIMS.....couiiii ettt te s e eesreeneeseeene e e e 11
SECTION 3 RISK ASSESSMENT APPLICATION PROCESS ..........ccccoonieiiinieinieeeereeeee et 16
Section 3.1 PUIDOSE. .. et nr e nne 16
Section 3.2 Identification of Application and Determination of Capability Categories (Stage A)............. 17
Section 3.3 Assessment of PRA for Necessary Scope, Results, and Models (Stage B) .........cccccvevvennee. 17
Section 3.4 Determination of the Standard’s Scope and Level of Detail (Stage C) ......cccoovevvevvrveiennnne 18
Section 3.5 Comparison of Level 3 Model to Standard (Stage D)........ccoovivereieeie e 18
Section 3.6 Accessing the Risk Implications (Stage E) .......cocvvvieieieiii e 18
SECTION 4 LEVEL 3 CONSEQUENCE ANALYSIS TECHNICAL REQUIREMENTS............ccocevveienenene. 20
Section 4.1 ot o1 SRR S 20
Section 4.2 Level 3 Consequence IMOTEL............ooviieiiice e 20
Section 4.3 Technical Requirements: GENEIal..........cocvoiiiiiiei e e 20
Section 4.4 Probabilistic Framework for Consequence ANAIYSES .........cccecvevieieiieereseeie e e e e 21
Section 4.5 Radionuclide Release Characterization for Level 3 (RE) ........cccccevvviveveiiieie e 21
Section 4.6 Protective Action Parameters and Other Site Data (PA) ......coooveeieeieiereee e 25
Section 4.7 Meteorological Data (ME) ........covoiiiiiie ettt e 31
Section 4.8 Atmospheric Transport and DiSPersion (AD) ........cccereiiriniiine e 35
Section 4.9 DOSIMELIY (DO) ..ttt sttt et et ste et e sbe st e saeeteeneeseeeneeneesaeeneenee e 41
Section 4.10  Health EffeCtS (HE).......c.ccoviiiie ettt st s nne e 45
Section 4.11  ECONOMIC FACLOIS (EC) ..ottt 48
Section 4.12  Conditional Consequence Quantification and Reporting (QT).......ccccvrvrivrirerenereieininiene 52
Documents
i Document Sharing Hub

Full document details: ASME ANS RA-S-1.3-2017


http://www.avadocuments.com/doc/asme-ans-ra-s-1-3-2017
http://www.avadocuments.com/doc/asme-ans-ra-s-1-3-2017

SECTION 5 RISK ESTIMATION (RI) ...oviiiiiiiieieieieteeeee ettt 55
Section 5.1 INEFOTUCTION ...ttt b bbbttt ettt bttt neene s 55
Section 5.2 L@ o =T £ PSS 55
Section 5.3 High Level REQUITEIMENTS .......c.oiiiiiiiiie ettt s 55
SECTION 6 CONFIGURATION CONTROL.......c.ociiiiriiieieicieeeeete sttt eae e aeneas 58
Section 6.1 PUIDOSE. ..ot r e 58
Section 6.2 PRA Configuration Control Program ... 58
Section 6.3 Monitoring Inputs and Collecting New Information ...........cccccoveviiiie i 58
Section 6.4 Maintenance and UPGIades. .........coveieiiereieee sttt st see e see e e e 58
Section 6.5 =] 0o [T T T O g oo SRR 59
Section 6.6 USE OF COMPULET COUEBS .....evviteieeic ittt sttt ettt sae s te s s reere e saeene e e e 59
Section 6.7 DOCUMENTALION ...ttt bbbttt enes 59
SECTION 7 PEER REVIEW .......oooiiiiiiiiieeee ettt sttt et sttt ettt 60
Section 7.1 PUIDOSE. .. ettt sttt et ettt e st et e et e te s e be Rt et e s re et e teateenreareeneenre s 60
Section 7.2 e =T [1 T 0oy 60
Section 7.3 1YL= a0 e o] [0 )Y 2SS 60
Section 7.4 Peer Reviewer Team Composition and Personnel Qualifications ............cccccvevveevivivccennns 61
SECTION 8 REFERENCES ..........c.ootiitiititiieee sttt sttt bttt be st be st st ent et 63
NONMANAAtOry APPENIX........c.ooiiiiiiiiieiee ettt ettt be st ae e et eaeas 66
APPENTIX A COMPULEE COUBS......eoeeeeeeie ittt ettt ee sttt e et seestesseeeesaeeseeseesseeneesaeaneenesneenenneas 66
Documents
i Document Sharing Hub

Full document details: ASME ANS RA-S-1.3-2017


http://www.avadocuments.com/doc/asme-ans-ra-s-1-3-2017
http://www.avadocuments.com/doc/asme-ans-ra-s-1-3-2017

(This Foreword is not part of “Standard for Radiological Accident Offsite Consequence Analysis (Level 3 PRA) to Support Nuclear
Installation Applications,” ASME/ANS RA-S-1.3-2017)

FOREWORD

The American Nuclear Society (ANS) Standards Board and the American Society of Mechanical Engineers
(ASME) Board on Nuclear Codes and Standards (BNCS) mutually agreed in 2004 to form a Nuclear Risk
Management Coordinating Committee (NRMCC). This committee was chartered to coordinate and
harmonize standards activities related to probabilistic risk assessment (PRA) between the two standards
developing organizations (SDOs). A key activity resulting from the NRMCC was direction to the
ASME/ANS Joint Committee on Nuclear Risk Management (JCNRM) to develop PRA standards structured
around the three Levels of PRA (i.e., Level 1, Level 2, Level 3) to be jointly issued by the two societies.

This Standard sets forth requirements for determining consequences (i.e., Level 3, also referred to as L3 in
this Standard) as part of PRAs and related analysis methodologies that can be used to support risk-informed
decisions for commercial nuclear power plants. This Standard also prescribes a process for applying these
requirements for certain other applications involving release of radioactive materials into the atmosphere
(e.g., non-light water reactor (LWR) nuclear power plants, research reactors, fuel cycle facilities, and non-
reactor nuclear Department of Energy (DOE) facilities). In these cases, supplemental requirements may be
needed to ensure technical adequacy.

This Standard was developed based on the body of knowledge and experience accumulated through the
development and application of the ASME/ANS RA-Sb-2013, “Addenda to ASME/ANS RA-S-2008
Standard for Level 1/Large Early Release Frequency Probabilistic Risk Assessment for Nuclear Power Plant
Applications,” and Level 2 PRA Standard ASME/ANS RA-S-1.2-2014, “Severe Accident Progression and
Radiological Release (Level 2) PRA Standard for Nuclear Power Plant Applications for Light Water
Reactors (LWRs),” which has been approved for trial use and pilot application. This Standard, however, is
not dependent upon these other PRA standards, although it is noted that the development of the final risk
estimation for reactors will be based on combining the results of the Level 1 and Level 2 (Level 1/2) PRA
portions (e.g., release frequencies, release characterizations) and the results of the consequence analysis.

Consequences covered within the scope of this Standard include radiation dose and induced health effects,
and economic impacts, taking into account atmospheric dispersion, demography, dosimetry, pathways to
man, and plant/site characteristics. The radioactive source terms and their frequencies often are passed on
from Level 1/2 analyses.

The scope of a PRA covered by this Standard is primarily targeted for use to determine the impact of an
accident at a nuclear power plant. However, the technology discussed here can be used to determine the
impact of a release of radioactive material from any facility. A Level 3 analysis can use the results of a Level
1 analysis followed by a Level 2 analysis or the results of a combined Level 1/2 analysis (e.g., gas-cooled or
other advanced reactors).

This Standard describes requirements for calculating the consequences of radionuclide releases into the
environment and how to present the results of such calculations. It is assumed that a computerized con-
sequence model will be used. Therefore, emphasis has been placed on the information that is typically
required as input and available output. As with any computer code, there are pitfalls associated with its use,
and there are uncertainties inherent in the quality and representativeness of the input data and the fidelity of
the modeling. This Standard attempts to caution against improper use of consequence analysis tools.
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This Standard contains a brief description of each major requirement to perform a consequence analysis, and
explains why it is necessary, what information results, and how it is to be used. The technical requirements
for the various technical elements of a consequence analysis include (1) transport and dispersion in the
atmosphere; (2) deposition processes; (3) processes that lead to the accumulation of radiation doses; (4)
protective measures, such as evacuation, that can reduce radiation doses; (5) the effects of radiation doses on
the human body; and (6) economic impacts. A section is also included describing how the combined risk
results of a Level 1, 2, and 3 PRA can be presented. This process is referred to as “risk estimation.”

It is acknowledged that some topics are subject to argument and continuing development, since consequence
modeling is not a precise science and contains significant inherent uncertainties. Where an understanding of
the current state-of-the-art is deemed necessary for a sensible interpretation of the results, a discussion of this
topic is included. Other areas that are described in some depth are those in which the user's choice of input
data can significantly affect the output. Examples include evacuation and sheltering, and dry deposition
velocity.

Appendix A, Computer Codes, has been included in this Standard to provide some history and to illustrate
typical input parameters and output reports of the calculation results from an acceptable computer code.

This Standard might reference documents and other standards that will have been superseded or withdrawn
at the time the Standard is applied. A statement has been included in the reference section that provides
guidance on the use of references.

The format for this Standard was developed in 2005 when no “standard” format was available. Therefore, it
is not consistent with some other published PRA standards regarding chapter numbers. Following trial use,
the format of the section numbering will be re-evaluated.

This Standard is issued for trial use and pilot application. Feedback is requested regarding the Standard in all
areas including the following:

e Were the format changes that vary slightly from other contemporary PRA standards
helpful? This includes descriptors added for each supporting requirement (SR).

e Were the technical SRs and action verbs clear?

o Notes have been included for a number of SRs. Do these notes result in lack of clarity
regarding what is required and what is provided as added information? Are these notes
helpful?

e |s the information provided in Appendix A useful?

e The bases for Capability Categories (i.e., Table 1-1) in this Standard differ from the other
PRA standards in that two attributes are used (i.e., site specificity and model realism) rather
than three attributes (i.e., scope and level of detail, plant specificity, and realism). It is
thought that the scope and level of detail attribute is adequately addressed by the model
realism attribute for Level 3 analyses, and that site specificity is more appropriate than plant
specificity. Comments on this change are of interest.

e Capability Category Ill is expected to be deleted from this Standard (consistent with
planned changes to the Level 1 and Level 2 PRA standards) following the trial use and pilot
application period. Are there requirements in Capability Category Il that should be
considered for incorporation into Capability Category Il rather than deletion?

e Some SRs contain multiple actions verbs (e.g., PA-B1, ME-A3). Did the inclusion of
multiple action verbs in a single SR result in complications in meeting the requirements or
assessing their completion as part of a Peer Review?

e Were uncertainty requirements easily understood and implemented?
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o Were the minimum requirements for peer review teams reasonable (number of members,
composition)?

e Was Section 5 on risk estimation used in your application, and if so were the requirements
clear?

e The application process in Section 3 differs slightly from that of other PRA standards. Was
the application process (e.g., flowchart in Figure 3-1) applicable (including references to
Level 1 and Level 2 PRA scope)? If so did you have trouble applying the process?

e The ASME/ANS PRA standards have been developed in view of assessing the capability of
a “base” PRA. It is recognized that nuclear facilities in the past have typically only
developed Level 3 PRAs for specific applications, which may vary considerably, and were
not maintained. Based on this historical usage of Level 3 PRA for specific applications,
which may vary, this Standard has included some flexibility in the supporting requirements
(e.g., no requirement for economic cost modeling or protective-action modeling for
Capability Category 1.) Are there areas where more or less specificity would be helpful in
the supporting requirements in view of maintaining a “base” Level 3 PRA?

e A number of supporting requirements include examples. Are the included examples helpful,
or do they create confusion as to what is required?
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PREPARATION OF TECHNICAL INQUIRIES TO THE JOINT COMMITTEE ON
NUCLEAR RISK MANAGEMENT

INTRODUCTION

NOTE FOR TRIAL USE: The text of this section describes the technical inquiry process for approved
standards. However, during the trial use period, users are encouraged to provide feedback, ask questions,
and interact with the Level 3 Working Group on either a formal or informal basis. Such feedback may be
provided via the Secretary of the Joint Committee on Nuclear Risk Management, as noted below.

The ASME/ANS Joint Committee on Nuclear Risk Management (JCNRM) will consider written requests
for the interpretation and revision of risk management standards and the development of new requirements
as dictated by technological development. JCNRM'’s activities in this latter regard are strictly limited to
interpretations of the requirements or to the consideration of revisions to the requirements on the basis of
new data or technology. As a matter of published policy, The American Society of Mechanical Engineers
(ASME) does not “approve,” “certify,” “rate,” or “endorse” any item, construction, proprietary device, or
activity, and, accordingly, inquiries requiring such considerations will be returned. Moreover, ASME does
not act as a consultant on specific engineering problems or on the general application or understanding of
the standard’s requirements. If, based on the inquiry information submitted, it is the opinion of the JCNRM
that the inquirer should seek assistance, the inquiry will be returned with the recommendation that such
assistance be obtained.

To be considered, inquiries will require sufficient information for JCNRM to fully understand the request.
INQUIRY FORMAT

Inquiries shall be limited strictly to interpretations of the requirements or to the consideration of revisions to
the present requirements on the basis of new data or technology. Inquiries shall be submitted in the
following format:

(a) Scope. The inquiry shall involve a single requirement or closely related requirements. An inquiry
letter concerning unrelated subjects will be returned;

(b) Background. State the purpose of the inquiry, which would be either to obtain an interpretation of
the standard’s requirement or to propose consideration of a revision to the present requirements.
Concisely provide the information needed for JCNRM'’s understanding of the inquiry (with sketches
as necessary), being sure to include references to the applicable standard edition, addenda, part,
appendix, paragraph, figure, or table;

() Inquiry Structure. The inquiry shall be stated in a condensed and precise question format, omitting
superfluous background information and, where appropriate, composed in such a way that “yes” or
“no” (perhaps with provisos) would be an acceptable reply. This inquiry statement should be
technically and editorially correct;

(d) Proposed Reply. State what it is believed that the standard requires. If, in the inquirer’s opinion, a
revision to the standard is needed, recommended wording shall be provided,

(e) Typewritten/Handwritten. The inquiry shall be submitted in typewritten form; however, legible,
handwritten inquiries will be considered;

(f) Inquirer Information. The inquiry shall include the name, telephone number, and mailing address of
the inquirer;

(g) Submission. The inquiry shall be submitted to the following address: Secretary, Joint Committee on
Nuclear Risk Management, The American Society of Mechanical Engineers, Two Park Avenue,
New York, NY 10016-5990.
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USER RESPONSIBILITY

Users of this Standard are cautioned that they are responsible for all technical assumptions inherent in the
use of PRA models, computer programs, and analysis performed to meet the requirements of this Standard.

CORRESPONDENCE
Suggestions for improvements to the Standard or inclusion of additional topics shall be sent to the following

address: Secretary, Joint Committee on Nuclear Risk Management, The American Society of Mechanical
Engineers, Two Park Avenue, New York, NY 10016-5990.
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American Nuclear Society) was responsible for development of this Standard. The following is a list
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STANDARD FOR RADIOLOGICAL
ACCIDENT OFFSITE CONSEQUENCE
ANALYSIS (LEVEL 3 PRA) TO SUPPORT
NUCLEAR INSTALLATION
APPLICATIONS

Section 1
Introduction

1.1 OBJECTIVE

This Standard sets forth requirements for the consequence analysis portion of probabilistic risk assessments
(PRAS) used to support risk-informed decisions for accidents involving the release of radioactive materials
into the atmosphere. It is expected that the primary use of this Standard would be in support of nuclear
power plants, although it could support broader applications. In these cases, supplemental requirements may
be needed to ensure technical adequacy. This portion of a PRA is typically known as a Level 3 analysis.

1.2 COORDINATION WITH OTHER PROBABILISTIC RISK ASSESSMENT STANDARDS

This Standard was developed based on the body of knowledge and experience accumulated through the
development and application of the American Society of Mechanical Engineers (ASME)/American Nuclear
Society (ANS) RA-Sb-2013, “Addenda to ASME/ANS RA-S-2008 Standard for Level 1/Large Early
Release Frequency Probabilistic Risk Assessment for Nuclear Power Plant Applications,” [1] and the Level
2 PRA Standard, ASME/ANS RA-S-1.2-2014, “Severe Accident Progression and Radiological Release
(Level 2) PRA Standard for Nuclear Power Plant Applications for Light Water Reactors (LWRs),” [2]
which has been approved for trial use and pilot application. This Standard, however, is not dependent upon
these other PRA standards, although it is noted that the development of the final risk estimation for reactors
will be based on combining the results of the Level 1 and Level 2 (Level 1/2) PRA portions (e.g., release
frequencies, release characterizations) and the results of the consequence analysis.

13 PURPOSE AND SCOPE

Consequence analysis assesses the effect of releases of radionuclides on the surrounding population and the
environment. This Standard only includes limited treatment of the impact on doses of the release of
radioactive materials that could reach liquid pathways (i.e., due to deposition onto land and bodies of water).

To date, there have been few consequence assessments dealing with liquid releases from nuclear facilities.
Such releases would include releases in liquid form into rivers, lakes, estuaries, and oceans. In addition,
releases could reach aquifers via transport through geological media. The rationale for not treating liquid
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releases in consequence analyses has typically been due to adequate time available for interdiction of
foodstuffs and relocation. Therefore, this Standard does not address transport through geological media and
into aquifers or releases of radioactive material directly into surface water bodies.

Consequence modeling can therefore be defined as a set of calculations of the ranges of potential adverse
impacts (in terms of probabilities of occurrence and magnitudes) that would follow from the dose received
by humans due to a release of radionuclides. These adverse impacts, commonly referred to as “public risks,”
include (1) early fatalities, (2) latent cancer fatalities, (3) early injuries, and (4) non-fatal cancers. In
addition, adverse impacts can occur due to contamination of property, land, and surface water. Consequence
analyses may include assessments of the economic impact of dose avoidance strategies, such as relocation of
population, land and structure decontamination, and interdiction of foodstuffs.

Consequence modeling provides the means for relating these risks to the characteristics of the radioactive
release and has many actual or potential applications including the following examples:

(a) risk evaluation, generic or site-specific, individual or the general population

(b) environmental impact assessment

(c) rulemaking and regulatory procedures

(d) emergency response

(e) development of criteria for the acceptability of risk

(f) instrumentation needs and dose assessment

(9) facility siting

(h) comparison with safety goals evaluation

(i) evaluation of alternative design features (e.g., severe accident mitigation alternatives (SAMAS)

analysis)
(j) cost-benefit analyses

A Level 3 analysis incorporates information including demography, emergency planning, physical
properties of radionuclides, meteorology, atmospheric dispersion and transport, size of nearby structures,
health physics, and other disciplines. Use of this information is detailed in this Standard.

While the primary use of this Level 3 PRA Standard is most likely to be for LWRs, the methodology is
generally applicable to any type of radioactive material released to the atmosphere for which the release
characteristics can be defined. It is recognized, however, that there may be specific applications where the
source term phenomenology and atmospheric dispersion are complex. Examples of potential analyses may
include
(a) releases of dense and/or reactive gases (e.g., UF6) that can have complex release and transport
characteristics;
(b) releases of tritium or carbon-14, which behave differently in the environment (e.g., deposition
followed by re-emission); or
(c) energetic releases (i.e., explosions where momentum effects might be significant).

Although there may be available analytical tools for determining such consequences, the Supporting
Requirements (SRs) in this Standard may not fully address such phenomenology. Section 3 of this Standard
outlines a process by which the completeness of the requirements is assessed and supplemented to meet
analytical requirements. This includes the selection of appropriate models. Additionally, Section 7 of this
Standard provides peer review requirements to ensure technical adequacy of the analysis.
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1.4 STRUCTURE FOR LEVEL 3 REQUIREMENTS
1.4.1 Level 3 Technical Elements

The technical requirements for the Level 3 analysis are organized by their respective technical elements.
These technical elements define the scope of a Level 3 analysis. Sections 4 and 5 discuss these technical
elements in detail.

1.4.2 High Level Requirements

A set of objectives and high level requirements (HLRs) is provided for each technical element in the
Technical Requirements (Section 4 of this Standard). The HLRs set forth the minimum requirements to
assess the technical adequacy of a Level 3 analysis, independent of an application. The HLRs are defined in
general terms and present the top-level logic for the derivation of more detailed SRs.

1.4.3 Supporting Requirements (SRs)

A set of SRs is provided for each HLR in Sections 4 and 5. Multiple HLRs are defined for each technical
element.

This Standard is intended to support a wide range of applications that require a corresponding range of Level
3 analysis capabilities. Applications vary with respect to which risk metrics are employed, which decision
criteria are used, the extent of reliance on the results to support a decision, and the degree of resolution
required for the factors that determine the risk significance of the subject of the decision. In developing the
different portions of the Level 3 PRA model, it is recognized that not every technical element (e.g.,
atmospheric transport and dispersion model) will be or needs to be developed to the same degree of site
specificity or the same degree of realism.

1.4.4 Capability Categories

The types of risk-informed PRA applications contemplated under this Standard are very broad and include
applications related to design, emergency response, meteorological programs, licensing, and many other
disciplines. Both regulatory risk-informed applications and applications not involving U.S. Nuclear
Regulatory Commission (NRC) regulations are contemplated.

Although the range of capabilities required for each portion of the PRA to support an application falls on a
continuum, three levels are defined and labeled either Capability Category I, Il, or Ill, so that requirements
can be developed and presented in a manageable way. Table 1-1 describes, for two principal attributes of
PRA, the bases for defining the Capability Categories. This table was used to develop the SRs for each
HLR. It is noted that Table 1-1 in this Standard excludes the attribute of scope and level of detail associated
with plant design, operation, and maintenance used in the analogous table in the ASME/ANS PRA Standard
(RA-Sh-2013 [1]), because this attribute is not generally applicable to Level 3 analyses. The two attributes
of site specificity and realism provide adequate means to differentiate Capability Categories.

The intent of the delineation of the Capability Categories within the SRs is generally that the degree of site
specificity and the degree of realism increases from Capability Category | to Capability Category IlI.
However, the Capability Categories are not based on the level of conservatism (i.e., tendency to
overestimate risk due to simplifications in the PRA) in a particular aspect of the analysis. The level of
conservatism may decrease as the Capability Category increases and more detail and more realism are
introduced into the analysis. However, this is not true for all requirements, and this should not be assumed.
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For example, traditionally the effects of rainfall on wet deposition were generally not included in simplified
analyses that are analogous to Capability Category I. This omission may be non-conservative. On the other
hand, accounting for wet deposition, as would be required in Capability Categories Il and Ill, is both more
realistic and more conservative.

The boundaries between these Capability Categories can only be defined in a general sense. When a
comparison is made between the capabilities of any given Level 3 analysis and the SRs of this Standard, it is
expected that the capabilities within technical elements will not necessarily all fall within the same
Capability Category, but rather will be distributed among all three Capability Categories. It should be noted
that there may be technical elements, or portions of the technical elements, that fail to meet the SRs for any
of these Capability Categories. While all portions of the analysis need not have the same capability, the
analytical methods should be coherent. The SRs have been written so that, within a Capability Category, the
interfaces between portions of the PRA are coherent.

When a specific application is undertaken, professional judgment is needed to determine which Capability
Category is needed for each portion of the PRA, and hence which SRs apply to the applications.

For each Capability Category, the SRs define the minimum requirements necessary to meet that Capability
Category. Some SRs apply to only one Capability Category and some extend across two or three Capability
Categories. When an SR spans multiple Capability Categories, it applies equally to each Capability
Category. When necessary, the differentiation between Capability Categories is made in other associated
SRs. The interpretation of an SR that spans multiple Capability Categories is stated in Table 1-2.

It is intended that by meeting all the SRs under a given HLR, a PRA will meet that HLR. The technical
requirements section of each respective section of this Standard also specifies the required documentation to
facilitate PRA applications, upgrades, and peer review.

The SRs specify what to do rather than how to do it, and, in that sense, specific methods for satisfying the
requirements are not prescribed. Nevertheless, certain established methods were contemplated during the
development of these requirements. Alternative methods and the approaches to the requirements of this
Standard may be used, if they provide results that are equivalent or superior to the methods usually used,
and they meet the HLRs and SRs presented in this Standard. The use of any particular method for meeting
an SR shall be documented and shall be subject to review by the peer review process described in Section 7.

1.5 THE NATURE OF THE REQUIREMENTS
The HLRs contained herein are phrased in the usual language of standards, namely, the language of “shall.”

Action Verbs: SRs are phrased in action-verb form. Whenever an action verb is used, the requirement is to
be understood as if the “shall” form were used. Examples of action verbs used in this Standard include USE,
DOCUMENT, REVIEW, ESTIMATE, CALCULATE, INCLUDE.

In many places, the SRs mention sources of data as examples of acceptable input. The plain meaning of this
wording should be clear, namely, that such sources are acceptable to meet this Standard. The intent of any
requirement that uses this language is to be permissive, meaning that the analysis team can use another
source of data without prejudice. The analysis can use another source of data that provides a comparable
level of relevance and accuracy. Whenever an alternative to the acceptable data source is selected, it is
understood that the peer review team will pay particular attention to this topic.

All notes associated with individual SRs are nonmandatory.
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1.6 RISK ASSESSMENT APPLICATION PROCESS: SECTION 3

Section 3 of this Standard describes requirements for a process that shall be used to determine the capability
of a Level 3 analysis to support various applications. The use of a Level 3 analysis will be different from
application to application. This Standard, which is application non-specific, is concerned only with the
capability of the analysis to support risk-informed decision-making. For a specific application, the technical
capabilities may be evaluated against this Standard, requirement by requirement on an as-needed basis to
support the application, rather than by evaluating whether the Level 3 analysis as a whole has all of the
appropriate technical capabilities to meet this Standard.

1.7 LEVEL 3 CONSEQUENCE ANALYSIS TECHNICAL REQUIREMENTS: SECTION 4

Section 4 provides specific SRs for each HLR for each technical element defined for a Level 3 analysis.

1.8 RISK ESTIMATION (RI): SECTION 5

Section 5 provides requirements that integrate Level 3 analyses with the results from the Level 1/2 analyses
to obtain a characterization of the overall risk including the determination of uncertainty.

1.9 CONFIGURATION CONTROL: SECTION 6

Section 6 provides requirements for configuration control of a Level 3 analysis (i.e., maintaining and
upgrading a site/plant-specific analysis) to a degree sufficient to support an application for which it may be used.

1.10 PEER REVIEW: SECTION 7

Section 7 of this Standard provides the general requirements for a peer review to determine if the
methodology and its implementation meet the SRs of the HLRs for each technical element in this Standard.

1.11 DOCUMENTATION REQUIREMENTS

Specific documentation requirements are defined in detail in each technical element in Sections 4 and 5.

1.12 USE OF EXPERT JUDGMENT

This paragraph provides requirements for the use of expert judgment outside of the Level 3 analysis team to
resolve a specific technical issue. Guidance from NUREG/CR-6372 [3] and NUREG-1563 [4] may be used to
meet the requirements in this paragraph. Other approaches or a combination of these may also be used. A review
of expert aggregation methods, the different types of consensus, and issues with resolving disagreements among
experts can be found in Appendix J of NUREG/CR-6372 [3]. A series of NUREG documents (i.e., NUREG/CR-
6244 [5], NUREG/CR-6523 [6], NUREG/CR-6526 [7], NUREG/CR-6545 [8], NUREG/CR-6555 [9], and
NUREG/CR-6571 [10]) summarizes a joint NRC and Commission of European Communities study pertaining to
expert judgment for a variety of technical issues related to consequence analysis. This series documents both the
process and the results of the expert elicitations performed.
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1.12.1 Objective of Using Expert Judgment

The Level 3 analysis team shall explicitly and clearly define the objective of the information that is being
sought through the use of outside expert judgment and shall explain this objective and the intended use of
the information to the expert(s).

1.12.2 Identification of the Technical Issue

The Level 3 analysis team shall explicitly and clearly define the specific technical issue(s) to be addressed
by the expert(s).

1.12.3 Determination of the Need for Outside Expert Judgment

The Level 3 analysis team may elect to resolve a technical issue using its own expert judgment or the
judgment of others within their organization. The Level 3 analysis team shall use outside experts when the
needed expertise on the given technical issue is not available within the analysis team or within the team’s
organization. The Level 3 analysis team should use outside experts, even when such expertise is available
inside, if there is a need to obtain broader perspectives and corroborate various facets of the analyses for any
of the following or related reasons:
(a) Complex experimental data exist that the analysts know have been interpreted differently by
different outside experts.
(b) More than one conceptual model exists for interpreting the technical issue, and judgment is needed
as to the applicability of the different models.
(c) Judgments are required to assess whether assumptions or calculations are appropriately realistic
and/or representative for the application.
(d) Uncertainties are large and significant, and judgments of outside technical experts are useful in
illuminating the specific issue.

1.12.4 Identification of Expert Judgment Process

The Level 3 analysis team shall determine
(a) the degree of importance and the level of complexity of the issue, and
(b) whether the process will use a single entity (individual, team, company, etc.) that will act as an
evaluator and integrator and will be responsible for developing the community distribution or will
use a panel of expert evaluators and a facilitator/integrator.

The facilitator/integrator shall be responsible for aggregating the judgments and community distributions of
the panel of experts so as to develop the composite distribution of the informed technical community.

1.12.5 Identification and Selection of Evaluator Experts

The Level 3 analysis team shall identify one or more experts capable of evaluating the relative credibility of
multiple alternative hypotheses to explain the available information. These experts shall evaluate all
potential hypotheses and bases of inputs from the literature and from proponents and resource experts and
shall provide

(a) their own input, and

(b) their representation of the community distribution.
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1.12.6 Identification and Selection of Technical Issue Experts

If needed, the Level 3 analysis team shall also identify other technical issue experts, such as
(a) experts who advocate particular hypotheses or technical positions (e.g., individual(s) who evaluates
data and develops a particular hypothesis to explain it); and,
(b) technical experts with knowledge of a particular technical area of relevance to the issue.

1.12.7 Responsibility for the Expert Judgment

The Level 3 analysis team shall assign responsibility for the resulting judgments, either to an integrator or
shared with the experts. Each individual expert shall accept responsibility for his individual judgments and
interpretations.

1.13 PROCESS CHECK

Analyses, calculations, and/or data used directly in the Level 3 analysis (e.g., meteorological data) or used to
support the Level 3 analysis (e.g., Level 2 input on releases characterization) shall be reviewed by
knowledgeable individuals who did not perform those analyses or calculations. Documentation of this
review may take the form of handwritten comments, signatures, or initials on the analyses/calculations,
formal sign-offs, or equivalent methods.

1.14 COMPUTER CODES: APPENDIX A

Appendix A provides a summary of computer codes used for performing Level 3 PRA consequence analysis
and is provided for information purposes in consideration of code selection. Appendix A is nonmandatory.

Table 1-1 Bases for Level 3 Capability Categories

Attributes Capability Category | Capability Category 11 Capability Category IlI

1. Site specificity: Use of generic Use of site/release- Use of site/release-

the degree to which data/models is acceptable.  specific data/models for specific data/models for

site/plant-specific the local and regional all features will have

information is incorporated, features will have a significant or even

such that the existing significant impact onthe ~ moderate impact on the

conditions are addressed. results. results.

2. Model realism: Departures from modeling  Departures from modeling  Departures from modeling

the degree to which realism | realism will have moderate  realism will have small realism will have negligible

is incorporated in the inputs | impact on the conclusions  impact on the conclusions  impact on the conclusions

and model and risk insights as and risk insights as and risk insights as
supported by good supported by good supported by good
practices [see Note (1)]. practices [see Note (1)]. practices [see Note (1)].

NOTE:

(1) Differentiation from moderate, to small, to negligible is determined by the extent to which the impact on the
conclusions and risk insights could affect a decision under consideration. This differentiation recognizes that the
Level 3 analysis would generally not be the sole input to a decision. A moderate impact implies that the impact (of
the departure from realism) is of sufficient size that it is likely that a decision could be affected; a small impact implies
that it is unlikely that a decision could be affected, and a negligible impact implies that a decision would not be
affected.
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Table 1-2 Interpretation of Supporting Requirements

SR Spans Peer Review Finding Interpretation of the Supporting Requirement
Meets SR Capable of supporting applications in all Capability
All Three Capability Category
Categories (I/11/111)
Does not meet SR Does not meet minimum standard
Meets Individual SR Capable of supporting applications requiring that
Single Capability Capability Category or lower
Category (1, Il, or 111)
Does not meet any SR Does not meet minimum standard
Meets SR for Capability Capable of supporting applications requiring
Category I/11 Capability Category | or Il
(L:Z}'geg;\é\éo(f/:ﬁ[;ab'my Meets SR for Capability Capable of supporting applications in all Capability
g Category Il Category
Does not meet SR Does not meet minimum standard
Meets SR for Capability Capable of supporting applications in all Capability
Category /111 Category
LCJ;)t%ero'rl'i\é\;o(ﬁ/alp:%blllty Meets SR for Capability Capable of supporting applications requiring
g Category | Capability Category |
Does not meet SR Does not meet minimum standard
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Section 2
Acronyms and Definitions

2.1 ACRONYMS AND ABREVIATIONS

AD: atmospheric transport and dispersion

AMAD: activity median aerodynamic diameter

ANS: American Nuclear Society

ANSI: American National Standards Institute

ASME: American Society of Mechanical Engineers
ATD: atmospheric transport and dispersion

BEIR: Committee on the Biological Effects of lonizing Radiation
Bg: Becquerel

CCDF: complementary cumulative distribution function
Ci: Curie

CPI: consumer price index

DCF: dose conversion factor

DO: dosimetry

EC: economic factors

EPA: U.S. Environmental Protection Agency

EPZ: emergency planning zone

ETE: evacuation time estimate

FGR: federal guidance report

GDP: gross domestic product

HE: health effects

HLR: high level requirement

ICRP: International Commission on Radiological Protection
KI: potassium iodide

L1: Level 1

Documents
9 Document Sharing Hub

Full document details: ASME ANS RA-S-1.3-2017


http://www.avadocuments.com/doc/asme-ans-ra-s-1-3-2017
http://www.avadocuments.com/doc/asme-ans-ra-s-1-3-2017

ASME/ANS RA-S-1.3-2017

L2: Level 2

L3: Level 3

LHS: Latin hypercube sampling

LIDAR: light detection and ranging

LNT: linear non-threshold

LWR: light water reactor

ME: meteorological data

NRC: U.S. Nuclear Regulatory Commission

NUREG: a class of technical documents issued by the Nuclear Regulatory Commission
PA: protective-action parameters and other site data
PBL: planetary boundary layer

PRA: probabilistic risk assessment

QHO: guantitative health objective

QT: Conditional consequence quantification and reporting
RE: radionuclide release characterization for Level 3
rem: roentgen equivalent man

RI: risk estimation

SAMA: severe accident mitigation alternative
SAMDA: severe accident mitigation design alternative
SI: international system (of measurement)

SODAR: sonic detection and ranging

SR: supporting requirement

SSC: Structures, Systems, and Components

STAR: stability array

Sv: Sievert

TEDE: total effective dose equivalent (also known as effective dose)
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2.2 DEFINITION OF TERMS

activity median aerodynamic diameter (AMAD): The median diameter, based on activity rather than mass, of
a particle with unit density that has the same terminal velocity when settling in air as the particle of interest.

assumption: A decision or judgment that is made in the development of the PRA model. An assumption is
either related to a source of model uncertainty or is related to scope or level of detail. An assumption related
to a model uncertainty is made with the knowledge that a different reasonable alternative assumption exists.
A reasonable alternative assumption is one that has broad acceptance within the technical community and for
which the technical basis for consideration is at least as sound as that of the assumption being made. An
assumption related to scope or level of detail is one that is made for modeling convenience. An assumption is
labeled “key” when it may influence (i.e., have the potential to change) the decision being made. Therefore,
a key assumption is identified in the context of an application.

atmospheric transport and dispersion (ATD): The process by which material that has been released from its
place of confinement moves through and spreads upon release to the atmosphere.

Becquerel (Bg): A unit of radioactivity in international system (SI). It is equal to one disintegration per second.

cohort: A subset of the offsite population that mobilizes for, or moves differently from others, in the
modeling of emergency response actions.

commitment period: Length of time used to calculate the dose accrued to individuals from intake of
radioactive sources (e.g., ingestion, inhalation).

complementary cumulative distribution function (CCDF): Plot of consequence parameter being calculated
against its probability or frequency of exceedance.

condemnation: Permanent denial of the use of land or buildings following contamination by radioactive
material released from a facility.

convective eddy formation: Movement of air parcels under the influence of density differences (e.g.,
buoyancy).

consequence: The effects of a radiological release to the atmosphere that can include doses to an individual
or population, health effects or individual risk of health effects, contaminated land areas, and economic
costs.

Curie (Ci): Amount of radioactivity equal to 3.7 x 10" disintegrations per second.

delta-T: Vertical temperature difference in the atmosphere that is used to type atmospheric turbulence.

disintegration: Process of radioactive decay releasing an energetic photon or particle.

dose conversion factor: A parameter describing the energy from particles and waves deposited in an organ,
tissue, or body.

dosimetry: Process of determining dose from exposure to radiation.

early fatalities: Deaths from the acute effects of radiation that may occur within a few months of the
exposure.

economic factors: Expressions of the costs of various aspects of actions following a release of material to the

environment. For instance, costs can be incurred for evacuation or relocation of population, decontamination
of land or buildings, interdiction of foodstuffs, or condemnation of land.
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emergency planning zone (EPZ): Two areas surrounding a production or utilization facility. For the U.S.,
one is about 16.09 km (10 miles) in diameter (called the plume exposure pathway EPZ), where detailed
planning to enhance the health and safety of the close-in population is required for protection from plume
exposure, and the second is about 80.45 km (50 miles) in diameter (called the ingestion exposure pathway
EPZ) where preparation to interdict or condemn food and water for protection of the population is required.

emergency response: Actions taken by offsite populations to cope with the health and safety aspects of an
incident at a production or utilization facility.

evacuation: A response to an emergency at a facility involving removal of a selected portion of the
population surrounding the facility. Evacuation is usually described in the emergency plans of a facility for
the close-in population within the plume exposure pathway EPZ [usually about 16 km (10-miles) from the
site] and is often planned to be accomplished in advance of the release of material as a means of dose
avoidance.

exposure period: Length of time used to calculate the dose accrued to exposed individuals from external
radioactive sources (e.g., cloudshine, groundshine).

facility: Any structure/device from which a source of radioactive material may be released into the
atmosphere.

fission: Process whereby an atom is separated into two or more new atoms of different material accompanied
by release of energy.

fission product release: Release of radionuclides to the environment.
Gaussian model: See Gaussian plume model below.

Gaussian plume model: A one-dimensional model for ATD that assumes that a plume moves downwind at
the speed of the wind. Dispersion actually takes place in three dimensions (i.e., the plume broadens in the
crosswind direction and grows taller in the vertical direction as it is transported downwind), based on
assumed functional descriptions.

gradient transfer model: First-order closure model based on K-theory, of which the Gaussian model is a
solution.

halogens: Five non-metallic elements (i.e., fluorine, chlorine, bromine, iodine, and astatine) in Group 17 of
the periodic table. Radionuclide halogens include both vapor and aerosol (particle) forms.

health effects: Impacts on populations exposed to releases of radioactive material. Health effects often used
as metrics include early fatalities, latent cancer fatalities, and individual risk of both measures. Dose or
effective dose can also sometimes be used as metrics, although neither one is strictly a health effect.

higher-order closure models: An approximation to turbulence that retains prognostic equations for mean
variables (e.g., potential temperature and wind), as well as for some of the higher-order statistics including
variance (e.g., turbulence Kinetic energy or temperature variance) or covariance (e.g., kinematic fluxes, such
as for heat and momentum).

interdiction: Temporary denial of the use of land or buildings for some time following contamination by
radioactive material released from a facility. It also is associated with the collection of contaminated food
prior to ingestion by the general public.

ionizing radiation: Subatomic particles or electromagnetic waves that are energetic enough to detach
electrons from atoms or molecules and producing radiation capable of causing damage to cells.

isotope: One of possible several forms of an atom of an element having different numbers of neutrons.
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keyhole evacuation: Evacuation in a 360-degree circle for a specific distance and in the downwind direction
in which plume is expected to travel.

land use: Parameters used to determine the doses to the public consuming food and residing in areas where
radioactive materials have deposited.

latent cancer fatalities: Deaths from cancer that were caused by chronic effects of radiation exposure; latent
cancer fatalities may occur years after the exposure.

Latin hypercube sampling (LHS): A method of stratified sampling developed to generate a distribution of
plausible collections of parameter values from a multi-dimensional distribution. The sampling method is
often applied in uncertainty analysis to obtain a representative sample.

Level 1 (L1) analysis: Identification and quantification of the sequence of events leading to the onset of core damage.
Level 2 (L2) analysis: Evaluation of containment/confinement response to severe accident challenges and
guantification of the mechanisms, amounts, and probabilities of subsequent radioactive material releases to
the environment.

Level 1/2: A shorthand reference used in this Standard to refer to the Level 1 and Level 2 analyses, including
analyses where Level 1 and Level 2 analyses are developed in a combined manner (e.g., gas cooled reactors)
or equivalent analyses for other facilities (e.g., fuel cycle facility, other non-reactor nuclear facilities) that
provide a source term and frequency.

Level 1/2/3: A shorthand reference used in this Standard to refer to the Level 1, Level 2, and Level 3
analyses.

Level 3 (L3) analysis: Estimation of the consequences of the release to the environment from radioactive
materials, as identified in the Level 1/2 analyses.

light detection and ranging (LIDAR): An optical remote sensing technology that measures properties of
scattered light to find range and/or other information of a distant target.

linear non-threshold (theory) (LNT): A dose-response model that assumes induction of cancer proportional
to dose, no matter how small the dose.

may: Used to state an option to be implemented at the user’s discretion.

Monin-Obukhov similarity: A relationship describing the vertical behavior of non-dimensional mean flow
and turbulence properties within the atmospheric surface layer (the lowest 10% or so of the atmospheric
planetary boundary layer).

Monte Carlo method: A statistical method for random, unbiased, sampling of a parameter.

neurovascular symptoms: Effects arising from the impact of ionizing radiation on the nerves and the blood
vessels in the body.

Pasquill-Gifford: A technique to type turbulence into discrete atmospheric dispersion categories.

plant: A general term used to refer to a nuclear power facility (e.g., “plant” could be used to refer to a single
unit or multi-unit site).

plume: An amount of material continually released over a period of time.

point estimate: Estimate of a parameter in the form of a single number.
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population dose: The total dose summed over the population exposed to the radiological release expressed in
person-rem or person-Sievert.

puff: An amount of material released over a short, almost instantaneous, period of time.

probabilistic risk assessment (PRA): A qualitative and quantitative assessment of the risk associated with
plant operation and maintenance that is measured in terms of frequency of occurrence of risk metrics, such as
core damage or a radioactive material release and its effects on the health of the public [also referred to as a
probabilistic safety assessment (PSA)].

PRA maintenance: The update of the PRA models to reflect plant changes, such as modifications, procedure
changes, new population data, or plant performance (data).

PRA upgrade: The incorporation into a PRA model of a new methodology or changes in scope or capability
that impact the Level 3 analysis metrics. This could include items such as new source terms, new methods or
parameters impacting atmospheric dispersion, etc.

probit: Probability unit function, defined as the inverse cumulative distribution function.

protective actions: Actions taken by the public to mitigate the impacts of radiological releases.

QHO risk metric: Quantitative health objectives of NRC’s Safety Goal Policy Statement that define goals for the
average individual risk of early fatality and latent cancer fatality arising from accidents at nuclear power plants.

radiation absorbed dose (rad): A unit of measure of radiation dose (in common units).

radionuclide: A radioactive isotope.

radiation: The energy in the form of particles or waves emitted from an atom as it decays.

release category: A group of accident progression sequences that would generate a similar source term to the
environment. Similarity in this context depends on the level of fidelity of the analysis and the number of
release categories used to span the entire spectrum of possibilities. Similarity is generally measured in terms
of the overall (cumulative) release of activity to the environment, the timing of the release, and (in certain
applications) other physical characteristics of the source term.

Richardson number: A dimensionless number that expresses the ratio of potential to kinetic energy.

risk: Probability and consequences of an event as expressed by the “risk triplet,” which is the answer to the following
three questions: (1) What can go wrong? (2) How likely is it? (3) What are the consequences if it occurs?

roentgen equivalent man (rem): Unit of measure of biological effect of radiation exposure.
sampling: A method of choosing a representative number or amount from a larger number or amount.

segmented plume model: A model in which the plume is separated into segments downwind that enable
spatial and temporal changes in trajectory and dispersion.

severe accident: An accident that involves extensive core damage and fission product release into the reactor
vessel and containment with potential release to the environment.

shadow evacuation: Voluntary evacuation by individuals outside the recommended evacuation zone, early or
spontaneously.

shall: Used to state a mandatory requirement.
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