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Following approval by the ASME/ANS RA-S Committee and ASME, and after public review,
ASME/ANS RA-5b-2013 was approved by the American National Standards Institute on
July 1, 2013.

Addenda to the 2008 edition of ASME/ANS RA-S are issued in the form of replacement pages.
Revisions, additions, and deletions are incorporated directly into the affected pages. It is advisable,
however, that this page, the Addenda title and copyright pages, and all replaced pages be retained
for reference.

SUMMARY OF CHANGES

This is the second Addenda to be published to ASME/ANS RA-5-2008. This Standard has been
revised in its entirety.

Replace or insert the pages listed. Changes given below are identified on the pages by a margin
designator, (b), placed next to the affected area.

Page Location Change

iii, iii.1 Contents Updated to reflect Addenda
iv Foreword Revised

\4 Preparation on Technical ASME address updated

Inquiries to the
Committee on Nuclear
Risk Management

vi—vii.l Roster Updated
viii Preface Deleted
1 Part 1 (1) Sections 1-1, 1-2, 1-6, and 1-7, and

Nonmandatory Appendix 1-A revised
(2) Paragraph 1-4.2 corrected by errata
(3) Last two paragraphs of paras. 1-1.3.3
and 1-3.6.2 inserted by errata

45 Part 2 Section 2-1 title, Sections 2-2 and 2-4, and
para. 2-3.2 revised

123 Part 3 Revised in its entirety

143 Part 4 Sections 4-1, 4-2, and 4-4, and paras. 4-3.2
and 4-3.3 revised

228 Part 5 Revised in its entirety

273 Part 6 Revised in its entirety

287 Part 7 Part 7 title, Section 7-1 title, and Sections
7-2 and 7-3 revised

301 Part 8 Section 8-1 title and Sections 8-2 and 8-3
revised

316 Part 9 Revised in its entirety

330 Part 10 Paragraph 10-1.3 and Sections 10-2, 10-3,

and 10-4 revised

SPECIAL NOTE:

The Interpretations to ASME/ANS RA-S, Volume 3, are included in this addenda beginning with
page I-7 for the user’s convenience.
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®) FOREWORD

The ASME Board on Nuclear Codes and Standards (BNCS) and American Nuclear Society
(ANS) Standards Board mutually agreed in 2004 to form a Nuclear Risk Management Coordinating
Committee (NRMCC), in which the following additional organizations participate: Brookhaven
National Laboratory (BNL), Boiling Water Reactor Owners Group (BWROG), Electric Power
Research Institute (EPRI), Institute of Electrical and Electronics Engineers (IEEE), National Aero-
nautics and Space Administration (NASA), Nuclear Energy Institute (NEI), Pressurized Water
Reactor Owners Group (PWROG), U.S. Department of Energy (DoE), and U.S. Nuclear Regulatory
Commission (USNRC). This committee was chartered to coordinate and harmonize standards
activities related to probabilistic risk assessment (PRA) for nuclear power plants and other nuclear
installations among all interested standards development organizations and other interested
parties. Implementing a proposal by NRMCC, ASME and ANS formed a Joint Committee on
Nuclear Risk Management (JCNRM) to develop and maintain PRA standards. The JCNRM oper-
ates under procedures accredited by the American National Standards Institute (ANSI) as meeting
the criteria of consensus procedures for American National Standards.

In 2002, ASME issued an initial PRA standard whose scope was Level 1 and large early release
frequency (LERF) for internal events at-power for light-water-reactor (LWR) nuclear power plants.
In 2003 and 2007, the ANS issued two other PRA standards, whose scopes were external hazards
and internal fires at-power for LWR nuclear power plants. In 2008, the three standards were
combined into one standard, ASME/ANS RA-5-2008, under the joint auspices of ASME and
ANS. A revision, ASME/ANS RA-Sa-2009 [Addenda (a)], was issued in 2009. The JCNRM came
into existence after Addenda (a) was issued. This Addenda, ASME/ANS RA-Sb-2013 [Addenda
(b)], is a second revision; it supersedes all previous revisions. JCNRM is responsible for ensuring
that this Standard is maintained and revised, as necessary. This responsibility includes appropriate
coordination with and linkage to other standards under development for related risk-informed
applications.

Users of this Standard are invited to provide feedback to improve its usefulness for inclusion
in the next edition of this Standard, which is currently under development and planned to be
issued in 2015. The JCNRM holds two formal meetings per year and users are invited to participate.
Additional information about the JCNRM can be found on its Committee Page at
http:// cstools.asme.org/.
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PREPARATION OF TECHNICAL INQUIRIES TO
THE COMMITTEE ON NUCLEAR RISK MANAGEMENT

INTRODUCTION

The ASME Committee on Nuclear Risk Management
will consider written requests for interpretations and
revisions to risk management standards and develop-
ment of new requirements as dictated by technological
development. The Committee’s activities in this latter
regard are limited strictly to interpretations of the
requirements, or to the consideration of revisions to the
requirements on the basis of new data or technology.
As amatter of published policy, ASME does not approve,
certify, rate, or endorse any item, construction, proprie-
tary device, or activity, and accordingly, inquiries requir-
ing such consideration will be returned. Moreover,
ASME does not act as a consultant on specific engi-
neering problems or on the general application or under-
standing of the Standard requirements. If, based on the
inquiry information submitted, it is the opinion of the
Committee that the inquirer should seek assistance, the
inquiry will be returned with the recommendation that
such assistance be obtained. All inquiries that do not
provide the information needed for the Committee’s full
understanding will be returned.

INQUIRY FORMAT

Inquiries shall be limited strictly to interpretations of
the requirements, or to the consideration of revisions to
the present requirements on the basis of new data or
technology. Inquiries shall be submitted in the following
format:

(a) Scope. The inquiry shall involve a single require-
ment or closely related requirements. An inquiry letter
concerning unrelated subjects will be returned.

Full document details: ASME ANS RA-Sb-2013

(b) Background. State the purpose of the inquiry,
which would be either to obtain an interpretation of the
Standard requirement or to propose consideration of a
revision to the present requirements. Provide concisely
the information needed for the Committee’s under-
standing of the inquiry (with sketches as necessary),
being sure to include references to the applicable stan-
dard edition, addenda, part, appendix, paragraph, fig-
ure, or table.

(c) Inquiry Structure. The inquiry shall be stated in a
condensed and precise question format, omitting super-
fluous background information, and, where appro-
priate, composed in such a way that "yes" or "no"
(perhaps with provisos) would be an acceptable reply.
This inquiry statement should be technically and editori-
ally correct.

(d) Proposed Reply. State what it is believed that the
Standard requires. If, in the inquirer’s opinion, a revision
to the Standard is needed, recommended wording shall
be provided.

(e) The inquiry shall be submitted in typewritten
form; however, legible, handwritten inquiries will be
considered.

(f) Theinquiry shall include name, telephone number,
and mailing address of the inquirer.

(g) The inquiry shall be submitted to the following
address:

Secretary, Committee on Nuclear Risk
Management

The American Society of Mechanical Engineers

Two Park Avenue

New York, NY 10016-5990

(b)
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ASME/ANS RA-Sb-2013

PART 1
GENERAL REQUIREMENTS FOR
A LEVEL 1 PRA, INCLUDING
LARGE EARLY RELEASE
FREQUENCY

Section 1-1
Introduction

1-1.1 OBJECTIVE

This Standard sets forth the requirements for probabi-
listic risk assessments (PRAs) used to support risk-
informed decisions for commercial light water reactor
nuclear power plants and prescribes a method for
applying these requirements for specific applications.

1-1.2 SCOPE AND APPLICABILITY

This Standard establishes requirements for a Level 1
PRA of internal and external hazards for all plant
operating modes (low power and shutdown modes will
be included at a future date). In addition, this Standard
establishes requirements for a limited Level 2 PRA suffi-
cient to evaluate large early release frequency (LERF).
The only hazards explicitly excluded from the scope
are accidents resulting from purposeful human-induced
security threats (e.g., sabotage, terrorism). This Standard
applies to PRAs used to support applications of risk-
informed decision-making related to design, licensing,
procurement, construction, operation, and maintenance.
These requirements are written for operating power
plants. They may be used for plants under design or
construction, for advanced LWRs, or for other reactor
designs, but revised or additional requirements may be
needed.

1-1.2.1 Treatment of Hazard Groups

This version of the PRA Standard provides specific
requirements for the following hazard groups:

Full document details: ASME ANS RA-Sb-2013

(a) Internal Events (Part 2)

(b) Internal Floods (Part 3)

(c¢) Internal Fires (Part 4)

(d) Seismic Events (Part 5)

(e) High Winds (Part 7)

(f) External Floods (Part 8)

(g) Other Hazards (Part 9)

In addition to providing technical requirements for
PRAs of other hazards, this Standard provides require-
ments for screening and conservative analyses of exter-
nal hazards (Part 6), and technical requirements for
seismic margin analysis (Part 10).

Many of the technical requirements in Part 2 are fun-
damental requirements for performing a PRA for any
hazard group, and are therefore relevant to Parts 3
through 9 of this Standard. They are incorporated by
reference in those requirements that address the devel-
opment of the plant response to the damage states cre-
ated by the hazard groups addressed in Parts 3
through 9. Their specific allocation to Part 2 is partially
an historical artifact of the way this PRA Standard was
developed, with the at-power internal-events (including
internal floods) requirements being developed first, and
those of the remaining hazard groups being developed
later. However, it is also a reflection of the fact that a
fundamental understanding of the plant response to a
reasonably complete set of initiating events (as defined
in 1-2.2) provides the foundation for modeling the
impact of various hazards on the plant. Hence, even

@

Documents

Document Sharing Hub


http://www.avadocuments.com/doc/asme-ans-ra-sb-2013
http://www.avadocuments.com/doc/asme-ans-ra-sb-2013

ASME/ANS RA-Sb-2013

though Part 2 is given a title associated with the internal-
events hazard group it is understood that the require-
ments in this Part are applicable to all the hazard groups
within the scope of the PRA.

1-1.2.2 Hazards and Initiating Events

In using this Standard, it is necessary to understand
the relationship between hazard, hazard event, hazard
group, and initiating event, which are defined in 1-2.2.
“Hazard group” refers to a collection of hazards that
are assessed in the PRA using a common approach,
methods, and data, while a “hazard” is the specific phe-
nomenon that puts the plant at risk. A hazard group
may consist of a single hazard (e.g., internal fires or
seismic events) such that the hazard group and hazard
are synonymous,’' or multiple hazards [e.g., an internal-
events hazard group, which includes transients and loss
of coolant accident (LOCA) hazards; or a high-wind
hazard group, which includes hurricane, tornado, and
straight-wind hazards]. In this context, the hazard is the
phenomenon; the [hazard] event? is an occurrence of the
phenomenon that can result in a plant trip and, in many
cases, other damage. The initiating event is the specific
plant perturbation that challenges plant control and
safety systems.

In general, there is a range of hazard events associated
with any given hazard, and, for analysis purposes, the
range can be divided into bins characterized by their
severity. Hazard events of different severity can result
in different initiating events.

Consider the internal-events hazard group, since this
group provides the fundamental understanding of plant
response. As noted above, this hazard group includes
several hazards, such as transients and LOCAs, which
can be considered as generic types of hazards.

For transients, different transient events, such as reac-
tor trip and loss of feedwater, can be identified in terms
of the different demands they place on critical safety
functions; these demands characterize the events’
severity.

For LOCAs, the specific LOCA events are the large
LOCA, medium LOCA, small LOCA, etc. The small
LOCA leading to plant trip on low pressure or low level
is the specific initiating event for the small LOCA event.

Because the internal-events hazard group serves as
the fundamental basis for the plant model, the terms

1 If every individual hazard was analyzed using a different
approach, method, or data, then there would be no rationale to
have hazard groups. However, grouping hazards that are analyzed
by using the same approach, methods, and data allows them to
be analyzed in an integrated fashion and to meet each SR in a
similar manner.

2 “Hazard” is placed in brackets here since the term “hazard
event” is generally not used. In practice, the word “hazard” would
be replaced with the designation of the specific hazard. For exam-
ple, one would generally refer to a transient event, internal flood
event, seismic event, etc., to denote the specific hazards that are
addressed in the PRA model.

“[hazard] events” and “initiating events” are synony-
mous, and this structure forms the primary consider-
ation for the remaining hazard groups.

For the remaining hazard groups, the terms “[hazard]
event” and “initiating event” are not synonymous.
Rather, a [hazard] event is identified as the cause of an
initiating event by virtue of the effect it has on the plant.
The assessment of the effect on the plant defines the
reason for the plant trip as well as any additional failures,
and provides the starting point for the analysis of the
plant response. Therefore, in keeping with the definition
of initiating event, for the occurrence of a given hazard
event, the initiating event (or events, as more than one
outcome may be possible) is (are) a perturbation to the
steady-state operation of the plant that challenges plant
control and safety systems whose failure could poten-
tially lead to core damage. For example, consider the
earthquake hazard group, which involves only one haz-
ard, i.e., earthquakes are the hazard and also the hazard
group. This hazard (earthquakes) can be defined in
terms of a range of seismic events (e.g., 0.1g, 0.3g, 0.5¢g,
>0.75g) and their associated spectral shapes and time
histories.

(a) A manual scram may be an initiating event for
the 0.1g earthquake.

(b) A loss of offsite power (LOOP) is often assumed
as the initiating event for the 0.3g and 0.5g earthquakes.

(c) A LOCA may be the initiating event for very large
(>0.75g) earthquakes.

These assessments would be made based on an assess-
ment of their impact on the plant. For example, fora 0.1g
seismic event, the likelihood of any physical damage
resulting in an automatic trip is small; for 0.3g and 0.5g
seismic events, the most likely effect may be damage to
the switchyard or the transmission system; and for a
>0.75g seismic event, in addition to a LOOP, there may
be a significant likelihood of failure of vessel or piping
anchorage. A [hazard] event can be associated with mul-
tiple initiating events (each with a conditional probabil-
ity of occurrence), so that a 0.3g seismic event might
resultin a manual scram, a LOOP, a LOCA, or a combina-
tion of a LOOP and a LOCA, each with an associated
conditional probability, which, when combined with the
[hazard] event frequency, provides the corresponding
initiating-event frequency.

It is even possible that a [hazard] event would not
result in an initiating event (i.e., there would be no per-
turbation of the plant operation). For example, a plant
may automatically trip (initiating event), may be manu-
ally tripped (initiating event), or may continue (no ini-
tiating event) to operate through a hurricane event.
These examples highlight why the distinction between
“[hazard] event” and “initiating event” is important and
must be maintained.
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1-1.3 STRUCTURE FOR PRA REQUIREMENTS
1-1.3.1 PRA Elements

The technical requirements for the PRA model are
organized by their respective PRA technical elements.
The PRA elements define the scope of the analysis for
each Part of the Standard. This Standard specifies techni-
cal requirements for the PRA elements listed in
Table 1-1.3-1.

1-1.3.2 High-Level Requirements

A set of objectives and HLRs is provided for each
PRA Element in the Technical Requirements section of
each respective Part of this Standard. The HLRs set forth
the minimum requirements for a technically acceptable
baseline PRA, independent of an application. The HLRs
are defined in general terms and present the top level
logic for the derivation of more detailed SRs. The HLRs
reflect not only the diversity of approaches that have
been used to develop the existing PRAs, but also the
need to accommodate future technological innovations.

1-1.3.3 Supporting Requirements

A set of SRs is provided for each HLR (that is provided
for each PRA Element) in the Technical Requirements
section of each respective Part of this Standard.

This Standard is intended for a wide range of applica-
tions that require a corresponding range of PRA capabili-
ties. Applications vary with respect to which risk metrics
are employed, which decision criteria are used, the
extent of reliance on the PRA results in supporting a
decision, and the degree of resolution required for the
factors that determine the risk significance of the subject
of the decision. In developing the different portions of
the PRA model, it is recognized that not every item, for
example, system model, will be or need be developed
to the same level of detail, same degree of plant-
specificity, or the same degree of realism.

Although the range of capabilities required for each
portion of the PRA to support an application falls on a
continuum, three levels are defined and labeled either
Capability Category I, II, or III, so that requirements
can be developed and presented in a manageable way.
Table 1-1.3-2 describes, for three principal attributes of
PRA, the bases for defining the Capability Categories.
This table was used to develop the SRs for each HLR.

The intent of the delineation of the Capability Catego-
ries within the SRs is generally that the degree of scope
and level of detail, the degree of plant-specificity, and the
degree of realism increases from Capability Category I to
Capability Category III. However, the Capability
Categories are not based on the level of conservatism
(i.e., tendency to overestimate risk due to simplifications
in the PRA) in a particular aspect of the analysis. The
level of conservatism may decrease as the Capability
Category increases and more detail and more realism
are introduced into the analysis. However, this is not

true for all requirements and should not be assumed.
Specific examples where a lower Capability Category
may be less conservative are those requirements associ-
ated with the treatment of spurious operations in fire
PRA. As the Capability Category increases, the depth of
the analysis required also increases. Hence, for a system
train that is analyzed with less spurious operation con-
siderations such as in Capability Category I, increasing
the depth of the analysis in this case for Capability
Categories II and III will identify additional spurious
operations that will increase risk and thus the lower
Capability Category will yield a lower (less conserva-
tive) estimated risk. Realism, however, does increase
with increasing a Capability Category.

The boundaries between these Capability Categories
can only be defined in a general sense. When a compari-
son is made between the capabilities of any given PRA
and the SRs of this Standard, it is expected that the
capabilities of a PRA’s elements or portions of the PRA
within each of the elements will not necessarily all fall
within the same Capability Category, but rather will
be distributed among all three Capability Categories.
(There may be PRA elements, or portions of the PRA
within the elements that fail to meet the SRs for any of
these Capability Categories.) While all portions of the
PRA need not have the same capability, the PRA model
should be coherent. The SRs have been written so that,
within a Capability Category, the interfaces between
portions of the PRA are coherent (e.g., requirements for
event trees are consistent with the definition of
initiating-event groups).

When a specific application is undertaken, judgment
is needed to determine which Capability Category is
needed for each portion of the PRA, and hence which
SRs apply to the applications.

For each Capability Category, the SRs define the mini-
mum requirements necessary to meet that Capability
Category. Some SRs apply to only one Capability
Category and some extend across two or three
Capability Category. When a SR spans multiple
Capability Categories, it applies equally to each
Capability Category. When necessary, the differentiation
between Capability Categories is made in other associ-
ated SRs. The interpretation of a SR that spans multiple
Capability Categories is stated in Table 1-1.3-3.

It is intended that, by meeting all the SRs under a
given HLR, a PRA will meet that HLR. The Technical
Requirements section of each respective Part of this
Standard also specifies the required documentation to
facilitate PRA applications, upgrades, and peer review.

The SRs specify what to do rather than how to do it,
and, in that sense, specific methods for satisfying the
requirements are not prescribed. Nevertheless, certain
established methods were contemplated during the
development of these requirements. Alternative meth-
ods and approaches for meeting the requirements of this
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Table 1-1.3-1 PRA Elements Addressed by Standard
Hazard Type Hazard Group PRA Elements

Internal Hazards Internal Events Initiating-Events Analysis (IE)
Accident Sequence Analysis (AS)
Success Criteria (SC)
Systems Analysis (SY)
Human Reliability Analysis (HR)
Data Analysis (DA)
Quantification (QU)
LERF Analysis (LE)

Internal Floods Internal Flood Plant Partitioning (IFPP)
Internal Flood Source Identification and Characterization
(IFS0)
Internal Flood Scenarios (IFSN)
Internal Flood-Induced Events (IFEV)
Internal Flood Accident Sequences and Quantification (IFQU)

Internal Fires Plant Boundary Definition and Partitioning (PP)
Fire PRA Equipment Selection (ES)
Fire PRA Cable Selection (CS)
Qualitative Screening (QLS)
Fire PRA Plant Response Model (PRM)
Fire Scenario Selection and Analysis (FSS)
Fire Ignition Frequency (IGN)
Quantitative Screening (QNS)
Circuit Failure Analysis (CF)
Postfire Human Reliability Analysis (HRA)
Fire Risk Quantification (FQ)
Seismic/Fire Interactions (SF)
Uncertainty and Sensitivity Analyses (UNC)

External Hazards Seismic Events Probabilistic Seismic Hazard Analysis (SHA)
Seismic Fragility Analysis (SFR)
Seismic Plant Response Analysis (SPR)

High Winds High-Wind Hazard Analysis (WHA)
High-Wind Fragility Analysis (WFR)
High-Wind Plant Response Analysis (WPR)

External Floods External Flood Hazard Analysis (XFHA)
External Flood Fragility Analysis (XFFR)
External Flood Plant Response Analysis (XFPR)

Other Hazards See Note (1) “X” Hazard Analysis (XHA)
(internal or external) “X” Hazard Fragility Analysis (XFR)
“X” Hazard Plant Response Analysis (XPR)

NOTE:

(1) For any other hazard group “X,” the approach for performing a PRA for the hazard group shall meet Requirements HLR-XHA, HLR-XFR,
and HLR-XPR in Part 9. Each hazard for which a unique approach is developed shall constitute its own hazard group. Hazards that
share a common approach, methods, and data shall be treated as a single hazard group. Examples of such hazard groups include bio-
logical events and external fires.
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Table 1-1.3-3

Interpretation of Supporting Requirements

SR Spans

Peer Review Finding

Interpretation of the Supporting Requirement

All Three Capability
Categories (I/11/111)

Meets SR

Does not meet SR

Single Capability Category Meets individual SR

(1, 11, or 1)

Does not meet any SR

Lower Two Capability Meets SR for CC I/Il
Categories (I/11)

Meets SR for CC IlI

Does not meet SR

Upper Two Capability Meets SR for CC II/1lI
Categories (11/111)

Meets SR for CC |

Does not meet SR

Capable of supporting applications in all
Capability Categories
Does not meet minimum standard

Capable of supporting applications requiring
that Capability Category or lower
Does not meet minimum standard

Capable of supporting applications requiring
Capability Category | or Il

Capable of supporting applications in all
Capability Categories

Does not meet minimum standard

Capable of supporting applications in all
Capability Categories

Capable of supporting applications requiring
Capability Category |

Does not meet minimum standard

Standard may be used if they provide results that are
equivalent or superior to the methods usually used and
they meet the HLRs and SRs presented in this Standard.
The use of any particular method for meeting an SR
shall be documented and shall be subject to review by
the peer review process described in Section 1-6. All
Notes and Commentaries, which follow many SRs, are
nonmandatory.

1-1.4 RISK ASSESSMENT APPLICATION PROCESS

The use of a PRA and the Capability Categories that
are needed for each part of the PRA and for each of the
PRA Elements will differ among applications.
Section 1-3 describes the activities to determine whether
a PRA has the capability to support a specific application
of risk-informed decision making. Three different PRA
Capability Categories were described in 1-1.3. PRA capa-
bilities are evaluated for applicable parts of a PRA and
each associated SR, rather than by specifying a
Capability Category for the whole PRA. Therefore, only
those parts of the PRA required to support the applica-
tion in question need the Capability Category appro-
priate for that application. For a given application,
supplementary analyses may be used in place of, or to
augment, those aspects of a PRA that do not fully meet
the requirements in the Technical Requirements section
of each respective Part of this Standard. Requirements
for supplementary analysis are outside the scope of this
Standard.

1-1.5 PRA CONFIGURATION CONTROL

Section 1-5 provides requirements for configuration
control of a PRA (i.e.,, maintaining and upgrading a
plant-specific PRA) such that the PRA reflects the as-
built, as-operated facility to a degree sufficient to sup-
port the application for which it is used.

1-1.6 PEER REVIEW REQUIREMENTS

Section 1-6 provides the general requirements for a
peer review to determine if the PRA methodology and its
implementation meet the requirements of the Technical
Requirements section of each respective Part of this
Standard. Scope-specific requirements are contained in
the Peer Review Section of the respective Parts of this
Standard.

1-1.7 ADDRESSING MULTIPLE HAZARD GROUPS

The technical requirements to determine the technical
adequacy of a PRA for different hazard groups to sup-
port applications are presented in Parts 2 through 10.
The approaches to modeling the plant damage resulting
from different hazard groups vary in terms of the degree
of realism and the level of detail achievable by the state
of the art. For example, there are uncertainties that are
unique to the modeling of the different hazards and
their effect on the plant, and the assumptions made
in dealing with these uncertainties can lead to varying
degrees of conservatism in the estimates of risk. Further-
more, because the analyses can be resource intensive, it
is normal to use screening approaches to limit the num-
ber of detailed scenarios to be evaluated and the number
of mitigating systems credited while still achieving an
acceptable evaluation of risk. These screening
approaches are unique to each hazard group.

For many applications, it is necessary to consider the
combined impact on risk from those hazard groups for
which it cannot be demonstrated that the impact on the
decision being made is insignificant. This can be done
by using a single model that combines the PRA models
for the different hazard groups, or by combining the
results from separate models. In either case, when com-
bining the results from the different hazard groups, it
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is essential to account for the differences in levels of
conservatism and levels of detail so that the conclusions
drawn from the results are not overly biased or distorted.
To support this objective, the Standard is structured so
that requirements for the analysis of the PRA results,
including identification of significant contributors, iden-
tification and characterization of sources of uncertainty,
and identification of assumptions are included in each
Part separately.

In some cases, the requirements for developing a PRA
model in Parts 3 through 10 refer back to the require-
ments of Part 2. The requirements of Part 2 should be
applied to the extent needed given the context of the
modeling of each hazard group. In each Part, many of
the requirements that differentiate between Capability
Categories, either directly, or by incorporating the
requirements of Part 2, do so on the basis of the treatment
of significant contributors and significant accident
sequences/cutsets for the hazard group being
addressed. Because, as discussed above, there are differ-
ences in the way the PRA models for each specific hazard
group are developed, the requirements are best treated
as being self-contained for each hazard group separately
when determining significant contributors and signifi-
cant accident sequences/cutsets. In other words, these
are identified with respect to the CDF and LERF for
each hazard group separately. While there is a need in
some applications to assess the significance with respect
to the total CDF or LEREF, this assessment has to be
done with a full understanding of the differences in
conservatism and level of detail introduced by the mod-
eling approaches for the different hazard groups, as well
as within each hazard group.

To determine the Capability Category at which the
SRs have been met, it is necessary to have a definition
of the term “significant.” Consequently, the term “signif-
icant” is used in various definitions in this Standard and
is thereby explicitly incorporated into specific support-
ing requirements (SRs). Generally, the philosophy used

in Capability Category II ensures a higher level of real-
ism for significant contributors. This manifests itself in
SRs related to the scope of plant-specific data, detailed
HRA (versus screening values), CCF treatment, docu-
mentation, and others.

The only consequence of not meeting the Standard
definition of significant for a specific SR is that the PRA
would not meet Capability Category II for that SR. Thus,
in the context of an application, if a hazard group is a
small contributor, it should be acceptable to meet
Capability Category I by using screening HEPs, not
using plant-specific data for equipment reliability, etc.
The applicable portion of the PRA will simply be consid-
ered as meeting Capability Category I for that specific
SR for that hazard group.

Additionally, from a practical standpoint, PRA models
are generally developed on a hazard group basis (i.e.,
a fire PRA, a seismic PRA, a high wind PRA, etc.). While
they may be integrated into a single model with multiple
hazards, the development is done on a hazard group
basis. In Capability Category II, this Standard strives to
ensure that the more significant contributors to each
hazard group are understood and treated with an equiv-
alent level of resolution, plant specificity, and realism,
so as to not skew the results for that hazard group. The
definitions also acknowledge that there may be cases
where the proposed quantitative definition is inappro-
priate (e.g., the hazard group risk is very low or
bounding methods are used).

To summarize, the definitions that use the term “sig-
nificant” simply help to define how much realism is
necessary to meet Capability Category II of some SRs.
They are NOT intended to be definitions of what is
significant in a particular application. Indeed, in the
context of a specific application, they may be either too
loose or too restrictive, depending on what is being
evaluated. In the context of this Standard, the decisions
on applying these definitions and/or defining what is
significant to a decision would be addressed in the Risk
Assessment Application Process (see Section 1-3).
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Section 1-2
Acronyms and Definitions

The following definitions are provided to ensure a
uniform understanding of acronyms and terms as they
are specifically used in this Standard.

1-2.1 ACRONYMS

AC: alternating current

ACRS: Advisory Committee for Reactor Safeguards
ADS: automatic depressurization system

ANS: American Nuclear Society

AOPs: abnormal operating procedures

AOT: allowed outage time

ARI: alternate rod insertion

ASEP: accident sequence evaluation program
ATWS: anticipated transient without scram
BWR: boiling water reactor

CCDP: conditional core damage probability
CCF: common cause failure(s)

CCW: component cooling water

CDF: core damage frequency

CDFM: conservative deterministic failure margin
CEUS: central and eastern U.S.

CLERP: conditional large early release probability
DBE: design-basis earthquake

DC: direct current

DOE: US. Department of Energy

DW: drywell

ECCS: emergency core cooling system

EDG: emergency diesel generator

EOPs: emergency operating procedures

EPRI: Electric Power Research Institute

FHA: fire hazards analysis (or assessment)

FIVE: fire-induced vulnerability evaluation
FSAR: Final Safety Analysis Report

GIP: generic implementation procedure

HCLPF: high confidence of low probability of failure
HELB: high energy line break

HEP: human error probability

HFE: human failure event

HLR: High Level Requirement

HPCI: high pressure coolant injection

HRA: human reliability analysis

HVAC: heating, ventilation, and air conditioning
1&C: instrumentation and control

IE: initiating event

IPE: individual plant examination

IPEEE: individual plant examination of external events
ISLOCA: interfacing systems loss of coolant accident
LCO: limiting condition of operation

LERF: large early release frequency

LLNL: Lawrence Livermore National Laboratory
LOCA: loss of coolant accident

LOORP: loss of offsite power (also referred to as “LOSP”)
LWR: light water reactor

MCR: main control room

MMI: modified Mercalli intensity

MOV: motor operated valve

NEI: Nuclear Energy Institute

NFPA: National Fire Protection Association

NPP: nuclear power plant

NPSH: net positive suction head

NRC: Nuclear Regulatory Commission

NSSS: nuclear steam supply system

OBE: operating-basis earthquake

P&IDs: piping and instrumentation drawings (or dia-
grams)

PCS: power conversion system

PDS: plant damage state

PGA: peak ground acceleration

PMEF: probable maximum flood

PORV: power (or pilot) operated relief valve
PRA: probabilistic risk assessment

PSHA: probabilistic seismic hazard analysis
PWR: pressurized water reactor

QA: quality assurance
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RALI request for additional information
RCIC: reactor core isolation cooling

RCP: reactor coolant pump

RCS: reactor coolant system

RES: Office of Nuclear Regulatory Research (of the NRC)
RG: regulatory guide (an NRC issued communication)
RLE: review level earthquake

RPT: reactor pump trip

RPV: reactor pressure vessel

RRS: required response spectrum

RWST: refueling water storage tank

SAR: safety analysis report

SBO: station blackout

SDP: significance determination process
SEL: seismic equipment list

SFPE: Society of Fire Protection Engineers
SGTR: steam generator tube rupture
SLCS: standby liquid control system

SM: safety margin

SMA: seismic margin assessment

SME: seismic margin earthquake

SORV: stuck open relief valve

SQRT: seismic qualification review team
SR: Supporting Requirements

SRA: senior reactor analyst

SRP: standard review plan

SRT: seismic review team

SSA: safe shutdown analysis

SSCs: structures, systems, and components
SSE: safe shutdown earthquake

SSEL: safe shutdown equipment list
SSHAC: Senior Seismic Hazard Analysis Committee
SSI: soil-structure interaction

SW: service water

THERP: Technique for Human Error Rate Prediction (see
NUREG/CR-1278 [1-1])

TS: Technical Specifications

UHS: uniform hazard response spectrum

1-2.2 DEFINITIONS

accident class: a grouping of severe accidents with similar
characteristics (such as accidents initiated by a transient
with a loss of decay heat removal, loss of coolant acci-
dents, station blackout accidents, and containment
bypass accidents).
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accident sequence: a representation in terms of an initiat-
ing event followed by a sequence of failures or successes
of events (such as system, function, or operator perform-
ance) that can lead to undesired consequences, with a
specified end state (e.g., core damage or large early
release).

accident sequence analysis: the process to determine the
combinations of initiating events, safety functions, and
system failures and successes that may lead to core dam-
age or large early release.

accident sequence, significant: see significant accident
sequernce.

adversely affect: in the context of fire PRA, to impact,
via fire, plant equipment items and cables leading to
equipment or circuit failure (including spurious opera-
tion of devices).

aleatory uncertainty: the uncertainty inherent in a nonde-
terministic (stochastic, random) phenomenon. Aleatory
uncertainty is reflected by modeling the phenomenon
in terms of a probabilistic model. In principle, aleatory
uncertainty cannot be reduced by the accumulation of
more data or additional information. (Aleatory uncer-
tainty is sometimes called “randomness.”)

as-built, as-operated: a conceptual term that reflects the
degree to which the PRA matches the current plant
design, plant procedures, and plant performance data,
relative to a specific point in time.

NOTE: At the design certification stage, the plant is neither built
nor operated. For these situations, the intent of the PRA model is
to reflect the “as-designed, as-to-be-built, and as-to-be-operated”
plant.

assumption: a decision or judgment that is made in the
development of the PRA model. An assumption is either
related to a source of model uncertainty or is related to
scope or level of detail. An assumption related to a
model uncertainty is made with the knowledge that
a different reasonable alternative assumption exists. A
reasonable alternative assumption is one that has broad
acceptance within the technical community and for
which the technical basis for consideration is at least
as sound as that of the assumption being made. An
assumption related to scope or level of detail is one that
is made for modeling convenience. An assumption is
labeled “key” when it may influence (i.e., have the poten-
tial to change) the decision being made. Therefore, a key
assumption is identified in the context of an application.

at-power: those plant operating states characterized by
the reactor being critical and producing power, with
automatic actuation of critical safety systems not
blocked and with essential support systems aligned in
their normal power operation configuration.

availability: the complement of unavailability.

basic event: an event in a fault tree model that requires
no further development, because the appropriate limit
of resolution has been reached.
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bounding analysis: analysis that uses assumptions such
that the assessed outcome will meet or exceed the maxi-
mum severity of all credible outcomes.

cable: referring solely to “electric cables,” a construction
comprising one or more insulated electrical conductors
(generally copper or aluminum). A cable may or may not
have other physical features such as an outer protective
jacket, a protective armor (e.g., spiral wound or braided),
shield wraps, and/or an uninsulated ground conductor
or drain wire. Cables are used to connect points in a
common electrical circuit and may be used to transmit
power, control signals, indications, or instrument
signals.

cable failure mode: the behavior of an electrical cable upon
fire-induced failure that may include intracable shorting,
intercable shorting, and/or shorts between a conductor
and an external ground. (See also hot short.)

circuit failure mode: the manner in which a conductor
fault is manifested in the circuit. Circuit failure modes
include loss of motive power, loss of control, loss of or
false indication, open circuit conditions (e.g., a blown
fuse or open circuit protective device), and spurious
operation.

common cause failure (CCF): a failure of two or more
components during a short period of time as a result of
a single shared cause.

community distribution: for any specific expert judgment,
the distribution of expert judgments of the entire rele-
vant (informed) technical community of experts knowl-
edgeable about the given issue.

component: an item in a nuclear power plant, such as a
vessel, pump, valve, or circuit breaker.

composite variability: the composite variability includes
the aleatory (randomness) uncertainty (8g) and the epi-
stemic (modeling and data) uncertainty (8). The loga-
rithmic standard deviation of composite variability, 8.,
is expressed as (B2 + B>

concurrent hot short: the occurrence of two or more hot
shorts such that the shorts overlap in time (e.g., a second
hot short occurs before a prior hot short has self-miti-
gated or has been mitigated by an operator action).

containment bypass: a direct or indirect flow path that
may allow the release of radioactive material directly to
the environment bypassing the containment.

containment challenge: severe accident conditions (e.g.,
plant thermal hydraulic conditions or phenomena) that
may result in compromising containment integrity.
These conditions or phenomena can be compared with
containment capability to determine whether a contain-
ment failure mode results.

containment failure: loss of integrity of the containment
pressure boundary from a core damage accident that
results in unacceptable leakage of radio nuclides to the
environment.
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containment failure mode: the manner in which a contain-
ment radionuclide release pathway is created. It encom-
passes both those structural failures of containment
induced by containment challenges when they exceed
containment capability and the failure modes of contain-
ment induced by human failure events, isolation failures,
or bypass events such as ISLOCA.

containment performance: a measure of the response of a
nuclear plant containment to severe accident conditions.

core damage: uncovery and heatup of the reactor core to
the point at which prolonged oxidation and severe fuel
damage are anticipated and involving enough of the
core, if released, to result in offsite public health effects.

core damage frequency (CDF): expected number of core
damage events per unit of time.

damage criteria: those characteristics of the fire-induced
environmental effects that will be taken as indicative of
the fire-induced failure of a damage target or set of
damage targets.

damage target: see target.

damage threshold: the values corresponding to the damage
criteria that will be taken as indicative of the onset of
fire-induced failure of a damage target or set of damage
targets.

deaggregation: determination of the functional contribu-
tion of each magnitude-distance pair to the total seismic
hazard. To accomplish this, a set of magnitude and dis-
tance bins are selected, and the annual frequency of
exceeding selected ground motion parameters from each
magnitude-distance pair is computed and divided by
the total probability.

demonstrably conservative analysis: analysis that uses
assumptions such that the assessed outcome will be
conservative relative to the expected outcome.

dependency: requirement external to an item and upon
which its function depends and is associated with
dependent events that are determined by, influenced by,
or correlated to other events or occurrences.

design-basis earthquake (DBE): a commonly employed
term for the safe shutdown earthquake (SSE), defined
separately below.

design-basis hazard event: a particular hazard event having
the characteristics of the hazard severity and type that
are specified in the plant design basis, and against which
the plant is designed. If no specific characteristics are
specified in the plant design basis for a specific hazard,
then there is no design-basis hazard event for that haz-
ard. Examples include wind speed (for high winds and
tornadoes); peak ground acceleration, spectral shape,
and time history (for seismic); and maximum rate and
duration of precipitation (for rainfall or snowfall).

distribution system: piping, raceway, duct, or tubing that
carries or conducts fluids, electricity, or signals from one
point to another.
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electrical overcurrent protective device: an active or passive
device designed to prevent current flow from exceeding
a predetermined level by breaking the circuit when the
predetermined level is exceeded (e.g., fuse or circuit
breaker).

end state: the set of conditions at the end of an accident
sequence that characterizes the impact of the sequence
on the plant or the environment. In most PRAs, end
states typically include success states (i.e., those states
with negligible impact), plant damage states for Level 1
sequences, and release categories for LERF sequences.
epistemic uncertainty: the uncertainty attributable to
incomplete knowledge about a phenomenon that affects
our ability to model it. Epistemic uncertainty is reflected
in ranges of values for parameters, a range of viable
models, the level of model detail, multiple expert inter-
pretations, and statistical confidence. In principle, epi-
stemic uncertainty can be reduced by the accumulation
of additional information. (Epistemic uncertainty is
sometimes also called “modeling uncertainty.”)

equipment: a term used to broadly cover the various
components in a nuclear power plant. Equipment
includes electrical and mechanical components (e.g.,
pumps, control and power switches, integrated circuit
components, valves, motors, fans, etc.), and instrumen-
tation and indication components (e.g., status indicator
lights, meters, strip chart recorders, sensors, etc.). Equip-
ment, as used in this Standard, excludes electrical cables.
equipment qualification: the generation and maintenance
of data and documentation to demonstrate that equip-
ment is capable of operating under the conditions of a
qualification test, or test and analysis.

essential low-ruggedness relays: electromechanical relays
on circuits of equipment that are modeled in the PRA
accident sequences and for which relay malfunction
causes an undesirable system actuation or termination.

evaluator expert: an expert who is capable of evaluating
the relative credibility of multiple alternative hypothe-
ses, and who is expected to evaluate all potential hypoth-
eses and bases of inputs from proponents and resource
experts, to provide both evaluator input and other
experts’ representation of the community distribution.

event tree: a logic diagram that begins with an initiating
event or condition and progresses through a series of
branches that represent expected system or operator per-
formance that either succeeds or fails and arrives at
either a successful or failed end state.

event tree top event: the conditions (i.e., system behavior
or operability, human actions, or phenomenological
events) that are considered at each branch point in an
event tree.

expert elicitation: a formal, highly structured, and docu-
mented process whereby expert judgments, usually of
multiple experts, are obtained.

expert judgment: information provided by a technical
expert, in the expert’s area of expertise, based on opinion,
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or on an interpretation based on reasoning that includes
evaluations of theories, models, or experiments.

exposed structural steel: structural steel elements that are
not protected by a passive fire barrier feature (e.g., fire-
retardant coating) with a minimum fire-resistance rating
of 1 hr.

external event: an event originating outside a nuclear
power plant that directly or indirectly causes an initiat-
ing event and may cause safety system failures or opera-
tor errors that may lead to core damage or large early
release. Events such as earthquakes, tornadoes, and
floods from sources outside the plant and fires from
sources inside or outside the plant are considered exter-
nal events. (See also internal event.) By historical conven-
tion, LOOP not caused by another external event is
considered to be an internal event.

extremely rare event: one that would not be expected to
occur even once throughout the world nuclear industry
over many years (e.g., <1E-6/reactor-yr).
facilitator/integrator: a single entity (individual, team,
company, etc.) who is responsible for aggregating the
judgments and community distributions of a panel of
experts to develop the composite distribution of the
informed technical community (herein called “the com-
munity distribution”).

failure mechanism: any of the processes that results in
failure modes, including chemical, electrical, mechani-
cal, physical, thermal, and human error.

failure mode: a specific functional manifestation of a fail-
ure (i.e., the means by which an observer can determine
that a failure has occurred) by precluding the successful
operation of a piece of equipment, a component, or a
system (e.g., fails to start, fails to run, leaks).

NOTE: In the context of fire PRA, spurious operation is also consid-
ered a failure mode above and beyond failures that preclude suc-
cessful operation.

failure modes and effects analysis (FMEA): a process for
identifying failure modes of specific components and
evaluating their effects on other components, subsys-
tems, and systems.

failure probability: the likelihood that an SSC will fail to
operate upon demand or fail to operate for a specific
mission time.

failure rate: expected number of failures per unit time,
evaluated, for example, by the ratio of the number of
failures in a population of components to the total time
observed for that population.

fault tree: a deductive logic diagram that depicts how a
particular undesired event can occur as a logical combi-
nation of other undesired events.

figure of merit: the quantitative value, obtained from a
PRA analysis, used to evaluate the results of an applica-
tion (e.g., CDF or LERF).

fire analysis tool: as used in this Standard, “fire analysis
tool” is broadly defined as any method used to estimate
or calculate one or more physical fire effects (e.g.,
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temperature, heat flux, time to failure of a damage target,
rate of flame spread over a fuel package, heat release
rate for a burning material, smoke density, etc.) based
on a predefined set of input parameter values as defined
by the fire scenario being analyzed. Fire analysis tools
include, but are not limited to, computerized compart-
ment fire models, closed-form analytical formulations,
empirical correlations such as those provided in a hand-
book, and lookup tables that relate input parameters to
a predicted output.

fire area: a portion of a building or plant that is separated
from other areas by rated fire barriers adequate for the
fire hazard (RG 1.189 [1-2]). (Note that a rated fire barrier
is a fire-barrier with a fire-resistance rating.)

fire barrier: a continuous vertical or horizontal construc-
tion assembly designed and constructed to limit the
spread of heat and fire and to restrict the movement of
smoke (NFPA 805 [1-3]).

fire compartment:*a subdivision of a building or plant
that is a well-defined enclosed room, not necessarily
bounded by rated fire barriers. A fire compartment gen-
erally falls within a fire area and is bounded by noncom-
bustible barriers where heat and products of combustion
from a fire within the enclosure will be substantially
confined. Boundaries of a fire compartment may have
open equipment hatches, stairways, doorways, or
unsealed penetrations. This is a term defined specifically
for fire risk analysis and maps plant fire areas and/or
zones, defined by the plant and based on fire protection
systems design and/or operations considerations, into
compartments defined by fire damage potential. For
example, the control room or certain areas within the
turbine building may be defined as a fire compartment
(This definition is derived from EPRI TR-1011989—
NUREG/CR-6850 [1-4]). In this Standard, “physical
analysis unit” is used to represent all subdivisions of a
plant for fire PRA. Physical analysis units include fire
compartments.

fire-induced initiating event: that initiating event assigned
to occur in the FPRA plant response model for a given
fire scenario (adapted from EPRI TR-1011989-
NUREG/CR-6850 [1-4]).

fire modeling: as used in this Standard, “fire modeling”
refers to the process of exercising a fire analysis tool
including the specification and verification of input
parameter values, performance of any required support-
ing calculations, actual application of the fire analysis
tool itself, and the interpretation of the fire analysis tool
outputs and results.

3 It is noted that the term “fire compartment” is used in other
contexts, such as general fire protection engineering, and that the
term’s meaning as used here may differ from that implied in an
alternate context. However, the term also has a long history of use
in fire PRA and is used in this Standard based on that history of
common fire PRA practice.
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fire protection program: the integrated effort involving
equipment, procedures, and personnel used in carrying
out all activities of fire protection. It includes system
and facility design, fire prevention, fire detection,
annunciation, confinement, suppression, administrative
controls, fire brigade organization, inspection and
maintenance, training, quality assurance, and testing
(RG 1.189 [1-2]).

fire-resistance rating: the time, in minutes or hours, that
materials or assemblies have withstood a fire exposure
as established in accordance with an approved test pro-
cedure appropriate for the structure, building material,
or component under consideration (NFPA 805 [1-3]).

fire scenario: a set of elements that describes a fire event.
The elements usually include a physical analysis unit,
a source fire location and characteristics, detection and
suppression features to be considered, damage targets,
and intervening combustibles.

fire scenario selection: the process of defining a fire sce-
nario to be analyzed in the fire PRA that will represent
the behavior and consequences of fires involving one or
more fire ignition sources. Fire scenario selection
includes the identification of a fire ignition source (or
set of fire ignition sources); secondary combustibles and
fire spread paths; fire damage targets, detection and
suppression systems and features to be credited; and
other factors that will influence the extent and timing
of fire damage.

fire suppression system: generally refers to permanently
installed fire protection systems provided for the express
purpose of suppressing fires. Fire suppression systems
may be either automatically or manually actuated. How-
ever, once activated, the system should perform its
design function with little or no manual intervention.

fire wrap: a localized protective covering designed to
protect cables, cable raceways, or other equipment from
fire-induced damage. Fire wraps generally provide pro-
tection against thermal damage.

flood area: an area within a plant that is defined for the
purpose of performing an internal-flooding PRA. Flood
areas are normally defined in terms of one or more of
the following: building types; location within a building;
and the physical barriers that delay, restrict, or prevent
the propagation of floods to adjacent areas.

flood-induced accident sequence: an accident sequence that
includes a flood-induced initiating event and the poten-
tial for undesired consequences, with a specified end
state, e.g., core damage.

flood-induced failure mechanism: the failure mechanism of
an SSC induced by a flood. Possible SSC failure mecha-
nisms include shorting out of electrical connections,

4 DELETED.
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blockage of air intakes, and structural damage from
flood loads.

flood-induced initiating event: an initiating event that is
caused by a flood either directly (e.g., loss of system
function caused by diversion of flow associated with
the flood) or indirectly (e.g., an exigent plant shutdown
caused by the loss of function of one or more flood-
damaged SSCs).

flood propagation path: a physical pathway that would
allow the progression of a flood and associated flood
damage within and among different flood areas.

flood rate: the flow rate of water or steam across the
breach or opening in the pressure boundary of the flood
source during the flood event. Depending on the context,
the flood rate may be a time-dependent rate, a maximum
rate, or an average rate over the duration of the flood.

flood scenario: a description of an event that results in a
flood-induced initiating event. The factors considered
in the definition of a flood scenario include flood area;
flood source; flood rate; flood propagation path; impact
on plant SSCs; human actions considered in flood initia-
tion, mitigation, and termination; and means of detec-
tion (sensors, alarms, indications, etc.).

flood source: an inventory of water or steam normally
contained within a system, tank, component, reservoir,
river, lake, or ocean that provides the potential for flood-
ing-induced failure of SSCs in the event the flood source
container or pressure or retention boundary is breached.

flood termination: as used in the definitions of flood sce-
nario and flood volume, the cessation of the flood rate
by isolation of the flood source or exhaustion of the
flood source inventory.

flood volume: the total flood volume of water released
from the source from flood initiation to termination or
to a specific point in time during a flood scenario; unless
specified as the localized volume in specific flood areas
for scenarios that involve multiple flood areas, flood
volume is normally used to calculate the nominal flood
height, which is associated with the submergence failure
cause. Water-spray volumes are generally different from
flood volumes, but spray water may accumulate and
contribute to flood volumes.

fractile hazard curves: a set of hazard curves used to reflect
the uncertainties associated with estimated hazard. A
common family of hazard curves used in describing the
results of a probabilistic seismic hazard analysis (PSHA)
consists of curves of fractiles of the probability distribu-
tions of estimated seismic hazard as a function of the
level of ground motion parameter.

fragility: fragility of an SSC is the conditional probability
of its failure at a given hazard input level. The input
could be earthquake motion, wind speed, or flood level.
The fragility model used in seismic PRA is known as a
double lognormal model with three parameters, which
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are the median acceleration capacity, the logarithmic
standard deviation of the aleatory (randomness) uncer-
tainty in capacity, and the logarithmic standard devia-
tion of the epistemic (modeling and data) uncertainty
in the median capacity.

front-line system: a system (safety or nonsafety) that is
capable of directly performing one of the accident miti-
gating functions (e.g., core or containment cooling, cool-
ant makeup, reactivity control, or reactor vessel pressure
control) modeled in the PRA.

Fussell-Vesely (FV) importance measure: for a specified
basic event, Fussell-Vesely importance is the fractional
contribution to the total of a selected figure of merit for
all accident sequences containing that basic event. For
PRA quantification methods that include nonminimal
cutsets and success probabilities, the Fussell-Vesely
importance measure is calculated by determining the
fractional reduction in the total figure of merit brought
about by setting the probability of the basic event to zero.

ground acceleration: acceleration at the ground surface
produced by seismic waves, typically expressed in units
of g, the acceleration of gravity at the Earth’s surface.

harsh environment: an abnormal environment (e.g., high
or low temperature, humidity, corrosive conditions)
expected as a result of postulated accident conditions
appropriate for the design basis or beyond design basis
accidents.

hazard: an event or a natural phenomenon that poses
some risk to a facility. Internal hazards include events
such as equipment failures, human failures, and flooding
and fires internal to the plant. External hazards include
events such as flooding and fires external to the plant,
tornadoes, earthquakes, and aircraft crashes.

hazard analysis: the process to determine an estimate
of the expected frequency of exceedance (over some
specified time interval) of various levels of some charac-
teristic measure of the intensity of a hazard (e.g., peak
ground acceleration to characterize ground shaking
from an earthquake). The time period of interest is typi-
cally 1 yr, in which case the estimate is called the annual
frequency of exceedance.

[hazard] event: an event brought about by the occurrence
of the specified hazard. A hazard event is described in
terms of the specific levels of severity of impact that a
hazard can have on the plant. For example, an internal
flood event would be expressed in terms of the specific
flood source and its local impact, such as the resulting
water levels in affected plant areas or the extent of the
area subjected to spray; a seismic event would be
expressed in terms of spectral acceleration and associ-
ated spectral shape; a transient event would be
expressed in terms of the plant systems affected by the
event.
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hazard group: a group of similar hazards that are assessed
in a PRA using a common approach, methods, and likeli-
hood data for characterizing the effect on the plant.
Typical hazard groups considered in a nuclear power
plant PRA include internal events, internal floods, seis-
mic events, internal fires, high winds, external flood-
ing, etc.

HCLPF capacity: refers to the High Confidence of Low
Probability of Failure capacity, which is a measure of
seismic margin. In seismic PRA, this is defined as the
earthquake motion level at which there is a high (95%)
confidence of a low (at most 5%) probability of failure.
Using the lognormal fragility model, the HCLPF capac-
ity is expressed as A,, exp[-1.658r + Bu)]l. When the
logarithmic standard deviation of composite variability
B is used, the HCLPF capacity could be approximated
as the ground motion level at which the composite prob-
ability of failure is at most 1%. In this case, HCLPF
capacity is expressed as A, exp[-2.334.]. In determinis-
tic SMAs, the HCLPF capacity is calculated using the
CDFM method.

high energy arcing fault: electrical arc that leads to a rapid
release of electrical energy in the form of heat, vaporized
copper, and mechanical force.

high energy line: a pipe or piping system component is
classified as high energy if it contains water or steam
at maximum operating temperature exceeding 200°F or
maximum operating pressure exceeding 275 psig.

high energy line break (HELB): a break or breach in a high
energy line.

high-hazard fire source: a fire source that can lead to fires
of a particularly severe and challenging nature. High-
hazard fire sources would include, but are not limited
to, the following: catastrophic failure of an oil-filled
transformer, an unconfined release of flammable or com-
bustible liquid, leaks from a pressurized system con-
taining flammable or combustible liquids, and
significant releases or leakage of hydrogen or other flam-
mable gases.

high winds: tornadoes, hurricanes (or cyclones or
typhoons as they are known outside the U.S.), extratropi-
cal (thunderstorm) winds, and other wind phenomena
depending on the site location.

hot short: individual conductors of the same or different
cables coming in contact with each other where at least
one of the conductors involved in the shorting is ener-
gized resulting in an impressed voltage or current on
the circuit being analyzed.

human error (HE): any human action that exceeds some
limit of acceptability, including inaction where required,
excluding malevolent behavior.

human error probability (HEP): a measure of the likelihood
that plant personnel will fail to initiate the correct,
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required, or specified action or response in a given situa-
tion, or by commission performs the wrong action. The
HEP is the probability of the human failure event.

human failure event (HFE): a basic event that represents
a failure or unavailability of a component, system, or
function that is caused by human inaction, or an inap-
propriate action.

human reliability analysis (HRA): a structured approach
used to identify potential human failure events and to
systematically estimate the probability of those events
using data, models, or expert judgment.

human response action: a postinitiator operator action,
following a cue or symptom of an event, taken to satisfy
the procedural requirements for control of a function or
system.

ignition frequency: frequency of fire occurrence generally
expressed as fire ignitions per reactor-year.

ignition source: piece of equipment or activity that causes
fire (RG 1.189 [1-2]).

initiating event: a perturbation to the steady-state opera-
tion of the plant that challenges plant control and safety
systems whose failure could potentially lead to core
damage. An initiating event is defined in terms of the
change in plant status that results in a condition requir-
ing a reactor trip (e.g., loss of main feedwater system,
small LOCA), or a manual trip prompted by conditions
other than those in the normal shutdown procedure
when the plant is at power. An initiating event may
result from human causes, equipment failure from
causes internal to the plant (e.g., hardware faults, floods,
or fires) or external to the plant (e.g., earthquakes or
high winds), or combinations thereof.

initiator: see initiating event.

integrator: a single entity (individual, team, company,
etc.) who is ultimately responsible for developing the
composite representation of the informed technical com-
munity (herein called “the community distribution”).
This sometimes involves informal methods such as
deriving information relevant to an issue from the open
literature or through informal discussions with experts,
and sometimes involves more formal methods.

intensity: a measure of the impact of a hazard.

intercable (as in “intercable conductor-to-conductor short cir-
cuit”): electrical interactions (shorting) between the con-
ductors of two (or more) separate electrical cables. (See
also intracable.)

interfacing systems LOCA (ISLOCA): a LOCA when a
breach occurs in a system that interfaces with the RCS,
where isolation between the breached system and the
RCS fails. An ISLOCA is usually characterized by the
overpressurization of a low-pressure system when sub-
jected to RCS pressure and can result in containment
bypass.
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internal event: a hazard group that encompasses events
that result from or involve mechanical, electrical, struc-
tural, or human failures from causes originating within
a nuclear power plant that directly or indirectly cause
an initiating event and may cause safety system failures
or operator errors that may lead to core damage. By
historical convention, loss of offsite power, which may
result from causes within or outside the plant, is consid-
ered an internal event (except when the loss is caused
by another evaluated hazard group). Also by historical
convention, internal flood and internal fire are separate
hazard groups and thus not considered internal events.

intracable (as in “intracable conductor-to-conductor short cir-
cuit”): electrical interactions (shorting) between the con-
ductors of one multiconductor electrical cable. (See also
intercable.)

key safety functions: the minimum set of safety functions
that must be maintained to prevent core damage and
large early release. These include reactivity control, reac-
tor pressure control, reactor coolant inventory control,
decay heat removal, and containment integrity in appro-
priate combinations to prevent core damage and large
early release.

large early release: the rapid, unmitigated release of air-
borne fission products from the containment to the envi-
ronment occurring before the effective implementation
of off-site emergency response and protective actions
such that there is a potential for early health effects.

large early release frequency (LERF): expected number of
large early releases per unit of time.

LERF analysis: evaluation of containment response to
severe accident challenges and quantification of the
mechanisms, amounts, and probabilities of subsequent
radioactive material releases from the containment.

level 1 analysis: identification and quantification of the
sequences of events leading to the onset of core damage.

licensee-controlled area: areas of the plant site that are
directly controlled by the nuclear power plant licensee.

low-ruggedness relays: electromechanical relays that may
chatter at low levels of earthquake excitation or on
impact, causing malfunction of electrical circuits.

master logic diagram: summary fault tree constructed to
guide the identification and grouping of initiating events
and their associated sequences to ensure completeness.

may: used to state an option to be implemented at the
user’s discretion.

mission time: the time period that a system or component
is required to operate in order to successfully perform
its function.

multicompartment fire scenario: a fire scenario involving
targets in a room or fire compartment other than, or in
addition to, the one where the fire was originated.
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multiple spurious operations: concurrent spurious opera-
tions of two or more equipment items.

mutually exclusive events: a set of events where the occur-
rence of any one precludes the simultaneous occurrence
of any remaining events in the set.

operating-basis earthquake (OBE): that earthquake for
which those features of the nuclear power plant neces-
sary for continued operation without undue risk to
health and safety are designed to remain functional. In
the past, the OBE was commonly chosen to be one-half
of the safe shutdown earthquake (SSE).

operating time: total time during which components or
systems are performing their designed function.

passive SSC: an SSC that performs one or more safety
functions either fully or partially via passive means (i.e.,
relying on natural physical processes such as natural
convection, thermal conduction, radiation, gravity, or
pressure differentials, or depending on the integrity of a
pressure boundary or structural component). Examples
include piping systems that are used to maintain an
inventory of fluid and deliver flow along a fluid path,
and structural supports for SSCs.

peak ground acceleration (PGA): maximum value of accel-
eration displayed on an accelerogram; the largest ground
acceleration produced by an earthquake at a site.

performance shaping factor (PSF): a factor that influences
human error probabilities as considered in a PRA’s
human reliability analysis and includes such items as
level of training, quality/availability of procedural guid-
ance, time available to perform an action, etc.

physical analysis units: the spatial subdivisions of the
plant upon which an internal flood or internal fire PRA
is based. The physical analysis units are generally
defined in terms of flood or fire areas and/or flood or
fire compartments under the plant partitioning technical
element.

plant: a general term used to refer to a nuclear power
facility (for example, “plant” could be used to refer to
a single unit or multiunit site).

plant damage state (PDS): group of accident sequence end
states that have similar characteristics with respect to
accident progression, and containment or engineered
safety feature operability.

plant response model: a logic model, including the event
trees and fault trees and the various SSC and human
failures, that is used to delineate and evaluate the CDF/
LERF accident sequences conditional on the occurrence
of a hazard event (or hazard group).

plant-specific data: data consisting of observed sample
data from the plant being analyzed.

point estimate: estimate of a parameter in the form of a
single number.
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post-initiator human failure events: human failure events
that represent the impact of human errors committed
during response to abnormal plant conditions.

PRA application: a documented analysis based in part or
whole on a plant-specific PRA that is used to assist in
decision making with regard to the design, licensing,
procurement, construction, operation, or maintenance
of a nuclear power plant.

PRA maintenance: the update of the PRA models to reflect
plant changes such as modifications, procedure changes,
or plant performance (data).

PRA upgrade: the incorporation into a PRA model of a
new methodology or significant changes in scope or
capability that impact the significant accident sequences
or the significant accident progression sequences. This
could include items such as new human error analysis
methodology, new data update methods, new
approaches to quantification or truncation, or new treat-
ment of common cause failure.

pre-initiator human failure events: human failure events
that represent the impact of human errors committed
during actions performed prior to the initiation of an
accident (e.g., during maintenance or the use of calibra-
tion procedures).

prior distribution (priors): in Bayesian analysis, the expres-
sion of an analyst’s prior belief about the value of a
parameter prior to obtaining sample data.

probabilistic risk assessment (PRA): a qualitative and quan-
titative assessment of the risk associated with plant oper-
ation and maintenance that is measured in terms of
frequency of occurrence of risk metrics, such as core
damage or a radioactive material release and its effects
on the health of the public [also referred to as a probabi-
listic safety assessment (PSA)].

probability of exceedance (as used in seismic hazard analysis):
the probability that a specified level of ground motion
for at least one earthquake will be exceeded at a site or
in a region during a specified exposure time.

probability of nonsuppression: probability of failing to sup-
press a fire before target damage occurs.

proponent expert: an expert who advocates a particular
hypothesis or technical position.

raceway: an enclosed channel of metal or nonmetallic
materials designed expressly for holding wires, cables,
or bus bars, with additional functions as permitted by
code. Raceways include, but are not limited to, rigid
metal conduit, rigid nonmetallic conduit, intermediate
metal conduit, liquid-tight flexible conduit, flexible
metallic tubing, flexible metal conduit, electrical nonme-
tallic tubing, electrical metallic tubing, underfloor race-
ways, cellular concrete floor raceways, cellular metal
floor raceways, surface raceways, wireways, and bus-
ways (RG 1.189 [1-2]).
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randommess (as used in seismic-fragility analysis): the vari-
ability in seismic capacity arising from the randomness
of the earthquake characteristics for the same accelera-
tion and to the structural response parameters that relate
to these characteristics.

rare event: one that might be expected to occur only a
few times throughout the world nuclear industry over
many years (e.g., <1E-4/reactor-yr).

reactor-operating-state-year: an equivalent calendar year
of operation in a particular plant operating state. See
Note (1) in Table 2-2.1-4.

reactor-year: a calendar year in the operating life of one
reactor, regardless of power level. See Note (1) in
Table 2-2.1-4.

recovery: restoration of a function lost as a result of a
failed SSC by overcoming or compensating for its failure.
Generally modeled by using HRA techniques.

reliability: the complement of unreliability.

repair: restoration of a failed SSC by correcting the cause
of failure and returning the failed SSC to its modeled
functionality. Generally modeled by using actuarial
data.

repair time: the period from identification of a component
failure until it is returned to service.

required time: the time needed by operators to success-
fully perform and complete a human action.

resource expert: a technical expert with knowledge of a
particular technical area of a PRA.

response: a reaction to a cue for action in initiating or
recovering a desired function.

response spectrum: a curve calculated from an earthquake
accelerogram that gives the value of peak response in
terms of acceleration, velocity, or displacement of a
damped linear oscillator (with a given damping ratio)
as a function of its period (or frequency).

review level earthquake (RLE): an earthquake larger than
the plant SSE and is chosen in seismic margin assessment
(SMA) for initial screening purposes. Typically, the RLE
is defined in terms of a ground motion spectrum.

NOTE: A majority of plants in the eastern and midwestern U.S.
have conducted SMA reviews for an RLE of 0.3g PGA anchored
to a median NUREG/CR-0098 spectrum [1-5].

risk: probability and consequences of an event, as
expressed by the “risk triplet” that is the answer to the
following three questions:

(1) What can go wrong?

(b) How likely is it?

(c) What are the consequences if it occurs?

risk achievement worth (RAW) importance measure: for a
specified basic event, risk achievement worth impor-
tance reflects the increase in a selected figure of merit
when an SSC is assumed to be unable to perform its
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function due to testing, maintenance, or failure. It is the
ratio or interval of the figure of merit, evaluated with
the SSC’s basic event probability set to one, to the base
case figure of merit.

risk-relevant consequences: the fire-induced failure of any
risk-relevant target, or the fire-induced creation of envi-
ronmental conditions that may complicate or preclude
credited postfire operator actions.

risk-relevant damage targets: any equipment item or cable
whose operation is credited in the fire PRA plant
response model or whose operation may be required to
support a credited postfire operator action.

risk-relevant ignition source: any ignition source consid-
ered in the fire PRA fire scenario definitions that could
cause a fire that might induce a plant initiating event
or adversely affect one or more damage targets.

risk significant equipment: equipment associated with a
significant basic event. (See also significant basic event.)

safe shutdown earthquake (SSE): that earthquake for which
certain SSCs are designed to remain functional. In the
past, the SSE has been commonly characterized by a
standardized spectral shape anchored to a PGA value.

safe shutdown equipment list (SSEL): the list of all SSCs
that require evaluation in the seismic-margins-calcula-
tion task of an SMA. Note that this list can be different
from the seismic equipment list (SEL) used in a seis-
mic PRA.

safe stable state: a plant condition, following an initiating
event, in which RCS conditions are controllable at or
near desired values.

safety function: function that must be performed to con-
trol the sources of energy in the plant and radiation
hazards.

safety systems: those systems that are designed to prevent
or mitigate a design-basis accident.

screening: a process that eliminates items from further
consideration based on their negligible contribution to
the probability of an accident or its consequences.

screening criteria: the values and conditions used to deter-
mine whether an item is a negligible contributor to the
probability of an accident sequence or its consequences.

secondary combustible: combustible or flammable materi-
als that are not a part of the fire ignition source that
may be ignited if there is fire spread beyond the fire
ignition source.

seismic equipment list (SEL): the list of all SSCs that require
evaluation in the seismic-fragilities task of a seismic
PRA. Note that this list can be different from the SSEL
used in an SMA.

seismic margin: seismic margin is expressed in terms of
the earthquake motion level that compromises plant
safety, specifically leading to severe core damage. The
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margin concept can also be extended to any particular
structure, function, system, equipment item, or compo-
nent for which “compromising safety” means sufficient
loss of safety function to contribute to core damage
either independently or in combination with other
failures.

seismic margin assessment (SMA): the process or activity
to estimate the seismic margin of the plant and to iden-
tify any seismic vulnerabilities in the plant. This is
described further in Part 10 and Nonmandatory
Appendix 10-A.

seismic source: a general term referring to both seismo-
genic sources and capable tectonic sources. A seismo-
genic source is a portion of the Earth assumed to have a
uniform earthquake potential (same expected maximum
earthquake and recurrence frequency), distinct from the
seismicity of the surrounding regions. A capable tectonic
source is a tectonic structure that can generate both
vibratory ground motion and tectonic surface deforma-
tion such as faulting or folding at or near the Earth’s
surface. In a probabilistic seismic hazard analysis
(PSHA), all seismic sources in the site region with a
potential to contribute to the frequency of ground
motions (i.e., the hazard) are considered.

seismic spatial interaction: an interaction that could cause
an equipment item to fail to perform its intended safety
function. It is the physical interaction of a structure,
pipe, distribution system, or other equipment item with
a nearby item of safety equipment caused by relative
motions from an earthquake. The interactions of con-
cern are

(a) proximity effects

(b) structural failure and falling

(c) flexibility of attached lines and cables

severe accident: an accident that involves extensive core
damage and fission product release into the reactor ves-
sel and containment, with potential release to the
environment.

severity factor: severity factor is the probability that fire
ignition would include certain specific conditions that
influence its rate of growth, level of energy emanated,
and duration (time to self-extinguishment) to levels at
which target damage is generated.

shall: used to state a mandatory requirement.
should: used to state a recommendation.

significant accident progression sequence: one of the set of
accident sequences contributing to large early release
frequency resulting from the analysis of a specific hazard
group that, when rank-ordered by decreasing frequency,
sum to a specified percentage of the large early release
frequency, or that individually contribute more than a
specified percentage of large early release frequency for
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that hazard group. For this version of the Standard,” the
summed percentage is 95% and the individual percent-
age is 1% of the applicable hazard group. (See Part 2
Requirements LE-C3, LE-C4, LE-E5, LE-C10, LE-C12,
LE-D1, LE-D4, LE-D5, LE-D7, and LE-E2.) For hazard
groups that are analyzed using methods and assump-
tions that can be demonstrated to be conservative or
bounding, alternative numerical criteria may be more
appropriate, and, if used, should be justified.

significant accident sequence: one of the set of accident
sequences resulting from the analysis of a specific hazard
group, defined at the functional or systematic level, that,
when rank-ordered by decreasing frequency, sum to a
specified percentage of the core damage frequency for
that hazard group, or that individually contribute more
than a specified percentage of core damage frequency.
For this version of the Standard,® the summed percent-
age is 95% and the individual percentage is 1% of the
applicable hazard group. (See Part 2 Requirements
IE-B3, HR-H1, QU-B2, QU-C1, QU-D1, QU-D5, and
QU-F2.) For hazard groups that are analyzed using
methods and assumptions that can be demonstrated
to be conservative or bounding, alternative numerical
criteria may be more appropriate, and, if used, should
be justified.
significant basic event: a basic event that contributes sig-
nificantly to the computed risks for a specific hazard
group. For internal events,” this includes any basic event
that has an FV importance greater than 0.005 or a RAW
importance greater than 2. (See Part 2 Requirements
DA-C13, DA-D1, DA-D3, DA-D5, DA-D8, HR-D2, and
HR-G1.) For hazard groups that are analyzed using
methods and assumptions that can be demonstrated
to be conservative or bounding, alternative numerical
criteria may be more appropriate, and, if used, should
be justified.
significant containment challenge: a containment challenge
that results in a containment failure mode that is repre-
sented in a significant accident progression sequence.
significant contributor: in the context of

(a) aninternal-events accident sequence/cutset, a sig-
nificant basic event or an initiating event that contributes
to a significant sequence

(b) accident sequences/cutsets for hazard groups
other than internal events, the following are also
included: the hazard source, hazard intensity, and haz-
ard damage scenario; for example, for fire PRA, fire
ignition source, physical analysis unit, or fire scenario
that contributes to a significant accident sequence would
also be included

(c) an accident progression sequence, a contributor
that is an essential characteristic (e.g., containment
failure mode, physical phenomena) of a significant

> Alternative criteria may be appropriate for specific applications.
In particular, an alternative definition of “significant” may be
appropriate for a given application where the results from PRA
models for different hazard groups need to be combined.
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accident progression sequence, and if not modeled
would lead to the omission of the sequence

significant cutset: one of the set of cutsets resulting from
the analysis of a specific hazard group that, when rank-
ordered by decreasing frequency, sum to a specified
percentage of the core damage frequency (or large early
release frequency) for that hazard group, or that individ-
ually contribute more than a specified percentage of core
damage frequency (or large early release frequency). For
this version of the Standard,’ the summed percentage
is 95% and the individual percentage is 1% of the appli-
cable hazard group. Cutset significance may be mea-
sured relative to overall CDF (or LERF) or relative to
an individual accident sequence CDF (or LERF) of the
applicable hazard group. (See Part 2 Requirements
QU-A2, QU-B2.) For hazard groups that are analyzed
using methods and assumptions that can be demon-
strated to be conservative or bounding, alternative
numerical criteria may be more appropriate, and, if used,
should be justified.

skill of the craft: that level of skill expected of the person-
nel performing the associated function.

source of model uncertainty: a source is related to an issue
in which there is no consensus approach or model and
where the choice of approach or model is known to have
an effect on the PRA model (e.g., introduction of a new
basic event, changes to basic event probabilities, change
in success criterion, introduction of a new initiating
event). A source of model uncertainty is labeled “key”
when it could impact the PRA results that are being
used in a decision, and consequently, may influence the
decision being made. Therefore, a key source of model
uncertainty is identified in the context of an application.
This impact would need to be significant enough that
it changes the degree to which the risk acceptance crite-
ria are met, and therefore, could potentially influence
the decision. For example, for an application for a licens-
ing base change using the acceptance criteria in
RG 1.174, a source of model uncertainty or related
assumption could be considered “key” if it results in
uncertainty regarding whether the result lies in Region
II or Region I, or if it results in uncertainty regarding
whether the result becomes close to the region boundary
or not.

spectral acceleration: spectral acceleration, in general,
given as a function of period or frequency and damping
ratio (typically 5%), is equal to the peak relative displace-
ment of a linear oscillator of frequency, f, attached to
the ground, times the quantity (2mf)>. It is expressed in
gravitational acceleration (g) or centimeters per second
squared (cm/ s%).

split fraction: a unitless quantity that represents the condi-
tional (on preceding events) probability of choosing one
direction rather than the other through a branch point
of an event tree.
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spurious operation: the undesired operation of equipment
resulting from a fire that could affect the capability to
achieve and maintain safe shutdown (RG 1.189 [1-2]).

state-of-knowledge correlation: the correlation that arises
between sample values when performing uncertainty
analysis for cutsets consisting of basic events using a
sampling approach (such as the Monte Carlo method);
when taken into account, this results, for each sample,
in the same value being used for all basic event probabili-
ties to which the same data applies.

station blackout: complete loss of alternating current (AC)
electric power to the essential and nonessential
switchgear buses in a nuclear power plant.

statistical model: a model in which a modeling parameter
or behavior is treated as a random variable with specified
statistical characteristics.

success criteria: criteria for establishing the minimum
number or combinations of systems or components
required to operate, or minimum levels of performance
per component during a specific period of time, to
ensure that the safety functions are satisfied.

success path: a set of systems and associated components
that can be used to bring the plant to a stable hot or
cold condition and maintain this condition for at least
72 hr.

support system: a system that provides a support function
(e.g., electric power, control power, or cooling) for one
or more other systems.

system failure: loss of the ability of a system to perform
a modeled function.

target: may refer to a fire damage target and/or to an
ignition target. A fire damage target is any item whose
function can be adversely affected by the modeled fire.
Typically, a fire damage target is a cable or equipment
item that belongs to the fire PRA cable or equipment
list and that is included in event trees and fault trees
for fire risk estimation. An ignition target would be any
flammable or combustible material to which fire might
spread (NUREG/CR-6850-EPRI TR-1011989 [1-4]).

target set: a group of damage targets that will be assumed
to suffer fire-induced damage based on the same damage
criteria and damage threshold in any given fire scenario.

NOTE: The collection of target sets associated with a fire scenario
often represents a subset of the damage targets present in the fire
compartment but may also encompass all risk-relevant damage
targets in a single physical analysis unit or a collection of damage
targets in multiple physical analysis units. This definition implies
that all members of any single target set will be assumed to fail
when the first member of the target set fails (i.e., “. . .damage based
on the same damage criteria and damage threshold”). Progressive
or time-dependent states of fire damage may be represented
through the definition of multiple target sets for a single fire sce-
nario (e.g., cables in raceways directly above a fire source versus
cables in raceways remote from the fire source). The level of detail
associated with target set definition will generally parallel the level
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of detail employed in fire scenario selection and analysis (e.g.,
screening level analysis versus detailed analysis).

time available: the time period from the presentation of
a cue for human action or equipment response to the
time of adverse consequences if no action is taken.

top event: undesired state of a system in the fault tree
model (e.g., the failure of the system to accomplish its
function) that is the starting point (at the top) of the
fault tree.

transient combustible: combustible materials that are not
fixed in place or an integral part of an operating system
or component (RG 1.189 [1-2]). (Note that the term “com-
ponent” as used in this definition is considered inter-
changeable with the terms “equipment” or “piece of
equipment” as those terms are used in this Standard.)

truncation limit: the numerical cutoff value of probability
or frequency below whose results are not retained in
the quantitative PRA model or used in subsequent calcu-
lations (such limits can apply to accident sequences/
cutsets, system level cutsets, and sequence/cutset data-
base retention).

unavailability: the probability thata system or component
is not capable of supporting its function including, but
not limited to, the time it is disabled for test or
maintenance.

uncertainty: a representation of the confidence in the
state of knowledge about the parameter values and
models used in constructing the PRA.

uncertainty analysis: the process of identifying and char-
acterizing the sources of uncertainty in the analysis, and
evaluating their impact on the PRA results and devel-
oping a quantitative measure to the extent practical.

uncertainty (as used in seismic-fragility analysis): the vari-
ability in the median seismic capacity arising from
imperfect knowledge about the models and model
parameters used to calculate the median capacity.

uniform hazard response spectrum (UHS): a plot of a ground
response parameter (for example, spectral acceleration
or spectral velocity) that has an equal likelihood of
exceedance at different frequencies.

unreliability: the probability that a system or component
will not perform its specified function under given con-
ditions upon demand or for a prescribed time.

verify: to determine that a particular action has been
performed in accordance with the requirements of this
Standard, either by witnessing the action or by
reviewing records.

walkdown: inspection of local areas in a nuclear power
plant where systems and components are physically
located to ensure accuracy of procedures and drawings,
equipment location, operating status, and environmen-
tal effects or system interaction effects on the equipment,
which could occur during accident conditions.
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Section 1-3
Risk Assessment Application Process

1-3.1 PURPOSE

This Section describes required activities to establish
the capability of a PRA to support a particular risk-
informed application. For this Section, the term “PRA”
(or “PRA model”) can refer to either an integrated model
that includes all relevant hazard groups or multiple PRA
models that address one or more hazard groups. For a
specific application, PRA capabilities are evaluated in
terms of Capability Categories for individual Support-
ing Requirements (SRs) rather than by specifying a single
Capability Category for the whole PRA. Depending on
the application, the required PRA capabilities may vary
over and within different Parts of this Standard. The
process is intended to be used with PRAs that have had
a peer review that meets the requirements of the Peer
Review Section of each respective Part of this Standard.

Figure 1-3-1 shows one logical ordering for the pro-
cess. However, although the specified activities are
required, their order of execution may vary. As shown
in the dashed-line boxes, there are five stages to the
process:

(a) Stage A. An application is defined in terms of the
structures, systems, and components (SSCs) and activi-
ties affected by the proposed change. For the particular
application, the portions of a PRA affected by the plant
change are determined (i.e., the relevant portions), and
the hazard group(s) needed to be addressed in the appli-
cation, the scope within the PRA related to the applica-
tion, and risk metrics needed to support the application
are identified. By using an understanding of the
cause-and-effect relationship between the application
and the portions of a PRA model that are particularly
sensitive to the proposed change, the relative impor-
tance of each portion of the PRA necessary to support
the application are determined. The SRs relevant to the
different portions of a PRA within the scope, across the
elements, and possibly within each element, may be
required to have different Capability Categories to sup-
port the application, and some portions of a PRA may
be irrelevant to the application.

(b) Stage B. The relevant portions of the PRA are
examined to determine whether the scope and level of
detail are sufficient for the application. If the relevant
portions of the PRA are found lacking in one or more
areas, they may be upgraded or supplemented by other
analyses (Stage E).

(c) Stage C. An evaluation is performed to determine
whether the capability requirements for the SRs from
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the Standard for each relevant portion of the PRA are
sufficient to support the application. If not, the SRs may
be augmented with supplementary requirements as
described in Stage E.

(d) Stage D. Each relevant portion of the PRA is com-
pared to the appropriate SRs in the Standard for the
Capability Category needed to support the application
as determined in Stage A. It is determined whether the
relevant portions of the PRA have adequate capability,
need upgrading to meet the appropriate set of SRs, or
need supplementary analyses as described in Stage E.

(e) Stage E. The relevant portions of the PRA, supple-
mented by additional analyses if necessary, are used to
support the application. This activity is outside the scope
of this Standard.

The scope of the activities in Fig. 1-3-1 determines
how to evaluate the role of the PRA in the application
and how to determine which Capability Categories are
needed for each portion of the PRA to support an appli-
cation. The criteria for judging the quality of any supple-
mentary analyses that are performed in lieu of
upgrading the PRA to meet a desired Capability
Category are outside the scope of this Standard. Accord-
ingly, to “meet this Standard” means that the portions
of the PRA used in the application meet the High Level
Requirements and SRs for a specified set of Capability
Categories. The determination of how the PRA is used
in the application and which Capability Categories are
appropriate for each application must be made on a
case-by-case basis.

IDENTIFICATION OF APPLICATION AND
DETERMINATION OF CAPABILITY
CATEGORIES (STAGE A)

1-3.2.1 Identification of Application

1-3.2

Define the application by

(a) evaluating the plant design or operational change
being assessed (Box 1 of Fig. 1-3-1)

(b) identifying the SSCs and plant activities affected
by the change including the cause-effect relationship
between the plant design or operational change and the
PRA model (Box 2 of Fig. 1-3-1)

(c) identifying the hazard groups, PRA model scope,
and PRA risk metrics that are needed to assess the
change (Box 3 of Fig. 1-3-1).

EPRI TR-105396 [1-6] and NUREG-0800 [1-7] provide
guidance for the above activities.
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Fig. 1-3-1 Application Process Flowchart
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operational change
being assessed.
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13 Use PRAto
support application.

14

For each hazard
group, characterize
risk contributors
and associated
uncertainties.

v

15 provide risk input
to decision maker.

Use supplementary
analyses and require-
ments to support
application.
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EXAMPLE:® A change in technical specifications (TS) is proposed
that redefines the requirements for an operable service water (SW)
system. This change removes the TS requirement for an allowed
outage time (AOT) from one of the three pumps in each SW loop.
In addition, the AOT for other selected combinations of inoperable
components is increased. The changes in TS and/or procedures
that are involved need to be identified in detail.

To assess the impact of the proposed change in the
TS, those SSCs, such as the SW system, affected by the
proposed change need to be identified. The plant SW
system has two redundant loops, each having two full
capacity SW pumps that use the ocean as the ultimate
heat sink, and a third SW pump that uses a cooling-
tower (CT) and the atmosphere as the heat sink. The
SW system is designed such that, in the event of a LOCA
concurrent with a loss of offsite power, a single SW pump
powered from its associated EDG will have sufficient
capacity to meet the heat load. The existing TS require
two operable SW loops with each loop having three
operable pumps. This requirement exceeds single failure
criteria since the second SW pump is required for neither
normal conditions nor the design basis accident, and
the CT SW pump provides the redundancy for the design
basis LOCA. The proposed change redefines an operable
SW loop as having one operable SW pump and one
operable CT SW pump, removes the AOT requirements
from two SW pumps, lengthens the AOT requirement
for SW pumps in the same loop to bring it into line with
the AOT for single SW train unavailability, and increases
the standby CT SW pump AOT based on its lower risk
importance.

The proposed change in the AOT impacts the core
damage frequency (CDF) by increasing the likelihood
that an SW pump would be unavailable due to planned
or unplanned maintenance. This change is evaluated by
considering the impact on system unavailability and on
the frequency of sequences involving unavailability of
a single train of SW.

1-3.2.2 Determination of Capability Categories

The Technical Requirements section of each respective
Part of this Standard sets forth SRs for three PRA Capa-
bility Categories whose attributes are described in 1-1.3.

For many of the SRs, the distinction between Capabil-
ity Categories is based on the treatment of significant
contributors. Definitions in this Standard containing the
word “significance” or “significant” are generally writ-
ten from the perspective of a specific hazard group. It
is important to recognize that, for applications whose
risk stems from more than one hazard group, these defi-
nitions should be generalized to apply to the sum of
risks from all contributing hazard groups.

“Significance” should also be treated differently for
those SRs, which refer to SRs in other hazard groups.

® The examples in this version of the Standard are focused primar-
ily on internal events. Additional examples will be added in a
future edition.

Full document details: ASME ANS RA-Sb-2013

23

For example, SR-HR-G1 in Part 2 is incorporated by
reference into the HRA requirements of Part 4. For an
application for which internal events and fire are rele-
vant, a Capability Category II for SR-HR-G1 in Section
2 would require by reference in Part 4 that the significant
HFEs be treated with a detailed assessment for each
hazard group, with significance being measured with
respect to the hazard groups individually. However, for
the purposes of the application, it would be sufficient
to measure significance with respect to the sum of the
risk metrics for the two hazard groups. In this case, the
intent of Capability Category II would have been met.

For the application, determine the relative importance
of each portion of the PRA for each hazard group needed
to support the application (Box 4 of Fig. 1-3-1). This
determination dictates which Capability Category is
needed for each SR for each portion of the PRA to sup-
port the application. To determine these capabilities, an
evaluation shall be performed of the application to
assess the role of the PRA in supporting that application
including determining the relative importance of SRs to
the application, identifying the portions of the hazard
group PRA relevant to the application, and for each
relevant portion, determining the Capability Category
for each SR needed to support the application. When
performing this evaluation, the following application
attributes shall be considered:

(a) role of the PRA in the application and extent of
reliance of the decision on the PRA results

(b) risk metrics to be used to support the application
and associated decision criteria

(c) the significance of the risk contribution from the
hazard group to the decision

(d) degree to which bounding or conservative meth-
ods for the PRA or in a given portion of the PRA would
lead to inappropriately influencing the decisions made
in the application, and approach(es) for accounting for
this in the decision-making process

(e) degree of accuracy and evaluation of uncertainties
and sensitivities required of the PRA results

(f) degree of confidence in the results that is required
to support the decision

(g) extent to which the decisions made in the applica-
tion will impact the plant design basis.

The Capability Categories and the bases for their
determination shall be documented.

EXAMPLE: Continuing with the SW pump AOT change example,
the proposed change is a risk-informed application to justify a
change to an operating license in accordance with Regulatory
Guides 1.174 and 1.177. If the plant has CDF and LERF of 2 X
10%/yr and 1 x 10°/yr, respectively, and it is expected that the
changes in CDF can be shown to be small, then the portions of
the PRA that are impacted by changes in SW pump unavailability
due to maintenance are determined to require PRA Capability
Category II, whereas the remaining portions of the PRA needed
to determine CDF are determined to only require PRA Capability
Category L. Hence the supporting requirements for initiating
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events, accident sequences, data parameters, system models,
human actions, and quantification process for those sequences
and cutsets impacted by the AOT changes are in PRA Capability
Category II, and the supporting requirements for the remaining
portions of the PRA needed to evaluate CDF are in Capability
Category I. The LERF is determined to be not needed for this
application based on a qualitative evaluation and hence does not
have to meet any of the Capability Categories.

EXAMPLE VARIATION: If the above example application was
being evaluated at a plant with core damage frequency that was
greater than 1 X 10™* or baseline LERF greater than 1 X 107, or
the changes in CDF or LERF were expected to be significant such
that the degree of confidence in the risk evaluation needed to be
much greater than with the previous example, it may be deter-
mined that those portions of the PRA impacting the change might
need to be upgraded. In addition, in this example, it might be
necessary to expand the application to include a determination of
LERF to confirm that the impacts on LERF are acceptable. This
need might mean expansion of the applicable SRs in the LERF
PRA element in comparison with the previous example.

1-3.3 ASSESSMENT OF PRA FOR NECESSARY
SCOPE, RESULTS, AND MODELS (STAGE B)

1-3.3.1 Necessary Scope and Risk Metrics

Determine if the PRA provides the results needed to
assess the plant or operational change (Box 5 of
Fig. 1-3-1). If some aspects of the PRA are insufficient
to assess the change, then upgrade them in accordance
with the SRs in the Technical Requirements section of
each respective Part of this Standard for its correspond-
ing Capability Category (Box 6a of Fig. 1-3-1), or gener-
ate supplementary analyses (see 1-3.6).

If it is determined that the PRA is sufficient, the bases
for this determination shall be documented. Any
upgrade of the PRA shall be done and documented in
accordance with Section 1-5.

EXAMPLE: The proposed change in the SW AOT has been deter-
mined to affect the SW unavailability during at-power operating
conditions. For the plant in question, the SW provides cooling to
the ECCS pumps, the diesel generators, the feedwater pumps, the
CCW system, and the radwaste system. Therefore, for internal
events, the scope of the internal initiating-events at-power analysis
element of the PRA must include

(a) LOCA initiators, since the change in SW unavailability will
affect ECCS pump cooling in the recirculation phase

(b) loss of offsite power initiators, since the SW change will
affect the diesel generators

(c) loss of feedwater initiators, since the feedwater pumps are
SW cooled

Although the SW cools the CCW system, there is enough thermal
inertia in the CCW system to allow it to function for several hours
after the loss of SW, thereby enabling the plant to be placed in a
safe stable state; a loss of CCW initiator would not be needed for
this application. Also, since the radwaste system does not play a
part in determining CDEF, it need not be considered in the PRA.
Any impact would be considered in Box 15 of Fig. 1-3.1-1, as
needed. It is determined that the changes in maintenance unavail-
ability are too small to consider impacts on the reliability of the
SW pumps that could impact a wider range of sequences, including
loss of service water initiating events and sequences with SW pump
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failures. These impacts are combined in the plant model to calculate
the change in CDFE. A determination is made that there are no
unique contributions to LERF for this plant, and hence the changes
in LERF are proportional to the changes in CDF. Since only the
ACDF is needed, only CDFs before and after the change in TS are
needed.

1-3.3.2 Modeling of SSCs and Activities

Determine if the SSCs or plant activities affected by
the plant design or operational change are modeled in
the PRA (Box 5 of Fig. 1-3-1). If the affected SSCs or
plant activities are not modeled, then either upgrade
the PRA to include the SSCs in accordance with the SRs
in the Technical Requirements section of each respective
Part of this Standard for their corresponding Capability
Category (Box 6a of Fig. 1-3-1), or generate supplemen-
tary analyses (see 1-3.6).

If it is determined that each portion of the PRA is

sufficient, the bases for this determination shall be docu-
mented. Any upgrade of the PRA shall be done and
documented in accordance with Section 1-5.
EXAMPLE: Continuing with the previous example, the SSCs and
plant activities related to the systems impacted by the proposed
change in the SW, and which contribute to the change in CDF (i.e.,
ECCS, DGs, Feedwater, and CCW), need to be modeled in the
PRA. For example, if the loss of feedwater initiator is modeled as
one global initiator, then either the PRA needs to be upgraded to
include the relationship between SW and Feedwater, or the effect
of SW on Feedwater must be resolved by using supplementary
analyses outside of this Standard.

1-3.3.3 Peer Review

The portions of a PRA that are needed for an applica-
tion shall have been reviewed pursuant to the require-
ments of the Peer Review Section of each respective Part
of this Standard.

1-3.4 DETERMINATION OF THE STANDARD’S
SCOPE AND LEVEL OF DETAIL (STAGE ()

Determine if the scope of coverage and level of detail
of the SRs stated in the Technical Requirements section
of each respective Part of this Standard, for the corres-
ponding Capability Categories determined in 1-3.2.2, are
sufficient to assess the application under consideration
(Box 8 of Fig. 1-3-1).

If it is determined that the Standard lacks specific
requirements, their relevance to the application shall be
assessed (Box 9 of Fig. 1-3-1). If the absent requirements
are not relevant, the requirements of the Standard are
sufficient for the application. The bases for determining
the sufficiency of this Standard shall be documented.
If the absent requirements are relevant, supplementary
requirements may be used (Box 7 of Fig. 1-3-1).

1-3.5 COMPARISON OF PRA MODEL TO
STANDARD (STAGE D)

Determine if each portion of the PRA satisfies the
SRs at the appropriate Capability CategoB needed to
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support the application (Box 10 of Fig. 1-3-1). The results
of the Peer Review may be used. If the PRA meets the
SRs necessary for the application, the PRA is acceptable
for the application being considered (Box 11 of
Fig. 1-3-1). The bases for this determination shall be
documented.

If the PRA does not satisfy a SR for the appropriate
Capability Category, then determine whether the reason
it is not being satisfied is relevant or significant (Box 12
of Fig. 1-3-1). Acceptable requirements for demonstra-
ting the relevance or significance include either of the
following:

(a) The reason for not meeting the SR at the appro-
priate Capability Category is not relevant if it is not
applicable or does not affect quantification relative to
the impact of the proposed application (for example, if
an SR related to the treatment of Human Reliability has
not been met because some of the HEPs for HFEs that
are significant in the base case have not been evaluated
using a detailed HRA method, but those particular HFEs
play no role in the results needed for the application,
then the failure to meet Capability Category II is not
relevant to the decision).

(b) The difference is not significant if the modeled
accident sequences accounting for at least 90% of CDF/
LEREF for the hazard group or hazard groups being eval-
uated, as applicable, are not affected by appropriate
sensitivity studies or bounding evaluations. These stud-
ies or evaluations should measure the aggregate impact
of the exceptions to the requirements in the Technical
Requirements section of each respective Part of this
Standard as applied to the application. The relevant haz-
ard groups may be evaluated separately or in a com-
bined fashion, as needed to determine the significance
of the difference for the application.

This determination will depend on the particular
application being considered and may involve determi-
nations made by an expert panel.

If the difference is neither relevant nor significant,
then the PRA is acceptable for the application. If the
difference is relevant or significant, then either upgrade
the PRA to address the corresponding SRs stated in the
Technical Requirements section of each respective Part
of this Standard (Box 6b of Fig. 1-3-1), or generate sup-
plementary analyses (see 1-3.6). Any upgrade of the
PRA shall be done and documented in accordance with
Section 1-5.

1-3.6 ASSESSING THE RISK IMPLICATIONS
(STAGE E)

1-3.6.1 Use of Supplementary Analyses

If the scope of either the PRA or the Standard is insuffi-
cient, supplementary analyses or requirements may be
used (Box 7 of Fig. 1-3-1). These supplementary analyses
will depend on the particular application being consid-
ered, but may involve deterministic methods such as
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bounding or screening analyses, and determinations
made by an expert panel. They shall be documented.

EXAMPLE OF SUPPLEMENTARY ANALYSIS: A change in test-
ing frequency is desired for MOVs judged to be of low safety
significance by using a risk-informed ranking method. Not all
MOVs or MOV failure modes of interest within the program are
represented in the PRA. Specifically, valves providing an isolation
function between the reactor vessel and low-pressure piping may
only be represented in the interfacing system LOCA initiator fre-
quency. The inadequate PRA model representation can be supple-
mented by categorizing the group of high/low pressure interface
MOVs in an appropriate LERF category. The categorization is based
on PRA insights that indicate failure of MOVs to isolate reactor
vessel pressure have the potential to lead to an LERF condition. This
example illustrates a process of addressing SSC model adequacy by
using general risk information to support the placement of MOVs
into the appropriate risk category.

Supplementary requirements shall be drawn from
other recognized codes or standards whose scopes com-
plement that of this Standard and that are applicable to
the application, but may be generated by an expert panel
if no such recognized code or standard can be identified.

SUPPLEMENTARY REQUIREMENTS, EXAMPLE 1: A risk rank-
ing/categorization for a plant’s ISI program is being pursued.
The current PRA model meets the requirements set forth in this
Standard. However, the Standard does not provide requirements
for modeling piping or pipe segments adequate to support a
detailed quantitative ranking. The Standard can be supplemented
with an expert panel to determine the safety significance of pipe
segments. Considerations of deterministic and other traditional
engineering analyses, defense-in-depth philosophy, or mainte-
nance of safety margins could be used to categorize pipe segments.
Use of published industry or NRC guidance documents on risk-
informed ISI could also be used to supplement the Standard. The
PRA model could also be used to supplement the Standard by
estimating the impact of each pipe segment’s failure on risk without
modifying the PRA’s logic. This estimate could be accomplished
by identifying an initiating event, basic event, or group of events,
already modeled in the PRA, whose failures capture the effects of
the pipe segment failure.

SUPPLEMENTARY REQUIREMENTS, EXAMPLE 2:  Itis desired
to rank the snubbers in a plant according to their risk significance
for developing a graded approach to snubber testing. With the
exception of snubbers on large primary system components, snub-
bers have been shown to have a small impact on CDF; therefore,
the Standard does not require their failure to be addressed in
determining CDF and LERF. However, snubbers are considered
safety-related, and testing programs are required to demonstrate
their capability to perform their dynamic support function. As
shown in ASME Code Case OMN-10 [1-8], evaluation of failure
mechanisms may show that the safety significance of snubbers can
be approximated by the safety significance of the components
that they support for the events in which the snubbers are safety
significant, and this supplementary criterion could be used to rank
the safety importance of the snubbers.

SUPPLEMENTARY REQUIREMENTS, EXAMPLE 3: It is desired
to replace certain MOVs that are currently considered safety-grade
with commercial-grade equipment when new valves are procured.
The internal-events PRA shows that these valves have a minor
role in important accident sequences, and that the only important
failure mode is failure to open on demand. The failure rate of the
commercial-grade valves for this mode is known through reliable
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data to be identical to the failure rate for safety-grade valves.
However, the question arises about whether the commercial-grade
valves will perform as well as safety-grade valves during and after
a large earthquake. To address it, supplementary requirements,
found in an appropriate reference (e.g., Nuclear Engineering and
Design [1-9]) may be used. By using this reference , the seismic
capacity of the commercial-grade valves can be evaluated and can
be compared to that of the safety-grade valves that they would
replace.

1-3.6.2 Results of Supplementary Analyses

If it has been determined that the PRA has sufficient
capability, its results can be used to support the
application (Box 13 of Fig. 1-3-1). If not, the results of
supplementary analyses, some of which may respond
to supplementary requirements, can also be used to
support the application (Box 7 of Fig. 1-3-1). Such
supplementary analyses/requirements are outside the
scope of this Standard.

The risk contributors and associated uncertainties
should be characterized for each hazard group (Box 14
of Fig. 1-3-1). Once all relevant hazard groups have been
characterized, the risk input is provided to the decision
maker (Box 15 of Fig. 1-3-1). The relevant hazard groups
may be characterized separately or in a combined fash-
ion, as needed to support the application.

For risk-informed applications, the terms “relevance”
or “significance” can be evaluated from different per-
spectives. “Relevance” is related to the applicability of a
hazard group. “Significance” of sequences, contributors,
cutsets, etc., can be measured either by their contribution
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to a specific hazard group (e.g., fires within the plant)
or by their contribution to the overall plant risk. When
performing a baseline PRA using this Standard,
addressing “significance” requires an assessment and
characterization of the relative contribution of risk con-
tributors within a given hazard group. For example, a
supporting requirement in Part 4 of this Standard that
identifies an action to be performed for “significant” fire
zones is assessed within the context of the other fire-
risk contributors only (i.e., within the fire PRA itself).
However, when performing a risk-informed application,
it is often more appropriate to evaluate “significance”
across all relevant hazard groups. When the risk-
informed application is implemented, it is necessary to
determine whether it would alter baseline assumptions
or plant conditions such that “significance” within a
hazard group is now altered or more uncertain. The
evaluation of “significance” at this level may or may not
require further analysis within a hazard group.

In meeting the requirements of this Standard, those
supporting requirements associated with assessing or
identifying levels of significance are first performed for
the baseline PRA models that are used to quantify aver-
age annual estimates of risk from all hazard groups.
With regard to the applications process of this Standard
(Section 1-3), the assessment or identification of signifi-
cance (Box 12 of Fig. 1-3-1) is to be evaluated first across
all risk contributors within the context of the change(s)
being proposed by the risk-informed application, and
then within each hazard group to determine if additional
analysis is necessary.
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Section 1-4
Risk Assessment Technical Requirements

1-4.1 PURPOSE

The purpose of this Section is to provide requirements
by which adequate PRA capability can be identified
when a PRA is used to support applications of risk-
informed decision making. This Section also includes
general requirements for process checking of analyses
and calculations and for use of expert judgment.

1-4.2 PROCESS CHECK

Analyses and/or calculations used directly by the
PRA (e.g.,, HRA, data analysis) or used to support the
PRA (e.g., thermal-hydraulics calculations to support
mission success definition) shall be reviewed by knowl-
edgeable individuals who did not perform those analy-
ses or calculations. Documentation of this review may
take the form of hand-written comments, signatures, or
initials on the analyses/calculations; formal sign-offs;
or other equivalent methods.

1-4.3 USE OF EXPERT JUDGMENT

This paragraph provides requirements for the use of
expert judgment outside of the PRA analysis team to
resolve a specific technical issue.

Guidance from NUREG/CR-6372 [1-10] and
NUREG-1563 [1-11] may be used to meet the require-
ments in this paragraph. Other approaches, or a mix of
these, may also be used.

EXAMPLES: Use of expert judgment to resolve difficult issues
includes Pacific Gas and Electric’s Diablo Canyon seismic study
[1-12] and the Yucca Mountain project’s study of volcanic hazards
[1-13]. These reports provide useful insights into both the strengths
and the potential pitfalls of using experts. A review of expert-
aggregation methods, the different types of consensus, and issues
with resolving disagreements among experts can be found in
Appendix ] of NUREG/CR-6372 [1-10].

1-4.3.1 Objective of Using Expert Judgment

The PRA analysis team shall explicitly and clearly
define the objective of the information that is being
sought through the use of outside expert judgment, and
shall explain this objective and the intended use of the
information to the expert(s).

1-4.3.2 ldentification of the Technical Issue

The PRA analysis team shall explicitly and clearly
define the specific technical issue to be addressed by
the expert(s).
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1-4.3.3 Determination of the Need for Outside
Expert Judgment

The PRA analysis team may elect to resolve a technical
issue using their own expert judgment, or the judgment
of others within their organization.

The PRA analysis team shall use outside experts when
the needed expertise on the given technical issue is not
available within the analysis team or within the team’s
organization. The PRA analysis team should use outside
experts, even when such expertise is available inside, if
there is a need to obtain broader perspectives, for any
of the following or related reasons:

(a) complex experimental data exist that the analysts
know have been interpreted differently by different out-
side experts

(b) more than one conceptual model exists for inter-
preting the technical issue, and judgment is needed as
to the applicability of the different models

(c) judgments are required to assess whether
bounding assumptions or calculations are appropriately
conservative

(d) uncertainties are large and significant, and judg-
ments of outside technical experts are useful in illumi-
nating the specific issue

1-4.3.4 Identification of Expert Judgment Process

The PRA analysis team shall determine

(a) the degree of importance and the level of complex-
ity of the issue

(b) whether the process will use a single entity (indi-
vidual, team, company, etc.) that will act as an evaluator
and integrator and will be responsible for developing
the community distribution, or will use a panel of expert
evaluators and a facilitator/integrator

The facilitator/integrator shall be responsible for
aggregating the judgments and community distribu-
tions of the panel of experts so as to develop the compos-
ite distribution of the informed technical community.

1-4.3.5 Identification and Selection of Evaluator
Experts

The PRA analysis team shall identify one or more
experts capable of evaluating the relative credibility of
multiple alternative hypotheses to explain the available
information. These experts shall evaluate all potential
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hypotheses and bases of inputs from the literature, and
from proponents and resource experts, and shall provide
(a) their own input
(b) their representation of the community distribution

1-4.3.6 lIdentification and Selection of Technical
Issue Experts

If needed, the PRA analysis team shall also identify
other technical issue experts such as

(a) experts who advocate particular hypotheses or
technical positions (e.g., an individual who evaluates
data and develops a particular hypothesis to explain
the data)

(b) technical experts with knowledge of a particular
technical area of relevance to the issue

1-4.3.7 Responsibility for the Expert Judgment

The PRA analysis team shall assign responsibility for
the resulting judgments, either to an integrator or shared
with the experts. Each individual expert shall accept
responsibility for his individual judgments and
interpretations.

1-4.4 DERIVATION OF PRA REQUIREMENTS

Objectives were established for each technical element
used to characterize the respective scope of a PRA. The
objectives reflect substantial experience accumulated
with PRA development and usage, and are consistent
with the PRA Procedures Guide [1-14] and the NEI-00-02
[1-15] Peer Review Process Guidance, where applicable.
These objectives form the basis for development of the
high-level requirements (HLRs) for each element that
were used, in turn, to define the supporting require-
ments (SRs).

1-4.4 DERIVATION OF PRA REQUIREMENTS

Objectives were established for each technical element
used to characterize the respective scope of a PRA. The
objectives reflect substantial experience accumulated
with PRA development and usage, and are consistent
with the PRA Procedures Guide [1-14] and the NEI-00-02
[1-15] Peer Review Process Guidance, where applicable.
These objectives form the basis for development of the
high-level requirements (HLRs) for each element that
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were used, in turn, to define the supporting require-
ments (SRs).

In setting the HLRs for each element, the goal was to
derive, based on the objectives, an irreducible set of firm
requirements, applicable to PRAs that support all levels
of application, to guide the development of SRs. This
goal reflects the diversity of approaches that have been
used to develop existing PRAs and the need to allow
for technological innovations in the future. An addi-
tional goal was to derive a reasonably small set of HLRs
that capture all the important technical issues that were
identified in the efforts to develop this Standard and
to implement the NEI-00-02 PRA Peer Review process
guidance.

The HLRs generally address attributes of the PRA
element such as

(a) scope and level of detail

(b) model fidelity and realism

(c) output or quantitative results (if applicable)

(d) documentation

Three sets of SRs were developed to support the HLRs
in the form of action statements for the various capability
categories in the Standard. Therefore, there is a complete
set of SRs provided for each of the three PRA Capability
Categories described in 1-1.3.

1-4.5 PRA REQUIREMENTS

Tables of HLRs and SRs for the technical elements are
provided for each PRA scope. The SRs are numbered
and labeled to identify the HLR that is supported. For
each Capability Category, the SRs define the minimum
requirements necessary to meet that Capability
Category. In these tables, some action statements apply
to only one Capability Category and some extend across
two or three Capability Categories. When an action
spans multiple Capability Categories, it applies equally
to each Capability Category. When necessary, the differ-
entiation between Capability Categories is made in other
associated SRs. The interpretation of a Supporting
Requirement whose action statement spans multiple
Capability Categories is stated in Table 1-1.3-2. It should
be noted that some action statements span Capability
Categories II and III because the authors were unable
to specify a distinguishing requirement for Capability
Category III at this time. It is intended that, by meeting
all the SRs under a given HLR, a PRA will meet that HLR.
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Section 1-5
PRA Configuration Control

1-5.1 PURPOSE

This Section provides requirements for configuration
control of a PRA to be used with this Standard to support
risk-informed decisions for nuclear power plants.

1-5.2 PRA CONFIGURATION CONTROL PROGRAM

A PRA Configuration Control Program shall be in
place. It shall contain the following key elements:

(a) a process for monitoring PRA inputs and collect-
ing new information

(b) a process that maintains and upgrades the PRA
to be consistent with the as-built, as operated plant

(c) a process that ensures that the cumulative impact
of pending changes is considered when applying the
PRA

(d) a process that maintains configuration control of
computer codes used to support PRA quantification

(e) documentation of the Program

1-5.3 MONITORING PRA INPUTS AND COLLECTING
NEW INFORMATION

The PRA Configuration Control Program shall include
a process to monitor changes in the design, operation,
maintenance, and industry-wide operational history
that could affect the PRA. These changes shall include
inputs that impact operating procedures, design config-
uration, initiating-event frequencies, system or subsys-
tem unavailability, and component failure rates. The
program should include monitoring of changes to the
PRA technology and industry experience that could
change the results of the PRA model.

1-5.4 PRA MAINTENANCE AND UPGRADES

The PRA shall be maintained and upgraded, such that
its representation of the as-built, as-operated plant is
sufficient to support the applications for which it is
being used.

Changes in PRA inputs or discovery of new informa-
tion identified pursuant to 1-5.3 shall be evaluated to
determine whether such information warrants PRA
maintenance or PRA upgrade. (See Section 1-2 for the
distinction between PRA maintenance and PRA
upgrade.) Changes that would impact risk-informed
decisions should be incorporated as soon as practical.
Changes that are relevant to a specific application shall
meet the SRs pertinent to that application as determined
through the process described in 1-3.5.

Changes to a PRA due to PRA maintenance and PRA
upgrade shall meet the requirements of the Technical
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Requirements Section of each respective Part of this
Standard. Upgrades of a PRA shall receive a peer review
in accordance with the requirements specified in the
Peer Review Section of each respective Part of this
Standard, but limited to aspects of the PRA that have
been upgraded.

1-5.5 PENDING CHANGES

This Standard recognizes that immediately following
a plant change [e.g., modifications, procedure changes,
plant performance (data)], or upon identification of a
subject for model improvement (e.g., new human error
analysis methodology, new data update methods), a
PRA may not represent the plant until the subject plant
change or model improvement is incorporated into the
PRA. Therefore, the PRA configuration control process
shall consider the cumulative impact of pending plant
changes or model improvements on the application
being performed. The impact of these plant changes or
model improvements on the results of the PRA and the
decision under consideration in the application shall be
evaluated in a fashion similar to the approach used in
Section 1-3.

1-5.6 USE OF COMPUTER CODES

The computer codes used to support and to perform
PRA analyses shall be controlled to ensure consistent,
reproducible results.

1-5.7 DOCUMENTATION

Documentation of the Configuration Control Program
and of the performance of the above elements shall be
adequate to demonstrate that the PRA is being main-
tained consistently with the as-built, as-operated plant.

The documentation typically includes

(a) a description of the process used to monitor PRA
inputs and collect new information

(b) evidence that the aforementioned process is active

(c) descriptions of proposed changes

(d) description of changes in a PRA due to each PRA
upgrade or PRA maintenance

(e) record of the performance and results of the appro-
priate PRA reviews (consistent with the requirements
of 1-6.6)

(f) record of the process and results used to address
the cumulative impact of pending changes

(g) a description of the process used to maintain soft-
ware configuration control
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Section 1-6
Peer Review

1-6.1 PURPOSE

This Section provides requirements for peer review
of the PRA to be used in risk-informed decisions for
commercial nuclear power plants. Those portions of
PRAs used for applications applying this Standard shall
be peer reviewed. The peer review shall assess the PRA
to the extent necessary to determine if the methodology
andits implementation meet the requirements of this
Standard. Another purpose of the peer review is to
determine the potential gaps in the PRA relative to this
Standard’s requirements. The peer review need not
assess all aspects of the PRA against all requirements in
the Technical Requirements section of each respective
Part of this Standard; however, enough aspects of the
PRA shall be reviewed for the reviewers to achieve con-
sensus on the adequacy of the assessment of each appli-
cable supporting requirement as well as on the
methodologies and their implementation for each PRA
Element.

1-6.1.1 Scope

Peer reviews shall be performed against the require-
ments in those Parts of this Standard that are applicable
to the hazard groups of the PRA that are being used
to support risk-informed decisions. It is permissible to
conduct a separate and distinct peer review for each
relevant hazard. This Standard does not require that a
single peer review be integrated across all hazard groups
of the PRA.

1-6.1.2 Frequency

The peer review specified in 1-6.1.1 is performed prior
to using the PRA in risk-informed regulatory decisions.
In addition, Section 1-5 of this Standard requires peer
review for upgrades of a PRA. When peer reviews are
conducted on PRA upgrades, the latest review shall be
considered the review of record. The scope of an addi-
tional peer review may be confined to changes to the
PRA that have occurred since the previous review.

1-6.1.3 Methodology

The review shall be performed using a written meth-
odology that assesses the requirements of the Technical
Requirements section of each respective Part of this
Standard and addresses the requirements of the Peer
Review Section of each respective Part of this Standard.

The peer review methodology shall consist of the fol-
lowing elements:

(a) process for selection of the peer review team
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(b) training in the peer review process

(c) an approach to be used by the peer review team
for assessing if the PRA meets the supporting require-
ments of the Technical Requirements section of each
respective Part of this Standard

(d) aprocess by which differing professional opinions
are to be addressed and resolved

(e) an approach for reviewing the PRA configuration
control

(f) amethod for documenting the results of the review

It is posssible that peer reviews will be conducted on
PRAs that have adopted new methods, or for hazards
that have never been (or have been infrequently) ana-
lyzed (e.g., external hazards that are frequently screened
out). Peer reviews may also occur when a PRA applies
new methods that have not been applied previously
(e.g., the application of a newly developed HRA quanti-
fication method). If the new methods, hazards, or appli-
cations have not been separately peer reviewed, then
the task of peer reviewing the technical adequacy and
appropriateness of the method (rather than just its appli-
cation) will fall to the PRA peer review team.

1-6.2 PEER REVIEW TEAM COMPOSITION AND
PERSONNEL QUALIFICATIONS

1-6.2.1 Collective Team

The peer review team shall consist of personnel whose
collective qualifications include

(a) the ability to assess all the PRA Elements of the
Technical Requirements section of each respective Part of
this Standard, as applicable, and the interfaces between
those elements

(b) the collective knowledge of the plant NSSS design,
containment design, and plant operation

1-6.2.2 Individual Team Members

(a) The peer review team members individually
shall be
(1) knowledgeable of the requirements in this Stan-
dard for their area of review
(2) experienced in performing the activities related
to the PRA Elements for which the reviewer is assigned
(b) If a peer review team member has performed or
directly supervised work on any PRA Element(s) for
any hazard group evaluated in the overall PRA, they
shall not participate in the peer review of that PRA
Element(s) for any other hazard group in that PRA.
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1-6.2.3 Review Team Members for PRA Upgrades

When a peer review is being performed on a PRA
upgrade, reviewers shall have knowledge and experi-
ence appropriate for the specific PRA Elements being
reviewed. However, the other requirements of this Sec-
tion shall also apply.

1-6.2.4 Specific Review Team Qualifications

The peer reviewer shall also be knowledgeable (by
direct experience) of the specific methodology, code,
tool, or approach (e.g., accident sequence support state
approach, MAAP code, THERP method) that was used
in the PRA Element assigned for review. Understanding
and competence in the assigned area shall be demon-
strated by the range of the individual’s experience in the
number of different, independent activities performed
in the assigned area, as well as the different levels of
complexity of these activities.

(a) One member of the peer review team (the technical
integrator) shall be familiar with all the PRA Elements
identified in the relevant Part of this Standard under
review and shall have demonstrated the capability to
integrate these PRA Elements. When more than one Part
is under review, a separate technical integrator may be
used for each Part.

(b) The peer review team shall have a team leader to
lead the team in the performance of the review. The
team leader need not be the technical integrator.

(c) The peer review should be conducted by a team
with a minimum of five members, and shall be per-
formed over a minimum period of one week. If the
review is focused on a particular PRA Element, such as
a review of an upgrade of a PRA Element, then the peer
review should be conducted by a team with a minimum
of two members, performed over a time necessary to
address the specific PRA Element.

(d) Exceptions to the requirements of this paragraph
may be taken based on the availability of appropriate
personnel to develop a team. A single-person peer
review shall only be justified when the review involves
an upgrade of a single element and the reviewer has
acceptable qualifications for the technologies involved
in the upgrade. All such exceptions shall be documented
in accordance with 1-6.6 of this Standard. Regardless of
any such exceptions, the collective qualification of the
review team shall be appropriate to the full scope of
SRs within the scope of the hazard group PRA being
peer reviewed.

1-6.3 REVIEW OF PRA ELEMENTS TO CONFIRM
THE METHODOLOGY

The peer review team shall use the requirements of
the Peer Review Section of each respective Part of this
Standard for the PRA. These hazard-group-specific
requirements are provided in the corresponding peer
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review section of each Part (e.g., 2-3.3, 3-3.3). The peer
review team shall review the technical requirements of
the hazard group to determine if the methodology and
the implementation of the methodology for each PRA
Element meet the requirements of this Standard. Addi-
tional material for those Elements may be reviewed
depending on the results obtained. The judgment of the
reviewer shall be used to determine the specific scope
and depth of the review in each PRA Element.

The results of the appropriate hazard group PRA,
including models and assumptions, and the results of
each PRA Element shall be reviewed to determine their
reasonableness given the design and operation of the
plant (e.g., investigation of cutset or sequence combina-
tions for reasonableness).

1-6.4 EXPERT JUDGMENT

The use of expert judgment to implement require-
ments in this Standard shall be reviewed using the con-
siderations in 1-4.3.

1-6.5 PRA CONFIGURATION CONTROL

The peer review team shall review the process, includ-
ing implementation, for maintaining or upgrading the
PRA against the configuration control requirements of
this Standard.

1-6.6 DOCUMENTATION
1-6.6.1 Peer Review Team Documentation

The peer review team’s documentation shall demon-
strate that the review process appropriately imple-
mented the review requirements.

Specifically, the peer review documentation shall
include the following;:

(a) identification of the version of the PRA reviewed

(b) a statement of the scope of the peer review

(c) the names of the peer review team members

(d) a brief resume on each team member describing
the individual’s employer, education, PRA training, and
PRA and PRA Element experience and expertise

(e) the elements of the PRA reviewed by each team
member

(f) a discussion of the extent to which each PRA
Element was reviewed, including justification for any
supporting requirements within the peer review scope
that were not reviewed

(g) results of the review identifying any differences
between the requirements in the Technical Requirements
section of each respective Part of this Standard and
Section 1-5 and the methodology implemented, defined
to a sufficient level of detail that will allow the resolution
of the differences

(h) identification and significance of exceptions and
gaps relative to the Standard’s requirements, in sufficient
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detail to allow the resolution of the gaps that the peer
reviewers have determined to be material to the PRA
(i) an assessment of PRA assumptions that the peer
reviewers have determined to be material to the PRA
(j) at the request of any peer reviewer, differences or
dissenting views among peer reviewers
(k) recommended alternatives for resolution of any
differences
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(I) an assessment of the Capability Category of the
SRs (i.e., identification of what Capability Category is
met for the SRs)

1-6.6.2 Resolution of Peer Review Team Comments

Resolution of Peer Review Team comments shall be
documented. Exceptions to the alternatives recom-
mended by the Peer Review team shall be justified.

Documents

Document Sharing Hub


http://www.avadocuments.com/doc/asme-ans-ra-sb-2013
http://www.avadocuments.com/doc/asme-ans-ra-sb-2013

ASME/ANS RA-Sb-2013

Section 1-7
References

References are cited here and in other Parts of this Standard as guides to the user. The user is cautioned that there
may be more recent versions of the references, or alternative documents more pertinent to particular applications.

[1-1] NUREG/CR-1278 Handbook of Human Reli-
ability Analysis With Emphasis on Nuclear Power Plant
Applications; A. D. Swain and H. E. Guttmann; August
1983 (THERP); Publisher: U.S. Nuclear Regulatory
Commission (NRC), One White Flint North, 11555
Rockville Pike, Rockville, MD 20852

[1-2] Regulatory Guide 1.189, Fire Protection for
Nuclear Power Plants, Rev. 2; October 2009; Publisher:
U.S. Nuclear Regulatory Commission (NRC), One White
Flint North, 11555 Rockville Pike, Rockville, MD 20852

[1-3] NFPA Standard 805, Performance-Based
Standard for Fire Protection for Light Water Reactor
Electric Generating Plants; 2001; Publisher: National Fire
Protection Association (NFPA), 1 Batterymarch Park,
Quincy, MA 02169

[1-4] EPRI TR-1011989 and NUREG/CR-6850: EPRI/
NRC-RES Fire PRA Methodology for Nuclear Power
Facilities. Electric Power Research Institute (EPRI), Palo
Alto, CA, and U.S. Nuclear Regulatory Commission,
Office of Nuclear Regulatory Research (RES), Rockville,
MD: 2005

[1-5] NUREG/CR-0098, Development of Criteria for
Seismic Review of Selected Nuclear Power Plants; N.
M. Newmark and W. J. Hall; May 1978; Publisher: U.S.
Nuclear Regulatory Commission (NRC), One White
Flint North, 11555 Rockville Pike, Rockville, MD 20852

[1-6] EPRI TR-105396, PSA Applications Guide; D.
True, et al.; August 1995; Publisher: The Electric Power
Research Institute (EPRI), 3412 Hillview Avenue, Palo
Alto, CA 94304

[1-7] NUREG-0800, Use of Probabilistic Risk Assess-
ment in Plant-Specific, Risk-Informed Decision-Making;:
General Guidance, NRC Standard Review Plan, Chapter
19, 1998; Publisher: U.S. Nuclear Regulatory
Commission (NRC), One White Flint North, 11555
Rockville Pike, Rockville, MD 20852

[1-8] ASME OM Code for Operation and
Maintenance of Nuclear Power Plants, Code Case
OMN-10, Requirements for Safety Significance
Categorization of Snubbers Using Risk Insights and

Full document details: ASME ANS RA-Sb-2013

33

Testing Strategies for Inservice Testing of LWR Power
Plants; Publisher: The American Society of Mechanical
Engineers (ASME), Three Park Avenue, New York, NY
10016; Order Department: 22 Law Drive, Box 2300,
Fairfield, NJ 07007

[1-9] Kennedy, R. P. and M. K. Ravindra, “Seismic
Fragilities for Nuclear Power Plant Risk Studies,”
Nuclear Engineering and Design, Vol. 79, No. 1, pp. 47-
68, 1984; Publisher: Elsevier Science, P. O. Box 945, New
York, NY 10159

[1-10] NUREG/CR-6372, Recommendations for
Probabilistic Seismic Hazard Analysis: Guidance on the
Use of Experts; R. J. Budnitz, G. Apostolakis, D. M.
Boore, L. S. Cluff, K. J. Coppersmith, C. A. Cornell,
and P. A. Morris; U.S. NRC and Lawrence Livermore
National Laboratory, 1997; Publisher: U.S. Nuclear
Regulatory Commission (NRC), One White Flint North,
11555 Rockville Pike, Rockville, MD 20852

[1-11] NUREG/CR-1563, Branch Technical Position
on the Use of Expert Elicitation in the High-Level
Radioactive Waste Program; J. P. Kotra, M.P. Lee, N.A.
Eisenberg, and A. R. DeWispelare; U.S. NRC Office of
Nuclear Materials Safety and Safeguards, 1996;
Publisher: U.S. Nuclear Regulatory Commission (NRC),
One White Flint North, 11555 Rockville Pike, Rockville,
MD 20852

[1-12] NRC 50-275, 50-323, Final Report of the Diablo
Canyon Long Term Seismic Program, Pacific Gas and
Electric Company; Publisher: U.S. Nuclear Regulatory
Commission (NRC), One White Flint North, 11555
Rockville Pike, Rockville, MD 20852

[1-13] BA000-1717-2200-00082, Probabilistic Volcanic
Hazards Analysis for Yucca Mountain, Nevada, U.S.
Department of Energy Yucca Mountain Project,
Geomatrix Consultants, Inc., 1996; Publisher: U.S.
Department of Energy Yucca Mountain Project, P.O. Box
364629, North Las Vegas, NV 89036

[1-14] NUREG/CR-2300, A Guide to the Performance
of Probabilistic Risk Assessments for Nuclear Power
Plants, 1983; Publisher: U.S. Nuclear Regulatory
Commission (NRC), One White Flint North, 11555
Rockville Pike, Rockville, MD 20852; Publisher: U.S.

Documents

Document Sharing Hub


http://www.avadocuments.com/doc/asme-ans-ra-sb-2013
http://www.avadocuments.com/doc/asme-ans-ra-sb-2013

ASME/ANS RA-Sb-2013

Nuclear Regulatory Commission (NRC), One White
Flint North, 11555 Rockville Pike, Rockville, MD 20852

[1-15] NEI-00-02, Probabilistic Risk Assessment Peer
Review Process Guidance, 2000; Publisher: Nuclear
Energy Institute (NEI), 1776 I Street NW, Suite 400,
Washington, DC 20006

Documents

34 Document Sharing Hub

Full document details: ASME ANS RA-Sb-2013


http://www.avadocuments.com/doc/asme-ans-ra-sb-2013
http://www.avadocuments.com/doc/asme-ans-ra-sb-2013

ASME/ANS RA-Sb-2013

NONMANDATORY APPENDIX 1-A
PRA MAINTENANCE, PRA UPGRADE, AND THE ADVISABILITY
OF PEER REVIEW

1-A.1 PURPOSE

The purpose of this Appendix is to provide guidance
in determining when a change to a nuclear power plant
PRA is PRA maintenance and when it is a PRA upgrade,
and when peer review is advisable. PRA maintenance
and PRA upgrade are defined in Section 1-2 of this
Standard and are restated below. Within the context of
Section 1-5, PRA Configuration Control, 1-5.4 requires
such a determination and further requires that a PRA
upgrade be peer reviewed pursuant to the requirements
of the Peer Review Section of each respective Part of
this Standard. There is no requirement for PRA mainte-
nance to be peer reviewed.

PRA maintenance: the update of the PRA models to reflect
plant changes such as modifications, procedure changes,
or plant performance (data).

PRA upgrade: the incorporation into a PRA model of a
new methodology or changes in scope or capability that
impact the significant accident sequences or the signifi-
cant accident progression sequences. This could include
items such as new human error analysis methodology,
new data update methods, new approaches to quantifi-
cation or truncation, or new treatment of common cause
failure.

In the definition of “PRA upgrade,” “new” should be
interpreted as new to the subject PRA even if the method
itself is not new and has been applied in other PRAs.
This interpretation has been used in the criteria, and
examples are provided in this Guideline. Also in this
definition and elsewhere in the Guideline, “a significant
change...in capability” does not necessarily mean a
change in Capability Category, which term is described
in 1-1.3 of the Standard.

The following section provides guidance on when
additional peer review might be advisable even for those
changes that are classified as PRA maintenance, and on
when a change, nominally classified as an upgrade, may
be regarded as PRA maintenance and not subject to
peer review. Section 1-A.3 provides several examples to
illustrate these exceptions.

1-A.2 Nonmandatory Guidance for ASME PRA
Standard Regarding Determination of Need
for Additional PRA Peer Review

Criterion: The criterion for deciding which PRA
changes should be subject to peer review is provided
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in Section 1-5 of this Standard. The general require-
ment is to require such review for PRA upgrades but
not for PRA maintenance.

The rationale for this criterion is that PRA upgrades
represent more extensive changes to the PRA (relative
to PRA maintenance) and are likely to involve methodolo-
gies or scope that were not covered in previous peer
reviews. PRA maintenance generally involves changes
within the framework of an existing model structure
and PRA configuration control program, and involves
methodologies that have been applied in the PRA, and
been previously peer reviewed.

The following paragraphs are intended to provide
guidance to users of the Standard regarding the intended
interpretation of the requirement for additional peer
reviews. A set of examples, which should be viewed
as representative only, and not comprehensive, is also
provided to indicate the intended interpretation.

(a) The definition of “PRA maintenance” has a single
criterion that it reflects a plant change of which three
examples are given, viz. modifications, procedure
changes, plant performance (data). The change to the
PRA model to reflect the plant change should involve
neither new methodology nor changes in scope or capa-
bility that impact the significant accident sequences or
the significant accident progression sequences; such
model changes characterize a PRA upgrade. Under this
criterion, a substantial and complex plant design change
using the existing PRA model and methodologies would
be classified as PRA maintenance. However, if there is
significant change in risk insights,' prudence may call
for a peer review for such a case.? The recommendation
is that such a peer review need not be scheduled only
on the basis of that change. Instead, an internal review
should be performed, thoroughly documented and,
when a peer review is scheduled for another reason, its
scope should include the complex design change at
issue. Alternatively, a focused peer review [1-6.2.4(d)]
could be performed, limited to the changes. As a second

I A change in the risk insights is considered significant when it
changes the conclusions drawn from the PRA.

2 Note that footnote 3 under 1-1.1 of the NEI peer review guidance
suggests the need for additional (beyond the initial) peer review
if “substantial changes are made to the model” independent of the
reasons for the change. Refer to Probabilistic Risk Assessment Peer
Review Guidance, NEI-00-02, Revision A3, March 20, 2000 [1-17].
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example, changing from a modest on-line preventative
maintenance program to a relatively aggressive (exten-
sive) on-line maintenance may not involve new method-
ology and therefore might be classified as PRA
maintenance. However, if many new cutsets are intro-
duced, the aforementioned recommendations may be
prudent.

(b) Consideration should be given to the scope or
number of PRA maintenances performed. Although
individual changes to a PRA model may be considered
PRA maintenances, the integrated nature of several
changes may make a peer review desirable. Multiple
PRA maintenances can, over time, lead to considerable
change in the insights (e.g., importance rankings, rela-
tive risk significance of SSCs). Multiple parties might
perform maintenance activities over an extended period,
and a periodic peer review could serve as a process to
assess PRA maintenance consistency and integration of
the changes to the model. Thus, a peer review might be
prudent.

(c) The definition of “PRA upgrade” satisfies one of
three criteria:

(1) new methodology

(2) change in scope that impacts the significant acci-
dent sequences or the significant accident progression
sequences

(3) change in capability that impacts the significant
accident sequences or the significant accident progres-
sion sequences

A change made to correct a model error or to enhance
completeness may or may not be a PRA upgrade. If the
correction of an omission leads to a change in scope or
capability that impacts the significant accident
sequences or the significant accident progression
sequences, it would qualify as an upgrade. However, it
is not, for example, a PRA upgrade if an error or omis-
sion is addressed by using the existing methodology,
and the change does not result in a significant change
in risk-estimation capability. It is expected that such
changes would generally be classified as PRA mainte-
nance because, in most cases, the method of correction
would be similar to that used for typical PRA mainte-
nance where some new plant feature or change in opera-
tion is incorporated using the existing model structure
and methods. In such cases, however, performance of a
focused peer review might be advisable if the changes
to the model were significant to an application even if
they did not lead to significant changes to the base PRA
risk insights.

(d) Inthe context of the above guidance, consideration
should be given to the number of model errors being
corrected. If they demonstrate a lack of understanding
of the methodology being used, the change should be
classified as a PRA upgrade. A focused peer review
would be warranted.
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(e) When performing an internal review (i.e., a review
by the PRA owner), the reviewer(s) should use as guid-
ance those applicable requirements in the Standard.

These and other changes that may be difficult to clas-
sify should be treated on a case-by-case basis recogniz-
ing the basic purpose of a peer review (1-6.1), the
rationale behind the criteria for classification, the exis-
tence and validity of internal reviews, and the option
of deferring the peer review in certain instances until a
peer review is scheduled for other reasons. The next
section will list examples of PRA model changes, give
a recommended classification with respect to need for
peer review, and present some discussion on the choice.

1-A.3 CLASSIFICATION OF EXAMPLE PRA
CHANGES

This Section contains 43 typical PRA changes and
classifies each change as a PRA maintenance or PRA
upgrade. The examples are realistic and most represent
past changes made by specific utilities, but the list is
not complete. For each PRA change, the following infor-
mation is given:

(a) Change: brief description of the PRA change and
its basis

(b) Classification: definition of the change as either a
PRA maintenance or PRA upgrade

(c) Rationale: brief description of the basis for the clas-
sification and the advisability of peer review

(d) Discussion and/or Alternative Recommendation
(Optional): further discussion and/or an alternate rec-
ommendation of whether a peer review is appropriate

In the examples, when the classification is clearly PRA
maintenance, the implication regarding peer review is
that it is not required solely as a result of the changes
in the example. When the classification is clearly PRA
upgrade, the implication regarding peer review is that it
is required as a result of the changes in the example.
When a peer review is required, it may be a focused
peer review [pursuant to 1-6.2.4(d)] depending on the
extent of the change. When the classification involves
interpretation of the criteria in the definitions of PRA
maintenance or PRA upgrade, reference is made to one of
the Guidelines in 1-A.2 to support the rationale for the
classification and the recommendation regarding
whether or not to perform a peer review. Table 1-A.3-1
relates a PRA change topic to an example number. Note
that the same example may be cited for more than
one topic.

1-A.3.1 Example 1

Change. A few initiating events are added to the
model as a result of initial peer review comments. No

new methodology is required to implement them.
Classification. PRA maintenance.

Rationale. If the change does not have significant
impact on risk insights, it would fall into the category
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