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ABSTRACT 

Sampling  Procedures and Tables for Inspection  of  Isolated  Lots by Attributes is  an  acceptance  sampling  system 
to  be  used  when  one or more lots that are isolated or separated  from  a  continuous  stream of lots are sub- 
mitted  for  acceptance.  For  this  purpose  the  quality  levels  referenced  in  this  standard are indexed by Limiting 
Quality  (LQ) . 

The LQ  represents the quality of a  lot the consumer  does  not  wish  to accept. The probability of acceptance 
of a  lot  which  has  a  quality  equal  to or worse  than the LQ  is  purposely low. Plans  provide  for the judgment 
of lots  based  on  the  percent  nonconforming or the  nonconformities  per  hundred  items. 

The procedures of this  standard  differ  from  those of  ANSIIASQC 21.4 Sampling  Procedures  and  Tables 
for Inspection by Attributes which  is  appropriate  for  a  continuous  stream of lots with  an  Acceptable  Quality 
Level  (AQL) specified. 

AMERICAN NATIONAL STANDARD: An American  National  Standard  implies a consensus of those 
substantially  concerned  with  its  scope  and  provisions. An American  National  Standard is intended as a  guide 
to aid  the  manufacturer,  the  consumer,  and  the  general  public.  The  existence  of  an  American  National  Standard 
does not  in  any  respect  preclude  anyone,  whether  he  has  approved  the  standard or not,  from  manufacturing, 
marketing,  purchasing, or using  products,  processes, or procedures  not  conforming  to  the  standard.  American 
National  Standards are subject  to  periodic  review,  and  users are cautioned  to  obtain the latest  editions. 

CAUTION NOTICE: This American  National  Standard may be  revised or withdrawn  at  any  time. The 
procedures of the American  National  Standards  Institute  require  that  action  be  taken  to reaffirm, revise, 
or withdraw  this  standard  no  later  than five years  from  the  date of approval.  Purchasers of American  National 
Standards may receive current information  on  all  standards by calling or writing  the  American  National 
Standards  Institute. 

Approved  May  10, 1988 
American  National  Standards  Institute,  Inc. 

Copyright 0 1988 by the  AMERICAN  SOCIETY FOR QUALITY 

No part of this  publication may be  reproduced in  any form, in an  electronic  retrieval  system or otherwise, 
without  the prior written  permission of the  publisher. 

Published  by: American  Societv  for  Qualitv 

Quality Press 
61 1 East Wisconsin Avenue 
PO. Box 3005 
Milwaukee. Wisconsin 53201-3005 

Printed in the  United  States of America. 
.. 
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(This  foreword  is  not a part of American  National  Standard Sampling  Procedures  and Tables for hspection 
of Isolated  Lots by Attributes.) 

This  standard  indexes  tables by Limiting  Quality  (LQ)  values, a quality  level  which a consumer wishes  not 
to  accept. The indexing by LQ  values  identified by the  0.5,0.8,  1.25,2.0, 3.15, and 5.0 series, which  is  different 
from the Acceptable  Quality  Level  (AQL)  values  used  in  ANSUASQC 21.4, helps  to  distinguish  between 
LQ-  and  AQL-oriented  specifications. The AQL represents a quality  level  for  which the probability of lot 
acceptance is high,  whereas  LQ  represents a quality  level  for  which the probability of lot  acceptance is low. 

Many  of the  sampling  plans  and  lot  sizes are consistent  with  ANSI/ASQC  21.4 

This  standard  complements ANSUASQC  21.4-1981,  which applies  primarily  to a continuing  stream of lots, 
but  which, by means of  Tables  VIA  and  VIB, provides  for  inspection of isolated  lots  indexed by LQ values. 
Tables  VIA  and  VIB  of  ANSI/ASQC  21.4  have  been  difficult  to  apply  due  to  the  indexing  method  using 
the AQL and  due  to  insufficient  instructions on how  to convert LQ values  to AQL values. 

The procedures  and  tables of this  standard are similar  to  those  presented  in IS0 285912 (formerly IS0 7362) 
and are based  on  the  work of the  International  Organization  for  Standardization  Technical  Committee  69, 
Applications of statistical  methods,  and  the  work  presented in a paper entitled, “Single  Sampling  Plans 
Indexed by LQLs  that  Are  Compatible  with the Structure of MIL-STD lOSD,”  by Acheson  J. Duncan, August 
B. Mundel, A. Blanton  Godfrey,  and  Valerie A. Partridge, in the Journal of Quality Technology 12, 
No. 1 (January 1980). 

Committee  members  serving as writers  and editors of this  standard  were: 

August B. Mundel, Chairman 
Burton S .  Liebesman 
Oswald  Willner 
Sherman  Babcock 
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ANSIIASQC  Standard  Q3-1988 

Sampling Procedures and  Tables  for  Inspection of Isolated Lots by Attributes 

O. INTRODUCTION 

When  purchasing or accepting  an  isolated lot, the 
customer may specify  a  Limiting  Quality (LQ). An 
LQ sampling  plan  specifies  a  quality the purchaser 
wishes  to  accept  infrequently.  Therefore, the risk of 
accepting  a  lot  containing so many nonconforming 
units that the LQ obtains  must be small. 

There are certain precautions  that  a  vendee  must 
exercise  in  specifying  an LQ,  and there are likewise 
precautions  that  a  vendor  must  exercise  when  accept- 
ing  an order which  specifies an LQ. 

It  must  be  recognized by both  vendor  and  vendee 
that  a  lot  containing  a  fraction  nonconforming  equal 
to or worse  than  the  LQ  has  a  very  low  probability 
of being  accepted. To provide  a  satisfactory  relation- 
ship between  the  producer  and  the  purchaser, the 
lot  shipped  must have a  very  high  probability of ac- 
ceptance, (P,). The lot  must  therefore be the result 
of a  process in  which the fraction  nonconforming is 
small  when  compared  to  the  specified  LQ.  For this 
reason,  a  summary of sampling  plan properties for 
the  sampling  plans of  Table Al are given  in  Table 
A2.  Table  A2  contains the quality  levels  associated 
with P, = 95% for  each  LQ  indexed  sampling  plan. 

A vendor  who is producing  a series of lots,  one or 
a few  of which are to  be  sent  to  a  customer  who  will 
consider them as isolated  lots,  must  also know the 
process  levels  that have a  high  probability of accept- 
ance. Tables B are provided to present  the  AQL  values 
(from  ANSI/ASQC  21.4)  which  have  a  high  proba- 
bility of acceptance as isolated  lots  shipped  from  a 
series of lots  at  specified LQ values. 

1. PURPOSE 

This publication  establishes  sampling  plans  and 
procedures  for  inspection of isolated  lots by attributes. 
The sampling  plans  contained  herein are indexed by 
the  same  lot sizes used  in  ANSVASQC  21.4 Sampling 
Procedures and Tables for Inspection by Attributes. 
When  specified by the responsible authority: this 
publication  shall  be  referenced  in the specification, 

contract,  inspection  instructions,  or  other  documents, 
and  the  provisions  set  forth  herein  shall  govern. The 
“responsible authority” shall  be  designated  in one 
of the above  documents, as agreed  to by the  purchaser 
and seller or producer  and  user. 

2. SCOPE 

2.1 Application 
Sampling  plans  designated  in  this  publication are 
applicable,  but  not  limited,  to  inspection of the 
following: 

a. end  items 
b. components  and raw materials 
c. services 
d. materials  in  process 
e, supplies  in  storage 
f. data or records 
g.  administrative  procedures 

These  plans are intended  primarily  for  the  inspection 
of isolated  lots or batches.  Type A lots are lots  which 
both  consumer  and  producer  consider  to  be  isolated. 
(Type A lots include  mixed  lots  and  lots  with  different 
date  codes.)  When  Type  A  lots are to be sampled, 
Table Al shall  be used. Type B lots are lots  which 
the producer  considers or knows  to  be  a  lot or part 
of a  lot  from  a  continuous  production series, but 
which the consumer  receives as an  isolated  lot  with 
no preceding or follow-on  lots.  When Type B  lots are 
to be sampled,  Tables BI-BIO shall  be  used,  provided 
that  acceptable  evidence of process control is  pre- 
sented.  When  no  such  evidence  is  presented  the  ven- 
dee  is  advised  to  use  the  sampling  plans of  Table Al. 

2.2 Inspection 
Inspection is the process of measuring,  examining, 
testing, or otherwise comparing  the  unit of product 
with the requirements, 

T h e  responsible  authority may be the contracting 
officer or his  representative, or the  purchaser’s  man- 
agement as identified  in  a contract, agreement, or 
specification. 
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2.3 Inspection by Attributes 
Inspection by attributes is inspection  whereby either 
the  unit of product  is  classified  simply as conforming 
or nonconfbrming, or the  number  of  nonconformities 
in the  unit of product  is  counted,  with  respect  to  a 
given  requirement or set of requirements. 

2.4 Unit  of  Product 
The  unit of product  is  the  unit  inspected  in order to 
determine  its  classification as conforming or noncon- 
forming, or to  count  the  number of nonconformities. 
It  may be  a  single article, a  pair,  a set, a  length, an 
area, an  operation,  a  volume,  a  component of an end 
product, or the  end  product  itself.  The  unit  of  product 
may or may  not be  the  same as the  unit of purchase, 
supply,  production, or shipment. 

3.  DEFINITIONS  AND  TERMINOLOGY 

The definitions  and  terminology  employed  in  this 
standard are in accord  with ANSIIASQC A2 Terms, 
Symbols, and  Definitions for Acceptance  Sampling. 
The  following  definitions are particularly  important 
in applying  the standard. 

3.1  Defect 
A departure of a  quality  characteristic  from  its  in- 
tended  level or state  that  occurs  with  a  severity  suf- 
ficient  to  cause  an  associated  product or service not 
to  satisfy  intended  normal, or foreseeable,  usage 
requirements. 

3.2  Nonconformity 
A departure of a  quality  characteristic  from  its  in- 
tended  level or state  that occurs with  severity  suffi- 
cient  to  cause  an  associated  product or service not 
to  meet  a  specification  requirement. 

These  acceptance  sampling  plans  for attributes are 
given  in  terms  of  the  percent or proportion of  product 
in a  lot or batch  that  depart  from  some  requirement. 
The general  terminology  used  within the document 
will  be  given  in  terms  of  percent  of  nonconforming 
units or number  of  nonconformities,  since  these  terms 
are likely  to  constitute the most  widely  used criteria 
for  acceptance  sampling. 

The  standard  is  consistent  with ANSIIASQC 21.4 in 
terminology,  and  some  definitions  used  in  this  stan- 

2 

dard are also defined  in ANSIJASQC A2? 

3.3  Acceptable  Quality  Level  (AQL) 
When  a  continuous series of lots is considered, the 
quality  level  which  for  the  purpose of sampling 
inspection  is  the  limit of a  satisfactory  process 
average. 

3.4  Limiting  Quality (W) 
When  a  lot is considered in isolation, a  quality  level 
which,  for the purpose of sampling  inspection,  has 
a low probability of acceptance. 

3.5  Isolated  Lot 
A lot separated  from the sequence of lots  in  which 
it was produced or collected  and  not  forming  part of 
a current sequence of inspection  lots. 

3.6  Mixed  Lot 
A lot  collected  from  a  number of sources or from 
different  production  dates,  machines, or processes. 

When  mixed  lots are sampled  Table Al shall be 
used.  When  the  lot  to  be  sampled is one  which  the 
producer  considers or knows  to  be a  lot or part of 
a  lot  from  a  continuous  production series, but  which 
the  consumer  receives as an  isolated  lot  with  no 
preceding or follow-on  lots,  Tables BI-BIO shall be 
used, provided  that  acceptable  evidence of process 
control  is  presented.  When no such  evidence is 
presented,  the  vendee is advised  to  use the sampling 
plans of  Table Al. 

4.  EXPRESSION OF CONFORMANCE 

4.1  Percent  Nonconforming  and  Nonconfor- 

The extent of nonconformance of product  shall  be 
expressed either in terms of percent  nonconforming 
or in terms of nonconformities  per  hundred  units. 

mities per Hundred  Units 

*ANSI/ASQC  A2-1987 Terms, Symbols, and  Defini- 
tions for Acceptance  Sampling, (Involves  the  percent 
or proportion of variant  parts  in  a  lot or batch.) 
ANSIIASQC  21.4-1981 Sampling  Procedures  and 
Tables for Inspection by Attributes. 
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4.2 Percent  Nonconforming 
The percent  nonconforming of  any given  quantity of 
units of product is one hundred  times the number of 
nonconforming  units  divided by the total  number of 
units of product, i.e.: 

Percent  nonconforming 
= Number of nonconforming  units X lOO/Total 

number of units 

4.3  Nonconformities  per  Hundred  Units 
The number of nonconformities per hundred  units 
of  any given  quantity of  units  of product  is  one 
hundred  times the number of nonconformities con- 
tained  therein  (one or more  nonconformities  being 
possible in  any  unit  of product)  divided by the total 
number of units of product, i.e.: 

Nonconformities  per  hundred  units 
= Number of nonconformities X lOO/Total number 

of units 

5. LIMITING  QUALITY (LQ), USE OF 
PLANS 

5.1 Use 
The nominal LQ together  with  the  sample size and/or 
the  sample  size code letter,  is  used  for  indexing  the 
sampling  plans  provided herein. (On the operating 
characteristic curves for  single  sampling  plans,  the 
sampling  plans are identified by the  code letter and 
acceptance  number.) 

5.2  Note  on  the  Meaning of LQ 
When  a consumer designates  some specific value of 
LQ for  a certain nonconformance or group of non- 
conformities,  it  indicates  to  the  supplier  that  the  con- 
sumer’s  acceptance  sampling  plan  has  a low proba- 
bility of accepting  the  lot or batch  the  supplier  submits 
if the  percent  nonconforming  (or  nonconformities  per 
hundred  units) in the  lot  is  equal  to or worse  than 
the LQ. 

Since the submission of lots of quality  equivalent  to 
the LQ  ‘serves  the  needs of neither  the producer nor 
consumer,  both  parties  must  be  cognizant of the  nec- 
essity of  having a  lot  presented  for  inspection  whose 
quality is significantly  better  than  the  LQ  and of 
sufficient quality  to  have  a  high  probability of 
acceptance. 

The  producer  must  therefore  view  the  LQ  the  lot size, 
and  the  sampling  plan,  and  then  determine  the  process 
quality  level  needed to obtain  a 95% or higher  pro- 
bability of acceptance. If the  determined  process 
quality  level  is  equal  to or better  than  this  quality 
level,  there  is  great  likelihood  the  lot  will be accepted. 
Table A2 lists the corresponding quality  levels.  It 
should be noted  that as the  sample size decreases  (for 
decreasing  lot size) the  requirement  for  a  good  process 
average  becomes  more  demanding. 

5.3 Limitation 
The designation of an LQ shall  not  imply  that  the 
supplier has  the  right  to  supply  knowingly  any  non- 
conforming  unit of product. 

5A Specifying LQs 
The LQ  to  be  used  will  be  designated  in the contract 
or by the responsible  authority.  Different  LQs may 
be designated  for  groups of nonconformities  consid- 
ered  collectively, or for  individual  nonconformities. 
An LQ for  a group of nonconformities may be de- 
signated  in  addition  to  LQs  for  individual  noncon- 
formities, or subgroups,  within  that group. 

5.5 Nominal  Limiting  Quality Levels 
As can  be  determined by examining  Tables BI-BIO, 
the  quality  levels  at 10% probability of acceptance 
are not  identical.  The  range  of  percent  nonconforming 
is shown  in  Table Cl. The LQ values  have  been 
chosen  based on these LQlo and  LQ5  values. The 
nominal  values of LQ are shown  in  the first column 
and  the  range of quality  levels  which  occur  at  the 10% 
and 5 % consumer risks are shown  in  the  second  and 
third  columns of  these  tables. The  specification  range 
for  LQ is shown  in the fourth column. 

6. SUBMISSION OF PRODUCT 

6.1 Lot  or  Batch 
The term  lot or batch  shall  mean  “inspection lot” 
or “inspection  batch,” i.e., a  collection of units of 
product  from  which  a sample is  to be drawn  and 
inspected to determine  conformance  with  the  accept- 
ability criteria, and may differ from a collection of 
units  designated as a  lot or batch  for other purposes 
(e.g., production, shipment, etc.). 
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