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The information and materials contained in this publication have been developed from sources believed
to be reliable. However, the American Society of Safety Engineers (ASSE) as secretariat of the ANSI
accredited A1264 Committee or individual committee members accept no legal responsibility for the
correctness or completeness of this material or its application to specific factual situations. By publication
of this standard, ASSE or the Al1264 Committee does not ensure that adherence to these
recommendations will protect the safety or health of any persons, or preserve property.
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Amer I can Approval of an American National Standard requires verification by ANSI that the
) requirements for due process, consensus, and other criteria for approval have
National been met by the standards developer. Consensus is established when, in the
judgment of the ANSI Board of Standards Review, substantial agreement has

Stan d ard been reached by directly and materially affected interests. Substantial agreement

means much more than a simple majority, but not necessarily unanimity.
Consensus requires that all views and objections be considered, and that a
concerted effort be made toward their resolution. The use of American National
Standards is completely voluntary; their existence does not in any respect
preclude anyone, whether they have approved the standards or not, from
manufacturing, marketing, purchasing or using products, processes or
procedures not conforming to the standards. The American National Standards
Institute does not develop standards and will in no circumstance give an
interpretation of any American National Standard. Moreover, no person shall
have the right or authority to issue an interpretation of an American National
Standard in the name of the American National Standards Institute. Requests for
interpretation should be addressed to the secretariat or sponsor whose name
appears on the title page of this standard.

Caution Notice: This American National Standard may be revised or withdrawn
at any time. The procedures of the American National Standards Institute require
that action be taken periodically to reaffirm, revise, or withdraw this standard.
Purchasers of American National Standards may receive current information on
all standards by calling or writing the American National Standards Institute.
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Foreword (This Foreword is not a part of American National Standard A1264.1 — 2017.)

This standard was developed by an American National Standards Committee, national in scope,
functioning under the procedures of the American National Standards Institute with the American Society
of Safety Engineers (ASSE) as secretariat. This standard establishes minimum safety requirements for
workplace floor and wall openings, stairs and railing systems.

It is intended that the procedures and performance requirements detailed herein will be adopted by every
employer whose operations fall within the scope and purpose of the standard.

Neither the standards committee, nor the secretariat feel that this standard is perfect or in its ultimate
form. It is recognized that new developments are to be expected, and that revisions of the standard will
be necessary as the art progresses and further experience is gained. It is felt, however, that uniform
requirements are very much needed and that the standard in its present form provides for the minimum
performance requirements necessary for the protection of personnel regarding workplace floor and wall
openings, stairs and railing systems.

In addition to technical improvements, this revision contains two new definitions and four new illustrations
to help clarify text in the standard.

Suggestions for improvements of this standard will be welcome. They should be sent to the American
Society of Safety Engineers, 520 N. Northwest Highway, Park Ridge, lllinois 60068.

This standard was processed and approved for submittal to ANSI by the American National Standards
Committee A1264. Committee approval of the standard does not necessarily imply that all committee
members voted for its approval. At the time ANSI approved this standard, the A1264 Committee had the
following members:

Keith Vidal, P.E., Chair

Lawrence E. Oldendorf, P.E., Vice Chair

Ovidiu Munteanu, Secretary

Timothy R. Fisher, CSP, CHMM, ARM, CPEA, Assistant Secretary
Jennie Dalesandro, Administrative Technical Support

Organization Represented Name of Representative
American Society of Safety Engineers Lawrence E. Oldendorf, P.E.
Timothy Healey
Arthur J. Gallagher Risk Management Services James D. Smith, CSP
C. Gary Lopez, CSP
Bay Nets Safety Systems Robert Martin
Cotterman Company Pete Catlos
Donald Gibson, Jr.
Covestro LLC Terry L. Ketchum
Dean Foods Larry Cuomo
Dynamic Scientific Controls J. Nigel Ellis, Ph.D., P.E., CSP, CPE
ESIS Health, Safety & Environmental Steve DiPilla, ARM, CSP, AMIM, AIC
FORCON International John Leffler, P.E.
Haines, Janson & Associates, LLC Christopher Janson, MS, CSP, CHMM
International Association of Bridge, Structural,
Ornamental & Reinforcing Iron Workers Robert Migliaccio, Sr.
Documents
T Document Sharing Hub
Copyright American Society of Safety Professionals
Provided by IHS Markit under license with ASSE/SAFE Licensee=/, User=,
No reproduction or networking permitted without license from IHS Not for Resale,

Full document details: ASSP A1264.1 2017


http://www.avadocuments.com/doc/assp-a1264-1-2017
http://www.avadocuments.com/doc/assp-a1264-1-2017

Jake Pauls Consulting Services

Knowles Industrial Hygiene & Safety Consulting
Liberty Mutual Insurance
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Jeffrey D. Meddin
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Explanation of Standard

American National Standard A1264.1 uses a two-column format to provide both specific requirements
and supporting information.

The left column, designated Standard Requirements, is confined solely to these requirements. Where
supporting photographs or sketches are required, they are designated as figures.

The right column, designated Explanatory Information, contains only information that is intended to clarify
the standards. This column is not part of the standard.

Operating rules (safe practices) are not included in either column, unless they are of such a nature as to
be vital safety requirements, equal in weight to other requirements or guides to assist in compliance with
the standard.

Documents

Document Sharing Hub
Copyright American Society of Safety Professionals
Provided by IHS Markit under license with ASSE/SAFE Licensee=/, User=,
No reproduction or networking permitted without license from IHS Not for Resale,

Full document details: ASSP A1264.1 2017


http://www.avadocuments.com/doc/assp-a1264-1-2017
http://www.avadocuments.com/doc/assp-a1264-1-2017

AMERICAN NATIONAL STANDARD A1264.1 — 2017

AMERICAN NATIONAL STANDARD A1264.1
SAFETY REQUIREMENTS FOR WORKPLACE WALKING/WORKING
SURFACES AND THEIR ACCESS; WORKPLACE, FLOOR, WALL AND
ROOF OPENINGS; STAIRS AND GUARDRAIL/HANDRAIL SYSTEMS

STANDARD REQUIREMENTS

1. SCOPE, PURPOSE AND APPLI-
CATION
1.1 Scope. This standard sets forth

safety requirements in industrial and
workplace situations for protecting persons
in areas/places where danger exists of
persons or objects falling from elevated
walking and work surfaces such as floor,
roof or wall openings, platforms, runways,
ramps, fixed stairs or roofs in normal,
temporary and emergency conditions.

1.1.1 Excluded from this standard are:
private residences; escalators; moving
walks; floor openings occupied by elevators,
manlifts, dumbwaiters, conveyors, machin-
ery, containers; the loading and unloading
areas of truck, railroad and marine docks;
self-propelled motorized mobile equipment;
mobile ladder stands and mobile work
platforms; scaffolds used in the construction,
alteration, demolition and maintenance of
buildings and structures; ladders and
construction work areas; and marina and
floating tank ladders.

1.2 Purpose. The purpose of this
standard is to establish minimum safety
requirements for working and walking areas
to provide reasonable safety of persons
pursuing their foreseeable duties.

1.3 Application.

1.3.1 The requirements of this standard

apply to new and existing installations and
workplace exposures to fall hazards.

1.3.2 Construction and installation of all

EXPLANATORY INFORMATION
(Not part of American National
Standard A1264.1)

El.1 The scope of this document has
application to more than industrial settings.
It applies also to workplace settings used
and occupied mainly by workers. For
example, the document applies to stage
areas in theaters as used by stage hands
and performers (i.e., workers).

E1.1.1 Recognizing that the special safety
requirements necessary for assembly occu-
pancies may not be adequately covered by
other codes or standards, this standard may
provide the minimum safety performance
requirements to protect the occupants. See
ANSI/ASSE A10.18, Safety Requirements
for Temporary Floors, Holes, Wall
Openings, Stairways and Other Unprotected
Edges in Construction and Demolition
Operations.

E1.3.1 The requirements of this standard
can be effectively applied during alterations
of existing facilities or when major changes
are made to work areas.
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AMERICAN NATIONAL STANDARD A1264.1 — 2017

walking and work surfaces, guardrail
systems and all other protective measures
shall be of materials and methods suitable
for the environment of intended use.

1.3.3 Falls which may cause injury can
occur from any height. Employers shall
complete a fall hazard assessment of all
walking and work surfaces in order to
determine the guarding necessary to
prevent falls and injury. The requirements of
this standard are minimum requirements
and may not be sufficient for every installa-
tion. See ANSI/ASSE Z359.2, Minimum
Requirements for a Comprehensive Man-
aged Fall Protection Program, for a fall
protection hierarchy or preferred order of
control to eliminate or control fall hazards
when designing fall protection solutions for
both existing and new facilities.

1.3.4 Hazardous Location. Regardless E1.3.4 For more information about fall
of height, walking and work surfaces above protection please review ANSI/ASSE
or adjacent to dangerous equipment, open Z359.1, Safety Requirements for Personal
tanks and similar hazards, shall be Fall Arrest Systems, Subsystems and
protected in accordance with applicable Components.

standards to prevent falls into the hazard.
See ANSI/ASSE Z359.2, Minimum Require-
ments for a Comprehensive Managed Fall
Protection Program.

1.35 Order of Precedence. Applicable
legal requirements (laws and governmental
codes and regulations) supersede the
requirements of this standard and shall be
obeyed. Employers shall determine the
applicable jurisdictional authorities and if
application of this standard violates appli-
cable legal requirements, then the violating
requirements of this standard shall be

waived.

2. DEFINITIONS

2.1 Alternating Tread Device. Series E2.1 For more information on alter-
of treads usually arranged at a much nating tread devices please refer to NFPA
steeper pitch than permitted for stairs and LSC 101.

attached to a center support in an alter-
nating manner so that a user of the device
normally does not have both feet on the
same level.
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AMERICAN NATIONAL STANDARD A1264.1 — 2017

2.2 Exposed Edge. The edge of a
walking/working surface at which an
immediate downward change in elevation
occurs.

2.3 Flight. A series of stair risers,
including a single stair riser, between
landings.

24 Floor Hole/Opening. A void in a E2.4 Skylights located in floors or roofs
floor, resulting in a change in elevation, into are considered floor or roof hole/openings.
which persons may trip or fall or into which

objects in use may fall.

2.5 Gate, Safety. A self-closing barrier E2.5 For more information refer to
to prevent unintended passage and falls Figures 2.5:A and 2.5:B.

through guardrail openings such as those

necessary for the passage of persons or =
materials. (See Figures 2.5:A and 2.5:B.)

aaTeciosm auTE cPEn

Figure 2.5:A

Figure 2.5:B
2.6 Guardrail System. A barrier or an E2.6 Vertical posts, or other guardrail
arrangement of barriers located at or near system design(s) that incorporate barriers
the open edges of elevated walking and are acceptable for guardrail systems.
working surfaces that is intended to prevent
falls from that surface (e.qg., see Figure 2.6).
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