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INTERNATIONAL

Standard Specification for

Steel, Sheet and Strip, Hot-Rolled, Carbon, Structural, High-
Strength Low-Alloy and High-Strength Low-Alloy with
Improved Formability *

This standard is issued under the fixed designation A 1011/A 1011M; the number immediately following the designation indicates the
year of original adoption or, in the case of revision, the year of last revision. A number in parentheses indicates the year of last
reapproval. A superscript epsilos) (indicates an editorial change since the last revision or reapproval.

1. Scope * 3. Terminology

1.1 This specification covers hot-rolled structural, high- 3.1 Definitions—For definitions of other terms used in this
strength low-alloy, and high-strength low-alloy with improved specification refer to Terminology A 941.
formability steel sheet and strip, in coils and cut lengths. 3.2 Definitions of Terms Specific to This Standard:

1.2 Hot rolled steel sheet and strip is available in the 3.2.1 aging—loss of ductility with an increase in hardness,
designations as listed in 4.1. yield strength, and tensile strength that occurs when steel,

1.3 This specification is not applicable to the steel coveredvhich has been slightly cold worked (such as by temper
by Specification A 635/A 635M. rolling) is stored for some time.

1.4 The values stated in either inch-pound units or Sl units 3.2.1.1 Discussior—Aging also increases the tendency to-
are to be regarded separately as standard. Within the text, tleard stretcher strains and fluting.
Sl units are shown in brackets. The values stated in each 3.2.2 stabilization—the addition of one or more nitride or
system are not exact equivalents; therefore, each system mustrbide forming elements, or both, such as titanium and

be used independently of the other. columbium, to control the level of the interstitial elements
carbon and nitrogen in the steel.
2. Referenced Documents 3.2.2.1 Discussior—Stabilization improves formability and
2.1 ASTM Standards: increases resistance to aging.
A 370 Test Methods and Definitions for Mechanical Testing 3.2.3 vacuum degassirga process of refining liquid steel
of Steel Products in which the liquid is exposed to a vacuum as part of a special

A 568/A 568M Specification for Steel, Sheet, Carbon, andiechnique for removing impurities or for decarburizing the
High-Strength, Low-Alloy, Hot-Rolled and Cold-Rolled, steel.
General Requirements for o
A 569/A 569M Specification for Steel, Carbon (0.15 Maxi- 4- Classification
mum, Percent), Hot-Rolled Sheet and Strip Commetcial 4.1 Hot-rolled steel sheet and steel strip is available in the
A 622/A 622M Specification for Drawing Steel (DS), Sheet following designations:
and Strip, Carbon, Hot-Rolléd 4.1.1 Commercial Steel (CS Types A, B, and C),
A 635/A 635M Specification for Steel, Sheet and Strip, 4.1.2 Drawing Steel (DS Types A and B),
Heavy-Thickness Coils, Carbon, Hot Roffed Note 1—CS Type B and DS Type B describe the most common
A T49/A 749M Specification for Steel, Strip, Carbon and previouglsl included, rengCtively, in Specifications A 569/
High-Strength, Low-Alloy, Hot-Rolled, General Require- A 569M and A 622/A 622M.

ments fof
. . . 4.1.3 Structural Steel (SS grades 30[205], 33[230], 36[250]
Algfel y X‘T&)m's”ﬂ?%ypiﬁ'é‘;?%é" Steel, Stainless Steel, Rex 01 and 2, 40[275], 45[310], 50[340], and 55[380]),
ys: 4.1.4 High-Strength Low-Alloy Steel (HSLAS, classes 1

and 2, in grades 45[310], 50[340], 55[380], 60[410], 65[450],

1 This specification is under the jurisdiction of ASTM Committee AO1 on Steel, and 70[48_0]' .
Stainless Steel, and Related Alloys and is the direct responsibility of Subcommittee 4.1.5 High-Strength Low-Alloy Steel with Improved Form-
A01.19 on Steel Sheet and Strip. ability (HSLAS-F grades 50[340], 60[410], 70[480], and
Current edition approved March 10, 2002. Published April 2002. Originally 80[550])

ublished as A 1011/A 1011M - 00. Last previous edition A 1011/A 1011M - Ola. . .-
e Annual Book of ASTM Standardéol 0‘)1.03_ 4.1.5.1 HSLAS-F steel has improved formability when

3 Discontinuedsee 2000 Annual Book of ASTM Standakdd 01.03. Replaced  compared to HSLAS. The steel is fully deoxidized, made to a
by A 1011/A 1011M. fine grain practice, and includes microalloying elements such
4 Annual Book of ASTM Standardgol 01.01.

*A Summary of Changes section appears at the end of this standard. Docu ments
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as columbium, vanadium, and zirconium. The steel may bef heat analysis and mechanical properties as determined by
treated to achieve inclusion control. the tension test.

5. Ordering Information Note 3—A typical ordering description is as follows: ASTM A
. , - . 1011-XX, hot rolled steel sheet, CS Type A, pickled and oiled, cut edge,
5.1 It is the purchaser's responsibility to specify in thegg7s py 36 by 96 in., thickness tolerance Table 4 of Specification
purchase order all ordering information necessary to describg 56s/A 568M, 100 000 Ib, for part no. 6310, for shelf bracket.

the required material. Examples of such information includepr:
but are not limited to, the following: ASTM A 1011M-XX, hot rolled steel sheet, CS Type B, pickled and oiled,
5.1.1 ASTM specification number and year of issue, cut edge, 3.7 by 117 mm by coil, ID 600 mm, OD 1500 mm, max weight

5.1.2 Name of material and designation (hot-rolled stee 0 000 kg, thickness tolerance Table Al.1 of Specification A 568/A 568M,
. 9 . 0 000 kg, for upper control arm.
sheet) (include grade, type and class, as appropriate, for C

’

DS, SS, HSLAS and HSLAS-F) (see 4.1), 6. General Requirements for Delivery
5.1.2.1 When a type is not specified for CS or DS, Type B ¢ 1 \aterial furnished under this specification shall con-
will be furnished (see 4.1), - form to the applicable requirements of the current edition of
5.1.2.2 When a class is not specified for HSLAS, Class lghecification A 568/A568M for sheets and Specification

will be furnished (see 4.1), A 749/A 749M for strip, unless otherwise provided for herein
5.1.2.3 When a type is not specified for SS Grade 36, Type P, P '

1 will be furnished (see 4.1), 7. Chemical Composition

5.1.3 Finish (see 9.1) 7.1 The heat analysis of the steel shall conform to the

5.1.4 Type of edge (see 9.3), chemical composition requirements of the appropriate desig-

5.1.5 Oiled or not oiled, as required (see 9.2), nation shown in Table 1 for CS and DS and Table 2 for SS,

5.1.6 Dimensions (thickness, thickness tolerance table (SQ-?SLAS, and HSLAS-F.
5.1.6.1), width, and whether cut lengths or cails), 7.2 Each of the elements listed in Tables 1 and 2 shall be

5.1.6.1 As agreed upon between the purchaser and th&q,ded in the report of the heat analysis. When the amount of
producer, material ordered to this specification will be SUpp“eq:opper, nickel, chromium, or molybdenum is less than 0.02 %,
to meet the appropriate thickness tolerance table shown ig,q analysis may be reported as < 0.02 %. When the amount of
Sp.ecificationsA 568/A 568M for sheet and A 749/A 749M for vanadium, columbium, or titanium is less than 0.008 %, the
strip. analysis may be reported as < 0.008 %.

Note 2—Not all producers are capable of meeting all the limitations of 7.3 Sheet steel grades defined by this specification are
the thickness tolerance tables in Specifications A 568/A 568M and A 7496uitable for welding if appropriate welding conditions are
A 749M. The purchaser should contact the producer prior to placing akelected. For certain welding processes more restrictive com-
order. position limits may be desirable, and should by requested at the

5.1.7 Coil size (inside diameter, outside diameter, and maxitime of inquiry and ordering.
mum weight),

5.1.8 Copper bearing steel (if required), 8. Mechanical Properties
5.1.9 Quantity, 8.1 CS and DS
5.1.10 Application (part identification and description), 8.1.1 Typical, nonmandatory mechanical properties for CS
5.1.11 Special requirements (if required) or supplementanand DS are found in Table 3.
requirement S1 for HSLAS, and 8.1.2 The material shall be capable of being bent at room

5.1.12 A report of heat analysis will be supplied, if re- temperature in any direction through 180° flat on itself without
quested, for CS and DS. For materials with required mechankiracking on the outside of the bent portion (see the section on
cal properties, SS, HSLAS, and HSLAS-F, a report is requiredend test in Test Methods and Definitions A 370).

TABLE 1 Chemical Composition “
For Hot Rolled Steel Sheet and Strip Designations CS and DS

Composition, % Heat Analysis
Element maximum unless otherwise shown

C Mn P S Al Si Cu Ni Cr? Mo \ Cb Ti¢ N
CS Type APERG  0.10 0.60 0.030 0.035 L c 0.20" 0.20 0.15 0.06 0.008 0.008 0.025
CS Type BF 0.02t0 0.15 0.60 0.030 0.035 L C 0.20" 0.20 0.15 0.06 0.008 0.008 0.025
CS Type CPERG 0.08 0.60 0.10 0.035 L C 0.20" 0.20 0.15 0.06 0.008 0.008 0.025
DS Type APEC 0.08 0.50 0.020 0.030 0.01 min c 0.20 0.20 0.15 0.06 0.008 0.008 0.025
DS Type B 0.02t0 0.08 0.50 0.020 0.030 0.01 min C 0.20 0.20 0.15 0.06 0.008 0.008 0.025

AWhere an ellipsis (. . .) appears in the table, there is no specified limit, but the analysis shall be reported.
B Chromium is permitted, at the producer’s option, to 0.25 % maximum when the carbon content is less than or equal to 0.05 %.
€ Titanium is permitted, at producer’s option, to 0.025 % provided the ratio of % titanium to % nitrogen does not exceed 3.4.
D specify Type B to avoid carbon levels below 0.02 %.
E For carbon levels less than or equal to 0.02 %, vanadium, columbium, or titanium, or combinations thereof, may be used as stabilizing elements at the producer’s
option. In such case, the limits for these elements are 0.10 % for vanadium or columbium and 0.15 % for titanium.
FWhen an aluminum deoxidized steel is required, it may be ordered to a minimum of 0.01 % total aluminum.
© May be furnished as a vacuum degassed or chemically stabilized steel, or both, at producer’s option.
" When copper steel is specified, the copper limit is a minimum requirement. When copper steel is not specified, the copper limit is.a m=ximuerto'elum ents
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