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Zinc Coating (Hot-Dip) on Iron and Steel Hardware
This standard is issued under the fixed designation A 153/A 153M; the number immediately following the designation indicates the year
of original adoption or, in the case of revision, the year of last revision. A number in parentheses indicates the year of last reapproval.
A superscript epsilonej indicates an editorial change since the last revision or reapproval.
This standard has been approved for use by agencies of the Department of Defense.
1. Scope of Hot-Dip Galvanized Coatings
hot-dip process on iron and steel hardware. uct

1.2 This specification is intended to be applicable to hard- B 6 Specification for Zinc (Slab Zing) _
ware items that are centrifuged or otherwise handled to remove B 487 Test Method for Measurement of Metal and Oxide
excess galvanizing bath metal (free zinc). Coating thickness Coating Thicknesses by Microscopical Examination of a
grade requirements reflect this. Cross Sectich _ _ _

1.3 This specification is applicable to orders in either B 602 Test Method for Attribute Sampling of Metallic and
inch-pound units (as A 153) or in Sl units (as A153M). _Inorganic Coatings . . .
Inch-pound units and S| units are not necessarily exact E 376 Practice for Measuring Coating Thickness by
equivalents. Within the text of this specification and where ~ Magnetic-Field or Eddy-Current (Electromagnetic) Test
appropriate, Sl units are shown in brackets. Each system shall Methods ) ) N )
be used independently of the other without combining values in F 1470 Guide for Fastener Sampling for Specified Mechani-
any way. In the case of orders in Sl units, all testing and _Cal Properties and Performance Inspection
inspection shall be done using the metric equivalent of the test F 1789 Terminology for F16 Mechanical Fastefiers
or inspection method as appropriate. In the case of orders in %I

units, such shall be stated to the galvanizer when the order IS o
placed. 3.1 Definitions:

1.4 This standard does not purport to address all of the 311 The foIIowir_lg terms and definitio_ns are specific to this
safety concerns, if any, associated with its use. It is thePecification. Terminology A 902 contains other terms and
responsibility of the user of this standard to establish appm_deflnltlons relatlng.to metallic-coated steel p_rqc_iucts. Terr_nlnol—
priate safety and health practices and determine the applica®9y F 1789 contains other terms and definitions relating to

bility of regulatory limitations prior to use. mechanical fasteners. - _
3.2 Definitions of Terms Specific to This Standard:

Terminology

2. Referenced Documents 3.2.1 average coating thicknessv+—the average of the
2.1 ASTM Standards: specimen coating thickness values for the samples in an
A 90/A 90M Test Method for Weight of Coating on Zinc- inspection lot.

Coated (Galvanized) Iron or Steel Articles 3.2.2 bare spots n—uncoated areas on the surface of the

A 143 Practice for Safeguarding Against Embrittlement ofSt€€l part that contain no measurable zinc coating.
Hot-Dip Galvanized Structural Steel Products and Proce- 3:2-3 dross inclusions n—the iron/zinc intermetallics

dure for Detecting Embrittlemeht present in a galvanized coating in a form other than the layer
A 385 Practice for Providing High-Quality Zinc Coatings 9rowth of the coating. _
(Hot-Dip)? 3.2.4 individual measurement—the reading from a mag-

A 780 Practice for Repair of Damaged and Uncoated Area8€tic thickness gauge of a single coating spot thickness, or the
microscopic reading of a coating thickness as seen in an optical

microscope at one spot.
1 This specification is under the jurisdiction of ASTM Committee A05 on
Metallic-Coated Iron and Steel Products and is the direct responsibility of ————————
Subcommittee A05.13 on Structural Shapes and Hardware Specifications. 3 Annual Book of ASTM Standardgol 02.04.
Current edition approved April 10, 2003. Published May 2003. Originally ~ “Annual Book of ASTM Standardgol 02.05.
approved in 1933. Last previous edition approved in 2002 as A 153/A 153M — 02. ® Annual Book of ASTM Standardgol 03.03.
2 Annual Book of ASTM Standardgol 01.06. ¢ Annual Book of ASTM Standardgol 01.08.
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3.2.5 inspection lot n—the quantity of identical parts to the galvanizing bath as a master feed alloy, or they can be added to the
cleaned, fluxed and galvanized together at one time in afath by the galvanizer as individual feeds.
appropriate container that is being submitted for acceptance as4.3 Minimum Coating Weight [Mass] or Minimum Coating
a group. Thickness-The minimum coating weight [mass] or the mini-

3.2.6 malleable castingn—a steel article that has been mum coating thickness shall conform to the requirements
subjected to a prolonged anneal to decarburize or graphitize ttgrescribed in Table 1 for the material category and thickness of
part to remove as much of the carbon as possible or to conventaterial in which the article belongs.
the carbon to graphite, which permits plastic deformation in 4.4 Threaded Articles-The zinc coating on threads shall
compression without rupture. not be subjected to a cutting, rolling, or finishing-tool opera-

3.2.7 sample n—a collection of individual units of product tion, unless specifically authorized by the purchaser. In order to
from a single inspection lot selected in accordance with Sectiomeet overtapping allowances, tapping the threads of nuts or
6 and intended to represent that inspection lot for acceptanceapped holes after galvanizing is not prohibited.

3.2.8 specimen n—an individual test article upon which 4.5 Touch-up and Repai~Bare spots that are found on
thickness measurements or weight determinations are peparts after galvanizing shall be renovated by use of the methods
formed. found in Practice A 780 if the following criteria are met. The

3.2.9 specimen coating thickness—the average thickness bare spots shall have an area totalling not more than 1 % of the
from no less than five test measurements on a specimen, whearface area to be coated excluding threaded areas of the piece
each measurement location is selected to provide the wideand the bare spots shall not include any threaded areas of the
dispersion (in all applicable directions) of locations within thepiece. The thickness of the repair shall be equal to the

specimen volume. surrounding galvanized coating except for repairs made by
3.2.10threaded areasn—the sections of a steel part that paints containing zinc dust in which case the thickness of the
have threads formed before hot-dip galvanizing. repair shall be 50 % greater than the thickness of the galva-
nized coating required for the class of material, but shall not be
4. Materials and Manufacture greater than 4.0 mils [100 um]. Repair thickness measurements

4.1 Steel or Iror—Ferrous articles to be hot-dip zinc coated shall be made in accordance with Practice A 780. The galva-
shall conform to specifications designated by the purchaser. nizer shall make repairs unless directed by the purchaser to

4.2 Zinc—The zinc used for the coating shall conform to deliver items unrepaired for subsequent renovation by the
Specification B 6 and shall be at least equal to the gradpurchaser.
designated as “Prime Western.”

4.2.1 If a zinc alloy is used as the primary feed for the

galvanizing bath, then the base material used to make that alloy 5-1 The zinc-coated articles shall be free from uncoated
shall conform to Specification B 6. areas, blisters, flux deposits, dross inclusions, and other types

4.2.2 The molten metal in the working volume of the Of projections that would interfere with the intended use of the

galvanizing bath shall contain not less than an average value &fticles, or other defects not consistent with good galvanizing

98.0 % zinc by weight [mass]. practice. _ _
5.2 The zinc coating shall be smooth and reasonably uni-
Note 1—The galvanizer may choose to add trace amounts of certairporm in thickness.

elements (for example, aluminum, nickel, bismuth, or tin) to the zinc bath
to help in the processing of certain reactive steels or to enhance the Note 2—Smoothness of surface is a relative term. Minor roughness
cosmetic appearance of the finished product. The elements can be addbat does not interfere with the intended use of the part, or roughness that

5. Workmanship, Finish, and Appearance

TABLE 1 Thickness or Weight [Mass] of Zinc Coating for Various Classes of Material

Note 1— Length of the piece, stated in Classes B-1, B-2, and B-3, refers to the finished dimension of the piece after fabrication.

Weight [Mass] of Zinc Coating, Coating Thickness, mils
0z/ft?[g/m?] of Surface, Minimum [microns], Minimum
Class of Material Average of Any Average of Any
Specimens Individual Specimens Individual
Tested Specimen Tested Specimen
Class A—Castings—Malleable Iron, Steel 2.00 [610] 1.80 [550] 3.4 [86] 3.1[79]
Class B—Rolled, pressed, and forged articles
(except those which would be included under Classes C and D):
B-1—%16 in. [4.76 mm] and over in thickness 2.00 [610] 1.80 [550] 3.4 [86] 3.1[79]
and over 15 in. [381 mm] in length
B-2—under %16 in. [4.76 mm] in thickness and 1.50 [458] 1.25 [381] 2.6 [66] 2.1 [53]
over 15 in. [381 mm] in length
B-3—any thickness and 15 in. [381 mm] and under in length 1.30 [397] 1.10 [336] 2.2 [56] 1.9 [48]
Class C—Fasteners over ¥ in. [9.52 mm] in diameter 1.25 [381] 1.00 [305] 2.1 [53] 1.7 [43]

and similar articles. Washers %16 in. and ¥4 in. [4.76 and 6.35
mm] in thickness
Class D—Fasteners ¥s in. [9.52 mm] and under in diameter, 1.00 [305] 0.85 [259] 1.7 [43] 1.4 [36]

rivets, nails and similar articles. Washers under %16 in. [4.76

mm] in thickness
Document Sharing Hub

Full document details: ASTM A153/A153M-03


http://www.avadocuments.com/doc/astm-a153-a153m-03
http://www.avadocuments.com/doc/astm-a153-a153m-03

