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INTERNATIONAL

Standard Specification for
Steel Sheet, Terne (Lead-Tin Alloy) Coated by the Hot-Dip
Process *

This standard is issued under the fixed designation A 308; the number immediately following the designation indicates the year of
original adoption or, in the case of revision, the year of last revision. A number in parentheses indicates the year of last reapproval. A
superscript epsilone] indicates an editorial change since the last revision or reapproval.

This standard has been approved for use by agencies of the Department of Defense.

1. Scope TABLE 1 Weight of Coating (Total Both Sides) #&

1.1 This specification covers sheet steel in coils and cut Note 1—Coating Thickness/Weight Equivalere&he coating thick-
lengths coated with lead-tin alloy (terne metal, see 3.2.3) by theess may be estimated from the coating weight by using the following
hot_d|p process. This material is Common|y known as terne anaalatlonshlp: 0.25 oz/fttotal both sides (LT25) IS equal to 0.00027 in. or
is used where ease of solderability and a degree of corrosi09127 mils total both sides. This formula is not to be used for calculation of

ist desirable. It i Al itabl h .tensile strength of the base metal, which must be based on actual base
resistance are desirable. It is especially suitable where resiz:. . thickness measurement.
tance to gasoline is required. Terne-coated sheet is also used teF

stamping, where the coating acts as a lubricant in the die,

Minimum Requirements

: ; ; ; : : . Coating Triple-Spot Test Single-Spot Test
lessening difficulties in drawing. The weight of coating, always Designation
expressed as total coating on both sides, shall be specified in ozfft? g/m? ozfft? g/m?
accordance with Table 1. LTO1 no minimum® no minimum®

1.2 Material furnished under this specification shall con- 72 32 - 32 o

form to the applicable requirements of the latest issue of LT40 0.40 122 0.30 92
Specification A 924/A 924M, unless otherwise provided LT55 0.55 168 0.40 122
herein LT85 0.85 259 0.70 214

. LT110 1.10 336 0.90 275

1.3 Terne-coated steel is available in a number of designa=
gna A The coating designation number is the term by which this material is specified.

tions, typesv and grades._ . . The weight of coating in ounces per square foot of sheet refers to the total coating
1.4 The values stated in inch-pound units are to be regarded both surfaces. Because of the many variables and changing conditions that are

as the standard. The values given in parentheses are fg}gracteristic of continuous terne coating, the terne coating is not al\_/vays evenly
. . ivided between the two surfaces of the terne-coated sheet, nor is the terne
information 0n|Y- coating always evenly distributed from edge to edge. However, it can normally be

1.5 The text of this specification references notes an@xpected that not less than 40 % of the single-spot check limit will be found on
1 i ither surface.

footnotes that pr(_)V|de explgnatory materlé_ll' These notes aanB As the performance for the long terne-coated sheet is related to the coating
footnotes, excluding those in tables and figures, shall not b@ickness, material carrying the statement* meets ASTM A 308 requirements”
considered as requirements of this specification. shguld also specify the particular coating designation. _

1.6 This standard does not purport to address all of themple[\lgnrg|r;;nmgtfzsg:§a:2§ttshatthere are no established minimum requirements for
safety concerns, if any, associated with its use. It is the
responsibility of the user of this standard to establish appro-

priate safety and health practices and determine the applica- A 924/A 924M 924M Specification for General Require-

bility of regulatory limitations prior to use. ments for Steel Sheet, Metallic Coated by the Hot Dip
Proces$
2. Referenced Documents E 517 Test Method for Plastic Strain RatR® for Sheet
2.1 ASTM Standards: MetaP
A 309 Test Method for Weight and Composition of Coating E 646 Test Method for Tensile Strain-Hardening Exponents
on Terne Sheet by the Triple Spot Test (n Values) of Metallic Sheet Materials
A 902 Terminology Relating to Metallic Coated Steel Prod- .
ucte 3. Terminology

3.1 Definitions—For definitions of terms and abbreviations

* This specification is under the jurisdiction of ASTM Committee AO5 on used in th.IS. §peC|f|cat|0n, see TermanIOQ]y A 902.
Metallic-Coated Iron and Steel Products and is the direct responsibility of 3.2 Definitions of Terms Specific to This Standard:
Subcommittee A05.11 on Sheet Specifications.

Current edition approved June 10, 2002. Published August 2002. Originally
published as A 308 — 47 T. Last previous edition A 308 — 99. —
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3.2.1 electrolytic nickel platen—a nickel coating predepos-  5.2.3 ASTM designation number and year of issue,
ited on steel sheet; used to promote a more uniform and more 5.2 4 Coating designation (see 8.1.1 and Table 1),

corrosion-resistant h(;)t-ﬁlipped, Ionlg tﬁrne coatir:jg.b _ 5.2.5 Nickel plating; specify with or without (if unspecified,
/3.2.2 terne-coated sheet—steel sheet coated by Immer- e gheet steel would usually be supplied without nickel
sion in molten terne metal; the steel sheet prior to immersion &Jating)

ter;gctﬁgﬁlﬁi?ﬁzgl(; igg(tai:]gare (uncoated) or with a predeposit 5.2.6 Specify whether oiled or not oiled,
3.2.3 terne metaln—an alloy of lead with a small percent- ~ 2-2.7 Dimensions (show  thickness, minimum or nominal
age of tin sufficient to obtain a smooth continuous coating. Width, and length, if cut length). The purchaser shall specify
3.2.3.1 Discussior—The minimum tin content is normally the appropriate table of thickness tolerances in Specification
8 %, with h|gher percentages used depending on the type &924//6\ 924M that applies to the Order, that iS, the table of

coating equipment used. thickness tolerances féfs-in. [10-mm] edge distance, or the
table of thickness tolerances for 1-in. [25-mm] edge distance.
4. Classification 5.2.8 Coil size requirements (specify maximum outside
4.1 The material is available in four designations, as fol-diameter (OD), acceptable inside diameter (ID), and maximum
lows: weight),
4.1.1 Commercial steel (CS Types A, B, and C), 5.2.9 Certification, if required, and heat analysis and me-
4.1.2 Deep drawing steel (DDS), chanical property report,
4.1.3 Extra deep drawing steel (EDDS), and 5.2.10 Application (part identification and description), and

4.1.4 Structural steel (SS).
4.2 Structural steel is available in several grades.
4.3 The material is available with several coating weights Note 1—A typical ordering description is as follows: terne-coated

5.2.11 Special requirements (if any).

[masses] (coating designations) as shown in Table 1. sheet, Deep Drawing Steel (DDS), ASTM A308—_; coating desig-
nation LT25, oiled 0.024 in. minimum by 32 in. by coil, 24 in. ID Coils,
5. Ordering Information 15 000 Ib max for fuel tank—upper half.

5.1 Terne-coated sheet in coils or cut lengths is produced tg
thickness requirements expressed to 0.001 in. (0.01 mm). The
thickness of the sheet includes both the base metal and the6.1 The heat analysis of the base metal furnished under this
coating. specification shall conform to the requirements shown in Table

5.2 Orders for material under this specification shall include?-
the following information, as necessary, to describe adequately 6.1.1 Include in the report of the heat analysis, each of the
the required material: elements in Table 2. When the amount of copper, nickel,

5.2.1 Name of material (long terne-coated steel sheet), chromium, or molybdenum is less than 0.02 %, report the

5.2.2 Designations of sheet steel (CS (Types A, B, and Canalysis as <0.02 % or the actual determined value. When the

Chemical Composition, Base Metal

DDS, EDDS, and SS including grade or SS), amount of vanadium, titanium, or columbium is less than
5.2.2.1 When a CS type is not specified, Type B will be0.008 %, report the analysis as <0.008 % or the actual deter-
furnished. mined value.

TABLE 2 Chemical Requirements “

Composition, %—Heat Analysis
Element, max (unless otherwise shown)

Designation C Mn P S Al Cu Ni Cr Mo \% Cb Ti® N
CS Type ASPE 0.10 0.60 0.030 0.035 S 0.20 0.20 0.15 0.06 0.008 0.008 0.025
CS Type BF€ 0.02-0.15 0.60 0.030 0.035 S 0.20 0.20 0.15 0.06 0.008 0.008 0.025
CS Type CEPE 0.08 0.60 0.10 0.035 S 0.20 0.20 0.15 0.06 0.008 0.008 0.025
DDSPE 0.06 0.50 0.020 0.030 0.01, 0.20 0.20 0.15 0.06 0.008 0.008 0.025
min
EDDS® 0.02 0.40 0.020 0.025 0.01, 0.20 0.20 0.15 0.06 0.10 0.10 0.15
min
SS:
Grades 25, 30, 33 0.20 0.60 0.04 0.04 C 0.20 0.20 0.15 0.06 0.008  0.008 0.025
(Type 1) and 80
Grade 40 (Type 1) 0.20 0.90 0.04 0.04 S 0.20 0.20 0.15 0.06 0.008 0.008 0.025
Grades 33 (Type 2) 0.15 0.60 0.20 0.04 C 0.20 0.20 0.15 0.06 0.008  0.008  0.025

and 40 (Type 2)

A Where an ellipsis (. . .) appears in the table, there is no requirement, but the analysis shall be reported.

B For steels containing more than 0.02 % carbon, titanium is permitted to 0.025 % provided the ratio of % titanium to % nitrogen does not exceed 3.4.

€ When a deoxidized steel is required for the application, the purchaser has the option to order CS and SS to a minimum of 0.01 % total aluminum.

D steel is permitted to be furnished as a vacuum degassed or chemically stabilized steel, or both, at the producer’s option.

E For carbon levels less than or equal to 0.02 %, vanadium, columbium, or titanium, or combinations thereof, are permitted to be used as stabilizing elements at the
producer’s option. In such cases, the applicable limit for vanadium and columbium shall be 0.10 % max. and the limit for titanium shall be 0.15 % max.

F For CS, specify Type B to avoid carbon levels below 0.02 %.

G Shall be furnished as a stabilized steel. DOCU ments
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