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NOTICE: This standard has either been superseded and replaced by a new version or discontinued.
Contact ASTM International (www.astm.org) for the latest information.

QHny) Designation: A 321 — 90 (Reapproved 1995) <* An American National Standard

Standard Specification for

Steel Bars, Carbon, Quenched and Tempered *

This standard is issued under the fixed designation A 321; the number immediately following the designation indicates the year of
original adoption or, in the case of revision, the year of last revision. A number in parentheses indicates the year of last reapproval. A
superscript epsilonej indicates an editorial change since the last revision or reapproval.

€' Note—Keywords were added editorially in March 1995.

1. Scope Note 1—A typical ordering description is as follows: 10 000 Ib,

. e . hot-rolled bars quenched and tempered, straightened, stress relieved,
1.1 This specification covers hot-rolled, quenched, and temdescaled, 1.000 in. diameter by 10 ft long, heat analysis required, ASTM

pered carbon steel bars, of the following sections and Sizg 351 gated .

ranges:
1.1.1 Rounds ¥4 to 9% in. (6.35 to 241.3 mm) incl, in 4. Manufacture
diameter. 4.1 Melting Practice—The steel shall be made by one or
1.1.2 Squares ¥ to 572 in. (6.35 to 139.7 mm) incl, more of the following primary processes: open-hearth, basic-
between parallel surfaces. oxygen, or electric-furnace. The primary melting may incor-
1.1.3 Hexagons¥a in. (6.35 mm) and over between parallel porate separate degassing or refining and may be followed by
surfaces. secondary melting using electroslag remelting or vacuum arc

1.2 The values stated in inch-pound units are to be regarde@melting. Where secondary melting is employed, the heat
as the standard. The values given in parentheses are fgpall be defined as all of the ingots remelted from a single
information only. primary heat.

4.2 Discard—A sufficient discard shall be made (from each

2. Referenced Documents ingot, when ingot cast) to secure freedom from injurious piping
2.1 ASTM Standards: and undue segregation.

A 29/A29M Specification for Steel Bars, Carbon and Alloy, 4.3 Heat Treatment
Hot-Wrought and Cold-Finished, General Requirements 4 3.1 Cooling—Immediately after rolling, the bars shall be

for? o . ~allowed to cool to a temperature below the critical range under
A 370 Test Methods and Definitions for Mechanical Tes“ngsuitab'e conditions to prevent injury by too rapid C00|ing_
of Steel Products 4.3.2 Quenching and TemperirgThe material shall be

3. Ordering Information unlformly heated to the austenitizing temperature, soaked fqr a
) ) o sufficient length of time to produce the desired change in

include the following information: _ charge”), and quenched in some medium under substantially
3.1.1 Quantity (weight or number of pieces), uniform conditions for each quenching charge. The material
3.1.2 Name of material, _ shall then be uniformly reheated to the proper temperature for
3.1.3 Stress relief anneal (if required), _ tempering (a group thus reheated being known as a “tempering
3.1.4 Finish (specify descaled and oiled if required), charge”), and allowed to cool uniformly. The temperature
3.1.5 Dimensions (cross sectional shape, size, and lengthye|ected for tempering shall not be less than 800°F (427°C).
3.1.6 Straightness (if other than standard is required), 4.3.3 Stress RelievingWhen it is desirable to minimize
3.1.7 Leaded stegl (if required), ) . internal stresses introduced by straightening, the purchaser
3.1.8 Heat analysis or test report (if required), may specify a stress relief anneal as a final operation.
3.1.9 ASTM designation and date of issue, and
3.1.10 Additional requirements, if any. 5. Chemical Composition

5.1 Chemical Composition-The steel shall conform to the
requirements for chemical composition specified in Table 1.
5.2 Leaded SteelWhen required, lead may be specified as

1 This specification is under the jurisdiction of ASTM Committee A-1 on Steel,
Stainless Steel, and Related Alloys, and is the direct responsibility of Subcommittee

AOL.15 on Bars. an added element. A range from 0.15 to 0.35 %, inclusive, is
Current edition approved Jan. 26, 1990. Published March 1990. Originalycommonly specified. Heat analysis for lead is not determinable
published as A 321 - 49 T. Last previous edition A 321 - 89. since lead is added to the ladle stream while each ingot is
2 Annual Book of ASTM Standardgol 01.05. oured
3 Annual Book of ASTM Standardgol 01.03. p :
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TABLE 1 Chemical Requirements (Heat Analysis) surface of the bar. If test specimens are selected conforming to
Element Composition, % the dimensions of Fig. 6 for sizes undét:1in. in diameter or
Carbon, max 0.55 distance between parallel faces, they shall be machined from
Manganese 0.60 to 0.90 the center of the bar.
Ehosphorus, max 9080 7.3 Number of Tests-One tension test shall be made from
Silicon 0.15 to 0.35 each tempering or stress-relieving charge. If more than one
Lead A quenching charge is represented, one tension test shall be made
“When required, lead may be specified as an added element. See 6.2. from each quenching charge. If more than one heat is repre-
sented in a quenching charge, one tension test shall be made
6. Grain Size Requirements from each heat and size. For continuous type of treatment, one

6.1 The steel shall conform to the fine austenitic grain sizetenSIon test shall be made for each 25 tons (23 Mg) of each heat

) e or size.
requirement of Specification A 29/A 29M. 7.4 Test Methods-Tension tests shall be made in accor-

7. Mechanical Properties dance with Test Methods and Definitions A 370. The yield
point shall be determined by the drop of the beam or halt in the
gage of the testing machine, or by the use of dividers, as
covered in Section 12 of Test Methods and Definitions A 370.

7.1 Tensile Properties-The material, after final heat treat-
ment and straightening, shall conform to the requirements as
tensile properties specified in Table 2.

;g Ie'lsit Stpecimens hall b d for testing ¢ th8. Permissible Variations of Dimensions
.2.1 Test specimens shall be prepared for testing from the ) . - .
P prep g 8.1 Straightness-Unless otherwise specified, all material

material in the quenched and tempered condition. i ; .
7.2.2 Specimens shall be taken longitudinally and may béha" be supplied to a str_alghtness tolerancéson. (3.2_mm)
& any 5 ft (1.52 m) but it may not exceed the following:

tested in full thickness or section, or they may be machined t
the dimensions shown in Figs. 4 or Figs. 6 of Test Methods and Maximum straightness deviation, itmm)=

Definitions A 370. If test specimens are selected conforming to Y5 (3.2 mm x length in feetor metrey/5 (or 1.52
the dimensions of Fig. 6 for size¥4l in. (38.1 mm) and larger 9
in diameter or distance between parallel faces, they shall be

machined from a position midway between the center and the 9:1 Descaling—Unless otherwise specified, the bars shall
be furnished not descaled. When required, the bars may be

specified to be descaled and shall be oiled as a protection from
rust during shipment.

. Workmanship, Finish, and Appearance

TABLE 2 Tensile Requirements

Elon-
gation .
Yield Tensile in 2 in. Reduc- 10. General ReqU|rementS
. A Point, ~ Strength, or50 tion 10.1 Material furnished under this specification shall con-
Diameter or Distance Between min, ksi min, ksi mm, of Area, . . ...
Parallel Faces, in. (mm) (MPa) (MPa)  min, % min, % form to the applicable requirements of the current edition of
1 (25.4) and under 75 (520) 110 (760) 18 e Specification A 29/A 29M unless otherwise provided herein.
Over 1 to 2% (25.4 to 63.5), incl 70 (485) 105 (720) 18 45
Over 2% to 4 (63.5 to 101.6), incl 65 (450) 95 (660) 18 45 11. Keywords
Over 4 to 6 (101.6 to 152.4), incl 60 (415) 90 (620) 18 40 . .
Over 6 10 9% (152.4 to 241.3), incl 50 (345)  85(500) 18 35 11.1 carbon steel bars; quenched and tempered steel bars;

steel bars

The American Society for Testing and Materials takes no position respecting the validity of any patent rights asserted in connection
with any item mentioned in this standard. Users of this standard are expressly advised that determination of the validity of any such
patent rights, and the risk of infringement of such rights, are entirely their own responsibility.

This standard is subject to revision at any time by the responsible technical committee and must be reviewed every five years and
if not revised, either reapproved or withdrawn. Your comments are invited either for revision of this standard or for additional standards
and should be addressed to ASTM Headquarters. Your comments will receive careful consideration at a meeting of the responsible
technical committee, which you may attend. If you feel that your comments have not received a fair hearing you should make your
views known to the ASTM Committee on Standards, 100 Barr Harbor Drive, West Conshohocken, PA 19428.

This standard is copyrighted by ASTM, 100 Barr Harbor Drive, West Conshohocken, PA 19428-2959, United States. Individual
reprints (single or multiple copies) of this standard may be obtained by contacting ASTM at the above address or at 610-832-9585
(phone), 610-832-9555 (fax), or service@astm.org (e-mail); or through the ASTM website (http://www.astm.org).
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