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Standard Specification for
. . 1
Steel Sheet, Aluminum-Coated, by the Hot-Dip Process
This standard is issued under the fixed designation A 463/A 463M; the number immediately following the designation indicates the year
of original adoption or, in the case of revision, the year of last revision. A number in parentheses indicates the year of last reapproval.
A superscript epsilonej indicates an editorial change since the last revision or reapproval.
This standard has been approved for use by agencies of the Department of Defense.
1. Scope E 517 Test Method for Plastic Strain Ratiofor Sheet

1.1 This specification covers aluminum-coated steel sheet in Metaf* ) ) )
coils and cut lengths available with two types of aluminum E 646 Test Method for Tensile Strain-Hardening Exponents
coating applied by the hot-dip process, with several coating (N values) of Metallic Sheet Materids
weights [masses]. 3
1.2 Product furnished under this specification shall conform o . L
to the applicable requirements of the latest issue of Specifica- 3-1 Définitions—See Terminology A 902 for definitions of
tion A 924/A 924M, unless otherwise provided herein. general terminology relating to metallic-coated steel products.
1.3 This specification is applicable to orders in either PP
inch-pound units (as A 463) or Sl units [as A 463M]. Values in 4. Classification i : ) , ,
inch-pound and SI units are not necessarily equivalent. Within 4-1 The steel sheet is available in several designations, as
the text, SI units are shown in brackets. Each system shall @!loWs: _
used independently of the other. 4.1.1 Comr_nermal Steel (CS Types A, B, and C),
1.4 Unless the order specifies the “M” designation (SI 4:1.2 Forming Steel (FS),
units), the product shall be furnished to inch-pound units. 4.1.3 Deep Drawing Steel (DDS),
1.5 The text of this standard references notes and footnotes 4-1-4 Extra Deep Drawing Steel (EDDS),
which provide explanatory material. These notes and footnotes 415 Structural Steel (SS),
(excluding those in tables and figures) shall not be considered 4-1:6 High Strength-Low Alloy Steel (HSLAS Type A),
as requirements of the standard. 4.1.7 ngh_ _Strength-Low Alloy Steel (HSLAS Type B),
1.6 This standard does not purport to address all of the 4-1.8 Ferritic Stainless Steel (FSS Type 409), and
safety concerns, if any, associated with its use. It is the 4-1.9 Ferritic Stainless Steel (FSS Type 439).
responsibility of the user of this standard to establish appro-_4-2 Structural Steel (SS) and High Strength-Low Alloy
priate safety and health practices and determine the applicaSt€€!s (HSLAS Types A and B) are available in several grades

. Terminology

bility of regulatory limitations prior to use. and classes. . _ , ,
4.3 The aluminum coating is available in two types with
2. Referenced Documents several coating weights [masses] with coating designations as
2.1 ASTM Standards: shown in Table 1. , _
A 428/A 428M Test Method for Weight Mass of Coating on ~4-3.-1 Coating Type Jlis manufactured using a coating bath
Aluminum-Coated Iron or Steel Articlés of aluminum-silicon alloy containing 5 to 11 % silicon to

A 480/A 480M  Specification for General Requirements forPromote better adherence. It is intended principally for heat-
Flat-Rolled Stainless and Heat-Resisting Steel Plate/€SISting applications and also for uses where corrosion resis-

Sheet, and Strib tance and heat are involved. It is available as a coating on each
A 902 Terminology Relating to Metallic Coated Steel Prod-©f the designations of steel sheet listed in 4.1. _
uct2 4.3.2 Coating Type 2s a commercially pure aluminum. It is

A 924/A 924M Specification for General Requirements forNtended principally for use in applications requiring corrosion
Steel Sheet, Metallic-Coated by the Hot-Dip Prodess ~ 'esistance and is available only as a coating on Commercial
Steel, Forming Steel, Structural Steel, and High Strength-Low
Alloy Steel.
1 This specification is under the jurisdiction of ASTM Committee A05 on i i
Metallic Coated Iron and Steel Products and is the direct responsibility of5. Ordering Information

Subcommittee A05.11 on Sheet Specifications. ; s .

Current edition approved June 10, 2002. Published August 2002. Originally 5.1 Product under this sPeCIflcatlon shall be ordered to
published as A 463 — 62 T. Last previous edition A 463/A 463M — Ola.
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Ay A a63/A 463M

TABLE 1 Weight [Mass] of Coating Requirements 5.1.8 Application (show part identification and description),
Note 1—Tables X2.1 and X2.2 provide an estimate of coating thick- 9-1.9 Certification, if required, and heat analysis and me-

ness based on coating weight [mass]. chanical property report, and
5.1.10 Special requirements (if required).

Minimum Requirement

Triple-Spot Test, Total  Single-Spot Test, Total Note 1—Typical ordering descriptions are as follows: Steel sheet,
Coating Designation Both Sides Both Sides aluminum-coated, Forming Steel (FS), ASTM A 463 — __, Coating Des-
Inch-Pound Units ignation T1 40, chemically treated dry, minimum 0.040 in. by 34 in. by

coil, 48-in. maximum outside diameter, 20-in. inside diameter, 20 000-Ib

oz/ft? oz/ft? . . .
maximum coil weight, for muffler ends.
T1-13 0.13 0.10 Steel Sheet, aluminum-coated, Commercial Steel (CS Type A), ASTM
=25 025 0.20 A 463M — __, Coating Designation T1M 120, chemically treated dry,
T1-40 0.40 0.30 o . ) -
T1-100 1.00 0.90 minimum 1.00 mm by 920 mm by coil, 1200-mm maximum outside
To_LC no minimum no minimum diameter, 500-mm inside diameter, 10 000-kg maximum coil weight, for
T2-65 0.65 0.60 range heat shield.
T2-100 1.00 0.90 Note 2—The purchaser should be aware that there are variations in
S| Units manufacturing practices among the producers and therefore is advised to
oim? gim? establish the producer’s standard (or default) procedures for thickness
tolerances.
T1M 40 40 30
Tim75 IS 60 6. Chemical Composition
T1iM 120 120 90
T1M 300 300 270 6.1 Base Metal
Em ;go o o o mimm 6.1.1 The heat analysis of the base metal shall conform to
ToM 300 300 270 the requirements shown in Table 2 for CS (Types A, B, and C),
A The coating designation number is the term by which this product is specified. FS’ DDS’ EDDS’ and FSS (Types 409 and 439)’ Table 3 for SS
Because of the many variables and changing conditions that are characteristic of and HSLAS.
Zpr?:jingobust\:l\ot-dig]cot\e:vting Iirfles, thefweight Emass_] otfhcoatin? is not allwz)_/stgt\)/etnlél 6.1.2 When the amount of copper, nickel, chromium, or
viae! etween the two surfaces or a sheet, nor Is the coating even Istripute: . . .
from edge to edge. However, normally not less than 40 % of %he single—spot test mObedenum is less than 0.02 %’ report the analySlS either as
limit will be found on either surface. <0.02 % or the actual determined value. When the amount of

_B No minir_num means that there are no estat_)lished minimum requirements for vanadium, titanium, or columbium is less than 0.008 %, report
triple- and single-spot tests, but aluminum coating shall be present. the analysis as either <0.008 % or the actual determined value.
6.1.3 See Specification A 924/A 924M for chemical analy-
decimal thickness only, and dimensional tolerances of Spechis procedures and product analysis tolerances.
fication A 924/A 924M shall apply. Specification A 480/ 6.1.4 The heat analysis of the base metal for FSS (Types 409
A 480M shall apply to FSS (Types 409 and 439) for thicknesgand 439) shall conform to the requirements shown in Table 2.
tolerances only. The following, as required, shall be used to 6.1.5 See Specification A 480/A 480M for chemical analy-

adequately describe the product required. sis procedures and product analysis tolerances for FSS (Types
5.1.1 Name of product (steel sheet, aluminum-coated Type 409 and 439).
or 2), 6.2 Coating Bath Composition

5.1.2 Designation of sheet (CS (Types A, B, and C), FS, 6.2.1 The bath metal used for Type 1 shall contain an
DDS, EDDS, SS, HSLAS (Type A or B); and FSS (Types 409aluminum-silicon alloy containing 5 to 11 % silicon, the

and 439)). balance aluminum.
5.1.2.1 When a CS type is not specified, Type B will be 6.2.2 The bath metal used for Type 2 shall contain commer-
furnished. cially pure aluminum.
5.1.2.2 When a SS or HSLAS designation is specified, state ] )
the type, grade, or class, or combination thereof. 7. Mechanical Properties
5.1.3 ASTM designation number and year of issue, 7.1 Structural steel and high strength low alloy steel shall
5.1.4 Coating designation, conform to the mechanical property requirements of Table 4
5.1.5 Specify whether oiled or dry or chemically treated,for the type, grade, or class, or combination thereof, specified.
oiled or dry, 7.2 The typical mechanical properties for CS (Types A, B,

5.1.6 Dimensions (show thickness, minimum or nominal;and C), FS, DDS, EDDS and FSS (Types 409 and 439), steel
width; and length, if cut lengths). The purchaser shall specifyisheet designations are listed in Table 5. These mechanical
the appropriate table of thickness tolerances in Specificatioproperty values are nonmandatory. They are solely to provide
A 924/A 924M that applies to the order, that is, the table ofthe purchaser with as much information as possible to make an
thickness tolerances fdfs-in. [10-mm] edge distance, or the informed decision on the steel to be specified. Values outside
table of thickness tolerances for 1-in. [25-mm] edge distancethese ranges are to be expected.

A 480/A 480M shall apply to FSS (Types 409 an 439) for 7.3 When base metal mechanical properties are required, all
thickness tolerances only. tests shall be conducted in accordance with the methods

5.1.7 Coil size requirements (specify maximum outsidespecified in Specification A 924/A 924M.
diameter (OD), acceptable inside diameter (ID), and maximum 7.4 Bending Properties
coil weight), 7.4.1 Minimum Cold Bending RndiJ—StrU(BGIGbeﬂeﬂtS
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