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Standard Specification for
General Requirements for Rolled Structural Steel Bars,

g 1

Plates, Shapes, and Sheet Piling
This standard is issued under the fixed designation A 6/A 6M; the number immediately following the designation indicates the year of
original adoption or, in the case of revision, the year of last revision. A number in parentheses indicates the year of last reapproval. A
superscript epsilonef indicates an editorial change since the last revision or reapproval.
This standard has been approved for use by agencies of the Department of Defense.

1. Scope* A 830/A 830M Plates, Carbon Steel, Structural Quality, Furnished to

. : e . Chemical Composition Requirements
1.1 This general reqUIrementS spe(:lflca%lonvers agroup A 852/A 852M Quenched and Tempered Low-Alloy Structural Steel Plate

of common requirements that, unless otherwise specified in the
applicable product specification, apply to rolled structural steel -
bars, plates, shapes, gnd §heet_ piling covered by each of tﬁ 71/A 871M
following product specifications issued by ASTM:

with 70 ksi [485 Mpa] Minimum Yield Strength to 4 in.
[100 mm] Thick
Steel Sheet Piling, Cold Formed, Light Gage
High-Strength Low Alloy Structural Steel Plate with Atmo-
spheric Corrosion Resistance

ASTM A 913/A 913M Specification for High-Strength Low-Alloy Steel Shapes of
Designation® Title of Specification Structural Quality, Produced by Quenching and Self-
A 36/A 36M Carbon Structural Steel Tempering Process (QST)
A 131/A 131M St - A 945/A 945M Specification for High-Strength Low-Alloy Structural Steel
ructural Steel for Ships Plate with Low Carb d Restricted Sulfur for | d
A 242/A 242M High-Strength Low-Alloy Structural Steel Wzlsavl\)”ilit "’:"(‘)’rmzrb”‘i’t” ‘?n 4 ng ”ﬁnzss ultur for Improve
A 283/A 283M Low and Intermediate Tensile Strength Carbon Steel Plates A 992/A 992M Specificati y‘f Steel f Y, Struct gi sh for Use i
A 328/A 328M Steel Sheet Piling pgc.'k'f_a '0,? or Steefior structural Shapes for Use In
A 514/A 514M High-Yield Strength, Quenched and Tempered Alloy Steel uiiding Framing
Plate Suitable for Welding 1.2 Annex Al lists permitted variations in dimensions and
A 529/A 529M High-Strength Carbon-Manganese Steel of Structural Qual- . . .
ity mass (Note 1) in Sl units. The values listed are not exact
A 572/A 572M High-Strength Low-Alloy Columbium-Vanadium Steel conversions of the values in Tables 1 to 31 inclusive but are,
AS73/A573M  Structural Carbon Steel Plates of Improved Toughness instead, rounded or rationalized values. Conformance to Annex
A 588/A 588M High-Strength Low-Alloy Structural Steel with 50 ksi (345 . n e . . . . .
MPa) Minimum Yield Point to 4 in. [100 mm] Thick Al is mandatory when the “M” specification designation is
A 633/A 633M Normalized High-Strength Low-Alloy Structural Steel Plates used.
A 656/A 656M Hot-Rolled Structural Steel, High-Strength Low-Alloy Plate
with Improved Formability Note 1—The term “weight” is used when inch-pound units are the
A 678/A 678M Quenched-and-Tempered Carbon and High-Strength Low- standard; however, under S, the preferred term is “mass.”
Alloy Structural Steel Plates i X . .
A 690/A 690M High-Strength Low-Alloy Steel H-Piles and Sheet Piling for 1.3 Annex A2 lists the dimensions of some shape profiles.
A T09ATOOM G Use in 'V'dauhehES”tV"O“theLms Alov Structural Steel 1.4 Appendix X1 provides information on coil as a source
arbon and High-Strength Low-Alloy Structural Stee
Shapes, Plates, and Bars and Quenched-and-Tempered of structural ijOdUCtS. . . . L
Alloy Structural Steel Plates for Bridges 1.5 Appendix X2 provides information on the variability of
A 710/A 710M Age-Hardening Low—lCarbon Nickel-Copper-Chromium-Mo- tenSIIe propertles in plates and Structural shapes
lybdenum-Columbium Alloy Structural Steel Plates 16 A dix X3 id inf . Idabili
A 769/A 769M Carbon and High-Strength Electric Resistance Welded Steel ' ppen !X prov! €s !ﬂ ormat|_0n on weldabi |tY_-
Structural Shapes 1.7 Appendix X4 provides information on cold bending of
ATBGIATBEM  Rolled Steel Floor Plates lates, including suggested minimum inside radii for cold
A 808/A 808M High-Strength Low-Alloy Carbon, Manganese, Columbium, P ! 9 99
Vanadium Steel of Structural Quality with Improved Notch bendmg- . . . .
Toughness 1.8 This general requirements specification also covers a
A 827/A 827M Plates, Carbon Steel, for Forging and Similar Applications H H
A 829/A 8290 Plates. Alloy Steel. Structural Quality group of supplementary requirements that are applicable to

1 This specification is under the jurisdiction of ASTM Committee AO1 on Steel,

several of the above product specifications as indicated therein.
Such requirements are provided for use where additional
testing or additional restrictions are required by the purchaser,

Stainless Steel, and Related Alloys and is the direct responsibility of Subcommitte@Nd @pply only where specified individually in the purchase

A01.02 on Structural Steel for Bridges, Buildings, Rolling Stock, and Ships.

order.

Current edition approved Dec. 1, 2003. Published January 2004. Originally 1.9 |n case of any conflict in requirements, the requirements

approved in 1949. Last previous edition approved in 2003 as A 6/A 6M — 03b.
2 For ASME Boiler and Pressure Vessel Code applications, see related Speci

cation SA-6/SA-6M in Section Il of that Code.

*A Summary of Changes section appears at the end of this standard.

pf the applicable product specification prevail over those of this

general requirements specification.
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1.10 Additional requirements that are specified in the pur- MIL-STD-129 Marking for Shipment and Storatje
chase order and accepted by the supplier are permitted, MIL-STD-163 Steel Mill Products Preparation for Ship-
provided that such requirements do not negate any of the ment and Storage
requirements of this general requirements specification or the 2 4 U.S. Federal Standard:
applicable product speC|f|cat|on._ ) , _ Fed. Std. No. 123 Marking for Shipments (Civil Agencfes)

1.11 For purposes of determining conformance with this 5 5 A|AG Standard:
general requirements specification and the applicable product
specification, values are to be rounded to the nearest unit in the B-1 Bar Code Symbology Standérd
right-hand place of figures used in expressing the limiting .
values in accordance with the rounding method of Practicg‘ Terminology
E 29. 3.1 Definitions of Terms Specific to This Standard:

1.12 The values stated in either inch-pound units or Sl units 3.1.1 Plates(other than floor plates)—Flat, hot-rolled steel,
are to be regarded separately as standard. Within the text, tikédered to thickness or weight [mass] and typically width and
S| units are shown in brackets. The values stated in eaclength, commonly classified as follows:
system are not exact equivalents; therefore, each system is to3.1.1.1 When Ordered to Thickness
be used independently of the other, without combining values (1) Over 8 in. [200 mm] in width and 0.230 in. or over
in any way. [over 6 mm] in thickness.

1.13 This general requirements specification and the appli- (2) Over 48 in. [1200 mm] in width and 0.180 in. or over
cable product specification are expressed in both inch-pouni@ver 4.5 mm] in thickness.
units and Sl units; however, unless the order specifies the 3.1.1.2When Ordered to Weight [Mass]
applicable “M” specification designation (SI units), the struc- (1) Over 8 in. [200 mm] in width and 9.392 Ib7{f47.10
tural product is furnished to inch-pound units. kg/n] or heavier.

1.14 The text of this general requirements specification (2) Over 48 in. [1200 mm] in width and 7.350 Ib7f35.32
contains notes and/or footnotes that provide explanatory mag/n¥] or heavier.
terial. Such notes and footnotes, excluding those in tables and 3.1.1.3 Discussior—Steel products are available in various

figures, do not contain any mandatory requirements. thickness, width, and length combinations depending upon
equipment and processing capabilities of various manufactur-
2. Referenced Documents ers and processors. Historic limitations of a product based upon
2.1 ASTM Standards3 dimensions (thickness, width, and length) do not take into
A 370 Test Methods and Definitions for Mechanical Testing@ccount current production and processing capabilities. To
of Steel Products qualify any product to a particular product specification re-
A 673/A673M Specification for Sampling Procedure for quires all appropriate and necessary tests be performed and that
Impact Testing of Structural Steel the results meet the limits prescribed in that product specifi-
A 700 Practices for Packaging, Marking, and LoadingCation. Ifthe necessary tests required by a product specification
Methods for Steel Products for Domestic Shipment cannot be conducted, the product cannot be qualified to that
A 751 Test Methods, Practices, and Terminology forSPecification. This general requirement standard contains per-
Chemical Analysis of Steel Products mitted variations for the commonly available sizes. Permitted
A 829 Specification for Plates, Alloy Steel, Structural Qual-Variations for other sizes are subject to agreement between the
ity customer and the manufacturer or processor, whichever is
E 29 Practice for Using Significant Digits in Test Data to @Pplicable.
Determine Conformance with Specifications 3.1.1.4 Slabs, sheet bars, and skelp, though frequently

E 112 Test Methods for Determining Average Grain Size falling in the foregoing size ranges, are not classed as plates.
E 208 Test Method for Conducting Drop-Weight Test to 3-1.1.5 Coils are (laxclluded f_rom quahﬂcatlon to the appli-
Determine Nil-Ductility Transition Temperature of Ferritic ¢able product specification until they are decoiled, leveled or

Steels straightened, formed (if applicable), cut to length, and, if
2.2 American Welding Society Standards: required, properly tested by the processor in accordance with
A5.1 Mild Steel Covered Arc-Welding Electrodes ASTM specification requirements (see Sections 9, 10, 11, 12,
A5.5 Low-Alloy Steel Covered Arc-Welding Electrodes 13, 14, 15,18, and 19 and the applicable product specification).
2.3 U.S. Military Standards: 3.1.2 Shapes (Flanged Sections)

3.1.2.1 structural-size shapesrolled flanged sections hav-
ing at least one dimension of the cross section 3 in. [75 mm] or
greater.
 For referenced ASTM standards, visit the ASTM website, www.astm.org, or
contact ASTM Customer Service at service@astm.org.Afotual Book of ASTM
Standards/olume information, refer to the standard’s Document Summary page on
the ASTM website. —
4 Available from the American Welding Society, 550 N.W. LaJeune Rd., Miami,  ° Available from the procuring activity or as directed by the contracting office or
FL 33135. from the Standardization Documents Order Desk, Bldg. 4 Section D, 700 Robbins
Ave., Philadelphia, PA 19111-5094 Attn: NPODS.
® Available from the Automotive Industry Action Group, 26200 Lahser Road,

Suite 200, Southfield, MI 48034, Documents
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3.1.2.2 bar-size shapesrolled flanged sections having a sal mill plates, sometimes designated UM Plates, have two
maximum dimension of the cross section less than 3 in. [7%universal mill edges and two trimmed edges.
mm]. 3.1.12 sheared edge-the normal edge produced by shear-
3.1.2.3“W” shapes—doubly-symmetric, wide-flange ing. Sheared edge plates are trimmed on all edges.
shapes with inside flange surfaces that are substantially paral-3.1.13 gas cut edge-the edge produced by gas flame
lel. cutting.
3.1.2.4“HP” shapes—are wide-flange shapes generally 3.1.14 special cut edge-usually the edge produced by gas
used as bearing piles whose flanges and webs are of the saff@me cutting involving special practices such as pre-heating or
nominal thickness and whose depth and width are essentiallyost-heating, or both, in order to minimize stresses, avoid
the same. thermal cracking and reduce the hardness of the gas cut edge.
3.1.2.5“S” shapes—doubly-symmetric beam shapes with In special instances, special cut edge is used to designate an
inside flange surfaces that have a slope of approximately 16 €dge produced by machining.
%. 3.1.15 sketch—when used to describe a form of plate,

3.1.2.6 “M” shapes—doubly-symmetric shapes that cannot denotes a plate other than rectangular, circular, or semi-
be classified as “W,” * S,” or “HP” shapes. circular. Sketch plates may be furnished to a radius or with four

3.1.2.7“C” shapes—channels with inside flange surfaces OF more straight sides. _ S
that have a slope of approximatelyZ:6%. 3.1.16 normalizing—a heat treating process in which a steel

3.1.2.8 “MC” shapes—channels that cannot be classified aspldee is reheated to a uniform tempera_ture_above the upper
critical temperature and then cooled in air to below the

“C” shapes. ,
up » - transformation range.
Ieg&alﬁzg'lsésl_ shapes—shapes having equal-leg and unequal 3.1.17 plate-as-rolled—when used in relation to the loca-

tion and number of tests, the term refers to the unit plate rolled
from a slab or directly from an ingot. It does not refer to the
condition of the plate.

3.1.18fine grain practice—a steelmaking practice that is
tended to produce a killed steel that is capable of meeting the
‘requirements for fine austenitic grain size.

3.1.18.1 Discussior—It normally involves the addition of

3.1.3 sheet piling—rolled steel sections that are capable of
being interlocked, forming a continuous wall when individual
pieces are driven side by side.

3.1.4 bars—rounds, squares, and hexagons, of all sizes; flatg,
1¥64in. (0.203 in.) and over [over 5 mm] in specified thickness
not over 6 in. [150 mm] in specified width; and flats 0.230 in.

?1n5do%ezro[8vr§;1? irr?cws:\r;es?r?cslfli((j:h}iggw%?ﬁ’ over 6 to 8 "-one or more austenitic grain refining elements in amounts that
! P ' have been established by the steel producer as being sufficient.

3.1.5 exclusive-when used in relation to ranges, as for » stenitic grain refining elements include, but are not limited
ranges of thickness in the tables of permissible variations iR, 4 uminum. columbium. titanium. and vanadium

dimensions, is intended to exclude only the greater value of the
range. Thus, a range from 60 to 72 in. [1500 to 1800 mm]S
exclusive includes 60 in. [1500 mm], but does not include 72
in. [1800 mm].

3.1.6 rimmed steel-steel containing sufficient oxygen to
give a continuous evolution of carbon monoxide during sol—t

dlf!cauon, resulting in a case or rim of metal virtually free of hot-rolling, into an as-rolled structural product or into coil; and
voids. o . o for structural products produced from as-rolled structural

3.1.7 semi-killed steet-incompletely deoxidized steel con- roqycts, the organization that directly controls, or is respon-
taining sufficient oxygen to form enough carbon monoxidegjpie for, the operations involved in finishing the structural
during solidification to offset solidification shrinkage. product.

3.1.8 capped steetrimmed steel in which the rimming 3 1 21 1 Discussior—Such finishing operations include lev-
action is limited by an early capping operation. Capping iSgjing or straightening, hot forming or cold forming (if appli-
carried out mechanically by using a heavy metal cap on @aple), welding (if applicable), cutting to length, testing,
bottle-top mold or chemically by an addition of aluminum or jnspection, conditioning, heat treatment (if applicable), pack-
ferrosilicon to the top of the molten steel in an open-top mold.aging, marking, loading for shipment, and certification.

3.1.9 killed steel—steel deoxidized, either by addition of 3 1.22 processorthe organization that directly controls, or
strong deoxidizing agents or by vacuum treatment, to reducg responsible for, the operations involved in the processing of
the oxygen content to such a level that no reaction occurgoil into a finished structural product. Such processing opera-
between carbon and oxygen during solidification. tions include decoiling, leveling or straightening, hot-forming

3.1.10 mill edge—the normal edge produced by rolling or cold-forming (if applicable), welding (if applicable), cutting
between horizontal finishing rolls. A mill edge does notto length, testing, inspection, conditioning, heat treatment (if
conform to any definite contour. Mill edge plates have two millapplicable), packaging, marking, loading for shipment, and
edges and two trimmed edges. certification.

3.1.11 universal mill edge-the normal edge produced by 3.1.22.1Discussior—The processing operations need not
rolling between horizontal and vertical finishing rolls. Univer- be done by the organization that did thMm@mS)il.

3.1.19 structural product—a hot-rolled steel plate, shape,
heet piling, or bar.

3.1.20 coil—hot-rolled steel in coiled form that is intended
to be processed into a finished structural product.

3.1.21 manufacturer—the organization that directly con-
rols the conversion of steel ingots, slabs, blooms, or billets, by
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If only one organization is involved in the hot rolling and 5.5 Structural products produced from coil shall not contain
processing operations, that organization is termedntaeu-  splice welds, unless previously approved by the purchaser.
facturerfor the hot rolling operation and thgrocessoifor the

processing operations. If more than one organization is in6. Heat Treatment

volved in the hot rolling and processing operations, the .1 where th structural product is required to be heat
organization that did the hot rolling is termed thanufacturer  treated, such heat treatment shall be performed by the manu-
and an organization that does one or more processing Opeffycturer, the processor, or the fabricator, unless otherwise
tions is termed grocessor specified in the applicable product specification.

4. Ordering Information Note 2—When no heat treatment is required, the manufacturer or
4.1 Information items to be considered, if appropriate forProcessor has the option of heat treating the structural product by
inclusion i h d foll ' ' normalizing, stress relieving, or normalizing then stress relieving to meet
Inclusion In purchase or ers_ _are_as 0 O_WS' . the applicable product specification.
4.1.1 ASTM product specification designation (see 1.1) and i
6.2 Where the heat treatment is to be performed by other

year-date,
4.1.2 Name of structural product (plate, shape, bar, or she&fan the manufacturer, the order shall so state.
piling), 6.2.1 Where the heat treatment is to be performed by other

4.1.3 Shape designation, or size and thickness or diametdpan the manufacturer, the structural products shall be accepted
4.1.4 Grade. class. and t,ype designation, if applicable on the basis of tests made on test specimens taken from full

4.1.5 Condition (see Section 6), if other than as-rolled, thickness test coupons heat trea;ed in accordance y\(ith _the
4.1.6 Quantity (weight [mass] or number of pieces), requwements specified in the applicable product specification

4.1.7 Length, orin the _p_urchase order. If the heat-treatment temperatures are
4.1.8 Exclusion of either structural product produced fromnot specified, the manufacturer or processor shall heat treat the

coil or structural product produced from an as-rolled structuraf€St coupons under conditions he considers appropriate, pro-
product (see 5.3 and Appendix X1), if applicable vided that the purchaser is informed of the procedure followed

4.1.9 Heat treatment requirements (see 6.2 and 6.3), if an}f} heat treating the test coupons.
4.1.10 Testing for fine austenitic grain size (see 8.3.2), 6.3 Where the heat treatment is to be performed by the

4.1.11 Mechanical property test report requirements (Se@anufacturer or the processor, the structural product shall be
Section 14), if any heat treated as specified in the applicable product specification,

4.1.12 Special packaging, marking, and loading for ship2f &S specified in the purchase order, provided that the heat
ment requirements (see Section 19) if any treatment specified by the purchaser is not in conflict with the

4.1.13 Supplementary requirements, if any, including any€auirements of the applicable product specification.
additional requirements called for in the supplementary re- ©6-4 Where normalizing is to be performed by the fabricator,

quirements, the structural product shall be either normalized or heated
4.1.14 End use, if there are any end-use-specific requiré!niformly for hot forming, provided that the temperature to
ments (see 18.1, 11.3.4, Table 22 or Table A1.22, and Table ﬂhlgh_ the structural product is hegted for hot forming does not
or Table A1.24) significantly exceed the'normallzmg temperature.
4.1.15 Special requirements (see 1.10), if any, and 6.5 The use of cooling rates that are faster than those

4.1.16 Repair welding requirements (see 9.5), if any. obtz_ained by cooling in air to improve the toughness shall be
subject to approval by the purchaser, and structural products so

5. Materials and Manufacture treated shall be tempered subsequently in the range from 1100

5.1 The steel shall be made in an open-hearth, basic-oxygeff 1300 °F [595 to 705 °C].
or electric-arc furnace, possibly followed by additionl refining ] ]
in a ladle metallurgy furnace (LMF), or secondary melting by 7- Chemical Analysis
vacuum-arc remelting (VAR) or electroslag remelting (ESR). 7.1 Heat Analysis
5.2 The steel shall be strand cast or cast in stationary molds. 7.1.1 Sampling for chemical analysis and methods of analy-
5.2.1 Strand Cast sis shall be in accordance with Test Methods, Practices, and
5.2.1.1 When heats of the same nominal chemical compoFerminolgy A 751.
sition are consecutively strand cast at one time, the heat 7.1.2 For each heat, the heat analysis shall include determi-
number assigned to the cast product need not be changed untdtion of the content of carbon, manganese, phosphorus, sulfur,
all of the steel in the cast product is from the following heat.silicon, nickel, chromium, molybdenum, copper, vanadium,
5.2.1.2 When two consecutively strand cast heats haveolumbium; any other element that is specified or restricted by
different nominal chemical composition ranges, the manufacthe applicable product specification for the applicable grade,
turer shall remove the transition material by an establishedlass, and type; and any austenitic grain refining element

procedure that positively separates the grades. whose content is to be used in place of austenitic grain size
5.3 Structural products shall be produced from an as-rolledesting of the heat (see 8.3.2).
structural product or from coil. 7.1.3 Except as allowed by 7.1.4 for primary heats, heat

5.4 Where part of a heat is rolled into an as-rolled structurahnalyses shall conform to the heat analysis requirements of the
product and the balance of the heat is rolled into coil, each padpplicable product specification for the applicable grade, class,

shall be tested separately. and type. Documents
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7.1.4 Where vacuum-arc remelting or electroslag remelting 8.3 Fine Austenitic Grain Size
is used, a remelted heat is defined as all ingots remelted from 8.3.1 Where fine austenitic grain size is specified, except as
a single primary heat. If the heat analysis of the primary heagllowed in 8.3.2, one austenitic grain size test per heat shall be
conforms to the heat analysis requirements of the applicablmade and the austenitic grain size number so determined shall
product specification for the applicable grade, class, and typdse 5 or higher.
the heat analysis for the remelted heat shall be determined fromN - o . )
ote 3—Such austenitic grain size numbers may be achieved with

one test sample ta}ken from one remglted ingot, or the produgh,er contents of austenitic grain refining elemenst than 8.3.2 requires for
of one remelted ingot, from the primary heat. If the heataystenitic grain size testing to be waived.

analys!s of the primary heat doe_s not conform to ”_“? h?at 8.3.2 Unless testing for fine austenitic grain size is specified
analysis requirements of the applicable product speC|f|cat|on,] the purchase order, an austenitic grain size test need not be

for the applicable grade, type, and class, the heat analysis f ;
the remelted heat shall be determined from one test samp ﬁgve\lifnogr.any heat that has, by heat analysis, one or more of the

taken from each remelted ingot, or the product of each 8.3.2.1 A total aluminum content of 0.020 % or more.

remelted ingot, from the primary heat. - : 0
7.2 Product Analysis-For each heat, the purchaser shallI,r](?r"g"z'2 An acid soluble aluminum content of 0.015 % or

have the option of analyzing representative samples taken from 8.3.2.3 A content for an austenitic grain refining element

the finished structural product. Sampling for chemical analysi%.Iat exceeds the minimum value agreed to by the purchaser as

ﬁl/ln(:hmdethogs ?f anaIyS|ds _T_hall'bel n axc;)ggan_lgﬁ with dTe eing sufficient for austenitic grain size testing to be waived, or
ethods, Fraclices, an erminology ) € Pproauct g 3 5 4 Contents for the combination of two or more auste-

applicable grade, class, and type, subject to the permitteg
variations in product analysis given in Table A. If a range is
specified, the determinations of any element in a heat shall n&. Quality

vary both above and below the specified range. Rimmed or g 1 General—Structural products shall be free of injurious
capped steel is characterized by a lack of homogeneity in it§efects and shall have a workmanlike finish.

composition, especially for the elements carbon, phosphorus, _ -

and sulfur. Therefore, the limitations for these elements shay Note 4—Unless otherwise specified, structural products are normally

. . TR S urnished in the as-rolled condition and are subjected to visual inspection
not be applicable unless misapplication is clearly indicated. by the manufacturer or processor. Non-injurious surface or internal

7.3 Referee AnalysisFor referee purposes, Test Methods, inperfections, or both, may be present in the structural product as

Practices, and Terminology A 751 shall be used. delivered and the structural product may require conditioning by the
7.4 Grade Substitution-Alloy steel grades that meet the purchaser to improve its appearance or in preparation for welding, coating,
chemical requirements of Table 1 of Specification A 829 shalpr other further operations.

not be substituted for carbon steel grades. More restrictive requirements may be specified by invoking supplemen-
tary requirements or by agreement between the purchaser and the supplier.

. Structural products that exhibit injurious defects during subsequent
8. Metallurgical Struc_:t_ure ) ) ) ) ) fabrication are deemed not to comply with the applicable product

8.1 Where austenitic grain size testing is required, sucBpecification. (See 17.2.) Fabricators should be aware that cracks may
testing shall be in accordance with Test Methods E 112 and atitiate upon bending a sheared or burned edge during the fabrication
least 70 % of the grains in the area examined shall meet throcess; this is not considered to be a fault of the steel but is rather a
speced grain size requirement

8.'2 C.0ar.se AUS’Fe_nItIC Grain SIEeWhere _Coa_rse austenitic ing allowed to be performed by the manufacturer or processor. Condition-
grain size is specified, one au_sj[en't'c_ grqln size test per he% of imperfections beyond the limits of 9.2, 9.3, and 9.4 may be
shall be made and the austenitic grain size number so det&ferformed by parties other than the manufacturer or processor at the
mined shall be in the range of 1 to 5, inclusive. discretion of the purchaser.

ustenitic grain size testing to be waived.
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TABLE A Permitted Variations in Product Analysis
Index to Tables of Permitted Variations

Note 1—Where “...” appears in this table, there is no requirement.

Table
Permitted Varia- Dimension Inch-Pound o\ L
Upper Limit, or tions, % units
Element Maximum Specified Under Over Camber
Value, % Minimum Maximum Plates, Carbon Steel; Sheared and Gas-Cut 12 Al.12
Limit Limit Plates, Carbon Steel; Universal Mill 11 Al.11l
- Plates, Other than Carbon Steel; Sheared, 11 Al.11
Carbon to 0-1051'2°t' 040 inc g-gg g-gj Gas-Cut and Universal Mill
over 040 to 075 !ncl 004 0.05 Shapes, Rolled; S, M, C, MC, and L 21 Al.21
over e 0 0.751nc 004 0.06 Shapes, Rolled; W and HP 24 Al.24
over 0. : : Shapes, Split; L and T 25 Al.25
) Cross Section of Sh d B
Manganese” to 0.60 incl 0.05 0.06 rsiasts ection of Shapes and Bars 26 A1.26
over 0.60 to 0.90 incl 0.06 0.08 Hexadons 28 AL 28
over 0.90 to 1.20 incl 0.08 0.10 oo Squares >7 AL 27
over 1;2 :0 122 !nc: 883 812 Shapes, Rolled; L, Bulb Angles, and Z 17 A1.17
over 1.35 1o 1.65 inc : : Shapes, Rolled; W, HP, S, M, C, and MC 16 A1.16
over 1.65 to 1.95 incl 0.11 0.14 Shapes, Rolled: T 18 Al1.18
over 1.95 0.12 0.16 Shapes, Split; Land T 25 Al1.25
Phosphorus to 0.04 incl 0.010 I?,T;fézr Sheared 6 Al6
. B il :
over 0.04 to 0.15 incl Plates, Other than Alloy Steel, Gas-Cut 7 Al.7
. PI L All I, - 1 Al.1l
Sulfur to 0.06 incl 0.010 R:Lt;sds oy Steel, Gas-Cut 23 Al 23
B B .
over 0.06 End Out-of-Square
Silicon to 0.30 incl 0.02 0.03 2:2:;22' \(,)vther than W 5(2) ::122
over 0.30 to 0.40 !ncl 0.05 0.05 Shapes, Milled, Other than W 23 A1.23
over 0.40 to 2.20 incl 0.06 0.06 Flatness
. . Plates, Carbon Steel 13 Al1.13
Nickel :)?/;r.oloolgctlo 500 incl ggg ggg Plates, Other than Carbon Steel 14 Al.14
over 2-00 ot 3'75 incl 0'07 0'07 Plates, Restrictive—Carbon Steel S27.1 S27.2
! . : ! Plates, Restrictive—Other than Carbon Steel S27.3 S27.4
over 3.75 to 5.30 incl 0.08 0.08 Length
over 5.30 0.10 0.10 Bor 30 A130
. . Bars, Recut 31 Al.31
Chromium E)ngr.%os;gctlo 500 incl ggg ggg Plates, Sheared and Universal Mill 3 Al.3
over 2'00 ot 4'00 incl O'lO 0'10 Plates, Other than Alloy Steel, Gas-Cut 9 Al9
! : : ! Plates, Alloy Steel, Gas-Cut 8 Al.8
. Plates, Mill Edge 4 Al.4
over 0.40 to 1.15 incl 0.04 0.04 Shapes, Rolled; W and HP 22 ez
: : : : Shapes, Split; Land T 25 Al1.25
Copper 0.20 minimum only 0.02 Strs;arr])tiz,sgllllled 2 AlL23
to 1.00 incl 0.03 0.03 . 29 A1.29
over 1.00 to 2.00 incl 0.0 0.0 S;‘Sp es. Other than W 2 AL21
Titanium to 0.10 incl 001 001 S""Sehe;’pes W and HP ” AL24
Vanadium 0 0.10 incl 0.01° 001 Thickness 26 AL26
over 0.10 to 0.25 incl 0.02 0.02 . :
over 0.25 0.02 003 Plates, Ordered to Thickness 1 All
minimum only specified 0.01 Wi\ggis 15 A1.15
B B Weight [Mass]
Boron any Plates, Ordered to Weight [Mass] 2 Al.2
Columbium to 0.10 incl 0.01¢ 0.01 Wgt:ts 26 A1.26
Zirconium 0 0.15 incl 0.03 0.03 paes Sneared : o
. . Plates, Other than Alloy Steel, Gas-Cut 9 Al1.9
Nitrogen t0 0.030 incl 0.005 0.005 Plates, Alloy Steel GaZ—Cut 8 Al8
APermitted variations in manganese content for bars and bar size shapes shall Plates, Mill Edge 4 Al4
be: to 0.90 incl =0.03; over 0.90 to 2.20 incl*= 0.06.
Bproduct analysis not applicable.
€0.005, if the minimum of the range is 0.01 %.
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9.2 Plate Conditioning the thickness of the material at the base of the depressi@n or
9.2.1 The grinding of plates by the manufacturer or procesin. [12.5 mm], whichever is the lesser.
sor to remove imperfections on the top or bottom surface shall 9.3.2.4 The deposition of weld metal (see 9.5) and grinding
be subject to the limitations that the area ground is well fairedo correct or build up the interlock of any sheet piling section
without abrupt changes in contour and the grinding does noat any location shall be subject to the limitation that the total
reduce the thickness of the plate iy (ore than 7 % under surface area of the weld not exceed 2 % of the total surface
the nominal thickness for plates ordered to weight per squararea of the piece.

foot or mass per square metre, but in no case moreihan 9.4 Bar Conditioning
[3 mm]; or 2) below the permissible minimum thickness for 9.4.1 The conditioning of bars by the manufacturer or
plates ordered to thickness in inches or millimetres. processor to remove imperfections by grinding, chipping, or

9.2.2 The deposition of weld metal (see 9.5) following thesome other means shall be subject to the limitations that the
removal of imperfections on the top or bottom surface of plategonditioned area is well faired and the affected sectional area is
by chipping, grinding, or arc-air gouging shall be subject to thenot reduced by more than the applicable permitted variations
following limiting conditions: (see Section 12).

9.2.2.1 The chipped, ground, or gouged area shall not 9-4.2 The deposition of weld metal (see 9.5) following
exceed 2 % of the area of the surface being conditioned. chipping or grinding to remove imperfections that are greater

9.2.2.2 After removal of any imperfections preparatory toin depth than the limits listed in 9.4.1 shall be subject to the
welding, the thickness of the plate at any location shall not béolgozwzngi C_?r:]d't'onf’: f the chioped d f f
reduced by more than 30 % of the nominal thickness of the 7= e tota arﬁja} 0 the |(|: Ipped or grglﬂ; fsurr] ace OI
plate. (Specification A 131/A 131M restricts the reduction inamqc piece, pnofr tr? welding, shall not excee o of the tota
thickness to 20 % maximum.) surface area of the piece.

9.2.3 The deposition of weld metal (see 9.5) following the 9.4.2.2 The reduction of sectional 'dlm.enspn of a round,
- oeE : : square, or hexagon bar, or the reduction in thickness of a flat
removal of injurious imperfections on the edges of plates b

findina. chibbing. or arc-air douding by the manufacturer 0?’bar, resulting from removal of an imperfection, prior to
9 g, chibping, -airgouging by ne . welding, shall not exceed 5 % of the nominal dimension or
processor shall be subject to the limitation that, prior to

; . thickness at the location of the imperfection.
welding, the depth of the depression, measured from the plate 9.4.2.3 For the edges of flat bars, the depth of the condi-

edge inward, is not more than the thickness of the plate or 1 Ir’{ioning depression prior to welding shall be measured from the

[25 mm, whlchevgr 's the lesser. ) edge inward and shall be limited to a maximum depth equal to
9.3 Structural Size Shapes, Bar Size Shapes, and Shegfy thickness of the flat bar @t in. [12.5 mm], whichever is
Piling Conditioning less.
9.3.1 The grinding, or chipping and grinding, of structural g g Repair by Welding
size shapes, bar size shapes, and sheet piling by the manufacy 5 1 General Requirements
turer or processor to remove imperfections shall be subject to 9.5.1.1 Repair by welding shall be in accordance with a

the limitations that the area ground is W_eII faired WlthoutW lding procedure specification (WPS) using shielded metal
abrupt changes in contour and the depress_lon does not extep welding (SMAW), gas metal arc welding (GMAW), flux
below the rolled surface by more that) ¢/s2 n. [1 mm], for  ored arc welding (FCAW), or submerged arc welding (SAW)
maten:tl less th‘."lﬁl/g in. [10 .mm] n thlckness,Z(). ]/1|6 n. [2. processes. Shielding gases used shall be of welding quality.
tmh{gl](’neoer'nc])?:ts()ag/aiZs t30 2 |n.f [10 t? 5? mm]Z'F‘C USS(')VG in 9.5.1.2 Electrodes and electrode-flux combinations shall be
S ' 5in. [3 mm], for material over 2 in. [50 mm] in accordance with the requirements of AWS Specification
in thickness. N _ A5.1, A5.5, A5.17, A5.18, A5.20, A5.23, A5.28, or A5.29,
9.3.2 The deposition of weld metal (see 9.5) followingyhichever is applicable. For SMAW, low hydrogen electrodes
removal of imperfections that are greater in depth than thgnha)l pe used.
limits listed in 9.3.1 shall be subject to the following limiting g 5 7 3 Electrodes and electrode-flux combinations shall be
conditions: selected so that the tensile strength of the deposited weld metal
9.3.2.1 The total area of the chipped or ground surface ofafter any required heat treatment) is consistent with the tensile
any piece prior to welding shall not exceed 2 % of the totalstrength specified for the base metal being repaired.
surface area of that piece. 9.5.1.4 Welding electrodes and flux materials shall be dry
9.3.2.2 The reduction of thickness of the material resultingand protected from moisture during storage and use.
from removal of imperfections prior to welding shall not 9.5.1.5 Prior to repair welding, the surface to be welded
exceed 30 % of the nominal thickness at the location of th&hall be inspected to verify that the imperfections intended to
imperfection, nor shall the depth of depression prior to weldingbe removed have been removed completely. Surfaces to be
exceed ¥4 in. [32 mm] in any case except as noted in 9.3.2.3.welded and surfaces adjacent to the weld shall be dry and free
9.3.2.3 The deposition of weld metal (see 9.5) followingof scale, slag, rust, moisture, grease, and other foreign material
grinding, chipping, or arc-air gouging of the toes of angles,that would prevent proper welding.
beams, channels, and zees and the stems and toes of tees sha#l.5.1.6 Welders and welding operators shall be qualified in
be subject to the limitation that, prior to welding, the depth ofaccordance with the requirements of ANSI/AWS D1.1 or
the depression, measured from the toe inward, is not more thahSME Section IX, except that any co@lg@'ummtgon
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groove weld qualification also qualifies the welder or welding 9.5.2.5 The location of the weld repairs shall be marked on
operator to do repair welding. the finished piece.

9.5.1.7 Repair welding of structural products shall be in 9.5.3 Repair Quality—The welds and adjacent heat-affected
accordance with a welding procedure specification (WPS) thatone shall be sound and free of cracks, the weld metal being
is in accordance with the requirements of ANSI/AWS D1.1 orthoroughly fused to all surfaces and edges without undercutting
ASME Section IX, with the following exceptions or clarifica- or overlap. Any visible cracks, porosity, lack of fusion, or
tions: undercut in any layer shall be removed prior to deposition of

(a) The WPS shall be qualified by testing a complete jointthe succeeding layer. Weld metal shall project at I&asin. (2

penetration groove weld or a surface groove weld. mm) above the rolled surface after welding, and the projecting

(b) The geometry of the surface groove weld need not pdnetal shall be removed by chipping or grinding, or both, to
described in other than a general way. make it flush with the rolled surface, and to produce a

(c) An ANSI/AWS D1.1 prequalified complete joint pen- workmanlike f"?'Sh' .
etration groove weld WPS is acceptable. 9.5.4 Inspection of Repa#The manufacturer or processor

(d) Any material not listed in the prequalified base metal_s;hall maintain an inspection program to inspect the work to see

filler metal combinations of ANSI/AWS D1.1 also is consid- that: .
ered to be prequalified if its chemical composition and me- 9.5.4.1 Imper-feptlo.ns have pgen completely removed.
chanical properties are comparable to those for one of the 9.5.4.2 The limitations specified above have not been ex-
prequalified base metals listed in ANSI/AWS D1.1. ceeded. _ _
(e) Any material not listed in ASME Section IX also is 9.5.4.3 Established welding procedures have been followed,
considered to be a material with an S-number in ASME Sectiof"! o _ _
IX if its chemical composition and its mechanical properties 9-5-4.4 Any weld deposit is of acceptable quality as defined
are comparable to those for one of the materials listed in ASMEPOVe.
Section IX with an S-number.
9.5.1.8 When so specified in the purchase order, the wp&0- Test Methods
shall include qualification by Charpy V-notch testing, with the 10.1 All tests shall be conducted in accordance with Test
test locations, test conditions, and the acceptance criterislethods and Definitions A 370.
meeting the requirements specified for repair welding in the 10.2 Yield strength shall be determined either by the 0.2 %
purchase order. offset method or by the 0.5 % extension under load method,
9.5.1.9 When so specified in the purchase order, the weldingnless otherwise stated in the material specification.
procedure specification (WPS) shall be subject to approval by 10.3 Rounding ProceduresFor purposes of determining
the purchaser prior to repair welding. conformance with the specification, a calculated value shall be
9.5.2 Structural Products with a Specified Minimum Tensilerounded to the nearest 1 ksi [5 MPa] tensile and yield strength,
Strength of 100 ksi [690 MPa] or HigherRepair welding of — and to the nearest unit in the right-hand place of figures used in
structural products with a specified minimum tensile strengtrexpressing the limiting value for other values in accordance
of 100 ksi [690 MPa] or higher shall be subject to the following with the rounding method given in Practice E 29.
additional requirements: 10.4 For full-section test specimens of angles, the cross-
9.5.2.1 When so specified in the purchase order, priogectional area used for calculating the yield and tensile
approval for repair by welding shall be obtained from thestrengths shall be a theoretical area calculated on the basis of
purchaser. the weight of the test specimen (see 12.1).

9.5.2.2 The surface to be welded shall be inspected using a )
magnetic particle method or a liquid penetrant method to verifyl1. Tension Tests
that the imperfections intended to be removed have been 11.1 Condition—Test specimens for non-heat-treated struc-
completely removed. When magnetic particle inspection isural products shall be taken from test coupons that are
employed, the surface shall be inspected both parallel angepresentative of the structural products in their delivered
perpendicular to the length of the area to be repaired. condition. Test specimens for heat-treated structural products

9.5.2.3 When weld repairs are to be post-weld heat-treateshall be taken from test coupons that are representative of the
special care shall be exercised in the selection of electrodes siructural products in their delivered condition, or from sepa-
avoid those compositions that embrittle as a result of such heaate pieces of full thickness or full section from the same heat
treatment. similarly heat treated.

9.5.2.4 Repairs on structural products that are subsequently 11.1.1 Where the plate is heat treated with a cooling rate
heat-treated at the mill shall be inspected after heat treatmerfaaster than still-air cooling from the austenitizing temperature,
repairs on structural products that are not subsequently hezane of the following shall apply in addition to other require-
treated at the mill shall be inspected no sooner than 48 h aftenents specified herein:
welding. Such inspection shall use a magnetic particle method 11.1.1.1 The gage length of the tension test specimen shall
or a liquid penetrant method; where magnetic particle inspeche taken at leastTlfrom any as-heat treated edge whéres
tion is involved, such inspection shall be both parallel to andhe thickness of the plate and shall be at I8ash. [12.5 mm]
perpendicular to the length of the repair. from flame cut or heat-affected-zone @feesuments
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11.1.1.2 A steel thermal buffer padT by 1T by at least 3, rable dimension, whichever is appropriate for the applicable
shall be joined to the plate edge by a partial penetration weldtructural product rolled.
completely sealing the buffered edge prior to heat treatment. 11.4.2 Structural Products Produced from Coil and Fur-

11.1.1.3 Thermal insulation or other thermal barriers shalhished without Heat Treatment or with Stress Relieving Only
be used during the heat treatment adjacent to the plate edgel1.4.2.1 The minimum number of coils to be tested for each
where specimens are to be removed. It shall be demonstratégat and strength gradation, where applicable, shall be as given
that the cooling rate of the tension test specimen is no fastén Table C, except that it shall be permissible for any individual
than, and not substantially slower than, that attained by theoil to represent multiple strength gradations.
method described in 11.1.1.2. 11.4.2.2 Except as required by 11.4.2.3, two tension test

11.1.1.4 When test coupons cut from the plate but heagpecimens shall be taken from each coil tested, with the first
treated separately are used, the coupon dimensions shall be mgiing taken immediately prior to the first structural product to
less than 3 by 3T by T and each tension specimen cut from it be qualified, and the second being taken from the approximate
shall meet the requirements of 11.1.1.1. center lap.

11.1.1.5 The heat treatment of test specimens separately in11.4.2.3 If, during decoiling, the amount of material de-
the device shall be subject to the limitations th& ¢ooling  coiled is less than that required to reach the approximate center
rate data for the plate are availabl@) Cooling rate control |ap, the second test for the qualification of the decoiled portion
devices for the test specimens are available; aBj,ttfe  of such a coil shall be taken from a location adjacent to the end
method has received prior approval by the purchaser. of the innermost portion decoiled. For qualification of succes-

11.2 Orientation—For plates wider than 24 in. [600 mm], sive portions from such a coil, an additional test shall be taken
test specimens shall be taken such that the longitudinal axis @idjacent to the innermost portion decoiled, until a test is
the test specimen is transverse to the final direction of rollingbtained from the approximate center lap.
of the plate. Test specimens for all other structural products 11.4.3 Structural Products Produced from Coil and Fur-
shall be taken such that the longitudinal axis of the teshished Heat Treated by other than Stress Relieviitye

specimen is parallel to the final direction of rolling. minimum number of pieces to be tested for each heat and
11.3 Location strength gradation, where applicable, shall be as follows,
11.3.1 Plates—Test specimens shall be taken from a cornerexcept that it shall be permissible for any individual test to
of the plate. represent multiple strength gradations:

11.3.2 W and HP Shapes with Flanges 6 in. [150 mm] or 11.4.3.1 As given in Table B, or
Wider—Test specimens shall be selected from a point in the 11.4.3.2 One taken from the minimum thickness in the heat
flange7s of the way from the flange centerline to the flange toe.and one taken from the maximum thickness in the heat, where
11.3.3 Shapes Other Than Those in 11-3-Pest specimens thickness means the specified thickness, diameter, or compa-
shall be selected from the webs of beams, channels, and zeeable dimension, whichever is appropriate for the applicable
from the stems of rolled tees; and from the legs of angles andtructural product rolled.
bulb angles, except where full-section test specimens for 11.5 Preparation
angles are used and the elongation acceptance criteria are11.5.1 Plates

increased accordingly. (See 11.6.2) 11.5.1.1 Tension test specimens for pla¥esn. [20 mm]
11.3.4Bars and under in thickness shall be the full thickness of the plates.
11.3.4.1 Test specimens for bars to be used for pins an@ihe test specimens shall conform to the requirements shown in

rollers shall be taken so that the axis is: midway between th€ig. 3 of Test Methods and Definitions A 370 for either the

center and the surface for pins and rollers less than 3 in. [78%2-in. [40-mm] wide test specimen or tHé-in. [12.5-mm]

mm] in diameter; 1 in. [25 mm] from the surface for pins andwide test specimen.

rollers 3 in. [75 mm] and over in diameter; or as specified in  11.5.1.2 For plates up to 4 in. [L00 mm], inclusive, in

Annex Al of Test Methods and Definitions A 370 if the thickness, the use of/4-in. [40-mm] wide test specimens, full

applicable foregoing requirement is not practicable. thickness of the plate and conforming to the requirements
11.3.4.2 Test specimens for bars other than those to be usstlown in Fig. 3 of Test Methods and Definitions A 370, shall

for pins and rollers shall be taken as specified in Annex Al obe subject to the limitation that adequate testing machine

Test Methods and Definitions A 370. capacity is available.

11.4 Test Frequency 11.5.1.3 For plates ovéfs in. [20 mm] in thickness, except
11.4.1 Structural Products Produced from an As-Rolled as permitted in 11.5.1.2, tension test specimens shall conform

Structural ProductThe minimum number of pieces or plates- to the requirements shown in Fig. 4 of Test Methods and

as-rolled to be tested for each heat and strength gradatiobefinitions A 370 for the 0.500-in. [12.5-mm] diameter test

where applicable, shall be as follows, except that it shall bespecimen. The axis of such test specimens shall be located
permissible for any individual test to represent multiplemidway between the center of thickness and the top or bottom
strength gradations: surface of the plate.

11.4.1.1 As given in Table B, or 11.5.2 Shapes

11.4.1.2 One taken from the minimum thickness in the heat 11.5.2.1 Except where angles are tested in full section,
and one taken from the maximum thickness in the heat, whergnsion test specimens for shagésin. [20 mm] and under in
thickness means the specified thickness, diameter, or compthickness shall be the full thickness Dmmeiqustest
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specimen shall conform to the requirements shown in Fig. 3 othickness of the shape and conforming to the requirements
Test Methods and Definitions A 370 for either thé2-n. shown in Fig. 3 of Test Methods and Definitions A 370, shall
[40-mm] wide test specimen or thé-in. [12.5-mm] wide test  be subject to the limitation that adequate testing machine
specimen. capacity is available.

11.5.2.2 For shapes up to 5 in. [125 mm], inclusive, in
thickness, the use of/2-in. [40-mm)] wide test specimens, full

TABLE B Structural Products Produced from Coil and Furnished Heat Treated by other than Stress Relieving and Structural
Products Produced from an As—Rolled Structural Product—Minimum Number of Tension Tests Required

Thickness” Difference

Thickness”® Range Between Pieces or Minimum Number of Tension
Rolled for the Heat Plates-as-rolled in the Tests Required
Thickness” Range
Under %s in. [10 mm] Y16 in. [2 mm] or Two? tests per heat, taken from different pieces
less or plates-as-rolled having any thickness” in the
thickness” range

More than %16 in. Two? tests per heat, one taken from the
[2 mm] minimum thickness” in the thickness” range and

one taken from the maximum thickness* in the
thickness” range
¥ to 2 in. [10 to 50 mm], incl Less than s in. Two? tests per heat, taken from different pieces
or plates-as-rolled having any thickness” in the
thickness” range
¥ in. [10 mm] Two? tests per heat, one taken from the
or more minimum thickness” in the thickness” range and
one taken from the maximum thickness* in the
thickness” range
Over 2 in. [50 mm] Less than 1 in. Two® tests per heat, taken from different pieces
or plates-as-rolled having any thickness” in the
thickness” range
1in. [25 mm] Two® tests per heat, one taken from the
or more minimum thickness” in the thickness” range and
one taken from the maximum thickness* in the
thickness” range

“Thickness means the specified thickness, diameter, or comparable dimension, whichever is appropriate for the specific structural product rolled.
BOne test, if only one piece or plate-as-rolled is to be qualified.

TABLE C Structural Products Produced from Coil and Furnished without Heat Treatment or with Stress Relieving Only—Minimum
Number of Coils Required to be Tension Tested

Note—See 11.4.2.2 and 11.4.2.3 for the number of tests to be taken per coil.

Thickness” Difference Between Coils in the Heat Minimum Number of Coils Required to Be Tension Tested
Less than %1 in. [2 mm] Two? coils per heat, at any thickness” in the heat
%16 in. [2 mm] or more Two? coils per heat, one at the minimum thickness”
in the heat and one at the maximum thickness* in
the heat

AThickness means the specified thickness, diameter, or comparable dimension, whichever is appropriate for the specific structural product rolled.
BOne coll, if the product of only one coil is to be qualified.

11.5.2.3 For shapes ov& in. [20 mm] in thickness, except ~ 11.5.3.3 Except as provided in 11.5.3.4 and 11.5.3.5, test
as permitted in 11.5.2.2, tension test specimens shall conforgpecimens for bars ové% in. [20 mm] in thickness or diameter
to the requirements shown in Fig. 4 of Test Methods andshall conform either to the requirements for thé>-in.
Definitions A 370 for the 0.500—in. [12.5—mm] diameter test[40-mm] or¥2-in. [12.5-mm] wide test specimen shown in Fig.
specimens. The axis of such test specimens shall be locat@dof Test Methods and Definitions A 370, or to the require-
midway between the center of thickness and the top or bottorments for the 0.500—in. [12.5—-mm] diameter test specimen
surface of the shape. shown in Fig. 4 of Test Methods and Definitions A 370.

11.5.3 Bars 11.5.3.4 For bars other than those to be used for pins and

11.5.3.1 Except as otherwise provided below, test speciollers, the manufacturer or processor shall have the option of
mens for bars shall be in accordance with Annex Al of Tesusing test specimens that are machined to a thickness or
Methods and Definitions A 370. diameter of at leasts in. [20 mm] for a length of at least 9 in.

11.5.3.2 Except as provided in 11.5.3.5, test specimens fd230 mm)].
bars¥a in. [20 mm] and under in thickness may conform to the 11.5.3.5 Test specimens for bars to be used for pins and
requirements shown in Fig. 3 of Test Methods and Definitiongollers shall conform to the requirements shown in Fig. 4 of
A 370 for either the ¥z-in. [40-mm] wide test specimen or the Test Methods and Definitions A 370 for the 0.500-in.
¥>-in. [12.5-mm] wide specimen. [12.5-mm] diameter test specimen. Documents
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11.6 Elongation Requirement Adjustments [200-mm] and 2-in. [50—-mm] gage lengths. Unless otherwise
11.6.1 Due to the specimen geometry effect encounteredrovided in the applicable product specification, both require-
when using the rectangular tension test specimen for testingients are not required to be applied simultaneously and the
thin material, adjustments in elongation requirements must belongation need only be determined in the gage length appro-
provided for thicknesses under 0.312 in. [8 mm]. Accordingly,priate for the test specimen used. After selection of the
the following deductions from the base elongation require-appropriate gage length, the elongation requirement for the

ments shall apply:

alternative gage length shall be deemed not applicable.

Nominal Thickness Range, Elongation 11.7 Yield Strength Applicatian
in. [mm] Deduction, %" 11.7.1 When test specimens do not exhibit a well-defined

0.299—0.311 [7.60—7.89] 03 disproportionate yield point, yield strength shall be determined
0.286—0.298 [7.30—7.59] 1.0 ! ’ .
0.273—0.285 [7.00—7.29] 15 and substituted for yield point.
0.259—0.272 [6.60—6.99] 2.0 11.7.2 The manufacturer or processor shall have the option
8;3;"2:8:;2? E:;gzgf;’g} g:g of substituting yield strength for yield point if the test specimen
0.219—0.232 [5.50—5.89] 35 exhibits a well-defined disproportionate yield point.
0.206—0.218 [5.20—5.49] 4.0 11.7.3 Yield strength shall be determined either by the
g:igg:gfgg {j;ggj;g} ‘5‘:3 0.2 % offset method or by the 0.5 % extension-under-load
0.166—0.179 [4.20—4.59] 55 method.
g-ijg:g-igg E-Zg:‘s‘-ég} gg 11.8 Product Tension TestsThis specification does not
0.127—0.139 [3.20—3.59] 70 provide requirements for product tension testing subsequent to

<0.127 [3.20] 75 shipment (see 15.1). Therefore, the requirements of 11.1 to

11.7 inclusive and Section 13 apply only for tests conducted at

A Elongation deductions for thicknesses less than 0.180 in. [4.60 mm] apply to the place of manufacture prior to shipment.
structural shapes only.

11.6.2 Due to the specimen geometry effect encountered Note 6—Compliance to Specification A 6/A 6M and the applicable
A } . : roduct specification by a manufacturer or processor does not preclude the
when using full-section test specimens for angles, the eIong% ssibility that product tension test results might vary outside specified

tion requwements for_StrUCtural's'ze a”g'es shall be .'ncreas nges. The tensile properties will vary within the same heat or piece, be
by six percentage points when full-section test specimens alias-rolled, control-rolled, or heat-treated. Tension testing according to the
used. requirements of Specification A 6/A 6M does not provide assurance that

11.6.3 Due to the inherently lower elongation that is obtain-all products of a heat will be identical in tensile properties with the
able in thicker structural products, adjustments in elongatioroducts tested. If the purchaser wishes to have more confidence than that
requirements shall be provided. For structural products Ovegrowdec_j by Specification A 6/A 6M testing procedqres, additional testing

. - - . or requirements, such as Supplementary Requirement S4, should be
3.5 in. [90 mm] in thickness, a deduction of 0.5 percentagqmposed
point from the specified percentage of elongation in 2 in. [50 _ . - _ .
mm] shall be made for each 0.5-in. [12.5-mm] increment of 11.8.1 Appendix X2 provides additional information on the
thickness over 3.5 in. [90 mm], up to a maximum deduction ofvariability of tensile properties in plates and structural shapes
3.0 percentage points. Accordingly, the following deductions
from the base elongation requirements shall apply: 12. Permitted Variations in Dimensions and Weight
Nominal Thickness Range, Elongation [MaSS]

n. [mm] Deduction, % 12.1 One cubic foot of rolled steel is assumed to weigh 490

3.500—3.999 [90.00—102.49 0.5 . .

4.000—4.499 [[102_50_114_9J] 10 Ib. One cubic metre of rolled steel is assumed to have a mass
4.500—4.999 [115.00—127.49] 1.5 of 7850 kg.

S o eo Eig-gg:ﬁg-jg} 2 12.2 Plates—The permitted variations for dimensions and
6.000 and thicker [152.50 and thicker] 30 weight [mass] shall not exceed the applicable limits in Tables

. : ' .. _1-15 [Annex Al, Tables Al.1 to A1.15], inclusive.
11.6.4 Where so stated in the applicable product specifica- 12.3 Shapes

tion, for plates up @4 in. [.20 mml, inc_Iusive, in thickness, if 12.3.1 Annex A2 lists the designations and dimensions, in
the percentage of elongation of an 8-in. [200-mm] gage Iengﬂ%oth inch-pound and Sl units, of shapes that are most com-

ten.:t spr)]?m;nenrli‘gllz ntcrx]t molrtra] th&tlinr? pﬁ rﬁebntag?]pizlnrts dbelot\i’vfﬂ?ﬁonly available. Radii of fillets and toes of shape profiles vary
amount prescribed, the elongation shall be consiaerea salista, ingividual manufacturers and therefore are not specified.
tory, provided that the percentage of elongation in 2 in. [50 12.3.2 The permitted variations in dimensions shall not

i 0
mm] across the break is not less than 25 %. exceed the applicable limits in Tables 16-25 [Annex A1, Tables
Note 5—A characteristic of certain types of alloy steels is a local A1.16 to A1.25], inclusive. Permitted variations for special
disproportionate increase in the degree of necking down or contraction ahapes not listed in such tables shall be as agreed upon between
the specimens under tension test, resulting in a decrease in the percentdge manufacturer and the purchaser.
of elongation as the gage length is increased. The effect is not so
pronounced in the thicker plates. Note 7—Permitted variations are given in Tables 16 to 25 [Annex A1,

. . . iables A1.16 to A1.25], inclusive, for some shapes that are not listed in
11.6.5 The tensile property requirements tables in many o nnex A2 (that is, bulb angles, tees, zees). Addition of such sections to

the product specifications covered by this general requiremeniginex A2 will be considered by Subcommittee A01.02 when and if a need
specification specify elongation requirements in both 8-infor such listing is shown. DOCU ments
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TABLE 1 Permitted Variations in Thickness for Rectangular, Carbon, High-Strength, Low-Alloy, and Alloy-Steel Plates, 15 in. and Under
in Thickness When Ordered to Thickness

Note 1—Tables 1-31, inclusive, contain permitted variations in dimensions and weight stated in inch-pound units.

Note 2—Permitted variation under specified thickness, 0.01 in.

Note 3—Thickness to be measured3tto ¥4 in. from the longitudinal edge.

Note 4—For thicknesses measured at any location other than that specified in Note 3, the permitted variations over specified thicknesé shall be 1
times the amounts in this table, rounded to the nearest 0.01 in.

Note 5—Where “...” appears in this table, there is no requirement.

Permitted Variations Over Specified Thickness for Widths Given in Inches, in.
Specified Thickness,
P in. 48 and ot‘éegg‘s 60 to 72to 84 to 91%;0 108t0 | 120to | 132t0 | 144t0 | 168t0 | 182 and
under excl' 72, excl | 84, excl | 96, excl ech’ 120, excl | 132, excl | 144, excl | 168, excl | 182, excl over
To ¥4 , excl 0.03 0.03 0.03 0.03 0.03 0.03 0.03 0.03 0.04
Y4 t0 %16 , excl 0.03 0.03 0.03 0.03 0.03 0.03 0.03 0.04 0.04
%6 to ¥s , excl 0.03 0.03 0.03 0.03 0.03 0.03 0.03 0.04 0.04 0.05
Y8 to 716 , excl 0.03 0.03 0.03 0.03 0.03 0.03 0.04 0.04 0.05 0.06 0.06
716 t0 V2, excl 0.03 0.03 0.03 0.03 0.03 0.03 0.04 0.04 0.05 0.06 0.06
Y2 t0 %8 , excl 0.03 0.03 0.03 0.03 0.03 0.03 0.04 0.04 0.05 0.06 0.07
Y8 t0 ¥4 , excl 0.03 0.03 0.03 0.03 0.03 0.04 0.04 0.04 0.05 0.06 0.07 0.07
¥4 to 1, excl 0.03 0.03 0.03 0.03 0.04 0.04 0.05 0.05 0.06 0.07 0.08 0.09
1 to 2, excl 0.06 0.06 0.06 0.06 0.06 0.07 0.08 0.10 0.10 0.11 0.13 0.16
2 to 3, excl 0.09 0.09 0.09 0.10 0.10 0.11 0.12 0.13 0.14 0.15 0.15
3 to 4, excl 0.11 0.11 0.11 0.11 0.11 0.13 0.14 0.14 0.14 0.15 0.17
4 to 6, excl 0.15 0.15 0.15 0.15 0.15 0.15 0.15 0.15 0.15 0.20 0.20
6 to 10, excl 0.23 0.24 0.24 0.24 0.24 0.24 0.24 0.24 0.24 0.27 0.28
10 to 12, excl 0.29 0.29 0.33 0.33 0.33 0.33 0.33 0.33 0.33 0.33 0.35
12 to 15, incl 0.29 0.29 0.35 0.35 0.35 0.35 0.35 0.35 0.35 0.35 0.35
TABLE 2 Permitted Variations in Weight for Rectangular Sheared Plates and Universal Mill Plates 613.0 Ib/ft 2 and Under When Ordered

to Weight

Note 1—Permitted variations in overweight for lots of circular and sketch plates shaWbgnies the amounts in this table.
Note 2—Permitted variations in overweight for single plates shall #etimes the amounts in this table.

Note 3—Permitted variations in overweight for single circular and sketch plates shaffduinies the amounts in this table.
NoTe 4—The adopted standard density of rolled steel is 490°Ib/ft

Note 5—Where “...” appears in this table, there is no requirement.

Permitted Variations in Average Weight of Lots* for Widths Given in Inches, Expressed in Percentage
of the Specified Weights per Square Foot

Specified Weights, 48 and Over 48 to 60 to 72, 72 to 84, 84 to 96, | 96 to 108, | 108 to 120, |120 to 132,132 to 144,| 144 to 168, 168 and
Ib/ft? under 60, excl excl excl excl excl excl excl excl excl over
Over| Under | Over l;gr Over [Under | Over |Under |Over|Under|Over [Under| Over |Under| Over lc;gr Over |Under| Over ngr Over [Under

To 10, excl 40| 30 | 45|30 50| 30 |55| 30 |60|30|75|30]| 90| 3.0 |11.0]3.0(13.0| 3.0
10 to 12.5, excl 40| 30 | 45|30 | 45| 30 |50)] 30 |55|30|65]30]| 70| 3.0 80|30 9.0| 3.0 [120| 3.0
12.5 to 15.0, excl 40| 3.0 40 | 3.0 | 45 3.0 4.5 30 |50 30 |55]| 30 6.0 3.0 75130 80| 3.0 |11.0| 3.0
15 to 17.5, excl 35| 30 | 353040 30 |45] 3.0 |45]30|50]30] 55| 30 60|30 70| 30| 9.0 | 3.0 [100] 3.0
17.5 to 20, excl 35| 25 [ 35| 25|35 30 |40 3.0 |45]| 30|45 30| 50 | 3.0 55|30 6.0/ 30| 80| 3.0 | 90| 30
20 to 25, excl 35| 25 35|25 | 35 3.0 35 30 |40 3.0 |40 3.0 4.5 3.0 501 3.0 55| 3.0 7.0 3.0 8.0 3.0
25 to 30, excl 30| 25 | 35| 25|35 25 |35] 30 |35]30|35]|]30] 40| 30 45130 50|/ 30| 65 | 3.0 | 7.0 | 3.0
30 to 40, excl 30| 20 [ 30| 20|30 | 20 | 30| 20 |35] 20 |35|25 | 35| 25 40|30)| 45130 | 6.0 | 3.0 | 65| 3.0
40 to 81.7, excl 25| 2.0 30| 20| 3.0 2.0 3.0 20 |35 20 |35]| 20 35 2.5 35130 40] 3.0 55 3.0 6.0 3.0
81.7 to 122.6, excl 25| 20 | 30| 20| 30| 20 |30]| 20 |35]20|35]20] 35| 25 35|30 35/30 | 40 | 3.0 | 45| 3.0
122.6 to 163.4, excl 25| 15 25 | 15| 25 1.5 25 15 |25 20 | 25| 2.0 25 2.0 25120 25| 2.0 3.0 2.0 3.5 2.0
163.4 to 245.1, excl 25| 1.0 25110 | 25 1.0 2.5 10 |25] 10 |25] 10 2.5 1.0 25110 251 1.0 3.0 1.0 35 1.0
245.1 to 409.0, excl 25| 10 | 25|10 25| 10 |25] 10 |25]10|25] 10| 25| 10 25110 25/ 10| 25 | 1.0 | 3.0 | 1.0
409.0 to 490.1, excl 20| 10 20 | 10| 25 1.0 25 10 |25| 10 | 25| 1.0 2.5 1.0 25| 1.0 25| 1.0 2.5 1.0 2.5 1.0
490.1 to 613.0, excl 20| 1.0 20 | 10| 20 1.0 2.0 10 |25 10 |25] 10 2.5 1.0 25110 251 1.0 2.5 1.0 2.5 1.0

“The term “lot” means all the plates of each tabular width and weight group represented in each shipment.

12.3.3 Shapes Having One Dimension of the Cross Section 12.4 Sheet Piling—The weight [mass] of each steel sheet
3 in. [75 mm] or Greater (Structural-Size Shapeshhe pile shall not vary more than 2.5 % from the theoretical or
cross-sectional area or weight [mass] of each shape shall nspecified weight [mass]. The length of each steel sheet pile
vary more than 2.5% from the theoretical or specifiedshall be not less than the specified length, and not more than 5
amounts. in. [125 mm] over the specified length..
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TABLE 3 Permitted Variations in Width and Length for Sheared Plates 1 %2 in. and Under in Thickness; Length Only of Universal Mill
Plates 2 %2 in. and Under in Thickness

Permitted Variations Over Specified Width and Length” for Thicknesses Given in Inches or Equivalent Weights Given in

Specified Dimensions, in. Pounds per Square Foot, in.

To ¥ , excl Ys to ¥s , excl Ys to 1, excl 1to 2, incl®
Length Width To 15.3, excl 15.3 to 25.5, excl 25.5 to 40.8, excl 40.8 to 81.7, incl
Width Length Width Length Width Length Width Length
To 120, excl To 60, excl Y Y2 716 Y Yo Ya R 1
60 to 84, excl 16 Y8 Y e Y8 s Y 1
84 to 108, excl Y2 Ya Y8 Vs Ya 1 1 1Ys
108 and over Y 78 Ya 1 4] 1Ys 1Y 1Ya
120 to 240, excl To 60, excl EZ] Ya Yz 78 Y8 1 Ya 1Y
60 to 84, excl Y Ya B2 g Y 1 s 1Ya
84 to 108, excl Y16 s % 1916 1346 1Ys 1 1%
108 and over Y8 1 Ya 1Ys 78 1Ya 1%s 1%s
240 to 360, excl To 60, excl Vs 1 Y2 1Ys $Z] 1Ya Ya 1%
60 to 84, excl Y2 1 Y8 1Ys Ya 1Ya s 12
84 to 108, excl Y16 1 e 1Ys s 1% 1 1Y>
108 and over e 1%s s 1Ya 1 1%s 1Y 1%
360 to 480, excl To 60, excl 716 1Ys Y2 1Ya s 1% Ya 1%
60 to 84, excl Y2 1Y Y8 1%s Ya 1% Vs 1%
84 to 108, excl Y16 1Ya Ya 1% s 12 1 1%
108 and over Ya 1% 78 1%2 1 1% 1Ya 17
480 to 600, excl To 60, excl 16 1Y Yo 12 L2 1% Ya 1%
60 to 84, excl Y 1% B2 1Y2 Y 1% s 1%s
84 to 108, excl Y8 1% Ya 1% V) 1% 1 1%
108 and over Ya 1Y%2 78 1% 1 1% 1Y 178
600 to 720, excl To 60, excl Y2 1% Y8 1% Y 178 s 2Ya
60 to 84, excl Y8 1% Ya 1% s 1% 1 2Ya
84 to 108, excl Y8 1% Ya 17 s 17 1% 2Ya
108 and over s 1% 1 2 1%s 2Y4 1Ya 2Y>
720 and over To 60, excl Y16 2 Ya 2Ys s 2Ya 1 2%
60 to 84, excl Ya 2 Vs 2Ys 1 2Ya 1Ys 2%
84 to 108, excl Ya 2 78 2% 1 2Ya 1Ya 2%
108 and over 1 2 1Ys 2%s 1Ya 2Y2 1% 3

APermitted variation under specified width and length, ¥a in.
Bpermitted variations in length apply also to Universal Mill plates up to 12 in. in width for thicknesses over 2 to 2%z in., incl, except for alloy steel up to 1%a in. thick.

TABLE 4 Permitted Variations in Width for Mill Edge Carbon and TABLE 5 Permitted Variations in Rolled Width for Universal Mill
High-Strength, Low-Alloy Plates Produced on Strip Mills (Applies Plates 15 in. and Under in Thickness
to either Plates Produced from Coils or Plates Produced in
Discrete Cut Lengths of Flat Product)

Permitted Variations Over Specified Width* for
Thicknesses Given in Inches or Equivalent Weights Given

Permitted Variation Over in Pounds per Square Footo,in. — -
ifi i i ifi ver ver 1
Specified Widh, in. V\S/i’zjfﬁlflii(_jA Specified Width, in. To%, %t weto  1lo2, to 10, to
' excl %, excl 1, excl incl ; :
incl 15, incl
To 14, excl 716 15310 255t0 40.8t0 81.7to 409.0 to
14 t0 17, excl Ve 10153, “>55, 408, 817, 4090, 613.0,
17 to 19, excl Y16 excl excl excl incl incl incl
19 to 21, excl 78 Over 8 to 20, excl Yg Ys Y16 Ya g 1z
21 to 24, excl e 20 to 36, excl Y16 Ya %6 ¥s 16 Y16
24 to 26, excl e 36 and over %e s e Y2 %6 Y8
26 to 28, excl 1%16 " - — — - -
28 to 35, excl 1% Permitted variation under specified width, ¥s in.
35 to 50, excl 1Ya
50 to 60, excl 1Y%
60 to 65, excl 1%
65 to 70, excl 1% 13. Retests
70 to 80, excl 1% . . L.
80 and over 2 13.1 If any test specimen shows defective machining or
ANo permitted variation under specified width. develops flaws, the manufacturer or processor shall have the

option of discarding it and substituting another test specimen.
13.2 If the percentage of elongation of any tension test
12.5 Hot-Rolled Bars—The permitted variations in dimen- specimen is less than that specified and any part of the fracture
sions shall not exceed the applicable limits in Tables 26-31s more thar¥s in. [20 mm] from the center of the gage length
[Annex Al, Tables A1.26 to A1.31], inclusive. of a 2-in. [50-mm] specimen or is outsi@muim etige
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TABLE 6 Permitted Variations in Diameter for Sheared Circular
Plates 1 in. and Under in Thickness

TABLE 10 Permitted Variations in Diameter for Gas-Cut Circular
Plates (Applies to Alloy Steel Specifications Only)

Permitted Variations Over Specified Diameter
for Thicknesses Given in Inches, in.A

Permitted Variations Over Specified Diameter for Specified

» ) ) Specified Thicknesses Given in Inches, in.”
Specified Diameters, in. ; :
To %, Yst0 s, Y to 1, Diameter, in. 01 exq L2 2t04, 4106 6108 8tols

excl excl incl ’ excl excl excl excl incl
To 32, excl Ya s Y2 To 32, excl Y2 Y2 Ya Ya 1 1
32 to 84, excl %6 16 Y16 32 to 84, excl Y2 s s 1 1%s 1Ya
84 to 108, excl Ys 12 s 84 to 108, excl s Ya 1 1Ys 1Ya 1%
108 to 130, excl 16 Y16 e 108 to 130, incl s 1 1Ys 1Ya 1% 12
130 and over 2] Y8 Ya

“No permitted variation under specified diameter.

TABLE 7 Permitted Variations in Diameter for Gas-Cut Circular
Plates (Not Applicable to Alloy Steel)

Permitted Variation Over Specified Diameter for
Thicknesses Given in Inches, in.”

Specified Diameter,

n. to 1, 1to2, 2to4, 4to6, 6to8, 8tol5,
excl excl excl excl excl incl
To 32, excl ¥ E7Z) Yo Yo EZ) Ya
32 to 84, excl ¥s Y 1 Y8 Ya s
84 to 108, excl Y2 Y16 Y8 Ya s 1
108 to 130, excl Y Y16 e s 1 1Ys
130 and over Y8 Ya s 1 1%s 1Ya

“ANo permitted variation under specified diameter.

TABLE 8 Permitted Variations in Width and Length for
Rectangular Plates When Gas Cuttings is Specified or Required
(Applies to Alloy Steel Specifications Only).

Note 1—These permitted variations shall be taken all under or divided

over and under, if so specified.

Note 2—Plates with universal rolled edges will be gas cut to length

only.

Permitted Variation Over Specified

Specified Thickness, in. Width and Length, in.

To 2, excl Ya
2 to 4, excl 1
4 to 6, excl 1Ys
6 to 8, excl 1%
8 to 15, incl 1Y%

TABLE 9 Permitted Variations in Width and Length for
Rectangular Plates When Gas Cutting is Specified or Required
(Not Applicable to Alloy Steel)

“No permitted variation under specified diameter.

TABLE 11 Permitted Camber “ for Carbon Steel, High-Strength

Low-Alloy Steel, and Alloy Steel Universal Mill Plates and High-

Strength Low-Alloy Steel and Alloy Steel Sheared, Special-Cut,
or Gas-Cut Rectangular Plates

Specified - ) Specified
TEickness, Spemﬂli(/jﬁ\zl\lelght, \F/)Vidth, Permitted Camber, in.
in. in.
To 2, incl to 81.7, incl all Ys X (no. of feet of length/5)
Over 2 to 15, 81.7 to 613.0, incl to 30, incl %16 X (no. of feet of

incl length/5)
Over 2 to 15, 81.7 to 613.0, incl over 30 Y4 X (no. of feet of

incl length/5)

ACamber as it relates to plates is the horizontal edge curvature in the length,
measured over the entire length of the plate in the flat position.

TABLE 12 Permitted Camber “ for Sheared Plates and Gas-Cut
Rectangular Plates, All Thicknesses (Applies to Carbon Steel
Only)

Permitted camber, in. = ¥ X (number of feet of length/5)

ACamber as it relates to plates is the horizontal edge curvature in the length,
measured over the entire length of the plate in the flat position.

strength, within 1 ksi [7 MPa] of the required yield strength or
yield point, or within 2 percentage points of the required
elongation, a retest shall be permitted to replace the failing test.
Aretest shall be performed for the failing original test, with the
specimen being randomly selected from the heat. If the results
of the retest meet the specified requirements, the heat or lot
shall be approved.

13.3.1 For structural products that are tested as given in
Table C, both tests from each coil tested to qualify a heat are
required to meet all mechanical property requirements. Should

Note 1—These permitted variations may be taken all under or divideceither test fail to do so, then that coil shall not be used to

over and under, if so specified.

qualify the heat; however, the portion of that individual coil

Note 2—Plates with universal rolled edges will be gas cut to lengththat is bracketed by acceptable tests (see 11.4.2.3) is considered

only.

Permitted Variation Over Specified

Specified Thickness, in. Width and Length, in.

To 2, excl ¥
2 to 4, excl Y8
4 to 6, excl Ya
6 to 8, excl s
8 to 15, incl 1

to be qualified.

13.4 Quenched and tempered steel plates shall be subject to
any additional retest requirements contained in the applicable
product specification.

13.5 When the full-section option of 11.3.3 is used and the
elongation falls below the specified requirement, the manufac-
turer or processor shall have the option of making another test
using a test specimen permitted in 11.5.2.

gage length of an 8-in. [200-mm] specimen, as indicated byt4- Test Reports
scribe scratches marked on the specimen before testing, a retesfi4.1 Test reports for each heat supplied are required and

shall be allowed.

they shall report the following:

13.3 Except as provided in 13.3.1, if the results from an 14.1.1 The applicable product specification designation,
original tension specimen fails to meet the specified requireincluding year-date, and the grade or class if applicable, to
ments, but are within 2 ksi [14 MPa] of the required tensilewhich the structural product is furnishgocuments

Full document details: ASTM A6/A6M-03c

Document Sharing Hub


http://www.avadocuments.com/doc/astm-a6-a6m-03c
http://www.avadocuments.com/doc/astm-a6-a6m-03c

. . . .S,
NOTICE: This standard has either been superceded and replaced by a new version or discontinued.
Contact ASTM International (www.astm.org) for the latest information.

AW A 6/A 6M — 03cC
“afl

TABLE 13 Permitted Variations From a Flat Surface for Carbon Steel Plates

Note 1—When the longer dimension is under 36 in., the permitted variation from a flat surface shall not xgeed/hen the longer dimension
is from 36 to 72 in., incl, the permitted variation from a flat surface shall not exceed 75 % of the tabular amount for the specified width, but in no case
less than¥a in.

Note 2—These permitted variations apply to plates that have a specified minimum tensile strength of not more than 60 ksi or comparable chemical
composition or hardness. The limits in this table are increased 50 % for plates that have a higher specified minimum tensile strength or comparable
chemical composition or hardness.

Note 3—This table and these notes cover the permitted variations from a flat surface for circular and sketch plates, based upon the maximum
dimensions of such plates.

Note 4—Where “..."” appears in this table, there is no requirement.

Note 5—Plates must be in a horizontal position on a flat surface when flatness is measured.

Permitted Variations from a Flat Surface for Specified Widths Given in Inches, in.A2

Thisciigzz,din. Spectibe MO s, 361048 4810 600 7200 8dto a0 et A0 M0 egand
excl excl 60, excl 72, excl 84, excl 96, excl ! ! ! ! Over
excl excl excl excl
To Ya , excl To 10.2, excl Y16 Ya 1%6 1Y 1% 1% 1% 1% 1%
Yato ¥, excl 10.2 to 15.3, excl Y2 Y8 Ya 1%6 1%s 1Y 1% 1% 1%
¥ to Y2 , excl 15.3 to 20.4, excl Y2 Y16 Y8 Y8 s Vs 1 1%s 1Ya 1% 2Ys
Y2 t0 % , excl 20.4 to 30.6, excl 16 Yo Y16 Y8 %8 Ya 1 1 1%s 1% 2
¥ to 1, excl 30.6 to 40.8, excl 16 Y2 Y16 Y8 Y8 Y8 Ya V) 1 1% 1%
1to 2, excl 40.8 to 81.7, excl s Y2 Y2 Y16 Y16 Y8 Y8 Y8 Y16 1¥s 1%
2 to 4, excl 81.7 to 163.4, excl %6 s 16 Yo Yo Yo Yo Y16 %8 s 1%s
4 to 6, excl 163.4 to 245.1, excl s 16 Y2 Y2 Y16 Y16 Y8 Ya V) V) 1
6 to 8, excl 245.1 to 326.8, excl 16 Y2 Y2 Y8 Y16 Ya V) V) 1 1 1
8 to 10, excl 326.8 to 409.0, excl Yo Yo %8 e Ya 1346 s 1%16 1 1 1
10 to 12, excl 409.0 to 490.1, excl Y2 Y8 Ya 1316 V) %6 1 1 1 1 1
12 to 15, excl 490.1 to 613.0, incl Ys Ya 1316 s %6 1 1 1 1 1

APermitted Variation from a Flat Surface for Length—The longer dimension specified is considered the length, and the permitted variation from a flat surface along the
length shall not exceed the tabular amount for the specified width for plates up to 12 ft in length, or in any 12 ft for longer plates.

Bpermitted Variation from a Flat Surface for Width—The permitted variation from a flat surface across the width shall not exceed the tabular amount for the specified
width.

TABLE 14 Permitted Variations from a Flat Surface for High-Strength Low-Alloy Steel and Alloy Steel Plates, Hot Rolled or Thermally
Treated

Note 1—When the longer dimension is under 36 in., the permitted variation from a flat surface shall not #xaeed/hen the longer dimension
is from 36 to 72 in. incl, the permitted variation from a flat surface shall not exceed 75 % of the tabular amount for the specified width.

Note 2—This table and these notes cover the permitted variations from a flat surface for circular and sketch plates, based upon the maximum
dimensions of such plates.

Note 3—Where “...” appears in this table, there is no requirement.

Note 4—Plates must be in a horizontal position on a flat surface when flatness is measured.

Permitted Variations from a Flat Surface for Specified Widths, in.A2

ifi ified Weight,
Thi:rlj(icesgd in. Specifvc veiant To36, 361048, 4810 60t0 7210 B4t o0 10810 2010 IO yeg ang
excl excl 60, excl 72, excl 84, excl 96, excl ! ! ! ! Over
excl excl excl excl

To Ya , excl To 10.2 excl 1316 1%s 1% 1% 2 2Ya 2%s 2% 2%

Y4 to ¥ , excl 10.2 to 15.3, excl Ya 1%16 1Ys 1% 134 1% 2 2Ya 2%

¥ to Y2, excl 15.3 to 20.4, excl Ya s %6 %6 1Ys 1% 1% 1% 1% 2% 3Ys
Y2 to %, excl 20.4 to 30.6, excl Y8 Ya 1316 V) 1 1%s 1Y4 13 1% 2Ya 3

¥ to 1, excl 30.6 to 40.8, excl %8 Ya VS VS 1%16 1 1Ys 1% 1% 2 2%
1to 2, excl 40.8 to 81.7, excl Y16 Y8 Ya 1316 V) %6 1 1 1 1% 2Ya
2 to 4, excl 81.7 to 163.4, excl Y2 Y16 Y16 Ya s Ya Ya V) 1 1Y 1%
4 to 6, excl 163.4 to 245.1, excl Y16 e Ya Ya s s 1%16 1Ys 1Y 1Y 1%
6 to 8, excl 245.1 to 326.8, excl Ys Ya Ya 1%16 1 1Ys 1Ya 1% 1¥» 1¥» 1¥»
8 to 10, excl 326.8 to 409.0, excl Ya 136 1%16 1 1Ys 1Ya 1% 1% 1Y%2 1Y¥2 1Y¥2
10 to 12, excl 409.0 to 490.1, excl Y 18416 1Ys 1Ya 1% 1% 1> 1> 1Y¥» 1> 1>
12 to 15, incl 490.1 to 613.0, incl Iz 1 1%16 1% 1%s 1%> 1% 1% 1% 1% 1%

APermitted Variation from a Flat Surface for Length—The longer dimension specified is considered the length, and the permitted variation from a flat surface along the
length shall not exceed the tabular amount for the specified width in plates up to 12 ft in length, or in any 12 ft for longer plates.

Bpermitted Variation from a Flat Surface for Width—The permitted variation from a flat surface across the width shall not exceed the tabular amount for the specified
width.

14.1.2 The heat number, heat analysis (see 7.1), and nonteported as <0.02 %. If the amount of columbium or vanadium is less than
nal sizes. 0.008 %, the heat analysis for that element may be reported as <0.008%.

Note 8—If the amount of copper, chromium, nickel, molybdenum, or
silicon is less than 0.02 %, the heat analysis for that element may be
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TABLE 15 Permitted Variations in Waviness for Plates

Note 1—Waviness denotes the maximum deviation of the surface of
the plate from a plane parallel to the surface of the point of measurement
and contiguous to the surface of the plate at each of the two adjacent wave
peaks, when the plate is resting on a flat horizontal surface, as measured
in an increment of less than 12 ft of length. The permitted variation in
waviness is a function of the permitted variation from a flat surface as
obtained from Table 13 or 14, whichever is applicable.

Note 2—Plates must be in a horizontal position on a flat surface when
waviness is measured.

Permitted ) . ) .
Variation Permitted Variation in Wav_lness, in., When
from a Number of Waves in 12 ft is

Flat Surface

(from Tablle 1 2 3 4 5 6 7
13 or 14), in.

Y16 Y16 Ya Y16 Ys Ys Y16 Y16
¥s ¥s %6 Y16 Y16 Vs Y16 Y16
16 16 Y6 Ya Y16 Vs Vs Yie
Y2 Y2 s Y16 Y16 Y16 Ys Y16
Y16 %16 16 %6 Ya Y16 Vs Vs
s Y8 Y2 Vs Ya Y16 Vs Vs
e e Y2 s Y16 Y16 Y16 Ys
Ya Ya %16 16 %6 Ya Y16 Vs
Y16 Y16 Y8 16 Y16 Ya Y16 Vs
78 78 e Y2 s Ya Y16 Ys
%6 %16 e Y2 ¥s %6 Ya Y16
1 1 Ya %16 16 Y16 Ya Y16
1Ys 1Ys 78 Y8 Y2 s Ya Y16
1Ya 1Ya %16 e Y2 ¥s %6 Ya
1% 1% 116 Ya %16 16 Y16 Ya
1Y 1% 1Ys 78 Y8 Y2 s Ya
1% 1% 1Ya %16 e Y2 ¥s Y6
1% 1% 1%s 1 Ya %16 16 %6
17 17 176  1%ie %16 Y16 716 Y16
2 2 12 1%s s Y8 Y2 ¥s
2Ys 2Ys 1% 1%1s 78 Wie Y2 Vs
2Ya 2Ya 1%e  1Ya %16 e Y16 s
2¥s 2¥s 1% 1% 1 Ya %16 16
2Y> 2> 178 1% 116 Y16 %16 16
2% 2% 2 1% 1Ys %16 Y8 716
2Ya 2Ya 2%16 1%se 1%s s Y8 Y2
278 2%s 2% 1% 1%1s %16 e Y2
3 3 2Ya 1%16 1Ya %16 e Y16
3% 3% 2¥s 1% 1%s6 1 Ya %16

14.1.3 For structural products that are tested as given in 14.1.6 The results of any other test required by the appli-
Table B, two tension test results appropriate to qualify thecable product specification, the applicable supplementary re-
shipment (see 11.4), except that only one tension test resujuirements, and the purchase order.
need be reported if the shipment consists of a single piece or 142 The thickness of the structural product tested is not
plate-as-rolled. _ _ necessarily the same as an individual ordered thickness, given
~ 14.1.3.1 Inreporting elongation values, both the percentagg,at it is the heat that is tested, rather than each ordered item.
increase and the original gage length shall be stated. Tests from specified thicknesses in accordance with 11.4 and

14.1.4 For structural products that are required to be hegl, ompassing the thicknesses in a shipment shall be sufficient
treated, either by the applicable product specification or by th?or qualifying the structural product in the shipment. Such test

purchase é):gjer, aI: theat tr(iatmentf, mizrl]udmg I:emperat;r icknesses are not required to be within previously tested and
ranges and times at temperature, unless the purchaser an oped thicknesses from the same heat.

supplier have agreed to the supply of a heat treatment proce- .
PP g PRl P 14.3 For structural products produced from coil that are

dure in place of the actual temperatures and times. N "
14.1.4.1 Subcritical heat treatment to soften thermally cufUPPlied in the as-rolled condition or have been heat treated by

edges need not be reported, except for structural producf'€ss relieving only, the test report shall state “Produced from
having a specified minimum tensile strength of 95 ksi [655C0|I.“ Both test results shall be reported for each qualifying

MPa] or higher, unless such subcritical heating is accomplishe@0il, and the location within the coil for each test shall be
at temperatures at least 75 °F [40 °C] lower than the minimun$tated.

tempering temperature. 14.4 For structural products produced from coil, both the
14.1.5 The results of any required austenitic grain size test:anufacturer and the processor shall be identified on the test
(see 8.2 or 8.3, whichever is applicable). report. Documents
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TABLE 16 Permitted Variations in Cross Section for W, HP, S, M, C, and MC Shapes

Note 1—A is measured at center line of web for S, M, and W and HP shapes; at back of web for C and MC shapes. Measurement is overall for C
shapes under 3 iB is measured parallel to flang€.is measured parallel to web.
Note 2—Where “...” appears in this table, there is no requirement.

C C
/28,
B
T
A
T
Permitted Variations in Sectional Dimensions Given, in.
. Permitted Variations
C, Maximum  over or Under Theoreti-
A, Depth B, Flange Width T+ A Depth at cal Web Thickness for
Flanges E, Web any Cross Thicknesses Given in
Shape Section Nominal Sizes, in. Out-of- off Cen- Section Inches, in.
S 5 ter® over Theo-
Over Under Over Under quare retical
%6 and
Theo- Theo- Theo- Theo- Depth, in Over %16
) ) ) ) » . under
retical retical retical retical
W and HP Up to 12, incl Ys Ys Ya Y16 Ya Y16 Ya
Over 12 Y8 Vs Ya 16 Y16 Y16 Ya
Sand M 3to 7, incl Y32 Yie Yg Yg Y32 316
Over 7 to 14, incl Yg Y32 32 32 Y32 Y16
Over 14 to 24, incl Y16 Ys 316 316 Y32 Y16
C and MC 1% and under Y32 Y32 Y32 Va2 Va2 0.010 0.015
Over 1%z to 3, excl Yie Yie Yie Yie Y32 0.015 0.020
3to 7, incl Y32 Yie Ys Ys Y32
Over 7 to 14, incl Ys Y32 Vs %32 Y32
Over 14 %16 Ys Ys 16 Y32

AT + T’ applies when flanges of channels are toed in or out. For channels %s in. and under in depth, the permitted out-of-square is ¥s4 in./in. of depth.
Bpermitted variation is per inch of flange width for S, M, C, and MC shapes.
CPermitted variation of %16 in. max for sections over 426 Ib/ft.
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TABLE 17 Permitted Variations in Cross Section for Angles (L Shapes), Bulb Angles, and Zees

Note 1—Where “...” appears in this table, there is no requirement.

B
I T
-3 — -
R : =t
A T <T
B H =Dy s =Dy A
,\,;:..—: =C 7_/::4,
1A A e
Angles Bub angles Zees

Permitted Variations in Sectional Dimensions Given, in.

B, Flange Width or Permitted Variations Over or Under Theoretical Thickness

A, Depth —of- for Thicknesses
i i ize i ° Length of Leg [, Out-of Given in Inches, in
Section Nominal Size, in. Square per -
Over Under Over Under Inch of B %6 and Over %6 Over %
Theoretical Theoretical Theoretical Theoretical under to ¥, incl °
Angles” 1 and under Y32 Y32 Y1288 0.008 0.010
(L Shapes) Over 1 to 2, incl Yoa Yoa Y1288 0.010 0.010 0.012
Over 2 to 3, excl Y16 Y16 Y1288 0.012 0.015 0.015
3to 4, incl Ys Y32 Y1288
Over 4 to 6, incl Vg Vg Y1288
Over 6 Y16 Ys Y1288
Bulb angles (Depth) 3 to 4, incl Ys YVie Ys ¥32 Y1288
Over 4 to 6, incl Ys Yie Ys Ys %1288
Over 6 Ys Y16 16 Ys Y1285
Zees 3to 4, incl Ys Yie Ys a2 %1288
Over 4 to 6, incl Yg Y16 Yg Yg Y1288
AFor unequal leg angles, longer leg determines classification.
By128 in.fin. = 1% °.
TABLE 18 Permitted Variations in Sectional Dimensions for Rolled Tees
Note 1—*Back of square and center line of stem are to be parallel when measuring “out-of-square.”
Note 2—Where “...” appears in this table, there is no requirement.
j_l-
A
T
1
8 2B+E
Permitted Variations in Sectional Dimensions Givey, in.
Tees
T, Out- i i
A, Depth® B Width?® of-Square E, Web- Stem Thickness of Thickness of
Nominal Size,” per Inch off-Cen- Out-of- Flange Stem
Over Under Over Under of B ter Square® Over Under Over Under
1% and under Yea Yea Yoa Yea Y32 0.010 0.010 0.005 0.020
Over 1% to 2, incl Y16 Y16 Y16 Y16 Y16 0.012 0.012 0.010 0.020
QOver 2 to 3, excl Y32 32 Y32 Y32 Y32 0.015 0.015 0.015 0.020
3to 5, incl Y32 Yie Ys Ys Y32 Y32
Over 5 to 7, incl Y32 Y16 g Yg Y32 Ys

“The longer member of an unequal tee determines the size for permitted variations.
BMeasurements for both depth and width are overall.
CStem-out-of-square is the permitted variation from its true position of the center line of stem, measured at the point.

14.5 When full-section test specimens have been used fahe report. Notwithstanding the absence of a signature, the
the qualification of angles, that information shall be stated ororganization submitting the report is responsible for the content
the test report. of the report.

14.6 A signature is not required on the test report; however, 14.7 For structural products finished by other than the
the document shall clearly identify the organization submittingoriginal manufacturer, the supplier ofmememglct
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TABLE 19 Permitted Variations in Length for S, M, C, MC, L, T, Z, and Bulb Angle Shapes

Note 1—Where “...” appears in this table, there is no requirement.

Permitted Variations from Specified Length for Lengths Given in Feet, in.

Nominal

Size Ain. 5 to 10, excl 10 to 20,excl 20 to 30, incl Over 30 to 40, incl  Over 40 to 50, incl  Over 50 to 65, incl Over 65 ft
’ Over Under Over Under Over Under Over Under Over Under Over Under Over Under
Under 3 Y8 0 1 0 1% 0 2 0 2Y> 0 2Y> 0
3 and over 1 0 1%> 0 1% 0 2Y4 0 2Ya 0 24 0

AGreatest cross-sectional dimension.

TABLE 20 Permitted Variations in End Out-Of-Square for S, M, C,
MC, L, T, Z, and Bulb Angle Shapes

Shapes Permitted Variation
S, M, C, and MC Yea in. per inch of depth
LA %128 in. per inch of leg length or 1v2 °
Bulb angles Y128 in. per inch of depth or 1%2 °
Rolled Tees” Yea in. per inch of flange or stem
Zees Y128 in. per inch of sum of both flange
lengths

APermitted variations in end out-of-square are determined on the longer
members of the shape.

shall also provide the purchaser with a copy of the originall6. Retreatment

manufacturer’s test report. _ _ o 16.1 If any heat-treated structural product fails to meet the
14.8 A test report, certficate of inspection, or similar docu-mechanical property requirements of the applicable product
ment printed from or used in electronic form from an electronicspecification, the manufacturer or the processor shall have the
data interchange (EDI) transmission shall be regarded &sption of heat treating the structural product again. All me-
having the same validity as a counterpart printed in th&nanical property tests shall be repeated and the structural

ment shall meet the requirements of the applicable produGlesypmitted for inspection.

specification and shall conform to any existing EDI agreement

between the purchaser and the supplier. Notwithstanding the7. Rejection

absence of a signature, the organization submitting the EDI 17.1 Any rejection based upon product analysis made in

transmission shall be responsible for the content of the reporhccordance with the applicable product specification shall be
Note 9—The industry definition as invoked here is: EDI is the '€Ported to the supplier and samples that represent the rejected

computer to computer exchange of business information in a standardtructural product shall be preserved for 2 weeks from the date

format such as ANSI ASC X12. of notification of such rejection. In case of dissatisfaction with
) ) the results of the tests, the supplier shall have the option of
15. Inspection and Testing making claim for a rehearing within that time.

15.1 The inspector representing the purchaser shall have 17.2 The purchaser shall have the option of rejecting struc-
free entry, at all times, while work on the contract of thetural product that exhibits injurious defects subsequent to its
purchaser is being performed, to all parts of the manufacturer'scceptance at the manufacturer’s or processor’s works, and so
works that concern the manufacture of the structural produatotifying the manufacturer or processor.
ordered. The manufacturer shall afford the inspector all rea- o
sonable facilities to be satisfied that the structural product id8. ldentification of Structural Products
being furnished in accordance with this general requirements 18.1 Required Plate Markings
specification, the applicable product specification, and the 18.1.1 Except as allowed by 18.1.4.2 and 18.6, plates shall
purchase order. All tests (except product analysis) and inspebe legibly marked with the following: applicable ASTM
tion shall be made at the place of manufacture prior todesignation (see 1.1) (year-date not required); “G” or “MT” if
shipment, unless otherwise specified, and shall be conducted applicable (see 18.1.2); applicable grade; heat number; size and
as not to interfere with the operation of the manufacturer'shickness; and name, brand, or trademark of the manufacturer
works. (for plates produced from an as-rolled structural product) or the

15.2 Where structural products are produced from coil, 15.Jrocessor (for plates produced from coil).
shall apply to the processor instead of the manufacturer, and 18.1.2 Plates that are required to be heat treated, but have
the place of process shall apply instead of the place ohot been so heat treated, shall be marked, by the manufacturer
manufacture. Where structural products are produced from codr processor, with the letter “G” (denoting green) following the
and the processor is different from the manufacturer, theequired ASTM designation mark, except that “G” marking is
inspector representing the purchaser shall have free entry at albt necessary if such plates are for shipment, for the purpose of
times while work on the contract of the purchaser is beingobtaining the required heat treatment, to an organization under
performed to all parts of the manufacturer’s works that concertthe manufacturer’s control. Such plates shall have been quali-
the manufacture of the structural product ordered. fied for shipment on the basis of test s%@u’h@’n@@een
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